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need complete 
data on Mullard 
valves, tubes 
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and semiconductor devices 


The Mullard Technical Handbook is a loose-leaf publica- 
tion, issued on a subscription basis and containing data 
sheets on all Mullard valves, tubes and semiconductor 
devices in current production. 

From one to twenty pages are devoted to each type, data 
including: standard ratings, recommended operating con- 
ditions and performance figures for various applications, 
limiting values, characteristic and performance curves. 
Subscribers receive supplementary or revised sheets 
automatically as they are issued and thereby have early 
intimation of new introductions. 

At present the Handbook comprises four volumes with 
the following contents :— 


Mullard 


Mullard Limited, T.S.D., Data and Publications Section, 
Mullard House, Torrington Place, London, W.C.1 


VOLUMES І and IA 

Data on current Receiving and Amplifying 
Valves. Cathode Ray Tubes. Crystal 
Diodes and Transistors. Photocells. 

Cold Cathode Tubes. Small Thyratrons. 
Miscellaneous and Special Tubes. 


VOLUME 2 

Data on earlier type Receiving and 
Amplifying Valves and Cathode Ray Tubes 
still in limited production for the 
maintenance of existing equipment. 


VOLUME 3 

Data on Power Valves for Transmitting 
and Industrial Equipment. 

Power Rectifiers. Large Thyratrons. 
Microwave Devices. 


For full details of this service, including subscription 
rates and application form, write to the address 
below. 


Wireless World 


New Tools 


THE assimilation of electronic aids by industry and 
in the life of the community as a whole during the 
past decade has not been without its vicissitudes. 
On the one hand we have had somewhat reluctant 
"rise times" resulting from innate conservatism 
and, on the other, optimistic *overshoots" when 
enthusiasm has been allowed to outrun experience. 

One can sympathize with works managers who, 
after a lifetime's reliance on tried mechanical and 
electrical aids, were only too ready to seize on early 
failures as an excuse for purging the production 
lines of what must have appeared to them to be 
fragile and unreliable gadgets. Time and the per- 
sistence of those with faith in the intrinsic capacity 
of electronic methods to deal with future demands 
of speed and complexity in competitive production 
have now produced instrumentation of a type which 
can take its place with and, more often than not, 
supersede older methods. 

To any who may yet stand in need of reasoned 
argument to convince the sceptics of the inherent 
relability of electronic apparatus, we commend 
Dr. Bell’s analysis in this issue. 

Examples of early difficulties and failures arising 
either from conservatism or over-enthusiasm are 
plentiful in the history of the application of radio 
aids to navigation. We may contrast the reluctance 
of masters to make full use of early direction- 
finders with their more recent ready acceptance of 
radar. To men accustomed to making full use of 
trained eyes there is no denying the compulsion of 
a continuous p.p.i. display as compared with a few 
figures on a slip of paper passed to the bridge from 
the wireless room. But it is now fully appreciated 
that appearances can often be as deceptive on a 
radar screen as they sometimes are in the wider 
sense when viewing the scene from the wing of the 
bridge, and that a new and specialized experience 
is as necessary in interpreting radar information as 
it was in knowing when and when not to rely on a 
radio bearing. 

We shall never know how many collisions might 
have occurred, but for the use of radar. It is 
unfortunate but inevitable that wide publicity is 
given to those which do occur and which have been 
somewhat ironically called “ radar-assisted.” 
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As far as we know there has never been a case 
of collision which could be attributed to failure or 
lack of accuracy in the equipment itself, though 
it has happened that echoes have been lost in sea 
clutter or suppressed by maladjustment of the swept 
gain control Ву far the most prevalent cause of 
error is faulty appreciation of the displayed 
information, sometimes through lack of knowledge 
or experience, but more often because there is just 
not the time to work out the true courses and speeds 
of the converging vessels after it has become 
apparent that a dangerous situation has developed. 

The conventional radar display gives, very 
accurate readings of distance and relative bearing, 
but the apparent changes in the course and speed 
of other ships are often the result of changes in 
the observer's own course and speed, and must 
always be read in conjunction with the ship's speed 
and course. Another difficulty is that at present 
radar cannot reveal, except at close quarters, the 
aspect of the other vessel, though it has been 


- suggested that this might be overcome by the use 


of distinctive port and starboard reflectors. АП 
this is not to say that conventional radar is unreliable 
or that correct appreciation cannot be made 
intuitively by experienced officers, but the only really 
safe way of avoiding error and ambiguity is to keep 
a running plot of true course and speed not only of 
one's own vessel but of all other vessels in the 
immediate vicinity. The technique is described in 
the textbooks and the practice is well established, 
but with the best will in the world there is unlikely 
to be sufficient time or enough navigators to cope 
with a rapidly developing situation involving a 
number of ships. 

All this has been radically changed by the 
introduction of a new system of display (described 
elsewhere in this issue) which enables the true 
motion of one's own ship and all other vessels to 
be seen at a glance without plotting or calculation. 

There can be little doubt that this is the kind of 
radar which the sea-going fraternity visualized in 
its early enthusiasm, and it affords one more 
example of the ability of electronics engineers to 
provide new tools for the job whenever the need 
becomes sufficiently pressing. 
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Flat Tube for Colour TV 


THE idea for a flat television c.r. tube first came 
to Dr. Denis Gabor, F.R.S., in 1952. Since then 
he and a small team have been working on it at 
Imperial College, KensIngton, with the financial 
support of the National Research Development 
Corporation. A complete and working tube has 
yet to be produced, but a great deal has been 
done on the development of the individual parts 
and the major problems have now been solved. 
This article, based on a recent Television Society 
lecture, outlines the principles ot the new tube. 
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REVOLUTIONARY DESIGN AIMED AT 
SIMPLIFYING MANUFACTURE 


T n main interest of the new tube is not only in 
its flat shape, which allows it to be hung on the wall 
like a picture or stood on the mantelpiece, but 
even more in its advantages as a colour tube. It is 
more complicated than a conventional cone-shaped 
monochrome television tube, 
but simpler to make than the 
known colour tubes and offers 
an even greater simplification 
in the associated equipment. 
Fig. l is a partly sectioned 
view of the tube. It has the 
shape of a flat glass box, almost 
square. The total depth can be 
made about 3iin for a screen 
with a 12-іп diagonal, and 
about 44in for a 21-in screen. 
The tube is divided in depth 
into two halves by a metal tray 
which carries the whole elec- 
tron optical system and serves 
at the same time as a magnetic 
screen, The electrons start 
vertically downwards from an 
electron gun behind this screen 
which has three independently 
modulated cathodes, one for 
each colour, but with a common 
lens system for handling them. 
The three beams next pass 
through an electrostatic line de- 
flection system which, of course, 
deflects them horizontally, then 
through two “trimmer” pairs 
of electrodes which serve for 
compensating misalignments, 
and from these into the “re- 
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Cut-away view of the complete tube. 


versing lens.” This can be 
considered as a lens with a 
curved optical axis of very 
unconventional design, which 
has four electron-optical func- 
tions. It converts the plane 
“fan” of rays issuing from the 
line deflector into another plane 
fan, but with about four times 
greater divergence. Moreover, 
it compensates the over-focus- 
ing effect which is inseparable 
from electrostatic deflection to 
such an extent that the beam 
remains in perfect: . focus 
throughout the whole scanning 
of a horizontal line, even 
though the divergence of the 
beams after leaving the revers- 
ing lens may be as much as 
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110-120° — an unheard-of 


large scanning angle in 
electrostatic tubes, 
» The beams next pass 


through a “strong focus- 
ing” electromagnetic lens, 
called a collimator, which 
bends them back to the ver- 
tical so that they perform 
their scanning motion at the 
front side like vertical rods. 
Finally, on reaching a cer- 
tain level the beams are bent 
towards the horizontal and 
fall on the screen. 

This final bending and the 
vertical scanning motion is 
achieved in ап essentially 
novel way which is illus- 
trated in Fig. 2. In front 
of the metallic plate which 
acts as a magnetic screen, 
and at a distance of about 
iin from it, there is a com- 
ponent called the frame 
scanning array. This is a 
system of parallel conduc- 
tors printed on a flexible, in- 
sulating base. In the plane 
central part of this insulating 
foil the array consists of 
horizontal conducting lines. 
Their number is rather large, about 120, but it has no 
direct relation to the line number in the picture. At 
the two sides, where the base is bent round in two 
U-shaped loops, the conducting lines are staggered 
upwards as shown. They are not connected with 
anything; their charging and discharging is effected 
by the electron beam itself, as will now be explained. 

In operation, a potential wave is made to travel 
down the scanning array vertically, and the genera- 
tion of this wave is achieved as follows. Assume, to 
begin with, that up to a certain level the conductors 
are charged up to the maximum positive potential. 
Above this, with a transition zone extending over 
a few conductors only, they are at about one-quarter 
of this voltage. When the beam electrons on their 
upward travel reach the transition zone, they are 
bent towards the phosphor screen (which is all the 
time at the maximum positive potential) and are 
focused at the same time because, as is well known in 
electron optics, a strong electrostatic deflection of an 
electron beam always produces a certain amount of 
focusing. 

When the beam has completed a line scan, after a 
rapid fly-back it rests for a moment (5-6 per cent of 
the time) in the loop at the left of the array and 
falls on the conductors in the transition zone. These 
are partially discharged, thus moving the transition 
zone a little downwards. The current is so adjusted 
that this displacement is equal to one line width in 
the picture, Once started, the transition zone auto- 
matically runs down as a wave of potential variation 
until it reaches the bottom of the picture, leaving all 
the conductors above it discharged and negative. 

The line scan is now stopped so that the beam 
comes to rest in the bottom of the right-hand loop. 
This is similar to the other loop, but with the differ- 
ence that it contains a screen grid, held at maximum 
positive potential.- At the “writing” point of the 


POSITION DURING 
LINE FLY-BACK 
POTENTIAL WAVE MOVING 
DOWNWARDS 


Fig. 2. 
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Principle of operation of the frame. scanning array. 


Fig. 3. Separation of beams at the 
shadow mask. 
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beams, secondary emission takes place and the flow 
of electrons to the screen causes the array conductors 
at this point to charge themselves up to the positive 
screen potential. As a result of this, and the 
“ staggered ” configuration of the array conductors in 
the loop, the bending-over point of the beams 
(determined by the electrostatic lens action) is moved 
slightly upwards so that fresh conductors become 
charged up. The process continues and the beams 
travel upwards, successively charging up more and 
more conductors. The action is, in fact, the reverse 
of what happens in the left-hand loop of the array. 
A transition zone is formed by the conductors being 
charged up from negative (instead of discharged from 
positive). This moves upwards (instead of down- 
wards) as the lower positive area of the array is 
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made progressively larger (instead of smaller) by 
successive addition of charged conductors and the 
upper area of discharged conductors grows corre- 
spondingly smaller (instead of bigger). Thus dur- 
ing the frame fly-back interval the beam travels up 
the loop to the top, and then the cycle is ready to 
start again. € 

'This self-scanning process, though it unavoidably 
makes the tube more complicated, simplifies the 
circuit work as there is no need in the receiver for 
the usual blocking oscillator or multivibrator run- 
ning at frame frequency.* The line-scanning 
generator is still neces- 
sary, but it requires far 
less power than the line 
generator for conven- 
tional television tubes.. 

Fig. 1 shows that the 
three colour beams, 
issuing from  inde- 
pendently modulated 
cathodes, merge dur- 
ing most of their course. 
a This is an important 
feature of the new tube. 
In the conventional 
shadow-mask colour 
tubes the three beams 
start from three rather 
widely separated guns, 
which aim at one point. 
This requires great 
accuracy which in fact 
cannot be achieved without-a great number of corfec- 


E. 
Fig. 4. Magnified section of 
the shadow-mask. 


tions (at least 9) and the adjustment is easily upset by ` 


local magnetic fields. In the new flat tube the three 
beams stay so closely together that local magnetic 
fields influence them substantially as if they were a 
single beam, that is to say, without upsetting the con- 
vergence, and their effect (strongly reduced in any 
case by the effective screening of the central plate) 
can be easily compensated by the “trimmer” 
electrodes. 

The three colour beams separate only just before 
the final bend and at the end of this they come 
together again, but at different angles to the screen. 
This is the basis of the colour control, which is 
more clearly shown in Fig. 3. It is based on the 
shadow-mask principle, but with the important dif- 
ference that, while in conventional tubes the distance 
of the shadow-mask from the phosphor screen is of 
the order of iin, here it is only about 0.025in. (This 
is made. possible by the large convergence angle of 
the beams and also partly by their slanting inci- 
dence.) Consequently it now becomes possible for 
the first time to fix the shadow-mask directly on to 
the phosphor screen and thus avoid all the difficul- 
ties which arise in other tubes from the necessity of 
very accurately aligning two independent, precision- 
made components. ,~ 

Fig. 4 shows a suitable design of shadow-mask 
fixed directly on the screen. А thin metal foil 
(0.0013in-0.002in thick) is sharply bent in vertical 
folds so close together as to be invisible to the eye. 
These folds form ribs for the accurate spacing and 

* A flat television tube in which the frame scan is effected by 
a travelling electric wave was independently invented by W. Ross 
Aiken, of the Kaiser Aircraft and Electronics Corporatlon, of 
Oaklands, California. In this tube the scanning array has only 7 
c and they are SERT from the outside by 7 special 


valves. aiser's and th D.C. have pooled the flat-tube 
patents in а world-wide agreement. 
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fixing of the plane portion which carries a great 
number of slits, horizontal or slanting (40-60 to the 
inch). A slanting angle, as shown, is advantageous 
for the avoidance of moiré effects. The slits are 
produced by etching, either before or after the mask 
is fixed on the glass, a “resist” pattern being 
printed on the metal foil before the folding operation. 

'The preparation of the phosphor screen, which in 
present-day colour tubes consists of a long series of 
delicate processes, is very simple. The three finely 
ground phosphors corresponding to red, green and 
blue are dropped vertically from air suspensions 
through stagnant air on to the tacky surface, at three 
different inclinations of the screen to the vertical, 
through the slits of the shadow-mask. This opera- 
tion would not succeed at the usual distance (iin) of 
the shadow-mask, but it gives very sharply defined 
colour strips with a spacing of the order of 0.0025in. 
One can make thestrips 0.005in wide, or even thinner 
if desired in high-definition television systems. 

Two other rather difficult technological problems 
had to be solved in the development of this tube. 
One was the preparation of the frame scanning array. 
A suitable if unconventional insulating support was 
found in glass fabric coated with a very heat-resist- 
ing silicone varnish known as MS 994 (made by Mid- 
land Silicones). The difficult problem of producing 
a printed circuit on this material was brilliantly 
solved by a new process of the Metropolitan-Vickers 
Research Department. 

Another technological problem of considerable 
importance was posed by the flat screen. If this 
were made of ordinary annealed glass it would have 
to be about one inch thick in a 2lin tube, which is 
prohibitive. The difficulty was solved by a pre- 
stressing (toughening) process which increases the 
apparent tensile strength of the glass by at least a 
factor of three or four. 

'The electron-optical development, which took up 
most of the time and is now nearly completed, has 
so far been carried out in demountable vacuum 
tanks. Further work is in progress with the ulti- 
mate aim of producing sealed-off tubes. 


“Electronic Computers” 


THIS new Wireless World book is a non-specialist 
introduction to the principles and applications of elec- 
tronic computers. It is intended for the reader who has 
no previous knowledge of the subject but has same 
familiarity with radio and electronics techniques. The 
treatment is fairly general in style, giving, in 167 pages, 
a broad background picture of the whole field of com- 
puting from which the reader can pass on to more 
advanced and specialized studies. 

Both analogue and digital machines are covered, and 
comparisons are drawn between the two types. After 
tracing the evolution of the computer from the early 
mechanical devices, the book goes on ta the general 
principles of analogue and digital computation, then 
continues with chapters on the circuitry, construction 
and applications of both types. It ends with a frankly 
speculative discussion of future developments and an 
appendix on business computer running costs. 

Edited by T. E. Ivall, the book is well illustrated by 
28 pages of art plates in addition to 40 diagrams. It can 
be obtained from booksellers, price 25s, or direct from. 
our Publishers at 25s 9d including postage. 


*'Transistor D.C. Amplifier." In Fig. 6, p. 531 of 
the November issue the value of P, should be 5000. 
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More Colour Tests 


THE third series of colour television tests using a 
modified version of the American compatible 
N.T.S.C. system is being conducted by the B.B.C. 
for the next few months. The test transmissions are 
being radiated from Crystal Palace оп Mondays, 
Wednesdays and Fridays from 11.10 p.m. 

Whereas the earlier tests were mainly concerned 
with the problems of compatibility, the present 
series has as one of its main objectives the assessment 
of quality and acceptability of colour pictures pro- 
duced by the complete chain of equipment from the 
studio to the colour receiver. The transmissions 
originate at Alexandra Palace and are fed by G.P.O. 
line to Crystal Palace. 


Antarctic Radio Research 


THE party of 21 which is to make meteorological 
and radio observations in connection with the Inter- 
national Geophysical Year at the Royal Society Base 
at Halley Bay (75* 31' S, 26* 36' W) left London 
on Nov. 15th in M.V. Magga Dan. They are taking 
with them a Decca wind-finding radar, an ionospheric 
sounding recorder and a pulse transmitter. 

'The ionospheric group will pay particular atten- 
tion to the variations in activity of the E and D 
layers, which are of greater intensity and lower height 
at this latitude, and look for correlations with mag- 
netic and auroral phenomena. Measurements will 
be made not only of height, absorption and drift of 
the ionospheric layers but of atmospheric noise in 
general at frequencies below 500kc/s. ^ Another 
group will study radio star scintillation, for which 
fixed Yagi arrays оп 60 Mc/s will be set up to 
observe both North and South diurnal transits. 
Results will be compared with simultaneous obsere 
vations in this country. 
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Organizational, Personal and 


Industrial Notes and News 


The three members of the ionospheric group are 
W. M. Bellchambers (leader), D. L. M. Cansfield 
and L. W. Barclay, while P. M. Brenan will be 
responsible for radio star observations, D. P. Harri- 
son for measurements of meteor and auroral ioniza- 
tion and G. M. Thomas for visual auroral records. 


Balance of Trade 


A CONSIDERABLE improvement in the balance of 
trade, so far as the radio industry is concerned, was 
recorded for the first nine months of this year by 
comparison with the same period last year. As will 
be seen from the table, exports increased from £24M 
to nearly £29M, while imports decreased from £9.8M 
to £8.2M. 


Imports (£M) 


| Exports (£M) 
| Jan.—Sept. Jan.—Sept. 
1956 1955 || 1956 1955 
Capital goods* oe | 12.030 9.692 1.950 1.164 
Components ... to 6.114 5.246 
Sound equipment 5.322 4.541 4.281 5.944 
Domestic receivers ... 2.754 2.728 $ 
Valves and c.r. tubes 2.584 2.068 1.928 2.671 
28.804 | 24.275 | 8.159 9.779 | 


*Transmitters, communlcations equipment, navigational aids, etc. 


Component Show 


THE continued growth of the annual component 
show organized by the Radio and Electronic Com- 
ponent Manufacturers! Federation has necessitated 
holding next year's (the 14th) in two sections. The 
four-day show (April 8th-11th) will be held in Gros- 
venor House and Park Lane House, Park Lane, Lon- 
don, W.1. Admission to the exhibition, which is 
essentially a trade show for those interested profes- 
sionally in the use of components, will be by ticket 
obtainable from the secretary, R.E.C.M.F, 21, 
Tothill Street, Westminster, London, S.W.1. 


Christmas Presents 


READERS who, like our contributor “ Diallist," are 
incensed by the poor definition of picture so often 
tolerated by viewers, may like to consider giving a 
copy of *Improve Your T'V Reception" (price 5s) 
as a Christmas present to a non-technical friend. In 
the simplest terms it gives the viewer a complete 
guide on how to get the best out of his receiver. 


EXPERIMENTAL tropospheric 
scatter transmitter installed 
by  Marconi's at Great 
Bromley, Essex. The 30-ft 
reflector is energized by a 
horn mounted on the trans- 
mitter vehicle which is moved 
on an arc of railway track to 
"steer" the transmitted 
beam. The working frequency 
is 858 Mc/s. 
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It is a companion to the more technical “Correcting 
Television Picture Faults” (price 3s 6d) by the same 
authors, John Cura and Leonard Stanley. 


The Wireless World Diary, which includes 80 — 


pages of technical and general information, also 
makes an acceptable gift. It costs 6s (leather) and 
4s 3d (rexine), including purchase tax. Our 
publishers also issue books on a wide variety of 
subjects, both for the professional and amateur. 


PERSONALITIES 


Sir Gordon Radley, K.C.B., C.B.E., Ph.D., this year’s 
president of the I.E.E., has the distinction of being the 
first engineer to become director-general of the Post 
Office. He was engineer-in-chief from 1951 to 1954 
having previously been controller of research for some 
years. 


George A. Marriott, B.A., the new president of the 
British Institution of Radio Engineers, has been with 
the G.E.C. throughout his professional life and is 
manager of the valve and electronics department. He 
is also a director of the M.O. Valve Company. Mr. 
Marriott, who is 64, has served on the board of the 
British Radio Valve Manufacturers’ Association (B.V.A.) 
since 1940. In his presidential address he spoke of the 
development of the transistor and its effect on the de- 
mand for valves. Mr. Marriott pointed out that there 
are many outstanding problems in material construction 
which affect the cost of production of semi-conductors; 
on the other hand the basic materials for these cost 
vastly less than the basic materials of a valve. 


G. A. MARRIOTT Dr. R. C. G. WILLIAMS 


К. C. С. Williams, Ph.D, B.Sc(Eng), the new 
chairman of the radio and telecommunication section 
of the LE.E., has been chief engineer of Philips Elec- 
trical since 1948. Не was for fifteen years with- 
Murphy Radio, originally as production manager and 
chief engineer and subsequently as general manager 
of the electronics division. On leaving Murphy in 1946 
he went to the U.S.A. where he joined N. American 
Philips Inc. Dr. Williams is vice-president of the Inter- 
national Television Committee (C.I.T.). 

С. Millington, M.A., B.Sc., this year’s vice-chairman 
of the LE.E. radio and telecommunication section, has 
been with Marconi’s since 1931 specializing in theoreti- 
cal and experimental studies relating to wave 
propagation. In 1953 he was appointed international 
vice-chairman of the C.C.I.R. study group investigating 
problems of ground-wave propagation. 

To mark the 50th anniversary of his invention of the 
triode Dr. Lee de Forest, who is now 83, has received 
the Cross of an Officer of the Legion of Honour from 
the French Government, 


-574 


Dr. William Shockley, “ father of the transistor,” 
together with two other American scientists, Drs. J. 
Bardeen and W. Н. Brattain, share the 1956 Nobel 
prize for physics. Dr. Shockley, who was for nearly 
20 years with Bell Telephone Laboratories, joined 
Beckman Instruments, of Fullerton, Calif., a year ago, 
and is now in charge of the Shockley Semi-conductor 
Laboratory. 


К. Cockburn, C.B., O.B.E. M.Sc., Ph.D., deputy con- 
troller of electronics in the Ministry of Supply for the 
past 18 months, has been appointed controller of guided 
weapons and electronics. Dr. Cockburn, who is 47, 
taught physics at Portsmouth and West Ham Muni- 
cipal Colleges before he joined the radio department at 
the Royal Aircraft Establishment, Farnborough, in 
1937. Two years later he became head of the radio 
counter-measures division of T.R.E. In 1945 he trans- 
ferred to atomic energy research, and three years later 
was appointed scientific adviser to the Air Ministry. 
He has been with the Ministry of Supply since 1954. 


С. Н. Metson, Ph.D., M.Sc.(Eng.), A.M.LE.E, who 
joined the Post Office as a youth-in-training in 1925 
and is now in charge of the thermionics group at the 
Dollis Hill Research Laboratories, has been promoted 
to deputy chief scientific officer. Since the war Dr. 
Metson has led a team developing long-life, high- 
slope, pentode valves for submerged repeaters and these 
valves are now ёп use іп the Newfoundland to Nova 
Scotia section of the transatlantic telephone cable. 


W. S. Barrell, B.Sc., who retired from the position 
of manager of E.M.I. Recording Studios at the end of 
last year and is now Recording Technical Liaison 
Officer for the E.M.I. Group, is the first person outside 
the U.S.A. to be elected an honorary member of the 
Audio Engineering Society of America. It was con- 
ferred “in recognition of his contributions to improve- 
ments in disc recording and the equipment used 
therefor." 


G. С. Roberts, M.Sc, who joined Smiths Aircraft 
Instruments, Ltd., two years ago and was put in charge 
of the company’s new guided weapons programme, 
has been appointed to the board as director of research. 
Mr. Roberts, who is 44, graduated at the University of 
Wales and, after a period of lecturing in London, went 
to T.R.E. where he was eventually in charge of a 
group responsible for airborne interception radar. From 
1947 until he joined Smiths he was in the guided 
weapons department of R.A.E, Farnborough. 


D. F. Page, who discusses transistor super-regenera- 
tive circuitry on page 606, graduated in electrical 
engineering in 1951 at Queen’s University, Kingston, 
Ontario, Canada. He was then for three years with the 
Defence Research Board of Canada in the electronics 
laboratories of the Telecommunications Establishment. 
in Ottawa. In September, 1954, he became a post- 
graduate student in the electrical engineering depart- 
ment of Imperial College, London, where, since 
receiving the College Diploma, he has been doing 
research concerned with transistor circuit applications. 

G. W. Short, M.A., assistant press officer at Mullards 
since 1953, has joined the editorial staff of our sister 
journal Wireless Engineer, which in January becomes 
Electronic and Radio Engineer. After service in Royal 
Signals from 1944-47 he went to Oxford University 
where he graduated in 1951 and received his M.A. 
the following year. 


OBITUARY 


P. V. Hunter, C.B.E, Hon.M.1.E.E., director of a 
number of companies including B.I. Callender’s Cables, 
T.C.C. and British Telecommunications Research, 
Ltd., died on October 22nd at the age of 73. During 
the first world war, while on the staff of the anti- 
submarine division of the Admiralty, he helped to evolve 
the Asdic detector system. 
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Dr. James Robinson, M.B.E., D.Sc., Ph.D. well 
known as the designer of the crossed-loop direction- 
finding system, died on October 21st at the age of 72. 
From 1906 to 1915 he was a lecturer in physics at 
various universities, including Durham where he 
graduated. In 1919 he joined the Royal Aircraft 
Establishment, Farnborough, where he took charge of 
the wireless department on its formation. Since 1925 
Dr. Robinson had been acting as a consultant. He was 

' vice-president of the Brit. I.R.E. from 1942 to 1947 
and represented the Institution on the Parliamentary 
and Scientific Committee. 


т. Wadsworth, M.Sc., M.LE.E., who was for many 
years, prior to his retirement in 1947, chief assistant 
to the head of the B.T.H. Research Laboratory at 
Rugby, died on October 12th while on his way to 
South Africa. He was 76. Mr. Wadsworth joined 
B.T.H. in 1924 to take charge of the section respon- 
sible for valve and valve circuit developments, prior 
to which he was head of the electrical engineering 
department at Coventry Technical College. 


_G. T. Baker, M.Sc, who was recently appointed a 
director and research manager (switching) of British 
Telecommunications Research, Ltd., Taplow, has died 
at the age of 48. He joined Automatic Telephone & 
Electric Company (one of the parent companies of 
B:T.R., Ltd.) in 1929, and on joining the Taplow organi- 
gan in 1947 took charge of the electronic switching 

ivision. 


IN BRIEF 


Receiving Licences.—During September the number 
of television licences increased by 95,443, bringing the 
total to 6,139,773. The number of sound-only receiving 
licences, including 308,314 for car radio, was 8,257,950 
making an overall total of 14,397,773 licences current in 
the United Kingdom. 


I.T.A. Goes West.—Application has been made by 
the I.T.A. to build its South Wales and West of England 
transmitter on St. Hilary Down, Glam, a few miles west 
of Wenvoe, the site of the B.B.C. transmitters. It will 
operate in channel 10. A new company, to be known 
as W.W.T., Ltd. (Wales and the West Television), has 
been appointed to provide the programmes for the 
station which it is planned to bring into service towards 
the end of next year, 


By making use of temporary equipment in portable 
buildings the B.B.C. was able to start transmissions from 
the site of the Cumberland television station at Sandale, 
some 14 miles south-west of Carlisle, on November 5th. 
'The aerial, mounted on a temporary 100ft mast, is some 
1,200ft above sea level, and radiates in Channel 4. 
Transmissions are horizontally polarized. 


CLERK MAXWELL, 
who in 1864 pro- 
bounded the theory 
of electro-magnetic 
waves  propagated 
with the speed of 
light, was, for a 
short while (1856- 
60) professor of 
natural philosophy 
in the University of 
Aberdeen. To mark 
the centenary of his 
appointment, a 
memorial panel, in- 
corporating a bronze 
portrait bust, was 
unveiled at Mari- 
schal College, Aber- 
deen, on October 15. 
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PUBLICATION DATE 
Owing to the Christmas holiday our printing schedule 
has been rearranged and the publication of the next 
issue of Wireless World deferred from December 25th 
until January Ist. 


LILIINITIITIIITII 
D 
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One or two research scholarships for science 
graduates, valued at £385 per annum, are being 
presented each year by the B.B.C. The research must 
be in those fields of telecommunications or physics which 
have an application to sound or television broadcasting. 
Only one scholarship has been awarded this year and 
that was to P. C. J. Hill, from Birmingham University, 
who will work in the Department of Electrical Engineer- 
ing at Imperial College under Dr. D. Gabor. 


According to the I.T.A. the number of “Band III 
homes" in the London area reached a million during 
October. A further million are in the areas served by 
Lichfield and Winter Hill. During October the overall 
total increased by 204,000—about 7,000 a day. It is 
estimated that with the opening of the Emley Moor 
station the total will have almost reached three million 
(over ten million people) by Christmas. 


East Anglia's television station at Tacolneston, near 
Norwich, is now using its permanent aerial on a new 
SO0ft mast. The mast will also be used to radiate the 
3-programme sound service on v.h.f. which it is planned 
to introduce before the end of the year. 


Brit.I.R.E. Council.—As announced elsewhere, С. A. 
Marriott is the new president of the British Institution 
of Radio Engineers. Professor Emrys Williams, of the 
department of electrical engineering, University College, 
South Wales, is now a vice-president. The other vice- 
presidents are L. Н. Paddle, J. L. Thompson and 
Professor E. E. Zepler. 'The new members of the 
council are Dr, A. D. Booth, director of the Birkbeck 
College Computational Laboratory, E. M. Eldred, of the 
Communications Branch of the Home Office, and R. H. 
Garner, Principal of Coatbridge Technical College, 
Lanarkshire. 


V.H.F. Transistors.— The Technical Information and 
Documents Unit of the Department of Scientific and 
Industrial Research is now issuing the “ T.I.D.U. News 
Letter" in which are included brief notes on recent 
research and development. In the first issue it is 
reported that a new type of * grown-diffused junction ” 
transistor, produced in the United States by Texas 
Instruments Inc, is effective in amplification up to 
250 Mc/s and can generate frequencies up to 400 Mc/s. 
They cost $34 in silicon and $20 in germanium. 


A course of nine lectures on High Quality Sound 
Reproduction has been arranged by the Manchester 
College of Science and Technology for Monday even- 
ings beginning January 7th. The organizing lecturer is 
J. Moir, and other Wireless World contributors are 
among the lecturers. А synopsis of the course, for 
which the fee is 30s, is available from the registrar. 
The college is also organizing a two-day course (March 
8th and 9th) on Patents for Engineers. (Fee 25s.) 


A one-day conference on Automation, Education and 
Training is to be held at the Royal Festival Hall, London, 
on December 4th, under the auspices of the British 
Association for Commercial and Industrial Education, 
Details are obtainable from B.A.C.LE., 8, Hill Street, 
London, W.1. 


V.L.F. in the Limelight.—For many years the very- 
low-frequency part of the radio spectrum (below 
30 kc/s) has been virtually ignored. But now, new and 
interesting applications are coming to light, and a V.L.F. 
Symposium, sponsored jointly by the American Bureau 
of Standards and a professional group of the Institute 
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of Radio Engineers, is being organized. The Sym- 
posium is to be held at the N.B.S. Laboratories at 
Boulder, Colorado, on January 23rd-25th. 


What is believed to be the first transatlantic television 
transmission (since Baird’s low-definition experiments 
in 1928) was achieved on October 25th. We learn from 
Dr. Lamont, of R.C.A. Great Britain, that a rhombic 
aerial was used to feed three Ekco 14-in receivers in- 
stalled at the R.C.A. receiving station at Riverhead, 
Long Island. The received Channel I picture was 
re-transmitted from Long Island to the headquarters 
of the N.B.C. in New York. 


An additional amateur band has been announced by 
the P.M.G. Amateurs may now use, except within 
50 miles of the Joderell Bank Observatory, the 200-kc/s 
band centred on 70.3 Mc/s for both phone and morse 
with a power of 50 watts. 


A total attendance of approx. 380,000 was recorded 
by the Design Centre (28, Haymarket, London, S.W.1) 
during its first six months—a daily average of nearly 
2,500. Radio is well represented at the Centre, estab- 
lished by the Council of Industrial Design. Some 25 
receivers and radiograms are included in the permanent, 
but constantly changing, display of “ well-designed 
British durable consumer’ goods." To ensure the tech- 
nical efficiency, as opposed to the outward form, of items 
selected by the Council, each industry has its own 
assessor, 


In the report of the Institute of Navigation, presented 
at the Annual General Meeting on October 16th, it is 
stated that membership increased by 216 during the year 
ended June 30th, bringing the total to 1,633. 


Radio and the Motorist—With the introduction of 
radio-equipped patrol vehicles in the Belfast and Dublin 
гагеаѕ, the Automobile Association now has 21 radio 
| control centres in operation, covering an area of 36,000 
square miles. 


Reliability in Electronics.— The American I.R.E. and 
the Radio-Electronic-Television Manufacturers! Asso- 
ciation are among the sponsors of the third National 
Symposium on Reliability and Quality Control in Elec- 
tronics which will be held in Washington from January 
14th to 16th. 


The twelfth annual Manchester Electronics Exhibi- 
tion, organized by the northern division of the Institu- 
tion of Electronics, will be held at the College of Science 
and Technology, from July 11th to 17th next year. The 
honorary exhibition organizer is W. Birtwistle, 78, Shaw 
Road, Rochdale, Lancs. 


The fourth British Plastics Exhibition and Convention 
will be held in the Grand Hall, Olympia, London, from 
July 10th to 20th next year. The exhibition, which has 
previously only included materials, plant and products 
of the United Kingdom and British Commonwealth, 
will include exhib:ts from other countries. 


. * Certificates and Awards" is the title of a new book 
published by the Radio Society of Great Britain giving 
details of amateur operating awards and certificates 
issued by member societies of the International Amateur 
Radio Union and other bodies. It costs 2s 6d. 


A complete list of New Zealand amateurs is included 
in the June issue of Break-in. This issue of our con- 
temporary, which is the official monthly journal of the 
M oem Association of Radio Transmitters, costs 

s 3d. 

The centenary of the Morgan Crucible Company, of 
which Morganite Resistors Limited is a subsidiary, has 
been marked by the publication of “Battersea Works 
— in which the history of the company is 
traced. 


The address of F. В. W. Strafford (see page 465 of the 
October issue) xs “ Woodcot,” Mead Court, Waltham 
Abbey, Essex. (Tel.: Waltham Cross 3216.) 
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WHAT THEY SAY 


Television on Tape.—* Because of the shortcomings 
of photographic recording systems, considerable work 
has been done on the development of a method of 
recording a television picture on magnetic tape. . . very 
promising results have been achieved, and the B.B.C. 
hopes shortly to have in use experimental equipment of 
this type."—Sir Harold Bishop, B.B.C. Director of 
Engineering. 


Means and Ends.—“. . . much depends on whether 
you use a loudspeaker to listen to music, or whether the 
music is merely a means of listening to a hi-fi loud- 
speaker."—P. J. Walker, in a lecture to the B.S.R.A. 


Minorities.—' V.H.F. radio can narrow the gap 
between mass communication and the educationists’ 
concern with the individual by permitting the direction 
of many more programmes to groups with a particular 
interest without depriving the many of their relaxation." 
—Sir George Barnes, in The Times. 


Colour TV Maintenance.—" The very nature of the 
colour television receiver and its behaviour is reason 
enough to anticipate an almost continuous demand for 
service on a monthly, if not a weekly, basis for a long 
Tug of time."—Radio and Television News (New 

ork). 


Radio Interference.—" I personally would like to see 
it definitely stated on a [G.P.O.] complaint form that 
uniess a good aerial is fitted the complint will not be 
accepted.” —M. Smith (Post Office Engineering Depart- 
ment) at a Brit.I.R.E. meeting in Manchester. 


_ “For Sale.—Radio and television business, estab- 
lished 100 years. . . .” (Advertisement in provincial 
newspaper.) 


BUSINESS NOTES 


The Marquis of Exeter, better known as Lord Burgh- 
ley, announced at the recent annual general meeting of 
A.C. Cossor, Limited, that the group had sustained a 
net loss of £94,424 during the year ended March 31st 
against the previous year's £248,157 profit. This is 
attributed largely to the cancellation of Government con- 
tracts which reduced the company's work for the 
Ministry of Supply to one-third of the volume in the 
preceding year. 'То extend the telecommunications in- 
terest of the group, Cossor Communications Co., Ltd., 
has been formed. Henry Chisholm is chairman of the 
new company, with T. S. Heftman as general manager 
and technical director. 


An Australian company has been formed under the 
tide of Bush Simpson, Ltd., to manufacture, under 
licence, Bush television receivers in Adelaide. А tele- 
vision test pattern generator, comprising eleven 6ft 
racks, has been designed and built by Bush Radio for 
installation in the Adelaide factory. It provides a test 
pattern and sound for each of the ten 7-Mc/s channels 
(between 49 and 216 Mc/s) to be used in Australia. 


The Southern Gas Board's Southampton group is to 
equip eight of its maintenance vehicles with frequency- 
modulated radio-telephones. The equipment, which is 
being supplied by Automatic Telephone & Electric Co., 
will permit full duplex working. 


The Decca surveillance radar equipment, which has 
been in use at Gladstone Dock, Liverpool, since 1948, 
is-to be replaced by the Decca Type 32 harbour radar. 
'The installation will include a 25-ft scanner (giving a 
0.3 degree beam, and a 0.05 usec pulse) and the Decca 
*Interscan Display System." 


A comprehensive public address system linking the 
head office, main aero engine works and four satellite 
factories of Rolls-Royce, Limited, Derby, is being in- 
stalled by Communication Systems, Limited, associates 
of Automatic Telephone & Electric Co., Ltd. 
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Nine rf. induction heaters have been supplied by 
Redifon to the U.K. Atomic Energy Authority, at Risley, 
for purifying corrosive liquids. A feature of the instal- 
lation is that the generators will be nearly 40ft from 
the handling plant necessitating the use of unusually 
long coaxial cables. 


,Fry's Metal Foundries, Limited, have introduced a 
high-temperature flux for use with solders having a 
higher melting point than the normal tin-lead range. 
Known as Alcho-re soldering fluid Type S64, it can be 
used without carbonizing at temperatures of 50-100°C 
above the carbon point of resin fluxes. 


Marconis announce that recent radar contracts 
amount to approximately £400,000, the bulk for 50-cm 
crystal-controlled surveillance equipment (Type S232). 
This equipment, which is in use at London Airport, 
incorporates a moving target indicator system eliminating 
permanent echoes, 


The name of Goodmans Viscount loudspeaker 
enclosure, which was introduced at the Radio Show, 
has been renamed the Canberra. 


The Leadsman echo-sounder, designed by Pye 
Marine, Ltd., for use in yachts, fishing véssels and 
small craft generally, was awarded a gold medal at 
the California State Fair in San Francisco, It has a 
depth range of from 3ft to 45 fathoms. 


Two gold medals were awarded the Trix Electrical 
Company at the California State Fair for their Trixonic 
amplifier (800), and A720 table gramophone. 


New showrooms and offices of the Pullin group of 
companies were recently opened at Electrin House, 
93-97, New Cavendish Stureet, London, W.l. (Tel.: 
Langham 4551.) 


Victoria Instruments, Ltd., Midland Terrace, Victoria 
Road, London, N.W.10 (Tel.: Elgar 7871-3), a new 
member of the Pullin Group, has taken over the control 
of Victoria Instruments, formerly operated by V.I.C. 
(Bournemouth), Ltd. 


Parmeko’s new research laboratory at Grace Road, 
Leicester, is equipped to carry out general research into 
all problems relating to transformers, magnetic ampli- 
fiers, saturable core reactors and other iron-cored 
devices. 


An extension to Corran Works, Limited, the Pye 
domestic receiver factory in Larne, Northern Ireland, 
bringing the total area to well over 100,000 square feet, 
was Officially opened on October 15th. 


A.W.F. Radio Products, of 5-7, Tatler Chambers, 
Thornton Road, Bradford, have opened а branch whole- 
sale warehouse at 170, Warwick Road, Kensington, 
London, W.14 (Tel.: Western 5201). 


The Belfast offices of the Marconi Marine Company 
are now at Marconi House, 2, Corporation Square. 
(Tel.: Belfast 22250.) 


Collins Electric Company, of Deramore Avenue, Bel- 
fast (Tel.: Belfast 42001) have been appointed sales and 
service agents for Truvox tape recorders and tape re- 
cording components and accessories. 


Kolster-Brandes have opened a new depot at 41, 
pee ма Cheetham, Manchester. (Tel.: Blackfriars 
3939. 


A Baird 30-line television receiver is a museum piece 
in the showrooms of Cussins and Light, Ltd., of York, 
who are celebrating 35 years in radio by opening a new 
service department. Dr. W. D. Cussins, who was for- 
merly with E.M.I., will be in charge of the service 
department. 


A comparator unit, enabling prospective purchasers of 
amplifiers, pickups and loudspeakers to hear readily a 
variety of equipment, is being installed in the new audio 
showroom opened by Camera and Cine Centre, 14, Long 
Causeway, Peterborough. 
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OVERSEAS TRADE 


Aerials.—Antiference announce that in a recent sur- 
vey of receiving aerials sold in Denmark well over 50 
per cent were manufactured by this company. 


А report on the market for sound and television 
receivers in Luxembourg has been prepared by the 
Export Services Branch of the Board of Trade from 
information received from the British Embassy in 
Luxembourg. 


Communications Equipment.—In addition to the 
£500,000 order for equipment for the Iranian police 
mentioned last month, Redifon, Limited, have been 
awarded a £100,000 contract for a radio network for 
the country’s customs department. When the-installa- 
tion is completed key customs posts along Iran's fron- 
tiers and coastline will be in radio communication with 
the headquarters in Tehran. 


Echo Sounders.—Fifteen trawlers being built at 
Lowestoft for the Soviet Union are to be equipped with 
the Pye Fishfinder. 


Fixed and mobile communications equipment, to the 
value of £170,000, has been ordered by Pakistan from 
Cossors. | 


A Pye “Continental” car-radio receiver, which is 
designed for long-range reception, has been adapted 
for 24-volt operation for use in the Vickers Varsity air- 
craft converted for the personal use of King Hussein 
of Jordan. 


Closed-circuit industrial television equipment linking 
the chief office of the English, Scottish and Australian 
Bank and a branch office (both in Melbourne) with the 
Ledger Posting Centre in another part of the city, has 
been installed by Pye. This system, which was in- 
stalled experimentally at the Glyn Mills & Co.’s bank in 
London a few years ago, enables either the head office 
oc the branch to have immediate access to details of 
accounts at the central accounting office. 


CLUB NEWS 


Acton, Brentford, and Chiswick.—Members of the Acton, 
Brentford, and Chiswick Radio Club are ho'ding a surp'us 
equipment sale a1 the meeting on December 18th. The club 
meets at 66, High Road, Chiswick, on the third Tuesday in 
each month. Sec.: W. G. Dyer (G3GEM), 188, Gunners- 
bury Avenue, Acton, London, W.3. 


Barnsley.—At the meeting on December 14th of the 
Barnsiey and District Amateur Radio Club, W. Williams 
will speak on “ Scopes and wobbulators.” Fortnightly meet- 
ings are held at 7.0 at the King George Hotel, Peel Street. 
Sec.: P. Carbutt (GZAFV), 33 Woodstock Road, Barnsley. 

Birmingham.—S. R. Kharbanda will talk about the Lab- 
gear LG300 transmitter to. members of the Slade Radio 
Society on December 7th. Meetings are held on alternate 
Fridays at 7.45 at the Church House, High Street, Erdington. 
Ѕес.: C. М. Smart, 110 Woolmore Road, Erdington, Bir- 
mingham, 23. 

Bradford.—' Mobile working" is the title of the talk by 
Е. E. Lancaster (G3BJP) to be given at the meeting of the 
Bradford Amateur Radio Society at 7.30 on December 18th 
at Cambridge House, 66 Little Horton Lane. Sec.: F. J. 
Davies (G3KSS), 39 Pullan Avenue, Eccleshill, Bradford, 2. 


Coventry.—Meetings of the Coventry Amateur Radio 
Society are held each Monday at 7.30 at the club's head- 
quarters, 9 Queen's Road. Sec.: М. J. Bond (G3IHX), 12 
William Bree Road, Coventry. 

Sidcup.—" Natural sound in the home" -is the title of 
the demonstration-talk being given by L. Clinch at the 
meeting of the Cray Valley Radio Club on November 27th. 
Monthly meetings are held at 8.0 at the Station Hotel, 
Sidcup. Sec.: S. W. Coursey (G3JJC), 49 Dulverton Road, 
New Eltham, London, S.E.9. 

Wellingborough.—At the meeting of the Wellingborough 
and District Radio and Television Society at 7.30 on Decem- 
ber 13th at the Silver Street Club Room, К. М. Tilley 
(G3KSC) will give a general survey of amateur radio. 
Sec.: P. E. B. Butler, 84 Wellingborough Road, Rushden, 
Northants. 
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F.M. Multi-Path Distortion 


Ву М. G. SCROGGIE, B.Sc., M.IE.E. 


jm object of the v.h.f. frequency-modulation 
service of the B.B.C.* is to provide better reception 
of sound broadcast programmes. One improvement 
—the most important, freedom from adjacent- 
channel interference—is obtained by leaving the 
overcrowded medium-frequency band for the v.h.f. 
Band II (87.5-100 Mc/s) with its wide inter-channel 
spacing and limited transmission range. А benefit 
consequent on this is that the wider r.f. channel 
permits wider audio-frequency acceptance at the 
receiver and hence higher fidelity. Another im- 
provement—freedom from noise and common- 
channel interference—is obtained by the use of 
f.m. instead of a.m. It would be a pity if, having 
achieved a silent background and wide-band re- 
production, the programmes were to be marred 
by serious distortion; yet that, in certain circum- 
stances, is what is liable to happen. So as not to 
spread alarm and despondency at the very outset, 
however, it should be emphasized that (a) these 
circumstances are exceptional, and (b) where they 
exist their troublesome consequences can be ren- 


Fig. 1. Typical situation In 
which reception of a v.h.f. sig- 
nal can occur via two paths sim- 
ultaneously. The effect of the 
reflected signal is especially sig- 
nificant when, as shown here, 
direct reception is weakened by 
an obstruction. 


dered almost if not entirely unnoticeable. But 
it is desirable that the nature of this trouble should 
be well known, as otherwise it might cause con- 
siderable perplexity and frustration, 

Its audible effects are likely to suggest that there 
is something loose somewhere, probably in the 
loudspeaker. In mild cases even a critical listener 
might notice no more than an occasional slight 
jarring; but in severe cases the distortion is quite 
intolerable—enough to make one wonder whether 
the loudspeaker cone has come adrift at the centre 
or grid bias has entirely gone from the output 
stage, The fact that some programmes may be 
badly affected and others not noticeably might dt 
first prompt one to write an indignant letter to the 
B.B.C. Further experience would show that piano 
music is badly affected, orchestral music much 
less so, and speech hardly at all except in very 
severe cases. Turning down the volume does 
not, as one usually hopes with obvious non-linearity, 
reduce the proportion of distortion—a fact that 
may revive suspicions of the B.B.C. But comparison 
with someone else's reception may show that the 
same programme is perfectly clear with them— 
which lets the B.B.C. out and brings one's own set 
once more under suspicion. 


*Described in a paper entitled “ The B.B.C. Sound Broadcasting 
Service on Very-High Frequencies” by E. W. Hayes, М.І.Е.Е., and 


Н. Page, M.Sc., M.I.E.E., which is to be read before the Radio and. 


Telecommunication Section of the Institution of Electrical Engineers 
on 12th December, 1956. 
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Its Influence on the Design of 
Receivers and Aerials 


The true cause, however; lies in the space between; 
the condition known as multi-path reception. With 
television it gives rise to ‘‘ ghosts "—duplicate 
images displaced to the right on the screen. The 
fact that these are due to signals that have come by 
reflection ovet longer paths and have thereby been 
delayed is easy to relate to the observed results, 
but how such conditions would affect reception of 
f.m. sound programmes is less obvious. 


Amplitude Modulation 


Fig. 1 indicates the kind of situation in which 
multi-path reception can occur. For reasons that, 
will appear, distortion is most likely to be severe 
when the path length difference is of the order of 
5-15 miles. On some receivers it can be bad at 


5 miles, if the delayed reception is as much as 
10% of the direct ray; at 10 or 15 miles a much 
smaller relative signal strength can be troublesome. 
And while it is unlikely that a signal received over so 
much longer a path would be comparable in strength 


with the direct reception, it may be important if 
(as suggested in Fig. 1) the direct signal is attenuated 
by intervening ground or other obstruction. 

Let us first consider the effect of a delayed signal 
when the carrier wave is unmodulated, The total 
Signal received is the sum of the direct and delayed 
signals, which can conveniently be represented in 
magnitude and phase by the usual vector notation. 
In Fig. 2, OA represents the diréct signal and AB 
a delayed signal of one quarter its voltage. The 
total signal voltage is represented in each diagram 
by the vector OB. At (a) the path difference is 
zero; at (b), quarter of a wavelength; at (c), half a 
wavelength; at (d), three-quarters: then (a) also 
represents one wavelength; and so on, indefinitely. 
Variations in path difference cause both voltage 
and phase of the total signal to vary, relative to the 
direct signal alone. 

The cyclic variations in signal voltage as the 
path difference is increased are shown in Fig. 3 for 
two different signal frequencies. The wavelike 
curves are not sinusoidal, as might at first be sup- 
posed; the difference between them and a sine 
wave is most marked if the two signals are equal 
in strength, when the difference between the lengths 
of OA and OB in Fig. 2(b) and (d) is greatest (short 
of AB being greater than OA, when it would rank 
as the main signal) and becomes small when the 
signals are very unequal. At the frequencies illus- 
trated, a change in path difference of as little as 
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14 metres (5ft) is sufficient fo bring the signal 
strength from a maximum to a minimum or vice 
versa. Quite large variations can be observed by 
measuring the signal strength in a receiver (before 
the limiter!) while moving its aerial about the room, 
where there are often strong reflections from such 
objects as metal curtain rods. In fact, it is some- 
times possible to find positions where the signal is 
almost entirely cancelled out. These short path 
differences do not themselves cause the kind of 
distortion being considered, but indirectly may 
greatly influence it. 

Fig. 3 also shows that when there is multi-path 
reception the net signal strength depends on signal 
frequency. With a path distance of only 15 metres, 
a change of frequency from, say, 90 to 100 Mc/s 
is needed to cause the maximum change of signal 
voltage. The longer the path difference, the smaller 
the change of frequency needed. It is shown in 
Appendix I that the frequency difference causing a 
change in total phase difference of half a cycle 
(and therefore sufficient to cause maximum change 
of total signal voltage) over a path difference of D 
miles is 

93,625 
h= + D c/s 


With a path difference of several miles the com- 
paratively small frequency changes due to frequency 
modulation are sufficient to cause maximum signal 
fluctuations. In Fig. -4, signal voltage is plotted 
against change of signal frequency for path differ- 
ences of 2 and 10 miles, assuming a 4:1 direct/ 
delayed signal-strength ratio as in Figs. 2 and 3. 
Note that these curves are independent of initial 
signal frequency (i.e., carrier frequency). It has been 
arbitrarily assumed that the carrier frequency corres- 
ponds to an exact whole number of wavelengths 
over the path difference in each case, thus making 
the signal a maximum at zero on the frequency- 
change scale, but of course in practice it would be 
a matter of chance; the full change from maximum 
to minimum could be obtained by moving the aerial 
a few feet. 

It is clear, then, that where multi-path reception 
occurs the signal reaching the receiver is not only 
frequency modulated but also amplitude modulated, 
the depth of a.m. depending on the ratio of delayed 
to direct signal strength. In Fig. 4 for example, 
it is 25%. The frequency of the a.m. is determined 
by the rate at which successive maxima and minima 
are encountered while the frequency of the radiated 
signal is being swung to and fro by f.m., and this 
depends not only on the f.m. modulating frequency 
(a.f.) but also—as Fig. 4 shows—on the path 
difference. We will go into the relationship between 
the spurious a.m. frequency and the legitimate 


Fig. 2. Four successive 
phase relationships 
between the directly- 
received signal, repre- 
sented by the vector 
OA, and the delayed 
signal, AB. The total 
signal reaching the re- 
Td is represented б 
ОВ. 
4 (ay 
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Fig. 3. The cyclic variations in the length of OB in Fig. 2 
are here flotied against path difference for two different 
signal frequencies. 
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Fig. 4. The variations in total signal with frequency, 
shown for two frequencies in Fig. 3, are here plotted con- 
tinuously against frequency, for two much longer path 
differences. 


f.m. frequency later, but first let us consider more 
generally the effect of this a.m. on reception. 

In a perfect receiver it should have no effect, for 
one of the functions performed in a f.m. receiver is 
the removal of any residual a.m. by signal-limiting. 
The only exception would be if, by extraordinarily 
bad luck, the signal received by the delayed path 
was equal in strength to that received direct, which 
would result in the total signal being periodically 
reduced to zero during each cycle of frequency 
modulation—a circumstance that could not fail to 
cause very serious distortion. Even a perfect f.m. 
receiver would reasonably regard the creation (at 
the right moments) of a signal it did not receive as 
being outside the scope of its duties. In receivers 
with less than perfect limiting, the occurrence of 
multi-path reception in any degree is bound to 
superimpose a certain amount of modulation at a 
frequency or frequencies different from those of the 
programme and thereby to cause distortion. 


Remedies 


The. electrical magnitude of such distortion is 
obviously proportional to two factors: the ratio of the 
weaker. to the stronger signal arriving, and the 
proportion of a.m. that the limiter fails to remove. 
These point to the two lines of attack against multi- 
path distortion. One can seek to reduce the signal 
ratio, of to improve the receiver limiting, or pref- 
erably both. 

The second of these concerns the design of the 
receiver. At the present time most f.m. broadcast 
receivers on the market use a ratio discriminator. 
One of the main advantages of this type of dis- 
criminator—from the commercial point of view— 
is its inherent limiting property, which in normal 
circumstances enables a preceding limiter stage to be 
omitted, But in the abnormal circumstances now 
being considered its limiting is insufficient. Experi- 
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ments carried out by the B.B.C. show that as little 
as 5% signal delayed by 10 miles can cause very 
unpleasant distortion in a typical broadcast receiver, 
although the reduction of алп. averaged over the 
modulation band is of the order of 20 dB. Where a 
Foster-Seeley discriminator is used a preceding 
limiter is necessary, and it appears that this com- 
bination js usually rather better than the ratio 
detector, giving about 26 dB reduction. Nevertheless 
it is hardly sufficient, and a better system—and one 
which ought not to be impracticable in commercial 
receivers—is a ratio detector supplemented by a 
limiter stage. To ensure a high standard of recep- 
tion in bad multi-path situations, a Foster-Seeley 
discriminator with two limiter stages may be required. 

Listeners who are in multi-path situations must 
therefore choose their receiver with care, and it 
is to be hoped that manufacturers will give greater 
attention to their needs. Listeners who already have 
a receiver that is not good enough for their situation 
may ask what they can do about it. The answer is to 
consider the aerial. 

Most broadcast receivers are fitted with some kind 
of internal aerial which, aided by the noise-and- 
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Fig. 5. Triangular low-frequency f.m. waveform (а), 
with constant rate of change of frequency, gives a con- 
stant (but not usually coherent) frequency of a.m. in the 
total received signal (b). 


interference-suppressing capabilities of f.m., may 
be all very well in favourable situations where 
there is a strong direct signal. But so far from being 
any help in a multi-path situation it is likely to make 
the worst of it. In the first place, owing both to its 
low position and its inefficient size, shape and 
surroundings, its pick-up is relatively small, so at 
the minimum amplitude phases the signal may be 
brought below the level required for efficient limit- 
ing. Then if by chance the most suitable position for 
the receiver happens to put the aerial where the 
direct signal is partly cancelled out by local reflec- 
tions, and the delayed signal is perhaps even rein- 
forced by these reflections, the ratio can be greatly 
worsened as compared with the free-space figure. 

A separate indoor aerial likewise may suffer from 
screening and local reflections, but at least there is 
‘more freedom as regards its design, siting and 
orientation. 

However, where real trouble is being experienced 
with multi-path distortion it would be advisable 
to make use of an aerial with directional properties 
to discriminate in favour of the- direct signal and 
against delayed signals. In a situation such as Fig. 1, 
for example, an aerial with a cardioid polar diagram 
giving a good minimum behind to cut out the 
reflected ray would be an obvious choice. Where the 
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trouble is due partly to a weak direct signal, the 
aerial should be raised and situated outdoors; 
for instance, at roof level on the side of the house 
away from the reflected radiation. If an indoor 
aerial has to be used, it should preferably be high up 
and with the minimum of obstruction between it 
and the transmitter. 

To sum up, then: if f.m. reception is distorted in a 
manner that agrees with the description, and it 
cannot be accounted for in any other way, the 
possibility of multi-path reception may well be 
suspected; and if improvement of limiting in the 
receiver is impracticable or insufficient to clear the 
trouble, the design and siting of the aerial should be 
given careful consideration. 


Phase Modulation 


Fig. 2 shows that multi-path reception causes nof 
only undesired amplitude modulation of the received 
signal but also phase modulation. 'This aspect of the 
subject was treated in a recent issue by L. W. 
Johnson*, but apperently under conditions which 
permitted the assumption that the frequency of this 
modulation would for the most part be ultrasonic. 
In the circumstances considered here, with a rela- 
tively small indirect signal carrying the same pro- 
gramme over a distance greater by at least several 
miles, this would not be so. The phase modulation 
would have the same frequency as the amplitude 
modulation. Improvement of limiting would not 
avail against it, but any aerial modifications that 
reduced the indirect/direct ratio would. The experi- 
mental fact that improvement in limiting in typical 
receivers is sufficient to reduce severe distortion to 
imperceptibility leads one to conclude that under the 
conditions considered here the distortion is due 
predominantly to amplitude modulation. 

And now in closing we may care to return to. the 
question of the frequency of the a.f. components 
introduced by multi-path amplitude modulation, 
because that has an important bearing on the sub- 
jective assessment of the distortion; in other words,- 
on how bad it sounds. 

First let us assume that the carrier wave is fre- 
quency-modulated at such a low frequency (fm) 
that the time delay via the longer path can by com- 
parison with its cycles be neglected. For example, 
at .4% miles path difference the time delay is 
1/40,000 sec, which at f, = 1,000 c/s is only one 
fortieth of a cycle of modulation. Let us also 
assume that the modulation waveform is triangular 
as shown in Fig. 5(a), so that the rate of change of 
carrier frequency (without regard tor sign) is con- 
stant, Let f, denote the frequency swing as defined 
in the diagram. ‘Then the total frequency change 
during one cycle of modulation is 2f,. As shown in 
Appendix 1, the number of cycles of amplitude 
modulation caused thereby is 27, D/187,250, where 
D is the path difference in miles; and as these occur 
іп 1/f,, sec, the frequency of amplitude modulation 


18 
San, = mie D eis 
an c= 7 


The maximum value of f, for the standard deviation 
of + 75 kc/s is 150 kc/s; at full frequency modulation 
the frequency of.a.m. is therefore 

1.60 f,,D c/s. 


*“ FM. Receiver Design,” Wireless World, October 1956, p. 397. 


WIRELESS WORLD, DECEMBER 1956 


150 kc/s 


(а) 


- 


(^ kejs 


AA N — 


al 53 USEC pa 


(b) 


Fig. 6. When the rate of change of frequency is infinite, 
as in a perfect square wave (a), the time delay of the 
path difference causes the a.m. to have а maximum finite 
frequency, equal to the total frequency swing of the f.m. 
(Б). Its duration is equal to the time delay. 


It will be noticed that in general this is not an 
exact multiple of the modulation frequency, so the 
cycles would not, except by luck, be coherent; for 
example, if the swing were + 50 kc/s (ie. f, = 
100 kc/s) and the path difference 10 miles, Fig. 4 
shows that the a.m. waveform would be as in Fig. 5(b). 
Averaged over a number of f, cycles, distortion at the 
frequency of the individual cycles shown in this 


diagram would tend to cancel out, and the distortion 
components would spread over a wide band of 
prom comprising mainly high harmonics 
of fin. 

Since the frequency of the a.m. is proportional to 
rate of change of carrier trequency, it tollows that 
with a sinusoidal modulation waveform the frequency 
of the a.m. is itself modulated cosinusoidally, as 
shown in detail in Appendix 2, yielding a complex 
band of frequencies. "This being so, it is not sur- 
prising that very small percentages of distortion— 
according to the B.B.C. tests, less than 1%—can not 
only be detected but sound very unpleasant. It will 
be remembered that minute percentages of high- 
order harmonics are far more objectionable than 
much larger percentages of low-order even harmonics, 
which are concordant; and in general the same applies 
to intermodulation. 

If the frequency-modulation depth i is very low, or 
the path difference less than a mile, the total signal 
is swept over only about one amplitude cycle or less 
per cycle of f.m., so the main component of a.m, has 
the same frequency as the f.m., and distortion is not 
noticeable even though the percentage of delayed 
signal may be quite large. Subjective distortion 
increases more rapidly than path difference, other 
things being equal; so that, for example, 5% delayed 
signal at 10 miles is rather worse than 10% at 5 miles, 

Since the most unpleasant distortion occurs when 


APPENDIX 1. 


Elementary derivation of relationship between a con- 
stant frequency . displacement f c[s and the resulting 
phase displacement 4 cycles over a time delay T secs 
caused by a path difference D miles. 


Since a frequency change f is the number of 
cycles phase change per sec, the phase change in 
time Т is f T cycles; i.e., 

Ф = ЎТ 

Because the velocity of the signal is 187,250 miles 

per sec, 
^. 187,250 

ED. 

= 187,250 "dle 


Maximum amplitude change of total signal 
results from a phase change of half a cycle; i.e., 
$ = +4. Call the corresponding frequency change 


fy Then 


187,250 Ж 93,625 
fuk =—p ^ 
APPENDIX 2. 


Frequency of amplitude modulation due to multi-path 
reception. 
Let the frequency displacement of the direct 
signal (f,) be a function of time: 
1 = FO 
Then the frequency displacement of the signal 


delayed by T secs is 
Sf, = ЕСТ) 


The fundamental frequency of amplitude modulation 
due to summation of the two signals is 
Sam = fi — fe = F(t) — F@—T) 
E.g.1 Constant rate of change of frequency. Let 
$1 = а 
"Then fam = at—a(t— T) 
== ай 


E.g. 2 Sinusoidal frequency modulation, Let f, = 
fa sin wmt, where f, is the peak frequency displace- 
ment and wm = 27 х modulation frequency. 
Then fom = fa Sin wmt — f, sin wm (t— T) 
= f,{sin ost —cos o4 T) + 
sin wmT cos wnt] 


mT 
T 


= ^2 sin wm’ sin?— 


cul 
сос к= 


: T 
2 sin = cos cmt) 
mT 


= 2f, si 
fa sin 2 


ЕЕ 


оһТ/ . , 
—5 (Sin ont sin 


aT 
соз wm! COS ^ 


ases (r- 1) 
Gm 2 


i.e., the frequency: of amplitude modulation varies 


. WmT, 
cosinusoidally, with a maximum equal to 2f, sint - 


= 2f, sin Ê 


Take for example a 1,000 c/s tuning note (wm = 
6,283) frequency-modulating the carrier to the extent 
of +30 kc/s. Then a time delay of 50usec would 
cause the input to the receiver to be also amplitude- 
modulated at a frequency sweeping 2,000 times per 


6,283 x 5 
second from 0 to 2 x 30,000 sin ©2835 32 1 


2 x 10° 
9,400 c/s апа back. 
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the frequencies of the distortion products are 
relatively high, it is perhaps hardly surprising that a 
very striking improvement can be obtained by using 
tone control to cut top frequencies. But in doing so 
one sacrifices the chief advantage of v.h.f. broad- 
casting. Conversely, the ability of ‘‘ hi В” to reveal 
distortion in all its horror was never more true than 
of this particular variety. 

As the modulation frequency is raised, the indirect 
path delay prevents the distortion frequency trom 
rising in proportion, so that in the limit, with 
infinitely high rate of change of carrier frequency— 


square-wave f.m.—the distortion frequency reaches 
a maximum equal to the frequency swing. Thus if, 
for example, the full deviation of + 75 kc/s were 
used and the path difference were 10 miles, the 
result would be as shown in Fig. 6; this distortion, 
being above the audible limit, would be innocuous, 
provided that the bandwidth of the receiver was 
sufficient to cover it, for the reasons given by Johnson 
in the article already mentioned. 

The courtesy of the B.B.C. in providing informa- 
tion and demonstrations, and in making some helpful 
criticisms of this article, is gratefully acknowledged. 


DESIGN FOR A 


CAR RADIO 


Circuit Details of a Home-Constructed Receiver 


By S. W. AMOS,* BSc, AMEE. 


a there are many excellent car radio 
receivers on the market today the author decided it 
would Бе an interesting experiment to construct one 
to his own design. Users do not often attempt to 
construct receivers of this type and the following 
description of the circuit used and the difficulties 
encountered may prove helpful in view of the 
scarcity of published information on the subject. 
The complete equipment comprised four separate 
items, namely: 
(2) the receiver proper which was mounted in one 
of the glove lockers, 


*B.B.C. Engineering Training Department. 
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Fig. 1. Theoretical circuit of the receiver. 


(b) the h.t. unit, a motor-generator, which was 
bolted underneath the parcel shelf, 

(c) the loudspeaker, a thin wafer type, which was 
mounted in the roof above the centre of the 
windscreen, 

(d) the aerial, a vertical telescopic type, mounted 
on one side of the bonnet near the wind- 
screen. 

No useful purpose would be served in giving full 

constructional details of the set because it was 

** tailor made ” to fit a particular make of car and is 

unlikely to be suitable for other models. 

The article, therefore, is devoted to details of the 


СРЕ 


C; 
60pF | 100pF 


500pF 


Coils Lo, Lg, Ly and Ls are Osmor and the i.f. transformers are Wearite. If 


the set is fitted in a car with the negotive of the battery to frame the filter capacitors Cog, Сд, Cog and Cog must be reversed 


and the —12V line becomes the -- 12V line 
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circuit, emphasis being laid on those aspects in 
which it differs from that of a domestic receiver. 
The circuit diagram is given in Fig. 1; it is based 
on that of the mains-driven superheterodyne receiver 
described by the author in Wireless World for 
August 1956 but, because of the limited efficiency 
of the car aerial as a collector, more gain was con- 
sidered desirable and an r.f. stage was added. A 
variable-mu pentode was used, its control grid 
being returned to the a.g.c. line to give a total of 
three a.g.c.-controlled stages. The very efficient 
a.g.c. so obtained is needed to offset the extremely 
wide variations in signal strength which can occur 
when the car is moving. To make full use of the r.f. 
stage, the anode circuit should be tuned by one 
section of the tuning capacitor but this necessitates a 
bulky three-gang capacitor and complicates wave- 
band switching. The receiver had to occupy a 
volume not exceeding 7in by 5in by 3in and the r.f. 
anode circuit was made aperiodic so that a miniature 
two-gang capacitor could be used, one section tuning 
the aerial circuit and the other the oscillator circuit. 
The aperiodic coupling limits the gain of the r.f. 
stage, but a stage gain of 20 can be achieved. Asa 
further aid to economy in space, the HN309 triode- 
pentode valve was used; this valve stands only 2in 
above the chassis yet incorporates a triode section 
with a » of 70 (used as Ist a.f. amplifier) and a 
pentode delivering 2 watts output. Moreover, it has 
a 12-volt heater which makes it ideal for use in a 
receivet such as this which operates from a 12-volt 
car battery. There was insufficient space for a 
0.1-„Е coupling capacitor in the grid circuit of the 
output stage and a miniature 0.0l-4F component 
(C,,) was used instead. This has negligible effect 
on the audible frequency response, but it causes 
low-frequency oscillation if the whole of the secondary 
voltage of the output transformer is used for negative- 
feedback purposes as in the a.c. mains superhet. 


WIRELESS WORLD, DECEMBER 1956 


To obtain stability it was necessary to introduce 
the fixed potential divider R,, R,;. Nevertheless at 
normal settings of the gain control there is con- 
siderable negative feedback and harmonic distortion 
is very low. 


Long-wave Provision 


To receive the Light programme a long-wave 
range is virtually essential. The areas in which this 
programme can be well received on medium waves 
are limited whereas the long-wave transmission on 
200 kc/s can be well received almost anywhere in 
England. "There are few other signals on the long 
waveband and it was decided to make the receiver 
pre-set to 200 kc/s on this band. This simplifies 
design by eliminating the need for a long-wave 
oscillator coil; the medium-wave oscillator coil will 
readily oscillate at the required frequency (665 kc/s). 
if the waveband switch is arranged to add the 
necessary extra capacitance. Experiment showed 
that the heterodyne voltage generated at the oscillator 
grid was 10 volts peak (equal to the medium-wave 
value) in spite of the lower LC ratio on long waves. 
It was found, however, that a fine tuning control, 
capable of tuning the receiver over a limited range 
of, say, 10 or 20 kc/s, was desirable. This was 
achieved as shown in the circuit diagram. Оп 
medium waves С, (210 pF) and C,, (400 pF) are 
connected in parallel to give a padding capacitance 
of 610 pF in series with the tuning capacitor C,. 
As explained in the August issue this is the value 
required for accurate tracking on the medium wave- 
band. On long waves C,, is removed from the circuit 
leaving only С» (210 pF) in series with the tuning 
capacitor; at the same time a fixed capacitor of 
approximately 570 pF (С, + Сз) is connected 
across the oscillator inductance. Because of the 
diluting effect of C and C4, + C, the tuning range 
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on long waves is only approximately 190 to 210 kc/s. 

Because of the limited pickup of the car aerial, 
the coupling to the first tuned circuit must be tight 
and in this receiver the aeria] is connected to the 
** top end " of tbe first LC circuit via a series capacitor 
C,. For good voltage transfer this capacitance should 
be large but it must not exceed a certain value, 
otherwise it is impossible to tune the first LC circuit 
to the high-frequency end of the medium waveband. 
Moreover, if a trimmer is connected across this 
tuned circuit, to permit alignment with the oscillator 
circuit, it still further reduces the permissible value 
of C, and thus the voltage transfer of the aerial- 
coupling circuit. To obtain maximum voltage 
transfer a variable capacitor is used for C, and the 
first tuned circuit is aligned with the oscillator 
circuit by adjustment of C}. Thus С, combines the 
functions of coupling and trimming capacitance; 
this arrangement is quite satisfactory provided C, is 
adjusted by a non-conductive tool during alignment 
of the receiver, Both plates of С, are at r.f. potential 
and, if alignment is carried out with a metallic screw- 
driver, the further capacitance added to the circuit 
during adjustment masks the optimum setting of C,. 

On long waves the tuning capacitor C,, and the 
inductor L,, are both removed from circuit and 
replaced by the inductor L, of approximately 2:3 mH 
which is tuned to 200 kc/s by adjustment of C,. 

One consequence of using an aperiodic r.f. stage 
is that there is very little protection against break in of 
signals on or near the intermediate frequency. Any 
such signals picked up by the aerial are amplified in 
the r.f. stage and enter the i.f. amplifier to cause 
interference. The only protection against such 
interference occurs in V, grid circuit and this is 
inadequate particularly if the receiver is tuned to the 
low-frequency end of the medium waveband, or to 
the long-wave station. Тһе wavetrap, L, C,, in the 
aerial circuit is included to add further attenuation 
of i.f. signals. 

The h.t. supply tor a car radio is usually supplied 
from a vibrator unit but for this particular receiver it 
was obtained from a motor generator. Originally 


this machine was designed to supply 200 volts at 
65 тА from the 12-volt input but the receiver 
required only 175 volts at approximately 45 mA. 
The necessary adjustment was made by including 
1,000 ohms in series with tbe h.t. output from the 
generator. Of this 6800 were included in the motor- 
generator case, the output being decoupled by a 
0.25-uF capacitor, and the remaining 330 N were 
included in the receiver. With the capacitor C,, 
this latter resistance acts as an r.f, filter and attenuates 
any ignition interfering signals picked up by the 
leads from the motor generator to the receiver. 
Moreover the 1 КО added to the h.t. line gives 
additional smoothing and there is in fact no audible 
hum from the receiver. 


Minimizing Interference 


A number of precautions were necessary to mini- 
mize interference from the ignition system of the car 
engine. The chief measures adopted were the 
inclusion of the r.f. choke L, in the aerial lead and 
the series grid resistors R, and R, which attenuate 
interference signals on frequencies above the medium 
waveband. Interference signals can enter the 
receiver via the leads from the car battery and motor 
generator, К.Е. filters L,C;,, L,C.4, L,C;4 and L.C,, 
are included to minimize interference from this 
source and the leads to the battery, to the motor 
generator and to the aerial, as well as the receiver 
itself, are thoroughly screened. The filter chokes are 
Dubilier suppressor types, L, being a 1-A size and 
L,, L, and L, are 3-A sizes. 

Although the receiver is used mainly in the 
London area for the local B.B.C. programmes a 
number of Continental signals and provincial Home 
services have been received. These are generally 
good in open country but less satisfactory in the city. 
Such signals tend to be weak between tall buildings 
and are marred by receiver hiss; they are also subject 
to strong electrical interference when the car travels 
along a trolley-bus route. 


—— 


SHORT-WAVE CONDITIONS Prediction for December 
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THE full curves given here indicate the highest fre- 
quencies likely to be usable at any time of the day or 
night for reliable communications over four long- 
distance paths from this country during December. 
Broken-line curves give the highest frequencies that 
will sustain a partial service throughout the same period. 
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vecececese FREQUENCY BELOW WHICH COMMUNICATION SHOULD 
BE POSSIBLE FOR 25% OF THE TOTAL TIME 


== — = PREDICTED AVERAGE MAXIMUM USABLE FREQUENCY 
= FREQUENCY BELOW WHICH COMMUNICATION SHOULD 
BE POSSIBLE ON ALL UNDISTURBEO DAYS 
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Marine Radar 
Developments 


TECHNIQUES USED IN THE LATEST 


EQUIPMENT FOR SHIPS 


Ske new and interesting developments in marine 
radar technique were announced recently by two of 
the leading makers of this type of equipment. Decca 
have introduced what they describe as a “true 
motion ” radar, and Kelvin Hughes have a new ship’s 
radar which in addition to embodying a novel aerial 
system and printed wiring is very compact and 
reasonably priced. 

The conventional ship’s radar p.p.i. display shows 
relative motion only and all objects, whether station- 
ary or moving, appear to be in motion on the face 
of the p.p.i. tube; only the ship itself is stationary, 
since its position is at the origin of the time-base 
scan. The apparent direction of movement is indi- 
cated by the luminous tail accompanying all “ plots ” 
and in order to determine the true motion of other 
vessels in the vicinity recourse has to be made to 
plotting the radar information on an appropriate 
chart. This takes time and is not always convenient 
to put into effect when navigating narrow and con- 
gested waters. 


“True Motion’’ Display 


It is not immediately apparent from a ship’s p.p.i. 
display if an object is in fact moving or is stationary 
and if moving its apparent speed may be deceptive 
unless careful observations are made. The purpose 
of the new Decca technique of “true motion” is to 
resolve these ambiguities and present on the p.p.i. 
display a true, as distinct from a relative, picture of 
movements in the immediate vicinity of the ship, and 
if required out to a range of 10 miles. Beyond this 
the conventional display satisfies most requirements. 
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Display and “ Trackmaster’’ units of the Decca "true 
motion " radar Type TM46. 


Left: Slotted waveguide aerial used with Kelvin Hughes 
Type 14 marine radar. Insert shows enlarged view of slots. 


In order to achieve this *true motion" display it 
is necessary to add certain equipment not normally 
required and most of this is contained in a unit called 
the “ Trackmaster.” Into this is fed the ship’s speed, 
which can be done either manually or automatically 
from the log, and bearing information from the gyro 
compass. Compass and log readings are converted 
in the “ Trackmaster " unit into “ E-W " and * N-S" 
voltages, which when applied to the appropriate coils 
on the c.r. tube shift the origin of the p.p.i. scan in 
accordance with the ship's direction and speed of 
movement. f 

Although small errors may arise in the recorded 
speed of the ship, bearing information must be 
accurate and, as the range markers of the display 
are as independent as-in any other marine radar, 
distances and bearings of other objects are as 
accurate as usual. : 

The visual effect of “true motion” display is that 
it presents a bird’s-eye view of the situation, with 
land masses and buoys stationary, the observér's ship 
moving along its true course and all other moving 
objects travelling in their true directions. Direction 
of, movement is indicated, as usual, by a luminous 
tail and in addition the “ own" ship's course can be 
indicated by a luminous heading line. There are 
variations in the actual form of display that can be 
used and relative motion information, with the origin 
of the scan stationary in the centre of the tube, as 
in conventional systems, can be displayed when 
required. 

A brief specification of the Decca TM46, which 
embodies the new technique, is as follows: operating 
frequency, 9,320 to 9,500 Mc/s; double-cheese aerial; 
horizontal beam width 1.2° and vertical 22°; peak 
power 20kW; pulse width 1.0 or 0.1 asec (by selec- 
tion). Six ranges are provided, namely 1, 2.5, 5, 10, 
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SHIP'S HEADING MARKER 


Relative motion (left) and “true тооп” (right) displays presented by the.Decca Type 
TMM6 radar. “ Tails *' show the apparent (lef ) and true (right) movement of ships. Note 
the apparent movement of the land (left) and the readily identifiabie buoys (right), which 


have no ‘tails ”. 


25 and 45 nautical miles respectively. “True 
motion” display is not ayailable on the 25- and 45- 
mile ranges. 

The new Kelvin Hughes marine radar Type 14 
employs a novel aerial consisting of a length of wave- 
guide laid horizontal and having a series of inclined 
slots cut in its narrow side. Vertical separators, ex- 
ternal tó the waveguide, divide one slot from another 
throughout its length and these are designed to form 
truncated sections of waveguide in front of each slot. 
One of their functions is to suppress spurious radia- 
tion and unwanted side lobes. 

The basic principle of the slotted waveguide aerial 
has been known for some time* but this appears to 
be the first time it has been applied to a commercial- 
type radar. One of its advantages is that it enables 
the size of the rotating head to be kept reasonably 
small, the Type 14 radar's scanner, for example, 
measures about 6ft long and only a few inches for 
each of the other two dimensions. This aerial has 
а beam width of 1.3° in the horizontal and 27° in 
the vertical. A small pick-up head is mounted on an 
outrigger ahead of and just below the centre line of 


SHIP'S HEADING MARKER 
(COURSE NORTH) 


the scanner, rather like 
the *hog horn" of a 
reflector-type system. In 
this case it is not a horn, 
neither does it rotate with 
‘the scanner but is fixed to 
the scanner pedestal It 
samples the radiation 
from the aerial each time 
the beam sweeps across it 
and displays, when re- 
quired, a pattern of radia- 
tion on the p.p.i. tube. 

Five ranges are pro- 
vided, one continuously 
variable over + to 3 miles 
and four fixed at 6, 12, 24 
and 48 miles respectively. 
Pulses of either 0.3 psec 
ог 0.1 usec are generated 
and automatically selected 
according to the range in 
use, the narrower being 
employed on the short 
ranges where the highest 
discrimination is required. The peak power output 
is 60kW. 

Printed wiring is used extensively throughout this 
equipment, which, with “ potted” components, is 
said to contribute significantly to the reliability and 
low initial cost. Orthodox wiring is confined mainly 
to cabling and inter-unit connections. А 9-in с.г. 
tube is fitted to the display unit and, while it is some- 
what smaller than usual for equipment of this kind, 
it gives a clear, bright display and is the only con- 
cession made to keep costs down to a minimum. The 
total consumption is abour 1kW. As with other 
ships’ radars the operating frequency is in the ^X" 
Band (circa 3cm), the range of adjustment being 
9,320 Mc/s to 9,500 Mc/s. 

The Type 14 was developed with an eye to its 
installation in the smaller, as well as in the larger 
types of vessel where compactness, economy of 
operation, reliability and low initial cost are impor- 
tant considerations; the price is £1,195. 


* '* Resonan: Slots," W. Н. Watson, M.A., Ph.D.; four. LEE. 
Vol. 93, Part IIIA, No. 4, pp. 747-771. 


Atmospheric Absorption at Millimetre Wavelengths 


AS the wavelengths used in radar systems are extended 
downwards into the millimetre region absorption due 
to water vapour and oxygen in the atmosphere and to 
adverse weather conditions becomes increasingly 
important. 

A simple new method of measuring this absorption 
has been developed at the Bell Telephone Laboratories* 
and applied to the 5-6 mm band. ‘This is based on the 
measurement at the source of the microwave power 
reflected from a suitably spaced corner reflector. 

A feature of the method is that the measurement of 
absolute values is avoided so that results can be obtained 
readily and with accurácy. Thus by using two spaced 
reflectors it becomes unnecessary to know the absolute 
aeria] gains or power levels. Furthermore by suitably 
frequency-modulating the source and beating it with 
the reflected signal, it is possible to measure the 
reflected power using the same narrow-band amplifier 
and simple square law detector for each reflector. 
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Owing to the use of a narrow-band amplifier high 
signal-to-noise ratio can also be obtained. 

By this means the line breadth constant of oxygen at 
atmospheric pressure as used in the absorption theory 
given by van Vleckt has been accurately measured and 
the correctness of this theory tested. Some data have 
also been obtained on the influence of rain and fog. 


REFERENCES 
* A, B. Crawford апа D. C. Hogg, Bell System Technical 
journal, July 1956, p. 907, 
t J. Н. van Vleck. Physical Review, Vol. 71, 1942, p. 413. 


* Automatic Wavemeter Calibration.” On page 535 
(top of right-hand column) of the November issue the 
pulse duration and time jitter requirements should be 
less than 10 and 1 milli-microseconds respectively. 
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Tropospheric Scatter 


By J. A. SAXTON*, D.Sc» 
Ph.D., M.I.E.E. 


Propagation 


I" the issue of this journal for January, 1956, the 
author gave'an account of v.h.f. transmission by 
means of ionospheric scattering. In the same article 
brief mention was also made of the phenomenon of 
tropospheric scattering in order to draw attention to 
the different frequency ranges and distances of trans- 
mission for which the two mechanisms of propaga- 
tion are important. Much information has recently 
been published concerning developments in the 
tropospheric field, particularly in the United States 
of America, and it therefore now seems appropriate 
to review the present state of our knowledge con- 
cerning long-range tropospheric propagation and its 
application to radio communication. 
Notwithstanding the remarkable prediction made 
by Marconi in 1932 that communication considerably 
beyond the horizon by 
means of microwaves 
might well prove to be a 
future possibility, it was 
for many years after this 
thought that reliable com- 
munication in the v.h.f. 
band, and at still higher 
frequencies, would be 
confined to optical, or 
perhaps only very slightly greater; distances. 
Marconi's prediction was based on the fact 
that he had been able to communicate over 
a distance of 168 miles on a frequency of 
about 500 Mc/s, though not very reliably in view of 
the powers and aerials then available. During the 
1930s other workers in Europe, Great Britain and 
the U.S.A. also noted that from time to time rela- 
tively strong signals were obtainable over much 
greater than line-of-sight paths at very high 
frequencies. Such signals were sometimes steady for 
considerable periods, but in general faded slowly over 
‘a wide range. It was soon realized that these trans- 
mission characteristics were closely linked with 
meteorological conditions over the paths concerned; 
and a great stimulus was given to their study when, 
with the use.of higher powers and shorter and still 
shorter wavelengths for radar during the Second 
World War, experience of “anomalous propagation ” 
(as it was then called) became much more extensive. 
It has subsequently been shown that examples of 
abnormal transmission of the type discussed above, 
and which are now often observed when the weather 
is appropriate, are due to one or other of the super- 
refractive mechanisms which can occur in the tropo- 
sphere. It is in fact such conditions which are re- 
sponsible for one form of interference experienced at 
times in television reception. With the very high 
radiated powers which became available during and 
after the late war it began to be apparent that, at 
frequencies in the v.h.f, band and above, fields well 
beyond the horizon, whilst subject to fairly rapid 
fading, were on average persistently much in excess 
of those expected on the basis of diffraction round 
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REVIEW OF LATEST THEORIES : 
APPLICATION TO RADIO 
COMMUNICATION 


the earth; even in the absence of meteorological con- 
ditions known to be conducive to super-refraction. 
Speculations as to the reason for these relatively 
strong fields included right from the start the sug- 
gestion that they were caused by reflection (or scatter- 
ing) from numerous small discontinuities of refrac- 
tive index in the troposphere. A brief discussion of 
subsequent theories will follow later, but it cannot be 
said that the phenomenon is by any means yet com- 
pletely understood. On the practical side, however, 
the reliability of these beyond-the-horizon fields has 
been firmly established, and -much progress made 
in their use for communication purposes. 

Review of Theoretical Background.—In the 
earlier article, referred to above, a description was 
given of the basic process of scattering, and it was 
pointed out that scattering 
of electro-magnetic waves 
must always occur when 
there is a change in the 
refractive index (or its 
gradient) of the medium 
through which the waves 
‘are travelling. If a num- 
ber of scattering centres 
are involved the scattering 
may vary between the two extremes of incoherence 
and coherence (in which case reflection and refrac- 
tion as ordinarily understood occur), depending 
upon the size of the centres in relation to the wave- 
length concerned and their spatial configuration. 

Some six years ago E. C. S. Megaw in this country, 
and H. G. Booker and W. E. Gordon independently 
in America, suggested that the persistent signals well 
beyond the horizon were due to incoherent scattering 
caused by random fluctuations of refractive index in 
the troposphere, and that these fluctuations were pro- 
duced by atmospheric turbulence. Quantitative 
developments of the theory, based on what was known 
at the time of the meteorological parameters con- 
cerned, showed that the magnitude of the observed 
signals could be reasonably well explained. This 
theory, together with its subsequent modifications of 
detail, has been accepted by many workers in this 
field, at least until comparatively recently, though 
other suggestions have been put forward. For 
example, T. J. Carroll considers that it is possible to 
explain the phenomenon. by an application of the 
normal mode theory to an atmosphere in which the 
refractive index decreases monotonically from its 
value at the surface of the earth to unity at some speci- 
fied height, above which it is maintained at unity, 
Though this variation of refractive index is in a 
general manner representative of what actually ob- 
tains in practice, except for the locally marked dis- 
continuities of gradient which frequently occur at 
some height or other, the mathematical rigour of the 
theory has been seriously questioned. 

Whilst the powerful stimulus to research and to 

* Radio Research Station, D.S.LR. 


587 


practical applications provided by the turbulence 
theory is freely admitted, there is now growing a 
feeling that, whilst some such process as that postu- 
lated by the theory may well occur, it does not repre- 
sent the whole story, and a new approach to the prob- 
lem is desirable. This view was expressed, for 
example, by several speakers at an international ѕут- 
posium on radio wave propagation held in Paris in 
September of this уеаг. The original theories of 
turbulent scattering contained the assumption of iso- 
tropic variations of refractive index, and it is now 
generally realized that this must be far from true. 
Soundings of the refractive index of the troposphere 
made by microwave refractometers provide evidence 
of the marked horizontal stratification which is nearly 
always present in some height interval. As a conse- 
quence there is a trend towards explaining long- 
distance tropospheric fields in terms of partial reflec- 
tion and scattering from one or more layers in which 
there is a significant change in the gradient of re- 
fractive index with height from that occurring in 
neighbouring regions of the atmosphere above and 
below; and which may present a rough, or at times 
broken, surface to incident radiation, thus producing 
the observed fading characteristics. It is evident that 
much more work, both theoretical and experimental, 
remains to be done before a really satisfactory under- 
standing of the problem is reached. 

The mechanism of propagation is now so widely 
referred to as scattering that, even though it may 
ultimately transpire that the processes mainly in- 
volved are not those put forward in the early forms 
of turbulence theory, the term scattering will be used 
throughout the remainder of this article. Whilst the 
debate concerning the cause of long-range tropo- 


spheric signals may well go on for some considerable 


time, there is no doubt that this will not hold up in- 
tensive efforts to extend the practical applications of 
these signals. 

Practical Aspects.— Whilst tropospheric scatter- 
ing occurs at both lower and higher frequencies, it 
appears that the frequency range in which the most 
useful applications are likely to occur is from 400 
to 500 Mc/s up to perhaps 5,000 Mc/s. Below this 
range the construction of suitable aerials becomes 
increasingly difficult; and above it the effects of 
absorption in the atmosphere begin to be steadily 
more important. Although it is possible to observe 
scatter phenomena with powers of only a few watts 
over one or two hundred miles if narrow-band 
sensitive receivers are used, powers of the order 
of kilowatts are required for longer-distance efficient 
wide-band systems. An essential feature of all 
scatter links is the use of highly directive trans- 

+ Reported elsewhere in this issue. —ED. 


Fig. 1. Mechanism of propagation by tropospheric scatter, 
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mitting and receiving aerials. (The reader should 
perhaps be reminded that scattering is in any case 
useful only for point-to-point communication.) The 
operation of such links is illustrated by Fig. 1. 

А narrow beam is radiated from the transmitter 
at T, and the similar beam of the receiving aerial 
at R intersects the transmitted beam as shown, so 


‘defining a common volume V.. Refractive index 


fluctuations of some form or other within the 
volume V cause scattering and produce the signal 
at R. The beams must be accurately aligned, and 
ideally the angle 0 should be as small as possible: 
this means that care must be taken to select ter- 
minal sites which permit unimpeded low-angle 
transmission in the direction of the horizon and 
reception from that direction. 

A signal propagated by means of tropospheric 
scattering is characterized by both rapid and 
slow fading. The rapid fading is an essential 
accompaniment of the superposition of a large 
number of randomly phased field components, and 
it conforms closely to a Rayleigh distribution of 
amplitudes. Most of the time the rapid fading is 
within a range of some 15 dB, and 30-dB fades, for 
example, would be expected to occur for only 0-1% 
of the time. The frequency of this rapid fading 
increases with increasing distance beyond the 
horizon and with decreasing wavelength: it is nor- 
mally of the order of 1 to 10 c/s. The slow fading 
is caused by changes in the overall average refrac- 
tive conditions in the atmosphere; and it is stated 
by K. Bullington that, at points well beyond the 
horizon, the variation in hourly median signal 
strengths (i.e., the values exceeded for 50% of the 
time in each hour), when expressed in a decibel 
scale, follows а, погпа! probability law with a 
standard deviation of about 8 dB. 

There are variations of the median signal level 
with time of day, season of the year and the weather. 
In general, the signal is stronger in summer than 
at other times of the year; and a range of variation 
in monthly median values of 10 to 20 dB, depend- 
ing on frequency, may occur, the greater range 
occurring at the lower end of the frequency band 
under consideration. The diurnal variations, which 
are only a few dB, do not appear to follow any 
definite pattern. 

It was at first thought that, on scatter links, the 
transmission loss relative to the free space value 
for similar aerials, did not vary much with fre- 
quency in the range 400 to 5,000 Mc/s but the 
much more comprehensive data now available 
show that there is a gradual falling off in the 
efficiency of the scattering process as the frequency 
increases. Thus, for a 200-mile path the overall 
median transmission loss (relative to free space 
transmission) is of the order of 70dB at 500 Mc/s 
and 80dB at 3,000 Mc/s. A similar trend occurs 
for other path lengths, at least up to 400 miles. 
These fields, although weak, are of course many 
magnitudes greater than those expected on the basis 
of diffraction round the earth in a standard atmo- 
sphere. The variation with distance does not appear 
to depend significantly on frequency, at any rate. 
for the range 100 to 400 miles for which so far 
most experimental data exist; the relative trans- 
mission loss increasing by some 35 to 40 dB in this 
range. Although it was originally believed that 
the useful range of a tropospheric scatter link would 
not exceed 300 to 400 miles, recent work at the 
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Lincoln Laboratory of the Massachusetts Institute 
of Technology has shown that reliable’ communica- 
tion may be achieved over a distance of perhaps 
as much as 750 miles with a frequency of 400 Mc/s; 
and it seems that for these greater distances there 
is an advantage in using the lower frequencies. 

Although no very extensive investigations have 
been made, there are indications that the trans- 
mission loss does not vary with the state of polariza- 
tion of the radiation; the polarization of any given 
transmission is substantially maintained over a 
scatter link. 

Having discussed the general characteristics of 
tropospherically scattered signals, we may now pass 
оп to consider the choice of system parameters. 

System Parameters.—When choosing the fre- 
quency of operation for a scatter link, a number 
of factors must be taken into account besides the 
nature of the propagation mechanism itself: for 
example, the rf. power available, the sensitivity 
of the receiver, and the feasibility of building aerials 
of the necessary directivity. (Оп the matter of 
reception it may be noted that space diversity may 
be used to advantage with aerials spaced 25 wave- 
lengths, or more, normal.to the transmission path.) 

At the present time 50 kW (c.w.) of radiated power 
(not e.r,p.) is a possibility at frequencies of 400 to 
500 Mc/s; at 2,000Mc/s up to 10kW may be 
achieved, but at appreciably higher frequencies the 
c.w. powers available are much smaller. 

At frequencies below about 700 Mc/s it is pos- 
sible, with a pre-amplifier using earthed-grid cir- 
cuits with planar triodes, to improve the noise fac- 
tor of a receiver; and between 400 and 700 Mc/s 
noise factors of 5 to 8dB may be realized. At 
higher frequencies little or no improvement is at 
present possible over the performance of the best 
crystal diode mixers, and noise factors better than 
8dB cannot be expected. 

As has already been mentioned, the efficiency of 
the scattering process tends to fall off as the fre- 
quency increases, and it appears that the efficiency 
is roughly proportional to the wavelength. On the 
other hand, highly directive aerials must be used: 
gains of 25 to 40 dB are required, which means, for 
example, the construction of paraboloidal reflectors 
having apertures of diameters 12 to 60ft at a fre- 
quency of 600 Mc/s. The beam width of an aerial 
of given aperture decreases in proportion as the 
wavelength is increased, and the gain of such an 
aerial is inversely proportional to the square of the 
wavelength. It is thus much easier to build aerials 
of a specified beam width and gain as the frequency 
is increased. 

From considerations of the kind outlined above it 
would appear that the optimum frequency to use is 
somewhere in the region of 1,000 Mc/s, at least for 
wide-band links of 200 to 300 miles in length. For 
the longest paths envisaged, however, that is of the 
order of 600 or 700 miles, it is necessary to face the 
prospect of building very large aerials, with aper- 
tures some 60ft in diameter; and to use a frequency 
as low as 400 Mc/s in order to make use of the 
more effective scattering, the greater transmitter 
powers which are available and the better receiver 
performance. Even so, the bandwidth capacity of 
such long paths will be somewhat limited. 

Aerial Performance ard Bandwidth Capacity.— 
On the turbulence theory, as has been shown by 
W. E. Gordon, the scattered energy is distributed 
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Fig. 2. Performance curves of scatter link based on signal 
noise ratio exceeded for 99% cf the time; transmitter 
power 1OkW; receiver bandwidth 100 kc/s and noise 
factor 10 dB. 


over a small angle when it-arrives at the receiver. 
When the width of the aerial beam exceeds this 
angle, the maximum bandwidth which can be trans- 
mitted without distortion depends primarily on the 
properties of the tropospheric irregularities which 
determine the angular spread of energy, and so the 
effective scattering volume; for it follows that under 
such conditions the whole of the volume V (Fig. 1) 
cannot be effective. Оп the other: hand, if ‘more 
directive aerials are used, so that the aerial beams 
are narrower than the angular spread of the scat- 
tered radiation, the maximum useful bandwidth of 
the transmission is determined by the dimensions 
of the volume V, or more precisely by the difference 
between the longest and shortest possible path times 
via the volume V. This aspect of the theory has 
been developed by H. G. Booker and J. T. de Bet- 
tencourt, and clearly, to achieve large bandwidths 
the volume V must be made small, which requires 
aerials with very narrow beams. 

There is, however, a price to be paid for the in- 
crease in bandwidth capacity, for, when the aerial 
beams become narrower than the angular spread of 
the scattered radiation, any further increase in aerial 
directivity produces relatively little increase in re- 
ceived power. There is introduced what Booker 
and de Bettencourt call an “ aperture-to-medium 
coupling loss”; or, in other words, the eflective gains 
of the aerials are less than their full plane-wave 
gains. Looked at another way, the aerial directivi- 
ties have become so great that the whole of the 


„scattering volume which, by virtue of the nature 


of the scattering process, could contribute to the 
signal is not being utilized. This loss in gain begins 
in practice to be apparent when gains of the order 
of 35dB are reached. Experiments at Lincoln 
Laboratory, M.l.T. have shown that, with aerial 
beams 0.6? wide, and at a frequency of 3,670 Mc/s, 
bandwidths of the order of 5 to 10 Mc/s are possible 
on paths of about 200 miles; provided that no multi- 
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path effects arise other than those due to the atmo- 
sphere itself. These results are in reasonable agree- 
ment with the theory..Severe multipath effects, with 
resultant distortion of wide-band signals, can, how- 
ever, be caused by aircraft flying in or near to the 
aerial beams: the chance of this happening is also 
obviously reduced by the use of really narrow beams. 
Other things being equal, the maximum bandwidth 
of a scatter link becomes less as the distance is in- 
creased. 

The curves of Fig. 2 are an indication of the per- 
formance which may be expected with tropospheric 
scatter links. They are based on published Ameri- 
can data, and, since there is some variation between 
the results given by various workers, the curves can- 
not be regarded as being accurate to better than 
several decibels. A single paraboloidal reflector- 
type receiving aerial, identical with the transmitting 
aerial, is assumed: at least 10-dB improvement in 
signal-to-noise ratio should be possible with dual- 
diversity reception, and perhaps a further 8-dB im- 
provement could be obtained by the use of triple- 
diversity. 

Modulation Techniques.—Both f.m. and single- 
sideband amplitude modulation have been used in 
American investigations. Although f.m. does not 
make the most effective use of bandwidth, there are 
some features which make it particularly useful in 
scatter transmissions: for example, the relative free- 
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dom from distortion and insensitivity to rapid fad- 
ing as long as the signal exceeds the threshold level. 
On the other hand s.s.b. modulation is much more 
economical from the bandwidth point of view; it is 
better for the reception of very weak signals, and 
requires the use of lower average power than f.m. 
Disadvantages are that s.s.b. equipment necessitates 
high-linearity amplifiers and very good frequency 
stability. 

Conclusions.—Although the exact mechanism by 
means of which tropospherically scattered signals 
are transmitted far beyond the horizon is not yet 
completely understood, great advances have been 
made during the past few years in making use of 
such signals for communication purposes. Links 
operating on the scatter principle are capable of 
carrying wide-band information and are, for 
example, suitable for relaying multi-channel tele- 
phony over paths of a few hundreds of miles. It 
seems probable that the reliable transmission of 
television signals will follow as the technique 
develops, though, in view of the bandwidth re- 
quired, the length of a link for this purpose will 
generally be less than is possible for telephony and 
telegraphy. The reader interested in obtaining more 
detailed information on the practical aspects of 
scatter links will find it profitable to consult the 
symposium in the October, 1955, Proceedings of the 
Institute of Radio Engineers, New York. 
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Reliability of Electronic 


Apparatus 


By D. A. BELL, Ph.D., M.LE.E. 


SOME STATISTICS AND THEIR IMPLICATIONS 


| Т is often said that although electronic brains are 
marvellous one should as far as possible exclude 
electronic apparatus from industrial plant because all 
electronic devices are fragile and unreliable. 

There is more in the question of fragility than can 
be dismissed in a generalization of this kind. 
Properly designed electronic apparatus can work in 
conditions which no human being would tolerate but 
it cannot compete with simple mechanical structures 
in this respect. On the other hand the reliability in 
terms of average fault rate is good. In this connec- 
Поп we should credit electronics with the fact of 
requiring no routine maintenance comparable with 
the replenishment and replacement of lubricants in 
a mechanical device, and that the proportion of the 
electronic device which suffers appreciable deteriora- 
tion is very small. 

Consider, for example, the small motor-car engine, 
in which most of the moving parts will have suffered 
noticeable wear after 60,000 miles, which is only 
2,000 hours at an average speed of 30 m.p.h. Yet 
in a well-designed valve amplifier one might get 
a trouble-free life of 10,000 hours or more, and be 
able to restore it to perfect condition by replacing 
only those valves which had deteriorated with use. 
'There is in fact no mechanical device which gives 
a longer life than electronic apparatus will give when 
you are lucky—and there's the rub. If a car of 
popular make collapsed in the road through fracture 
of the chassis when it was less than a year old, the 
manufacturer would not save his reputation by say- 
ing that this was the only case out of 50,000 cars of 
that model, which represents a very low failure rate: 
he would be told he must be certain of the soundness 
of every chassis, Unfortunately the manufacturer 
of the strictly electronic devices—thermionic valves 
and transistors—is still in the situation of being 
unable to give a complete guarantee of every speci- 
men; and although great progress has been made in 
reducing the average failure rate, it does not satisfy 
the unlucky user to know that his misfortune now 
represents one case in 40,000 as against one case in 
1,000 formerly. It is the unpredictability of the very 
occasional failures which causes the whole to be 
labelled unreliable. 


Analysis of Failures 

Two recently published papers have reviewed 
available data on the frequency of occurrence of 
failures of electronic apparatus, one giving average 
figures for military and for two classes of civilian 
equipment’, and the other analysing the effect of 
equipment design on the frequency of failures of 
electronic equipment used in the United States 
Navy’. 

Turning first to the latter set of data, the histo- 
grams (block diagrams) in Fig. 1 show the way m 
which failure rate is related to severity of duty 
imposed on the component for various types of 
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resistor and capacitor and for valves. The figures 
have all been expressed in terms of a common unit 
of © per cent failures per 5,000 hours." In terms of 
industrial equipment working one shift per day, but 
excluding Sundays and holidays, the period of 5,000 
hours will cover nearly two years; but on the basis 
of 24 hours a day and seven days a week 5,000 hours 
will be covered in a little over six months. 

With paper condensers it is unwise to design the 
circuit for use of a condenser at the manufacturer's 
full rating and in Fig. 1 a failure rate is quoted only 
for 50 per cent of the rating. This does not neces- 
sarily mean that the manufacturer's rating is wrong. 
Remembering that paper condensers are used as 
reservoir, smoothing or bypass condensers in asso- 
ciation with the anode power supply of the equip- 
ment, and that power-supply regulation is not per- 
fect, it is highly probable that the voltage across-a 


Fig. |. Failure rates for various components under 
negligible, moderate and heavy loading (after Harris and 
Tall, reference 2.) For capacitors the load conditions are 
an applied voltage which is (a) negligible, (b) 50%, or (с) 
100%, of rated voltage; for resistors, (a) negligible, (b) 
50%, and (c) 100% of rated power dissipation; for valves, 
(a) low electrode voltage and negligible dissipation, (b) 
9095 of rated electrode voltages and 7096 of rated 
electrode dissipations, and (c) 10096 of rated voltages plus 
100%, of rated dissipations. The failure rates are plotted 
to a logarithmic scale. 
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paper condenser will periodically exceed the nominal 
value for that point in the circuit. If this occurs 
when the nominal voltage is equal to the rated work- 
ing voltage of the condenser, the manufacturer can- 
not be blamed for failures arising from temporary 
over-voltage. At the other extreme the failure-rate 
in mica condensers is not greatly dependent on 
applied voltage and must presumably be due to 
inherent defects in the dielectric which ultimately 
cause breakdown, either through electrolytic action 
or through the cumulative heating effect of leakage 
current. 

It may come as a surprise to see that for moderate 
or heavy loading the 
wire-wound resistor 
is more prone to 
failure than the car- 
bon-composition re- 
sistor. High - value 
wire-wound resistors 
employ very thin 
wire, and the danger 
points are (a) the 
connections of this 


thin wire to the 
terminals and (b) 
possible inhomo- 


geneities in the wire 
itself. Some speci- 
mens of high-value 
wire-wound resistors 
have been known to 
show “current 
noise” (an increase 
of noise above John- 
son noise when a 
steady current flows 
through the resistor) and any resistor which shows 
this effect is not to be trusted. 

Complete failure in a carbon-composition resistor 
is no doubt due to a gross fault in its internal struc- 
ture, such as a fissure in the body of the resistor or 
poor contact between termination and body of the 
resistor. What does not appear in the data is the 
change in value of a composition resistor, without 
catastrophic failure, and this is undoubtedly affected 
by the loading. 


Fig. 2. There are usually many 
more other components than 
valves, 
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Fig. 3. Failure rates per com- 
ponent (valves included) under 
different types of service, 
plotted to a linear scale. 
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By conservative rating of resistors and capacitors 
it should be possible to achieve a failure rate amongst 
them of not more than } per cent per 5,000 hours. 
In contrast, the failure rate for valves is 124 per cent 
per 5,000 hours even for light loading. It appears 
that the valve is usually happy at 70 per cent of rated 
dissipation and 90 per cent of rated voltage, but 
pushing it to the limit of the ratings doubles the 
failure rate. The moral is obvious. The circuit of 
a simple resistance-coupled amplifying stage in Fig. 2 
shows that typically there may be nine components 
associated with a single valve, and the result is that 
the risk of failure of some component in the circuit 
is no longer much smaller than the risk of failure 
of the valve. Dummer! quotes recorded values of 
overall average failure rate (see Fig. 3) for three con- 
ditions of use of electronic equipment: (a) test of 
equipment to military specifications, (b) normal 
laboratory use and (c) an electronic computer in 
which great care will obviously have been taken to 
provide good working conditions for the components. 
From the figures suggested at the beginning of this 
paragraph for components and valves separately, 
and a nine-to-one ratio of their numbers, one would 
predict an average failure rate of 1.7 per cent per 
item which is consistent with the figure which 
Dummer reports for an electronic computer. 


Valve Life 


It appears, then, that the failure rate could be 
roughly halved if valves were as reliable as resistors 
and capacitors. But the present performance of 
valves is very good by pre-1939 standards: 121 per 
cent failure per 5,000 hours represents a mean life 
of no less than 40,000 hours, and none would 
grumble if valve failures could be eliminated by 
replacing valves every 10,000 hours. The trouble 
is that although the average over large numbers is 
a life of 40,000 hours, the failure of any single valve 
may occur with practically equal probability at 1,000 
hours or 100,000 hours. 

Catastrophic failures (cracked glass, weld failures, 
open-circuit heaters) have been greatly reduced in 
* special quality " valves by the combination of im- 
proved mechanical design and meticulous care in 
manufacture, so that one may hope that an increas- 
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ing proportion of the ulti- 
mate failures will take the 
form of “loss of emission.” 
One hopes for this, because 
it is likely to give warning 
before the deterioration has 
become great enough to 


stop the equipment work- e 
ing: dying valves can then 

be detected by the tech- 

nique of marginal testing, 

and replaced. ‘The cause «229 


of death has been given as 
“loss of emission” in in- 
verted commas, because the 
trouble may in fact be due 
to the formation of a high- 
resistance layer between 
cathode tube and oxide 
coating, rather than true 
loss of emission, but the 
two phenomena cannot 
be distinguished simply. 
This interface effect is tied 
up with the use of silicon 
as an activating agent? and 
can be avoided if one is 
content with a smaller 
emission current from a 
given size of cathode. ‘This is how it is hoped to 
secure a life of 20 years for valves submerged in the 
transatlantic telephone cable.* 

The steps which the user can take to minimize 
failure rate all cost money, and his choice will be 
governed by the premium which he is prepared to 
pay for reduced failure risk. The obvious ones are 
to use components which will be operated well 
within their ratings, to use special-quality valves 
where available, and to use components which have 
passed the rigorous mechanical and climatic tests 
required for military use. In industrial electronics 
it is rarely necessary to use valves of exceptionally 
high performance; but in a wide-band amplifier it 
may be essential to use a valve having high ratio 
of mutual conductance to electrode capacitance and 
desirable to use a valve with a high ratio of mutual 
conductance to anode current. Such a valve may 
not be available in the “special quality” range, 
because its performance is obtained by taking risks 
with grid-cathode clearance, cathode current-density 
or anode dissipation. The user must either accept 
a greater failure risk as the cost of high perform- 
ance, or possibly redesign his circuit to use several 
valves instead of one, or to include power supply 
and cooling for a valve of considerably higher rated 
dissipation. 

How far can the user protect his electronic 
apparatus from the hazards of industrial life? In 
many applications the hazards from vibration, tem- 
perature and dirt can be almost eliminated by 
mounting the greater. part of the equipment in a 
suitable enclosure remote from operations: one 
would not set an automatic telephone exchange in 
the middle of a foundry with nothing but slide-on 
covers to protect it from the dust-laden atmosphere, 
so why should electronic apparatus be expected to 
put up with this sort of treatment? Presumably 
because it is so much more rugged and reliable than 
electro-mechanical equipment! Anything in the 
nature of a detector head must remain on site, and 
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Fig. 5. Push-pull amplifier using long-tailed pair in each stage. Failure of any one valve 
will not prevent the signal from being passed on by the other valve in that stage and 
shared between both halves of the amplifier in the next stage. 


for this hermetic sealing, a properly designed anti- 
vibration mounting and possibly artificial cooling 
by either air blast or water jacket may be advisable. 

Neither is it necessary to tolerate widely fluc- 
tuating supply voltages for electronic equipment. 
There are on the market various devices which 
accept an input range of say +20 per cent and give 
an output stabilized to something between +2} per 
cent for one of the simplest devices to +0.1 per cent 
for the more elaborate. Since, however, the Central 
Electricity Authority allows frequency to run down 
at the same time as voltage during periods of peak 
load, it is as well to enquire into the frequency 
characteristic of the stabilizer which one proposes 
to buy. 


Judicious Redundancy 


Finally, there is the possibility of preventing a 
single component failure from putting the whole 
equipment out of commission by incorporating 
redundancy in design. This is Nature’s way of 
dealing with the risk in the nervous equipment of 
animals, but is less attractive in electronic apparatus 
where the additional components have to be bought 
with’ hard cash, and do not just grow up with the 
organism. Condensers may be duplicated in series 
as a precaution against breakdown, but to give pro- 
tection also against the risk of an open circuit one 
would have to use a group of four in series-parallel. 
Resistors can be split into two in parallel, but 
operating conditions will change if one half fails. 
Valves should not be connected directly in parallel 
for fear of inter-electrode shorts, but should have 
the signal fed to them separately through resistors 
(Fig. 4), and this introduces attenuation.* 
Alternatively, continuity is ensured by employing 
a *long-tailed pair" in each stage of a push-pull 
amplifier: if one valve fails (Fig. 5) the other phase 
of that stage will continue to work and the signal 
will be divided between both phases again in the 
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next stage. The drastic drop in gain resulting from 
failure of part of a redundant circuit can, of course, 
be reduced as far as may be desired by incorporating 
overall negative feedback. But one must beware of 
the law of diminishing returns—if for the sake of 
redundancy and negative feedback one were to 
increase the number of components by ten times, 
the risk of local failure would also have been 
increased ten times. 

The conclusion is that it is possible to make elec- 
tronic equipment just about as reliable overall— 
and far more reliable per component—than any 
other type of equipment, but at a cost: the cost of 
better components, and still more important the cost 
of putting a good deal of forethought into the design. 
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FERRITES 


A SURVEY BASED 


R many ways the ferrites can be regarded as com- 
plementary to semi-conductors. Both are products 
of recent extensions of our knowledge of the structure 
of matter in the solid state, and the resources which 
are today being applied throughout the world to the 
discovery and improvement of ferrite magnetic 
materials are comparable to those which have been 
devoted to the semi-conductors used in transistors. 
But whereas in transistors the essential processes are 
those of electrical conduction, iñ ferrites the aim is 
to achieve the highest possible resistivity so that 
eddy current loss does not occur when the material 
‘is operated in an alternating field. 


Molecular Structure 


The intrinsic magnetic energy of all forms of 
matter is high and is primarily due to elementary 
dipole magnets (Bohr magnetons) formed by the 
movement of the charge of individual electrons spin- 
ning on their own axes. The movement of the elec- 
trons around the nucleus of an atom also gives rise 
to a magnetic field, and the resultant magnetic state 
and properties of any material depend upon the 
degree to which these elementary magnets are 
aligned and their behaviour under the influence of 
external magnetic fields. 

Our knowledge of the ordering of the magnetic 
structure-of atoms and molecules has been greatly 
advanced by the technique of neutron diffraction. 
In the past, X-rays arid electron beams have given 
much information about the structure of molecules 
and crystal formations, but any data provided on the 
internal magnetic state of matter is either indirect 
or is obscured by the effects of the electric fields. 
The neutron has an intrinsic magnetic moment but 
no resultant charge and can be used to give direct 
information by the manner in which a beam of these 
particles is deflected and scattered in passing 
through a specimen of the material. 

In. ferromagnetic materials such as metallic iron, 
nickel and cobalt the elementary magnets are aligned 
in the same direction; in ferrimagnetic substances 
such as magnetite (a natural ferrite) most of the 
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ON THE RECENT 


1.Е.Е. CONVENTION 


elements are paired off in opposition, but a few are 
unpaired and give rise to the residual external mag- 
netism. 

The ferrites are mixtures of oxides which are 
sintered together and may form solid solutions one 
with another. Their composition is chosen to give 
minimum electrical conductivity in combination with 
the maximum magnetic effect desired for any given 
application. Not all the losses are resistive and due 
to eddy currents; some may result from reversible 
internal changes in the ordering of the molecular 
and crystal structures. These are responsible for a 
reactive component in the permeability of the 
material. 

Chemical formule have less than normal signifi- 
cance in dealing with ferrites, which are often com- 
plexes of compounds and mixtures. It is sufficient 
here to state that oxygen plays a vital part in all fer- 
rites and that iron is common to most of those with 
practical applications. Manganese, zinc and nickel 
oxides are used to produce the core materials used 
in telecommunications, while magnesium and man- 
ganese oxides are the constituents usually added to 
ferric oxide in the preparation of ferrites with 
* square " hysteresis loops for switching in computer 
memory stores, and for waveguide elements in 
microwave switches, isolators and directional coup- 
lers. Recently developed ferrites in this field include 
aluminium and chromium oxides. 

The possible number of permutations of even the 
more promising elements in various proportions is 
staggering and gives some measure of the effort 
which is being directed into the research. Many of 
the papers read before the Convention included 
tri-axial composition diagrams in which the mag- 
netic and electrical constants had been measured for 
all possible combinations of three oxides and from 
which the appropriate proportions could be selected 
for any given compromise between conflicting para- 
meters. Even so, these diagrams represent only one 
specified method of preparation and heat treatment. 

The importance of the physical state of the 
finished material was repeatedly underlined during 
the Convention. It was shown that permeability is 
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a function of grain size and that in manganese-zinc 
ferrites a sevenfold increase of permeability resulted 
when the grain size was increased from 2.5 to 10 
microns. Variation of grain size has also shed light 
on the origin of one type of resonance effect at radio 
frequencies. It has been suggested that this may 
be due to displacements in the walls between adja- 
cent crystal domains, and support for this theory 
is given by the fact that the resonance disappears 
when the material is milled to grains of a size less 
than that of the normal average domain. 

At frequencies of the order of kilomegacycles/sec 
a much sharper resonance effect is observed in. the 
permeability/frequency response. This is due to 
interaction between the applied field and the ele- 
mentary fields of the spinning electrons, which, due 
to their kinetic energy of rotation, are not displaced 
linearly by the applied field, but develop a conical 
rotation of their axes (wobble) which is known as 
precession—a term borrowed from the dynamics of 
gyroscopes. 

Two forces (fields) external to the electron are 
necessary to build up the precessional rotation. One 
is a sustained field with a component parallel with 
the axis of spin and the other the alternating field 
at right angles. The strength of the steady field is 
one of the factors which determine the resonant 
frequency. It is not necessary to apply a steady 
field external to the specimen to produce a reso- 
nance if the internal field due to the ordering of 
atoms in a crystal lattice is coherent and of suffi- 
cient strength. It is a characteristic of crystal 
structures that their physical properties are aniso- 
tropic; i.e., not the same in all directions, and it is 
possible in single crystals of some paramagnetic salts 
to distinguish different resonant frequencies accord- 
ing to the direction of the alternating field relative 
to crystal axes. In polycrystalline substances like 
the ferrites the application of an external polarizing 
field produces a sharpening of the resonance and 
some control of its frequency. 

When a linearly polarized electromagnetic wave is 
propagated through the body of a ferrite in the 
presence of a magnetic field in the direction of 
propagation, interaction between the electron spins 
and alternating field causes rotation of the plane 
of polarization. This can be explained by con- 
sidering the linearly polarized wave as the resultant 
of two circularly polarized components rotating in 
opposite directions. Опе of these components, 
because of its direction of rotation relative to the 
steady magnetic field, causes a more violent pre- 
cession of the spinning electrons than the other. 
As a result it is propagated at a different velocity, 
producing an increasing phase difference between 
the two components throughout the ferrite, so that 
when they finally emerge and recombine into a 
linearly polarized wave the resultant plane of 
polarization is rotated. 

The phenomenon is known as Faraday rotation, 
because it is basically similar to the effect discovered 
by Faraday when he passed a beam of polarized 
light through a piece of dense glass in a strong 
magnetic field. The amount of rotation is depend- 
ent on the length of the’ ferrite specimen and the 
strength of the d.c. magnetic field. 

Quite a number of applications for this Faraday 
rotation effect have been found in microwave 
apparatus and various new waveguide components 
have been developed with pieces of ferrite inside 
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them. Perhaps the most commonly used is the 
“isolator.” This is intended to isolate, say, a source 
of electromagnetic waves (e.g., a klystron) from the 
rest of the waveguide system to which it is con- 
nected in such a way that the normal forward 
propagation is allowed but any backward transmis- 
sion (of, say, reflected energy from a load mismatch) 
is suppressed. The usual arrangement consists of a 
short length of waveguide, of circular section in 
the middle tapering to rectangular section at both 
ends. A cylindrical “ pencil” of ferrite is mounted 
coaxially inside the circular section, which is sur- 
rounded by a permanent magnet giving an axial 
field. Also mounted inside the waveguide are 
resistive attenuator vanes, one on each side of the 
ferrite. 

The rotation produced by the ferrite and magnet 
is normally arranged to be 45°, and to allow for 
this the output rectangular section of waveguide 
is twisted (relative to the input section) by 45° in 
the same direction. This permits the normal propa- 
gation to proceed unhindered. With any energy 
returning in the opposite direction, however, the 
rotation is such that the wave arrives back at the 
input section with its plane of polarization at right 
angles to the normal. It cannot therefore be sup- 
ported by the input section and is absorbed by the 
attenuator vane (placed parallel with the electric 
field of the wave). Thus an effective one-way 
device is achieved. 


Gyrators and Circulators 


€ 


A similar component is the “gyrator.” Неге the 
Faraday rotation in the ferrite is arranged to be 90°: 
and the two end sections of waveguide аге twisted 
in relation to each other by the same angle. The 
result is that in one direction the propagation is 
normal, while in the other direction a 180° phase 
reversal is imparted to the wave. Faraday rotation 
is also utilized in components known as circulators. 
These are rather like isolators in construction with- 
out the attenuator vanes but with extra input and 
output sections arranged at suitable angles. A 
typical application would be as a duplexer, where 
a common aerial is used for both transmitting and 
receiving. Waves from the transmitter entering 
input A would be rotated so as to emerge from 
output B connected to the aerial, but received signals 
from the aerial going back to B would not be 
returned to A but rotated still farther to C, feeding’ 
the receiver. 

Variable attenuators for waveguides can be con- 
structed by using electromagnets instead of per- 
manent magnets and varying the applied d.c. 
magnetic field so that the wave polarization is 
brought into greater or lesser alignment with re- 
sistive attenuator vanes. High-speed switching can 
be achieved by pulsing the electromagnets, while 
the phase of circularly polarized waves can be 
changed on the principle mentioned earlier. Nor- 
mally the Faraday rotation angle is somewhat 
dependent on the frequency of the wave (except 
at well above the ferromagnetic resonance fre- 
quency) but a fairly flat response over about a 
1-Mc/s band can be achieved in these components 
by surrounding the ferrite pencil with a cylinder 
of dielectric material. 

In addition to the Faraday rotation effect, the 
ferromagnetic resonance mentioned earlier can also 
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be utilized in waveguide components. For example, 
in an isolator using this principle the d.c. magnetic 
field is applied transversely to a flat slab of ferrite 
in the waveguide, and an absorption of energy from 
the incident wave occurs at the resonance fre- 
quency. As already stated, this resonance frequency 
can be varied by adjusting the strength of the d.c. 
magnetic field. Another isolator is based on what 
is known as the field-displacement effect. In this 
the respective field patterns of the forward and 
returning waves are pulled to opposite sides of the 
waveguide by two pieces of ferrite in a d.c. magnetic 
field. This occurs because the permeability of each 
piece of ferrite depends on the direction of the 
r.f. magnetic field and hence on the direction of 
propagation. A coating of resistive material on the 
* return-wave ” ferrite will thus attenuate the back- 
ward transmission. 

Another field of application given some promin- 
ence at the Convention is that made possible by 
the “square” hysteresis-loop material mentioned 
earlier. Here the uses are mainly in switching and 
storage devices for digital computers, telephone 
exchanges and other data processing equipments. 
Small toroidal cores are commonly used, and these, 
by virtue of the * square" hysteresis loop, have two 
well-defined states of remanent magnetization— 
positive and negative, depending on the direction 
of the magnetizing field. By applying suitable 
m.m.fs through windings, a core can be made to 
switch rapidly from one state to the other. Usually 
a saturating m.m.f. is applied, and when the mag- 
netizing current is removed the core relaxes to the 
remanent state, which has a flux density only slightly 
less than the saturation value. It then remains in 
that condition until a reverse m.m.f. is applied. 
Thus the core becomes an effective two-state device 
capable of storing and switching binary information 
like the Eccles-Jordan valve circuit. 


Matrix Stores 


Most of the storage devices described were of the. 


matrix type. Here the toroidal cores are threaded 
on to a grid of x and y energizing wires at all the 
intersection points, and a particular core is switched 
only when there is a coincidence of currents in the 
x and y wires passing through it. Reading-out of 
information is achieved by applying a m.m.f. in a 
particular direction through a third wire which 
threads all the cores. This leaves unaffected all 
the cores in the corresponding state of magnetiza- 
tion but switches all those that are in the opposite 
state. 

Similar results can be obtained from a matrix 
store in which the wires are threaded through holes 
drilled in a single block of ferrite, and this has a 
great advantage in simplicity of construction. Here 
the squareness of the hysteresis loop is not so good 
as with individual cores, but very much less current 
is needed for switching and the device can be driven 
directly from valves or transistors. 

In switching circuits, a pick-up winding is added 
to the driving winding on the core. This links with 
the rapid change of flux produced by the switch- 
over from опе state to the other and gives an output 
signal for driving the next core. Usually this output 
signal has to be amplified by a transistor first, and 
transistor-core circuits have been developed in 
which a positive feedback winding on the соге gives 
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a regenerative action to facilitate the switch-over. 
If a *square-loop" core is used as a transformer 
to convey pulse signals, a gating effect can be 
obtained by applying a heavy biasing m.m.f. through 
a third winding, which takes the core so far into 
saturation that the switch-over action is inhibited. 
Commercially, the most important applications 
for ferrites are in the domestic radio and television 
field. Here the various uses are so well known as 
to need little comment. Ferrite rod aerials, high-Q 
r.f. coils, transformers of reduced size and greater 
efficiency, television deflector-coil yokes—all are 
familiar components nowadays. Two likely develop- 
ments for the future are ferrite rod aerials for v.h.f., 
and ferrite cores of high saturation flux density for 
use in power transformers. The possibility of con- 
trolling the permeability of the cores (and hence the 
inductance of the coils) by d.c. polarizing windings 
may lead to interesting developments in tuning and 
frequency-modulating devices. 


High-Fidelity Test Record 


AUDIO enthusiasts may be interested in a record 
produced by Vox (No. DL130) called “ This is High 
Fidelity.” This is a 12-inch 33} r.p.m. record contain- 
ing special recordings designed to illustrate some of 
the problems in the recording and reproduction of 
music, and to give some information about the make-up 
of the orchestra and the structure of music itself. It 1s 
supplied with an explanatory booklet. 

On the first side of the record there are many illus- 
trations of the effects of frequency losses and of the 
common resonances at both ends of the audio spectrum. 
These are followed by examples of the various forms of 
distortion. 

The second side begins with a very useful frequency 
test recording extending discontinuously from 15 kc/s to 
30c/s. We then have illustrations.of the structure of 
orchestral sound and musical themes and finally there 
are some examples of the problems of studio acoustics 
and microphone placing. 

'This is apparently the only record of its, kind avail- 
able in England, but that is not the only reason for 
drawing attention to it. Listeners need have no fear 
that the faults illustrated will show up only on the best 
equipment for these have been exaggerated and most 
should be audible on what might be described as only 
medium-quality apparatus. The various sorts of fre- 
quen and non-linearity distortion, together with 
recording problems, are well and interestingly illustrated 
and most people would be likely to learn something 
from them. The explanatory booklet is much better 
than such things usually are and both explains and adds 
to the recorded information. 

This record is good enough to deserve some slight 
detailed criticisms. 

One point is that more quantitative information 
might have been given on the extent of the various dis- 
tortions, with some additional examples in which the 
amount is too small to be audible on any but the best 
equipment. А much better judgment could then be 
made of the listener's own apparatus. This would, of 
course, have taken up more time but then surely the 
information on rhythm, tune and harmony was too ele- 
mentary to be worth giving. The make-up of the 
orchestra also is much better illustrated in Benjamin 
Britten’s “ The Young Person's Guide to the Orchestra.” 
As regards the booklet, it is a pity to see loudness con- 
trols advocated. "These surely rest on the incorrect idea 
of trying to reproduce an orchestra as it would be heard 
a long way away with the frequency balance as it would 
be audible much closer; and this cannot possibly lead 
to natural results. M. G. L. 
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I.T.3. GROWTH — 


—АМО THE NEW TRANSMITTER AT EMLEY MOOR 


I. April, 1955, at the beginning of the period 
covered by the last I.T.A. report,* virtually only 
a first temporary station at Croydon had been 
begun. With the start of full transmissions from 
Emley Moor on November 3rd, 1956, the I.T.A. has 
four stations in operation serving roughly three- 
fifths of the population of the United Kingdom. 
Details of this coverage and of the stations them- 
d are shown in the accompanying map and 
table. 

This period then has been one of very rapid 
development, ‘which has been helped by the 
Authority's methods of standardization and, where 
the time factor necessitated it, of partial improvisa- 
tion. Thus the new transmitter is essentially a 


duplicate of that at Winter Hill which is, in turn, 
the production version of the original prototype 
in Wireless 


equipment at Croydon (described 
World of October, 1955, 
p. 470). While the new 
aerial is original, the 
aerials and masts at 
Winter Hill and Lich- 
field are.also duplicates. 
At Winter Hill and 
Croydon a calculated 
risk was taken in open- 
ing the service with only 
a single transmitter, a 
standby being installed 
some months later. 

In choosing a site for MÁS 
a station the most ху 
obvious solution for the 
ІТ.А. is to follow the 3 
B.B.C. and site a trans- 
mitter near enough to 
the B.B.C. to give simi- / 
lar coverage, but far fe Shrewsbury 
enough away to avoid р 
mast reflections. This \ 
was, in fact, done at IN 
Croydon and Lichfield.T 

However, for the 
northern region using 
the highest available site 
near Holme Moss 200- 
300kW' e.rp. with an 
800-ft aerial would be А 
necessary оп Вапа III 
to give similar coverage А 
to the BBC. The 45^ 
building of such a trans- |. 


b 


A Colwyn в. 


* “ІТ.А. Annual Report 
and Accounts 1955-56," 
H.M.S.O., 2s 9d. 


T Some details of the Lich- 
field station were given in 
Wireless World, December 
1955, p. 577, and Wireless 
World, March 1956, p. 111. 
Тһе possibilities of actual 
co-siting were discussed in 
Wireless World, March 1955, 


LICHFIELO 


Birmingham 


mitter and aerial system would have taken about two 
years. This time factor was the main reason for the 
decision to build two stations, one on each side of the 
Pennines. The transmitter powers could then be less, 
the aerial masts smaller, and the sites more acces- 
sible; at the same time the two-station scheme led to 
useful standardization of the kind already men- 
tioned and a general lessening of the engineering 
problems involved. Furthermore, the resultant 
coverage is, in fact, better than it would be for a 
single transmitter. Р : 
It must not be forgotten that in this rapid 
development the G.P.O. is responsible for the pro- 
vision of the necessary interconnecting links in the 
system and some account of this has already been 
given in this journal (May 1956 issue, p. 223). For 
the Emley Moor transmitter a radio link is used 
and owing to the hilly terrain a repeater station 
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with a 325-ft aerial mast was necessary to connect 
with Telephone House in Manchester. 

Even with the two-station plan for the north of 
England the problem of obtaining full coverage 
from the Emley Moor transmitter was considerable. 
Most of the population to be covered live in the 
valleys below the Pennine heights; but there are 
the important areas of Hull some fifty miles away 
on the east coast, and of Sheffield nearly due south 
from the station. In all sixteen possible sites 
were considered and measurements taken from four 
of these (using a test transmitter lifted by an R.A.F. 
balloon) before Emley Moor was finally chosen. 
Even so, to obtain satisfactory service in Hull it 
is necessary to have an effective radiated power in 
an easterly direction of about 200kW using an 
aerial about 450ft high. The radiation of such a 
power in a westward direction into the thinly popu- 
lated Pennine barrier would have been wasteful 
and produced overlap with the Winter Hill trans- 
missions. To avoid this Marconi’s, who were 
responsible for the whole of the Emley Moor station, 
developed a special high-gain (13dB) directional 
aerial which has a nearly semicircular coverage. 

This aerial has an array of sixteen vertical dipoles 
stacked in line one above the other at intervals 
of one wavelength. The dipoles are divided in the 
middle into two equal groups which are separately 
fed, suitable phasing between these two groups 


REFLECTORS 


Fig. 1. Plan view of 
one Stack (Emley 
Moor Aerial). 


giving the direction of maximum radiation a slight 
downward tilt to the horizontal. There are two 
identical transmitters, one being kept as a standby, 
and aerial switching arrangements permit either of 
them to be connected to either of the eight stacks, 
or either to both stacks. The latter arrangement— 
one transmitter feeding both halves of the aerial—is 
normal. This “split” aerial arrangement, also used 
at Winter Hill and Croydon, provides minimum loss 
of power during partial transmitter or aerial failure. 


N Fig. 2. Polar, distri 
bution of aerial for 
=: Emley Moor. 


RELATIVE FIELD STRENGTH 


Each aerial stack has the dipole supported a 
quarter wavelength from the apex of two reflectors 
placed at right angles to each other. These reflec- 
tors consist of a grid of vertical rods and lie on 
adjacent faces of a square tower of five-foot sides, 
the dipoles being outside the square along a 
diagonal. A plan view of this arrangement is shown 
in the accompanying sketch (Fig. 1). 

This design results in a forward radiation 
lobe nearly 180° wide with a rapid fall-off beyond 
this angle and with an average departure from 
circularity of only +0.7dB in field strength within. 
This is in contrast to the usual omni- or nearly 
uni-directional diagrams; or to those which are 
cardioid shaped, and thus involve considerable 
radiation loss at the sides. Some experimental 
results on this aerial are shown in Fig. 2. 

As regards general future developments, the 
ІТ.А. plans to open, before the end of 1957, two 
further stations to cover central Scotland and South 
Wales, thus increasing the ‘proportion of the popu- 
lation served to three-quarters. 


DETAILS OF I.T.A. STATIONS 


—————————————MÓ MÀ 


Population Transmitter Aerial Site 
in both Frequency Power —— Height 
service Mc/s kw Height | abovesea 
areas, 1—1 above level Б 
Station millions | Vision | Sound | Vision | Sound | Polar- | Gain No. ground ft Opening Date 
(Pk. Wh.)|(Carrier)| ization Stacks ft 

Croydon 1.2 194.75 | 191.25 20 5 у 6 8 175 375 22nd Sept. 1955 
Lichfield 5.7 189.75 | 186.25 -20 5 M 12 16 400 500 17th Feb. 1956 
Winter Hill 7.2 194.75 | 191.25 10 2.5 у 12 16 400 1,450 3rd May 1956 
Emley Moor 4.9 199.75 | 196.25 10 2.5 M 24 l6 400 850 3rd Nov. 1956 


NOTE:—To avoid mutual interference with Winter Hill the frequency at Croydon is actually offset from the nominal figure given in the table 


by +6.75 ke/s for vision and +20 kc/s for sound. 
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LETTERS TO THE EDITOR 


The Editor does not necessarily endorse the opinions expressed by his correspondents 


Transatlantic Television 


THE approach of the maximum phase of solar ionizing 
radiations, with the consequent increase in the maxi- 
mum frequency refracted from the ionosphere and 
returned to earth over long-distance paths, has aroused 
some interest in the possibility. of receiving American 
television in this country. Reception of U.K. television 
sound has already been reported from U.S.A. It is 
unfortunate that hopes of similar reciprocal direction 
reception on this side of the Atlantic may be governed 
by two factors that are likely to reduce the chances of 
satisfactory reception here to a minimum. 

' The maximum usable frequency (m.u.f.) for 50 per 
cent or more of days in October, in the peak, mid- 
afternoon period, has been about 39 Mc/s from New 
York, with the usual possibility of this being exceeded 
on a smaller proportion of days. In November, 1956, 
the corresponding m.u.f. is expected to reach 42.3 Mc/s, 
and in December 43 Mc/s, at about 1600 G.M.T. On 
a few, exceptional days in each of these months, the 
in.u.f. may. well be in excess of these figures by about 
10 per cent. On these "high" days, the chances of 
receiving the lowest frequency U.K. television (Channel 
1: vision 45 Mc/s, sound 41.5 Mc/s) in New York 
should be quite good. This channel is shared by only 
two television stations—Crystal Palace, near London, 
and Divis, in Northern Ireland—with differently 
polarized emissions and with the same programme. 

The conditions for reciprocal reception of U.S.A, 
television are much less favourable. Channel 1 is not 
used for television in U.S.A., having been allocated for 
other radiotelephony usage. The lowest frequency 
granted for television transmissions is therefore Channel, 
2 (54-60 Mc/s). The possibility that this higher fre- 
quency will sustain transatlantic reception is very much 
less. Moreover, this channel is shared by numerous 
transmitters in U.S.A., of which at least five are located 
near the Eastern seaboard and are likely to give equal 
chances of simultaneous reception, possibly with 
different programmes. Thus, the channel frequency and 
the channel sharing factors must be taken into account 
in assessing the likelihood of worth-while reception in 
either direction. The problem of interference from local 
transmissions is an added difficulty. 

H. V. GRIFFITHS. 

Engineer-in-Charge, B.B.C. Receiving Station, 

Tatsfield, Kent. 


Radar Displays 


YOUR recent article on Aeronautical Radio Develop- 
ments (Wireless World, October, 1956) contains a 
reference to radar displays which does less than justice 
to the considerable effort devoted to this branch of radar 
engineering by a number of laboratories, 

Throughout the war-time years it was customary to 
achieve the rotating scan of a PPI display by means of 
a moving coil linked to the aerial turning mechanism. 
Other scanning methods were later developed which 
including rotating electric or magnetic fields derived from 
a pair of orthogonal deflecting plates or coils respectively. 
These techniques were conveniently summarized as long 
ago as 1947 by L. J. Howarth in “Radar System 
Engineering,” Volume I (McGraw-Hill, 1947). — 

In the years since the war engineering attention has 
been focussed on the radar display with the object of 
providing not merely improved radar pictures but rather a 
synthesis of the maximum of raw radar data in association 
with ancillary editing information included to make the 
operational situation more readily assimilable to the con; 
troller. In this way rapid and accurate control action 
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can be taken in any military or сіу] flying situation. 

The fixed, cross-coil rotating magnetic field ї PI system 
has proved the most convenient technique for acheving 
this desirable operational objective and in consequence 
variants of the system have been developed by a number 
of laboratories. In this country the first perfected com- 
prehensive fixed coil display system was developed and 
produced by Marconi’s Wireless Telegraph Company in 
association with the Radar Research Establishment. It 
is this display system which has found extensive applica- 
tion in the radar defence work executed by Marconi’s on 
behalf of the Royal Air Force, 

Marconi’s W.T. Company, E, EASTWOOD. 

Chelmsford, Essex. 


“Тоо Old At—?” 


M. G. SCROGGIE, in his article in the September issue, 
mentions that a young person’s high-frequency hearing 
which extended to 20kc/s was well within the r.f. com- 
munication band. 

I can remember, at the age of 21, hearing the call signs 
and rhythmic time signals from the Rugby long-wave 
transmitter by simply connecting an aerial and earth 
with a parallel tuned circuit resonant at 16 kc/s across 
the input of a gramophone amplifier. Using a 3-inch 
moving-coil loudspeaker the high-pitched tone of the 
carrier was clearly audible as it was keyed, and it was 


possible to read the call letters. 
Clifton, Bristol. W. R. BRADFORD. 


* Power By Radio" 


IN the Editorial of your November issue you refer to an 
article * Free Power Receivers," by H. E. Hollmann; 
Electronic Industries, Sept., 1956. May I draw your 
attention to the July issue of the Short Wave Magazine 
in which my article “Crystal Receiver with Self Powered 
'Transistor Amplifier " appeared. I think it anticipated 
each point made by Dr. Hollmann. 

The idea of the wanted station supplying power for 
amplifying its own signals is not new and a circuit for 
doing this appeared in the American journal Electronics 
(April, 1955). Although the increase is worth while it 
cannot by its very nature be very large. Twice the out- 
put does not sound twice as loud. However, the power 
gain on weak signals is much more interesting, as the 
final power output can compare with that of the local 
“power” station. . 

I have now overcome most of the limitations of the 
system with a receiver incorporating (a) a storage system, 
(b) class B output. By using three chargeable 60-mA/hr 
cells the aerial power (in my case 3mW from the Third 
Programme transmitter) is stored, except when the 
receiver is in use. When receiving signals the steady 
drain is about 10 mW rising to perhaps 50 mW on signal 
peaks. Comfortable loudspeaker reception of several 
stations is thus possible whether or not the “ power " 
station is radiating. Listening is limited to something 
less than one-fifth of the time that the © power ” station 
is charging accumulators, and I have not had to provide 
any other form of charge during the four months the 
receiver has been in use. 

Stowe, Bucks. J. M. OSBORNE (G3HMO). 


Low-distortion F.M. Discriminator 


I WOULD like to correct a statement made by M. G. 
Scroggie in the April, 1956, issue with reference to my 
article on * Mobile FM Broadcast Receiver Design" in 
the May, 1954, issue of Electronics magazine. Mr. 
Scroggie states that “Another receiver, this time for 
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broadcast transmissions, was also designed for a com- 
paratively high i.f. (50 kc/s) with the object of rendering 
tuning non-critical... ." 

This is not true. The reason for using a high if. is 
dictated by the fact that an extra wide bandwidth is 
necessary for the reduction of multi-path and co-channel 


interference. 
New York, U.S.A. KERIM ONDER. 


The Author Replies : 


As the following quotations from Mr. Onder's article 
show, both purposes were indicated: 

* No afc is required, since the limiter-counter response 
is wide; hence, frequency drift in the oscillating detector 
will not affect the quality of reproduction." 

*. .. no centering device is necessary for proper 

In addition, it is relatively free from multipath 


3» 


tuning. 
and co-channel interference. . .. 

Moreover, the use of wide bandwidth for linear as 
well as non-linear stages (Mr. Onder’s Fig. 2) implies 
the object of non-critical tuning, for, as Mr. Onder him- 
self points out, for reduction of interference a wide band 
is not necessary (or, it should be said, even desirable) 
in the linear (i.f) stages. 

I am sorry, nevertheless, if my inclusion of additional 
references at the last minute misrepresented Mr. Onder's 
intentions; M. G. SCROGGIE. 


Transistor Symbols 


THE need for symbols discriminating between the 
various forms of transistors is evident from previous 


2 
p-n-p n-p-n 
POINT JUNCTION 
correspondence. My sketch deals with current types, 


and it aims to identify them in a circuit by their general 
shape, as with valves. The internal oblong is, of course, 
the crystal; the arrow head identifies the emitter. 

With junction transistors it will be easy to remember 
which part to black-in by our experience with electro- 
lytic capacitors: *n"-negative, “р "— positive. 

London, S.E.1. H. J. COOKE. 


Television Picture Quality 


AS a photographer I personally feel that too much atten- 
tion is paid to the technical means by which the 
television picture is obtained and. not enough stress to 
the photographic quality of the picture. - 

When opening the Regent Street Polytechnic School 
of Photography Exhibition in July, 1955, Dr. Kenneth 
Mees, director in charge of research at Eastman-Kodak 
Company, Rochester, U.S.A., was outspoken on the 
subject of quality in the photographic print and remarked 
that the television engineers in the U.S.A. could well 
do with a course in photographic print quality where 
they could learn to appreciate and judge the correct 
rendering of the subject tones. 

London, N.6. K. C. SOUTTER. 


Is Distortion Unpleasant ? 


AS a musician I have been very interested in the dis- 
cussion of the possibility of arriving at an empirical 
evaluation of cross-modulation distortion that tallies with 
the sensation of pleasantness or unpleasantness in the 
human ear. 

There seems to be a general assumption that all dis- 


cordant sounds are necessarily unpleasant. Discordance ` 
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is a relative term, since the ear can be schooled to 
regard as pleasant sounds which, when first heard, are 
unpleasant. For instance, the chord known to musicians 
as the Dominant Seventh was at one time regarded as 
a discord, though it is now regarded as very pleasant, 
and tends to be overworked. 

It is difficult to see the point of enquiring into the 
pleasantness or otherwise of the pattern of secondary 
tones produced by two pure tones when the ear regu- 
larly listens to such sounds in the worst possible com- 
binations, judged from a theoretical point of view. When, 
for instance, a note is played or sung with vibrato while 
the same note is being played on a piano without vibrato, 
with possibly the octave being played at the same time. 
Here, although the difference tone could be relatively 
strong, the fact that it is continually wavering does not 
seem to upset the ear in the slightest. Again, pianos 
and organs have to be deliberately mistuned so that they 
may play equally well in all keys. There are very many 
people who, in spite of the alarming patterns of differ- 
ence tones produced, are not even aware of the mis- 
tuning. A trained ear may be conscious of the beating 
effects produced, but does not find this an unpleasant 
sensation. . 

As for muddiness induced by difference tones lying 
low in the audio range, there are many fine and beauti- 
ful effects produced by famous composers (by no means 
necessarily modern) who have deliberately placed close- 
spaced chords low down to produce a thick, muddy 
effect; it is to be admitted that such passages do not 
always sound pleasant, but it is surprising how many do. 

It seems obvious that the behaviour of the human ear 
in the presence of cross-modulation effects is extremely 
complex, and it would be difficult to predict the cir- 
cumstances in which such sounds would induce a feel- 


ing of unpleasantness. If on the other hand it is known 


that the harmonic distortion figures of a piece of audio 
equipment are comfortably low, one can feel reasonably 
sure that the human ear would not be likely to be 
offended by the sounds issuing therefrom. 
A. J. HICKMAN, . 
B.A., B.Mus., L.R.A.M. 


Servicing Certificates 


RESULT S of this year’s examinations for the sound 
and television broadcast Servicing Certificates have 
now been announced by the Radio Trades Examina- 
tion Board which, with the City and Guilds of Lon- 
don Institute, organizes them. Entries for both 
exams. showed an increase over the 1955 figures. 
Of the 822 entries for the sound radio exam., an 


increase of 55 per cent, 322 were successful and a 


further 185 have to retake the practical test. In the 
television exam. 60 of the 134 entries passed and a 
further 51 have to take the practical test again. 

Next year's sound radio certificate exam. will be 
held on May 7th, 9th and 18th, and the television 
exam. on May 13th and 15th and June 22nd. Entry 
forms and further particulars are obtainable from 
the R.T.E.B., on which are representatives of the 
Radio Industry Council, Radio and Television 
Retailers’ Association, Scottish Radio Retailers’ 
Association, and Brit. I.R.E. The address is 9, Bed- 
ford Square, London, W.C.1. 

Attendance at an approved course of instruction 
is not essential for these exams., but technicians who 
have attended are eligible to sit for the examina- 
tion after a shorter period of full-time employment 
in radio. An intermediate examination in “ radio 
service work” is conducted by C. and G.I. for which 
attendance at an approved course of instruction is 
essential. 
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The Great Transistor Chaos 


2—Sorting Out the Mess 


month, after having taken a quick glance at 
the present state of ideas about the transistor as a 
circuit component (and having even more quickly 
backed away, shuddering violently), we reviewed the 
corresponding situation of the negative-grid valve, 
with the object of seeing (if we could) how transistors 
had got into the present mess and if there was a way 
ош. 

Let us try to summarize the summary I gave at 
the end. Nearly all valves as normally used have 
effectively three electrodes so far as signals are 
concerned, The input and output pairs of connections 
add up to four. So one electrode must be common to 
both. That makes three possible basic configurations: 
common cathode, common anode (or cathode 
follower) and common grid. Of these the common 
cathode is so much the most important that the 
valve characteristics or parameters are invariably 
measured in that condition. There are three possible 
two-terminal paths between the three electrodes, 
but of these only one—cathode to anode—normally 
“passes current, so is the only one to appear in the 
* equivalent circuit " which for signal calculations 
can be substituted for the valve. It has two basic 
parameters: r,, signifying its own resistance; and. y, 
the degree of control by the grid. (Other parameters, 
such as g,, and g,, can be derived from these.) The 
equivalent circuit therefore consists of two things 
between cathode and anode terminals, and these two 
can be arranged in series or parallel: either a generator 
giving an e.m.f. —yv,, in series with a resistance r,, 
or one giving a current —g,,v,, in parallel with а 
conductance g,. These hold good regardless of the 
circuit in which the valve is used, but are directly 
useful only in the common-cathode configuration. 
For the other two, the corresponding parameters in 
terms of input e.m.f. are different; but rather than 
invent special symbols for them one usually expres- 
ses them in terms of the common-cathode para- 
méters, r, and y. 


Second-Best Syinbols 


Now let us turn to the transistor. It too has three 
electrodes, so there are three possible configurations: 
common emitter, common base and common col- 
lector. But at once a complication arises, because the 
first kind of transistor to be invented was the point- 
contact type. When used in the common-emitter 
configuration, which is the one analogous to the 
common-cathode, it tends to be unstable. The 
common-base arrangement is free from that difficulty, 
and even apart from that it seemed at first to be the 
more obvious way of using transistors. So the 
parameters were normally measured in that condition, 
and symbols for them became well established. 
Later, junction transistors eppeared, which are 
stable in common-emitter circuits. ара offer more 
convenient input and output resistances than in 
common-base. But Jacob had by then grabbed the 
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birthright, as it were, leaving the common-emitter 
Esau with the second best—the same symbols with 
the addition of a * ^ At the present time there is 
every sign that junction transistors will oust point- 
contact types and that the common-emitter configura- 
tion will be the predominant one. In addition to the 
advantages already mentioned, it is the only one of 
the three that gives both current and voltage gain 
simultaneously, so its power gain is much the 
greatest, And it is the only one that does not neces- 
sitate some parameter being measured as a difference 
between two larger quantities, and therefore relatively 


inaccurately. So altogether its parameters ought to 


have first choice of symbols. It will be too bad if, 
because of an accident of birth, the commonly 
used parameters эге condemned for evermore to 


The 


Fig. 1. The conduct- 
ing paths between all 
three pairs of trans- 
istor terminals сап 
most obviously be rep- 
resented by this delta 
circuit. 


е 


bear the mark of subordination, while the ехсер- 
tionally used ones (which in valve practice have not 
even been allocated symbols at all) have primary 
symbols such as «. The standardizing committees 
ought to look into it at once, 

The next complication comes from the fact that all 
three inter-electrode paths conduct. So in place of 
just r, for the valve the transistor equivalent circuit 
must have at least three resistances, The obvious way 
to arrange these in an equivalent circuit is to put 
one between each pair of terminals, making a delta 
system, as in Fig. 1, which also suggests a logical 
nomenclature for the resistances. But what about 
the generator? Is one generator enough? I hasten to 
assure anxious readers who might have been en- 
visaging the necessity for three generators that one 
is enough. But that very fact raises the invidious 
question as to which resistance shall have the 
generator. At the moment we are supposed to be 
keeping an open mind, unprejudiced by anything 
anyone else has done. We are aiming at a basic 
equivalent, independent of the circuit in which 
it may find itself. Does any one of the three paths 
qualify more than the others as the place for the 
internal generator? 

Well, clearly the output part.of the transistor is 
the most appropriate place. And this does make a 
distinction, for although theoretically one can 
connect the input circuit between (say) emitter and 
collector, and output between emitter and base, 
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опе wouldn’t do so in practice because the tran- 
sistor would merely act as an attenuator, and if that 
is. what one wanted one wouldn't dream of using a 
transistor for it, 

The snag is that although in two configurations 
the output is connected between collector and 
emitter, in the third it is connected between collector 
and base. So no one of the resistance paths has an 
exclusive claim to the generator. But we note that 
in all three cases the collector terminal is involved. 
So if we substitute (as we can*) a star formation for 
the delta, as in Fig. 2, we can put the generator in the 
collector branch without serious risk of complaints. 
This move simplifies the resistance nomenclature, too. 

I haven’t actually shown the generator in Fig. 2, 
because we still have a question to settle. Is it to be 
a voltage generator in series with r,, or a current 
generator in parallel? As we saw with the valve, 
both are possible, but one of them can perhaps be 
regarded as the more fundamental. -A valve is 
definitely a voltage-operated device at the input, 
and и is the voltage amplification factor, so it is 
natural to think first of the output in terms of a 
voltage generator giving н times the. input volts. 
The alternative, the current generator giving Zm 
times the input volts, is then derived from it. That 
the transistor is a current-operated device is not 
quite so unquestionable, because the input signal 
voltage is by no means zero. But it can be accepted 
as current-operated for two reasons: its input 
resistance is low—lower even tban tbe output— 
and the output is much more linear in relation to 
input current than to input voltage. So in place of 
the voitage amplification factor и there is a current 
amplification factor о. It is natural, then, to regard 
the output as due to a current generator in parallel 
with r, giving « times the input current. There can 
then, presumably, be an alternative voltage generator 
in series with r,—and some sort of factor to give its 
voltage in terms of input current. 

But immediately the question arises, What 
input current? For a start, which is the input ter- 
minal of the transistor? Until quite recently, the 
answer would have been the emitter. One has only 
to look at the standard symbol for a transistor! 
But nowadays the tide is flowing in favour of the 
base, and it certainly would be chosen if one went 
by analogy with the valve; but not all transistor 
authorities do. So what about it? Is there some 
decisive consideration? 


Terminal Logic 


We decided that the collector is the output ter- 
minal, on the reasonable ground that it is the only 
one used in the output in all three main configura- 
tions. In two of them, both base and emitter are 
input terminals, but in the third—common-collector 
—the emitter is not an input terminal while the base 
is, So clearly the base is entitled to be the input 
terminal of a transistor. And therefore the base 
current is the input current—nor the emitter current, 
as in point-contact transistor circuits, Base and 
collector having by strict logic been appointed input 
and output terminals respectively, the only title 
left for the emitter is “ common terminal," which 
clearly implies that the common-emitter configura- 


*But not by the star-delta transformation we studied two months 
ago, since that applies only to passive networks and this is ап acuve 
one (because of the generator). 
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Fig. 2. The alterna- 
tive star formation 
has the advantage of 
‘associating each re- 
sistance with one par- 
ticular terminal. 


е 


Fig. 3, Because the 
collector terminal is 
the one always used 
for the oucput, the 
equivalent generator 
is most appropriately 
located in that arm of 
the star. And because 
the transistor is pri- 
marily а current am- 
plifier, the first choice 
is a current generator. 


e 
Fig. 4. Here the posi- oe 
tive directions of the 
input and amplified 
currents are marked 
in agreement with the 
convention for valves. 
This, at fast, is a basic 
transistor equivalent 
circuit. But note that 
here the symbols œ and 
r mean what they 
ought to, not what 
they do in practice. 


tion is the normal or basic one. On top of all the 
other arguments, this seems to clinch the matter. 
АП the more unfortunate, then, that the symbol « 
was appropriated by the common-base. I do hope 
those committees will more than look into it. 

However, not waiting for them to act, let us pursue 
our ruthless logic regardless. According to it, Fig. 3 
ought to be the basic equivalent for the transistor, 
equally valid in all circuits. Its а has no necessary 
connection with anybody else's «, but is defined 
strictly by the diagram. Nor, for the matter of 
that, are r ғ, and r, necessarily the same as any- 
body else's r,, т, and r.. 

There remains the little question of sign. The 
positive directions of i, and az, have to be decided 
by convention; that having been done, the sign of 
at, is decided for us by physical facts. The positive 
direction of the input voltage of a valve is conven- 
tionally regarded as being from cathode to grid. 
By analogy, the input voltage of a transistor would 
be from emitter to base, which would tend to drive 
current into the base. So we can regard that as the 
positive direction, If we continue to be guided 
by analogy with the valve we must take the positive 
direction of the generator as that which tends to 
make current flow out from the collector. That 
being so, the physical nature of a transistor obliges 
us to use a minus sign. So the complete result of 
our labours is as in Fig. 4. 

Please remember again that this has been arrived 
at logically, without reference to past or present 
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practice, and so the symbols do not necessarily 
have the same meanings as anyone else’s. As a 
matter of fact, this transistor equivalent circuit is 
one of the recognized forms, and the symbols agree 
with current practice except for ғ, and «, which are 
generally understood to be applicable to the common- 
base configuration. Even then there is a discrepancy 
(usually quite negligible) between « as officially 
defined and the multiplier in the current generator. 


Published Data 


As recently as last year a well-known exponent 
based his recommendations with regard to transistor 
parameters on the fact that all readily-available 
published data assumed the common-base configura- 
tion, But already that situation has almost completely 
reversed, as the transistor section in the 5th edition 
of Wireless World “ Radio Valve Data" shows. 
Personally, I am for founding recommendations on 
the logic we have just been exercising, rather than 
on such shifting sand as published data. It is for 
published data to fall into line with requirements 
—as they can do quite quickly when the need arises, 
I would even go so far as to say it is mot too late 
to appoint « and r, as the symbols for the parameters 
shown in Fig. 4. Better the necessity, for a year or 
two, of having to declare clearly every time that the 
* new" convention is being used, than be handi- 
capped for ever by a clearly transitory and illogical 
convention. After all, for many years ‘ С” was the 
standard symbol for ** current,” and yet it was found 
possible to transfer it to “ capacitance’? without 
causing complete chaos in electrical engineering 
circles. And the older readers will remember that 
“Q” used to stand for “ megohm,” “ w” being the 
symbol for * ohm." So please, committees, don’t 
put it off! 

At this stage, filled with pride at having achieved 
the one and only true basic transistor equivalent 
circuit, we may suppose that the only thing remain- 
ing to be done is to derive the parameters for the 
two other configurations, just as we did last month 
with the valve. There is, in fact, no great difficulty 
in doing that. It is even simpler than one might 
expect; for instance, in the common-base circuit 
r, and r, are unchanged, and r, is not very much 
changed. But if long experience and disillusion have 
built up in us a strong 
ingredient of caution we 
will be feeling rather un- 
easy about all those pages 
and pages of transistor 
'equivalent circuits and all 
those sets and sets of para- 
meters for whichsomehow 
we don't seem to have felt 
the need. The authors of 
the books containing 
them—were they really 
just wasting their time, 
and everyone else's? Or 
is what we have done too 
easy to be true, and are 
we the ones who have 
been wasting time? 

No, I don't think we 
have been wasting time by 
striking out from scratch, 
disregarding everyone 
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else, and achieving a single basic equivalent. But 
the caution is right, too, because when we examine 
our achievement from the practical point of view 
we find it has distinct disadvantages. To begin 
with, we can’t directly measure our four basic para- 
meters. Therefore it is necessary to have some 
other parameters thet can be measured, and devise 
our basic parameters from them if we want. But 
will we want? After all, they are means to an end, 
and the end is usually the calculation of such things 
as input and output resistances, optimum load, 
and amplification.. Given г, and и for a valve, these 
things can be found with the greatest of ease.. But 
not so with the transistor and its corresponding 
te fiy ferand: a. 

For one thing, as we can see from Fig. 4, connect- 
ing a load to c and e alters the input resistance as 
seen between b and e. Similarly, altering the resis- 
tance of the signal source attached to b and e affects 
the output resistance seen between c and e. (I 
really ought to say ‘‘ impedance”? every time, but 
for simplicity we are working at low frequencies 
and neglecting reactances.) And the internal generator 
not only drives signal current into the output circuit 
but also to some extent back through the input. 
So the equations for. the things we want to know are 
considerably more complicated than they are in 
valve circuits. As it happens, they are especially 
complicated when given in terms of our chosen 
parameters. 


Cause of the Chaos 


So there are two good reasons for choosing other 
parameters, such as can be directly measured and 
yield simple design equations. And that, in brief, 
is the cause of the chaos at which we took a fleeting 
glance last month. Mind you, I don’t consider it is 
a complete justification of it. What has happened 
is that the bright boys who were turned loose on trans- 
istor development said to themselves thet it took 
their forerunners many years to evolve valve circuit 
theory, and their little fingers were jolly well going 
to be thicker than their fathers’ loins. And so they 
went wild and invented far more varieties of equiva_ 
lent circuit than anyone found a use for in a genera_ 
tion of valve work. Admittedly the transistor prob_ 
lem is more complicated and no doubt justifies the 


Fig, 5. Some of the 
alternative forms of trans- 
istor equivalent circuit. 
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use of a larger number of alternatives. But let 
not the beginner be intimidated by the idea that all 
those that have been published are essential to him. 
It is better to have a few that are understood, even 
if some of the calculations may be a little longer and 
less elegant than they need be, rather than get con- 
fused by a multiplicity of alternatives. I am sure 
that in time the really useful ones will survive and 
the others will be forgotten except perhaps by 
academic types. 

But since it would be rash to prophesy which 
ways these cats will jump, let us review them 
generally and see why they were invented. 


Equivalent Circuit Forms 


First, the alternative forms of the equivalent 
circuit. Fig. 4, as I said, is one of the recognized 
ones. The series voltage generator variation is even 
better known. Like the current generator type, 
it is always drawn in T form, as in Fig. 5(a). Just 
as the valve parallel generator necessitated a derived 
parameter g, to relate generator current to input 
voltage, so this transistor series generator necessi- 
tates a derived parameter r, to relate generator 
voltage to input current. (Readers familiar with 
duality will note it here.) Fig. 5(a) illustrates the 
common practice of basing the form on the input 
and output terminals, rather than on the transistor 
electrodes. As a result, the generator comes in 
the collector arm for two configurations but in the 
emitter arm for the third (common-collector). 
Our Fig. 4, on the contrary, is the same for all 
configurations, and thereby seems to me less likely 
to confuse. 

The Fig. 1 form is also known, but in view of 
what I have just said you will be prepared to find 
it drawn‘as in Fig. 5(b). There are actually six 
varieties of this alone, according to where the 
generator is placed, and whether it is current or 
voltage—and that doesn’t count the differences in 
parameter values according to configuration! Because 
they are not often used I haven’t bothered to draw 
them all, but leave you to fill in the generator 
according to taste. 

Then new vistas are opened up when one realizes 
that it is not compulsory for only one of the four 
necessary circuit elements to be a generator. There 
can be two generators and two resistances. Indeed, 
the two-generator equivalent shown in Fig. 5(c) 
was highly recommended by W. T. Cocking in 
the series I mentioned last month. And if one gets 
tired of voltage generators one can always change 
to Fig. 5(d). Апа there is a school of thought that 
considers that the transistor is best represented 
by one of each, as at (e). And so we could go on. 

Then for each of these forms there are many 
varieties according to the system of parameters 
favoured. And then the whole lot has to be done 
twice again to cover the other two configurations! 

As regards the forms, I’m not going to try to 
argue the advantages and disadvantages of each. 
But the sort of argument that comes in can. be 
seen by thinking back to the two alternatives for the 
valve—the series voltage generator and the parallel 
current generator. Either can be used for any 
valve, but for low-resistance triodes the series 
arrangement is more convenient because a low 
resistance has least effect when it is in series. The 
very high resistance of a pentode matters least when 
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it is in parallel, and it is more sensible to work with 
it that way than to have to assume a very high- 
voltage generator to overcome the very high series 
resistance, even though the other way does give the 
same answer. Similarly one can argue in favour of 
any of the innumerable transistor forms for particu- 
lar purposes, but I do feel that the thing has been 
overdone. Too wide a choice defeats its object. 

The other question was the different systems of 
parameters. The reason for them, you remember, 
was the need for something that can be measured. 
Even if the parameters marked on the equivalent 
circuit cannot themselves be measured—those in 
Fig. 4 for instance—there have to be some measurable 
ones from which to calculate them. Ore system 
that has been used quite a lot consists of four 
resistances, rj, 735, 7,5 and ra. The first of these 
is the input resistance, measured with the output 
ópen-circuited. In practice this means the ratio 
of signal input voltage to signal input current, 
the signal output current being kept constant by 
using an external series resistance that is very 
large compared with the transistor's own output 
resistance, or in some other way. The second,. 
foo, is the output resistance measured with the 
input short-circuited. These are both true a.c. 
resistances, but the other two are “transfer” 
resistances, in the same way that the g,, of a valve 
і `а mutual or transfer conductance or trans- 
conductance as the Americans call it: гу, is the 
ratio of input voltage to output current, the input 
current being kept constant; and r,, is the corres- 
ponding thing the other way through. This set 
of parameters сап be used to calculate the r, n, ғ, «= 
set by simple formulae, or it can be inserted directly 
in Fig. 5(c)—which raises that form in the estimation 
of advocates of this set of parameters—or else they 
can be-used directly in equations to calculate the 
gain, etc., of the transistor. 

An obvious variation is to turn all these resistances 
upside down into conductances, in conjunction with 
Fig. 5(d) Another, recommended by Mr. Cocking, 
is to substitute forward and backward amplification 
factors, а and f, for ту, апа ra, « being r,,/rjj and 
B being r.;/ro.. АП these varieties, by the way, 
are measured in the common-base configuration. 
According to the present silly symbolism one has 
to add one tick to each for the common-emitter 
values and two to each for the. common-collector 
values. In the book already mentioned, the need 
for r, in the common-emitter circuit is avoided 
by calling it ra but that seems rather a makeshift. 


Pros and Cons 


One snag about the ту, fog тү; 72, System and its 
variants is that modern transistors tend to have 
such high output resistances that for the purposes 
of measuring r,, it is hardly practicable to use an 
external resistance which by comparison is vastly 
greater. This is a point urged in favour of the 
hybrid or A system, in which the parameters are 
has h2 Му; and л. As Mr. Cocking pointed 
out, however, the fact that these are not (as the 
first glance would lead one to think) all quantities 
of the same kind—the same dimensions—but 
comprise one resistance, one conductance and two 
numerical ratios, is a point against the system. 

A disadvantage possessed in varying degrees by 

(Continued on page 605) 
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all the systems mentioned so far—and not least, 
І am afraid, by our r, ry r, «—is that the equations 
giving the transistor gain, etc., in terms of them are 
quite inconveniently complicated. For this reason 
the Mullard people have introduced yet -another 
modification of the rj, fo. rj, r,, system, in which 
the т, and т„ are displaced by r, and т, which 
are measured in the same way as ry, and r,, respec- 
tively, except that the far end is short-circuited 
instead of open-circuited to signals.* The relation- 
ships are: 

Ты ==т(1—«В) = B — тз 7/2 

Тоң = 01—08) = roe — ria ffi 
By making these substitutions, the design equations 
are reduced to something resembling the simple 
ones used with valves, and at the same time the 
effects of varying the signal source and load resis- 
tances are made easier to see. 

Although we seem to have looked at quite a lot 


*' An Improved пази for Calculating the A.F. Performance of 
Junction Transistors,” ohnson. Mullard Technical Com- 


of things this time, they can be summarized quite 
simply. Working on the same successful lines as 
we did last month with the valve, we evolved an 
analogous equivalent for the transistor, with its 
parameters in terms of the common-emitter con- 
figuration, but valid for all. As a result of the tran- 
sistor having three conducting paths in place of the 
valve’s one, this single theoretically . definitive 
equivalent circuit turns out to be awkward for 
practical measurements and calculations. So a 
considerable number of alternative forms of circuit 
and sets of parameters have been devised by divers 
persons. And because no one of these is un- 
questionably the best, search for the ideal is likely 
to result in the marketing of yet more. Even without 
these there are too many. I am not going to risk 
predicting which will survive as the best general- 
purpose system, but there seems to be quite a lot 
to be said for Mullard’s. However, the theoretically 
and practically predominant common-emitter con- 
figuration must have its symbols rid of all those 
nasty little ticks. How about it, standardizing 
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Transistor Super-Regenerative 


WORKING CONDITIONS FOR OPTIMUM PERFORMANCE 


\\ HERE it is-necessary to obtain high gain from 
a receiver with a minimum of components, the super- 
regenerative principle has been widely used, and the 
theory for valve super-regenerative circuits is well 
developed. In essence, a super-regenerator is a high- 
frequency oscillator, at carrier frequency f,, which 
is periodically quenched at a quench frequency f,. 
If a modulated carrier signal is injected into the 
oscillator tuned circuit, the resulting pulses of 
oscillation contain the original modulation amplified 
by the super-regenerative gain factor; this modulation 
is then extracted by straightforward detection of the 
oscillation pulses. Typical gain figures for super- 

- regenerative stages are іп the order of 80 dB. 

A transistor can be made to oscillate up to about 
its cut-off frequency, fz, and usually somewhat 
higher; the idea, therefore, suggests itself to make 
use of this ability to oscillate to obtain super- 
regenerative gain at these high frequencies where 
linear r.f. or if. gain using the same transistor is 
difficult, if at all possible, to obtain. 

The development of superheterodyne receivers 
using transistors has so far been limited largely to 
the medium- and the long-wave bands because of 
the difficulty of designing r.f. and i.f. transistor 


amplifiers. Such amplifiers can now be made with 

f Fig. 1. Basic equiva- 

1 G(r) SIGNAL lent super-regenerative 
CURRENT — circuit. 


stage gains of about 30 dB at frequencies up to the 
order of half the transistor cut-off frequency /,. 
They are, however, difficult to design as.they must 
be very carefully neutralized to avoid oscillation, 
The advantage is, therefore, evident of employing, 
where possible, the super-regenerative principle in 
transistor high-frequency circuits. 

It should be noted that, with normal quench 
arrangements, super-regenerative receiver circuits 
are limited to frequencies above about 10 Mc/s. 
This is because the quench frequency f, must be at 
least twice the highest modulation frequency to be 
detected (from information theory), yet must be 
lower than the carrier frequency by a factor of about 
10? to assure adequate quenching of each pulse of 
oscillation. The Philco surface barrier transistor 
was chosen for these studies as it can be made to 
oscillate readily to frequencies above 50 Mc/s. 

A short review of the theory of super-regeneration 
is given first to underline the difference between 
the two basic modes of operation. Some transistor 
self-quench circuits have appeared in the literature!-?; 
the advantage of linear mode operation for speech 
and music is pointed out and a linear super-regenera- 
tive detector circuit is given using two transistors. 

Theory of Super-regeneration.—The quenched 
high-frequency oscillator, or super-regenerator, can 
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be regarded as a parallel-tuned circuit damped by a 
periodically varying conductance and into which is 
injected the signal (see Fig. 1). 

The conductance will vary over the quench cycle 
from negative (during oscillation) to positive (during 
quench), as shown in Fig. 2(a). 

At time 7,, as the damping factor G decreases to 
zero and becomes negative, oscillations begin in the 
tuned circuit, building up from the level of the 
signal (or noise, whichever is dominant) existing in 
the tuned circuit at that time. Oscillations continue 
to build up until G becomes positive again, thus 
damping them out. The total positive С area must 
be several times the total negative G area to ensure 
adequate quenching, so that oscillations build up 
from signal or noise and not from remnants of 
previous pulses of oscillation. 

Two modes of receiver operation are possible. If, 
as in Fig. 2(b), the oscillations are quenched before 
they begin to be limited by the circuit supply 
voltages, the pulses of oscillation then have amplitudes 


"linearly proportional to the signal levels from which 


they began. This is the ‘‘ linear mode " of super- 
regenerative operation, and is the useful mode for 
speech and music modulation. Fig. 3 shows a 
photograph of a series of linear mode pulses of 
oscillation from a super-regenerator responding to a 
sinusoidally modulated carrier. Linear mode 
super-regenerators require a quench signal to be 
applied from another circuit stage (some form of low- 
frequency oscillator). The modulation is obtained 
by diode rectification of the r.f. pulses, and filtering 


| 


Fig. 2. Behaviour of quenched oscillator; conductance. 
changes over cycle shown at (a) with pulse shapes for 
linear (b) and logarithmic (c) modes of operation. 
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Circuits 


By D. F. PAGE 


out the audio envelope components (envelope 
detection). 

If, however, as in Fig. 2(c), oscillations are allowed 
to limit before being quenched, the pulse lengths 
are then logarithmically proportional to the signal 
levels from which they began, and operation is said 
to be in the “‘ logarithmic mode." The distortion 
in this mode is undesirable for speech and music 
reception, although acceptable for code reception. 

Self-quenching or “ squegging ” super-regenera- 
tors operate in the logarithmic mode and no external 
quench voltage is required. In this case oscillations 
quench themselves when they reach a fixed level. 
Thus, since successive pulses of oscillation grow 
from different signal levels (for a modulated input 
carrier signal), there will be more pulses for a high 
instantaneous signal level than for a low one. In the 
self-quenching circuit there is a ‘‘ built-in " quench 
which varies in frequency according to the signal 
modulation. Detection for all logarithmic mode 
super-regenerators is accomplished by measuring 
chznges in the total area of oscillation pulses, i.e., by 
averaging, over audio time intervals, the super- 
regenerator current. 

Self-quenched Transistor Super-regenerator 
-Circuit.—The literature on the subject of transistor 
super-regenerators has so far been confined to this 
type of circuit, which is the simplest to construct 
and operate. Several “ squegging ” arrangements 
are possible; Fig. 4 shows the one used by the author. 

The circuit is a conventional collector-tuned r.f. 
oscillator with feedback applied in the base circuit via 
a step-down transformer; C, is an r.f. bypass capaci- 
tor. As oscillations grow, the fed-back voltage is 
rectified at the emitter diode, charging C, through 
R,. As C, charges negatively the emitter diode is 
cut off and oscillations die down, not to begin 
again until C, has discharged through R, and R, in 
shunt with the back emitter resistance. The quench 
frequency is therefore determined largely by the 
value of R,, although R, contributes somewhat; the 
amount of feedback (determined by the transformer 
turns ratio) is also important in determining the 
quench frequency. 

'The tuning frequency of the circuit is determined 
by C and by the inductance presented by the trans- 
former. The table gives the circuit details for two 
amateur bands. 


TABLE 
c—— — M ————————UHEHm 


For operation | 


on 20 metres 15 metres 
Ny 24 turns 12 turns 
No 14 turns 8 turns 
C 30 pF 30 pF 
ЕК, 100 kQ 100 КО 
В, 1kQ 1kQ 
Gi 0.01 pF 0.02 pF 
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Fig. 3. Linear mode pulses produced by`a sinusoidally 
modulated carrier. 


TO AUDIO 
AMPLIFIER ' 


Fig. 4. Self-quenched super-regenerator using a high- 
frequency junction, or surface barrier, transistor. 


The transformer is close-wound on }-in diameter 
plastic rod with N, wound on top of N, The 
aerial may be coupled by means of two or three 
separate turns wound on the transformer rod. 
No. 30 s.w.g. enamelled wire was used for all 
windings. 

The collector current is averaged at the bypassed 
resistor R,, the voltage across which is the required 
audio modulation output. A convenient value for R, 
is approximately 1 КО; this matches very well into а 
succeeding common-emitter audio stage, yet is not 
high enough to drop the collector voltage seriously. It 
is emphasized again here that the modulation output 
bears a logarithmic relationship to the original 
modulation and is thus severely distorted. In 
addition, there is a strong quench frequency ‘com- 
ponent in this low-frequency output, but this can be 
filtered out in the audio amplifier. 

Linear Mode Transistor Super-regenerative 
Circuits.—For undistorted reproduction of speech 
or music we require linear mode operation of the 
super-regenerator, with a separate low-frequency 
oscillator to supply the quench voltage. A complica- 
tion arises in obtaining the audio output as the r.f. 
oscillation pulses must be rectified and envelope 
detected. 

The r.f. oscillator must have a variable feedback 
element which can be used to contro] the build-up 
of oscillations so that super-regeneration can be kept 
linear. Several of the conventional feedback-type 
oscillator circuits can be adapted for this purpose, 
but for simplicity and economy of components a 
less conventional arrangement, which we will call the 
** Q-current " circuit, is chosen for this discussion. 
This is drawn in Fig. 5(a) where it will be noted that 
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no direct feedback is used. The circuit is, in fact, 
similar to that of the familiar base-tuned negative- 
resistance oscillator using point contact transistors. 
The surface barrier transistor, behaving as it does as a 
junction transistor, will not oscillate in this circuit 
at low frequencies. It can, however, be shown that 
at higher frequencies approaching the transistor 
cut-off frequency fa, a junction transistor in the cir- 
cuit of Fig. 5(a) will exhibit a negative base input 
resistance and will oscillate. 

The mechanism of this oscillation is indicated in 
Fig. 5 (b) where the transistor equivalent circuit 
has been drawn in. For oscillation, a current multi- 
plication mechanism is required to make that com- 
ponent of emitter current 7; in phase with the current 
generator oz, at least twice the value of от. In low- 
frequency oscillators a transformer is used for this 
multiplication. At these high frequencies, however, 
we make the emitter resistance rz a part of a branch 
of the parallel tuned circuit, so that i; becomes 
part of the **Q-current" of the tank circuit and is 
amplified by the approximate factor 


C 
I os Q 
C+C +С, 
over the tank circuit input current «ñ. This factor 
assumes rz and r, are small; at the highest frequencies 
these resistances limit the Q and thus limit oscilla- 
tions, It must also be noted that i, is predominantly 
capacitive, and to give a magnified component in 
phase with «4, х must have a lagging phase shift; 
this is so only at frequencies approaching the order 
of magnitude of the transistor cut-off frequency. 
In practice, a surface barrier transistor can be made 
to oscillate in this circuit over a frequency range of 
about 5 Mc/s to 50 Мс/з. | 
Oscillations are controlled by C,, which in the 


HIGH 
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O-cunRENT 


author's circuits is usually a 30-pF trimmer; C, 
is adjusted to a low value at which super-regenerative 
oscillations do not limit so that linear mode operation 
is ensured. Reception frequency is determined by C 
which should be kept high (by using a low L/C 
ratio) to minimize the effects of changes in C, 
and the collector capacity C,. 

Quenching may be accomplished in one of two 

ways:— 
(1) by switching the transistor itself, as for example 
in Fig. 6(a) where the emitter is switched at quench 
frequency, or (2) by switching an element external 
to the transistor, as for example in Fig. 6(b) where a 
diode shunt on the tuned circuit is switched at quench 
frequency. 

'Ihis second alternative has several advantages. 
It allows the transistor to operate at a fixed operating 
point, and so eases the problem of applying the 
existing theory of super-regeneration to the design of 
transistor super-regenerators. А further advantage 
arises because, during the damping part ofthe quench 
cycle, the tuned circuit is shunted by the forward 
conducting diode, while in Fig. 6(a) the tuned circuit 
is shunted by the back emitter resistance. Тһе more 
effective damping by the external diode of Fig. 6(b) 
results in less danger of *'coherence" between 
oscillation pulses at higher quench frequencies. 
Finally, quenching via an external diode greatly 
eases the problem of detecting the modulation. 
Since the transistor does not **see" the quench 
voltage (the tuned circuit is a short-circuit for low 
frequencies) we may make use of the “ built-in " 
diode at the emitter to rectify the super-regenerative 
pulses. The mechanism is as follows:— 

As oscillations grow, the emitter resistance acts 
as a diode, and the r.f. component of emitter current’ 
assumes the shape of pulses in the forward direction. 

Thus the r.f. current enter- 


EFFECTIVE ing the tank circuit is in 

TANK CIRCUIT the form of pulses, and the 

ү Е ae oscillator operates in a man- 
b Th | ner analogous to class C, 


with the tuned circuit 
smoothing out the effect 
of these current pulses. 
; The pulses of emitter 
current carry the quench 
and audio amplitude modu- 
lation, which can be ex- 


F ! = 7 DES! tracted, as indicated in Fig. 
— mee e m sc 20 ! 6(b), from an audio load 
" (b) in the emitter after the r.f. 


Fig. 5. Transistor r.f. oscillator shown at (a) with 
“ Q-current "’ paths. 


Ve 


(a) 


Fig. 6. Methods of quenching, (a) via the emitter, (b) via an external diode. 
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its equivalent circuit (b) showing 


(b) 


component has been by- 
passed. This low-frequency 
output consists of a series 
of pulses at quench 
frequency, amplitude 
modulated with the audio 
signal. Maximum undis- 
torted audio voltage avail- 
able here is about 10 milli- 
volts across 1,000 ohms. 
Fig. 7 is an oscilogram of 
such a series of detected 
pulses which have been 
passed through two stages 
of audio amplification using 
ОСТІ transistors in the com- 
mon-emitter connection, 


R.F 
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Fig. 7. Oscillogram of 
audio output. 


Fig. 8. Linear mode oP 
super-regenerator. 


The quench frequency components may be removed 
by suitably restricting the bandwidth of the audio 
stages, 

Fig. 8 shows a complete linear super-regenerator 
circuit using this method of quench. The quench 
oscillator is a conventional low-frequency type; 
the transformer in the circuit. was wound for con- 
venience in a Mullard Ferroxcube pot core. А quench 
frequency of 15 kc/s is generally suitable. The 
tuned signal circuit is designed for the carrier 
frequency employed. For operation at 13 metres, 


L may be 25 turns of No. 30 s.w.g. enamelled wire, 
close-wound on a ]-in diameter plastic rod; the aerial 
may be coupled with two turns wound on L. C may 
be a 30-pF trimmer. 

The question of radiation interference should be 
mentioned. It has been common practice with valve 
super-regenerators to use an r.f. buffer stage between 
the aerial and the super-regenerative stage to prevent 
radiation of the oscillations. "Transistor r.f. stages 
are not easily designed, and indeed the use of such a 
stage would seriously reduce the super-regenerator's 
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advantage of simplicity. It has been found, moreover, 
that with the small amplitude levels of transistor 
oscillators, the radiation problem does not appear to 
be serious. 


References 


1 W, A. Wadsworth “ A Transistor Super-Regener- 
ative Receiver for 10 and 6 Metres," QST, November 
1954, p.17. 

2 Kircher and Kaminow ‘‘ Super-regenerative Tran- 
sistor Oscillator,” Electronics, July 1956. 


BRIT. I.R.E. 


THE Clerk Maxwell Premium, the premier award 
of the British Institution of Radio Engineers for 
papers published in the institution’s journal during 
the year, has been received by E. M. Bradley and 
Dr. D. H. Pringle for “The theory and design of 
gas-discharge microwave attenuators.” Dr. Pringle 
is in Ferranti’s electronics research laboratory, 
where Mr. Bradley was until recently. The value 
of the premium is 20 guineas. 

Dr. R. Filipowsky, who was head of the elec- 
tronics department of Madras Institute of Tech- 
nology and is at present with the Westinghouse 
Electric Corporation, Baltimore, U.S.A., is awarded 
the Heinrich Hertz Premium (20 gns.) for “ Elec- 
trical pulse communication systems.” The premium 
is awarded for the most outstanding paper dealing 
with the mathematical or physical aspects of radio. 

The Louis Sterling Premium (15 gns.), awarded 
for the most outstanding paper on television tech- 
nique, is received by D. R. Coleman, D. Allanson 
and В. A. Horlock for their paper “Тһе develop- 
ment and design of an underwater television 
camera.” The first two authors are with Pye 
Limited but Mr. Horlock, who was formerly with 
that company, is now in Plessey’s radio research 
department. 

Dr. Sin-Pih Fan, who was formerly with the Bur- 
roughs Research Centre, Paoli, Pennsylvania, and 
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AWARDS 
has now returned to China, receives the 10-guinea 
Marconi Premium (for the most outstanding engin- 
eering paper) for “The magnetron beam switching 
tube.” 

For their paper “A survey of tuner designs for 
multi-channel television reception” D. J. Fewings 
(Marconi’s) and S. L. Fife (English Electric) receive 
the Leslie McMichael Premium (10 gns.) which is 
awarded for a paper on improvements in the tech- 
nique of broadcast and television reception. 


LOUDSPEAKERS with 
moulded ellipsoidal 
baffles, to be knew? as the 
** Unicorn " series, have 
been added to the range 
of units made by the Trix 
Electrical Co. Ltd., 1-5, 
Mapie Place, London, W.1 . 
The radiation pattern is 
virtually a 45° beam 
with minimum back 
radiation, a feature which 
can be exploited to reduce 
microphone feedbock in 
public address’ systems. 
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Audio-Frequency 


Response Measurements 


DEVELOPMENT OF SPECIAL GEAR 


FOR ROUTINE TESTING 


By O. E. DZIERZYNSKI 


|— speaking the performance of a.f. 
amplifiers and tape recorders is defined by: (1) non- 
linearity distortion (for a given maximum output); 
(2) frequency response; (3) sensitivity (and asso- 
ciated with it hum and noise level); (4) wow and 
flutter (applied only to recorders). 

Conventionally, the routine test equipment re- 
quired for measuring the above would comprise at 
least four separate units, namely: (1) audio-fre- 
quency oscillator; (2) valve voltmeter; (3) distortion 
meter; (4) wow/flutter meter. Some of these instru- 
ments can be used separately (for example, the 
flutter meter); others have to be used in pairs. For 
instance, the frequency response characteristic re- 
quires the use of both oscillator and valve volt- 
meter. 

A special self-contained instrument has been 
developed for this purpose, and although this unit 
has been used chiefly in the factory production line, 
it is felt that the circuit details may be of general 
interest. 

Basically, the frequency response test is a simple 
operation. To the input of the audio equipment 
is injected a constant a.f. voltage, at various fre- 
quencies in turn. The output of the audio equip- 
ment is then measured by means of an output meter 
(usually a valve voltmeter having a response inde- 
pendent of frequency over the operating range). 
It is obvious that while testing an ordinary amplifier, 
both operations can be made simultaneously, but 
with a tape recorder, two operations have to be 
carried out in turn. First, a recording of the test 
frequencies has to be made, then these frequencies 
are played back and corresponding outputs noted 
by the valve voltmeter. 

The chief requirement for an oscillator is con- 
stant output throughout the range of test frequen- 
cies; additional requirements are fairly good wave- 
form, low hum level and good frequency stability. 
Frequency selection has been achieved by cmploy- 
ing an eight-way push-button unit, selecting the 
following frequencies: 60 c/s, 300 c/s, 1,000 c/s, 
4 kc/s, 8 kc/s, 10 kc/s, 12 kc/s, 13 kc/s. There is 
no hard and fast rule about the choice of frequen- 
cies and different combinations could be arranged 
if necessary. Push-button control has the advantage 
of speed where mass routine testing is concerned. 
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Fig. 1. Combined a.f. oscillator and output meter for 
routine testing of amplifiers and tape recorders. 


The use of a press-button unit in place of a rotary 
switch also confers some benefits in construction 
and wiring. 

Output Meter. There are numerous types of 
valve voltmeters, but not all will satisfy users and 
constructors alike and at the same time be reason- 
able in cost and reliable in service. Chief require- 
ments for this sort of instrument are: (1) gain inde- 
pendent of frequency (within the limits 15 c/s- 
20 kc/s); (2) fairly high input impedance, constant 
on all ranges (not less than, say, 2 MQ); (3) properly 
damped movement of meter needle; (4) well- 
designed sub-ranges and associated scale calibra- 
tion. Additional important requirements would be 
calibration independent of mains voltage variations 
and low power consumption (to reduce heat and 
prevent deterioration of components—an important 
point if equipment is working continuously all day). 

The photograph (Fig. 1) shows that the combined 
instrument is mounted on a special base which 
enables it to be tilted to any convenient angle. The 
operating panel is small and is situated at the 
bottom of the case, so that the operator can work 
with minimum effort. The middle part of the 
instrument is occupied by a standard 44-in moving- 
coil meter. On the top of the front panel are 
located the mains switch and indicator lamp. The 
right-hand bottom side of the operating panel is 
occupied by the valve-voltmeter controls (input 
socket and range switch), while the oscillator con- 
trols are located on the left (output socket and 
two-way switch providing outputs of 20 mV and 
2 mV). The frequency selector buttons are situated 
just under the meter. 

The circuit of the valve voltmeter is given in 
Fig. 2. One section (У1а) of the first double triode 
works as an input cathode follower, while Vib and 
the first section of the second ECC83 (V2a) form 
a two-stage R-C amplifier. V2b functions as an 
output cathode follower which feeds a full-wave 
bridge rectifier and 0-1 mA meter (100 дА move- 
ment shunted by 150 ohms). 

Point X which feeds the meter rectifiers is also 
connected to the negative feedback line (25 uF, P, 
and 0.5 M9) reducing the total gain from approxi- 
mately 5,000 to 1,000 (60 dB) Consequently the 
standard sensitivity of this voltmeter is 10 mV for 
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full scale deflection (10V is obtained at point X, 
which is large enough. for the bridge rectifier to give 
a linear scale from 1/10 of f.s.d. corresponding to 
the minimum measurable input, 1 mV). 

The next things to consider are the input attenu- 
ator and how particular voltmeter ranges have been 
designed. The attenuator is connected in the out- 
put of the first cathode follower. This gives the 
great advantage that the attenuator network is asso- 
ciated with the fairly low impedance of the cathode 
follower output circuit (of the order of 500-1,000 
ohms in the case of the ECC83). Consequently hum 
pick-up and instability effects are greatly reduced 
and only moderate screening arrangements have to 
be made, relating to this part of the circuit. At the 
same time the input impedance of the instrument 
(grid circuit of the cathode follower) is very high 
(in the range 10-30 МО) and independent of the 
range being used. Components associated with the 
input circuit (0.05 4F, 1 МО, 27 КО) must be well 
screened, 

'There are eight ranges in this instrument, cover- 
ing the following voltages: (1) 1-10 mV, (2) 3-30 mV, 
(3) 10-100 mV, (4) 30-300 mV, (5) 0.1-1 V, (6) 0.3-3 
V, (7) 1-10 V, (8) 3-30 V. 

Groups of ranges with odd and even numbers 
have been provided with separate meter scales 
(Fig. 3). The maximum reading on the middle scale 
(3, 30, etc.) does not quite correspond to maximum 
readings for the upper scale (10, 100, etc.) which are 
related to f.s.d. This has been arranged to give 
a correct reading for every range on the lower 
decibel scale.. The latter has zero level at division 
marked 3.16 on top scale and —10 dB, +10 dB 
correspond to 1 and 10 (f.s.d.) respectively. 

On the middle scale 1 corresponds with 0 dB 
and 3.16 would correspond with'10 dB. By chang- 


ing range by one step (irrespectively of what range. 


is being used) the reading indication is always 
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Fig. 2. (a) Complete circuit of valve-volt- 
meter section. (b) The range potential 
divider is adjusted by various series-parallel 
connections of preferred-value fixed resistors 
and potentiometers. Í 
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Fig. 3. Meter scales are calibrated on the basis of a 10 dB 
change of level between contacts on the range switch. 


stepped up or down by 10 dB. This sort of arrange- 
ment is very helpful when making a quick calcula- 
tion of the gain difference in decibels of two read- 
ings. For instance, if the first reading was +7 dB 
on range (2) and the second reading —5 dB on range 
(D e gain difference would be +7—(—5)+10= 
22 dB. 


The attenuator itself is a simple voltage divider 
across the cathode load resistor of the input cathode 
follower. 'The total resistance is 70 kQ and as the 
first. valve takes approximately 1 mA, more than 
80 volts d.c. is developed across this load, and the 
maximum measured a.c. voltage, which is 30 V r.ms., 
will be well below the minimum undistorted signal 
passed through the cathode-follower stage. Values 
of the resistors R,...... R, are calculated on the 
basis that the resistance to chassis of, say, contact 3 
has to be 3.16 times larger than the resistance to 
the previous contact 2, and this would apply to con- 


385V 
xov 
HEATERS E 6V 
\2к) 


(а) 


611 


secutive contacts. 
уз шя Fe R, аге 
mostly of non- 


standard values 
and if accuracy of 
calibration is to 
be maintained to 
within, say, +2 per 
cent, then resistors 
must be of corre- 
sponding close 
tolerance. The 
problem has been 
solved by using 
ordinary preferred- 
o value resistors +20 
= рег cent, combined 
with pre-set poten- 
tiometers in each 
section. To sim- 
plify the supply of 
components, only two values of variable resistor 
have been selected, namely, 20k2 and 1002, con- 
nected in various ways as shown in Fig. 2 (b). 

The next important feature of the valve-volt- 
meter circuit is the negative feedback line, by means 
of which stability of gain is ensured in spite of age- 
ing of valves, mains voltage variation and change 
of signal frequency. Potentiometers P, and P, are 
pre-set controls for negative feedback and the 
reason that there are two of these controls is as 
follows. At the higher audio-frequencies (above 
10 kc/s) the gain of triodes starts to drop gradually, 
but negative feedback by virtue of the presence of 
the 0:005 uF bypass condenser would decrease as 
well, compensating loss of gain and maintaining 
frequency response to well over 20 kc/s. From the 
circuit it will be seen that there could be several 
combinations of the settings of P, and P, to main- 
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Fig. 4. Basic transitron oscil- 
‘lator circuit. 
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tain gain up to, say, 10 kc/s, but these would not 
hold for higher frequencies when the slider of P, 


‘is set near to the earth end of the potentiometer. 


Consequently there is some optimum combination 
of P, and P, when the gain over the frequency 
range 15 c/s to 40 kc/s is maintained constant 
within +5 per cent (below 20 kc/s it can be main- 
tained with +1 per cent). 

To allow for an adequate degree of feedback 
an initial overall gain of the order of 5,000 is 
required, and to achieve this an h.t. line voltage 
of 385 was necessary, giving a gain of about 75 
per stage with each half ECC83. The h.t. supply 
to the first double triode is through a 30 КО resistor 
decoupled by 100 „Е; otherwise the circuit had а 
tendency to be unstable. 

The total h.t. current does not exceed 5 mA. This 
is quite a low figure, which satisfies our require- 
ments for low power dissipation in this equipment. 

The cathode-follower output stage is conventional, 
but it should be noted that the values of bias 
resistor and cathode load have to be chosen care- 
fully to secure at least 20 V across the latter. Other- 
wise the cathode follower would not handle the 
maximum value of signal applied to the grid of 
V2b (approximately 10 V to give full scale deflection). 

Oscillator Circuit.—The chief requirements of a 
stepped frequency oscillator working in this sort 
of equipment аге good stability of amplitude (inde- 
pendent of mains voltage variations), low power con- 
sumption, and fairly good waveform. 

For simplicity and reliability a single-valve pen- 
tode oscillator was developed based chiefly on the 
transitron circuit. The basic circuit is shown in 


Fig. 4. The valve used is an EF86 with the suppres- 


sor grid driven from the screen, which is connected 

as the anode of the oscillator. An a.f. voltage of 

the order of 40 is developed across the tuned cir- 
(Continued on page 613) 


Fig. 5. Complete circuit diagram of oscillator section. 
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cuit LC, which deter- 
‘mines the oscillator fre- 
quency. The waveform 
across LC is not good 
enough to be fed 
directly to the output 
voltage divider and a 
R-C filter plus attenuat- 
ing network is inserted 
between the tuned cir- 
cuit and the output ter- 
minal. Outputs of either 
20 or 2mV are available 
by using the two-posi- 
tion switch S, and their 
value is accurately 
adjusted by means of 
potentiometer P. 
Regarding the tran- 
sitron circuit itself, it is 
a rather interesting fact 
that anode and grid are not 


Fig. 6. Circuit of 
stabilized power 
supply unit. 


[1] live ээ 
a.f. is concerned, but their d.c. potentials have 
to be carefully chosen for oscillator perform- 


as far as 


ance. For instance, it is essential that the anode 
voltage should be substantially lower than that of 
the screen. It will be seen from Fig. 5 that the 
value of bias resistor is fairly low to help to start 
oscillations, which after building up drive the grid 
more negative (by diode GD4 action), improving 
the waveform across LC and introducing a certain 
amount of negative feedback to stabilize the output. 
This detail is important as we must bear in mind 
that the oscillator is frequently being switched over 
from one frequency to another, and while doing so 
it might happen that no button is depressed and 
oscillations would be interrupted. 

To cover the full audio range at least four differ- 
ent inductances are necessary. In our case the five 
highest frequencies, 4-13 kc/s, are covered by a 
toroidal coil of 25 mH consisting of somewhat fewer 
than 50 turns of enamelled and s.s.c. 24 s.w.g. wire 
on a T.M.C. Type 113S high-Q moulded core. The 
three lower frequencies, i.e., 60, 300 and 1,000 c/s, 
have circuit inductances of 12, 5 and 1 H respectively. 
A double LA7 “ Ferroxcube ” core has been used here 
with 4,000 turns of 46 s.w.g enamelled, tapped at 
2,400 and 1,700 for L, and L, respectively. 

Switching arrangements are shown in Fig. 5. The 
two top banks of press-button units (A, B) control 
actual frequencies (switching over coils and conden- 
.sers) while the two bottom banks (C, D) are associ- 
ated with individual R-C output filter units. The 
two-stages filters reduce harmonic content to approxi- 
mately 1 per cent which is quite satisfactory for 
the frequency response test. 

Power consumption of the oscillator circuit is low; 
as the total h.t. current does not exceed 4.5 mA and 
the h.t. power dissipated is well below 1 watt. 

Power Supply Unit.—Special attention has been 
given to the design of the power supply unit as 
much depends upon its performance. The circuit 
of Fig. 6 gives all essential electrical data. Three 
stabilizers are connected in series, one having a 
working voltage of 150 and the other two of 85 
volts. Some of these stabilizers are shunted by 
additional resistors and there is a common feed 
resistor R, the value of which is quite important. 
Also, there are additional resistors, r,, fz, Ts, for 
feeding the auxiliary ignition anodes. 
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Calculation of the stabilizing chain should be 
carried out in the following way: 

(1) First determine the lowest h.t. voltage at the 
output of the smoothing filter—depending on the 
lowest expected mains voltage. This voltage V is 
approximately 410 (equivalent to a mains supply of 
200 volts). 

(2) Calculate total current consumption I (in 
resistor R). As can be seen from the diagram, 
curent I is equal to the sum of currents supplied to 
the valve voltmeter (I. oscillator (Ij) and I, in 
bottom stabilizer (150B3): 


І=1,+1,+1, 


Values for І, and І, аге 5.5 and 4.5 тА respectively 
and I, from 150B3 data as lowest permissible cur- 
rent, is 2mA. 

, Therefore total current will be: 5.5+4.5+2= 
12 mA. 

(3) Now it is possible to calculate the value of R 
410—385 
———_. њ 2 КО, 

12 


(4) Values for shunting resistors К, апа К, аге 
easily calculated from the known current which has 
to bypass each stabilizer. As the minimum working 
current for stabilizer 75В1 is 2mA, R, has to bypass 
2+4.5—2mA across voltage drop 85V, hence: 


85 150 | 
Е,= — ~ 20 КО, Similarly R,= — =33 КО, The 

4.5 4.5 
degree of stabilization depends largely upon the 
value of R, which has to be as large as possible; 
this can be achieved by making the available unsta- 
bilized voltage as high as possible and total current 
consumption as low as possible. Now it becomes 
clear why it is so important to reduce h.t. current in 
the instrument and to choose types of stabilizers with 
minimum permissible working current. When the 
mains voltage rises the currents in the stabilizers 
increase rather rapidly, but the working voltage (total 
385 V) and bypass currents in R,, R,. remain prac- 
tically unchanged. 

For mains voltage fluctuations of +10 per cent the 
oscillator output does not vary by more than +0.5 
pèr cent and the valve voltmeter gain is stable within 
+1 per cent. 

To reduce hum the heater supply is earthed 


which is 


613 


- through a 100-ohm potentiometer (humdinger). This 
is important pasticularly with regard to hum induced 
in the input circuit of the first cathode-follower 
valve. Without this humdinger, and with one side 
of the heaters earthed, the hum level would be of the 
order of 5-10mV which would upset readings on the 
first two ranges of the valve voltmeter. When the 
humdinger is properly adjusted the hum is reduced 
to 50 У. 

Constructional Details.—Sections of the instru- 
ment are built as self-contained units with separate 
plugs and sockets for power supply. The power 


supply unit is at the top with an open-mesh cover 
for good ventilation. 

Screening for the input circuit, as indicated in Fig. 
2(a), is essential and it is important that wiring to the 
“top” part of the attenuator should be short and 
carefully spaced. Resistors and potentiometers of 
small physical size are desirable in this circuit. 
Otherwise the layout and wiring of the instrument 
are not critical. 

Acknowledgment.—The author would like to ex- 
press gratitude to J. Roast and R. Dean for help in 
the development of this equipment. 


Wave Propagation: An 


| — from fifteen countries 
attended an International Symposium on Wave Pro- 
pagation held in Paris in September. The meeting 
was under the joint auspices of the Comité National 
Francais de Radioélectricité Scientifique and the 
Societé des Radioélectriciens. A large number of 
papers were presented within the two separate groups 
covering ionospheric and tropospheric radio wave 
propagation. The papers, which covered many 
aspects of the two subjects, are to be published in a 
special number of L'Onde Electrique. What follows 
is a summary of the outstanding points arising from 
the discussions, which were of considerable interest. 

Ionospheric.—It is now evident that our past con- 
ception of wave propagation via the ionosphere, 
based as it is upon geometric-optics, was far too sim- 
plified, and that the subject is much more complex 
than was envisaged. The geometric-optical theory 
is not fully adequate to explain what happens to a 
wave within the ionosphere because of the effects of 
inhomogenities, due to various causes, in the ioniza- 
tion. There are, for example, movements and undu- 
lations of different kinds, concentrations or “ clouds ” 
within the layers, ionospheric turbulences and 
meteoric trails. АП these give rise to propagation 
effects outside the realm of geometric-optics, such 
as the forward-scattering of radio energy, and these 
scattering processes, which occur at the ground as 
well as within the ionospheric layers, modify the 
mechanism of propagation. In engineering practice 
this means that the m.u.f.s, which are calculated on 
the basis of the optical theory and applied to long- 
distance propagation by empirical methods, are 
generally too low. The calculated circuit m.u.f.s 
may therefore now be regarded merely as good 
approximations to the “actual” m.u.f.s: they have, 
in fact, long been observed to be nothing more. The 
question of how to deal with these complexities, so 
as to obtain more precise circuit predictions, is a 
difficult one and is still a long way from solution, 
but we may be sure that the information presented 
at the Symposium, and the discussions which 
resulted, will contribute towards that end. 

It was evident, also, that the use of ionospheric 
Scatter systems for communication is becoming a 
matter of growing importance. Some interesting dis- 
cussion took place concerning the question as to 
whether the scatter on which such systems depend 
is due to ionospheric turbulence or to the effects of 
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International Symposium 


meteoric ionization, but the matter was not resolved. 
It appears that both phenomena тау play a part 
and that it may be possible to make particular use of 
either. The growing use of these systems (which 
remain fixed in frequency) in the point-to-point 
communication networks may, perhaps, lead to some 
relief from channel congestion, because of the de- 
creasing need for multi-frequency operation and 
cause the scatter range is limited. 
Tropospheric.— Similarly, in the field of v.h.f. and 
u.hf. propagation through the troposphere it was 
apparent that ideas are undergoing fundamental 
alteration. What was at first supposed to be a case 
of line-of-sight propagation has already been shown 
to suffer no such limitations, and to be useful for 
communication services: to distances far beyond the 
horizon. But these distances, and the quality of the 
service achievable over them, are being rapidly 
advanced. Distances up to 750 miles were mentioned 
as being attainable for reliable communication when 
the phenomenon of tropospheric scatter is utilized. 
Experiments designed to gain more knowledge of 
the characteristics and uses of tropospheric scatter 
propagation are being pressed forward, and it is to 
be noted that this system is suitable for wide-band 
transmissions. А great deal of work in connection 
with the meteorological factors which affect all kinds 
of tropospheric propagation is being done, and it is 
evident that the successful development of systems 
utilizing this depends, to a large extent, upon a more 
complete understanding of the meteorological factors 
affecting the refractivity and other relevant para- 
meters of the atmosphere. The equipment require- 
ments for these services were also discussed, and in 
particular the design of the paraboloid aerials, whilst 
the great value of space diversity in preserving the 
coherence of the tropospherically scattered signal at 
long distances was stressed. П.В: 


Switched-tuned F.M. Unit 


An unfortunate error in arithmetic resulted in wrong 
values being given for capacitors C, and C; in the 
Appendix to this article on page 434 in the September 
issue. Capacitor Ca should be 12.3 pF and C, 37.7 pF. 
Using nearest preferred values the 50-pF tuning capaci- 
tor becomes 12 pF N470 in parallel with 39 pF P100. 
The N470 type sbould have been the smaller value. 
In line eleven N740 should be N470. 
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DECEMBER 


LONDON 

3rd. I.E.E.—“ Electronics and auto- 
mation—the use of nucleonic devices” 
by Dr. Denis Taylor at 5.30 at Savoy 
Place, W.C.2. 

‚Эһ. Television Society.—' 90° Scan- 
ning" by R. H. C. Morgan and K. E. 
мыш at 7.0 at 164 Shaftesbury Avenue, 


„lith. Institution of Post Office Elec- 
trical Engineers“ The Independent 
TV network—its operation and main- 
tenance” by C. E. Clinch and J. B. 
ce at 5.0 at the I.E.E., Savoy Place, 


12th. LE.E.—'* The B.B.C. sound 
broadcasting service on very-high fre- 
quencies " by E. W. Hayes and H. Page 
at 5.30 at Savoy Place, W.C.2. 
. 12th. Brit.LR.E.—"* Principles of the 
light amplifier and allied devices” 
by Dr. T. B. Tomlinson at 6.30 at the 
London School of Hygiene and Tropical 
Medicine, Keppel Street, W.C.1. 

13th. British Kinematograph Society. 
—* А magnetic-tape recording system 
for colour television signals” by Dr. 
H. R. L. Lamont at 7.15 at the R.S.A., 
John Adam Street, W.C.2. 1 

18th. I.E.E.—Discussion on * Break- 
down in dielectrics” opened by C. G. 
Garton and J. H. Mason at 5.30. at 
Savoy Place, W.C.2. 

21st. B.S.R.A.—" Some applications 
of magnetic recording” by J. Cunning- 
ham-Sands at 7.15 at Royal Society of 
Arts, John Adam Street, W.C.2. 


ABERDEEN 

12th. LE.E.—* Tridac—a large 
analogue computing machine" by Lt.- 
Cdr. F. R. J. Spearman, J. J. Gait, 
A. V. Hemingway and R. W. Hynes at 
7.30 at the Caledonian Hotel. 


BELFAST 

llth. LE.E.—* The Crystal Palace 
television transmitting station " by F. C. 
McLean, A. N. Thomas and К. A. 
Rowden at 6.30 at the Engineering 
Department, Queen's University. 


BIRMINGHAM 

3rd.  LE.E.—" The Crystal Palace 
television transmitting station " by F. C. 
McLean, A. N. Thomas and R. A. 
Rowden at 6.0 at James Watt Memorial 
Institute. 


CAMBRIDGE 

4th. L.E.E.—*' Ultrasonics in in- 
dustry ” by C. Е. Brocklesby at 6.0 at 
Cambridgeshire Technical College. 


CARDIFF 

Sth. Brit.LR.E.—* Voltage stabiliza- 
tion" by Dr. F. Á. Benson at 6.30 at 
the Cardiff College of Technology. 

12th. Society of Instrument Tech- 
nology.—‘ Electronic computers in re- 
lation to process control" by A. J. 
Young at 6.45 at the Physics Lecture 
'Theatre, Cardiff College of Technology. 


CHELTENHAM 

14th. Brit.I.R.E.—* Radio astronomy ” 
by В. L. Adgie at 7.0 at the North 
Gloucestershire Technical College. 


DUNDEE 

13th. LE.E.—' Tridac—a large 
analogue computing machine” by Lt.- 
Cdr. F. R. J. Spearman, J. J. Gait, 
А. V. Hemingway and К. W. Hynes at 
7.0 in the Electrical Engineering De- 
partment, Queen's College. 
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lick at 6.45 in Bragg Building, The Uni- 


-NEWCASTLE-ON-TYNE 


MEETINGS 


GLASGOW 

13th. Brit.LR.E.—* The design and | 
manufacture of modern capacitors " by 
J. H. Cozens at 7.0 at 39 Elmbank 
Crescent. 


LEEDS | 

4th. LE.E.—' Electronics and auto- 
mation: some industrial applications " 
by Dr. H. A. Thomas at 6.30 at the 
Central Electricity Authority, 1 White- 
hall Road. 


TRIX 


SOUND 
EQUIPMENT 


LIVERPOOL 
13th. Brit.I.R.E.—* An automatic 
system for electronic component 


assembly" by К. M. McKee at 7.0 in 
the Council Room, Chamber of Com- 
merce, 1, Old Hall Street. 


MANCHESTER 

5th. I.E.E.—“ A point-contact transis- 
tor scaling circuit with 0.4 microsec 
resolution" and * A junction-transistor 
scaling circuit with 2 microsec resolu- 
tion" by Dr. G. B. B. Chaplin at 6.45 
at the Engineers’ Club, Albert Square. 

6th. Brit. L.R.E.—* Electronic auto- |f 
mation applied to the wind tunnel" by 
D. S. Wilde at 6.30 at the Reynolds Hall, 
College of Technology, Sackville Street. 

llth. Society of Instrument Techno- 
logy.—'* Control of the rad'o telescope "| 
by Dr. J. G. Davies at 7.30 at the Col- | 
lege of Technology. 

14th. Institute of Рһуѕісѕ. —“ Electro- 
luminescence and light amplification by 
phosphors” by Professor G. F. J. Gar- 


versity. 


12th. Brit.I.R.E.—‘* The design and 
application of quartz" by К. A. Spears 
at 6.0 at Neville Hall, Westgate Road. | 


PORTSMOUTH 

10th. LE.E. Students.—‘ Television 
outside broadcasting units” by F. H. 
Steele and К. T. D. Hughes at 6.20 at 
the C.E.A., High Street. 

14th. B.S.R.A.—“ New B.B.C. disk 
reproducing equ'pment " by H. J. Houl- 
gate at 7.30 in the Lecture Hall, Central 
Library, Portsmouth. 


REDDITCH 
10th. I.E.E.—“ Ultrasonics in indus- 
try " by С. F. Brocklesby at 7.30 at the 
Collse of Further Education, Easemore 
oad. 


RUGBY 

llth. I.E.E.—“ The application of 
digital computers” by R. L. Grimsdale 
at 6.30 at the Rugby College of Tech- 
nology and Arts. 


SWANSEA 
' 13th. LE.E.—* Germanium and sili- | 
con power rectifiers ” by T. H. Kinman. 
G. A. Carrick, R. G. Hibberd and A. J. 
Blundell at 6.0 at the Electricity Board 
Showrooms, The Kingsway. 


TORQUAY 

4th. I.E.E.—“ Digital computers " by 
A. C. D. Haley at 3.0 at the Electric 
Hall, Union Street, Torquay. | 


WOLVERHAMPTON | 

12th. Brit.I.R.E.—* Design of ап ex- 
perimental colour televis'on receiver " 
by Н. A. Fairhurst at 7.15 at Wolver- 
hampton and Staffordshire Technical | 
College, Wulfruna Street. 


The models 

above: G7822 ribbon 
microphone, T635 30- 
watt amplifier and A9 

cabinet loudspeaker, form the 
vital links in a typical chain of 
Sound amplification. The TRIX 
organisation has had nearly 30 years’ 
experience of all types of installations 
and the range of equipment covers 
even the most unusual of specialised 
requirements. Our comprehensive 
leaflets, which we will gladly 
send you on request, will help 
solve all your Sound problems. 
May we help. you? 


THE TRIX ELECTRICAL CO. LTD. 
MAPLE PLACE, TOTTENHAM COURT RD 
E LONDON, w.Í 
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RANDOM RADIATIONS 


By "DIALLIST " 


Marine Radar 


BEING very interested in all that 
concerns radar, I've attended when- 
ever possible the hearing in court of 
cases connected with collisions at sea 
in which one or both of the ships 
involved carried that wonderful aid 
to navigation. I don't think it's much 
of an exaggeration to say that, in 
open waters at any rate, collisions 
couldn't occur (except deliberately) 
if proper plotting were done and full 
use made of the information pro- 
vided by it. Yet again and again I've 
heard examination bring out either 
that there wasn't any plotting or that 
it was done too roughly to be of 
any use. The trouble is that the 
plan position indicator (P.P.I.) of the 
radar set shows your own ship as 
remaining stationary at the centre of 
the screen and any others as moving 
in relation to it. Only by plotting 
can you obtain a working picture of 
the true motion-of your ship and 
another. You can't do it in your 
head, particularly when there are 
other things to think about. And 
even if careful plotting is done at 
regular intervals when another ship 
is close, there’s always the possi- 
bility of human error: 


True Motion Presentation 


That’s why I welcome the coming 
of the Decca “ True Motion” radar. 
In the “ picture " shown by this de- 
vice your own ship does not remain 
a fixed point. It moves over the 
screen according to its actual course 
and speed and so does the “blip” 
corresponding to other moving 
vessels. Only things that really are 
stationary—anchored ships, buoys 
and so on—remain fixed in position. 
The navigator of a ship fitted with 
this device will thus be. able to tell 
quickly and without possibility of 
error whether his ship and another 
are on collision courses. Curiously 
enough Га been thinking of a de- 
vice on rather different lines for 
some time before this new Decca 
was announced. My idea was for a 
kind of marine predictor on the lines 
of those used in А-А and naval 
gunnery. Into the A-A predictor are 
fed the height and the changing 
range and bearing of the target, ob- 
tained visually or by radar. It then 
predicts the actions necessary to 
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make the shell hit the target. You 
wouldn't, of course,.need the height 
at sea and this predictor would tell 
you what to do to avoid hitting the 
target, 


Tropospheric Scatter 


FOR many months Marconi's have 
been operating continuously a tro- 
pospheric scatter link between Great 
Bromley, Essex, and Sutton Bank, 
near Thirsk, Yorkshire, using a trans- 
mitter with an output of only 500 
watts. This 200-mile link, described 
as a purely private venture, is to be 
supplemented by another, between 
London and Newcastle, equipped 
with a 10-kW transmitter апа 
intended for handling up to 36 
simultaneous telephone calls or a 
television transmission. If the 
system fulfils its early promise, it 
should be of enormous value to the 
G.P.O. as well as to the B.B.C. and 
the I.T.A. for it might well be used 
for a direct television link with 
Holland or Belgium. 


More About Effects 


IM much obliged to a Welling- 
borough reader who sends me a cut- 
ting from The Model Engineer, in 
which a discussion has been taking 
place on the build-up off static 
charges in motor cars. One writer 
is of opinion that this is due to the 
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Thompson Effect, which is the correct 
name for what has been dubbed the 
* Bournemouth " or * Nelson" effect 
in these notes. He maintains that this 
effect causes the build-up by the rush 
of air into carburettors of petrol-air 
mixture through inlet manifolds and 
valves and of exhaust gases through 
valves and pipes. He gives an inter- 
esting instance of what the Thompson 
Effect can do. The manager of a 
workshop reported that there was a 
leakage of electricity from the shop’s 
wiring into a steam hammer, from the 
stop-valve of which sparks could be 
drawn. On investigation it was 
found that steam was leaking from 
the gland of this valve. When the 
gland had been tightened up and the 
leakage stopped, there were no more 
sparks. 


Troubles in the South-West 


MY THANKS to J. S. Fielden for 
his letter referring to my note last 
month about the French 819-line 
Band I television transmitter near 
Caen. I said then that I hadn’t 
heard of any interference with Row- 
ridge by this station, which occupies 
a channel covering both Nos. 1 and 2 
of our system. J. S. F. writes that 
any viewer on the South Coast, be- 
tween Lyme Regis and Exmouth, 
who is served by Rowridge or North 
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experience how well a 405-line 
receiver locks an 819-line picture, 
superimposing it on the B.B.C.’s. 
Others have told me of interference 
yet farther away near the Cornish 
coast. A peculiar point is that both 
Rowridge and North Hessary Tor 


use vertical polarization and the Caen | 


station horizontal. I suppose that 
it’s all connected with the freak 
reception which is being reported 
just now from many parts of the 
world. But this is a rather special 


sort of freak. Not only is sunspot | 


activity causing the French signal to 
span unusual distances, but it’s also 
apparently turning the polarization 
through ninety degrees from horizon- 
tal to vertical and so delivering a 
locked picture to vertical aerials. 
Once we're well past the sunspot 
maximum I don’t imagine that the 
trouble will continue. Let's hope 
not, anyhow! 


A Tidier Skyline 


EVEN the most confirmed television 
addict could hardly maintain that the 


Hs, Ks, Xs, Band III “toast racks” | 


and what not, which now rear them- 
selves above our roofs, are things of 
beauty. Dr. R. C. G. Williams, 
chief engineer of Philips Electrical, 
who is this year's chairman of the 
І.Е.Е. Radio Section, coined a neat 
phrase when speaking at the recent 


convention on  ferrites organized | 


by the Institution. “The use of 
these materials for built-in aerials in 
television receivers," he said, “ will 
allow a considerable tidying up of 
the skyline." It certainly should in 
places where signal strength is good; 
but in other areas we're likely to see 
the ubiquitous roof-top aerial for a 
good while yet. Thank goodness our 
arrays are neither so hideous nor so 
complicated as those widely used in 
the United States in places where 


several services are available on | 
different channels in Bands I and | 


III. These monstrosities аге 
designed to bring in anything that’s 
going and can be turned in any 


direction from the room in which the | 


TV receiver is. As their efficiency 
must be of a low order on any given 
channel they have to contain a large 
number of elements. These are 
arranged in many different ways and 
the pictures in advertisements of them 
show some weird, wonderful and far- 
from-sightly contraptions. Ferrites 
are Europe’s contribution to elec- 
tronics. If ferrites help to tidy up 


American skylines, this application | 


alone will be a graceful return to 


Americans for their gift to electronics 


of the transistor! 
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By FREE GRID 


Power by Radio 


I WAS very intrigued, as the ladies 
say, by the Editor’s remarks last 
month about Dr. Hollmann’s ideas 
for using radio-transmitted power for 
operating transistorized receivers. 
The idea of transmitting power by 
radio is very old but up till now 
nobody seems to have made any 
practical suggestions about it. 

If, however, we are eventually 
going to use the carrier waves of the 
B.B.C. to supply power to our 
receivers it is, I feel, bound to lead 
to legal complications, possibly end- 
ing up with somebody finding him- 
self charged with "stealing elec- 
tricity, the property of the British 
Broadcasting Corporation." 

I am very interested in the legal 
position and am more than willing 
to be a legal guinea pig in this 
matter. In.the past few days, there- 
fore, I have been parking my car on 
the Great North Road in the shadow 
of the Brookmans Park masts and 
endeavouring to light special neon 
parking lamps from the aerials. 

Some readers may recall a demon- 
stration which used to be given in 
1925 when the London transmitter 
was on the roof of what used to be 
called a “well-known Oxford Street 
store." The radio department of 
that store was on the top floor and 
a special feature was made of light- 
ing several neon lamps from the 
radiation and I recall that permission 
had to be obtained from the B.B.C. 
for the demonstration. 

In those days the power of the 
London transmitter was but a 
modest 3 kW. Even if the Great 
North Road is not immediately under 
the aerial it is not far from it, and 
with its 120 kW I ought to get some 
results. But all I have done so far 
is to excite the suspicion of the local 
constabulary. 


* Loitering with intent.” 
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I am, in fact, not unlikely to face 
a charge of “loitering with intent to 
commit a felony." By the irony of 
fate this would be a charge for 
which I should have no answer as 
I am loitering for that purpose. I 
appeal to you, therefore, to help me 
turn the “intent” into an actual 
commission by letting me have some 
technical advice and a circuit dia- 
gram. Better still, if any of you care 
to come along in your cars to help 
me we could really force the Cor- 
poration to make a test case of us. 


Statogenic Toys 


IF in the spring a young man's 
fancy lightly turns to thoughts of 
love, the season of peace and good- 
will is apt to nourish thoughts of 
hatred and rage in the hearts of 
everybody as they see and hear the 
storm of interference produced by 
model electric trains given to 
children. 

These diabolical devices, which 
will soon be on us, seem to be the 
only electrical apparatus sold nowa- 
days without being adequately sup- 
pressed. It is admitted that they are 
not easy things to suppress except, 
of course, by the crude and obvious 
method of using a hammer. 

There is not much room for fit- 
ting suppressors to the smaller 
models, but a complete answer to 
the problem should be obtained by 
lining one room of the house with 
earthed wire netting and putting the 
child and his statogenic toys inside 
it. I wonder it hasn't been made 
compulsory for a roll of netting to 
be included with every sale of these 
Machiavellian machines; maybe the 
P.M.G. hasn't the necessary powers. 

I have an idea that this wire- 
netting idea is used by the large 
departmental stores as their wireless 
departments don't seem to suffer 
from the nearby toy-train demon- 
strations. Perhaps the manager of 
one of them will let me know; he 
might avert a murder. 


Milli-Methuselahs 


ONE of the most interesting articles 
in the September issue was the one 
in which M. G. Scroggie gave a series 
of curves showing how the sensitivity 
of our ears to the higher frequencies 
of the audio spectrum falls off with 
advancing years. As I mentioned in 
these columns a few months ago, 
everything in life—including the cut- 
ting of a baby's teeth—are but steps 
along the road to senility, but I must 
say I was not a little shocked to learn 
how soon one’s high-note response is 
dulled. I was, however, sorry to see 
that the learned author failed to point 
out what a merciful protection this 


presbyotic phenomenon gives to old 
dodderers like myself against the 
strident screeching of sopranos. 

It reminded me that advantage was 
taken of this phenomenon by a well- 
known radio manufacturer who also 
wished to produce something unusual 
in wireless sets for the 1938 radio 
show. At that time similar curves 
to those given by Scroggie had been 
appearing in the medical press and 
this manufacturer therefore designed 
a set having what he called a “senile 
selector" knob which was calibrated 
in years. This knob controlled a 
series of high-note compensators and 
the idea was that the listener could 
turn the dial to the year correspond- 
ing to his age. I gave an account of 
it in the 10th February, 1938, issue. 

Unfortunately the makers had for- 
gotten that women form the bulk of 
the listening public. No woman will 
ever confess to being a day older than 
thirty until she is fifty. This meant 
that the people in the higher age 
groups fought shy of the set. 

The manufacturer consulted me 
about it, and I suggested calibrating 
the dial in milli-methuselahs as it 
would be more scientific and no 
woman would have the faintest idea 
that a millimethuselah was only 
another name for a year or, to be 
precise, 0.969 year. In fact, I doubt 
if many men will know this unless 
they look up the fifth chapter of 
Genesis. 

This set could, I feel, have been 
an outstanding success but the fol- 
lowing year was 1939 and you know 
what happened then. 


Echoes of 1942 


I SEE that it is now possible to buy 
insulated heating cable to wind 
around the water. pipes in the loft to 
stop them freezing up. Although 
this has not the remotest connection 
with radio the basic idea certainly 
had its origin in the brain of a very 
prominent person in the world of 
wireless, as I related in April, 1942. 

Many midget sets of that period 
used a resistive connecting cable 
instead of a built-in voltage-drop- 
ping resistor, and this radio V.I.P. 
installed several of these sets in his 
loft with their connecting cables 
wound around the pipes. The resul- 
tant racket of all these sets in full 
blast had to be heard to be believed. 

Acoustic peace on the pundit's 
premises was not secured until I had 
pointed out to him that he could 
achieve the same thermal effect 
without the cacophonic accompani- 
ment by chopping off the connecting 
leads and stringing them across the 
mains in a series-parallel network. 
As I explained to him, the exact 
details could be easily worked out 
from the data, that this type of cable 
had a resistance of 150 ohms per 
yard and a current-carrying capacity 
of 0.3 amp. It is strange how great 
minds like his so often overlook the 
most obvious facts. 
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MODEL 7 SO RANGE 


AVOMETER 


Fifty ranges... 
^g 7s T oe Mri : " ы ^M 


` 


in one instrument 
CT— 


Tux wide scope of this multi-range AC/DC 


measuring instrument, coupled with its unfailing reliability, simplicity of 


CURRENT VOLTAGE 

1тА D.C. only 50ту D.C. only use and high degree of accuracy, renders it invaluable wherever electrical 
у moon (00, © Oo 

5 ,, A.C. & D.C. equipment has to be maintained in constant, trouble-free operation. 


505 „ы б У л TS It provides 50 ranges of readings on a 5-inch 
100, „ >» бо hand calibrated scale fitted with ап anti- 
so 5 ЕЁ 1005, n » parallax mirror. Accuracy is within the limits 
ЙА „о о 200, „ ы laid down in Section 6 of B.S.S. 89/1954 for 
ER s i" MEN 5-inch scale industrial portable instruments. 


Range selection is effected by means of two 
electrically interlocked rotary switches. The 
ap resistance of the meter is 500,000 
. ohms. 


10 э” » LI 1,000 ^" LLI LLI 


RESISTANCE 
Eom u d. using internal 15 volt cell 


The instrument is self-contained, compact 
and portable, simple to operate, and is 
protected by an automatic cut-out against 
damage through inadvertent overload. 


1 Megohm using internal 9 volt battery 


10 Megohms | using external source of A.C. 
40 or D.C. voltage 


Power and Power Factor can be measured 
in A.C. circuits by means of an external 
accessory, the Universal AvoMeter Power 
Factor & Wattage Unit. 


CAPACITY 0:0!—20 mFds. 


List Price 


£19 : 10<. 


POWER AND DECIBELS 


Impedance Power Decibels 
кж ушШ. at D 
500 ohms 200mW | —25to+ 6 eight 63 Ibs. (Including leads) 
5,000 ohms 2% —15 го + 16 
50,000 ohms 200 mW —25to + 6 


=... you can depend orn. 


Various accessories are available for 
extending the wide range of measurements. 


illustrated Brochure available on request. 


бога Proprietors and Monufacturerss— 
THE AUTOMATIC COIL WINDER & ELECTRICAL EQUIPMENT CO., LTD. 


AYOCET HOUSE , 92-96 VAUXHALL BRIDGE ROAD ° LONDON * S.W.!. Telephone: ViCtoria 3404 (9 lines) EAD 
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Save design time and ү" with 


A READY-10- BUILD. IN 
POWER SUPPLY 


9 Long term reliability — no 
electrolytic capacitors. 


9 Stabilisation ratio better 
than 400 : І. 


/ 
HIGH PERFORMANCE 
AT LOW COST 


9 Low source impedance. 


9 Ripple less than 1 millivolt. 


The AS 517 is an electronically 
regulated H.T. power supply sub- 
unit, carefully designed and built 
as a component for inclusion in 
production or research equipments, 
wherever highly stable H.T. 
voltages are required. It has also 
a ready application in radio and 
television servicing, in educational 
establishments and wherever 
congested conditions make small 
dimensions essential. 


To provide maximum reliability 
even after long periods in store, 
the circuit design: dispenses with 
the .need for electrolytic filter 
capacitors. All the Н.Т. lines 
are isolated from earth and 
thereby either a positive or 
negative output with respect to 
earth is obtainable. If so desired, 
the units may be arranged in 
series or in opposition for special 
requirements. 


The circuit uses a grid controlled 
series valve system in the Н.Т. 
positive line, together with a neon 
reference tube, the deviations in 
output voltage being fed back via a 
high-gain D.C. amplifier to the grid 
of the control valve. The output 
power supply is of low source im- 
‘pedance, and carries a low ripple 
and noise level. A.C. outputs are 
provided on each unit for valve 
heater supplies. 


OTHER TYPES AVAILABLE 


AS 515 | 
200 milliamps output (250 ог 300V. output). 


SPECIFICATION 


О.С. OUTPUT VOLTAGE : 
+ 250 V or 300 V.* 


D.C. OUTPUT CURRENT : 
10-100 mA. 


A.C. OUTPUTS: 
6 


A.C. SOURCE IMPEDANCE : 
(40 c/s — 100 Kc/s). 
Less than 0.25 ohms. 
RIPPLE AND NOISE CONTENT : 
Less than 300, V. 

MAINS INPUT: 

200/250 V 40/60 c/s in 10 V steps. 
DIMENSIONS (OVERALL) : 

91" x 74" x 61" high app. 

(24 cms x 18 cms x 16 cms). 

. WEIGHT: 


AS 516 
50 milliamps output (250 or 300V. output). 


AS 615 | 
500 milliamps output (250 or 300V. output). _ 


ww 
<< 


4 
2. 


>> 


[ep 
6. GE 
63V IA 
D.C. SOURCE IMPEDANCE : 
Less than | ohm, 


STABILITY FACTOR: 
400 : I. 


‘Please quote output voltage required. 


SRS 156 
40 milliamps output (150 У, outputonly). 


AS 619 
200 milliamps output (150 to 180V. output.) 


204 Ibs. (9 Kgs). 


TEE SOLARTRON ELECTRONIG GROUP LPD. 


RELIABILITY — UNDER OUR Thames Ditton, Surrey 
12 MONTHS' GUARANTEE, COSTS Telephone : EMBerbrook 5522 
HAVE NEVER EXCEEDED 0.2% OF SALES Cables : Solartron, Thames Ditton 
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Easier setting-up Adjustment of electrostatic focus 
for absolute minimum of aberration can be made quickly 
and without special skill. 


Simpler E.H.T. The focus voltage swing required is 
only +200V about cathode—e.h.t. units need no longer be 
loaded with the current wasting potential dividers associated 9 IN. RADAR E 


with earlier electrostatic focus tubes. А L ) 9-1 0 


Lower cost No focus magnet or coil is required. 

Ordinary carbon track potentiometer across normal low- 

voltage supply is all that is needed to achieve fine focus. A L 21 1 0 
um 

Space saved Focus at ordinary h.t. potential means 

12 IN. RADA UBE 


that e.h.t. generators can be smaller, and bulky high 
voltage potential dividers eliminated. 


ABRIDGED DATA FOR BOTH TUBES 
Typical Operating Conditions 


Deflection: Magnetic -V, for 
cut-off 


Heater : 6.3V, 300mA (V) 


Focus : Electrostatic 


Phosphor: long persistence 


30 to 70 


Write to the address below for: full details of these -— . 
and other cathode ray tubes in the Mullard range. Mullard 
ыг 


MULLARD LTD., COMMUNICATIONS & INDUSTRIAL VALVE DEPT., MULLARD HOUSE, TORRIXGTLN PLACE, LONDON, W.C.1 
МУТ 187 
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Whether you are a radical and like to use modern methods of assembly or whether 
you are a conservative and prefer the tried and trusted methods, Dubilier can 
supply you with the capacitors you require. 

For example, Dubilier can supply you with electrolytic capacitors for television 
receivers made either for ear mounting* or clip mounting. In either case they are 
manufactured with the high ripple current sections required for this purpose. 
These capacitors are assembled and sealed in seamless drawn aluminium cans. 
*For fixing ear mounting types, only four slots are required in the chassis. The capacitor is 
dropped into these slots and a slight twist of the ears secures capacitor firmly. Alternatively, a 


bakelite mounting plate can be supplied for use in those cases where isolation of the capacitor 
can from chassis is required. 


Capacitance D.C. Wkg. МШЕ ткы Ripple Current 
(uF) Voltage | Dimensions nek 


100—200 275—275 4' x M^ 700—300 
280 3” x M 500 
280 | 2” x li 550 

350—280 3” x 17” 500—200 

280—280 3” x If” 450—200 
350—350 4 x2 700 


350—350 4" x 12” 500 

350—280 sxy 900—300 
350—280 “х1 . 700 

350—350 4 xd 500—200 
350—350 4” x LP 700—400 
350—350 4 x IP’ 550—200 
350—350 4" x Mi | 900—300 


DUJEJIUATEIE: 


DUBILIER CONDENSER CO. (1925) LTD., DUCON WORKS, VICTORIA ROAD, NORTH ACTON, W.3 
Telephone: ACOrn 2241 Telegrams : Hivoltcon Wesphone, London 


DVI6SA 
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—a simple, easily operated trouble-free device 
for depolarising the heads of tape 


recorders and players. 


% It ensures the maximum signal/noise ratio from any 
tape recorder. 


Ж Protects valuable recorded tapes from cumulative 
background noise and the gradual attenuation of the 
higher frequencies. 


* Is extremely simple to use without removing head 
screening cans. 


* Permits selective tape erasure during editing. 


The Wearite Defluxer is a “must” for all tape recorder 


hi-fidelity enthusiasts and for the professional recordist. 


Price: £2.10.0 | м. 
WRIGHT & WEAIRE LTD 


131 SLOANE STREET - LONDON · S.W.1 * Tel: SLOane 2214/5 & 1510 
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MULLARD DB/DG/DP {3-2 
(Cv 2191) 


MULLARD DGI6-22 
{СУ 2352) 


| СЕС Ё4103В4/Е4 
MULLARD 067.5 


(СУ 2175) е C } К 
MUMETAL SHIELDS 


f айо Ray Tales 


A Precision Cathode Ray Tubes demand perfect 
ts hy screening. Telcon’s high permeability low-loss 
magnetic alloy MUMETAL has proved in practice 


to be.many times more effective for this purpose 
~ 


| than any other material of equal thickness. 20th CENTURY 
J The Telcon Metals Division is pleased to русам". 


announce that іг has now in production а standard 
range of MUMETAL Shields for Cathode Ray 
Tubes of the more popular types made by 
leading manufacturers such as COSSOR, 


| EMITRON, G.E.C., MULLARD and E 
зоћ CENTURY ELECTRONICS 
LTD. Details and drawings are T 
GEC E4205/B/CJE|MI? * : 


available on request. Special 
Shields can be made 
to customer's 
specifications. 


(CY 275, СУ 964, СУ 1382) 


2th CENTURY 
S6AB (GSA) 


GEC Е4412/89/С9ЈЕЗ/МЭ/ 
(СУ 1587, СҮ 1529, СУ 1521) 


EMITRON 4ЕРІ 


\ 
b 
i 


THE TELEGRAPH CONSTRUCTION & MAINTENANCE COMPANY LTD 
HEAD OFFICE Mercury House, Theobalds Road, London WC1. Tel. Holborn 8711 
ENQUIRIES to Metals Division; Telcon Works. Manor Royal, Crawley, Sussex Tel. Crawley 1560 


20th CENTURY 06 Square serles VCRX425 
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Distortion Detected - 
Transmission Perfected 


The introduction of electronic techniques 
to the measurement and correction of 
telegraph distortion brings laboratory 
precision to the maintenance of modern 
line and radio telegraph circuits and all 
equipment, including teleprinters. The 
equipment described and illustrated on 
this page is representative of the contri- 
bution made by ATE to this field. 


T.D.M.S. 5A 
Sends an automatic test message, or characters, or 
reversals at any speed between 20-80 bauds with or 
without distortion. The CRO has a circular time base 
for distortion measurements on synchronous signals only, 
or relay adjustment. Weight 37 Ib. 


T.D.M.S. 6A 
For distortion measurements on working circuits without 
interrupting service. Each element of a start-stop signal 
appears separately on the spiral time base display. 
Adjustable speeds from 20-80 bauds. Weight 33 Ib. 
Higher speed versions can be supplied to order. 


REGENERATIVE REPEATER TRR.1 


is a start-stop, five unit code equipment, 
designed to correct distortion on long 
line or radio telegraph circuits. It 
covers the speed range 45, 50 or 75 
bauds, and accepts signals with 

up to 49% distortion. 


AUTOMATIC TELEPHONE & ELECTRIC CO. LTD. al) 


RADIO AND TRANSMISSION DIVISION, 
STROWGER HOUSE, ARUNDEL STREET, LONDON, W.C.2. 
TELEPHONE : TEMPLE BAR 9262. CABLEGRAMS : STROWGEREX LONDON. 


Virna > 


AT14601-BX107 
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switch to Superspeed J 


In buying solder for manufacturing purposes there is only one sound 
principle . . . buy the best. 

Otherwise you are risking the dependability of your products and the 
reputation of your firm. 


Incorporating Enthoven's | 
vi ~ , 
_ Raa 
qe abt 
Mote om Арева 


unique 6-channel stellate core, . ! 
SUPERSPEED is everywhere 


recognised as the most efficient 


Н-нин 


cored solder wire for general 


53: 


assembly work on radio, television, 
electronic and tele-communication 
equipment. But there is 

also an Enthoven solder product 
that is the best for every other 
engineering and manufacturing 
application. Please write today for 
the new edition of our brochure 


“Enthoven Solder Products” 


АН, 


—or consult us quite freely By relying on ENTHOVEN for all your soldering 


requirements you are banking on the best known name 


on your particular problems. . А 
in the industry —a name that represents nearly 150 years 


experience in non-ferrous metals and an incomparable 


record in research and development. 


ENTHOVEN s nne: 


ENTHOVEN SOLDERS LTD., 89 UPPER THAMES STREET, LONDON, E.C.4. MANsion House 4533 
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Announcing the NE 
VALVE VOLTMETER 


lle NEW Valve Voltmeter Type 217 is an improved version of the well- 
known Airmec Valve Voltmeter Type 712. An exceptional degree of 
stability has been obtained by the use of modern valves and improved 
probe mounting. An extended frequency response has also been obtained 
whilst all the desirable features of its predecessor have been retained. 


A.C. Volts: 0-150У in 5 ranges over the frequency range 20 c/s-200 Mc/s 
Balanced, unbalanced and differential. 


0-500V either positive or negative. 


D.C. Volts: 
100 ohms—!00 Megohms in six ranges. 


Resistance: 
@ IMMEDIATE DELIVERY 
“ann PRICE £55 
= a Baa 
- 


Full details of this or any other Airmec instru- ~ i 
ment will be forwarded gladly on request. -= — 
"m 
ы] æ dá 
~ 


AIRM EC tumiteo | 


HIGH WYCOMBE, BUCKINGHAMSHIRE, ENGLAND - 


Cobles 4. Airmec, High Wycombe ws 9 
= wu 


= ы 


Telephone : High Wycombe 2060, 


- 
m 
- 
0- 
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In city streets, at speed on 
the open road, or cross- 
country with the Army, 
transport communications 
must be completely 
dependable. As component 
manufacturers, we make 
an important contribution 
to that dependability. 


j The three MORGANITE 

| Potentiometers іНиѕёгаќеа аге 
all completely sealed against 

| moisture and dust. 


Type LH. 

1 watt. For special 
applications. 
Approved to RCL 
122. Can be 

| supplied with or 
without locating 
peg ring. 


n DE 
X deed © 
x 
Type BJ. 
1/10 watt. 
Ideal for all 
miniature 


applications. 
Type H. 


I3 watts. For higher 
wattage requirements. 


MORGANITE RESISTORS LIMITED 


Bede Trading Estate, Jarrow, County Durham, England. 
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NEWNES GREAT NEW REFERENCE WORK 


БАЗТЇНб D = \—_ aw || 


JA iw h a 


RADIO AND TELEVISION? 
ENGINEERS’ 


REFERENCE 


SAVES TIME * MONEY * EFFORT 


This brand-new work provides in compact form all the informa- 
tion required by ENGINEERS, TECHNICIANS, RADIO AMATEURS. To 
those engaged in design, maintenance, technical sales, operation 
and servicing of modern radio and TV transmitting and receiving 
equipment it is invaluable. 

This is the work you have always wanted—supplying in an 
instant the practical data and theory, the formule, calculations 
and technical information you need, and which is often not 
obtainable without recourse to numerous references. For the 
technician and executive-to-be, it is indispensable. 

This is a Newnes publication and worthy of your immediate 
attention. Claim your copy for Free Examination to-day. 


36 Specialist Contributors have Co-operated Including— 


S. W. Amos, B.Sc.(Hons.), A.M.LE.E. (B.B.C. Technical Instructions Section) 
E. S. Bacon, M.Sc.(Lond.), A.R.I.C. (Chief Supervisor Electrical Laboratories, 
Ever Ready Co. (G.B.) Ltd.). E. W. Berth-Jones, B.Sc.(Eng.) (Records Division, 
E.M.I. Lid.). Е. D. Bolt, B.Sc.(Eng.), М.І.Е.Е. (Head of Aerial Unit, Planning 
& Installation Dept., В.В.С.). Е. Н. Brittain (Acoustics Laboratory, G.E.C.), 
R. H. Burdick, A.C.G.I., A.M.I.E.E. and V. J. Cooper, B.Sc.(Eng.), A.C.G.I., 
M.LE.E., M.Brit.I.R.E., Assoc.I.R.E. (Marconis W.T. Co. Ltd.). L. Driscoll, 
B.Sc., А.МІЕ.Е., A.M.Brit.I.R.E. (Head of Radio Receiver Design Lab., 
Murphy Radio Іла.). W. Y. Flack, Assoc.I.E.E., Senior Member I.R.E., Fellow 
T.V. Soc.) (Chief Inspector & Chief Development Engineer, Telegraph Condenser 
Co. Ілі). P. Jones (Aerialite Ltd.). Н. A. McGhee, Grad.I.E.E. (Pye Lrd.). 
L. A. Moxon, B.Sc.(Eng.), A.M.LE.E. (Royal Naval Scientific Service), 
V. Valchera (Technical Director, Valradio Ltd.). A. H. B. Walker, B.Sc.(Eng.), 
D.I.C., А.С.С.1., M.LE.E. (Joint-Chief, Westinghouse Research Lab.). 


groAD 


Over 1,600 Pages 


See next page for 
details of Contents 


To: George Newnes, Ltd., 
66-69, Great Queen Street, London, W.C.2. 


Please send ma Newnes RADIO AND TELEVISION ENGINEERS’ REFERENCE BOOK 
without obligation to purchase. 1 will either return the work within eight days or I will 
send the first payment of 7s. 6d. eight days after delivery, and 105. monthly thereafter, 
until the sum of £3 175. 6d. has been paid. Cash price within eight days is £3 123, 


Yes, this essential reference work 
will be sent carriage paid for you 
to study in your own home, and 
without obligation. Seize this 
opportunity now ... it is greatly 
to your advantage to examine this || Adae p 
invaluable and up-to-the-minute Place X where it applies. 

CEU 07 н 7o SRN cine AMEN ООА Houe OWNER 


SEE OVERLEAF 
for method of folding this POST- 
PAID leaflet—Simply cut out this 


page, you will not spoil your 
WIRELESS WORLD 


Householder 


[e DID MESS M —— 


Living with parents 


Yoür Signatüre... cxx e eor. . PNE SEE axo оаа eos rea core XR VT танкан 


(Or your parent's signature if under 21) RTRB.2L 


Lodging address 
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Radio & Television Engineers’ „ЁЁ 
REFERENCE BOOK includes 


| 
INTACT, FOLD AND 
Formule & Calculations. Electron Optics. Materials. Studios & POST 
Equipment—planning, lighting, camera tubes, etc. Broadcasting Trans- 

mitters & Power Plant. Communication Transmitters—design, com- NO STAMP REQUIRED 
ponents, marine- ground to air- mobile, call signs, etc. Amateur Radio Equip- 
ment—licences, frequencies, H-F transmitter and receiver design, etc. R.F. 
Transmission Lines. Waveguides. Broadcasting Receivers—design, 
developments, V.H.F., etc. TV Receiver Design—frequency conversion, 
channel selection, colour TV, etc. Commercial H.F. Links. Broad-Band 
Radio Systems. Navigation & Radar. Aero Equipment. Industrial 
TV. Aerials—fundamentals, vertical rod- inverted L- loop- aerials, V.H.F.— 
band III—car aerials, fringe equipment, etc. Transistors. Crystal Diodes. 
Resistors. Capacitors. Inductors & Transformers. Microphones. 
Loudspeakers. Interference—causes, etc. Recording. Gramophone 
Mechanisms, Batteries & Conversion Equipment—dry, storage, charg- 


ing, vibrators, etc. Measuring & Test Equipment. Radio & TV Installa- Suo 

tion & Servicing—equipment, alignment, precautions, fault-finding, etc. © = z 
Projection TV—tubes, adjustment, theatre, etc. Quartz Oscillators & zur 
Frequency Allocations. Units & Symbols, etc., etc. = e 
€————————————MÓ————— I Ыы КОШ ERE 
Here(B) жЕ а 

across leaflet. 2 9 9 


OVER 
pages crammed with information to NO COST! 
meet your everyday needs. 

NO OBLIGATION ! 
main sections, written and compiled by SENT CARRIAGE 
leading authorities. PAID FOR YOU 

TO STUDY AT 
diagrams, tables, standard formule, LEISURE IN YOUR 

1.860 calculations, measurements, etc. OWN HOME 
. е . Newnes RADIO & TELEVISION 
cross-referenced index entries enabling ENGINEERS' REFERENCE 
wanted information to be found in an BOOK is the ideal CHRISTMAS 
УЛГУУ GIFT for self or friend, 


DONT MISS THIS GREA T OPPORTUNITY 
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GRADE INSTRUMENTS 


Left: B.P.L. Trans. Ranger. A 
ortable Test Set with D.C. 
Jr men Amplifier—1 megohm/ 
voit. 


Right: Pulse Height Valve Volt- 
meter. 0-100 volts in 3 ranges. 
Model PV 812. 


21in. scale moving coil D.C. 3lin, scale moving coil. ** Pulscale ? meter 4in. dia. High torque moving coil 
meter, square flush mount- Centre zero meter. Round scale moving coil having portable meter. Precision 
ing. Type S.25. flush mounting. Type S.35. zn) arc with a 9in. scale grade to BS.89, 

en 


Multi-purpose test set for simul- E Universal multi-range test set for Ж Ohmmeter for the rapid and direct 
taneous measurement of current ү electrical and radio engineers. measurement of very low values of 
and voltage. Ё resistance. Model RM.155. 


Left: 

Audio and Supersonic Frequency 
Signal Generator covering a wide 
range of both frequency and voltage. 
Model LO.63G. 


Right: 

Electronic Frequency Meter pro- 
viding direct measurement of 
frequency whilst being substanti- 
ally independent of applied voltage 
and wave form. Model FM.406A. 


ве 
d rte, 


BRITISH PHYSIQAB LABORATORIES 


Radlett, HERTS Ё Tel: RADLETT 5674-5-6 
London Stock-sts: М. R. SUPPLIES. 68 NEW OXFORD STREET W.C.1 


dmBP48 
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PHOTO-ELECTRIC 


Cinema-Television Limited have been designing and 
manufacturing photo-electric cells for over a quarter 
of a century as a result of which they can now 

offer a service and ‘know-how’ second to none. 


With over 80 different types of photo-cell In the 
current manufactured range there is a type suitable 


for practically every ` n application and an 


equivalent for almas cell manufactured in 


the world. 


We sha particular 
cial cells where 
on request. 
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TELEVISION LTD 


А COMPANY WITHIN 


WORSLEY BRIDGE ROAD 


QRGANISATION LIMITED 


S.E.26 


HITHER GREEN 4600 
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ELECTRO-ACOUSTICS 


in 


BOND STREET W.1. 


whats 


this? 


Is 
: 


à 10* 
freq 6з)? 81028 


PHILIPS NOVOSONIC I5 watt AMPLIFIER 
FREQUENCY RESPONSE CURVE 


ө е . L в 
it’s and on view at our luxurious 


new BOND STREET SALON 


Now you can hear the best of Audio-Acoustical 
equipment in conditions comparable with those 
at home . . . study the performance of the pro- 
ducts of leading makers . . . obtain expert guidance 
on technical matters, including, if required, the 
installation of equipment in your own home by 
our specialist engineers. 


d 33 NEW BOND STREET 
y S LONDON, W.1 


TO BOYD LTD., 33 NEW BOND ST., LONDON, W.1 


Please send me details of Hi-Fi equipment 
NAME 
ADDRESS шынаа eR — M— € 


TTE * m .-ВО 158 


| It 15 understood that this places me under no putem to buy. J 


15 


16 WIRELESS WORLD DECEMBER, 1956 


‘LONG-DISTANCE Н.Е. TELEGRAPH SYSTEMS: High Frequency systems 
form a major part of world-wide radio telegraph communication services. 
Marconi’s have recently designed new equipment for such systems incorporating 
the latest electronic developments to save time and labour, reduce operating 
costs and eliminate faults. The company is unique in the resourcefulness and 
skill it can bring to the complete engineering of a system from the surveying 
stage onwards to the maintenance after it has been installed, and the training of 
the staff to operate it at maximum efficiency. 
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COMPLETE COMMUNICATION 
SYSTEMS — all the world over 


MARCONIP’S & A.T.E. Co-operation between Marconi’s and Automatic Telephone and 
Electric Co. Ltd., now brings together an unrivalled wealth of knowledge and experience for 
the benefit of all whose work lies in the field of telecommunications. 


The Lifeline of Communication is in experienced hands 


MARCONI 


Complete Communication Systems 


MARCONI’S WIRELESS TELEGRAPH COMPANY LIMITED, CHELMSFORD, ESSEX 


M MÀ ——À—— 
[= 
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for precise control of superior electronic equipment 


— moulded track potentiometers by | Plessey 


COMPACT 
The physical confines and electrical parameters of modern electronic equipment makes unprecedented demands 
On the component manufacturer. His product must almost invariably be smaller than its predecessor and 
more efficient and durable. These potentiometers provide an outstanding example of what-can be achieved 
to meet the present requirement. 


ACCURATE 
Moulded track potentiometers by Plessey possess a high standard of stability within a wide range of Operational 
temperatures and can be stored for extended periods without deterioration. They can be manufactured to 
conform, within strictly specified limits, to a designed pattern of values at various positions on the track. 


DURABLE 

The outstanding reliability of these potentiometers is a tribute to the Plessey Research 
and Development engineers whose efforts to meet the stringent Services requirements and 
the critical demands of the Commercial market have resulted in products of superior 
design and function. 


Miniature Type M H 2 


A high quality potentiometer for commercial laboratory and Services application. Services 
Specification RCS122. The standard version is fitted with spindle and panel humidity seals. 


GENERAL SPECIFICATION 


Rating о атЬейг0?С шусыз +з... ЕЕ: 4 watt 
ilemperatureiGat Д. 40/70°С 
Humidity Class ............. A, ии... ME. MR H2 

Minimum Resistance ................. ЕСУ eese De «e case se Ера unde s - 50 ohms max. 
Overall Diameter -c gE see. ss ot oppeto eese erint sens e ERR в 23/32 In. 
Overall depth of control from mounting face, including tags ...... Zin 


Sub Miniature Type G 


Type Approved to Certificate No. 974 Issue 1, Ref. TA 1373, this pre-set, open-type control 
is of particular interest to industrial communication and Service equipment manufacturers. 


GENERAL SPECIFICATION 


Rangelilriearz-: 200/409... ЖЕ... oae co dune enne asia oa, ЖЩ: .1,000 ohms to 2 megohms 
Rating апбепг705©/.......ШШШаШЕ......................„. TM Watt totalitrack rating 
Minimum resistance. =... oe i a ea ИС -50 ohms max. 


Spindle and Panel Sealed Type E H 2 


For military and para-military applications, this control is particularly resistant to 
conditions of extreme humidity. 
Type Approved to Certificate No. 906, Issue 2, Ref. TA1230. 


GENERAL SPECIFICATON 


Racing: ambiental OOS: coo жеши... tton reete te ene norte ава | watt 
їйїелїрегас ще Саб ЖЖ... rossi aures ган. ME oe. wn И 40/100°С 
Moltar eN Caon eu. femme Жш... eerte nece ESI 500V 
Ноа УАЗ. наанаа ys a дуза H2 

ПИТИР Е SISTANCE аон hee eene cote eee eet reet eec 50 ohms max. 
СОг Гаа ИОАН ЕЮ. 1-5/32 In. 
Overall depth of control from mounting face ........................... 21/32 in, 


THE PLESSEY COMPANY LIMITED - KEMBREY STREET * SWINDON . WILTS 


9 psi 
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Introducing the Dual-throated Port principle 


TANNOY’ 


The loudspeaker enclosures in this new 
range are designed to take full advantage of 
the outstanding performance of Tannoy 
Dual Concentric Loudspeaker Units. For the 
first time the dual-throated port principle is 
employed, marking a notable advance 

on the more orthodox type of reflex cabinet. 
Both corner and side wall models make 
optimum use of the additional acoustic 
loading offered by walls and floor. 

Styling is modern but restrained and a wide 
range of carefully chosen veneers is available 
to blend with any furnishing scheme: Cabinets 
are hand-polished and fitted with tygan 
plastic fabric coverings—acoustically superior 
to cloth or metal, and easily cleaned 


with a damp sponge. 


CANTERBURY 
Height 3’-1”, width 2'-1", front to rear corner 1'-5" 


WIRELESS WORLD 


HIGH FIDELITY 
DOMESTIC LOUDSPEAKERS 
TANNOY PRODUCTS LIMITED. Practitioners in Sound 


West Norwood · London - 5.Е.27 - Gipsy Hill 1131 


LANDSDOWN 
Height 2'-8", width 3'-0", depth 1'-5" 


Height 3’-94”, width 2'-8", front (o rear corner 1'-104" 
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mem URDO һер RANGE connectors 


FOR BACK RACK MOUNTING 


NOW AVAILABLE 


8 way 
16 way 
24 way 


32 way 


24 WAY CONNECTOR 
GOLD PLATED CONTACTS 
POSITIVE POLARISATION e CONTACT RESISTANCE — LESS 


e WORKING VOLTAGE — 750V D.C 


THAN :005 OHM 


SELF ALIGNING 
CURRENT RATING — 5 AMPS 
EXCEPTIONALLY LOW Ж ufo 
MOULDINGS — RED NYLON LOADED P.F 
INSERTION AND FLOATING BUSHES ON SOCKET 
WITHDRAWAL FORCE MOUNTING PLATES ASSIST 


SELF ALIGNMENT 


SEND FOR FULL TECHNICAL INFORMATION TO 


THE McMURDO INSTRUMENT CO. LTD., ASHTEAD, SURREY 
Telephone ASHTEAD 3401 JSP/RRC 2 
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r 3 


liri i 
positively bang-on 


Have you heard this new Hi-Fi 
in operation yet, old man? 
Absolutely wizard! 

Wouldn't have believed it if | hadn't 
heard it for myself over at Imhofs. 
You've got to hand it to these boffins, you know. 
Bit different from the old gramophone. 

You ought to call.in some time or dash off 
a memo to them for their illustrated catalogue. 


ALFRED IMHOF LIMITED 
112-116 NEW OXFORD STREET, LONDON, W.C.1 
MUSEUM 7878 (20 LINES) 
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RADIO 
EXPORT 


1900 types of both receiving and transmitting tubes in stock. 


In addition, a comprehensive range of crystals and some types of 
transistors and trustworthy tubes are available. 

Our new price list comes into force in December, giving even more 
competitive prices than hitherto and will incorporate a wider 


range of tubes. 


If you are not already on our mailing list, ask for the new 
price and stock lists. 


Your specific enquiries for special types to C.V., JAN and MIL 
specifications are invited. 


Our organisation is A.R.B. approved. 


HALL ELECTRIC LTD 
HALTRON HOUSE, 49-55 LISSON GROVE, feci > 


| LONDON N.W. 


Tel- Ambassador 1041 (5 lines) Cables: Hallectric) London 
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High Slope 
Beam Tetrode 


% 


ТҮРЕ: 5А/170К 


Heater Voltage: 6.3 v 
Nominal Current: 0.3 A 
Mutual Conductance : 16.5 тА/у 
Input Capacitance: 7.90.6 pF 
Output Capacitance : 2.9.-0.4 pF 
Max. Direct Anode Voltage : 210 У 
Max. Direct Anode Dissipation: 3.3 wW 
Max. Direct Screen Voltage: 175 v 
Max. Direct Screen Dissipation: 0.9 w 


Max. Direct Cathode Current: 


The 5A/170K. is a beam power tetrode of small physical size developed to meet the demand for a 
wide-band amplifier valve operating at high frequencies. . With a very high figure of merit and almost 
twice the gain/bandwidth product of conventional high gain pentodes, the 5A/170K is designed for 
use in any application where a wide-band amplifier is required e.g. radio links, carrier telephony, etc. 
.It is economical on heater power and possesses a remarkably low equivalent noise resistance which is 
improved even further when the valve is triode connected, 

To ensure good electrical contact under all conditions the valve pins are gold plated, and both the 
design and rigid control of manufacturing processes combine to make a very high quality valve with 
a long and trouble-free life. : 


Standard Telephones ond С ables Limited 


VALVE AND TRANSISTOR SALES DEPARTMENT 
CONNAUGHT HOUSE 5 63 ALDWYCH : LONDON ‘W.C.2. 
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Matter . 


The RCA New Orthophonic High Fidelity Pick-ups are built around an entirely new 8-pole 
balanced variable reluctance cartridge. 
A special feature of the design, which represents a completely new departure in gramophone disc 
reproduction, is the change-over mechanism. The single cantilever construction of the dual stylus model, 
completely eliminates the mechanical resonance previously experienced with normal type turnover 
Pick-ups. The dual styli are both mounted on the one cantilever and the change-over from one stylus 
to the other is effected by a positive toggle action. 


RCA Pick-ups are available with single or dual stylus cartridges with 
diamonds and sapphires, and a choice of two arm lengths. The long arm 
models will track records up to 16” in diameter, and the normal length 
arm tracks any record up to 12" diameter. The Pick-ups will fully load any 
normal High Fidelity amplifier without the use of a step-up transformer. 
A tracking pressure selector is built-in on all models, with an adjustable 
pedestal to suit any height of turntable. 

\\ mm | 

ш | 


F/M TUNER TRANSCRIPTION DECK PRE-AMPLIFIER MAIN AMPLIFIER LOUDSPEAKER 


© New Orthophonsc MighJudelity 


RCA GREAT BRITAIN LTD. (DEPT. HFL) LINCOLN WAY, WINDMILL ROAD, SUNBURY-ON-THAMES, MIDDLESEX. TEL: SUNBURY-ON-THAMES 3101 
(An Associate Company of Radio Corporation of America) 
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PHYSICAL PROPERTIES A 


Thickness: base : .37 microns (0.037 mm) ` 
iron oxide coating : 15 microns (0.015 mm) 
total thickness : 52 microns (0.052 mm) 
Tensile strength: at least 2 Kilograms. ч; 
Elastic Elongation: less than MAGNETIZATION CURVE 
14% after one minute by а 
strain of 1 Kilogram. 
Yield point: 1.3 Kilograms. 
Grain size of Iron Oxide: less 
than 1 micron (0.001 mm). 
Adhesion of coating to base: 
а special manufacturing tech- 
nique ensures tremendous 
adhesive strength between 
the base and the oxide coating. 


MAGNETIC PROPERTIES 


Li 
Coercivity: 270-280 oersted. Вептапепсе: 750-770 gauss. 
Saturation: Field Strength: 800 oersted. 
Induction : 1050 gauss. 


ELECTRO-ACOUSTICAL PROPERTIES 


Sensitivity: In the range of normally used 
frequencies and at normal level (15 db below 
full modulation) the sensitivity variation from 
roll to roll, even with different batch numbers 
is less than 2 db. This allows recordings to be 
made on rolls manufactured at different times. 
Distortion: On a signal of 1000 cycles at normal 
level (15 db below full modulation) total har- 
monic distortion is 1%. 

Signal to Noise Ratio: greater than —65 db for 
a 2% harmonic distortion at 1000 cycles. 
Modulation Noise: —60 db at a level determined 
by u total harmonic distortion of 2% for 1000 


58 


8883 


300 
200 
10 


П 


ШШШ ШШ! ШШ ШШШ ШШ ШШШ ШШШ ШШ ШШШ f 


FREQUENCY _oycles. 

CHARACTER- Uniformity: About 0.5 db for a signal of 1000 
ISTIC = cycles at a level causing 2% harmonic distortion. 
CURVE Erasing: After erasing a signal of 1000 cycles 


recorded at such a level as to give 4% harmonic 
distortion, the remaining signal will be at 
—70 db to this level. 


Echo Effect: Imporceptible. 


PRICES 
600 ft. spool: 21/- 1200 ft. spool: 35/- 
Other sizes and packings = | 
VAERT! 
—c—— — — 


12000 cycles for a tape speed of 74” per second. 
16000 cycles for a tape speed of 15” per second. 


: 
3 
| 
E 
1 


to special order. = 
(GI 
GEVAERT LIMITED • ACTON LANE : HARLESDEN · N.W.10 » ELGAR 6755 


гу SS Aa" 
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A NEW INSTRUMENT IN THE COMPREHENSIVE ADVANCE RANGE 


Z 
2 
F 
2 1 Meis 
7 els 
G 
`5. to 
^ 250 Моз 
k ill in multiples of 


5 Mcys orl Mcys 


AWA 


a crystal calibrator... 


‚ Advance 


This Advance instrument brings to existing signal 
generators that higher degree of accuracy vital for 
today’s V.H.F. Radio and Television Servicing. It 


permits the setting of a signal source to within 
id extremely close limits. 


Both visual and aural 
indi З : 
» odii de M For a modest outlay—quickly recovered in 
speedier servicing—you can modernise your 
equipment to tackle all today’s, and tomorrow’s, 
V.H.F. problems. 


Full technical details are given in leaflet No. W40 
gladly sent on request. 


ADVANCE COMPONENTS LIMITED, ROEBUCK ROAD, HAINAULT, ILFORD, ESSEX 
Telephone : Hainault 4444 
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Every gramophone pick-up has a head. It may even 
have two—one for Standard Records and one for 
L.P. And if your record player is more than a year or 
two old it is more than likely that you are not getting 


the reproduction (or the record life) that you could do. 


perhaps you 


this one small component with an ACOS Hi-g Head 


All on account of the 


pick-up head. Replacing 


will make all the difference in the world. We cannot 


need your head °°" 


it. Thousands of critical 
listeners have already proved the point for themselves. 


There is a whole range of Hi-g Replacement Heads and 


examined 2 


pick-up arms by Garrard, Collaro, B.S.R. and other 


cartridges that just plug 


in or screw in to existing 


famous manufacturers. Or you can buy complete Hi-g 
Pick-ups and Arms. If you are considering new record 
playing equipment altogether make sure that it 


incorporates an ACOS Hi-g Head (or Heads). 


FREE The subject of Hi-g cannot be adequately 
explained in an advertisement, so we have produced an 
interesting booklet — * The ABC of Hi-g." May we 
send you a copy ? 


а очы, 


J 


COSMOCORD LIMITED 


CRYSTAL PICK-UPS 


ACOS devices are protected by patents, patent applications and registered designs in Great Britain and abroad 


ү ELEANOR CROSS RD., WALTHAM CROSS, HERTS. 
ay Telephone: Waltham Cross 5206 


28 WIRELESS WORLD DECEMBER, 1956 


B B | 
Protection| against damage 


и B | 
бозы IMPACT and VIBRATION 


0:12 


"BARRYMOUNT ” Cup-type 
isolators are designed primarily 
to absorb high-impact shocks 
with concurrent isolation of 
frequencies above 40 c.p.s. and 


0:10 


general sound isolation. Utilisation 


of rubber in compression with 
substantially equal stiffness in 
all directions provides a smooth 
load-deflection curve. 

Load ratings indicated for Mobile 
Applications {including shipboard 
installations} are such as to 
ensure a vertical natural 
frequency between 25 and 
35 с.р.5. The design and 
assembly of the metal parts 
are such that they are self- 
captivating for maximum 


AMPLITUDE 


* MOBILE electronic and 
electrical equipment. 


ж MILITARY and GUIDED 
MISSILE instrumentation. 


ж SHIPBORNE sensitive equipment. 


% PROVIDING the optimum 
combination of impact isolation, 

N vibration isolation, noise reduction, 
Em oe 9 stability for the mounted unit. 


security. Samples are availiable $ 


0:06 


immediately ex stock. 


0:04 


а PARRY CONTROLS INC OF US 


р 79 SIR Em: 


0 10 20 30 40 50 60 


FREQUENCY CPS. с. 
Write for technical buletins: 
CEMENTATION (MUFFELITE) LTD., 20 Albert Embankment, London, S.E.11. те.: RELiance 6556 
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a complete range of 
transistors 


—for the radio 


INTRODUCING 
the New Metal Clad 


? А 

апа electronics “Top Hat” TRANSISTORS 2% 
wea 

ж Hermetically sealed, welded metal-to-metal $ “д 

. container insures against moisture penetra- БУ; 

In d u st ry 65 even in high humidity at high ambient ee 

emperatures. WA 

* Revolutionary new all-metal construction E^ я 
gives far greater heat dissipation. D f 


* А complete range of basic samples with 
mean average characteristics are available, ET 
including matched pairs for push-pull output, ; 
for Design Engineers in the radio and 
electronics industry. 


TYPE APPLICATION 
XA101 I.F. Amplifier 
XA102 Frequency Changer/Oscillator 
(cut-off frequency 7 Mc/s) 
XB102 Intermediate L.F. Stage 
XB103 Intermediate L.F. Stage 


Send for range of Basic Samples and ХС100 Series Output Stage, including matched А 
Technical Data. pairs for push-pull d 
MAZ = 


RADIO DIVISION 
THE EDISON SWAN ELECTRIC CO. LTD., 155 CHARING CROSS ROAD, LONDON, W.C.2 
Telephone: Gerrard 8660 Member of the A.E.I. Group of Companies Telegrams: Ediswan, Westcent, London 
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INSTRUMENTS 


X-BAND OSCILLATOR 
TYPE S.381 


Avariablefrequency oscillatorfortherange 
3.0 to 3.55 cms. using a CV.2346 Klystron 
іп а co-axial cavity. The output remains 
constant within 4- 2 db over the whole 
frequency range and the power will be 
‘between 15 and 35 mW according to the 
valve employed. Frequency stability 2 in 
10* and calibration 3 in 10*. 


Price £150 net ex works ( valve extra). 


R.F. BRIDGE —TYPE В.60! 
15 Kc/s TO 5 Mc/s 


A highly accurate transformerratio arm bridge 
for the measurement of capacitance, resistance 
and inductance within the range 0.01 pF to 
0.02 pF, 109 to 10M Q and 0.5 uH to 50 mH. 
It can be used to measure complex imped- 
ances, balanced or unbalanced, or between 
any pair of terminals in delta formation. 


Еи Price £125 net ex works. 


D.C. DECADE 
POTENTIOMETER — TYPE K.112 


Five decades of Minalpha wire resistors 
arranged in potentiometer form to give 
ratios between 0 and 1 in steps of .00001. For 
ratios between 0.1 and 1, the accuracy is 
better than .01%. Total resistance 100,000 
ohms—applied input voltage 300V maximum. 
The assembly is specially aged for long- 
term stability. 


Price £225 net ex works. 


FOR FURTHER DETAILS WRITE OR TELEPHONE 
THE WAYNE KERR LABORATORIES LIMITED · NEW MALDEN : SURREY : MALDEN 2202 
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“Why don’t dealers stock and recommend our 


Amplifiers and Tuners, etc?" 


ANSWER 


“Because they cannot afford to, as we give their 


discount to YOU (the public).”’ 


This direct trading explains why our products, though in the 
top class, are so much cheaper than our competitors. 


What we are and what we do. 


Firstly we are quite large manufacturers af Audio Amplifiers, 
Radio Feeder Units, Portable Record Players, Speaker and 
Amplifier Cabinets and custom built Complete High Fidelity 
Radio and Record Reproducers. 


Secondly we are Retailers of Gramophone Units, Autochangers, 
Speakers, Tape Recorders, etc., etc. 

We recommend only that which we know to be of good per- 
formance and of sound construction. We are not in the group 
of traders who sell job lines at apparently low prices because 
they are obsolete or faulty. On the other d our finances are 
such that we do not have te sell you an expensive article if we 
know that a less expensive unit will do your job perfectly. р 

If any reader should have his mind set on a high-priced amplifier 


of another make and would like to save money if possible, we 
should like to make the following clear-cut offer: If he buys one 
of our “ Symphony " Model Amplifiers (Standard or Studio 
version) and is not entirely satisfied with it he may return it for 
full credit against any other amplifier or tuner on the market. 
It should be emphasised at this stage that we can supply any 
Amplifier, Radio Tuner, etc., advertised. 

Our chief Engineer, who is operating a Technical Guidance 
Service, is available daily including Saturdays from 10 a.m. to 
6 p.m. or will deal with enquiries by return of post. 

Our new illustrated Catalogue and supplement will be a great 
boon to those desiring quality equipment for modest expenditure. 
Send two 24d stamps for your сору now. It may well save 
you pounds! All our equipment is on demonstration at our 
showroom in conjunction with a variety of Pickups, Speakers, 
etc. If you can possibly call we shall be pleased to see and help 
you. 


The New No. | "SYMPHONY" AMPLIFIER 
MARK 111 is a 3-channel 5-watt Gram/Radio Amplifier 
with astonishingly flexible tone control. You can lift the 
treble, the bass, or—and here is the unique feature— 
the middle frequencies to suit your own ear characteristics 
and the record or radio programme being heard. It is 
thus possible to arrange the frequency-response of the 
amplifier to a curve equal and opposite to the resultant 
curve of the other items in the chain so that what finally 
registers in the brain is as per original. This flexibility of 
control is even more important than the nominal linear 
response of the amplifier, as the pickup speaker, etc., are 
not linear. Independent Scratch-Cut is also fitted and 
special negative feedback circuit employed. The Amplifier 
can accommodate a wide variety of records frons old 78s 
to new L.P.s, and there is full provision for Radio Tuner, 
Tape take-off and Playback. It is available to match 2/3 
or 15 ohms speakers. Price 12 gns. (carriage 7/6). Fitted 
in portable Steel Cabinet, 2 gns. extra. 


Thu New No. 2 “SYMPHONY” AMPLIFIER 
MARK 111, as No. | but with 10-wact Push-Pull triode 
output and triodes throughout. Woden mains and output 
transformers and choke. Output tapped 3, 7.5 and 15 
ohms, Provision for Tuner and Tape. Competes with 
the most expensive amplifiers on the market yet costs 
only 16 gns. (carriage 7/6). Fitted in portable Stee! 
Cabinet 2 gns., extra. 


“SYMPHONY " AMPLIFIERS WITH REMOTE 


CONTROL 


Remote Contro! Pane! 


Both the above model Amplifiers are available wich all 
controls on a separate Control Panel with up to 4ft. 
flexible cable which simply plugs into the amplifier. 
Enables the Amplifier proper to be sat in the bottom of a 
cabinet whilst the controls are mounted conveniently 
higher up. Extra cost 2 gns. 


No. | “SYMPHONY " F.M. TUNER. High grade 
Instrument with extremely silent background. Based on thc 


latest type of 
permeability- 
tuned oil 


Assembly о 
advanced design 
housed in anti- 
radiation 


shroud giving 
extreme sensiti- 
vity and high 
music/noise ratio 
Suitable for 
amplifiers in the 
highest fidelity 
class. £15/8/-. 
Power Pack 
#3/7/6. Magic 


eye £l extra ií 
required. 


No. 2 "SYMPHONY " AM/FM TUNER 
Combining 
ali the 
specifica- 
tions of 
the Long, 
Medium and 
Short wave 
Superhet 
AM Tuner 
and our No. 
| FM Tuner. 
Separate 


one chassis. 
26 gns. 


N.R.S. EMPRESS FM/VHF TUNER/ADAPTOR 
Fine little job, will plug into any radio or amplifier 
and add F.M. £13/15/-. Magic eye assembly £l extra if re- 
quired. Ditto mounted in beautiful dark walnut cabinet 
complete with magic eye 16} gns. Carriage 7/6. 


“SYMPHONY '' AM/FM RADIOGRAM CHASSIS. 
Very high grade  radiogram 
chassis combining Long 
Medium and Short and 
V.H.F.bands. 
Large en- 
graved dial. 
Push/pull 
output for 
high quality. 
Complete 
with 10in. 
Goodmans 
speaker 
26 gns. 
Carriage 
and pack- 
ing 7/6. 


RECOMMENDED GRAMOPHONE UNITS 
All current Collaro Units in stock for immediate delivery. 


GARRARD TA & TB 3/SPEED UNIT...... 
New model RC88 AUTOCHANGER...... 
RC98 with variable speed 
Varlety of Pickup cartridges available in Garrard shell to 
fit TA, RC88 and RC98. Leaflets on Collaro and Garrard 
Gram. Units on request. 


LENCO GL50, 4-speed continuously variable from above 
78 r.p.m. to below l6 r.p m. Special Autostop. Price 
with Studio “O” or “P” head or Goldring variable 
reluctance head, £21/17/10. 


LENCO GLS55, as above but without pickup and auto- 
stop but fitted with Special Device for Groove Location 
and knob which completely disengages drive-wheel. 
Suicable for use with any pickup, especially transcription 
types and B.J}. Arm. Price £17/10/4. !mmediate delivery 
guaranteed. 


NORTHERN RADIO SERVICES 


11, KINGS COLLEGE ROAD, ADELAIDE ROAD, 
LONDON, М W.3. Phone: PRimrose 3314 


Tubes: Swiss Cottage and Chalk Farm Buses: 2, 13, 31, 113 and 187 


LENCO GL56, as GL55 but 
with Studio or Goldring 500 
pickup, £23/7/-. 

“SYMPHONY” RJ EN- 
CLOSURE. in polished walnut 
24in. x Ilin x UOin., £9. 
Super 8CSAL Speaker to suit, 
7 gns. Real hi-fi in small space. 


"SYMPHONY" BASS 
REFLEX CABINET KITS. 
30in. high, consist of fully-cut 
din. thick, heavy, inert, non- 
resonant, patent acoustic board, 
deflector plate, felt, all «crews, 


etc, and full instructions. Bin. 
speaker model,  85/.. 101 
speaker model, 97/6. 12i 


speaker model, £5/7/6. Carriage 
7/6. Ready built, 15/- extra, 

As above but fully finished in 
figured walnut veneer with 
-beautiful moulding and speaker 
grille, lOin., E11, I2in., £11/10/-. 
Other veneers to order. 


GOODMANS"'"VISCOUNT" 
ENCLOSURES 
Walnut or mahogany, complete 
with Acoustical Resistance Unit, 
19 gns. or less A.R.U., 164 gns. 


CONSOLE AMPLIFIER 
CABINETS, 33in. high, lift- 
up lid with piano hinge, take 


Tape Deck, Gram Unit or 
Autochanger, Amplifier, Pre- 
Amplifier, and Radio Feeder 


Unit, finished medium walnut 
veneer. De luxe version, price 
12 gms. Oak or mahogany 
veneers and special finishes to 
order. Carriage according to 
area. We will quote by return. 


LATEST TAPE RECORDERS 
AND DECKS now available 
on special credit sale terms. 
Details on request. 


SITUATIONS 
VACANT 


for proposed future ex- 

pansion we invite appli- 

cations for the fellowing 

capacities :— 

Wirers of Amplifiers 
and Tuners. 


Testers of Amplifiers 
and Tuners. 


Youths to train for 
above. 


Clerk/Typists (Male or 
Female). 
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AUDIO PERFECTION 


| THE GARRARD MODEL 301 TRANSCRIPTION MOTOR 


The Garrard Model 301 Transcription Motor is recognised as supreme in 
its class. With its introduction a hitherto unattainable standard in the 
—  — manufacture of High Fidelity Gramophone Components has been reached. 
Features that the enthusiast will appreciate are the suppression of switch 
clicks, the extra heavy balanced rurntable and the very fine degrees of speed 
control available... multi-speeds can be adjusted by approximately 24%. 
Wow and Flutter have been reduced to the minimum, being less than 
0.2% and less than 0.05% respectively. The unit is equipped for dual 
voltage ranges of 100 to 130 and 200 to 250 volts, 50 or 60 cycles according 
to the motor pulley fitted. 
The Model 301 is finished in high quality grey tone enamel, is fully 
tropicalised and is supplied complete with a plastic stroboscope, a tube of 
PV special grease, all fixing screws, washers, template and instruction manual. 


х р A .... see your Dealer now. 
it КК р > THE GARRARD ENGINEERING 
WU AND MANUFACTURING CO, LTD. 


Swindon, Wilts, England 
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LONDON’S 

PERMANENT EXH.BITION  _ Mein 
OF MODERN г ДИЕ) 
AUDIO-ELECTRONIC | же 
EQUIPMENT 


Versatile, Efficient, Dependable 


Ж TAPE EQUIPMENT 


Simon Tape Recorder S.P.2 .................. £78 15 9 
T p 
[БетгергарЬ Mode 2AN _.................. £79 16 0 
T. R. MASTER-LIN K Ferrograph Model 2A NH ....... eins wane BUE LING uU 
an” Vortexion with Wearite 2A Deck ............ £84 0 0 
ys = Vortexion with Wearite 2B Deck ............ £99 0 0 
2 Wearite Deck 2NA ................ EO £35 0 0 
Collaro Deck, latest model ................ £20 0 0 
ГОО ааа. £23 2 0 
Lustraphone ** Lustrette " Microphone ...... £3 7 6 
Reslo Ribbon Microphone .......... КЖЕ: £8 15 0 
Film Industries Ribbon Microphone ......... £8 15 0 
БОМ. “Тер аре НОО. ere £210 0 
Tapes by leading Makers; Reels, accessories, etc. 
* AMPLIFIERS 
mE Anq Ж.д Опе” р атар e PENIS = 4 0 
, ua k. П Amplifier and Control Unit...... £4 
A BRILLIANTLY DESIGNED wet 5 A.10 oe LL нр E 10 : 
` with pre-amp Control Unit ; : 
TAPE PRE-AMPLIFIER/CONTROL UNIT Osram 912 (T-R. built to spec) 19 0 
A much-needed item of equipment for all who wish to HAS, ce es Auk j 10 0 
use tape-recording decks to best possible advantage. Rogers Minor....... esses BÁN 0 0 
The T.R. Master-Link, which is an exclusive product of ее NM 1, _............... 6 


' Tele-Radio (1943) Ltd., may be used between ony tape- 
deck and existing amplifier system tó reproduce tape, 
and for recording. Among its more important features 


Ж LOUDSPEAKERS 


аге:— Wharfedale Goodmans 
небо зреле арашан нун» Golden Unit CSB.. £8 14 фырт HE 
cycles. ВА 


10 7 
Axiom 150 Mk. II.. £10 15 


3 3 

11 `6 

Super RCS/AL .... £7 6 11 Axiom 102 ...... £10 9 
WI12/CS £ 0 9 
0 Axiom 22 Mk. IJ.. £15 9 0 

£9 2 9 

6 

6 

0 

9 


Bias matching and speed equalisation. dhcp аш E 
Metering of signal and bias voltage. SUSCI DOS d 
А " А Aud БО ЕЗ. 
D.C. Solenoid supply suitable for Wearite mes pe ad £6 19 1 TS... 
Decks. RJ/2 Enclosure (less High Note Tweeter £1 19 


T speaker) т £10 10 0 12in. tripl? speaker 
Separate power-pack. речке ae £ 


3-speaker corner Li ЖР Ar 14 19 


7 * assembly эл» RIOJ 10 0 G.E.C. 
Кү The instrument is a totally enclosed 3:snedker ВАЕ Metal Gone Speaker £9 $ 
C NS. metal case finished hamrrered gold, {PBs ........ £37 10 0 W.B. H.F.1012 .. £4 19 


WITH Power Size l2in. х біп. x Bin. deep. 
PACK Leoflet available on request. 


TRADE ENQUIRIES INVITED 


See and hear it in our Demonstration Room 


Pick-ups by Collaro, Decca, Goldring, Acos, Leak, Tannoy. 
Transcription Motors by Collaro, Connoisseur, Garrard. 
Valves; Accessories; Components. 

Е.М. Tuners by Jason, Rogers, TSL, Leak, Quad, etc. 


GOOFS DES *ATCHFD BY 4.0 P.M. IN 
U.K. Oi DAY OF i.ECE;PT OF ORDER 


% GNOLS SENT TO ALL PARTS OF THE 
WORLD 


ele- 


adio $5 189, EDGWARE ROAD, LONDON, W.2 


“T.R.” AT YOUR SERVICE! 


T.R. cater for constructors of every degree of experience. All the leading 
names in quality equipment are to be seen and heard In our demonstration 
room: large stocks of valves and components are carried down to the last 
detail, Whatever your needs, we think vou will find just that lirtle extra 
personal service at Т.А. to inspire confidence and assure satisfaction, 
И you cannot call. may we send you our 55-page catalogue, 1/3 post free. 
We apologise for delay in bringing it out, but hope you will find the information 
within it that much more up-to-date. 


Ж C.W.O., C.O.D. or H.P. 


Packing and Postage extra. 


Our only address, Open Saturday 6.0 p.m. (1 p.m. Thurs.) Telephone: PADdington 4455/6 


B 
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For all portable telecommunications equipment 


directly-heated 


DC 70 DF 60 DF 61 


space saving 


Manufacturers of almost every type of telecommu- 
nications equipment in which space is a limiting 
factor will welcome this newly extended range of 
Mullard directly-heated subminiatures. Their dia- 
meter, which is of the same small order as other 
components, facilitates tight packing in “sandwich” 
and other types of assembly. 


weight saving 


Due to their small size, these robust valves offer 
special weight saving advantages which are parti- 
cularly valuable in relation to certain types of 
specialised battery powered equipment such as 
'Hand-Talkie' and ‘Walkie-Talkie’. They will 
operate efficiently from comparatively small bat- 
tery supplies and so allow the overall weight of 
equipment to be kept to the minimum. 


Brief technical details are given on the page opposite — more 
comprehensive information on these and other Mullard subminia- 
ture valves is readily available. 
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DF 63 DL 69 DL 73 
ABRIDGED DATA 


Description Filament Typical Characteristics 


American 


іа! vt tf Va | Yg2 | -Vgl | la | 182 gm u ra Special Notes t 
amd (М) |(m&)| (У) | (V) (У) | (т) (тА) | (MALY) 81-82 (КО) 
СМ2275 UHF. Triode | 1.25 | 200 | 150} —,| 45 |1451 — | 3.75 Is] 40 Pout = 0.55W at 500 Mc/s 
! 


as class "С" osc, 


CV2254 R.F. Pentode 


СУ2371 


R.F. Pentode 10 =v, | for 100:1 reduction ingra: 


R.F. Pentode 


Variable-mu 
Pentode 1.25 | 25 


—Vgl = 14V for 100: 1 reduction in gm: 


A.F. Output | |55 | 25 Pout = 50mW. 


Pentode 


R.F. Output 
Pentode 


CV2361 


Pout =0.45W at 200 Me/s 
as class *С'' amp. 


Pout = 1.2W at 200 Mc/s 
as class "С" amp, 


CV2105 — 


R.F. Output 
Pentode 1.25 | 200 


CV2299 


А.Е. Output 
Pentode 1.25 | 50 


CV2238 


*At present only sample quan- 
tities of this type are available. 

* With 2MQ grid resistor. 

{The power outputs quoted in 
the last column are not necessarily 
under conditions given for Typical 
Characteristics. 


eor NE TT VUE TS ds 352 


A COMMUNICATIONS: AND , 
£ INDUSTRIAL VALVE DEPARTMENT Rai 


_ 


DL 620 


MULLARD LIMITED, MULLARD HOUSE, TORRINGTON PLACE, LONDON, W.C.1 
@ MV1302a 
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New Low Price 


EIGE EIDE LAITY 


for the home 


The Pye HF5/8 is а new, reason- 
ably priced amplifier specially 
designed for use in the home, 
with peak output of 8 watts. 
Features: *Joudness control" 
which correctly accentuates ' 
bass and treble at low volume 
levels; 4 plug-in inputs; 5 pick- 
up compensators; 4 record re- 
play characteristics; infinite 
damping factor. Harmonic dis- 
tortion at ] Kc/s: less than 0.396 
overall at 5 watts output. 
Noise and Hum: main amp. 
better than 70 db’s—overall, 
better than 55 db'a. Em Model HF5/8W 


The new Pye 12 watt Bookcase 
Speaker--equally at home in 
the drawing room or bedsitter 
—brings high fidelity to the 
ordinary listener at a price he 
can afford. Extremely compact, 
it comprises two matched 87 
high flux speakers with special 
cones, operating in parallel and 
specially mounted in an acous- 
tically designed chamber to 
give optimum performance. 
Fundamental resonance 
60 c.p.s. Flux density 9,500 
gauss. Frequency range (in 
Cabinet) 40—13,000 c.p.s. Im- 
pedance: 15 ohms. Power hand- 
ling capacity: 12 watts. Fin- 
ished in walnut veneers. 


Pye Limited, Auckland, New Zealand; Pye Corporation of America, 270 Park Avenue, New York; 
ру пай Limited; Toronto, Ginada Pye Limited, Tucuman 829, Buenos Aires; 
Pye Limited, Mexico City; 


Р Irel ited, Dublin, Eire; M. 7 
ye (Ireland) Limited, Dublin, Eire Pye Radio & Television (Pty.), Limited, Johannesburg, South Africa; 


Pye Pty. Limited, Melbourne, Australia; Pye Limited, Stuttgart, West Germany. 


|] HIGH FIDELITY SYSTEMS 


P4 DIETE E [M Peo ОЕ CAMBRIDGE 
LE SE чыланы: 
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Valuable aids to the 
RADIO SERVICE ENGINEER 


gros 02 : 120 PAGE 
POCKET BOOKLET 


A 120 page pocket-size booklet gives 
summarised data i.e. characteristics, 
operating conditions, base diagrams 
relating to Ferranti valves and cathode 


ray tubes. Included also is a comprehen- 
"a sive valve equivalents list. Free copy 
N supplied on request. 


4086 тити : A 


TECHNICAL, 
HANDBOOK 


This Handbook contains the fullest | THEN ANDA 
information about all types of Ferranti valves 
and cathode ray tubes. Complete data such a — ES 

as physical details. base connections, ratings, САТ HODE. HAY ий 
operating conditions, etc. Price 7/6. | i 


VALVES 


Send now for both publications to:— 


ERRANT uv 


GEM MILL - CHADDERTON °- OLDHAM : LANCASHIRE 
London Office: KERN HOUSE, 36 KINGSWAY, W.C.2. 


FEI63. 
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The first of the Elac 
ELMAG 
Series of 

High Fidelity Units 


9 x 5 Elliptical Speaker 
Type 59T. 


This unit is designed to give good quality at domestic volumes, 
it can be operated successfully in conjunction with a normally good 
receiver. 


Where a Power Output Stage providing more than 4 watts is 
used, 2 or more speakers are recommended. 


Flux Density, 8000 gauss (27,500 Maxwells) Frequency 
Response 40-12,020 Ср. 


38/2 inc. Tax 
49/4 inc. Tax 


Q: 

EAC 

: — а Ва 
ELECTRO ACOUSTIC INDUSTRIES LTD 


STAMFORD WORKS. BROAD LANE TOTTENHAM N.I5 TEL: TOTtenham 0505-9 
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Delaron 


(by De La Rue) 


does a double act for you 


You already know DELARON as a laminated 
insulant of precisely known dielectric values 
and mechanical properties which fully meet 
all British Standard and Ministry specifications 
It is used as a controller of 
spiders {о 


at every grade. 


electricity, from loudspeaker 
insulating washers. 
But do you know about the second half of the 


double act by DELARON laminates? 


In its copper-clad form it is the basis of most 
of the printed circuits in radio, television, 
radar and electronic computors—the new, 
simpler and cheaper method of circuit 
manufacture. 

You should use DELARON laminates. 

For information, advice and service get in touch 
with Dept. D8D, Thomas De La Rue & Co Ltd 


84-86 Regent Street, London, W1. 


*DELARON’ is a registered trade mark 
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from every 
point of view 


“Frequentite” is the most suitable insulating material for all high frequency 
applications. Seventeen years ago we introduced the first British-made 
low-loss ceramic, and consultation with us before finalising the design of 
new components is a wise precaution. 


STEATITE & PORCELAIN PRODUCTS LTD. 


Head Office: Stourpon.-on-Severn, Worcestershire. Telephone: Stourport 111. Telegrams: Steatain, Stourport 
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RST 


TRANSISTORISED 
RELAY 


The Hermetically 
Sealed 595HS 


ж The 595HS can be controlled by ultra 
sensitive contacts handling о.4тА. at 2V. 
Contacts will handle 5A, at 230V. А.С. 
ж The 595HS is made to withstand 
exceptionally heavy shock and vibration. 
* The 595HS is made to withstand dirt 
and humidity indefinitely. 

* The 595HS can be obtained. with 
various contact assemblies. 


* The 595HS is low in price because. of 
its novel design. 


MAGNETIC DEVICES LTD., A/D. & ARB. approved 
EXNING ROAD, NEWMARKET, SUFFOLK. 
TELEPHONE: NEWMARKET 3181-2-3. т<! EGRAMS: MAGNETIC NEWMARKET 


MD 14 
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Tubular and 


Disc Ceramics 


HIGH-G TUBULAR 


List Prices List Prices 
List No, Capacitance +5% +10% +20% List No. Capacitance +5% +10% +20% 
pros quas — gt Bk 
t Е. CT! р i i 
en ee 7 od | тсз 150 pF | 429 1/3d itid 
eios 22 gu JE 09 | CT200/2 200 pF 1/99 1/744 1/69 
CTI0Q/2 АБЕ ШЫ u €120Q/2 240 pF 1/94 1/74 1/69 
CTI0Q/2 3.3 pF — ШЕ 1/09 CT25Q/2 300 pF 1/99 1/7id 1/69 
CTI0Q/2 3.9 pF — lid 1/0d CT25Q/2 330 pF 1/99 1/79 1/69 
CTI0Q/2 5.0 pF 1139 1/09 1039 | CT30Q/2 390 рЕ 1/99 1/79 1/69 
CTI2Q/2 7.5 pF ТЕ] 1/04 10:9 CT35Q/2 510 pF 9а 1/744 1/69 
CTI2Q/2 8.2 pF ТЕ 1/09 10:9 
CT12Q/2 10.0 pF 144 1/09 10:9 HIGH-K TUBULAR (Tolerance -20% +809) 
ap E e e n e List No. Capacitance List Price 
CT20Q/2 22.0 pF Vlad 1/04 103d CTIOK/2 470 pF 1029 
CT25Q/2 30.0 pF 144 1/09 10:4 CTIOK/2 680 pF 1014 
CT25Q 2 33.0 pF 1/19 1/09 10:9 CTIOK/2 1,000 pF 1039 
CT30Q/2 39.0 pF 14 1/04 CTIOK/2 1,500 pF 10} 
CTIOK/2 2.200 pF 1014 
Type N750 ule p РЕ ifod 
CTI0QJ2 10 pF Ше 1/0d 10:4 CTI8K/ 700 p 
CT10Q/2 15 pF 14 1/04 1044 еы? 5990286 708 
CT!0Q/2 20 pF Wid 1/04 10:9 
CT10Q/2 22 pF 114 1/04 1029 HIGH-K DISC (Tolerance -20% + 80%) 
CTI0Q/2 24 pF 1/13d 1/04 1039 
CT10Q/2 30 pF 1+ 04 101d CD 8K /2 470 pF 104d 
3 CD 8K/2 680 pF 1014 
CT!0Q/2 36 pF 1159 1/09 103d en Nes lola 
CTIOQ/2 39 pF ШЕ 1/09 10:9 ЕВ ЭК |2 1500 OF 014 
CTIO0Q/2 47 pF 11159 1/09 10:9 CDIIK/2 2:200 pF 10:8 
CTI0Q/2 51 pF 1/15d 1/04 10:9 CDI2K/2 3,300 pF 10:9 


CTI0Q/2 68 pF lid 1/0d l0 d CDI4K/2 4,700 pF 103d 


€ Hunts announce their new ranges 
of Tubular and Disc Ceramics. 
Precise in their characteristics and 


robust in design, these capacitors 


are available in High-K and 
High-Q Tubulars and in High-K 
Discs. Working Voltage 500 v D.C. 
or 300 v A.C. Minimum quantity 
6 of any one capacitance. 


REGISTERED 


a HUNTS A. H. HUNT (Capacitors) LTD. 
APACITORS 


WANDSWORTH, LONDON, S.W.18 BAT 1083-7 


And in Canada HUNT CAPACITORS (Canada) LTD. AJAX, ONTARIO 
Factories also in Surrey and North Wales 
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PRINTED 
CIRCUIT 


CONNECTORS 


Printed Circuit Connectors in high grade black 
moulded bakelite. 

Six, twelve or eighteen way. 

Specially designed not to damage printed circuit foil. 
Silver plated Phosphor Bronze Contacts. 

Current carrying capacity : 5A. 

Polarising keys available, if required. 

Insertion pressure : 175—200 grammes per contact. 
Contact centres : 5/32". 
6 BA. fixing. 


CONTROLS ` 


MITED 


POWER 


EXNING ROAD - NEWMARKET : SUFFOLK 
TELEPHONE: NEWMARKET 3181-23 - TELEGRAMS: POWERCON · NEWMARKET 
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For Precision Measurement 
up to 4,000 Mc/s... 


Marconi U.H.F, Signal Generator 
TYPE TF 1060 


Marconi U.H.F. & S.H.F. Signal Generator 


TYPE TF 1058 


These two Marconi Signal Generators simplify a wide 
variety of measurements in the ranges 450 to 1250 and 
1700 to 4000 Mc/s. The range of each is covered in one 
band and frequency is directly indicated on a large, clear 
dial; incremental tuning facilities coupled with, inherent 
high stability provide for the most exacting, bandwidth 
measurements. The wide range of output levels, directly 
indicated on the dial of a piston attenuator, is suitable for 
a diversity of applications extending from slotted-line 
measurements to the testing of high-sensitivity receivers. 


U.H.F. & S.H.F. SIGNAL GENERATOR 
TYPE TF 1058 


ABRIDGED SPECIFICATIONS 


TF 1060 Frequency Range: 450 to 1250 Me/s, Incremental Tuning : 20 to 200 kc/s per 
division, with {nterpolation by fine tuning control. Frequency Stabillty : Better than 
-Q-005 9% per 10-minute period. R.F, Output: 0-155 V to 445mV ; also higher outputs up to 
approximately 3 volts. Output Impedance: S0 ohms. Modulation : Internal sine and 
external pulse a.m, 


U.H.F. SIGNAL GENERATOR TF 1058 Frequency Range: 1700 to 4000 Me/s. Incremental Tuning : 60 to 350 kc/s 
TYPE TF 1060 per division, with interpolation by fine tuning control. Frequency Stabillty: Better 
than 0-001% per lO-minute period. R.F. Output: O- 15 V to 445mV ; also higher out- 
puts up to approximately 3.voits. Output Impedance: 50 ohms. Modulation : Intern: 
square a.m. ; external f.m. and pulse a.m. $ 


AM & FM SIGNAL GENERATORS . AUDIO & VIDEO 
OSCILLATORS + VALVE VOLTMETERS - POWER METERS 


MARCONI Q METERS . BRIDGES - WAVE ANALYSERS . FREQUENCY 


STANDARDS - WAVEMETERS . TELEVISION AND RADAR 
INSTRUM ENTS ' TEST EQUIPMENT - AND SPECIAL TYPES FOR THE ARMED 


FORCES 


MARCONI! INSTRUMENTS LTD - ST. ALBANS - HERTFORDSHIRE - TELEPHONE: ST. ALBANS 56161 
London and the South: Marconi House, Strand, London, W.C.2. Tel: COVent Garden 1234 
Midlands: Marconi House, 24 The Parade, Leamington Spa, Tel: 1408 North: 30 Albion Street, Kingston-upon-Hull Tel; Hull Central 16347 


WORLD-WIDE REPRESENTATION 


ААА. 
ТС 88 
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Automatic wire terminator 
operates at up to 4,000 an hour 


Pneumatic hand tool. 
Brochure W.W. sent eliminates operator fatigue. 
or demonstration at 
Certi-crimp hand tool. А 
your own works on Positive closure ensured. AMP terminals are made for Srazy 


request. type and size of wire. 


AIRCRAFT-MARINE PRODUCTS (GT. BRITAIN) LTD. 


London Sales Office: 60 KINGLY STREET, LONDON, W.l. Tel: REGent 2517/8 
Works: SCOTTISH INDUSTRIAL ESTATES, PORT GLASGOW, SCOTLAND 


Ahead of the present — — abreast of the future 


46 WIRELESS WORLD DECEMBER, 1956 


HIGH FIDELITY 
. 1936-1956 


Goódmans brilliant leadership in 
HIGH FIDELITY REPRODUCTION 
dates from as far back as 1936 


In 1936 our Booklet 
“The Attainment of an IDEAL” 
pioneered the art of “High Fidelity". 


Wireless World 25th September 1936 Test Report quoted of Goodmans 
High Fidelity ** Junior" Auditorium Loudspeaker: “ The magnet is 
powerful and the electro-acoustic efficiency is high. Frequency doubling 
is absent as far as the ear can judge, and the transient reproduction is 
exceptionally good. Undoubtedly an instrument in the front rank of 
quality reproducers. " 


In 1956 this leadership is unchallenged.. 


Our designs are imitated, but the quality is not duplicated. 


Goodmans Loudspeakers are acclaimed 
internationally after demonstrations in: 


NEW YORK TORONTO 
HELSINKI BRUSSELS 
AMSTERDAM MEXICO CITY 
ANTWERP LIEGE 
CHICAGO WASHINGTON 
CAPE TOWN MILAN 


Goodmans e e e commenced the manufacture of Loudspeakers 
in the City of London in the Year 1925 


GOODMANS INDUSTRIES, LTD. AXIOM WORKS, WEMBLEY MIDDX. - Telephone: WEM 1200 Cables: Goodaxiom, Wembley, Middx. 
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KLYSTRONS 
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The range of Klystrons produced by the English Electric 
Valve Company comprises twelve standard types, two of 
which operate into the Standard X-band British 
Waveguide, whilst the remainder operate into the 
Standard American Waveguide 16. The frequency 
coverage can be varied, within certain limits, to meet 
the requirements of equipment designers. 

All valves are supplied with integral resonant cavity. 
Full particulars will be sent on request. 


f T ENGLISH ELECTRIC’ 


ENGLISH ELECTRIC VALVE CO. LTD. (Ӯ, 


АР 300-37 


Waterhouse Lane, Chelmsford 
Telephone: Chelmsford 3491 
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IMMEDIATE DELIVERY 


E 


One of the many tape recorders 
available. on the 


М.0.5. PERSONAL CREDIT PLAN 
details of which are given below. 


Dior а 8 55 gns 


CASH CREDIT HIRE MET Tan Recorders and Decks ‘ ^ о 
)RASE PRIC Editor 2-apeed .. 5 8 123/ 25:4 0 46/8 50 8 0 
PRICE AN De M mthly nett Editor Super Hi-Fi 65 2 0 159r зи 0 60/4 65 2 0 
LE Po nd Playtime (complete) 3146 764 1512 6 29/- 91 4 6 
pmts. 50% pmts. Playtime Plus Я 36 15 0 89/00 18 8 0 34/- 36 15 0 
i of of Sound ...... 0 142/- 99 17 в 58/- 57 15 0 
Amplifiers (complete) £ а, а gs. d ё a, а. Sound Cadet 0 wr 2 0 9 ue 40 D 0 
ortexiop УА 4 4 9 
Acoustical Quad Mk. M.. 42 0 0 1031 21 0 0 зп uu) C Vortexion ОВ `. о 24- 4910 0 91/9 99 0 0 
LeakTL10and Point One 28 7 0 704 14 3 6 26/3 98 7 0 Ferrograph 2 A/N or 2. 0 i51 39 18 0 741 79 16 0 
0 ФАН ...... 6 0 218/686 453 0 83/8 90 6 0 
ш шиш cuo CP OO ЩО В 0 Lo ES Collaro Tape Transcriptor 20 0 0 4811 10 0 0 19/2 20 0 0 
W.B. 12 Hi-Fi ........ 25 0 0 611 1210 0 23/4 25 0 0 Wearite2A Tape Deck.. 35 0 0 85/7 1710 0 32/5 35 00 
E.A.B, Mullard 510 .... 1818 0 46/5 990 18/8 18 18 0 Truvox Tape Песк...... 94 3 0 571 12168 22/8 24 3 0 
Lane Mk. VI Deck .... 1810 0 45/3 950 17/11 18 10 0 
Loudspeakers Gramophone Motor Units 
Wharfedale W15C3 .... 1710 0 49/9 815 0 17/2 1710 0 oa aara KOPN Chagger " Ы 1 ale А " ? Aue M s 9 
arrard 1 Anger ` ES 
» Super12CSAL 17 10 0 юэ — 816 0 17i iu LG Coliaro RC34 Changer. 13 17 0 341 — 618 6 14- 16 0 0 
Б WI2CB .... 10 5 0 26/1 526 ny 10 5 0 » — 2010 and Pickup(T) 19 10 0 47/8 915 0 1811 M 16 
^ — 92010 less Pickup(T) 14 18 0 36/5 9 0 14/1 0 15 0 
» Боконо. в оп mS 4 @ыш6 2 OH Connoisseur Variable (T) 28 11 4 N- M 58 26/6 20 0 0 
„ Super 8CBAL 7 6 11 19/8 313 6 8/7 5 5 0 Garrard 301 (T) ........ 26 8 2 66/7 13 4 1 24/6 19 0 0 
9.Е.0. Metai Cone .... 9 5 0 11 4126 10/2 613 7 1 Í Р А E 
5 ane 150 Mk. II 36 5 5 hoa AG a 1015 9 We detail above a selection of Equipment available to you by Credit Sale 
gean RULES А 5 SEU (9 equal monthly payments) or Hire Purchase terms, and the latter can be 
» Шаро о SUI £0 zal extended up to 18 months for amounts over £50, the Equipment being 
" Audiom 60 929 23/8 411 0 10/1 9229 despatched to you shortly after receipt of the initial deposit. 
» Axiom 22..., 15 9 Ө 35/6 714 6 15/4 159 К б iliti 
E: Ахїюш 102 .. 10 7 9 28/5 DIN AO na 710 0 Export Prices are shown separately for easy import facilittes. 


If you do not see.your requirements here, please ask for quotations. 


еа с MAIL ORDER SUPPLY CO. 


The Radio Centre 
33 Tottenham Court Road, London, М.І 
Tel: MUSeum 6667 
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ANTIFERENCE AERIALS 


IX2/4E 


222/6G 
115/- 


i | 
350/1C 
52/6 


BAND Ill 


HL 402/4K 
102/6 


DHB/2645 
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BAND 1 


A complete range of 
Antex (illustrated) 
Dipole, * H,' Fringe 
and indoor models is 
available. Outdoor 
models can easily be 
adapted for Band III 
by adding Band III 
Grip-on aerials as 
350/1C below. 


BAND Il 

Indoor and outdoor 
models to suit all 
conditions and to 
provide the very best 
results for VHF/FM 
equipment. Models 
for fitting to existing 
TV masts are available. 


BA*D Il 


3, 5, 8, 10 element and 
Stacked Arrays for 
outdoor installation 
and a comprehensive 
range of indoor models. 


Other form of bs 
assembly — 


they’re fixed ! 


HILO 


17 models to provide 
perfect Band I/Band 
III reception with only 
one aerial. 

incorporate the 
patented Electronic 
Coupling exclusive to 
Antiference. 


For combining Band 
Now sann, Iand Band III 
He HIL-o Specification. Television Aerial 
A UTO M Robust and simple down leads. 
QMATIC | "eran | эшш 
Ү.1. 16/6 
ITH SOCKET TVS/1 NDOOR 6, 


F. . 
аг in advance of any 


“click? ang 


о оса ар 


Specially Designed 
EXPORT RANGE 


Antiference offer a 5 


Television ап 
export including Hor 
Vertically Polarised Single А 
Yagi Arrays Broad-Band an 


ational 
All-Band types for Torem rinental 


of pre-assem 
struction comb i 
designed features to wi 
most extreme © 
and to meet th mide 
i ts О \ 
(са = Department will, on 
request, be pleased to give 


of this specially designed 


* tanderá 


PLUG & SCCKET Y’ BOX 


I 
Both 81. each. MODEL Y 2. 12/6 


ANTIFERENCE 


LSM ЩИ E-D 


THE ANTIFERENCE GROUP 
Antiference Ltd., Aylesbury, Bucks 
and London, W.1. 

Antiference (Canada) Ltd., Toronto, 
Canada. 

Antiference (Australia) Pty. Ltd., 
Sydney, Australia. 

Antiference Installations Ltd., 
London and Branches throughout 
Great Britain. 
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dissipation of 35 watts 


An addition to the well tried and popular range of G.E.C. Audio 
Valves, of which the KT66 has set a standard in its class the 
world over, the new G.E.C. KT88 is now available to meet 
conditions of use requiring higher power. 


| 
| : ; 
A New Audio Output Valve with an anode 
| 
| 
| 
| 
| 
| 


POINTS ABOUT THE KT85 


1 The KT88 is a beam pentode with aligned grids for maximum 
efficiency. 


2 50 watts output is available from a pair connected in the 
ultra linear circuit with auto bias and an H.T. line voltage not 
exceeding 500. 


3 100 watts output is available from a pair connected in the 
ultra linear circuit with fixed bias and an H.T. line voltage not 
exceeding 560. 


A 25 watts output is available from a pair triode connected with 
auto bias and an Н.Т. line voltage not exceeding 500. 


5 The mutual conductance of the KT88 is 11 mA/V. 


6 An all-glass ring seal replaces the conventional pinch seal 
giving increased strength, higher rating and reduced dimensions. 


| 7 The valve is mounted on an international octal base and has a 
| heater rating of 6.3 volts., 1.8 amps. 
i 


са анана аан «= eee ee слина e at er St 2 ш, оз oi RA A et шшш See es ee mre шшшшч te ишчи VW сше m cue me oa ош = oo ee ee ee ee 


Full particulars of these valves can be obtained from the 


l 
| G.E.C. VALVE & ELECTRONICS DEPT. 
| 


THE GENERAL ELECTRIC CO. LTD., MAGNET HOUSE, KINGSWAY, LONDON, W.C.2 
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Developed by Sperry 
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in collaboration with the Ministry of Supply 


S-BAND SIGNAL GENERATOR 


This is a precision measuring instrument for checking 
microwave receiver performance in the 7.9 cm. to 11 cm- 
waveband. The frequency may be continuously varied over 
the band for the measurement of receiver sensitivities, 
insertion losses, etc. Either unmodulated CW or square 
wave modulation (400 to 4,000 c.p.s.) is available, with 
facilities for locking the modulation to an external source, 
or synchronising external equipment from the modulator. 
Power output of 10-? to 10-55 watts is continuously variable 
by means of an attenuator 0 to 130 db. with an accuracy of 
measurement better than 0.2 db., and facility of setting 
rapidly to any attenuation required. 


The oscillator is particularly stable in frequency and power 
output ; frequency drift is less than 100 kc/s in a half-hour 
period and power output is maintained within 0.1 db. in 
the same period. 


The Sperry S-Band Signal Generator is complete with 
internal power supply and modulating circuits, is robust, 
fully tropicalised and contained in its own transit case. 
Suitable for operation on 110/250 volts 50/60 cycle supply. 


SPERRY Electronic Equipment 


R.F. ABSORPTION WATTMETER 


This unit provides for the direct measurement of R.F. 
power in the 7.9 cm. to 11 cm. waveband, to function 
as a complement to the S-Band Signal Generator. 


The meter on the front panel indicates 1 milliwatt as a 
full-scale deflection with an accuracy of +5%. The unit is 
self-calibrating, and is stabilised against variation in ambient 
temperature and: power supply voltage and frequency, 
The wattmeter sets the absolute power level. Built-in 
checking facilities ensure the maintenance of a high degree 
of accuracy. The illustration here shows the R.F. probe 
compartment opened. 


SPERRY GYROSCOPE COMPANY LIMITED, GREAT WEST ROAD, BRENTFORD, MIDDX. TEL.: EALing 6771 
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НЕ 
POWER 
TRANSFORMERS 
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= 4 H.F. power transformers of outstanding effi- 
\ Я ciency are the latest additions to the Mullard 
x range of high quality components designed 


around Ferroxcube magnetic cores. 
Utilising the unique characteristics of Ferrox- 
cube to.the full, Mullard H.F. transformers are 
smaller, lighter, and less costly than trans- 
d formers usingalternativecore materials. These 
advantages are particuiarly marked in trans- 
formers required to handle powersof up to2kW, 
between the frequency range 2kc/s to 2Mc/s. 
Mullard transformers are already finding wide 
use in applications as diverse as ultrasonic H.F. 
power generators and aircraft power packs 
overating from an aircraft’s normal A.C. sup- 
ply. In the latter application. the low leakage 
FREQUENCY RANGE . ...2 Ke/s to 2 Mc/s field of Ferroxcube can eliminate the need for 
external screening, thereby reducing the size 
and weight of the transformer even further. 
As with all Mullard high quality components, 
these H.F. power transformers are designed and 
built to engineers’ individua] specifications. 
Write now for details of the complete range of 
components available under this service. 


RATING! «<< Sa sume a UP TO 2 kw 


| "A 
Mullard 


MULLARD LTD . COMPONENTS DIVISION - MULLARD HOUSE . TORRINGTON PLACE . WC 
MCIA 


*Ticonal' permanent magnets 
Magnadur ceramic magnets 
Ferroxcube magnetic cores 
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Tue criterion, as always, із that the 
reproduced sound shall be the closest 
approach to the original—that the enjoyment 
and appreciation of music may be 
unimpeded. This is reflected throughout the 
design of the QUAD IL It is reflected, too, 

in the straight-forward and logical system 
of control, achieved without the sacrifice 

of a single refinement or adjustment 

capable of contributing to the final objective. 
Send for further details and booklet. 


HUNTINGDON, HUNTS . Telephone: HUNTINGDON 361. 


€=(lcousticat) 
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INSTRUCTIONS 


ta O» Catar 
VAM 49470 ye. ч 
Sis WORKS 25-51 57 eae 


SRITAIn pen 6 
PIV Ду sè = 


PANCAAS wat T 


FLEXIBLE 
REMOTE CONTROL OUTFITS 


Our experience in th? industrial fieid has indicated that there is a definite need for this tybe of 

outfit cfizring facilities tor making prototype flexible remote controis as required. 

The two gauges of Remote Contro! flexible shafts in these outfits cover the range of torque load- 

ings required for e volume controls ө all types of wave change switches e condensers 
e all controis likely to be met i1 electronic, radio and television equipment. 

The outfits are reasonably priced and comprise : 


No. 130 (.130 in. dia.) for remote controls up to 4 in. length......... £7. 0.0 
No. 150 (.150 in. dia.) for remote controls up to 6 In. length......... £7.10.0 


(For use without flexible casing) 


СӘ. OF GREAT DRITAR LTD. 
INDUSTRIAL BIVISIOW 


The $. S. White Company will 
be pleased to odvise which 
Outfit is most suitable for 
specific applications. 


BRITANNIA WORKS, 25-31 ST. PANCRAS WAY, 


LONDON, N.W I. 5 
A detailed Parts List is available азаа See 


upon request, 
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_\ heats up from cold 
a iN in 6 seconds! 


n CI C30 Р. — Melting of Enthoven Aluminium Cored Solder 
= жи! "уз таа шш, ___, 
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Marking of Thermo-Plasties 
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Manufactured for Enthoven Solders Ltd., by Scope 
Laboratories, Melbourne, Australia. 


Designed on an entirely new principle, this 
light-weight, versatile iron is eminently suitable 
for soldering operations in the radio, television, 
electronic and telecommunication industries. 
For test bench and maintenance work it is by 
far the most efficient and economical solder- 
ing iron ever designed. Ideally suitable for 
use with Enthoven Aluminium Cored 
Solder (melting point 260°C. 500°F.). 


TIME / TEMPERATURE CURVE CHART from 
the SUPERSPEED SOLDERING IRON 
TIP/TEMPERATURE TIME CHECK 


The effect of different voltages on initial 
heating-up time is shown. Whilst 4V is the 
standard voltage normally employed, 6V will 
cause no harm, and accumulators are a useful 
source of current supply. 


LIST PRICES 


IRON 39/6 
TRANSFORMER 35/6 


All prices and trade 
discounts subject to revision 


* Activated by light thumb pressure on the switch 
ring. When pressure is released, current is 
automatically switched off— thus greatly reducing electricity 
consumption, wear on copper bit and carbon element. 


& Length, 10”; weight, 3i ozs.; can be used on 2.5 to 6.3 volt supply 
(4 volt transformer normally supplied) or from a car battery. 


% Моге powerful than conventional [50-watt irons; equally suitable 
for light wiring work or heavy soldering on chassis. 


X* Simple to operate ; ideal for precision work. 


X* Requires minimum maintenance — at negligible cost; shows 
‘lowest operating costs over a period. 


For full particulars, including guarantee terms and free trial facilities. 
A A SAREA > 
please write to the sole concessionaires in this country :— 


ENTHOVEN SOLDERS LTD. (Industrial Equipment Division) 
89 Upper Thames Street, London, E.C.4. MANsion House 4533 


Switch to the 
S$uperspesc 


Soldering !ron 


as being used by the 
Royal Society Antartic Expeditior 
for the International Geophysical Year. 
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HARTLEY-TURNER 
SOUND EQUIPMENT 


The Hartley- Turner Super Control Pre- 
Amplifier is designed for those who 
require simplicity of control with maximum 
flexibility. 


The tone controls are virtually independent 
of the volume control setting and ade- 
quately cater for all recording and listening 
characteristics. Four switched input 
circuits are provided, two of which have a 
sensitivity of 25 mV, the other two having 
a sensitivity of 1 volt. 


The cathode follower output stage enables 
the unit to be operated at a considerable 


distance from the main amplifier. 


This unit may be used in. conjunction with 
any high quality amplifier having an input 
sensitivity between 0.5 and 1.5 volts. 
Power requirements are—250.V D.C. 5 
mA; 6.3 V 0.9.A. 


Price £8.18.6 


(Post paid in Great Britain) 


Full particulars of this and other Sound 
Reproduction Equipment may be obtained 


from:— 


H. A. HARTLEY CO. LTD. 
66, WOODHILL, WOOLWICH, 
LONDON, S.E.18. 
Telephone: Woolwich 2020 (Ext. CB32) 
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A WONDERFUL OPPORTUNITY FOR 
READERS OF *WIRELESS WORLD"! 


Now's the time to join the 


Scientific 


Book Club 


You Buy Books published at 
10%, 1246, 15- for ONLY 4/- 


Each month, the Scientific Book Club brings to its members the fasci- 
nating story of the march of modern science, told in thoroughly depend- 
able books by the front-rank scientific writers of our time—vivid, vital, 
constructive contributions to Man’s unceasing 
struggle to solve the problems of the Universe. 
And although the ordinary editions of these 
books are sold to the general public at 10/6, 
12/6 ог 15/-., THE PRICE TO MEMBERS 
OF THE SCIENTIFIC BOOK CLUB IS 
ONLY 4/-. Remember, too that Scientific 
Book Club selections are full-length and un- 
abridged. They are printed on good quality 
paper, well bound, with an attractive picture 
Jacket. These are, we say with certainty, 
books that you will be glad to read proud to 
own. The Scientific Book Club brings these 
great books to you each month; helping you to 
build up, at remarkably low cost, a first-class 
collection of scientific books. Now is the time 
to join! 


LOOK AT THESE SPLENDID 
TITLES! Recent and forthcoming selec- 
tions—at only 4s. to members—include 

FULL LENGTH SCIENCE MAKES SENSE by Ritchie Calder 
FULL SIZE (published at 12s. 6d.); MEMOIRS OF A 
- BIRDMAN by Ludwig Koch (16s.); THE 
The Scientific Book INEXHAUSTIBLE SEA by Cawthorne 
lub UE d ane Daniel and Francis Minot (165.); MEN 

sy Ua осуге, | WITH GOLDEN HANDS by E. H. G. Lutz 


(12s. 64); ENGINEERS’ DREAMS Ьу 
Willy Ley (15s.) ; WINGS by Blanche Stillson 


the world - famous 
booksellers. 


In addition to the 
authors of the selections 
listed (right), members 


(165); THE MEN BEHIND THE SPACE 
ROCKETS by Heinz Gartmann (185.); А 
GUIDE TO THE EARTH'S HISTORY by 


have received books by Richard Carrington (21s.) All wonderful value! 


J. BRONOWSKI 
FRED HOYLE 
JULIAN HUXLEY 
F. SHERWOCD 
TAY 


FREE! uu 


Scientific Book Club you can obtain a 
Сору of Pierre-Joseph — Redoute's 


ROSES (twenty-four full-colour plates, 


LOR suitable for framing) FREE if you enrol 

a friend. Send Tg friend's name 
and address (wi 4s. 9d. for the 
first book), mentioning this offer, 
and your gift will be sent to you. 


JOHN CROMPTON 


J. ROBERT 
OPPENHEIMER 


- - - FILL IN THIS ENROLMENT FORM TODAY - - - 
The Scientific Book Club, 121 Charing Cross Rd., London, W.C.2 
I wish to join the Scientific Book Club and agree to purchase 
the selected book issued each month to members at a cost of 
4|- (postage 9d.), I agree to continue my membership for а 
minimum of six books and thereafter until countermanded. 
Wireless World, Dec., 1956. 


You may enrol through your usual bookseller 
if he is a member of Associated Booksellers 


E *I will pay for selections on receipt. 


Or if you wish to save time, postage and pe enorde costs, 
you may send an advance subscription. Six months 28s. 6d. 
twelve months 57s. 


*I enclose 28s. 6d./57s. (strike out amount not applicable). 


*Place x in the space above, as required. 


Name 
BLOCK LETTERS PLEASE 
ИЕ TY CET TITIO “БОБ тег po mes mea 


Overseas enrolments (prices as for inland) must be accompanied 
by an advance subscription. 
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for all indicator purposes Thorn miniature lampholders 


MINIATURE SEALED PANEL LAMPHOLDER—INDICATOR TYPE 


Completely waterproof and wil! withstand conditions of con- 
stant vibration and shock, these lampholders are intended 
for installation on aircraft, armoured fighting vehicles, and 
marine equipment. They are sealed and insulated from the 
panel, the thickness of which can vary from 20 S.W С. (.036”) 
to 10 S.W.G. (.128”). Thicker panels can be counterbored. 
Rotation is prevented by flats on the body. Mounting is by a 
single hole. Access to the lamp, for replacement, is from the 
front of the unit by unscrewing the dome. Lamps may be 
renewed, without breaking the seal to the equipment. 
Weight: .420 oz. (11.6 grammes) with bulb. 

Electrical connections: Two solder tags. 

Catalogue No. MPL. 20 Red: MPL 21 Green. 

Catalogue No. MPL. 22 Amber: MPL 23 Opalescent Ivory. 


Miniature lampholders 
in the Thorn 
range have been made 
possible by the 
development of the Atlas 
Midget Panel bulb. 


-MINIATURE SEALED PANEL LAMPHOLDER—DIMMER TYPE 


Identical to the Indicator type, except for the interchangeable 
с This is ribbed for grip, continuously rotatable and contains 
a light output control from bright to '* blackout.” 

Weight: .530 oz. (14.8 grammes) with bulb. 

Electrical connections: Two solder tags. 

Catalogue No. MPL. 10 Red (Translucent). 

Catalogue No. MPL. 11 Green (Transparent). 

Catalogue No. MPL. 12 Amber (Transparent). 

Catalogue No. MPL. 13 Clear (Transparent). 


THORN MIDGET PANEL LAMPHOLDER 


This is the simplest and most economical lampholder designed 
to accommodate the Arlas Midget Panel lamp. It is extremely 
effective and easily installed. Available with its transparent 
top in a variety of colours. Weight: 8.4 gr. (0.3 oz.). 

Can be supplied with insulated washers and connecting tags 
where non-earth return is desirable. 


5 types of 
midget panel bulbs 
are available 

28 volts 0.04 amps 
28 volts 0.08 amps 
12 volts 0.1 amps 
6 volts 0.1 amps 
1.5 volts 0.75 amps 


FLUSH OR RECESSED LIGHTING UNIT 


This lampholder is used as a standard unit in the Plasteck 

Console panel. The body of the lampholder may be retained 

in а countersunk hole in the pane} bv a hexagonal backnut and 

lock-washer A small projection under the collar prevents the 

fittine turning in the panel, The special coloured filter is 

contained in a moulded screw cap and a soft rubber sealing 

washer prevents any light from escaping round the edge. 

Filters in red, green, amber and clear Weight: .31 oz. with palo. 

Terminals: Solder tag and earth return. 

Catalogue No. PPL90. 

Catalogue No. PPL120 (with 6BA terminal screw and earth 

return, weight: .35 oz. with bulb). 

Interservice ref: Type A, No. 1. 

Flush type—Solder connections. Ref. No. 5C/X. 5143. 
Type-A, No. 2. 

Flush type—Screw terminals. Ref. No. 5C/X. 5144. р 

Сап be supplied with insulated washers and connecting tags 

where non-earth return is desirable. 


THORN 
ELECTRICAL 
INDUSTRIES 

LTD. 


SURFACE ТҮРЕ LIGHTING UNIT 


An alternative design to PPL90 for Plasteck and other control 
panels where no room exists immediately behind the metal 
panel. The bulk of the component projects above the face of 
the panel. A soft rubber sealing washer under the cap prevents 
the escape of light from the front of the panel. The lamp is 
inserted with the cap ир. 
Weight: .49 oz. with bulb. 
Terminals: Solder tag and earth return. 
Catalogue No. PPL. 100. 
Interservice Ref: pe B, 

urface type—Ref. No. 5C/X. 5145. 


Aircraft Components Division, 
Gt. Cambridge Road, Enfield, 
Middlesex. 
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COMPONENTS AND CHASSIS MANUFACTURED FOR “MULLARD” AMPLIFIERS, TAPE RECORDER 
AND F.M. TUNER 


ве as 
- ** 5-10," * 5-10А” and '*5-10B" Common Chassis, Base Plate and 

{== П A X | 2 Q I, — Screen, 19/6. ** 5-10? Front Panel, Gold finished with Control Markings, 
7 "/ 6/6. “5-10” Type “ A" Pre-Amp. Chassis and Front Panel (unprinted), 
8/6. “5-10” Type “© B" Pre-Amp. Chassis and Front Panel (unprinted), 
12/6. Gold finished Type “* A" and ** B  Pre-amp. Front Panels complete 
with control markings, “А”? 1/6, “ B" 2/6. Complete metalwork for the 
** 5-10” Т.С.С. Printed Circuit, 15/-. 
3 Valve, 3 Watt Hi-Fi Amplifier Aluminium Chassis, 10/6. 
** 20 Watt" Amplifier Chassis and Base, 34/-. Pre-Amplifier Chassis, 
25/-. Transformer Covers (3), 32/-. 
“ Гаре Recorder" Type ‘‘A’’ Amplifier Chassis, 31/6. Туре “В” 
Amplifier Chassis, 31/6. Power Pack Chassis, 11/6. 
F.M. TUNER. Chassis, 12/6. Base Plate, 4/-. I.F. Rejector, 2/6. 
Aerial Coil L1/L2, 4/6. Choke L3, 2/-. К.Е. Coil L4, 2/6. Oscillator 
Coil L5/L6, 4/6. Ist ТЕТ L7/L8, 7/6. 2nd IFT L9/L10, 7/6. Ratio 
Detector Transformer L11/12/13, 12/6. 


COMPONENTS AND CHASSIS MANUFACTURED FOR * OSRAM ” AMPLIFIERS AND F.M. TUNERS. 


С HE PLUS” Amplifier. Gold finished Front Panel printed with control markings, 7/6. Chassis, 14/6. Pre-Amplifier 
assis, 6/=. 
F.M. TUNER. Chassis, Base Plate, Gold finished Front Panel, Scale assembled with Pulleys, Drum, Drive Spindle, Pointer, 
Cord Spring, Cord, Brackets, Glass Clips and Screws, 37/6. 
Aerial Coil Ó/T1, 2/9. К.Е. Coil O/L1, 2/6. Oscillator Coil ае. 2/-. lst, 2nd and 3га IFT’s IFT.11/10.7, 6/- each. 
Ratio Discriminator Transformer O/T2 (T5) complete with crystals, 19/6. Variable 2-gang Condenser 6-17pF, 17/6. Poly- 
thene Spindle Coupling SC.1, 2/6. Spin Wheel, 3/6. Extension Spindle, 6d. 
F.M. TUNER T.C.C. PRINTED CIRCUIT VERSION. Complete Metalwork, Front Panel, etc., 37/6. For prices of 
coils and sundries see ** F. M. TUNER " section. 
* F.M. PLUS " TUNER. Chassis, Front Panel, etc., 41/6. For prices of coils and sundries see ‘‘ Е.М. TUNER ” section. 
912? AMPLIFIER Т.С.С. PRINTED CIRCUIT VERSION. Complete Metalwork. 15/-. 
Note. All chassis are manufactured from bright aluminium and contain all holes excepting those for transformer fixing 
which are omitted due to the various types obtainable. | 
We also manufacture SPECIAL CHASSIS to HOME CONSTRUCTOR requirements. Send us your drawing and it 
will be executed under the following scale of charges. Material is in either 16 swg Bright Aluminium or Matt Black 19 swg 
Steel at 1d. per square inch Ж plus 3d. per bend x plus 2d. per round hole Ж plus 2/- per shaped hole x plus 1/- postage 


SEND 1/- IN STAMPS FOR GENERAL CATALOGUE. Please send S.A.E. with all enquiries. 


DENCO (CLACTON) LTD., 357/9 OLD RD., CLACTON-ON-SEA, ESSEX 


Bullets ceramics 


FOR INDUSTRY 


High quality material and 
dimensional precision are 
attributes of Bullers die- 
pressed products. 

Prompt delivery at com- 
petitive prices. 


We specialise in the manufacture of —PORCELAIN FREQUELEX 
for general insulation for high-frequency insulation 
REFRACTORIES PERMALEX & TEMPLEX 
for high-temperature insulation for capacitors 


BULLERS LIMITED 


MILTON * STOKE-ON-TRENT · STAFFS 
Phone: Stoke-on-Trent 21381 (5 lines) * Telegrams & Cables: Bullers, Stoke-on-Trent 
ironworks : TIPTON, STAFFS London Office: 6 LAURENCE POUNTNEY HILL, E.C.4 
Phone : Tipton 1691 Phone : MANsion House 9971 
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There was a time when the radio and television 


- ў dealer was kept from his bed by the number and 
Dealers Service Facilities Й 


j 


variety of sets in for repair, but those days áre 
over . . . to-day the dealer can sleep safe and 
sound. 

How? By letting us handle your Service— 


at the full trade profit to yourself. 


BELCHER 


(RADIO SERVICES) LIMITED 


HEAD OFFICE; 59 Windsor Road, Slough, Bucks. PHONE: Slough 24501 


BRANCHES: Bath Bedford Bolton Derby Exeter Hanley Hornchurch 
Leicester Lewes | Lincoln Maidstone Reading Slough Southampton 


Domestic Electric al Re pai rs Stockton-on-Tees Worcester York 


60 . WIRELESS WORLD 


AND NOW 


^ (WEW 
GRAMPIAN 


MAGNETIC 


NOW-FEEDBACK 
CUTTERHEAD 


TYPE C 


These units are a development from our type “D” 
feedback cutterhead and have similar mechanical 
and electrical constants but are operated from a 
single winding. They may be used in conjunction 
with any high grade power amplifier. 
SENSITIVITY—3 volts input for | ial 78 
Р! 
{MPEDANCE—15 ohms at 1000 c/s 
FREQUENCY RESPONSE—-+-3db—50 c/s to 10 Kc 
6db at 20 Kc 
DISTORTION—2% at 1000 c/s 
WEIGHT—61 oz (184 grams) 
STYLUS HOLE—0.064” or 0.0625" as required 
FITTING—Direct mounting on Presto and similar 
machines 
К Also available in horizonta! form, type C/H 


Write for full details 
GRAMPIAN REPRODUCERS LTD 


17 Hanworth Trading Estate 

FELTHAM . MIDDLESEX ә ENSLAND 

Telephone Feltham 2657 

Western Hemisphere Reeves Equipment Co-p., 10 East 52nd St., 
New Yo'k 22, N.Y. 


Australian Agent. Simon Gray Pry. Ltd., Elizabeth St., Melbourne С.І. 
Au t-alla. 
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AR You CEARCHING ? 


Make contact with Ardente Acoustic Labora- 

tories Limited, for details of high-quality 

Miniature Earphones, Transformers, Switches, 

Volume Controls; also of the widely-known 
ARDENTE Hearing Aids. 


SUB-MINIATURE 
TRANSFORMER 


TRANSFORMER T1079 
INDUCTANCE AT 


4 AMS IOOOcÁ 


пыс 
AES NA 


иш 


FE 


PARALLEL INDUCTANCE = M. 


BIS” х -425" х 5307 o 


Of robust construction; its unique design of laminations 
enables Transformer characteristics to be closely controlled, 
despite its small size. Weight: -12 ozs. Lead-out wires 
are colour coded for phase sense of windings applications. 


Specially designed apparatus, capable of detecting one short- 
circuited turn of 50 SWG in 5,000 turns, is used in manu- 
facture to safeguard against premature failure caused by 
electrolytic action on the fine wire at short-circuited points. 


A comprehensive range is available. A typical example is 
a Transformer with primary inductance of 100 Henries with 
no D.C. in the winding. The graph shows variation of 
primary inductance with D.C. in a similar unit. 


Special designs of Transformers are produced to тес 
individual requirements. 


Г THE MINIATURE EARPHONE Е 
| wn be featured in a following advertisement; 
| details will gladly be sent on request. 


ELECTRONIC 
COMPONENTS 


Details on request to 


ARDENTE ACOUSTIC LABORATORIES LTD. 


8-12 Minerva Road, North Acton, London, N.W.10 
Telephone: ELGar 3923 (5 lines) 
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from 
this.. 


ELECTRONIC & 
RADIO ENGINEER 


In this issue 


Phase-Adjesting Cirevits 

Selective Admretence Meaturing Sets 
Gos-Filied Vottage $tob-liter 
High-Feequeoncy Electroni« Counter 


JANUARY 1957 Vol 34 


JANUARY 1957... а new source of 
information on current electronic and radio developments 


WIRELESS ENGINEER, which has served the world’s 
research engineers, designers and technicians for 
33 years, will, in addition, become an essential source 
of information for all concerned with the design, 
development, production and industrial application of 
electronic and radio apparatus. Under the new title 
of ELECTRONIC & RADIO ENGINEER, and with a 40% 
increase in editorial content, it will continue to 
publish original papers by leading physicists and 
engineers. It will also retain the services of the 
editorial advisory board representing Universities, 
The Department of Scientific & Industrial Research, 
'The British Broadcasting Corporation and the British 
Post Office. 
immediate application in electronics and radio (in 
their troadest sense) will be included. Articles on 
subjects of current importance such, for instance, as 
semi-conductors, X-ray cinematography, telemetry, 


But in addition, material of more 


POST THIS COUPON TODAY! 


machine tool control, instrumentation and other 


practical applications of electronics will appear 
regularly. The new ELECTRONIC & RADIO ENGINEER 
will report the latest results of pure research, and will 
also deal in detail with the current applications of 
tecent findings. To be certain of beginning your 
readership with the first issue of the new ELECTRONIC 


& RADIO ENGINEER — complete the coupon NOW. 
Published monthly 3s. 6d. Annual subscription 49s. 


Гы и ROO KL E LLL Oe LLLI s 


TO ILIFFE & SONS LTD., 
DORSET HOUSE, STAMFORD STREET, LONDON, S.E.I 


Please enter my subscription to the new ELECTRONIC & RADIO 
ENGINEER for:— 


i 

L 

б 

1 

s 

Ч 

f£ [0] 12 months (£2 9s. Od.) [ ] 6 months (£I 4s. 6d.) 
i Starting with the first issue in January, 1957. 

H П Remittance £ Б: d. enclosed. 
l [8] will pay on receipt of issue. 

1 

| МАМЕ 

1 ADDRESS 

І 

L| 


р Please print 
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An Outstanding Trio of speaker systems 
UNBEATABLE PERFORMANCE IN THREE PRICE RANGES 


MODEL SFB/3 3-SPEAKER Corner System BRONZE REFLEX 


embodies the W12/ comprises W15/CS bass cabinet with 10in. 
SFB,10in.Bronze/SFB speaker, Super  8/CS  Bronze/CSB speaker. 


Heard at 
Carnegie Hall 


These three high fidelity loud- 
speaker systems were used 
during the Concert. eee 


and Super 3 units. middlespeakerandaSuper Cabinet.. £14 0 0 Breton ру о. Ne E BAENA 
£37/10/- complete. 3 treble speaker. £73/10/- Unit 000 £511 3 October 3rd, 1956, when live 
complete as illustrated. (incl. P. Tax) and recorded performances 


were compared. On some 

items, it was difficult to de- 

tect the instant at which the 

change-over took place 

Agents in New York: 

BRITISH INDUSTRIES CORP., 
80 Shore Road, 

Port Washington, New York. 


Wharfedale sssr 
Idte, Bradford, Yorks. Tel.: Idle 1235-6 


The е ARMSTRONG Hear the The econ os Mp holes 
PB409 SOUND Маш: Л by in SHEET Pp 


Et casis PR 
SALES i^ or i" 2 1279 T 
PHASE i or Tar (b) 6j | 
INVERTER ee) ad 
SPEAKER Hi ER bs? | 
m XN ENSE i] 
A.M.JF.M. JUNIOR MK Il i «дшге 4 » | 
Svaives4Wavebants — 9 28 | AMPLIFIER Ken А. ж) 
RADIOGRAM CHASSIS GNS. | &F.M. UNIT tb) 16 Patent No. 619178 
€ 
TRANSISTORS а : 
Full range of Transistors including all NEW еар MODEL 
Components for Mullard 200 mW. Ѕреаһ `ғ £18.10.0 GD DM 


Amplifier and TCC Midget Capacitors. 
——— M—ÓÓÓÁÀ ———— OSCILLATOR 


DEMONSTRATION ROOM 


М FLEXIBLE ге the HE deris 
termina 
DRIVING | [sipg-Bv-sipE COMPARISON resonant frequency, 


у m tuning transmitters 

SHAFTS || OUR DEMONSTRATION ROOM DUM without application 
А OF @ АСО$ @ ACOUSTICAL IE 5 pew ets юг. m 

. 6/- @ ARMSTRONG @ CHAPMAN ау 
6”.... 6/6 € COLLARO @ CONNOISSEUR | inductances and both 
© GARRARD @GOODMANS | fixed and stray 

@ LEAK @ LENCO @ ROGERS { capacitances. Covers 

(Longer € КСА. © TANNOY @ W.B. . 1.5 to 300 Mc/s. їп 
lengths @ WHARFEDALE. ow ranges. PRICE 12 Gns. Complete. (Or 
pro-rata) 6 Gns. Dep. and 12 monthly payments of 11/7.) 


ALL COMPONENTS 
OSRAM 912 PLUS 
MULLARD 5/10 
ALSO LAB & WELWYN 
HI-STABS & TCC 
PRECISION . CONDENSERS 


FOR 


A VACANCY OCCURS 
ON OUR SALES STAFF 
FOR A FULLY 
TECHNICAL 
SENIOR SALES 


25, HIGH HOLBORN, LONDON, W.C.I 
Tel.: HOLborn 6231/2 
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CABINET CAT. NO. CAB/03 


A magnificent Bureau-type Cabinet of the very highest 
quality in specially selected Walnut veneered exterior, 
Light Sycamore interior with Rexine lining to match. 
Outside dimensions, length 34in., depth i72in., height 
33in. Sloping control panel on right-hand side approx. 
I6in. x !Otin. Removable baseboard on right side 


approx. I54in. x 15in. £1 7 
Packing and carriage 25[-. Or on Credit Terms. CASH -6-6 


CHASSIS CAT. NO. CR/AFM49/PP 

9-valve Superhet with Е.М./МНЕ Band (4 wavebands). 
Push-pull output. Slow motion tuning drive. Full 
provision of Automatic Volume Control. Sockets 
provided for Aerial, Earth, Gram, Pick-up and Exten- 
sion Speaker. Connections provided to Gram. Motor 
controlled by Chassis On/Off switch. The tone 
controls have been given an extra wide range to 
embrace all types of recordings. А.С. 200/250 volts, 
50 cycles only. Special 10іпсһ high flux density 


ШР cat ЖЕРШЕ MN Or on Credit Terms. CASH £2 7-6-0 
AUTOMATIC RECORD CHANGER uu 


CAT. NO. ROM The latest multi-speed changer 
incorporating 16 r.p.m. for "'talking-books," and 
arrangement for manual control. Fitted with high 
fidelity Crystal Turnover Pick-up Head. A.C. mains 


200/250 volts, 50 cycles only. £9 
Packing and carriage 12/6. CASH -15-0 


CABINET x * F.M. TUNERS * 
CAT. NO. CAB? | 4 OTHER CHASSIS X | CAT- NO. FMT/A. Complete Unit in 


A well - designed Cabinet with Magic-eye tuning. 


Bureau-type Cabinet 164 Gns Or on Credit Terms. 
in a medium size. CAT. NO. CR/A.  5-valve Superhet, 3 Packing and carriage 12/6. 


Veneered in a highly Р CAT. МО. FMT/B. Chassis only excludin 
Р I  OUE- wavebands. 12 Gns. Packing and carr. 12/6. уе, eiut sine М E Sim. 


ШТ side dimensions, length 1 h x 4in, high. CASH #13/15/- 
M 294. 32i. Sloping CAT. NO. CR/AFM47. 7-valve Superhet overall eae tid REESE id 


T height, depth I6in., with F.M./VHF Band (4  wavebands) 

control panel on right-hand side zem pL 

approx. 13in, x !0jin. bo iue 234 Gns. * LOUDSPEAKERS, Gram 
baseboard on right-hand side approx, in, х Р 
iin. Large сог ER TM КОН ane cab- Packing and carriage 15/- Or оп Credit Terms, Amplifiers, Tape Recorder equipment, etc, 
inet located at the top on left-hand side. available at keenest prices. Send for large 


Packing and carriage 20/-. CASH ONLY 12 Gns. Ш illustrated catalogue. 


ALL FULLY GUARANTEED serus ortondea E Northernenquiriesonly (notScotlandand N. Irelandto) :- 


Credit terms оп orders exceeding £15. Dealers supplied at full discounts. 
All enquiries (exciudirig Northern Area) to:— 


DIRECT SALES LTD. M > MARLBOROUGH ROAD, ALTRINCHAM, CHESHIRE 
90 JUDD ST., LONDON, W.C.I Ter 9876 § Telephone enquiries: ALTRINCHAM 4045 
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YOU'RE ON THE RIGHT TRACK with 


(TIC RECORDING SYSTEM Е G Е N 


Š components 


< 


In design, dependability, accuracy and freedom from wear 
these Egen components are quite outstanding. They are backed 
by unrivalled experience of the requirements of television and 
electronic equipment manufacturers. 


DUAL POTENTIOMETERS 


with concentric operating 
spindles. Incorporating many 
outstanding design features, 
including multiple contact 
rotors and thorough screen- 

І ing between sections. Control 
spindles can be supplied to suit customers’ 
requirements. Type 136 less switch. Type 
137 with SPST switch. Type 138 with 
DPST switch. 


PRE-SET POTENTIOMETERS 


Completely enclosed in high-grade 
Phenolic mouldings. Solder tags 
heavily silver-plated for quick solder- 
ing. Fully insulated spindles with inte- 
gral control knobs. Tapped for 2-hole 
6 B.A. fixing on 1" centres. Type 126, 
wire-wound. Type 127, carbon. i 


MINIATURE POTENTIOMETERS 


i' diameter: utmost reliability within а 
very small compass. Positively located soldering tags, silver- 
plated for easy soldering. All steel parts rustproof. Standard values 
available, from 5000 ohms to 2 megohms. Type 115 less switch, 
Type 105 with specially designed 2-pole Q.M.B. switch. 


CONCENTRIC SWITCH POTENTIOMETERS 


Thorough screening between 
switch and potentiometer. Con- 
centric operating spindles give 
independent operation of switch or 
potentiometer with *one-control" 
simplicity. Quick make-and-break 
action mains switch. Knob location 
to suit specified reqnirements. 
Туре 154 with SPST switch, 
Туре 155 with DPST switch. 


The wide range of EGEN controls includes also: Standard Carbon 
Potentiometers Type 102, Pre-set Resistors, Inductance Coil 
| Assemblies, Sub-Miniature Potentiometers, (for use in miniature 


electronic apparatus) and TV Aerial Plug and Socket. 


ЕСЕМ ELECTRIC LIMITED 


CHARFLEET INDUSTRIAL ESTATE 
CANVEY ISLAND • ESSEX - Phone: Canvey Island. 691/2 


[n p a AR PD RD R DRE 


“BRITISH COMMUNICATIONS CORPORATION LTD. 
Wembley, Middlesex, England 
Telephone: WEMbley 1212 Telegrams: BEECEECEE . 


ТЯ 


"EL 
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MINIATURE 


CERAMIC CAPACITORS 


FIXED & VARIABLE 
FINISH: STOVE ENAMELLED OR BAKELITE COATED 


жалин ETE pretia itat ste nempe TEI REET ETETE ran RSE tar 


Wide choice for Radio E LIIS cemere Keep 
T.V. all Electronic £ m xim ! зш. | 
Appliances application £ e =< | T 
and Interference RÀ E 
Suppression 


TYPES 
DISC-3 Types 
TUBE-AIl Types 
PEARL 


DISC TRIMMERS 
TUBE TRIMMERS 
WIRE TRIMMERS 


Please apply 
| for further 
details and 
Prices 


te. 


STEATITE INSULAT!ONS. LTD.. 
25 SOMERSET ROAD, EDGBASTON, BIRMINGHAM, 15. 


Telephone: . А . EDGBASTON 5381/2. 
Telegraphic Biase: “ STEATITE-BIRMINGHAM, 15.” 
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Feeder Unit—Garrard ‘Transcription Motor, 
Leak Dynamic Pick-up with diamond stylus. 
High fidelity “ Perth " AM/FM Tuner. 


Amplifier Section— Built-in Leak “Point 
One"' TL/10 Amplifier. 


Tape Recorder Section— 
Refiectograph high fidelity 
Tape Deck, with * Brick " 
type  Pre-amplifier and 
Erase Unit. 


Speaker Cabinets (Two) 
—Twin Bass Reflex 
acoustic chambers with 
Axiom ‘150 Speakers 
and Goodmans Acous- 
tie Resistance Units. 


Record Storage com- 


partment. 
An outstanding product of the 
“Perth” High Fidelity division 2 5 6 gns. 
Price in U.K. complete inclusive of tax. 
PERTH RADIOS LIMITED 90 Judd St., London, W.C.1. Tel: TER minus 9876 
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E 


Five Valves 3 Wavebands 49} gus. 
Seven Valves 4 Wavebands (AM/ 
FM) 62} gns. 


Five Valves 3 Wavebands 98 gna. 
Seven Valvea 4 Wayebands (AM/ 
FM) 42} gns. 


Ài 


Five Valves 3 Wavebands $1 gns. 
Seven Valves 4 Wavebanda (AM/ 
FM) 42 gns. 


т: 


| 


n 


! 


F.M. Tuner Unit 174 gns. 


q 


Diac Player 19 gns. 


B.50 SERIES MICROPHONES 
Type B.50—Low impedance dynamic £6.10.0d. 


Type B.51—Crystal 


£5.10.0d. 


Type B.52—High impedance dynamic £7.10.0d. 


Full details on request from: 


VITAVOX LIMITED 


Westmoreland Road, London, N.W.9 


Telephone: COLindale 8671 
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Plessey makes available to Overseas Industry a 


range of superior components, including many interesting 


developments for 90? scanning angle receivers. 


for American and Continental high 
definition systems... 


This range incorporates not only many new items, 
but also improvements on established designs, 
and a continuation of research into basic materials 


and methods of production has resulted in 


components of high performance at economic cost. 


Overseas Design Engineers and Equipment 


Manufacturers are invited to write for full information. 


WA ! 
PLESSEY INTERNATIONAL LIMITED - ILFORD · ENGLAND • The Overseas Sales Organisation of the Plessey Group 
X PIC.1 
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ARCOLECTRIC 
NEON 
SIGNAL 
LAMPS 


Ail supplied complete with 
neon tube and resistance. Models 
for 80 to 600 volts A.C./D.C. 


There are many other Arcolectric 


signal lamps—for 6 to 600 volts. 
Arcolectric signal lamps are used 
in the latest supersonic aircraft. 


Write for Catalogue 129 


ARCOLECTRIC 


X wWwITUHES- LTD 


Red, Amber or Clear domes. 
Green at extra cost. 

S.L.50: Snap-in fixing. 

S.L.8l : Single din. hole fixing. 


S.L.90/N : Single Zin. hole fixing. 


CENTRAL AVENUE, WEST MOLESEY, SURREY. TELEPHONE: MOLESEY 4336 (3 LINES) 


METAL CASED 
RECORDER 


Incorporating the '* BRICK " type 
construction of Record/Playback units. 
'This instrument permits continuous 
monitoring from the tape during 
recording, the Playback Amplifier 
delivering an output power of up to 

3 watts, either to the built-in speaker, or 
to an external (15 ohms) output socket, 
while a 600 ohms balanced output of 

1 mW is also available. 

A ** Breakin " switch is provided, so that 
the incoming signal can be.sampled and 
directly compared with the outgoing 
recorded signal. The recorder measures 
213іп. x 15$in. x 13in. deep and weighs 
56 lbs. И can be supplied fully 
tropicalised if so required, 


sns Rocce.” RUDMAN DARLINGTON (ELECTRONICS) LTD 
Gi og gr Deci Wednesfield. Staffs. Tel: Wolrerhampton 31704 


For specification and full 
information on the Reflectograph 
range please write to the manufacturers. 


'W.Ad 3978 
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The New 


Ма. sound. 
Wisdom 


— Mastertape 


Described as the best in Europe 


MAKES RECORDING HISTORY 


an expert writes 


Dear Sir, 


Looking back over the last seven years of Tape Recorder development, | 
think | can honestly say that the biggest single advance | have made since 


starting, was changing over to М.5.5. РМ/15 Recording Tape. 

A sample of this Tape, which was kindly handed to the undersigned by one of 
your Representatives at the recent Audio Fair, has proved itself to be superior 
beyond all doubt. 

An impartial test was conducted by splicing the 150%. sample length into the 
centre of a longer spool of Tape made by a famous manufacturer. 

The difference in signal/noise ratio, and the treble response was very marked, 
even to a non-technical *' guinea-pig ° who enquired what had ** happened ” 
when the M.S.S. tape arrived at the replay head! 

Yours faithfully, 
(Signed) J. A. Plowman, 
A.M. Brit. I.R.E. 


M Si RLCORDINO COMPANY ул 


You. can have this Experience too 
Whatever the Machine 


SIX REEL SIZES. PLASTIC SPOOLS. 


PRIC ES Complete Empty Complete Empty 
ISOf&  ... ж. 5/6 each 2/6 850ft. ... “ш 27/6 each 3/9 
BDOft. = aa 10/6 each 3/- 1.200. . on 35/— each 4[- 
600ft. ... 78 20/- each 3/6 L750ít. . РЕА 55/— each 12/6 


JOINTING ACCESSORIES 


LEADER 
White, Red, Green and Yellow E a таъ on o d 3. x ooo .. 46 per reel 
ADHESIVE JOINTING TAPE 


Reels containing 18 yds. each a Ae E ^b we ‚эъ s aws "Ж m 5/- per reel 


JOINTING COMPOUND 


Bottles containing 2 oz. - asc a es ыў TA 24 P de. 4/6 per bottle 
also non-magnetic scissors, and splicer. 


.———————————————_———-—— 


M.S.S. Recording Со. Ltd. 
Poyle Farm, Colnbrook, Bucks. Telephone: Colnbrook 430 
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PROTECTION AT 


= „уж?“ | \ 


2v E ay ITS 


ASK FOR THE LEOCAST LEAFLET 
& SEE HOW THIS TECHNIQUE 

OF RESIN ENCARSULATION 

CAN SOLVE YOUR PROBLEMS £- 


a} 
С Li 


Resin Encapsulated Components 
moulded by the LEOCAST process 
gain maximum protection against 


SHOCK....TEMPERATURE CHANGE..... 
....HUMIDITY.....ELECTRICAL STRESS 


LION ELECTRONI 


DEVELOPMENTS LID | 


LION WORKS, HANWORTH TRADING ESTATE, FELTHAM, MIDDX. Telephone: Feltham 2922 & 3567 


-~ 


TUNERS 


The FM85 is the answer to so many problems. 
Combining as it does the highest quality Frequency 
Modulation reception, and excellent reception on 
Medium and Long Wavebands, on a small, com- 
pact and easily installed chassis, complete with an 
attractive Escutcheon. 


With completely stable drift free tuning, the FM band 

covers 87.5 to 100 mcs. and has a sensitivity of >8u.V 

for 20 db. quieting. The circuit includes a tuned low 

radiation R.F. stage, high level noise limiter, A.V.C. 

The Medium and Long Wavebands cover from 195 m. to 550 m.-and 800 m. to 2,000 m. and using special 
delayed Amplified A.V.C. circuits provide high-quality reception of good Continental broadcasts. The FM85 
is fitted with a Cathode Ray tuning indicator which operates on AM and FM, a Volume Control and is supplied 
complete with an Escutcheon finished in gold and costs 24 gns., inc. P.T. or 28 gns. self powered 200-250 v. 
Also available the De Luxe AM/FM series S5/FM and S5E/FM at 324 gns., inc. Р.Т. or 363 gns. Self powered 
200-250 v. 


And the FM81 Mk. II long range Frequency Modulation only Tuner at 21 gns. inc. Р.Т. 


All these Tuners are suitable for use with any high quality amplifier and the SSFM and ЕМ81 can be supplied 
with escutcheons in gold, silver or bronze. 


C. T. CHAPMAN (Reproducers) LTD 
RILEY WORKS, RILEY STREET, CHELSEA, S.W.10 
FLAxman 4577/8 Export Enquiries Invited 
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Арсов 


(Regd. Troda Mork) 


SOLDERING EQUIPMENT FOR INDUSTRY AND THE HOME CONSTRUCTOR 
Electric cable strippers, solder dipping pots, hand pyrometers, etc. 


TYPES 


m 
EJ 


BIT LIST No. 70 
(Instrument Work). 


т” BIT LIST No. 64 
(Factory bench line assembly) 


i" BIT LIST No. 107. 
(Large Tagging) 


ILLUSTRATED 


For factory bench line assembly 


т” DETACHABLE ВІТ MODEL 
LIST No. 64 


PROTECTIVE SHIELD LIST No. 68 


2 
22 
= 
a 
x 
> 
L4 
о 


» 
Qi 
e 
o 
ir 
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і 30v 


Manufactured to meet any voltage and 


3003 


British, Foreign Patents and Registered 
supply from 6/7 v. to 230/50v. 


Designs, etc. 


QNV319N3 N 


наша NOt 


REPRESENTED IN ALL 


LEADING COUNTRIES 


Write for catalogues and further informatio: 


HEAD OFFICES & SALES ADCOLA PRODUCTS LIMITED 
GAUDEN ROAD, CLAPHAM HIGH ST. LONDON, 


S.W.4. Telephones: MACaulay 3101 and 4272 
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OFFER 


Now available from stock at only 


WRITE FOR FREE LEAFLET AND 
DETAILS OF GENEROUS HIRE 


20 см. 


COMPLETE 


LANE 


f 
A Full Range 9 
AMPLIFIERS * TURN 
TUNERS etc > - 
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Quality 


DSCEMBER, 1956 


THE PREMIER SOUTH COAST 
HIGH- FI DEALERS 


-TABLES 


10 WATT PUSH-PULL 
ULTRA LINEAR FEED BACK 
AMPLIFIER & PRE-AMPLIFIER 


(as illustrated) 


PURCHASE TERMS. 


LANES RADIO un. 


11 GARDNER ST., 


"Phone: 


Brighton 20773 


‘VARIAC’ 


range and ratings 


The variac is the original 
on-load infinitely-variable vol- 
tage-adjusting transformer, and 
the only one employing DURA- 
TRAK” (Reg’d.) i.e. tracks 
treated in accordance with U.K. 
Patent No. 693,406, which pro- 
duces a coating of precious metal 
alloy on the brush track, elimina- 
ting the possibility of deteriora- 
tion due to oxidation, much re- 
ducing contact resistance, en- 
suring increased life and economy 
in maintenance, and improved 
resistance to accidental short- 
Circuits or serious temporary 
overloads. 

All variacs have two current 
ratings. The rated current is 
limited by the heating of the core: 
this amount of current may be 
drawn at any setting of the dial. 
The maximum current rating is 
limited only by the current carry- 
ing capacity of the brushes and 
wire. This current may be up 
to 55% higher than the rated 
current, and can be drawn only 


at voltages near to the input 
voltage, Or near zero, since at 
these positions there is little auto- 
transformation and core heating 
is therefore negligible. 

When the  "overvoltage ” 
feature is used, or when the 
VARIAC is used to feed a load 
of varying impedance, the 
current is limited to the rated 
current. 

Bearing the above facts in 
mind, the correct VARIAC for 
any particular application may 
be selected from the table given 
opposite, Cut this announce- 
ment out and use it as a rapid 
selection guide. 

For complete, profusely illus- 
trated data on the entire line of 
i-phase and 3-phase .and 
"special" variac Transformers, 
request our new 3-colour Broch- 
ure Form 424-UK, as well 
as our special Price List Form 
VSP-56/16. Your request 
should be sent to our nearest 
Works. 


v2 


V-6: V6H 


V-30-H 


"VARIAC" 
GENERAL 
Classification 


У-5: V5-H 
V-10: V-10-H 
100Q: 100-R 
V-20: V20H 


50А: 50-B 


This table refers only to single 
winding toroidally-wound 


Rated 
(0-135 v. 
Output) 


VARIACS and does not include 
double wound types (Types 70 
and 80) or ganged assemblies, or 
3-phase types, etc. 


Glaube Lyons fto. 


76 OLDHALL STREET - LIVERPOOL 3 . LANCS . TEL: CENTRAL 4641, 
VALLEY WORKS · HODDESDON .- HERTS . TEL: HODDESDON 3007 


CURRENT RATINGS (Amperes) 
115 v. OPERATION |230 v. OPERATION 


Maximum 
(0-115 v 
Output) 


Rated 
(0-270 v. 
Output) 


Maximum 
(0-230 v 
Output) 


For use on 350-1200 c/s. 
For use on 400-2600 c/s. 


BRIGHTON 


DECEMBER, 1956 


This K-18 connector is 
ACTUAL SIZE 


—made under U.S. licence from 
Winchester Electronics Inc. 


DATA RELATING TO 
SERIES 'K' 
PRINTED- CIRCUIT 
CONNECTORS 
. 

CURRENT CARRYING 
CAPACITY: 5amps 
= 
BREAKDOWN VOLTAGE 
BETWEEN CONTACTS: 
3 КУ (at sea level) 

e. 

AVERAGE MATING 
AND UNMATING FORCE 
(per, contact): 8 oz. 

ө 
CONTACT CENTRES: .156 
. 

FIXING HOLES: *125 
© 
POLARISING KEYS 
fitted in any position 
e. 
CONNECTIONS TO CONTACTS 
by rivets or solder-cups 


SERIES 'K' 


“with 6, 12, 18 & 22 contacts 
NOW AVAILABLE 
FOR 


PROMPT DELIVERY 
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“ELECTRO” 
METHODS 


(ОЕ STEVENAGE ) (ОЕ STEVENAGE ) 


— tlie foremost manufacturers of 


printed circuit 


connectors 


GOLD-PLATED CONTACTS 
made from spring-tempered phosphor-bronze 
provide low contact-resistance, 
prevent-corrosion and 
facilitate soldering. 


MELAMINE MOULDINGS 


conforming to B.5.5. 1322 
provide high arc-resistance, 
high dielectric 
and mechanical strength. 


| Full technical data and illustrated 
leaflets forwarded on request: 
| ELECTRO METHODS LTD. 
12-36 Caxton Way, Stevenage, Herts. 


Telephone: Stevenage 780 
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CAST _ RESIN TRANS- 


FORMERS 

Give complete mechanical and 
climatie protection for core and 
windings. Good heat dissipation. 


HERMATICALLY SEALED 
"C" CORE UNITS 

А complete range covering trans- 
formers from 1 Va to 2 kVa and 
the usual range of chokes. 


POTTED COMPOUND 
FILLED TRANSFORMERS 
A wide range of capacities for 
transformers and chokes. Com- 
plete reliabifity. Suitable for 
exacting industrial and climatic 
conditions 


SHROUDED AND OPEN- 
TYPE TRANSFORMERS 
Combines first-class engineering 
with a popular highty competitive 
product. Vacuum Impregnated 
and rigidly tested. 


MICROPHONE TRANS- 
FORMER 

for use with moving coil micro- 
phone, minimum hum, pick-up 
and maximum efficiency. 

In addition to the types shown, 
we manufacture a great variety 
of Transformers for all electronic 
applications. Also Power Trans- 
formers up to 750 kVA. 


WODEN TRANSFORMER со. LTD. Catalogues available 
BILSTON, STAFFS. Tel. BILSTON 41959 ор uet 


Cellular Polythene 


эе ae aa - 


INSULATED TELEVISION DOWNLEAD CABLES 


To meet the exacting demands being made on the efficiency of aerial systems 
the Glover range of Cellular Polythene insulated downleads have been designe 
to utilise the superior electrical properties of this new form of polythene. 

Details of three designs are given as 


being most representative of modern 
practice. 


CO-AXIAL TELEVISION DOWNLEADS 


CELLULAR POLYTHENE 
Reference No. С.А. 3. | 
— 


Characteristic impedance ohms. 75 
Service ^rea FRINGE 
Attenuation dB/100 ft, ас 50 Mejs. 


4 


The two Cables G.R.1., G.R.2. are 


intended for use in the service area and Copper Conductor 
1 H Di inches :- 

one G.R.3. for use in fringe areas and iam in Inches 

А e А А Over Polythene. 

in situations where interference . Wire Braid, 

is high. _ PVC. Sheath. 


М.Т. GLOVER € CO. LTD. 


MEMBERS OF THE C-M-A 


TRAFFORD PARK MANCHESTER 17 


TRAFFORD PARK 214! 
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eer LAB Continuous 
Storage Units 


Thousands of LAB Continuous Storage 
Units are daily solving the problem of 


wars | MAX а ШТ E control and storage of the great range of resistors. 
VOLTS FOR FREE UNIT| CAPACITY Compact, and capabie of storing up to 720 separate 


berate resistors, LABpak make selection positive, simple 


and speedy. Now that Ceramicaps, Histabs and 

i a 250 | 10to 10M 240 720 Wi А 
R 1 500 10 to 10M 180 500 jirewound resistors have been added to the 
Tolerances available £20% 10% 5% carded range the usefulness of LABpak. storage 


HIGH STABILITY RESISTORS units is enhanced. 


ws [+ | 750 [iesew | эӊ [з] FREE with any purchase of the LABpak range, 
Tolerances available 4.59% 290 1% these units are the complete answer to the 


WIREWOUND RESISTORS | re problems of small production units, 
aboratories, efc. 
LP | 5&10 5 to 100K 72 300 
MAKE UP YOUR ORDER TODAY — DELIVERY EX-STOCK 
CERAMICAPS : : А 
- B pem s u F ES All LABpak resistors are carded in ohmic 
ubular to 1 ; Я 2 
HK | Tubular| 500 | 470 to 5000pf 141 500 value, rating and tolerance, colour indexed and 
HKD | Disc 500 |470 to 5000nf 141 500 tabbed for easy selection. 
Tolerances available +2% 10% 
The LAB Continuous Storage Units are available from your normal source of supply, but more detailed information and literature can be obtained from 


THE RADIO RESISTOR COMPANY LIMITED 


50 ABBEY GARDENS, LONDON, N.W.8 œ Telephone: Maida Vale 5522 
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FM UNIT 


Automatic Frequency Control 


PRICE £2.4.1 7.0. INCL. 


PART OF A COMPLETE HIGH FIDELITY SYSTEM 


ETE available post free on request; send also for details of companion equipment in the RD 
JUNIOR Home High Fidelity System—the RD JUNIOR Amplifier and Controi Unit 
and the RD JUNIOR Corner Horn enclosure. 


NEW FACTORY : In order to be able to meet the steadily increasing demand for our pro- 
ducts we have now moved to a larger and better equipped factory. Our sole address, to which all enquiries 
should be sent, is now as below 


ROGERS DEVELOPMENTS (Electronics) LTD. 


"RODEVCO WORKS," e. 4-14 BARMESTON ROAD, e CATFORD, e. LONDON, SE6 
Telegrams: RODEVCO, LONDON, SE6 Telephone: HiTher Green 7424 


THE LAL SHORT RANGE 
'RADIO TELEPRINTER 
TERMINAL 


INTERNATIONAL AER ADIO TD. 


AERADIO HOUSE : 40, PARK STREET, 
LONDON, W.l. HYDE PARK 5024 


The International Aeradio VHF short range 
radio teleprinter termina is designed to combine 
the highest engineering standard with .ow initial 
cost. This equipment is especia.ly valuable where 
land ine faci.ities are unreliable or not avaiable, 
as may happen between a town and its airport. 
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An A.C. voltage regulating problem? Here's the ready-made answer — 


(Products of N.Y. Philips, 


Eindhoven, Holland) 


PHILIPS 
rN 


=== 


w 
uy 


2 


Write оғ telephone for further details 


otepless Variable 
Transformers 


There are many applications for 
these handy transformers! Both 
bench and panel mounted types 

are available for use in the laboratory 
or for incorporation as standard 
components in manufacturers’ 
equipment. 


Continuously variable from 
zero up to 20% above 
input voltage 


Toroidally wound 

Extremely low “no load" losses 
Can be mechanically 

coupled for series, 

parallel or 3-phase 

(star connected) operation 
Generously rated 


Fully tropicalized 


Individual units 
rated up to 2 kVA 


PHILIPS ELECTRICAL LTD 


RESEARCH & CONTROL INSTRUMENTS DIVISION 
CENTURY HOUSE« SHAFTESBURY AVE + LONDON: W.C.2 
TELEPHONE : GEntrard 7777 


(РЅЕО211) 
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The Qevees 
Super Radiogram 


THE FINEST IN 
RADIOGRAM REPRODUCTION 


* 8 watt Push Pull Amplifier with negative Feedback. 
tc Separate High Sensitivity VHF/FM Tuner. 


WIRELESS WORLD 


Specialists in High Quality Reproduction for over 20 years. 


DECEMBER, 19: 


Ж Twin speaker system with crossover network incorporat- 
ing the WHARFEDALE Golden 10їп. and special aluminium 
voice coil treble unit. 


Ж Beautifully styled and hand-made cabinet finished in 


walnut. 
* COLLARO High Fidelity Autochanger. 


DEP this coupon for descriptive literature and details of Hire Purchase 
| and Home Trial facilities to Armstrong Wireless and Television Co., ] 
1 Ltd., Warlters Rd., London, №.7. (NORch 3213) 


| Name 


PRICE |AM/FM Mode! £102.8.6. 
incl. tax | AM Only Model £90.8.0. 


DEMONSTRATIONS at our Holloway Showrooms 
weekdays (inc. Saturday) 9-6 p.m. TRIAL IN YOUR 
HOME. Your money will be refunded if for any 
reason whatever you are not satisfied after 7 days' 
trial. FULL GUARANTEE for 12 months. CREDIT 
TERMS available. 


-towards pertection- 


We believe our range of Transistor Units to be the 


first expressly designed for high quality sound 
reproduction and allied application. 


No.1 Зее last month's advertisement ‘‘ Wireless World.” 

No.2 Low impedance Pre-amplifier as transformer, etc. replacement unit:— 
Input: 5-50 ohms., output 425 ohms., input 10 m.v. in 25 ohms. for 300 m.v. peak 
output. Frequency response flat 20 c.p.s., 30 kc/s., wonderful transient improve- 
ment, with-no background (over transformer unit). 

No.3 Low impedance corrected Pre-amplifier. Gain at 1 kc/s., 35 db, 25 ohms. source, 


24 db feedback. Output 1 voli peak. Input 18 m.v. peak. 

Correction: R.I.A.A. for L.P. ffrr for 78 r.p.m. Flat for microphone input. 
NO hum, no noticeable noise or distortion under rated operating conditions. 
Circuit covered by Chave-Murray patent application. 


THE LOWTHER MANUFACTURING COMPANY, 


LOWTHER HOUSE, ST. MARK’S ROAD, BROMLEY, KENT, ENGLAND. Tel,: RAVensbourne ^2 
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or every make 
of tape recorder 


Whatever the make, whatever the model of tape recorder, there is a ‘SCOTCH BOY’ 
tape to fit. In addition to the existing reel sizes, all tapes in this world-famous 
range are now available on 5ł” (continental-type) spools, equipped with write-on 
leaders and stop-foils. Write-on leaders are already standardized on all reels. Stop- 
foils will be provided on all reels in the near future. Your supplier also stocks 
‘SCOTCH BOY’ spools, splicing tape, and leader tape—all of the highest quality. 


.. Standard . . ‘SCOTCH BOY’ 111 magnetic recording tape with acetate base 


Probably the most famous recording tape in the world, ‘ѕсотсн Boy’ 111 
has а high reputation for clarity of reproduction, and for freedom from 
background noise. It has become the criterion for judging fidelity. 


,. oxtra-play . . ‘SCOTCH BOY’ 150 magnetic recording tape with polyester base 


This is the strongest long-play tape on the market even though it is only 
two-thirds the usual thickness. Each standard spool accommodates 50% 
EXTRA footage of this tape and, therefore, provides 50% EXTRA PLAYING 
TIME. The oxide coating is also thinner than usual, and gives exceptionally 
crisp, clear reproduction, with improved response to the higher frequencies. 


..and new, high-output ‘SCOTCH BOY’ 120 magnetic recording tape with acetate base 


This newest tape, with its specially developed oxide coating, permits greater 
dynamic range with freedom from distortion on signal peaks, and gives 
utmost signal output at low frequencies. Because of its perfect reproduction, 
‘SCOTCH BOY’ 120 high-output tape is used for the highest fidelity audio 
recordings, and similar special applications. 


SCOTCH BOY MAGNETIC RECORDING TAPES 


REGD. TRADE MARK 


PODUCTO| MINNESOTA MINING & MANUFACTURING COMPANY LIMITED 
LONDON . BIRMINGHAM d MANCHESTER Ы GLASGOW 
RESEARCH WORLD’S LARGEST MANUFACTURERS OF COATED PRODUCTS 
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A special dual-cone design 
distinguishes Philips high fidel- 
ity speakers, resulting in energy 
transmissions that are almost 
independent of frequency. 
E This ensures that, in an otdin- 
j f: Жыл, ү 06 
within an angie o egrees 
for 3 regu 9 does not vary by more than : m 
: n decibels; while the excelent spatial paaibation 
= of acoustic energy — even at the highest frequencies 
smooth response clive : = — is obtained by Philips choice of coupling factor 
between high-range and low-range cones. 

radiator below /0,000 cycles, and as a 
reflector for the high notes above this 
: frequency. The distribution of sound over 
З 6 5 the entire frequency range is thus much 

: wider than on a normal loudspeaker. 
These loudspeakers have a very smooth 
loudspeaker E in two sizes: 8° and 12”, price 64 gns. (tax 
paid) and 10 gns. respectively. There is 


= response curve combined with a low resonance 
(Made in Holland) , also a single-cone loudspeaker, available 


The small cone acts as a high note radiator for 
frequencies above 10,000 cycles and also as a diffuser 
for frequencies below 10,000 cycles from the large 
cone. The large cone itself acts as a low note 


The Philips dual-cone loudspeaker comes 


frequency. 
in the same two sizes: price £6.2s.6d. (tax 
paid) and £10.0s.0d. respectively. 


N.B Any of these speakers may be used on their own or with 
*= another suitable loudspeaker using a crossover unit. 


ЧЄ PHILIPS ELECTRICAL LTD 


Musical Equipment Department - Century House - Shaftesbury Avenue - London · W.C.2. 


For full details write to: 


(PR437 ) 


WEYRAD 


IF. TRANSFORMERS AND RATIO DETECTORS 
FOR AM AND FM. 


TYPE P.23/IR 


COMBINED AM/FM TRANSFORMERS 470 KC/S AND 10.7 MC/S. AM BAND- 
WIDTH 8 KC/S AT —3DB. FM BANDWIDTH 200 KC/S AT —1.5 DB. 


TYPE P.232R 


COMBINED AM I.F. TRANSFORMER AND FM RATIO DETECTOR. THE 
R/D PROVIDES A PEAK-TO-PEAK BANDWIDTH OF 340 KC/S WHICH IS 
LINEAR OVER 220 KCJS. 


BOTH ASSEMBLIES ARE MOUNTED IN SCREENING CANS SIZE ! x 18 x 2gin. 
THE TRANSFORMERS ARE DESIGNED FOR USE WITH EF89 AND EABC80 
VALVES OR THEIR EQUIVALENTS. THE Р.23/1 AND P.23/2 CAN BE 
EMPLOYED WITH FRONT-END TUNERS INCORPORATING THE FIRST 
|,F. STAGE, ALTERNATIVELY WEYRAD P.22/4 ЕМ I.F. TRANSFORMER CAN 


BE USED. 
THESE COMPONENTS ARE USED IN OUR AM/FM RECEIVER-CONSTRUCTIONAL 
CATALOGUE OF INDIVIDUAL COMPONENTS 64. BOOKLET 2/6. 


WEYMOUTH RADIO MANUFACTURING CO. LTD. 
CRESCENT STREET, WEYMOUTH, DORSET. 


DECEMBER, 1956 


WIRELESS WORLD 


from the new Mullard catalogue 


Precision Pulse Generator 
Lisi 


The pulse generator type 
L.141 provides two main 
pulses with accurately 
controllable amplitude, 
duration, p.r.f., and sep- 
aration, together with 
additional pulses for trig- 
gerring or synchronising. 

The amplitude of the 
two main pulses is con- 
tinuously variable be- 
tween 300V and 100V, 
their duration from 0.5 
to 100us, and the separa- 
tion between them from 
Oto 100ms. 

An internal oscillator 
provides repetition fre- 
quencies from 1с/$ to 
100kc/s. 


Transistor Tester 
L264 
The Mullard Transistor 
Tester has been developed to 
provide a rapid means of 
checking general character- 
istics and ascertaining if a 
transistor has been damag- 
ed in circuit. Facilities for 
measuring the important 
parameters, a, base-collec- 
tor short-circuit current 
gain, as well as Ico and the 
collector turnover voltage 
are provided. Although de- 
signedasa simpletesting unit, 
it has an accuracy of +5%. 


| Mullard 


Specialised Electronic Equipment — / 


Е | — 
Dual Trace Oscilloscope 


L101/2 

This high grade, general 
purpose instrument incor- 
porates two identical am- 
plifiers with sensitivities of 
20mV/cm over a band- 
width of 4Mc/s. Voltage 
measurements (25975) and 
time measurements (+ 10 %) 
are by null methods. The 
time base may be free run- 
ning or triggered, and sweep 
speeds are from 0.1 us/cm 
to 10ms/cm. 


Ed 


Television Line Selector 


196 

The L.196 enables апу 
normally triggered oscil- 
loscope to give a jitter-free 
display of one or more lines 
from a television video 
signal. It can be used on 
transmitter and receiver 
units to display depth of 
modulation, d.c. levels, 
bandwidth, blanking, syn- 
chronizing pulses and for 
the examination of similar 
waveforms in detail. 


[Mullard] WRITE FOR FULL INFORMATION 


SF 


MULLARD LIMITED - EQUIPMENT DIVISION * MULLARD HOUSE 


TORRINGTON PLACE · W.C.| 


TELEPHONE LANGHAM 6633 


$9 ME604 
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Connoisseur’ |, 


The turntable with a 4% variation 


The Connoisseur motor is made for the per- 
fectionist. It is one of the finest turntables in the 
world. 

The speed charge is arranged mechanically and 
gives a 4 per cent variation on all speeds. A 
synchronous motor, which is virtually vibrationless 
with-low noise level and hum induction, maintains 
a constant speed at all settings. There is no 
braking action to obtain speed change. 


The ł2in. turntable is lathe turned in non-ferrous metal. 
main spindle, which is precision ground and lapped to mirror 


nnish, runs in phosphor bronze bearings. 


A sound, precision engineering job, the Connoisseur motor 


provides the foundation for perfect reproduction. 
Price £20, plus P. Tax #Ё8/11/-. 


A. R. SUGDEN & CO. 


WELL GREEN LANE, BRIGHOUSE, YORKSHIRE. 


OVERSEAS AGENTS: 

SOUTH AFRICA: W. L. Proctor (Pty.) Ltd., 63, Strand Street, Cape 
Town. CANADA: The Astra! Electric Co. Ltd., 44, Danforth Road, 
Toronto 13, Ontario. NEW ZEALAND: Turnbull & Jones Ltd., 
Head Office, 12/14, Courtenay Place, Wellington. HONG KONG: 
'The Radio People Ltd., 31, Nathan Road, Hong Kong. 
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SPEED MOTOR 


on all three speeds. 


Matching Connoisseur Pick-up 
Mark il with a frequency range 
from 20-20,000 cycles: 


Pick-up complete with | head 
fitted with Diamond armature 
£8/19/- plus P. Tax £3/16/6. 


(ENGINEERS) LTD. 


Phone: Halifax 69169, Grams: Connoiseur, Brighouse. 


MAIN DISTRIBUTORS: 

AUSTRALIA: British Merchandising Pty. Ltd., 183, Pitt Street, 
Sydney, and J. H. Magrath (Pty.) Ltd., 208, Little Lonsdale Street, 
Melbourne. EAST AFRICA: International Aeradio (East Africa) Ltd., 
P.O. Вох 3133, Магы. MALAYA: Eastland Trading Co., 1, Prince 
Street, Singapore. 


М. К. SUPPLIES Ltd. 


(Established 1935) 


Some excellent NEW OFFERS available in limited quantity. Al) material we offer 
is in first-clase condition—as has been well known for over 21 years. All prices nett. 
THERMOSTATS. Very timely offer. Small precision units by Maclaren, Glasgow. 
Range adjustable from 25 to 100 degrees F. Capacity 10 amps AC (250 v.). Close 
dfff-rential of 2 deg. Size 3xlşxlin. Here is undoubtedly the finest thermostat 
value we have been able to offer, If calibrated and boused they would cost about 50/-. 
We offer about 1,000 at only 7/8 each (despatch 6d.) These are brand new. 
AMMETERS. 0/5 amps DC, m/eoll, 2in. square flange. Another rare opportunity. 
12/6 (despatch 64.). Also 2!n. round, 0/500 mícroammeters DC m/ooll. 17/6. Also 
2hin. round 0/20 volts AC/DC, m/iron. 10/6. 

Р.О. RELAYS. Type 3000, 175 ohms, each with 4 heavy duty “ makes” and 4 Н.О. 
“ breaks," brand new, boxed. 12/8. (despatch 6d.). THERMAL DELAY SWITCHES. 
6.8 volt, delay approx. à min. 4/6. 

MINIATURE L.V, MOTORS, Model” A," perm. magnet, reversible. Body only 2in. 
long by liin. dia. Shaft iin. proj. Suitabie for 6, 12 or 24 v. DC. Low current соп. 
sumption. Suitable for dry battery operation. 10/6. Model" B," 12/24 v. DC (or 
20/25 v. AC). Body 2Hn. long by l}in dia. Shaft lin. proj. Split feld reversing. 
10/6 (despatch either 9d.). 

ELECTRIC FANS for light cooling and extraction, stili projectors, ete. 200/250 v. 
AC shaded pole motor and 3in. dia. impeller, quiet running. 26/- (despatch 1/-). 
ONE-THIRD Н.Р, MOTORS by Newman. Split-phase induction, 230/250 v. 50 c. 
1 phase, 1.425 r.p.m. shaft jin. día. by 210. proj. #5/10/- (despatch 5/-). 

HIGH DUTY AIR BLOWERS, Powered with B.T.H. type CFS 2615 repulsion-Induc- 
tlan motor, 230/250 v. 50 c. 1 ph. Estimated delivery 1,500 c. it. per min. Overall 
length 24in.. width Oin., height 18in. Inlet 7in. dia. Outlet 7In. by 3in. Weight 
approx. 1 cwt. Brand new in original cases. £22/10/- (despatch mainland 20/-). 
Sketch, if required, furnished on request. Many very satisfled industrial users. 
OPERATION COUNTERS, mechanica! type, counting to 999, forwards and back- 
wards, with reset and flex. drive. Body size approx. lin. by 21in. These count one 
digit per rev. and are suitable for testing motor speeds, tape recordeis and film editing. 
15/6 (despatch 1/-). 

ELECTRIC CLOCK MOVEMENTS, synchronous 200/230 v. 50 c. With spindles for 
bours, minutes and seconds hands. In plastic dust cover 3jiu. dla. by 2in. deep, with 
flex, ready for use. 27/6 (despatch 1/-). Set of three hands to sult 5/71n. dial, 2/-. 
SYNCHRONOUS TIME SWITCHES. 200/250 v. 50 c. Brand new Sangamo- Weston. 
In compact black housing. 4in. dia. by 3}in. deep, providing up to three on-off operations 
рег 24 hours, with day-omitting device (use optional). Capacity 20 amps AC. £5/8/6 
(despatch 2/-). Two-eircuit mode] (Smitb's Relyon) £6/1S/-. 

COMPLETE SEWING MACHINE MOTOR OUTFITS. There ia no bevter quality job 
ət any price. 200/250 v. AC/DC, fitted radlo and TV suporessore, including motor with 
fiting bracket, foot control, needle light. witb switch, belt, otc., with instructions 
for fixing to any machine. £6/15/- (despatch 2/9). 

MINIATURE RELAYS for remote controlled models, etc., 5,000 ohms, 2 m.a., Ijin. 
by l}in. by lin., 1-роіе С.О. 15/6 (post 3d.). 

EXTRACTOR FANS. Very well made new units at much below normal price. 200/ 
250 v. AC (induction motor, silent running, no interference). With mounting frame 
and back grille, ready for easy installation. With 8!n. impeller (12,С00 c. ít./hr.). 
£5/5/-. With 10in. impeller (15,000 c. ft.fhr.). 5/12/68 (despatch either 3/-.). 


M. R. SUPPLIES, Ltd., 68, New Oxford St., London, W.C.1 
Telephone: MUSeum 2958 
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-HEADPHONES 
FOR MARINE 
EQUIPMENT 


Every seagoing 
vessel in this elec- 
tronic age relies 
on Marine Com- 
munication Equip- 
ment. 


Our contribution is 
a specialised range 
of reliable Headphones 
which provide ships’ 
operators with the 
clearest possible recep- 
tion of all signals—Morse 
or speech. 


$. С. Brown provide 
Headphones and asso- 
ciated equipment for 
all known purposes. 


Brochure "W" 
on request. 


sent 


SHAKESPEARE STREET, WATFORD, HERTS. 
Telephone: Watfcrd 7241. 


А 
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LOUD-SPEAKER MANUFACTURERS 


FOR THE RADIO INDUSTRY SINCE 1930 


REPRODUCERS AND AMPLIFIERS LTD. 
WOLVERHAMPTON: ENGLAND 


TELEPHONE: 22241/2/3/4 CABLES; AUDIO 
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GRAMPIAN REFLEX 
LOUDSPEAKER 


THE 
CABINET 


Shaped for standing 
in a corner or flat 
against the wall, the 
cabinet is of substan- 
tial construction in 15 
mm. thick first grade- 
Plywood with hard- 
wood mouldings. 
Зір. high, 22in. wide, 
16in. deep, it is sup- 
plied as a set of fully 
machined parts, com- 
.plete with grille 
material, ready to 
assemble, stain and 
polish 


when 
they HEAR.-- 


‚ the complete speaker with 
the 1255/15 unit for which the 
cabinet has been acoustically 
designed. The 1255/15 unit is a 
high fidelity 12in. loudspeaker, 
specially developed for use with 
quality amplifiers. It has an 
extended frequency coverage 
from 20 to 15000 c/s with an 
exceptional performance over 
the useful audio range. 


May we send you further details 
and a copy of the response curve? 


CAIRAM PLAIN 


REPRODUCERS LIMITED 


Makers of Quality high-fidelity equipment 


17 HANWORTH TRADING ESTATE, FELTHAM, Middx. 


Telephone:-Feltham 2657/8 Telegrams: Reamp, Feltham 
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SMITH’S FOR 
TECHNIGAL BOOKS 


Books on radio theory, prac- 
tice and maintenance for the 
beginner and books on new developments in 

circuit design, new components, methods of 

application, and the established text books 

can be obtained through * 

your local Smith’s shop or TUR. 
bookstall. Books not instock Printe од 

at the branch can be quickly 
obtained from. Head Office. бале, © 


W. Н. SMITH & SON 


FOR BOOKS ON ELECTRONICS 
Head Office: STRAND HOUSE, LONDON, W.C.2 


eV wv 


<Da 
HUNTON will cut your press 
tool costs for PROTOTYPE and 


PRE- PRODUCTION. RUNS! 
М 


ru E [1 
THE UNIVERSAL BOLSTER OUTFIT 
USING STANDARDISED PUNCHES AND: 
DIES FOR SHEET METAL PIERCING 
AND BLANKING ON FLY PRESSES 


STUDY THESE 
ADVANTAGES 


@ Specialised range of Chassis Piercing and Forming Tools for the 
Radio and Electronics industries, 

Ф To get you started—standardised Punches and Dies jin. to 33in. dia, 
in 1, 32in. sizes from stock. 

Ф At short notice, Standardised Tcols or square, oblong and other 
shapes. 

@ Adjustable Gauges for exact location of work. Automatic and Positive 
Stripping of material from Punch. 

In London and Home Counties ask for a practical demonstratior'in your own 
works. Alternatively, write for illustrated price list W.W. 


HUNTON LIMITED 


PHOENIX WORKS, 114-116, EUSTON RD., LONDON, N.W.I. 
Tel.: EUSton 1477 (3 lines). Grams: Untonexh, London 
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| 
| | 
An outstanding range of 


©) E Plessey | Ceramics 
©) | 7 | | 
W | 


For high frequency, radio 
and T.V. components, when- 


ever good insulation under 


extreme climatic conditions 
is a major consideration, 
you would do well to in- 
corporate Plessey Ceramic 
insulators. The range in- 
cludes bases for valves, 
switches and trimmer con- 
densers together with stand- 
off insulators, bushes and 
washers. In addition con- 
sideration and .advice is 


given on customers' specific 


requirements. 


Design engineers are invited to request further 
| | information regarding these and other 


OFS 
Оњ 
2, 


2, products in the Plessey Ceramic range. 


CHEMICAL AND METALLURGICAL DIVISION 
THE PLESSEY COMPANY LIMITED * WOOD BURCOTE WAY - TOWCESTER * NORTHANTS 


@ PCoa] 
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D0 BASEY 


fifty instrument cases 
seven days delivery 


In actual fact, 99 per cent. of the orders received 
for standard cases at our new Uxbridge factory 
are now completed well within this time. 
And, where specially requested, this delivery 
can be improved upon. We can also make 
special cases from your own drawings—though 
naturally these take a little longer to produce. 


By the way, catalogues detailing our range of 
cases, raks, consoles, handles, panels, accessories, 
and the IMLOK construction system, are now 
available. Please let из know how many copies 
of each you would like. 


IMHOFS 


ALFRED IMHOF .LIMITED 
Dept. M.12, 112-116 New Oxford St., London, W.C.1 
Telephone: M USeum 7878 (20 lines) LGB 


mean DEPENDABLE 
| frequency control 


Left: ALL Brookes Crystals are made to 
Type G.2 Crystal exacting standards and close tolerances. 
Poul: Frequency They are available with a variety of bases 
Right: and in a wide range of frequencies. 


Type С.1 Crystal There is a Brookes Crystal to suit your 


Unit. Еғедиепс ЕЕ і 
Tu. y  purpose—let us have your enquiry now. 


73 


Brookes Crystals Ltd. 


Suppliers to Ministrv of Supply, Home Office B.B.C., etc 
181/3 TRAFALGAR ROAD, LONDON, 5.Е.10 


BROOKES Phone: GREenwich 1828 Grams: Xtals, Green, London 


Model 840A illustrated. 
Cash Prices and Statutory Terms 


Model Cash Price Deposit 12 monthly of 
820 £38 0 0 £19 0 0 £115 0 
840A £55 0 0 £27 10 0 £210 0 
8 

0 

#5 0 0 


Carriage paid per passenger train 
Model 840A is for А.С, ог D.C. 110/250 v., making їс especially suitable 
for universal use. 750 and 680X 110/240 v. А.С, The very large tuning 
dials are clearly marked with band spread logging. Silky gear driven 
flywheel loaded tuning mechanism. These sets are the choice of the 
discerning professional and amateur users. Descriptive literature 
gladly forwarded. 
Latest EDDYSTONE Component Catalogue 1/-. 


The 
Eddystone 


Specialists 
SERVICES LTD., 


55 COUNTY ROAD, LIVERPOOL, 4 
Teiephone : AINTREE 1445 ESTAB. 1935 
Branch address: MARKET CROSS, ORMSKIRK 
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CITY SALE & EXCHANGE LID 


OFFER FROM STOCK SPECIAL OFFERS 


WHARFEDALE ирег 12/CS/AL, £17/10J-. Super 8/CS/AL, #7/6/11. » тат and control unit, 
SFB/3 three speaker system, £37/10|-. Bronze lO/CSB £5/11/3. RD овчар. aud рр, 


; , £25. 
STENTORIAN 10іп. Н.Р. 1012 speaker, £4/19/9. Corner cabinet for ВЫЕ Lene TEIZ with ман. 


The High Fidelity 
Specialists 


this unit, 9 gns. Н.Р. 816 speaker, £6/I7/-. Tweeter TIO, 4 gns. slope and player with Collaro 
ARMSTRONG P.B. 409 9 valve A.M./F.M. radiogram chassis, 28 gns. few Bl arm: £60." a 

А10 amp. and contro! unit, £29/10/-. Tape pre-amp., £12/10/-. Lowther F.M. A, with AC. 

| and tune check, £22/10/-. 

CHAPMAN F.M. 85 A.M./F.M. tuner unit, 24 gns.; or self-powered, Lowther PWI/PM2 corner horn 

28 gns. F.M. 81 Mark 2 long range tuner, 21 gns. De Luxe 55/Р.М. £37/10/-. я 

tuner, 324 gns.; or self-powered, 36% gns. „ме К.С. 80M with 2 Decca 
LOWTHER F.M. Mark 2 tuner, £30/15/7. LLIO 10 watt amp. and control T i P.U. with trans- 

unit, £37/10/-. 11.16 16 watt amp. with master control for direct former, £15. 

tape playback, £64. T.P.l. corner reproducer, £96. Grundig T.K.5 tape recorder 

with mike, £40. 


BU RN E-JON ES New three speaker reproducer, 24 gns. less speakers. 


Super 90 pick-up arm, £16/6/5. 


Part Exchange is our 


Speciality 
CON NOISSEUR Three-speed transcription motor, #28/11/-. Mark 2 Easy Payments with One Fifth 
P.U. with one diamond head, £12/15/6. Spare sapphire heads, Deposit 


£4/19/11. Our Mail Service is Superb 


93-94 FLEET STREET, LONDON, E.C.4 Phone: FLEet St. 9391/2 


BRITISH DESIGNED 


9 MICROSWITCHES 


are in step with modern developments, 
using a specially designed free-hinge 


movement giving repeatability of switch- TYPE 400 PM 
А А Fine limit multi-contact 
ing at exactly the same point of actuator ЕРОС 


travel. Please write for full details of the TYPE 427 


complete Pye range of microswitches. Protruding lever 
microswitch. 


Two recent additions to the extensive Pye 
range:— 


PYE LTD 
SWITCH DIVISION 


OTEHALL WORKS, BURGESS HILL, SUSSEX TEL: BURGESS HILL 3174 
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have you a 
DC ‘bug-bear’? 


No longer need D.C. current be a * bug-bear’. 
The Felgate ELECTRONIC INVERTER 
will transform 200/250 volt D.C. current to 
operate almost any A.C. apparatus needing a 
power of between 25 and 78 watts. 

'The instrument consists of a hard valve push- 
pull: power amplifier driven by a separate 
oscillator; there are no moving parts. It is 
silent in operation and its frequency is very 
stable. Measuring 91" x 61 x 53” it can be fixed 
inside a large instrument such as a radiogram, 
with control switch on the dial. 

PRICE £12. (no Р.Т.) 


See your dealer today. If any difficulty write to: 


DECEMBER, 1955 


FELDATE 


electronic inverter 


FELGATE RADIO LTD. FELGATE HOUSE, STUDLAND STREET, HAMMERSMITH, W.6. 


2 SPARK OF CENIUS! 


].C.S. training supplies the spark you need 
to further your career. The Courses I.C.S. 
offer are practical and up to date, they 
recognise the present emphasis on Frequency 
Modulation, and they can help you attain 
one of the many well-paid posts that exist 
today in the radio world. Prepare yourself 
now, at home and in your own time, with the 
expert help of I.C.S. tutors. 

The cost of an I.C.S. Course is moderate and 
includes all books. 


Among the 1,С.$. Courses avai able are: 

* FREQUENCY MODULATION 
ENGINEERING 

T/V ENGINEERING 

RADIO SERVICING 

RADIO ENGINEERING 
RADAR ENGINEERING 


Basic Electronics e 
Electronic Engineering. 


Industria! Electronics 


Complete the coupon below and post it to us today for further details of the 
Course which interests you. Write to: Dept. 223E, 1.C.S.,71 Kingswry,W.C.2 


INTERNATIONAL CORRESPONDENCE SCHOOLS 
Dept.223E, International Buildings, Kingsway, London, W.C.2. 


i 

| 

| Ке села ENEE Боре оп. отем. . ога cruce дже. Ар Фк... | 
| 

| 


REEL лу L EE EE T. ООНА АС | | 
(Block letters please) 
IAC ESS узегез» еен; oves vetoidtrvave vun s cua vpus E Уа э sonra ume c. E | 


ee ee rere Т Р о ee 12.56 | 
INTERNATIONAL CORRESPONDENCE SCHOOLS 


P.O. TYPES 

MANUFACTURE 
TO YOUR 

SPECIFICATION 


PROMPT 
DELIVERY 


3000 TYPES 


COILS standard or svecia! «1 > 

up to 80,0092. Ñ 
CONTACTS up to 8 c'o’s. 
600 ani HIGH-SPEED 
TYPES aiso Supplied. 


STOCKS 
OF 
KEYSWITCHES 
THE KEYSWITCH CO. 
ALL POST OFFICE EQUIPMENT 


Enquiries to Sales Manager 


126 KENSAL ROAD, LONDON, w.io 
Telephone; LAD. 0666, 4640 Grams: 'Fonequipt'', London, W.10 
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WIVAC YOU CAN COUNT on Hivae 


THE SCIENTIFIC 
VALVE 


> COLD CATHODE TUBES 


Continuing development in the field of 
‘cold cathode tubes has brought a new 
COLD CATHODE TRIODE XC18 
This electrically reliable and mechanically 
robust tube is contained іп а 10mm round 
bulb, 34 mms in length Vsa 210V: Vma- 
73V: Vst= 68V. ACTUAL SIZE 


DATA SHEET ON REQUEST 
Perfection in miniature 


e - 
Telephone: Ruislip 3366 llivae limited Cables: HIVAC, RUISLIP 


STONEFIELD WAY, VICTORIA ROAD, SOUTH RUISLIP, MIDDLESEX 


Train for a wonderful future in 


ELECTRONICS 


TRAIN WITH E.M.. 


to meet the need for experts in this expanding field. 


Every day the demand for the expert in electronics grows. Radio, television, radar and the whole field of 
industrial automation are rapidly expanding and the trained' specialist assures for himself a well-paid career 
in this quickly developing profession. Here is your opportunity to enter for:— 


| 1 ҮЕАК COURSE Full-time day course in the Principles and Practice of Radio and Television. 
Mainly designed for the training of Radio and Television Servicing Engineers. Next courses commence 
in May and September, 1957. 


TELECOMMUNICATIONS — Entrance standard G.C.E. Ordinary level or 
equivalent. This course trains Assistant Development Engineers to City and Guilds' Full Technological 
Certificate level. Opportunities for practical attachments to E.M.I. Laboratories and Workshops are 
provided. Next course commences in September, 1957. 


Ce ELECTRONIC ENGINEERING-intended for good Science sixth-formers who 
are capable of training into future team leaders in scientific applications. Final qualifications are B.Sc. and 
City and Guilds’ Full Technological Certificate in Telecommunications Engineering. This course is 
recognised by the Institution of Electrical Engineers. The 1957 course commences in October. 


THE E.M.l. COLLEGE OF ELECTRONICS 
Dept. 127, 10 Pembridge Square, London, W.2. Telephone : BAYswater 5131/2 


The College associated with a world-wide electronics industry, including “His Master's Voice:’, Marconiphone, Columbia, etc. raso 
8 y g р 
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The New 


Sen Oe ee ee) eee ee 


This is Britain’s finest Export Ж Features 
Radiogramophone—far away ahead that SELL... 
in appearance, technical design and 
performance. Long range 

with R.F. stage. Electrical 
Bandspreading. Twelve anda 
half inches of scale length to each 
separate bass and treble controls. 
A.C. operation only. 

Model—TRG. 7856. 


Garrard multi- 
speed record 
changer. 

High Fidelity 
sound systam. 


AMBASSADOR RADIO & TELEVISION LINNTED. PRINCESS WORKS BRIGHOUSE, YORKSHIRE ENGLAND. 


EXECUTIVES REQUIRE 
CRISP, CONCISE 
REPCRTS— DICTATE 
THOSE DETAILS IN 


ARIEL SOUND LTD. | шу 


MAKE DICTATING 
MACHINES AND 
TAPE RECORDERS 
MOBILE 


wish to announce that their metal- 
working division is now able to 
accept orders for 


For use too with Record 
Changers, Radiograms, 
Electric Gramophones, Television 
Receivers, and T.V. from country house 
lighting plants (Prices according to 
instrument.) 

INPUTS . ENTREES . ENTRADAS 


OUTPUTS . SORTIES . SALIDAS 
= 110 v. or 230 v. АС, £0 or 60 c/s., 30 to 300 w. 
Prices DC/AC Converters: 

From £8.16.0—for Small Motors 
е " From £11.16.0—for Radiograms (including 3-speed Types). 
in sheet, angle and turning. || | Units complete ond ready for use. VALRADIO. Write for 
| descriptive folder, WW/C. ACCEPTED AS THE STANDARD by RADIO 
MANUFACTURERS, the Trade and the Aircraft industry. 


E f d f | Les rapports destinés aux chefs de service doivent être rédigés d'une 
iri or ion o facon bien concise—dictez-les donc dans votre voiture! 

Dames graec апу, Les convertisseurs С.С./С.А. " VALRADIO "' consentent la mobilité aux 

quantity (including one-offs and 


machines à dicter et aux enregistreurs sur bandes. 

lis peuvent également étre utilisés pour changeurs de disques, appareils 
prototypes) will receive careful 
and individual attention. 


combinés, électrophones, téléviseurs, etc., partant d'installations 
d'électricité particuliéres. 

Las relaciones destinadas a los jefes tienen que redactarse de modo muy 
conciso—dictenlas en el cochel 

Los inversores C.C./C.A. '* VALRADIO " les prestan movilidad a las 
màquinas de dictar y alos grabadores de cinta. 

También pueden utilizarse para cambiadores de discos radio-combinados, 


graméfonos eléctricos, aparatos de televisión etc., aprovechando las 
57, Lancaster Mews, London, W.2 | instalaciones eléctricas privadas. 
" | Specialists in converters since 1937. VALRADIO LIMITED. 
Tel. PADdington 5092 BROWELLS LANE . FELTHAM . MIDDX. . Phone: Feltham 4242/4837 
OVERSEAS ENQUIRIES TO:— DEMANDES D'OUTRE-MER A:— 


TODA INFORMACION DE EXPORTACION HA DE PEDIRSE A:— 
E.M.l. SUPPLIERS LTD. . HAYES . MIDDLESEX . ENGLAND. 
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SEE FURZEHILL FIRST! 


for Scopes, Valve voltmeters, 
Generators, Inductance Bridges etc. 


NOTABLE FURZEHILL “FIRSTS” 
The first DC coupled scopes 

The first 10 megacycle millivolter 
The first sub-audio to supersonic generator. 


Surzehill Laboratories Lid. 


CLARENDON ROAD, WATFORD, HERTS. 
TELEPHONE : GADEBROOK 4686 


HAS SUCH EXCELLENT EFFICIENCY МНЕ. 
AND STABILITY IT CAN ВЕ USED : 
"SUCCESSFULLY IN MANY BADLY SCREENED — - F +” SPECIALLY DESIGNED TO 


OR EXTREME’ PRG E . PRECEDE HIGH FIDELITY EQUIPMENT 


Built by Britain’s leading manufacturers of 
V.H.F. communications equipment and of 
superb construction and workmanship. The 
fully tuned pre-amplifier, separate limiter, 
and Foster Seeley discriminator combine to 
ensure the highest performance. 


Self-powered, easy to mount and instal, the 
* 820" adequately meets the needs of the 
enthusiastic and discriminating music lover. 


List Price £39 18s. (including Purchase Tax) 


Please write for fully descriptive brochure 
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а Youll do better 


SAFETY FIRST/ 


Build these PREMIER Televisors : 


... Which give complete safety to the constructor 


These Televisors use a double wound mains transformer which gives you 
complete safety from contact with the mains supply when handling the 
chassis or controls. 


Ж B.B.C. & 1.Т.А. DESIGN No.1 with NEW TURRET TUNER 
MAY BE BUILT FOR #33-7- 11 PS СОТ 


Ж B.B.C. (ALL CHANNELS) DESIGN No.2 
MAY BE BUILT FOR £27-9-4 WPT 


CONSOLE CABINETS with full length doors for I4in., l6in. and 
17іп. tubes PRICE E14/l4/-. H.P. Terms: Deposit £7/7/6 and 


9 monthly payments of 18/6. CONSOLE CABINETS. | Half door, BUILD IN 5 EASY STAGES. FULL CONSTRUCTON 
1 dv 5 vailabl -. Р Te : 1 - 
[Heg itd E st uns eret ef telo. j рзы DETAILS AVAILABLE. IN STRUCTION EOOK 3/6 FOST 
On above cabinets add 21/- for pkg. and carr. FREE INCLUDES EOTH DESIGNS. 


The NEW “PREMIER” TAPE RECORDER 


Case finished in Brown and Antique Fawn. Size 


continental gilt fittings. For A.C, mains 200-250 volts 
PAYMENTS OF £4.18.6 or 
and 2 hours. 


bin. x 124іп. x 7]in. with the very latest type DEPOSIT & 8 MONTHLY 

50. cycles, 

Ж Two speeds 73 and 3jin. per sec., playing time of 1 hour 

X Standard Тїп. reels 1,200ft. CASH PRICE £40 plus 21/- pkg. & carr. 

xc Drop-in tape loading. - - 

Ж Positive brakes. no tape “‘ spilling "' after braking. 

x Fast rewind forward or reverse without removing tape. 

% One knob for deck operation. 

ж Amplifier may be used for gramophone or microphone 
purposes giving high-quality reproduction, 

* Superb reproduction of pre-recorded tapes. 

% Microphone compartment. 

“Ж Complete with reel of Scotch Boy Tape (1,200ft.), and 
spare reel. 

ж Acos type 33-2 microphone with on/off switch, 

% Latest type Lane Mark 6 Tape Deck. 

Ж Dual input channels providing mixing facilities. 

Ж Detachabie lid and control cover. 

Ж Control panel finished in matching colours with the tape 
deck. Н.Р. Terms: Deposit 

£20 & [2 monthly 

payments of £1.17.1. 


Ж Elliptical speaker of the latest type Тіп. x 4in. 
* Magic eye recording level indicator. 


PREMIER RADIO COMPANY, 
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4 WATT AMPLIFIER 
sont ror £4.10.0 rx cre 


BUILT FOR 
Instruction Book 1/- post free. 


A steel case is now available, complete with 

engraved panel, for 15/6 extra, The amplifier 

may be supplied complete for £5/5/+ plus 

pkg. and post 3/6, or fitted in case at £6 plus 
kg. and post 3/6. Engraved panel 3/6. Post 
ree. 


хер: аг 


е 


2-BAND TRF RECEIVER MAY 
BE BUILT FOR £5.15.0 


plus pkg. & post 3/- 


3 BAND SUPERHET 
RECEIVER 


£1.19. 6 „т 


These two receivers use the latest type circuitry 
and are fitted into attractive cabinets 12іп. x 
біп. x 51in. in either walnut or ivory bakelite 
or wood. Individual instruction books 1/- 
each, post free. 


MAY BE 
BUILT FOR 


T.S.L, LORFNZ 
SCUND SYSTEM 
Type LP 312-2 
Consists of a 19in. Unit and 
two LPH85 Treble Units, 
Co-axially placed to give the 
widest listening angie Bass 


and treble Unite have 
magnetic systems of the 
highest etticieney. each 
magnet having а flux density 
of 17,000 = gauss, This 


Speaker 4yetem gives a ievel 
response from 20 to 20,000 


cycies. 
Leatlet available giving mul 
details Price £14/19/6. 


Н.Р. Terms available. Post- 
age and packing 7/6 extra. 


Cross-over Unit designed tor the 
LP 312-2 £2/2/- plus p. & р 1/6. 


SINGLE TREBLE UNITS available 
separately at 39/6 each plur 
packing and postage I/- extra. 
Improve your existing Speake. 
system with this Unit giving an 
output of ? ':/c to 20 kje + 1 db. 


A range of High Fidellty Ampli- 
fiers, Speakers and Record Players 
the following makes In stock:— 
Leak, E.A.R.. Rogers, Goodmans, 
Stentorian, Lorenz, PB.S.R., Collaro 
Connoisseur, 


W.B. 


Wharfedale, 
Garrard Lenco, 


We shall be only too piease to demonstrate any of the 
above equipment. 


WIRELESS WORLD 


EMIER 


THE NEW “WHARFEDALE” SFB/3 


3-SPEAKER 
SYSTEM 


Consists 
Speakers 
W12CS, Bronze 
10CSB, Super 


ial 
Unit fitted into 


60 Ib. Cash 
£37/10/-.Credit 
deposit £4/14/- and 8 monthly payments of 
£4/12/3, or Н.Р. deposit £18/1S/- and 12 
monthly payments of £1/14/9, Packing and 
carriage 21/-. 


New GOODMAN TREBLE UNIT 
THE TREBAX 


At £5/9/3 is a high 
efficiency pressure driv- 
en reproducer covering 
2,500 c.p.s. to 16 kc/s. 
It makes an excellent 
2-speaker system when 
used with the Axiom 
150 Mark 11 at £10/15/9. А special, 
Crossover Unit type X05000 is 
available at £1/19/-. The complete 
system £18/4/- cash. Credit terms 
eposit £2/5/6 and 8 monthly 
payments of &2/4/10, or Н.Р. 
Terms deposit £9/2/- and 9 monthly 
payments of £1/2/6. Packing and 
carriage 7/6. L 


THE NEW 
TSL FM TUNER 
HIGH STABILITY MODEL 


6 Valves including Magic Eye and Power Supply 
using the latest type Gorler permeability Unit 


complete with first audio stage and preset output | 


volume control. Maximum radiauon less than 
10 microvolts per metre. Sensitivity better than 
.5 microvolts. Cash price £17/10/- (inclusive) 
or on H.P. terms, deposit £8/15/- and 9 monthly 
payments of £1/1/8. Credit terms deposit 


£2/3/9 and 8 monthly payments of £2/3/4. | 


Postage and packing 5/- extra. 


Why 
not 
make 
the 
best ! 


" MULLARD 
AMPLIFIER. KIT 


NOW SUPPLIED WITH ULTRALINEAR 
OUTPUT TRANSFORMER. 

Ali the components for model 510, PLUS pre- 
amplifier on one chassis (total six valves) 
chassis gold hammer finished. May be purchased 
for £12/12/- plus pkg. & post 7/6, or pre- 
amplifier and tone control in a separate unit 
£14/14/- plus pkg. and post 7/6. 


of | 


3HF апа a spec- | 
Crossover | 


ALL DRY BATTERY 


| Бої Aerials o 


207, EDGWARE RD., LONDON, W.2.- — Tel: Ambassador 4033 & Paddington 3271 
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PORTABLE 
RADIO RECEIVER 


£1.8.0 


4 Miniature vaives in a superhet circuit covering medium 
and long waves, Rexine-cuvered cabinete 111. x Win x 
Вїйїп., in two contrasting colours, utue sith grey panel. 
Instruction book 1/6 post free, which includes full con- 
atructional details and list of priced components. 


WILLIAMSON AMPLIFIER 
sonr ror £15 „ 15 . гары 


BUILT FOR Postage 
Supplied completely wired and tested for 
£20, or available on H.P. or Credit terms, 
postage and packing 10/-. 


MAY BE 
BUILT FOR 


Plus 3/- 
Pkg. & Postage 


| PRE-AMPLIFIER & TONE CONTROL UNIT 


Available completely constructed, £5/5/- 


plus 2/6 packing and postage. 


SPECIAL OFFER—Limited Quantity. 


The Imperial AM/FM Radiogram Chassis 


CASH 


£16.19.6 


or H.P. Term 
— Е8/919 de- 
posit апа 8 Ta 
monthly pay- : : 

ments of £1/3/9. Credit Terms £2/2/6 deposit 
and 8 monthly payments of £2/2/2. Packing 
and carriage charge in each case 716. This 
latest type Chassis is made by a leading Conti- 
nentai Manufacturer, it has 5 valves plus a 
Metal Rectifier, piano type push buttons 
for long, medium, F.M. and Gram, separate 
tuning on F.M. and A.M. Output 4 watts. 
Dial size 12in. x 24in., overall size 13in. long, 
Thin. deep and 7}in. high. 


SPECIAL OFFER! GOODMANS AUDIOM 
50 4/1716 plus pkg. & post 5/-. 


AM/FM RADIOGRAM CHASSIS 


The latest “ Dulci " Model H.4 


7 Valves (in- 
сјы Magic у. 
Eye). Ferrit 


medium эһ 
оох *Gorler" 
permeability 
Unit on F.M. 
А.С. maira200/ 
250 volte. Caah 
price £27/13 
ог оп Н 


carriage 
7/6 extra 


AM/FM TUNER CHASSIS 
DULCI! MODEL НАТ (Self Powered) 


4 Wavebands. V.H.F. Short, Med., Long. " GORLER ` 
F.M. Unit Preset output Volume Control Cash Price 
£90/171- or on Hire purchase or credit terms. Plus packing 
and postace 5/. extra. 
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PORTABLE TAPE RECORDER CABINETS 
All Rezíne Covered 


Tape Deck Amplifler Туре Price 

Lane Mk. VI Premier Mi. VI £419 6 
Lane Mk. VI ‘Premier de Luxe £419 6 
Truvox Mk. IH Truvox С T.D.3 £4 4 0 


Plus Postage and Packing 5/-. 


ILLUSTRATED LIST AVAILABLE GIVING 
FULL DETAILS OF BUREAU TYPE 
CABINETS 


лыы ыйылыыр ыы LPI 


BARGAIN OFFER 


LATEST TYPE RUBBER ESCUTCHEON SUITABLE 
FOR 17in. 
PRICE OF 10/-. 


RECTANGULAR TUBES AT A SPECIAL 
PLUS PACKING AND POST 1/6. 


THE NEW COLLARO TAPE 
TRANSCR PTER 
SPEEDS 3}, 7) & 15inches per Second £20 plus pkg. post 7/6 


We carry a comprehensive stock of com- 
ponents by all leading manufacturers. 


CABINETS—PORTABLE 


MODEL PC/2 
Grey Lizard Rexine соуетей...................... 45/- 
Overall dimensions 15in. x 15in. x біш. Clearance under 
lid when closed Зір. 

MODEL PC/2 DE LUXE 
Two colours, wine and grey, with cutout for speaker and 


Oy) ICES ПОЗИТОР 55/6 
Dimensions as above. 

MODEL PC/3 
Grey Lizard Rexine соуегей...................... e9/8 


Overall dimensions 16}їп. x 14/10. x 10ЙИп. Clearance 
under lid when closed fiin. 

MODEL PC/3 DE LUXE 
Ав above but with cutouts for Speaker and Amplificr 79/6 
Dimensione ae above. 
THE ABOVE CABINETS ARE COMPLETE WITH CARRY- 
ING HANDLE, FASTENERS AND PANEL. 

Packing and Postage 3/- each. 


A RANGE OF BAND 3 AND F.M. 
AERIALS IS NOW AVAILABLE 


Air spaced co-axial wire, 1/9 per yard. 


Teletron Ferrite Rod Aerials. Medium 
Wave 8/9. Medium Long Wave 12/9. 


FREMIER VARIABLE IMPEDANCE 
*" MATCHMAKER " М.О.15 OUTPUT 
TRANSFORMERS 


Designed to meet the demand for au е Тае; variable 
ratio Output Transformer, }1 ratios from 13:1 to 80:1, 
all centre tapped and can be used to matcb any ontput 
valves either single or push-pull. Class " A^ " ABI," "AB2" 
or "B" to anv low impedance speech coll or combinatlon 
thereof. Primary Inductance 50 henrtes 15 watts audio 
100 mA, Price 45/-. 


PREMIER MAINS TRANSFORMERS 


Ali primaries are tapped for 200-230-250 v. mains 40-10 

cycles All primaries are screened. 

SP175B, 175-0-175, 50 mA, 4 v 1 à., 4 v. e 
23a . 

chine 52040 


@ 2 
РДА, 350-0-350, 150 mA., 4 v. @ 7-3 a., 4 v. @ 


3-6 a.. 4 v. @ 1-2 s. 4v. @ 1-2 a. ANCORA 30/- 
8РЗ59 350-0-350 150 mA. 5 v. @ 2-9 a. 6.3 v. @ 
ИОВА АУ FCRC E о ое 30/- 


SP425A, 425-0-425, 700 mA 6.3 v. @ 2-3 a.. 6.3 v. 

@ 3-5 а. 5 v. @ 7-5 a. do 
950-0-250, 80 mA. 6.3 v. @ 4a., 5 v. @ 2a.. 
350-0-350, 80 mA.. 6.3 v. @ 4 a., 5 v. @ Za.. 
200-230-250 output 3 v.-30 v. @ 2a. 


PUSH-PULL OUTPUT TRANSFORMERS. 
2/3 ohms, 5/6 post iree 


2x6V6 mto 


-— BATTERY CHARGERS 


200-250 v А.С. Wil! charge 2 v. 6 v. and 12 v. Car 
Battery at 1 amp. Housed in strong metal casing. 
Finished in Green hammered enamel. Size Bin. 
long, 3jin. wide, 3}in. high. 
“Guaranteed 12 mths The 
above unit is manufactured 
by PREMIER. 


—— 


35/6. 
Plus 2/6 P. & P. 


k 


MAKE YOUR OWN ROD AERIAL 


Ferrite rod бір. x5/18in., complete with descriptive con- 
structional detaile. These вегіај rods are suitable for 
medium and long wave reception. Price 5/3, post tree. 


T.$.L. ELECTROSTATIC SPEAKERS 


уре СЕБ, влен senna бае 
Туре 1$Н100.. m 
Туре LSH518 


THE JASON “ARGONAUT” 
MW/FM DESIGN 


All Premier Components are designer approved 


The very latest FM Receiver design PLUS 
a medium waveband, as described in " The 
Radio Constructor." ALL components to 
build the complete Receiver, including 
output stage, may be purchased for £15/5/-, 
or all components less output stage but in- 
cluding Power Supply, for £13/19/6, plus 
packing and postage 3/6 on each. The chassis, 
front plate, dial flywheel drive assembly 
Special tuning condenser and wavechange 
switch (which includes main switch) supplied 
completely assembled. This is also available 
рҮ at £4/4/- plus packing and postage 


LATEST B.S.R. MONARCH 
4-SPEED AUTOCHANGER 


Designed to play 
12in. 10ш. and 
Tin. Records inter 
mixed in any order 
at 16, 334, 45 or 
78 r.p.m, Capacity 
10 Records. ‘New 
reversible Duai 
Stylus Crystal Pick- 
up. for use оп 
100/250 v. 50 сусіе 
А.О. mains. £8/15/- 
plus packing and 
postage 5/-. Deposit 21/8 and 
8 monthly payments of 22/11, 


B.S.R. TUS 3 speed Record 


Player £4/12/6 plus 2/6 post 
and packing. 


LATEST TYPE 
3-SPEED 
SINGLE 
PLAYER 


By fataous 
manufacturer with 
crystal turnover head, for use 
on 100-250 v. 50 cycle A.C. 


SEND 2;d. STAMP FOR OUR 
NEW STOCK LIST 


COMPACT GRAM AMPLIFIER 


Compiete, ready to connect to any 
Type of Pick up and Npeaker (3 
ohms) A.C. Mains 200/250 volts. 
Volume and tone contro! fitted 
| with knobs. Overall size 7}in. 
long х 31in. wide x 3}in. high. 
£2.19.6 


Plus packing and postage 2/6 


COLLARO A.0.3/554 


З speed stng'e play- 
er with Studio “O° 
bead. А.С. Matn, 
200/250 volte, 50 
с/в. Suitable for 
record speeds ої 33} 
45 and 78 r.p.m. 


Suecial offer 


£6.10.0 


Carr. & Pkg. Si- 
A LARGE RANGE OF TEST METERS IN 


mains. £6/19/6. Plus pkg. and carr. 5/-. 
LOUDSPEAKERS 
ELAC ELLIPTICAL 70. x 4in............... 21/10 
PLESSEY 12in. 37/6 
ELAC—8in. dia. Moving Coll 3 ohms imp....... 21/- 
PLESSEY 8in. dia.. Maina Evergired, 3 obms 
imp. (600 ohms field) with Pentode Trans- 
о ЭШЛЕ 12/6 
PLESSEY—Sin. dia, Mains Energised, 3 ohms 
tmp. (600 vhins деу) .................... 10/6 
PLESSEY—10in. dia. Moving Coll, 3 ohma imp. 23/6 
GOODMANS—Andiom 60 ................. - -£9/2/9 
Pius 5/- packing and carriage. 
GOODMANS—Axiom 150.................... £10159 


Piua 5/- packing and carriage. 


TUNING CONDENSERS (SMALL TYPE) 
2-gang .0005 mfd. witb trimmers, 5/-. 


METER RECTIFIERS 
Miniature tvpe with eade 1-5 mA. 5/- post paid. 


WEYMOUTH M'NIATURE 

COIL PACK 
Covering Med./Long/Sbort Wave Bands. 
Coll. Dimens: Ht 18°, length 3j*. 
Price 29/6 


TERMS OF BUSINESS: 
Cash with order or C.O.D. aver £l. Please add 1j- for Post 


Tron Cored 
width 27° 


STOCK Ordere under 10/-. 1/6 under 40/-, unless otherwise stated. 
CREDIT TERMS В.Р. TERMS 
PREMIER PERSONAL PAYMENTS |САЗН PRICE| ———— 
PLAN MONTHLY MONTHLY 
{ТЕМ DEPOSIT | PAYMENTS DEPOSIT PAYMENTS 
£x Ж £ s d, Ёё э. d| 28 д. £ s a 
Premier Bureau СаЫіпеб.................... 1212 01112 0|(9112 6 6 6 0} & 18 3 
Premier Bureau de Luxe Cabinet 1768|2324]|:52 210 813 0,02 16 1 
Rogers Amptifier and Pre-amp. 260013 46/3 40 13 1 3/021 4 0 
Muilard EAR/A/10 .............. 1818 0/2 7 1 2 6 6 9 9 3| 616353 
Mullard БАВ/610Р ......, AUD 2430/3 0 6 | (8219 5| 122 0] 1121 2 4 
Leak TLIO ..............................| 28 7 0 1311 0/3 8 Ө! 14 3 O] im] 6 4 
Garrard Transeription 58 301 tess P/U — 208 3|3 6 0;@3 5 0 13 4 0 121 4 6 
Garrard Transcription Type ТА/АС Unit .... 11 67/118 7;@1 8 6 512 7 ®1 2 4 
Garrard — Transcriptlon Туре ACIDE 
Unis БАА (ын ТТ... у: . 1910 5/2 8 ? |82 8 0 915 0 | 001 1 8 
jarrard Changer Type RC80M AC/DC «agers 26 3513 5 5 | (9210 1 13 1 9| (121 4 3 
Garrard Changer Туре ВСӘЯН AC .......... 1917 7;2 91/@2 90 919 4| @1 4 6 
Lenco-Tranacription Unit Моде! F50-8 com- 
plete with P/U : 2116 2 | 214 6 | 6213 3 1018 8| 021 0 2 
joodmans Axiom 102 Speaker 107 9|150/|151 66 53 8| 108 
Goodmans Axiom 150 MK.1 .. 1015 9/1 7 1|®1 74 579 (601 1 4 
Goodmans Axiom 22 Mk. 2 .,.............. 1580/[1100/|($11 8 714 4| (01 110 
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PREMIER 
BUREAU 
DE LUXE 


A superb cabinet in 
finely fignred walnut 
veneer. Interior ight 
sycamore, with rex- 
Ше matching lining. 

dimensions 


i7}in. deep. Uncut 
control panel on 
right hand side approximately 1610. x 10kin., uncut base- 


size felt-lined storage cupboards in the lower part of the 
cabinet. 


33in, high, 34in. long, | 


board on left hand side 15jin. long, !34in. deep. Two full | 


IS THERE A BABY 
IN THE HOUSE? 


BUREAU 
CABINET 


A well designed тейл 
size eabinet in bighiy 
figured walnut vencer, 
overal! dimensions 29jIn. 
Jong, $2in. high Xi. 
deep. Control pane. 
on right hand side, 
approximately l34tn. x 
13in. Removable basc- 
board on ieft hand side 
approximately 13iiu. х 
13in. Large record 
compartment inside cabinet at tbe top on left hand aide. 
Cash price 12 gns. Н.Р. Terms deposit £6/6/- and 8 
monthly payments of 18/3. 

Credit Terms deposit £1/12/- and 8 monthly payments of 
£1/12/6. 


Cash price 16} gns. H.P. Terms, deposit £8/13/6 and 12 

monthly payments of 16/1. 

Credit Terms, deposit £2/3/10 and 8 monthly payments of 
£2/2/10. Packing and Carriage 257e extra. 


Packing and Carriage 20/- extra. 


Гэ = 
IE — | 
L—4 Ib 


THE WOLSEY BAND III CONVERTER АР SPEAKER 
hasbeen design’ | = ENCLOSURE 


ed to receive 


alternative A really eiegant cabinet 


programmes in well Bgured walnut 
on Band 3 The tamous Premier Baby Alarm which is a veneer. — Buitable tor 
Channels 6 to device to enable Baby's cries, or even breath- housing Goodman: 
13, selection Audiom and Axiom 
of Channel be- ing, to be heard in any selected room tn tne speakers. Tbe baffle 
mg made by house. May be left permanently connected is cut to accommodate 
rotation of Extra Microphones in different rooms may a TREBAX High Fre- 
а» Epab, be used, The microphone may be positioned arenes, OTe каше. 
nins ви e cut-out is 
200/250 Va un to 100ft. from the main unit. Suitable proveled in the cabinet tack to receive th uoomans 
only. The iigh flexible lead can be Acoustical Resistance Unit. coment dimensions, overall 
gain of this Converter (minimum 20dB) together with low z supplied at 5d. per yard 27}in. high, 23iin. wide, 2040. dee, 
noise factor ensures good picture quality. A variable gain extra. Cash prce £13/19/6 EA Tani deposit £8/19/9 and 


8 monthly payments oi 1' 
| Credit Terms, deposit 1126 and 8 monthly payments of 
£1/15/6. 


controi makes it possible to balance a Band 1 and Band 3 
signal inputs to the receiver. Any single channel Receiver 
of either T.R.F. or Superhet design may be fed from the 
Converter. Separate input sockets are provided for Band 1 
арй Band 3 mputs. Cash price £9/19/6. Credit Terms 
deposit £1/5/0 and 8 monthly payments of #1/5/6. 
IMPORTANT, please atate.your Band 1 station, Packing 
and Postage 3/- extra. 


Completely wired 
тна ш дит 09 ACIER and tested at 90/- 
5 001 IB OVUM Та in Pius 2/6. post and рше. 


a Packing and Carriage 20/- extra. 


GOODMANS ACOUSTICAL UNIT, Type 172ARU £2/15/5 


JUNCTION TRANSISTORS 10/- EACH postage and packing 1/6 extra 


PREMIER RADIO COMPANY === 


207 EDGWARE RD., LONDON, W.2 TELEPHONE : AMBASSADOR 4033 & PADDINGTON 3271 


Day-to-day Diary - Formulae - Licence Regulations- VHF Symbols, etc. 


WH AT are the frequen- 
cy allocations for: 
Industrial, scientific and 


medical; Amateurs; Radio- 9 
sonde; Surveillance Radar è 
do you find the 


HOW dynamic resist- 9 


ance of a tuned circuit 


WHICH method of sreing 


two or more television 9 
receivers to one aerial е 
should one ap-- 


WHEN ply for a licence 


to operate radio-controlled ? 
models е 


Wireless World 
DIARY 1957 


The answers to these and many other questions will be found in the 
WIRELESS WonLp Diary. It contains an 80-page technical and 
general reference section and diary pages of a week to an opening. 


An invaluable companion for the radio man, designed to fit—and to Wi ] W ld 
suit—the pocket! ire ess or 
Diary 1957 


Inc. P.T.: Rexine 45. 3d. (O'seas 3s. 6d.) Leather 6s. 04. (O'seas 55.) 


From Stationers, Booksellers and Dealers 
Published by T. J. & J. SMITH Ltd., in conjunction with 


‘WIRELESS WORLD,” DORSET HOUSE, STAMFORD STREET, LONDON, 5.Е.1 


has all the 


answers ! 
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‘GLYNDEBOURNE’ 


“and the peak 
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This amplifier needs no ‘‘sales talk’’ —the specification speaks for itself 


Announcing the Avoantic 


The DL7-35 with wide range 
speaker system can be supplied 
in two superb cabinets finished 
in nat mahogany at 
£144.5.0. net. Provision is 
made for any of the following 
items which can be fitted as 
optional] extras: 4-speed single 
or automatic record player; 
Avantic vhf-fm or mw-am/ 
vhf-fm radio feeder unit; 
Avantic tape player. 

The  Avantic loudspeaker 
System comprises a 12" 
diameter low frequency unit 
and two 23” high frequency 
units. The frequency range of 
the system is 20—22,500 cps. 
ower ratings 
T 40 watts (1.f.) and 10 watts 


Please send me illustrated leaflets on the DL 7-35 and 
‘Glyndebourne’; also the name of my nearest Avantic | 
dealer. 
LN! Shige eres erem ене 

| 
ADDRESS .. M ИА. eee 
ec жотел... MR = i 
ИНИМИН... RR. E ЧЁ ез W. J 
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about the new 


POWER AMPLIFIER 


Push-pull distributed load output stage producing an output of 27 watts 
ас + 0.1% total distortion. К 

Frequency response: + ! dB! c/s. to 100 Kc/s. 

Damping factor: 50. Sensitivity: 255 mV. for 27 watts output, 

Hum & noise: —89 dB relative to 20 watts output, 


Output impedances: 402, 80 & 160 switch selected; automatic feed- 
back adjustment. Built-in volume control and two audio input sockets. 


PRE-AMPLIFIER CONTROL UNIT 


Output: 200 mV. at 0.1% and 2.0V. at 0.2% total distortion, 
Intermodulation distortion: power & pre-amplifier combined; 1% 
fer 20 watts output. 

Noise: —64 dB on radio or tape inputs; —53 to —56 dB on pick-up inputs, 
Radio power outlet: 6.3V. 2.5А., 440V 30 mA. Tape recorder outlet, 
8-inputs: Tuner (2 levels) Pick-up (3 levels) Tape & Auxiliaries (2 levels). 
Controls: 8 position selector switch incorporating 5 record play-back 
characteristics, 

Loudness control providing compensation for low level reproduction 
of high level inputs in accordance with Fletcher-Munson loudness curves. 
Bass Control: —15 dB at 30 с/ѕ. то + 16 dB at 50 c/s. 

Treble control: —15 dB to +15 dB at 10 Kc/s, 

Low-pass filter; 3-positions: 20, 10 & 5 Kc/s. Slope: 12 dB/octave. 
Rumble filter: 40 c/s. turnover frequency. Slope: 12 dB/octave. 
Monitor/Record switch: 3 positions. 

Price: Power amplifier and pre-amplifier control unit complete £55. 


Ir 
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À service 

lor all who 
need complete 
data on Mullard 
valves, tubes 


DECEMBER, 1956 


and semiconductor devices 


The Mullard Technical Handbook is a loose-leaf publica- 
tion, issued on a subscription basis and containing data 
sheets on all Mullard valves, tubes and semiconductor 
devices in current production. 

From one to twenty pages are devoted to each type, data 
including: standard ratings, recommended operating con- 
ditions and performance figures for various applications, 
limiting values, characteristic and performance curves. 
Subscribers receive supplementary or revised sheets 
automatically as they are issued and thereby have early 
intimation of new introductions. 

Ат present the Handbook comprises four volumes with 
the following contents:— 


Mullard 


Mullard Limited, T.S.D., Data and Publications Section, 
Mullard House, Torrington Place, London, W.C.1 


VOLUMES І and 1А 

Data on current Receiving and Amplifying 
Valves. Cathode Ray Tubes. Crystal 
Diodes and Transistors. Photocells. 

Cold Cathode Tubes. Small Thyratrons. 
Miscellaneous and Special Tubes. 


VOLUME 2 

Data on earlier type Receiving and 
Amplifying Valves and Cathode Ray Tubes 
still in limited production for the 
maintenance of existing equipment. 


VOLUME 3 

Data on Power Valves for Transmitting 
and Industrial Equipment. 

Power Rectifiers. Large Thyratrons. 
Microwave Devices. 


For full details of this service, including subscription 
ides and application form, write to the address 
elow. 


Mullard 
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first in the field 
with the complete 


FLYING LEAD 
VALVE ASSEMBLIES 


MOUNTING 


BRIMAR are now able to offer a range of fly- 
ing lead miniature B7G & B9A valves assem- 
bled on moulded bases suitable for chassis 
mounting and using the same fixing holes as the 
corresponding valveholders for plug-in valves. Two 
types of assembly are available: unscreened, with che 
valve mounted on a base only, or screened with a 
close fitting blackened metal can which provides 
4 : electrical screening and conductive cooling of the 
CL TN . Xy envelope. Both these assemblies can be supplied 

* with the bases moulded in nylon-loaded P.F., or in 
P.T.F.E. The nylon-loaded P.F. base has good elec- 
trical properties and is suitable for general use up 
to about 200 Mc/s, and the P.T.F.E. base, which is 
heat and moisture resistant with excellent electrical 
properties, may be used for all frequencies, under 
arduous conditions such as in situations of high 
humidity. 


TO SPECIFY 
THE ASSEMBLIES 
Replace the ''F/" prefix on the flying 


lead valve code with one of the follow- 
ing prefixes :— 


FF—unscreened on P.T.F.E. base 
XF—unscreened on nylon-loaded Р.Р. 
SF—screened on P.T.F.E. base 
SX—screened on nylon-loaded P.F. 


@ Simplified and improved method for mounting 
wire-ended valves, 


г @ Saves time in soldering. 
Thus an F/6064 in a screened, P.T.F.E. 


assembly would be specified as SF6064. @ Eliminates contact resistance. 


@ No intermittent pin contact resistance troubles. 


Srandard Telephones and Cables Limited 


Regd. Office: Connaught House, 63, Aldwych, Londen, W.C,2 


FOOTSCRAY . SIDCUP . KENT. FOOtscray 3333 
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so Acos (Р. 61 
ceramic pick-up cartridges 


pass В... 


tropical test 


with flying colours 


A batch of ACOS GP61 Ceramic Cartridges was 
recently tested by an independent peen under 
the BSI Test No. BF 2011, Class 112, “ Basic 
Climatic and Durability Test for radio and allied 
equipment.” The result shown on the right 
speaks for itself. Further, the GP 61 has great 
mechanical robustness, smooth response, low 
harmonic and intermodulation distortion, high 
needle tip compliance, replaceable “ X 500” 
styli and very good output. 


2 ACOS devices are protesi 


; are protceted by patents, 
pate: applications end registered 
ок» n Great Brisain and abroad. 


F” > 2 r 


| 716 HO URS | 
: at 55°c (131°) : 
and 95% humidity : 
Sensitivity Shape of Response ] 


^ -idb No change , 
lund 


es шо ee Ge Gs Ge ES See aA 


THE AGOS G.P. 61 FITTED WITH 
*X 500' STYLI IS 

THE HIGH PERFORMANCE 
CARTRIDGE FOR 
MANUFACTURERS 

WITH WORLD MARKETS 


COSMOCORD LIMITED, ELEANOR CROSS ROAD, WALTHAM CROSS. Telephone: Waltham Cross 5206 
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“BELLING-LEE” NOTES 


Transmitter 


By now most Yorkshire readers 
will have seen something of the 
ITV programmes from Emley Moor, 
which is testing as we write. So 
far as we are concerned we shall 
be dismantling the small mast, 
prior to erecting it at Black Hill, 
near Kirk o' Shotts in Scotland. 


The concrete footings for it are 
waiting. 
We believe that the coverage 


from Emley Moor will be beyond 
expectations, Our reasons for 
feeling that way come from our 
experiences during a lecture tour 
earlier in the year. For example, 
in Hull we were able to show an 
almost perfect picture from the 
1 kW test transmitter (one time 
G.9AED) which was 55 miles 
away. 

In spite of this we feel that there 
will be extremes in both directions, 
very good long distance reception 
and appallingly bad reception in 


some locations within a few miles 


of the transmitter. But reception 
may be better than on band I, 
because the ITA engineers have 
tried to learn from past experiences. 

However, there is bound to be 
serious trouble in some of the 
valleys. Results from Holme Moss 
in places like Sheffield are bad 
enough, but results from Emley 
Moor on the higher Band III 
frequencies must be expected, in 
certain cases, to be worse. Where 
these conditions exist we cannot 
place enough emphasis оп the 
necessity for aerials with a fairly 
narrow polar diagram and a good 
front-to-back ratio. Broadside arrays 
will be necessary in many places 
if reception is to be of entertain- 
ment value. 
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Band III aerials are so much 
smaller that it is possible to use a 
broadside, where such an array on 
band I might be considered clum- 
sy. It all depends on how badly 
you want ITV. In bad spots it is 
a waste of money to economise on 
the aerial. Don’t buy an inadequate 
one. 


ы 


L.906/8-10/9 Double three-element array. 


PROBING THE ROOF 

Another most important point 
to remember is that in ghost-ridden 
districts there may be a ghost in one 
position and no ghosts a few feet 
away. This is shown diagrammatic- 
ally, where aerial B is in the path 
of a reflection from C, but aerial A 
is “іп the clear.” This is not just 
a theory, it is fact. We know that 
an aerial rigger doing a cheap job 
cannot spend a lot of time finding 
the most suitable location for the 
aerial, but in difficult locations the 
extra time is well worth paying for. 


Advertisement of 
BELLING & LEE LTD. 
Great Cambridge Rd., Enfield, Middx. 
Written 19th Oct., 1956 
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| GREAT CAMBRIDGE RD., ENFIELD MIDDX., 
——— = — 
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“BELLING-LEE” 
FUSE-LINKS 


= 2 : — =. 
MINIATURE (GLASS) 
L.562 (gin. x Xin.) 
50mA to 7A 


Designed to blow within 3 second on 
100% overload. The glass body. is 
colour coded and the rating is coded on 
the nickel-plated caps. 


Trin : III 
"MAG-NICKEL"' delay tuse. (glass) 
1.338 (1z in. x iin.) 

250,500 & 750mA colour coded 


Conform to the dimensions and blowing 
requirements of our standard L.1055 and 
can withstand a surge current of 10 to 30 
times their rated current for a period not 
exceeding 0.01 second. 


тҮ: Spat ЕК. 
“MINIFUSE”’ miniature (ceramic) 
L.754 (Zin. x jin.) 
10, 15 & 25mA 
Primarily designed for the protection of 
smal} meters, test and laboratory gear, 
etc., ** Minifuses " are designed to carry 
their rated current indefinitely and blow 
within 0.01 sec. at 34 times their rated 
current. 


ENGLAND f 


Telephone: Enfield 2322 Telegrams: Radio5el, Enfiald. 
————————————— 
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Power Supply unit E — 


Instructional 
lesson manuals 


Complete 5 valve Superhet 
3-wave band receiver «uitable 
for A.M. or F.M. reception 


An entirely new series of courses designed to teach Radio, Television and 
Electronics more quickly and thoroughly than any other method. Specially 
prepared sets of radio parts are supplied and with these we teach you, in your 
own home, the working of fundamental electronic circuits and bring you easily 
*o the point when you can construct and service radio receivers, etc. FILL IN COUPON PROSDR | 

Whether you are a student for an examination; starting a new hobby; = (Т 
intent upon а career in industry; or running your own business — these Practical 
Courses are ideal and may be yours at very moderate cost. 

With these outfits, which you receive upon enrolment and which remain 
your property, you are instructed how to build basic Electronic Circuits 
(Amplifiers, Oscillators, Power Units, etc.) leading to designing, testing and 
servicing of complete Radio and Television Receivers, 


ew TELEVISION COURSE including a complete set of To E.M.I. INSTITUTES, 


equipment dealing with the design, construction and servicing of a high | Dept. 127X, Grove Park Road, London, W.4. 
quality television receiver. | Please send me your FREE book on Practical Courses. 
Courses (with equipment) also avallabte in many other engineering subjects. 


COURSES FROM 15/- PER MONTH 


zl 


EMI INSTITUTES » | . . — 


An educational organisation serving the E.M.I. Group of Companies which include | 


— — — — — С 7 — 


"HIS MASTER'S VOICE," MARCONIPHONE, COLUMBIA, ETC. 


DECEMBER, 1956 
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Designed for laboratory use, this 
new oscillograph provides 
a Y amplifier with a very useful 
frequency characteristic extending 
from d.c. to 6 Mc/s. The display is presented on a new post deflection accelerator 
tube at an amplitude of not less than 6 cm over the stated frequency band. The 
maximum sensitivity of the channel is 0.25 V/cm and calibration is 
effected by means of the accurate test voltage provided. The time base of the 
instrument can be swithed to fire repetitively from a trigger pulse of either 
sign derived from the Y amplifier signal or externally. A special refinement, 
of interest to the Television Engineer, is the provision for triggering from the 
Frame or Line sync. pulse in a | volt D.A.P. (positive) composite video signal. 
Five calibrated time base ranges are provided giving spot velocities from 30 cm/sec to 
1.5 cm/microsec. An X amplifier with a maximum sensitivity of 0.5 V/cm 
and bandwidth 20 c/s — 250 kc/s (—5095/) is included and allows time base expansion, 
continuously variable, of up to five times. Time measurement is by calibrated 
shift control. The instrument operates from 100-130 or 200-250 volt mains supplies. 


Write for illustrated leaflet to :— 


C p S S (i R INSTRUMENTS LIMITED 


THE INSTRUMENT COMPANY OF THE COSSOR GROUP 
(Dept. 1) COSSOR HOUSE · HIGHBURY GROVE - LONDON . N.5 


TELEPHONE: CANonbury 1234 (33 lines) 
TELEGRAMS: COSSOR, NORPHONE, LONDON 
CABLES: COSSOR, LONDON 
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LEARN THE PRACTICAL WAY 
— COURSES WITH EQUIPMENT 


With many courses we supply actual equip- 
ment thus combining theory and practice 
in the correct educational sequence. 
The equipment, specially prepared and 
designed, remains your property. Courses 
include: Radio, Television, Electronics, 
Draughtsmanship, Carpentry, Photography 
and Commercial Art, 

Amateur S.W. Radio, 
Electricity, Languages, 
Mechanics, etc. 


Equipment supplied upon enrolment and 
remains your property. 


INSTITUTES 


THE ONLY POSTAL COLLEGE WHICH 


IS PART OF A WORLD-WIDE 
INDUSTRIAL ORGANISATION 


WIRELESS WORLD 
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POST THE COUPON TODAY 
FOR OUR BROCHURE ON THE 
LATEST METHODS OF HOME 

TRAINING FOR OVER 

150 CAREERS AND HOBBIES 


THE ADVANTAGES OF Е. М.І. TRAINING 


Ж The teaching methods are planned to meet 
modern industrial requirements. 


Ж We offer training in all subjects which provide 
lucrative jobs or interesting hobbies. 


% The student is taken carefully and thoroughly 
through his chosen subject. 


* A tutor is personally allotted by name to ensure 
private and individual tuition. 


Ж Free advice covering all aspects of training is given 
to students before and after enrolment with us. 


PRIVATE AND 


Accountancy 
Advertising 
Aeronautical 
Engineering 
Automohile 
Engineering 
Banking 
Book-keeping 
Building 
Business 
Management 
Carpentry 
Chemlstry 
Civil Service 
Civil Engineering 
Commercial Subjects 
Commercial Art & 
Drawing 


INDIVIDUAL TUITION IN YOUR OWN HOME 


Customs & 
Excise Officer 
Draughtsmanship 


Economies 
Electricai 
Engineering 
Electronics 
Fashion Drawing 
Heating & 
Ventilating 
Engineering 
Industrial 
Administration 
Journalism 
Languages 
Marine 
Engineering 
Mathematics 


М,С,А, Licences 

Mechanical 
Engineering 

Motor Engineering 

Photography 

P.M.&. Licences 

Police 

Production 
Engineering 

Public Speaking 

Radar 

Radio & Television 

Servicing 

Radlo Engineering 

Refrigeration 

Retail Shop 
Management 

Salesmanship 

Sanitation 


Secretaryshlp 
Shorthand & 
Typing 
Sound Recording 
Structural 
Engineering 
Tele- 
communications 
Television 
Time & Motion 
Study 
Tracing 
Welding 
Writing 
Workshop Practice 
Works 
Management 
and many others. 


Also courses for University Degrees, General Certificate of Education, B.Sc.Eng., A.M.L Mech.E., 
L.0,B., ACCA, А.0.1,5., AM.Bril RE, A MAILA, City & Gullds Examinations, R.S.A 


Certificates, etc. 


Courses from 15/- per month 


МАМЕ. 


ADDRESS 


Le ee ee oe oe 


POST THIS. COUPON TODAY 


Please send without obligation your FREE book, 


E.M.I. INSTITUTES Dept. 127k, 
Grove Park Road, London, W.4. 


Е E “16388 
AULUS o EI 
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and DELAY LINES 


DISTRIBUTED AMPLIFIERS Deren 
| ) ED. I 
aE 


«4 DISTRIBUTED AMPLIFIERS 
TYPE 2B AND 2C 


Maximum output 150У р-р 
Gain X12 or 
Gain X300 (achieved with low- 
level driven stage). 
Frequency response 50c/s to 
100Мс/ѕ 
Input impedance 
75 ohms (type 2B) 

150 ohms (type 2C) 
Output impedance 200 ohms 
Power unit type DA2C is suit- 
able for both amplifiers 


DELAY LINE TYPE 1 > 


Maximum delay 0.6us 
Frequency response 0 to 30Mc/s 
Capacity compensated tapping 
points at O.l us intervals 


А 


Input impedance 75 ohms 


Output impedance 75 ohms 


These units have particular applications 
with wide band networks and high speed 
oscilloscopes. 


өозөоөоө ео ө ө ө ө ° Ф® э ой 


J ө 
Over a 100 E.M.l. electronic instruments are Heing shown in operation at the 


E.M.1. INSTRUMENT EXHIBITION at THE ROYAL HOTEL, WOBURN PLACE, LONDON, W.C:1 
NOV. 28th-30th. 10 a.m.-6 p.m. 
Apply in writing for tickets to :— 


Е, М.1. ELECTRONICS LTD., (NSTRUMENT DIVISION, HAYES, MIDDLESEX 


Telephone: SOUthall 2468, Ext. 655, 1013, 857 FESOA 
F 
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A CONFIDENTIAL STAFF LOCATION SYSTEM! 


Verbal Orders Quickly and Quietly 


ee 
o ® 
„элеш 9 * 
e 9 


А Its new and it’s unique—the Multitone Staff 

o Location System. There've been loudspeakers, 

° bells, lights and even buzzers, but not a system in 

e" which confidential messages can be delivered to individual 

"d members of a staff—whether numbered in tens or hundreds. 

e However compact or scattered an organisation may be, this is 

going to be the biggest business time-saver yet. Originally developed 

"М in conjunction with St. Thomas’ Hospital, this system is now far in 

e advance of anything yet made and is sold at a highly competitive price! 

° HOW IT WORKS. A magnetic induction loop is laid round the building 

° from the Coder/Oscillator unit. Anyone needed to be on call carries a receiver 

о (only 5" long, 1” diameter апа it only weighs 5 oz. with battery!). On being 

e alerted by his call signal, which is received by him alone, he can hear a direct speech 
message without anyone else being disturbed. 

WHAT IT COSTS. The average cost of an installation with 50 receivers would be under 

£1,500 including the cost of the loop. The receiver incorporates four transistors and is 

powered by a single cell. Since the quiescent current is less than 0.5 m.a. it will only cost 

a few shillings a year to run each receiver—considerably less than any other electronic system. 


multitone — : 


STAFF LOCATION SYSTEM 


Multitone Electric Co: Limited, 12-20 Underwood Street, London, N.r. Clerkenwell 8022 
= CRC 3M 
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Germanium 


PHOTO 
ELECTRIC 
CELLS (туре P6404) 


for sensing 
punched card and 
perforated tape 


GERMANIUM 


Senfer(Cel 


DEVICES 


Pioneers in the United Kingdom in the 
7"; manufacture of germanium -junction 
photo-electric cells, S.T.C. have developed 
and produced an exceptionally small 
photo-cell, type PG40A, specifically for 
scanning operations in punched card and 
perforated tape machines. 

SenTerCel type PG40A  germanium- 
junction photo-electric cells, with a 
diameter of only 0.093", make possible 
mass grouping in the minimum space. 
Hermetic sealing using glass-to-metal 


x ay Я seals ensures long Ше апа stable 
ete a characteristics. Write for technical data 
= LÀ 
abe. \ sheets GER/101A to: 


Srandard Telephones and Cables Limited 


Registered Office: Connaught House, Aldwych, London, W.C.2 
RECTIFIER DIVISION: EDINBURGH WAY - HARLOW . ESSEX 
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EMITAPE 
Q’ LONG PLAY 


for 


50% 


increased 


250 ft. | ‘Message’ 


СС ‘Junior’ |5” dia. £1. 


Full details of Emitape and accessories are available 
£1.15.0 from your local Dealer. 


| 99/12 | | 1200 ft. | ‘Continental’ 53° dia. 


| Р. aN —— | Home enquiries to : 
E.M.i. SALES & SERVICE LTD. RECORDING EQUIPMENT DIVISION 


| | | 
| ‘Standard’ — |7*" di | Export Enquiries to: 
ES ea чт dui Пею. | .M.d. INTERNATIONAL LTD. HAYES, MIDDLESEX, ENG. 


85117 


— — 
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Vorterion TAPE RECORDER 


Ж The total hum and noise at 74 inches per 
second 50-12,000 c.p.s. unweighted is better 
than 50 dbs. 
Ж The meter fitted for reading signal level 
will also read bias voltage to enable a level 
response to be obtained under all circum- 
stances. А control is provided for bias adjust- 
ment to compensate low mains or ageing 
valves. 
* A lower bias lifts the treble response and 
increases distortion. A high bias attenuates 
the treble and reduces distortion. The 
normal setting is inscribed for each in- 
strument. 
* The distortion of the recording amplifier 
under recording conditions is too low to be 
accurately measured and is negligible. 
Ж A heavy mu-metal shielded microphone 
transformer is built in for 15-30 ohms 
balanced and screened line, and requires 
only 7 micro-volts approximately to fully 
load. This is equivalent to 20ft. from a 
ribbon microphone and the cable may be 
extended 440 yds. without appreciable loss. 
* The .5 megohm input is fully loaded by 
18 millivolts and is suitable for crystal 
P.U.s, microphone or radio inputs. 
The amplifier, speaker and case, with detachable lid, te ^ power plug is provided for a radio feeder unit, etc. 
measures 8;іп. x 224in. x 152in. and weighs 30 Ib. Variable bass and treble controls are fitted for control of 
ш the play back signal. 
PRICE, complete with WEARITE TAPE Ж The power output is 3.5 watts heavily damped by negative 
DECK ... ee А E ... £84 0 0 feedback and an oval internal speaker is built in for monitoring 
purposes. 
Ж The play-back amplifier may be used as a microphone or gramophone amplifier separately,or whilst recording is being made. 
Ж The unit may be left running on record or play back, even with 1,750 ft. reels, with the lid closed. 


POWER SUPPLY UNIT to work from 12 volt Battery with an output of 230 v., 120 watts, 50 cycles 
0. 


within 1%. Suppressed for use with Tape Recorder. PRICE £18 0 


3-WAY MIXER AND PEAK PROGRAMME METER 


FOR RECORDING AND LARGE 
SOUND INSTALLATIONS, ETC. 


One milliwatt output on 600 ohm line (.775V) 
for an input of 30 micro-volts on 7.5-30 ohm 
balanced input. 

Output. balanced or unbalanced by internal 
switch. The meter reading is obtained by a 
valve voltmeter with | second time constant, 
which reads programme level, and responds to 
transient packs. 

Calibration in 2 db steps, to plus 12 db and 
minus 20 db referred to zero level. Special 
low field internal power pack supplies & 
valves including stabilising and selenium 
rectifier, consumptlon 23 watts. 


Manufactured by 
VORTEXION LIMITED, 257-263, The Broadway, Wimbledon, London, $.W.19 


Telephones: LIBerty 2814 and 6242-3 Telegrams: "Vortexion. Wimble, London." 
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Something to be proud of... 


There is much more in a tape recorder than just circuitry. 
Try a TK8 out, and you'll agree that anybody could be 


proud of it ! 


Just take a look at the specification... 


Mains Voltages: 


Consumption: 


Suitable for A.C. only, 105-115, 190-210, 210-230, 
230-250 volts, 50 c/s. 


Approximately 60 watts (rising to 118 watts when 


-Fast Winding). 


Fuses: 2 amps. (for 105-115 V.) 

1 amp. (for 190-250 V.) 

Both fuses are of the surge resisting type. 
Valves: EF86, ECC81, EL42, EL84, EM81 +2 metal rectifiers. 


Recording Level indicator: 


Loudspeakers: 


Amplifier Output: 
Tape Speed: 
Frequency Response: 


Recording Sense: 


Maximum Tape Length: 
Running Time per Tape: 


Fast Forward/Fast Rewind 
Times: 
Automatic Stop Switch: 


Magic Eye. 

Elliptical 6 ins. High Flux permanent ceramic mag- 
net type plus two 2} in. treble units. 

4 watts approximately. 

3i ins. per second, and 71 ins. per second. 
50-9,000 ¢.p.s.+3 db at 31 ins/sec. 

50-13,000 c.p.s.+3 db at 74 ins/sec. 

Twin Track, recording on the top track (British 
and International standard). 

1,200 feet. 

30 minutes each track at 71 fime (1 hr. total). 
60 minutes each track at 3} ins/sec, (2 hrs. total). 


Approximately 14 minutes. 
Electro-magnetic. 


The | GRUNDIG | TK8-3D — for Price & Performance 


GRUNDIG (GREAT BRITAIN) LIMITED 


Advertising Dept. & Showrooms: 39/41 NEW OXFORD ST., LONDON, W.C.1 
Trade enquiries to:— KIDBROOKE PARK ROAD, LONDON, S.E.3. 
(Electronics Division, Gas Purification & Chemical Co. Ltd.) GI2 


The Wolsey Convertor is a self-contained unit complete with 
power pack, comprising transformer with tapped primary 


for mains voltage selection, together with metal rectifier and 


WOLSEY сє: 


BAND 111 
Convertor 


Though employing the popular valve line-up of cascode coupled 
P.C.C. 84 and P.C.F. 80 as mixer and output amplifier, the 
circuit otherwise departs completely from the conventional. 


Aerial input circuit has an input of 80 ohms over the Band Ill 
range this being achieved by critical resistance damping of 

the input transformer, from which the signal is fed to a 
neutralised cascode coupled R.F. amplifier. The cascode potential 
of this valve being adjustable so as to afford gain control. 


Coupling between the cascode and the mixer grid of the 
oscillator section of the P.C.F. 80 is made by a choke 
capacity arrangement which is constant over the whole of 
the Band Ill range. 


The oscillator section employs turret tuning of the eight 
channels and careful selection of component valves ensures 
minimum of drift. 


I.F. output from the pentode section of the P.C.F. 80, which 
is of course the local B.B.C. frequency, is fed via a 
stepped-down transformer to the low impedance output socket. 


Gain from input to output in excess of 20 dB may be easily 
obtained and no Convertor is passed on test unless it has 


at least this galn. 


WOLSEY TELEVISION LIMITED : CRAY AVENUE · ST. MARY CRAY · ORPINGTON : KENT 


Telephone: ORPINGTON 26661/2/3/4 {Electronics Division, Gas Purification & Chemical Co. Ltd.) 
w33 
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Olympic Honour s 
for Britain... - 


We are proud to announce that LEAK d 
TL/12 Amplifiers have been chosen 
for use at the 1956 Olympic Games. The 


А à ,B.6. MONITOR 
It was in 1945 that H. J. Leak revolutionised the performance stan- B.E т 
dards for audio amplifiers by designing the original “ Point Опе” LOUDSPEAKER UNIT 
series, and we became the first firm in the world to market amplifiers 4 
having a total distortion content as low as 0.1 per cent. This claim uses a 
was received with incredulity, but it was subsequently confirmed 
by the National Physical Laboratory and since then hundreds of E TL 12 
TL/12 amplifiers have been used by the B.B.C., and Commonwealth L A K / 
and foreign broadcasting authorities, and thousands have been used 
i omer studios, leading musicians and music-lovers throughout AMPLIFIER 

е world. 
Further development work resulted in our producing, at a much Price 
lower price but with the same high performance standards, the 
TL/10 amplifier. The output of the TL/10 is ample for high £28.7.0 

ity home music systems, and the quality of reproduction 

obtained is equal in every respect to that of the TL/12. We always 
use the TL/10 amplifier and “ Point Опе” pre-amplifier for биг 
public demonstrations of high fidelity reproduction of gramophone 
records and radio, The TL/10 amplifier, when used with the best 
available complementary equipment, gives to the music-lover a 
дану of reproduction unsurpassed by any equipment at any price. 

ven when the complementary equipment falls below that of the 
best obtainable the use of these amplifiers will enable one to obtain 
very marked improvements in reproduction. 


We shall be pleased to send you full details af , .. 


LIEAIK 


Hio t FIDELITY EQUIPMENT 


оо ө ө ө 6 ө ө 


On Left: 


LEAK TROUGH-LINE F.M. Tuner, £25 

plus 10 gns, Р.Т. 

A Trough-line inductor and AFC eliminate drift. 

Very high sensitivity for fringe area listening. 

uieting control plus high fidelity discriminator. 

thode-follower output. Self powered to operate 
with any amplifier. 


Below: 


LEAK TL/10 10-watt Amp'ifier, 17gns. 
and “Point One" Pre-ampiifier, 10gns. 


Harmonic Distortion 0.1% 1,000 c/s, 7.5. watts 
output. 


A 20,000 miles tour! 


Mr. Harold J. Leak is now on a 
seven weeks’ tour visiting his Agents 


tn the U.S.A., Canada, Mexico, ove: 


Cuba, Jamaica, Venezuela, Brazil j i i 
Cu ni" Only (he wola- LEAK Dynamic (moving coil) 
wide demand and the high ratio ot Pickup 

Overseas sales make possibie the 

prices at which Leak Equipment This new pickup results from five 
can be offered to the Home Market. years’ continuous development of our 
first moving-coil design. Reports from users have 
justified our eariier belief that the pickup might earn 
recognition as the best in the world. 


FREL is th 4 f the Leak Full B А Leak dynamic pickup: Arm ... £2.15.0 p.t. £1.3.1 
is the trade name of the Leal -range Electrostatic И a Е 

Loudspeaker which will be available to the public іп 1957. LP head with diamond stylus £5.15.0 — p.t. £2.8.4 
The design is original and has great theoretical and practical 78 head with diamond stylus... £5.15.0 — p.t. £2.8.4 
advantages over previously described electrostatic loudspeaker 
systems. It is the result of intensive research and development 
work carried out by H. J. Leak, M. Brit. LR.E., and A. B. 


Mumetal cased transformer ... €1.15.0 


Sarkar, M.Sc., who are the authors of э paper, describing 
the basic design principles of this loudspeaker, which was The first name 
published in the Wireless World, October 1956. A reprint of in High Fidelity... 


this paper will be supplied on request. 


IL IE A IK 


H. J. LEAK & CO. LTD., BRUNEL ROAD, WESTWAY FACTORY ESTATE, ACTON, W.3., ENGLAND 
Telephone : SHEpherds Bush 1173/4/5 Telegrams : Sinusoidal, Ealux, London Cables : Sinusoidal, London 
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MAINLY FOR EXPERIMENTS AND INDUSTRIAL USERS 
| EX-ROYAL NAVY SOUND POWERED TELEPHONE HIGH SPEED RELAY 


This is a minia- 
ture type relay 
with change- 
over platinum 
contacts. Bob- 
.bins аге 250 


These require no batteries and will 
go for long periods without attention, 
Complete with generator and sounder 
which gives a high pitched note easily 
heard nbove any other noiee. Also 
fitted with an indicator lamp whieh 
in quiet situations can be used lin- 


stead of the sounder, or where several 
telephones are ueed together, will | ohms each. 
indicate which опе ls being called. d  new— 
Size 78 x9x7Hn., wall mounting, de- Bran + 

| signed for ships’ use but equally euit- limited quantity 
able for home, office, warehouse, fac- „= 
tory, garage,etc. Price 57/6 each, plus 716 each, post 
4/6 carriage. 1/6. 


CHARGING SWITCHBOARD 
Feed this Switchboard through a Mains 


E ade | SPECIAL PURPOSE VALVES 


D.C. up to 50 amps. and you have àn 


excellent multi-circult charger for simul- P Triode Type „ this ів a high-powered air-cooled 

taneously charging several batteries at aE triode: mane of which Кылт. Filament DELAY SWITCH 
diferent currents, This is an ex-Govern- peepee „ан voltage 8.2 v.. filament current 35 amps., anode Hermetically sealed 
ment switchboard rated at 550 watte dissipation 750 watts. Anode volts 26 kv. 1 A b 

18 valta fitted Into steel cases with doors. This valve [в very sult- with 4-pin base, 
It contains three reverse current relays. able for R.F. heating at heater resistance ap- 


one voltmeter, one main ammeter, two 
secondary ammeters and three variable 
resistors for controiling circuite. These 
are brand new, In original cases. Price | 
£A/10/-, carriage 10/-. 

We can supply a 12 volt, 50 amp. Mains 
Transformer at £4/5/- plus 5/- carriage. [е 


high frequencies and two 
of these in push-pull prox. 1,500 ohms. 


under Class C conditions This can be used 

wouid have an output 

of approximately 2 kilo- for overload pro- 
tection. Approxi- 


watts. Brand new. still 
in original shockproof mately 17 milliamps 


жеше 


Em тше. A ON through the heater 

i 10/-. coil will cause the 

2! El contacts to close. 
"SNIPER- кзз 


LUOGESCENT Useful for many 


SCREEN SCOPE" applications such as 

TETRODE TYPE VT3I e mess 

MIEWING WINDOW, un the heaters 
MANY OTHER ES IN STOCK. PLEASE STATE YOUR 

etd 9 SE ыны aE are properly warm- 

‘t Cate eye ™ used for seeing in the dark. This 18 a high-powered alr-cooled tetrode. Specification of | ed up. Limited 


Will work burglar alarms, counting cir- 
в emote detéetara and the hundred which Is as follows—heater volte 11.25, heater current 


and one other devices as will the simpler 8 amps., maximum anode voltage 5 kV., anode dissipation 


type of photo cell. Price 5/- each. Post 250 watta, size aprooximately 14jin. long and 6jin. across 
and Ins. 1/-. Data will be supplled with 


| quantity—7/6 each, 
post and insurance 
1/6. 


cells if requested. the bulb. AUTOMATIC MOTOR STARTER 
Limited quantity only at #4 each, still In original packing. For remote con- 
VACUUM RELAY Carriage and insurance 10/-. trol of D.C. motor 


between 1 and 8 
kw., adjustment 
tor 100v. or 230v. 
Unused and in 
first-class — eon- 
dition, complete 
with metal and 
wired glass cover, 
Price £10, car- 
riage 5/-. 


American TRANSMITTER NAVY MODEL TCK-7 


‹ mad е : 
No. C61610, this. E Seen at Eastbourne by appointment 
relay completely sealed | 
in d diis се. It | We have а few only American transmitters 
will close in a strong still in originai packing cases. Designed for 
magnetic field or by a the Navy, these are really beautifully made 
coil placed close to or and most impressive, standing 5ft. high by 


ound one of its arms. 2ft. wide апа finished in instrument 
Price 49/6. Operatic crackle. All meters and controls are on the TOWARDS AUTOMATION 
coils 25/- each. front panel. The transmitter tunes over 


the range of 2 megacycles to 18 megacycles 
WESTING- and it is designed for high speed precision 


HOUSE communication without preliminary calling. 
US A.) DOT сүн ША SER is p. 
(U.S.A. ticularly good, being better n .005% 
METERS under the worst conditions. Power out- 


All - " put is 400 watts on C.W. and 100 watts on 
f P eg col phoae. Tuning is very simple—a unit 
pe MERI control mechanism—gives a direct reading 
meter of face 31in. po o 
OSOON ADE Le eee ale 25/- Complete with valves and instruction 
0-1,5 kV D.C. external mul- manual. Price £95 ex works. 


tiplier ; 
5 NOTE.—The transinitter will work off A.C. or D.C. with the | Rotary switch—Ministry Ref. Мо. 


i р, i = | AP57579, this Ів a motor-driven switch, 
appropriate power unit. Power units are not available at present. “alia drins motor being "a ын 
| type for working on 110 volts 50 cycles. 
Н The two switches have 20 positions each 


UNITS FOR CONTROLLED AUTOMATIC ROTATION | ia. у operates тешув providing 


interlocks. Price £4/17/8 each. 


We have brand new, still in original unopened RACKING 
packing cases as Ыы trom America two EQUIPMENT 
items of equipment which form part of the 
: radar system RC84. These two units work STANDARD 
RESISTORS together to form a Towar rotating device, OPEN RACK 


High stability types 
from }-watt to 2- 
watt. Wire wound 
vitreous covered 
wire ended up to 
20 - watt. High ! 
powered types up 
to 150-watt mostly 


with remote control. 

Item 1, known as Tower 24А, is in fact the 
geared driving motor which rotates the mast, 
This is quite a heavy construction and would 
rotate в heavy scanner, reflector, beam array, 
ete., etc. 

Item 2, known as Indicator 1-22]-A is the 
remote controller which enables the azimuth: 
cltp-in. Insulated position of Tower 24A to be controlled trom a 
and non-insulated remote polnt. Conversely, ‘tt enables the 
carbon types pre- azimuth position of the tower to be known at any time. Both the Tower and the Indi- 
ferred valves. High | cator contain selsyn tranemitter/receivers and it ie these that provide the impuiees 
and low powered which cause the aerial to rotate hackwards or forwards. The equipment intended for 117 


_6ft. high and 19in, 
wide, heavy steel 
construction. 
Holes drilled and 
tapped at 7in.spac- 
ings. Price £3/15, 
plus carriage. 


MICA PANELS 


variable types. Big volt А.С. mains but will operate from our mains М connected through step down trans-, > 

stocka available— former of 1 K.W. rating. Pure mica panels 
send details of your | Pricer 1-221-A £25 plus carriage. TRAA £35 plus carriage, | size 2in. x Зіп., 
requirerenta. | Special discount of £5 for cash with order or C.O.D. if both unite purchased together. | 3/- per dozen, 
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FLUORESCENT LIGHTS 


These are a compiete fluorescent lighting 
fitting. Built-in ballast and starters— 
stove enamelled white and ready to work. 
Ideal for the kitchen, over the work- 
bench and in similar locations. 

Single 40. 4ft. Зір. long, uses a 40 watt 
tube. Price 39/6 complete with tube. 
Carriage ant ine. 5/6. 

Twin 20. Usos 2 20-watt standard tubes. 
Price 29/6 less tubes. Carriage and ins. 


— ГК ЖЕЕ. 


NEW CIRCUIT 
OCCASIONAL 56. We have evolved a 
new Т.Е.Е. circult and have had really 
[0d resulte, equal In fact to many super 

ets. You really should try this circuit. 
All parts including valves (6K7, 67, 
6F6 and 6X5) and bakelite case with 
back cost only £5/10/-. plus 2/6 post 
and insurance. Data included with the 
EM is also available separately, price 


ELECTRIC BLANKET WIRE 


Waterproof P.V.C. covered, so 
biánket washable. 16} ohms per 
foot—1/6 per yard. 14 yarde, 
Idea? for average bianket. £1 
post free. 


E.H.T. GENERATOR 


Thie is a made-up unit, power congump- 
tion (6.3 volt 8 amp. filament and approx, 
59 mA. H.T.). Contains three BVA valves. 
Output from 6 kV to 9 kV rectified with 
normal Н.Т. rail Input but somewhat 
higher outputs can be obtalned with 


higher Н.Т. supply. Dimensions are 
COE agus Price 69/8, post, packing, 
ete., 5/-. 


BAND 111 CONVERTER 
ADDITA — Many bun- 
dreds in use E 
Any television receiver, 
whether  superhet or 
straight А.С, or A.C./ 
D.C.. home constructed 
or factory built, which at 
present will recelve 
B.B.C., will also receive, 
LTA. If thls con 
verter is added. № 
modifications at ай are 
necessary to the re 
ceiver, Simply plug in 
aerial leads and connect 
to А.О. malins. The con- 
verter is {п a neat meta! 
case with provision for 
fixing to side or the 
back of the eet. Price 
£6/10/- or Н.Р. terma 
available on request if 
required. 


266, London Road, 
Croydon, 
Half-day Wednesday. 


Phone: MAI 4921 
Half-day Thursday 


Post orders should be addressed to E.P.E. LTD., M.O. Dept. 2, SUTTON ROAD, EASTBOURNE. 
All enquiries to Eastbourne address and please enclose S.A.E., terms are cash with order. 
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THE UNI—T.V. 


Undoubtedly the most up-to-date televisor.for the home constructor. You can build 
all or only part and the set when finished will be equal to a factory made equivalent. 
What other constructor Т.У. has all these features? 

Made up unite if required 

All miniature valves 

Metal rectifier 

No expensive transformers 

1$-channel circuitry 

Multi- vibrator tlme bases 

Ferrox cnbe, E.H.T. and scan coils 

34/38 me/s. LF. 

Suitable for any modern 12, 14 or 17in. tube. 

Modern coptemporary cabinet If required 

The building coat (lese tube) ls only £29/10/- plus 10/- carriage and insurance. АП 
parte guaranteed twelve months, Full information and data free with parts or avail- 
able separately, price 3/6. 


CABINETS FOR ALL 
m = Тһе СОМТ!МА 


Another addition to our range of cabinets. This 
is of new revolutionary design, styled after the 
best of continental radios. Externally. It is 
finished in'bigh!y polished dark walnut veneer, 
with panelling picked out in gold. Interior 
is of eame very high standard, its veneer being 
light mahogany which contrast« nicely with the 
dark walnut and generally gives a very pleasing 
appearance. The doors slide on metal runners 
and are fitted with gold insert finger plates. 
A really excellent cabinet for any home—eize 
Bit. 1}in, long, lft. Зо. deep, 2it. Lyin. high, 
including legs which are 10in. from floor. Motor 
board 12} x 17in,, equipment aperture 17} x 9}in. gives ample space for 8in. speaker. 
Ample storage space for recordings. Price £1/19/-. carriage and insurance 20/-. 


POCKET TRANSISTOR RECEIVER 
To readers wishing to make up the set described on-page 538 of last month's issue 
we offer the following components: 
Resistore—set of elght ................ Каны COD 3/6 


Capacitore—C5 to C8—set of four 6/6 
Compression Trimmers—C1 & СЗ 2/6 
Ceramic Trimmere—C2 & C4 ... pair 2/8 
Earpiece Туре L (Fortiphone).. эзе 18/- 
Transformere—N.22 and N.23 (Fi each 10/- 
Hearing Aid Cable .. : " 2/6 
Slide Switch SW5  ..... . 4i- 
Transistors Mullard OC21 ............ " b 24/- 
Aerial Coil on Ferrox Cube wound to specification ..... 71 


6 
Alternatively we will supply all the parts to bulld the set, but substituting certain 
lower priced alternatives, the total cost being £2/17/6 which does not include the 
following items: earpiece, sockets, battery or case. 


THE MULLARD 510 AMPLIFIER 


A High Quality Amplifier designed 
by Mullard engineers. Robust high 
fidelity with a power output exceeding 
10 watts and a harmonic distortion 
less than .4% at 10 watts. Ite fre- 
quency response ts extremely wide 
and level being almost flat from 10 to 
20,000 QC.P.8.—three controle ure 
provided and the whole unit le very 
eultable for use with the Collaro 
Studio and most other good pick-ups. 
The price of the unit completely 
made up and ready to work ie 
£12/10/- plus 10/- carriage and 
insurance. Alternatively, if you 
wish to make up the unit yoursell 
we shall be glad to supply the 
components separately. Send for 
the Mullard amplifier shopping Bst. 


CROYDON BRANCH OPEN 


We have taken the Lease of 266, London. 
Road, Croydon and we are now stocking 
up at this address. 


42-46 Windmill Hill, 
Ruislip, Middlesex. 
Phone: RUISLIP 5780 
Half-day Wednesday 


Kilburn. 


152-153 Fleet St., E.C.4. 
Phone: FLEET 2833 
Half-day Saturday 
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COMPONENT BARGAINS 


1 mid. 350-volt metal cased condensere 
by Dubilier—emall size 3/6 doz. or 
36/- gross. 

Philips Trimmers 0-30 pf. L/- each or 
11/- doz. 

Moulded Mica Condeusers, well mixed 
assortment 3/- doz., 30/- gross. 

Silver Mica, well mixed assortment, | 
3/- doz., 30/- gross. 

50 mtd. 50 v. Bias Condensers ТОС 
1/6 each, 15/- per doz. 

Ceramic Trimmers, 5 to 30 pf. 6d. each, 
5/- doz. 20 to 60 pf 9d. each, 8/- doz. 
20 to 100 pt. 1/3 each, 19/- doz. 
Earpiece-microphone, American midget 
type 3/6 each. 36/- doz. 


SERVICE DATA 


b 


100 service sheets, covering British 
receivers which have been sold in big 
quantities and which every service 
engineer is ultimately bound to meet. 
The following makes are included; Aero- 
dyne, Alba. Bush, Cossor, Ekco, Ever- 
ready, Ferguson, Ferranti, G.E.C., 
H.M.V., Koleter-Brandes, Lissen, Mc- 
Michael, Marconi, Mullard, Murphy, Phil- 
co, Phillps, Pye, Uultra. Undoubtedly a 
mine of information invaluable to all who 
earn their Uving from radio servicing. 
Price £1 for the complete folder. Our 
Folder No. 2 consists of 100 data sheets 
covering most of the popular American 
T.R.F. and superhet recejvers “ all dry,” 
etc., which have been imported into this 
country. Names include Sparton, Em- 
merson, Admiral, Crossley,  R.C.A., 
Victor, etc. Each sheet gives circuit 
diagrams and component values, align- 
ment procedure, etc., etc. Price for the 
folder of 100 sheets ів £]. Post free. 


THERMOSTATS 


21. x Hn. x Hin. high. 

Useful for the control of appliances such 
as convectors, gluepots, vuleanisers, hot 
plates, etc. Adjustable to operate over 
temperature range 50-550 deg. F., fitted 
with heavy silver contacta. 

1} amp., 3/6; 5 amp., 8/6; 2 amp. МВ, 
5/6; 15 amp. QMB, 15/-. 


CHASSIS ASSEMBLY 


Three-colour 3-waveband' scale covering 
standard, Long, Medium and Short wave- 
bande, scale pan, chassis, punched tor 
standard 5-valve auperhet, pulley driving 
head, springs, ete., to eult. Scale size 
14} x 3jin. Chassis eize 15x5x2in. 
deep. Price 15/- plus 1/6 post. Note: 
We can supply cabinet for this, 39/6 
and 5/- p. and p. 


The “ESTRONIC" Band 111 Converter 


To-day's beet value in Band ЦІ con. 
verters suitable for your T.V. or money 
refunded. Complete ready to operate, 
49/6 non-mains or 69/6 mains, post and 
insurance 3/6. 


ELECTRONIC PRECISION EQUIPMENT LTD. 


249 Kilburn High Road, 


29 Stroud Green Road, 
Finsbury Park, N.4. 
Phone: ARCHWAY 1049 
Hatf-day Thursday 
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------ precision £z: component 
ACKSON “0° GANG CONDENSER 


CAT. No. 5250 


Miniature model in 1 or 2 
gang, capacities up to 365pf 
swing, front area 13” х 
1-17/32" including sweep ог 4 
vanes, length 1 Gang 1”, 2 4 
Gang 1$", Spindle 1" dia. х { 
2° long. 
Aluminium vanes, cadmium 
plated steel chassis. 
Price 

2 Gang 11/6 


1 Gang 7/6 


Write for fully illustrated catalogue. 


It's reliable—if it’s made by Jackson's. 

e ө 
20 = Jackson BROS. 
LONDON LIMITED 


KINGSWAY , WADDON - SURREY. Telegrams: Walfico, Souphone, London. Telephone: CROydon 2754/5. 


ALWAYS “FIT” 


QUALITY ae CASTORS 


€ EA EQUIPMENT 
for the Connoisseur · 


If you want the Finest Quality Reproduction together 


with Workmanship of the Highest Order your choice 
must be LEAK. 
AS USED BY BROADCASTING CORPORATIONS 
THROUGHOUT THE WORLD. 


LEAK * TL/I0;" AND “POINT ONE" PRE- 
AMPLIFIER. Cash Price £28/7/-, or sent for £4/10j- 
Deposit and 18 monthly payments of 30/-, carr. and crate 
free. 


LEAK DYNAMIC PICK-UP 
Complete with two detachable diamond heads and trans- 
former. Cash Price £21/19/9 or sent for £4 Deposit 
and 10 monthly payments of 40/-. Post and packing paid. . 


Delivery ot all the above is trom stock, We can also supply 
the LEAK F.M. TUNER. Wharfedale, Goodmans and 
Tannoy loudspeakers, etc., Connoisseur Variable 3-speed 
Motors and all other Quality Equipment on EASY TERMS. 
Please send us your requirements. Quotation by return of post. 


*eL'R'SUPPLY COMPANY, LTD, 


BALCOnBz iet, 254) 20222X. 


THE WORLD'S BEST 


CONTRACTING 
TUBE 


ADAPTOR 


For 2”, 4”, 14’, 11” tubes, 

Quickgrip Adaptors are fitted 

by hand as notoolsarerequired. 
2" 24”, 3", and 4" wheels 
may be used. 


Ask for Brochure 
and pages 8, 25, 57. 


Numerous other types of 
head fittings available 


Engine rs, Patentees and Sole Manufacturers 


AUTOSET (PRODUCTION) LTD. 
DEPT. H” 75-81 STOUR STREET 8/RMINGHAM, 18 
EDG. 1143 (3 lines). Estd. over 35 years. 
Pi as. mention “Wireless World” АДЕ 
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'MULTICON' PLUGS AND SOCKETS 


The reliability of the connectors used can determine the 
dependability of electrical and electronic equipment. 


In the range of Painton ‘Multicon’ Plugs and Sockets are types 
suitable for most applications, whether used as cable connectors, 
for linking cables to panels or chassis, or as unitors. 


In addition to the type of cover illustrated, there is 
a similar range with die-cast covers allowing checking of the 
connections without interrupting the operation of the circuit. 


Please ask for full details of Palnton 
‘Multicon’ Plugs and Sockets. 


e ЭМ 
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Personalize your recorded music 


whe 000000 


Tape Recorder model RI 


deal for building your favourite music into complete, personal 
rogrammes, this new high fidelity recorder. contains all the 
ner features necessary for perfect reproduction of tape 
recorded music ofall types. These star features tell you why :— 


%& Simple push button control, foolproof in operation. 

Ж 855 sense of tracking for recording and replaying own tapes or replaying 
pre-recorded tapes of the world's finest music. Two tracks per tape, 
side by side with safety gap. Playing times (1200ft standard tapes) 
60 mins. per track at 32in. per sec. or 30 mins. per track at 74in. per sec. 

% Specially developed Truvox high fidelity amplifier, 50-12,000 cps. 

{+ 3db) for truly faithful reproduction with Rola lOin. x 6In. loud- 

speaker (10,000 lines). 

utput 4 watts—ample for audiences up to 120 people if required. 

Accurate timing device for ' editing * purposes. 

Storage space for microphone and spare reel of tape. 

Compact, contemporary design facilitates transportation. 

With available accessories can also be used for dictatlon and transcrip- 

tion purposes; as an ordinary radio receiver or as a simple amplifier. 


*»x*ox*x* 


А Price Complete with crystal 
| Creditand H.P. microphone and 1200ft. reel 


ee available of standard tape. 

through selected H fitted with tei 

x precision place 
retailers, locator £3 3s. Od. extra. 


DUCT | Full details available from 


TR 15 LYON ROAD, HARROW, MIDDX. 
ү X LI M ITED Telephone: Harrow 9282 


PRE-SET CONTROL LOCK || post OFFICE TYPE | 
3,000 and 600 relays 


to specification 


Designed to lock the spindles of pre-set 
potentiometers or trimmers without rota- 
tional or lateral disp!acement 
cf shaft. 


Will accept wide range of 
panel thicknesses. 


ТҮРЕ Р ТҮРЕ С 


Very attractive 
appearance for Send for 
panel mounting. leaflet 4.1 


| KNOB LOCK 


The ideal method of locking 
panel mounted controls. Positive 
guard against vibration, etc. 


This development оі our popular 


preset control lock is finished ө Specialists in tropical and Services jungle finish 
in black plastic and embodies 
control knob and instantaneous @ GUARANTEED TO FULL A.I.D. & I.E.M.E. STANDARDS 


пке рие Е Енар. PROMPT DELIVERIES, PROTOTYPES 7 ТО 10 DAYS 
Send for List No. А.& 


Manufacturers to Н.М. Govt. Depts. and leading Contractors 


SUTTON COLDFIELD ELECTRICAL ENGINEERS А Б.51ММОМр$ ї.тї. 


4 E " 5 BYRON ROAD, HARROW, MID OD X. 
Reüdicap Trading Estate, Sutton Coldfield. ‘prone sur 3038 & 5666 Теје ое огом 2524. 0315 
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Another DALY Electronic Achievement 


CAPACITORS IN REDUCED SIZES WITH 
FULL VALUES AND WORKING VOLTAGES 


SEND NOW for new leaflets with up-to-date information on 
this new range of capacitors. 


DALY has succeeded in malntaining full capacity values and 
working voltages in more compact designs specially suited to 
ultra-modern equipment. 

.PHOTO-FLASH EQUIPMENT · DEAF AIDS · PRIVATE TELEPHONE 


INSTALLATIONS · AMPLIFIERS - О.С. POWER UNITS · SPOT 
WELDING EQUIPMENT : TEST GEAR - MAGNETISATION EQUIPMENT 


Behind DALY capacitors lies 20 years of making only 
сүл electrolytics, highly specialized experience which engineers 
throughout the world are finding Invaluable, and which is 
readily available to you. 


thet eot cre p Um he gp aqu sen 
simons Myr the nemen RAS emat creme ot the tae a 
wet 


TT 54 
MOTOR STARTING © = DAL | 


хуг Y “ ae ETA 
Condanser Spaceulisre far вуче Jè years 


eae + = ELECTROLYTIC CAPACITORS 


CONDENSER SPECIALISTS FOR OVER 20 YEARS 


DALY (CONDENSERS) LTD., WEST LODGE WORKS, THE GREEN, EALING, LONDON, W.5. Phone: EALING 3127-8-9 Cables: DALYCON, LONDON 


and now — 


iie pectone 


TAPE RECORDER 


An instrument of professional quality for the high-fidelity 
conscious, achleving э truly high standard of recording and 
play-back at a remarkably moderate price. Automatic 


equalisation of output at each speed ensures perfect repro- 
duction. Incorporating the new Collaro Tape Transcriptor, 
upper and lower track recordings can be made in quick 
succession without spool reversal while a safety device prevents 
accidental erasure. Three speeds: 3jin., 7{їп. and 15їп. per 


second. 


72. GNS. 


Spe cto ME mm 


The Living Truth in Sound Write for Leaflet with Full 


SPECTO LTD. Vale Rd Windsor 
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And digging deep, Mr. Downs! 
We're a versatile team, aren't we? 
Let's explain Mr. Downs. 


Easy. Ashdowns fabricate plastics which are 
essential equipment of the highest flying 
aircraft and of the miner in the deepest mines. 


But not the same plastic! 


Of course not! Every use calls for a particular 
plastic material and design specifically 
for that use. 


And that's exactly what ASHDOWNS do — 
design and fabricate the right plastic material 
for each particular use. 


And do it very well, if I may say so. 


If you want to know what Plastics can do for you 


ask Ashdowns 


Makers of “ ASHLAM"'* laminates, glass fibre reinforced laminates and mouldings, © UNDULITE "* reinforced fibreglass trans- 
lucent sheeting. “Formene " G.I. high impact polystyrene sheet and vacuum formed thermoplastic sheet fabrications. 


Ashdowns is a subsidiary of Pilkington Brothers Limited. Е * Registered Trade Marks. 


ASHDOWNS LIMITED, ECCLESTON WORKS, ST. HELENS, LANCS. TELEPHONE: ST. HELENS 3206 
LONDON OFFICE: 29/30 ST. JAMES'S STREET, LONDON, S.W.1. TELEPHONE: WHITEHALL 6002 


LANGUAGE COURSES 
WITH YOUR TAPE RECORDER 


IN 30 DAYS 


15 complete Con- 
versational lessons 
for beginners in 
Spanish, German, 
French, Italian and 
Russian. One Single 
Tape comprises a 
complete elementary 
course in any of the 
above languages. 


SPECIALISED LOUDSPEAKER ENCLOSURE 


l—————— 


Inuoducing ап amazing 
new dual unit loudspeaker 
system for less than £25. 
e enclosure, the BK- 
LPR103, incorporates the 
new Wharfedale Acoustic 
Filter and closely follows 
the recent design by Mr. 
G. A. Briggs. Price (inc'ud- 
ing HF level Сотто! and 
filter condenser) £12/8/6. 
LOUDSPEAKERS, Wharfedale Bronze 10/CSB 
Anew 10in. unit of remarkable specification and performance at £5/1 uf 
Wharfedale Super 3. One of the best HF units available. £6/19/ 
@ Reasonable Price 
€ Modest dimensions 20 іп. м. x 294 in.h. x ЇЇ in. d. at bose 
€ Real high quality reproduction 
€ All the advantages of dual speaker system; 
€ Ideal tor stereophonic sound 


It is impossible to give full details of this magnificent enclosure 
here . . . send for literature. or, better still. call and hear tt 
demonstrated at our showrooms on a wide range of amplifiers, 
including the new Goodsell PRESIDENT and MA3/ULIC. 
Demonstrations daily. 10.30 a.m.—5.30 ф-т. Saturdays 
10.30 a.in.—12.30 p.m. Trade enquiries invited. 


K. PARTNERS LTD. 


B. 
229 REGENT ST., LONDON, W.I (Entrance Hanover St.) Phone: REG 7363 


3. 
1. 1 


Please write for explanatory leaflet 
enclosing a stamped and addressed envelope. 


Trade enquiries are welcomed. 


TUTOR TAPE CO. 


70 BREWER STREET, LONDON, W.1 
GERrard 3316 
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Frequency-modulated oscillator designed for the -rapid and 
accurate alignment of T.V. and F.M. receivers. Also suitable 
for checking band pass amplifiers. 

Frequency range: 5-250 Mc/s. 

Frequency deviation: Continuously variable to approx. 15 Mc/s. 

Output: 40 microvolts to 2 millivolts continuously variable. 

Freg. Mod.: Substantially linear to 6 Me/s. 

Sweep: Sweep voltage continuously variable to a max. of 300 V.R.M.S. 


CASH PRICE: £31. 10. 0. prompt delivery. 
CREDIT TERMS: 9 monthly payments of 23.18.9. 
HIRE PURCHASE TERMS At AVAILABLE. 


MULTIRANGE UNIVERSAL METER Model 77A 

Highly sensitive multirange meter for RADIO and Т.У. servicing requirements. 

Silver plated beryllium copper switch contacts ensure low loss and trouble 

free performance. 5in. scale moving coil meter. Sapphire jewel bearings. 
Sensitivity—20,000 o.p.v. D.C. 5,000 o.p.v. A.C. Accuracy 2% D.C., 4% А.С. Automatic 
реа protection. 


Ranges: 
Vols D. C. 0—7.5—30-——75—300—750— 3,000 Amperes D.C. 0—15 
30 k.V. by means A external high voltage adaptor (Model 477) Resistance—1 ohm to 50 
Volts A.C. 0—7.5—30—75—300—750 megohms (self-contained) 
Milliamperes D. C 0—.15—1.5—15—150— 1,500 in 3 ranges. 

CASH PRICE £17 . 0. 0. prompt delivery. pe e [UAG contie 

CREDIT SALE TERMS: 9 monthly instalments of £2.2.6. > e 

HIRE PURCHASE TERMS ALSO AVAILABLE. 


ALL TAYLOR instruments available on CREDIT TERMS and 7 DAYS' APPROVAL. 


TAYLOR ELECTRICAL INSTRUMENTS LTD. 


Use... NNNM Ж LAMINATED ‘BAKELITE 
* S.R.B.P, COIL FORMERS 
-— MACHINED AND PRESSED 


COMPONENTS 
REGD. ые = „а VARNISHED CAMBRIC AND 
ELECTRICAL INSULATING SLEEVING 
in all Departmen E MICA PARTS AND MATERIALS 
* LEATHEROID, PRESSPAHN IN COIL 
The ‘Delanco’ range of materials includes :— AND SHEET 


Vulcanized Fibre—Sheet; Rod and Tube X FIBRE GLASS LAMINATES AND 
Leatheroid—Sheet, Roll and Tape PARTS 


Laminated Bakelite—Sheet, Rod and Tube 
Ebonite— Sheet, Rod and Tube Ж VULCANIZED FIBRE IN SHEET СОП, 


AND ROD 
Presspahn—Sheet, Roll and Tape 
Sleevings—Glace Cotton, Rayon and Glass Fibre 
all Unvarnished and Varnished, Nylon 
and Terylene (both Unvarnished) 
Varnished Fabrics and Tapes—Cambric, Nylon, Write for the ‘ Delanco’ catalogue 
Silk, Terylene and Glass Fibre specially prepared for the Electronic 
Interleaving Papers and Composite Insulation Engineer. It will be posted by return. 


Mica-punchings.in all qualities 


Terylene is a registered trade name of Imperial Chemical Industries Ltd. 


ANGLO-AMERICAN VULCANIZED FIBRE CO. LTD. 


CAYTON WORKS: BATH STREET: LONDON · E.C.l. CLE 327! Grams: "PROMPSERV," LONDON 


б 
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— "YOU CAN RELY ON US” ——ÁÀ 


Stockists of all Radio and Electronic components for 
manufacturers, laboratories, Educational authorities, 
and the amateur. 


MULLARD 510 AMPLIFIER AND G.E.C. 912 AMPLIFIER—ALL 
PARTS STOCKED AND AVAILABLE ON H.P. 


* 
INCLUDING ELCOM, BULGIN, TCC, HUNTS, DENCO, ETC. 


DETAILED LISTS ON ABOVE AVAILABLE 
ALL AVO, TAYLOR, INSTRUMENTS FROM STOCK 
NEW CATALOGUE AVAILABLE 24d. STAMP. 


Radio SERVICING COMPANY 


82, SOUTH EALING ROAD, LONDON, W.5. Telephone : EAL. 5737 


Next to South Ealing Tube (TURN LEFT) 9 to 6 p.m., Wed. 1 o'clock. 


FREQUENCY METERS 
21-8" up to 10,000 cycles 
DIFFERENTIAL A.C. CURRENT 
METERS 
COMPARING THE MAGNITUDE 

OF TWO CURRENTS. and single crystal, 


PHASE SEQUENCE INDICATORS AND A N-typeor P-type germanium, J 
SYNCHROSCOPES UP TO 5 Kc ; to your specification of 2 
A Full Range of Switchboard and Portable @ resistivity and life time. Z 


Instruments 
THE ELECTRICAL INSTRUMENT G · A · STANLEY ЖШ LTD 
Wa 


СО. (HILLINGTON), LTD. | 
Boswell Square Industrial Estate, Hillington, | 
Glasgow, S.W.2. Halfway 1166 and 2194 


We can supply you with 
Transistor grade, 
zone-refined intrinsic 


details from 


th 


unm phone TEMple Bar 3721/2 
2 


А MAXWELL HOUSE ' ARUNDEL ST: LONDON W.C.2 
ЕЕ 


УУМ 


DaG604 
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In the vanguard of progress 


Since January, 1956, Salford Electrical Instruments 
Limited have been in regular production of Vacuum- 
Deposited Selenium Rectifiers employing aluminium 
base plates. 

This is one of the most outstanding technical advances 
in selenium rectifier manufacture in this country in 
recent years. In conjunction with other improvements 
it results in reduced forward resistance and therefore 
increased current rating for the same size of elements, 
while at the same time maintaining the full 


ТР, 


Ki 


Ina 


inverse voltage rating. 
Further important advantages are an extended 
temperature range of operation, improved life and 


М. 
м. 

`~ 1 
Бч 
че 
м Å 
~. 


reduced weight. 


Д 


A SIGNIFICANT CONTRIBUTION TO THE ADVANCE 
OF ELECTRICAL AND ELECTRONIC TECHNIQUES. 


Ss E RECTIFIE 
SALFORD ELECTRICAL INSTUMENTS LTD. 

PEEL WORKS, SILK STREET, SALFORD 3. 

LONDON OFFICE: MAGNET HOUSE, KINGSWAY, LONDON, W.C.2. 


TEMPLEBAR 4669. 
A SUBSIDIARY OF THE GENERAL ELECTRIC CO. LTD. 


FFIT 


дин" 
—— 
oo 
алы 
te 
—m — 
— 
а 
— 
e 


TELCON CELLULAR POLYTHENE 
INSULATED DOWNLEADS 


This new range of 75 ohm coaxials has been especially designed for 
the reception of Band II (FM sound 87.5 - 100 Mc/s.) and Band III 
(Television 174-216 Mc/s.): 


Attenuation db/l00ft. ЕТМ  ETéM  ET7M  ET8M ETIOM 


10 Mc/s. ГЕЗ cos ES 1.0 11...06 
50 30 34 223 26a ik 
100 ,, АЗ АО E39 ...355. ...22 
200.75, 6.3 Е T. — 0419 53 3.3 
Dimensions (inches) = 
Centre Conductor o. 022 7/0.0076 1/0.029 7/0.010 1/0.044 >= 
Over Cellular TELCOTHENE 0.093... 0.093 ... 0.128... 0.128... 0.200 
Over Wire Braid ОШО ОО 52090152... 0.230 


Over TELECOVIN sheath 0.157... 0.157 ... 0.202... 0.202... 0.290 |: 


педа 


please ask for а copy of Publication TV5 
THE TELEGRAPH CONSTRUCTION & MAINTENANCE CO. LTD., TELCON WORKS, GREENWICH, S.E.10 TEL.: GREENWICH 3291 
BRANCHES: BIRMINGHAM, CARDIFF..LONDON, MANCHESTER, NEWCASTLE AND NOTTINGHAM. 
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TECHNICIANS & ENTHUSIASTS 2 
WHO KNOW SPECIFY 


FULLY 


NTEED | 
GUARA" QUALITY EQUIPMENT 


To satisfy the higher sense of sound 


* G.A.4 High Fidelity Amplifier. 4 
watt: 4 valve circuit using latest 
B.V.A. glass miniatures. Frequency response 
40-15,000 c.p.s. Control panel on fly leads for 
universal mounting. Controls include input 
selector switch with provision for switching to 
Radio, L.P. and 78 r.p.m. records. Indepen- 
dent treble and bass controls giving wide 
range of lift and cut. Rotatable Mains Trans- 
former for hum cancellation. Price £9/9/-. 


Model H.4.T. AM/FM Tuner 

Chassis self powered for 200/250 
volts. А.С. mains. Four wavebands— 
F.M., Short, Medium, Long.  All-glass 
miniature valves. Magic eye tuning. 
Size: 12x 9 x 72іпѕ. high. Highly sensitive. 
Designed for quality reproduction. 
Stable operation. Negligible radiation. 


75 ohm aerial input. £20/17/- including deb uec 


(VHF) self 
powered. For 200/250 A.C. mains. All- 
a glass miniature valves. Magic eye tuning. 

| 3 stage |.F. amplifier. Pre-set output 

. We have designed a 2 level. Highly sensitive, designed {ог 
5 " quality reproduction. Switching in- 
special PRE-AMPLIFIER corporatéd for connection to pick-up 


for the New COLLARO Tape THE DULCI COMPANY LIMITED sockats. Output to suit quality ampl.fiers 


and recorders. 75 ohm aerial input. 


Transcriptor. Apply for details. | 97.99 Villiers Road, London N.W.2. (Willesden 6678) Negligible radiation. £17/10/3 including 


tax. 


THE 


BRITISH NATIONAL Le ELECTRONICS 


RADIO SCHOOL | 
25058077 í ... b your service! 


NOW IN OUR SIXTEENTH YEAR 
AND STILL 


NO B.N.R.S. STUDENT © | 
HAS EVER FAILED 


to pass his examination(s) after completing 
our appro-riate study course | 


‘The application of electronics to 
industrial processes is our 
speciality. We are offering industry 
an exceptional service which 
comprises expert and practical advice 


with research problems, development of 


prototypes, and batch or long-run 


GIVE YOURSELF THE BEST 
CHRISTMAS PRESENT EVER- , 
equipment of very high standard. 


A B.N.R.S. Study Course mE, "od YOUR ENQUIRIES ARE INVITED 


A.M.Brit.ILR.E. and CITY and GUILDS Radio and | | i LTD 
Te’ecommunications Exams., etc., etc. 

FORMERLY AVIS & BAGGS LTD. 

PRINCIPAL, A.D. and A.R.B. APPROVED 


BRITISH NATIONAL RADIO SCHOOL ate a ilii t 
2. CANYNGE ROAD, CLIFTON, BRISTOL, 8 BENNET ROAD, READING, BERKS. 


Tel. BRISTOL 34755 Telephone: Reading 82401 


manufacture of custom-built 
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SIMPLE EFFICIENT 


Made by AWA, Australia’s largest manu- 
facturer of telecommunications equipment 
of all types. AWA are approved contractors 
to the Crown Agents. 

The 5A is in use by Governments and priv- 
ate networks in М places. Please write 
for details. P 


SPEECH COMMUNICATION 


The AWA Teleradio 5A is a low-power H.F. transmitter- 
receiver for distances up to several hundred miles over land 
Or sea. 

One to four channels between 2 and 9 mc/s may be pre-tuned 
in the crystal-controlled transmitter. The receiver also tunes 
from 550 to 1540 kc/s. 


The standard model operates from’ 12-volt battery. An А:С, 
* Regd. Trade Mark 34699 (Aust) model is also available. 


AMALGAMATED WIRELESS (AUSTRALASIA) LIMITED 


47 YORK STREET, SYDNEY, N.S.W. 99 ALDWYCH, LONDON 


ES11-56 


(EE E E SE E E E E E E E o o o E E E E E E E @ 


ON DEMONSTRATION AT WEBB'S 


a new, unique receiver 

designed specifically 

and solely for the 
AMATEUR BAND OPERATOR... 


о о Ф © о ө ө о о ә ө ө ө 


£110 


ооообоооооооооооооео ө ө 


We believe the * 888 ° will become acknowledged as the answer to 
all problems of reception on amateur bands Bandspread is 
inherent in the design, each of the six bands occupies the 12in. 
calibration scale, 


Accurate dial readings. Crysta! cantralled Calibration 


Oscillator. Selectivity Bandwidth is variable 0.9 Ke/s Space limitation precludes us doing justice to its many features ... but 
to 5 Kejs. Audio Filter for CW with 100 c/s Bandwidth. every one of the multitude of design details are directed to one end 
Cash Price £110 or on Webb’s Extended Payment Terms— ...to ensure your station 
Deposit £55 and 12 payments of £5/0/10 (or 18 of £3/10/4) i А 
Also under ош Six Months Credit (No Interest) Scheme— - is well equipped for reception 


Deposit £22 and 6 payments of £14/13/4 by Bankers order. 


Please ask for forms and conditions of supply. Please ask for the fully detailed brochure. 


Post free on request from Webb's. 


rn а ^ 
14 SOHO STREET, OXFORD STREET, LONDON, М.І 
Shop Hours 9-5.30 (Thursdays 7 p.m.) Saturdays 9-l p.m. Telephone : GERrard 2089 
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DO YOU TRUST YOUR 
PLASTIC MOULDINGS 


or do you have them “knocked off " by a general 


jobbing moulding shop? 


HARWINS mould for the electronic and electrical 
industry only. We specialise in this field and supply to the leading 


companies in the country. 


For your next moulding requirements where quality 


and price are important why not try :— 


Tet AIR W IU S FOR RADIO AND ELECTRICAL MOULDINGS 


HARROW MIDDX. 


A GREAT 
QUARTET 


Every lover of music and perfect record 
reproduction will want to possess these 
informative and entertaining books by 
С. А. Briggs. 


* 
i 
1 
1 
* 
1 
à 
1 


THE IDEAL 22222, 
HIGH VOLTAGE TEST SET 


E. ad saa ЕС 


SOUND HIGH FIDELITY 

REPRODUCTION Packed with sound 
Third edition, second sense about sound re- 
impression, 368 pages, roduction in the home. 
315 illustrations. Chap- on-technical langu- 
ters on Resonances, age, enlivened by many 


FOR EVERY 
TEST 
LABORATORY 


Cabinets, Room acous- 
tics, Response curves 
with Oscillograms, 
Crossover networks, 
Recording systems, 
Recor s, Pickups. etc, 
sales 40.000, 

"e (18/6 post free). 
Luxe edition, 25/- 


De 
(26/- post free). 


LOUDSPEAKERS 

New 4th edition. 92 
pages, illustrations. 
Standard reference 
work on loudspeakers. 
Detailed information, 
diagrams, description of 
Electrostatic speaker 
and concert hall demon- 
strations. Total sales 
over RD 7/6 -(7/9 


post free’ 


Whartedale 


WIRELESS WORKS LTD. 
BRADFORD, YORKS. 


IDLE, 


humorous touches and 
accounts of incidents 
connected with concert 


hall deme: 
190 pages. 2 we 
tions. 5/66; 3/3 pan 


free). RE $ Q0 sold 
in 5 months. De Luxe 
edition, 17/6 (18/6 post 
free). 

PIANOS, PIANISTS 
AND SONICS 

A book for sound en- 
thusiasts and music 
lovers written in С. A. 
Briggs" entertaining 
style. hapters on 
Piano history and con- 
struction, Harmonic 
analysis, Touch, Tone 
Tuning, еіс. 192 pages, 
102 Е 10/6 
(11/- post free). 


жна mr uc rr 


CUBICLE 
Strongly construoted portable stee 
case with lifting handles, adequately 
ventilsted, fini in attractive grey 
“ hammer ” finish enamel. 


DIMENSIONS 

Height 17iin. by length 20in. by 
width 12tin. 

WEIGHT 341b. 


CONTROL 

Continuous and smoothly variable 
from zero $0 2,500 volts by means of 
continuously variable regulating trans- 
Tormer. 

The test voltage is applied smoothly 
without high stress from voltage 
surges. 


oAVENSET 


PARTRIDGE WILSON & CO. LTD., 


ipm" 


PROTECTION 

A miniature magnet circuit breaker 
in the primary eircuit and double pole 
on-off switch with double pole mains 
fuses provide perfect protection. 


VOLTMETER 

A high-grade iustrument connected 
in the primary circuit but sealed to 
read output voltage. 

2.5 KV at 500 VA 
INSULATION TEST SET 
Price £40.8.6 
Complete with test prods. 


Davenset Elect. Wks., Lelcester 
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@ new milestone in T — 84 E : Fi Reproduction 


The cradled interchangeable disks 
are a coarse counterbalance for 
all heads and cartridges. 


The two slide weights give 
complete fine adjustment grada- 
tion within 8 grammes. 


A finger-touch calibrated pedestal 
is a new approach to rapid precision 
alignment of all heads and cartridges. 


Closure of the feed lead ensures freedom from 
interference both mechanically and electrically. 


Friction-free spheres give the ultimate їп tracking 
smoothness. 


The plug-in shell will take ALL popular cartridges (two shells are 
included with each arm). The fitting is standard for direct plug-in heads. 


We believe this to be the LAST WORD in Pickup arm refinement 


Price II gns. Plus Р.Т. 92/5. 


Ask your local dealer for full details or wrlte to: 


BURNE-JONES SUNNINGDALE ROAD CHEAM SURREY ENGLAND 


c 


BAG MAGNETOPHON MAGNETIC RECORDING ТАРЕ 


We are please to announce reduced prices on and after 5th November as follows:- 


TYPE LGS. RETAIL PRICES 
150ft. on plastic spool = a - Ls € s T oe 8 0 
300ft. on plastic spool э ч. ү as M T E Ж 13 6 
600ft. on plastic spool Ж. fa о йз пп cA 10 
850%. on plastic spool with automatic stop 
(for Grundig Models TK.5, TK.9 and TK.12) А ac e sone 10 
1,200ft. on plastic spool with automatic stop 
(for Grundig Models TK.819 and TK. T К 2f s 2 115 10 
1,2001. on plastic spool £ s Я ‘ Ta ү ES vil: 0 
1,000 metres on small metal centre: s Es xg e - .. £410 0 
Stenorette Type T5 .. E ot У: 2 n ^ ca vo etal eG 
Long Playing 
Piccolo, 210ft. (65 metres) .. 9 0 
850ft. (260 metres) Long Playing, with automatic stop wound « on 5in. plistic та" 
spool : m 
1,200ft. (350 metres) with т ИТА stop — on 1 Sin. plastic spool . " TP £115 0 
1,700ft. (515 metres) p= ia with automatic Гь, wound on 7in. «Pl 
spool es x £2 10 0 


F. A. HUGHES & со. LTD. 


DEVONSHIRE HOUSE, PICCADILLY, LONDON, W.l. TELEPHONE: MAYFAIR 8867 
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P.M. SPEAKERS " 
Brand new and unused, 2-3 ohm. 
speech coil, Sin, 19/6, 6iin. 21/- 
Bin. 24/6, lOin. 30/-, plus 2/- 
postage and packing on each. 
FERRITE ROD AERIALS 

М and L Wave 12/5, M wave only 
8/9, by Teletron or Denco com- 
plete with circuit diagram. Also 
T.S.L. Rod with winding instruc- 
tions, price 6/-. Postage l/- extra. 
DROPPING RESISTORS.2amp 
Bargain offer of cement covered 
droppers total resistance 1,200 
ohms, tapped at 1,000 and 800 
ohms. Brand new, Price 15/- 
per half dozen plus 2/- postage. 
CONNECTING WIRE 


P.V.C. covered 22 swg. tinned 
copper wire, Price 2/6 per 25 yd. 
coil, post fi 


ree. 
CARBON RESISTORS 
Brand new and unused. 
4 watt types. 200 ohms., 470 
ohms 39K, 240K. Price 2/6 рег 
oz. 


1 watt types (Erie). 47 ohms. 


IK, IOK, 470K, 2.2 meg. Price 
3/- per doz. 
5 watt types. 100 ohms., 150 


ohms, price 6/- per doz. 
SLOW MOTION DRIVE 


WIRELESS WORLD 


UNREPEATABLE ITEMS AT BARGAIN PRICES 


SILVER MICA CONDENSERS. 
Brand new by T.C.C. 5 pf. and 50 pf. 
4/- per doz. 


3 CORE MAINS LEADS. 
tin. dia. brown P.V.C.-covered. 3, 
14/36 rubber covered conductors, 
Length 9ft., price 1/9 each. 


CONDENSERS (Electrolytic 
and Tubular). 

20 + 50 mfd, 350 v. B.E.C., 6/6 each. 
32 + 32 mfd. 350 v. B.E.C., 4/- each. 
.005 mfd. 1,000 v. Dubilier, 6/- 
per doz, .02 mfd. 750 v. Sprague, 
5/5 per doz. Unused and of recent 
manufacture. 

COILS—Full range of Wearite, 
Teletron, Weymouth and Denco. 


TWIN GANG TUNING CON- 
DENSERS. 

500 pf. Midget shorts pindle L/T, 
6/- each. 

500 pf. Semi- Midget less trimmers, 
5/- each 

500 pf. Standard with feet and 
trimmers 9/6 each. 


PORTABLE NIGHT LIGHT. 
Battery operated, ideal for child's 
bedside, Lights automatically when 
picked-up, Brand new, limited 
quantity. Price 7/6 complete with 


SPEAKER FRET. 


-Woven plastic Tygan, light colour. 


One size only approx. біп. x 121п. 


Price lj- per piece. Post free. 
SUPEREX ^*'55" BATTERY 
PORTABLE. 


Four valve superhet covering L 
and M waves. Attractive two colour 
attache case. Large elliptical 
speaker. Building cost £7/15/-, 
plus 4/- postage and packing, Send 
Ye for full building instructions 
and price list. 

SUPERIOR TRF RECE!VER. 
A four valve mains operated midget 
TRF receiver for L and M waves. 
Attractive veneered cabinet. Large 
speaker 7in. x 4in. Send t/6 for 
instruction booklet and price list. 
FILAMENT TRANSFORMERS 
6.3 volts at l4 amp. 240 volts А.С, 
"n "mx leads. Price 5/6, 

6 p 

RADIO PLIERS. 

Very useful pointed nose pliers 
with P.Y.C. insulated handles. 
Overall length approx. 5in, Price 
5/9 each pair. 

SIDE CUTTERS 

Strongly jawed cutters, size as 
above but with or without in- 
sulated handles. Insulated type 6/6 


‘Very elegant іп 
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THE SUPERIOR 
BUREAU 


highly figured 
walnut veneer with internal panels- 
in sycamore. Sloping radio panel 
size l6in. long x 103їп. high. Uncut 
motor board size I53in. long x 
133іп. back to front. Lid panelled 
in beige leatherette. Two large 
storage cupboards. Speaker cham- 
ber large enough for speaker. 
Overall cabinet size 35in. high, 
34in. long, I6jin. deep. 


Price 164 Gns. 


SPINDLES. battery. Postage and Packing pi per pair. Uninsulated type 5/6 Plus 25/- carriage 
tin, dia. at 1/6 each. ‘extra. per pair. 
THE COMPACT 
LOCATION: On the main 


I3in. 
located 


А well designed bureau type cabinet 
in а medium size. 
highly figured walnut, 
dimensions, length 292in. depth I6in., 
height 32in. 
on right hand side approx, I3tin. x 
Large storage compartment 
inside 
motor beard. 

Price 12 Gns. Plus 20/- carriage 


BUREAU 


Veneered in a 
Outside 


Sloping controi panel 


the cabinet above 


SWITCH-TUNED F.M. UNIT 
BY JASON 


A valuable 
advance in 
F.M. technique 


Ф Automatic Frequency Control. 
9 Complete stability—no drifting. 


)"nuERPSENUBEEEM 
1 Tested, tuned : 
sand guaranteed," 
з Good range. * 
*Highest quality; 
Complete 


£19-16-2 


FROM LEADING STOCKISTS EVERYWHERE. 


MOTOR & 


| JASO 


@ Single 3-position switch control 
alone tunes to desired pro- 
gramme. 

@ To operate from Amplifier or 
Jason Power Pack (extra). 


6 Exclusive Jason design. 


DETAILS FROM— 
Phone: 


ELECTRONIC CO. ш, 
328 CRICKLEWOOD LANE, LONDON, N.W.2 


Harrow Road between Harles- 
den and Wembley. 


SHOP OPEN: 9 a.m, to 6 p.m. 
Monday to Saturday. | 
Thursday. 


TERMS: Cash with order or 
C.O.D. Extra charge for C,O.D. 
U.K. and N. 


p.m. 


Ireland, 


Up 


erior 
adio supplies 


37 HILLSIDE, (HARROW ROAD) 
STONEBRIDGE, NWIO. Elgar 3644 


IMPREGNATE 
your coils with ease 


BLICKVAC 


High Vacuum Impregnators meet the most stringent 
specifications and yet are easy to handle. 
Full range of models available to meet the needs of the 


large-scale producer, 
small Rewind shop. 


the research laboratory or the 


Outstanding Features : 


@ Ease in control. 
@ Ease in cleaning. 
@ Elimination of vibration, 


© Unequalled flexibility 
and performance. 


Ф Simple attachment of 
auxiliary autoclaves. 


@ Units available suitable 
for Varnish, Wax, Bit- 
umen and  Potting 
Resins. 


Users include — M.O.S., 
N.C.B., G.E.C., Pye, Mar- 
coni, Metro-Vick. 


If your problem is COIL IMPREGNATION or impregnating 
or casting with Potting Resins consult: 


BLICKVAC ENGINEERING 


Bede Trading Estate, Jarrow, Co. Durham. 
96/100 Aldersgate Street, London, E.C.I 


LTD. 


Jarrow 99/7155 
Monarch 6256/8 
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ЗИННАТИ ЕЕЕ ИВОВ LL Ce LOLS UL LOL aL LLL LLL LL LLL LLDCS LLL ECL DULL DULL TLL Lu DAL SUELO UT eT NE 


for further details of these and other subminiature components, write to 
FORTIPHONE LTD., COMPONENT DIVISION, 92, MIDDLESEX STREET, LONDON, E.l 


TULUM WU uti PERO cua LE ULE ULE OUTLIER CLUTTER Ue MOU SGT oH Tt rtt AMIS Cu LL LCE ET MTEC MMT EMU Msc LeU TTT 


om mimm т Mullard | 
- Circuits іп the Booklet * TRANSISTORS FOR THE EXPERIMENTER " : 
i Circuit 11, page 29 miniature transformers A203, A204 15/6 each post free - 
i larger type P203, P204 17/6 ^ - 
i Circuit 4, page 27 driver transformer P291 _ 17/6 Я - 
3 multi-ratio experimental types MM-I Matchmaster 25/- а E 
8 PM-I Powermaster 30/- Ж : 
: Circuit 5, page 27 coupling transformers N22, N23 10/- л) : 
E slide switch SW/5 4j- - : 
E socket SK/4 1/6 ® B 
: cord 14/-/14 $l- И 
E earphone eartip "long large" 29 b 

E special earphone (250 ohms) L 18/- 5 

: Circuit 7, page 28 special earphone (600 ohms) D two dot 22/- т 


Wi 


Dont Buy an Amplifier Until You have Heard 


with the collaboration of one of Britain’s 
foremost transformer designers Verdik have 
produced the finest instrument in its class 
measuring only 82” x 43” x 5” CONSIDERABLY 
SMALLER THAN THE SIZE OF THIS PAGE. 


SPECIFICATION 


PRE-AMPLIFIER 
INPUTS CONTROLS 


ONLY Radio Input Selector 
Tape Bass Boost & Cut 
GNS. COMPLETE Pickup 78 Treble Boost and 
Pickup LP Cut 
From your Dealer or full details Microphone Volume 
from:— MAINS AMPLIFIERS 


Rated Power Output—I0 Watts. 
Input Voltage—40 MV for 10 Watts. 
VERDIK SALES LTD Harmonic Distortion—for 10 Watts at 400 c/s, .1 95 approx. 
- т Frequency Response—within | db, 20 [i to 20 kc/s. 
8 Rupert Court, Wardour St., W.1- Output Impedances—4 ohms, 8 ohms, [5 ohms. 
*Phone: Gerrard 8266 Spare Supplies for Tuner Unit 30 m/a at 300 v., 2 a at 6.3 v. 


12% 


4 important 


hooks 
for the 
enthusiast 


WIRELESS WORLD 


Second Thoughts on Radio 
Theory 


By Cathode Ray of “ Wireless World” 


Examines various aspects of elementary 
tadio science, explains them clearly 
and shows that there may be more 
behind them than is apparent from the 
usual textbook. А helpful text-book 
for the student, a refresher for the 
engineer and a reference book for all. 


409 pp. Illus. 258. net. By post 26s. 2d. 


Radio Valve Data 5th Ed. 
Compiled by “ Wireless World” 


Gives in tabular form the characteristics 
of about 2,500 types of British and 
American valves and 37 transistors, 
together with particulars of over 300 
cathode-ray tubes. A new feature is 
the improved method of presenting the 
valve-base connections, which should be 


from of considerable assistance to those 
your bookseller 


using the tables. 
126 pp. 4s. 6d. net. By post 5s. 1d. 
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Wireless Servicing Manual 
9th Edition 


By W. T. Cocking, M.I.E.E. 


A thoroughly revised edition of a 
standard work for both amateur and 
professional. Essential testing apparatus 
is described and logical methods of 
deducing and remedying defects are 
explained. A completely new chapter on 
the servicing of frequency-modulated 
v.h.f. receivers has been added. 


268 pp. Illustrated 178. 6d. net. 
By post 18s. 6d. 


Guide to Broadcasting 
Stations, 1956-57 


Compiled by ** Wireless World 


Lists geographically and in order of 
frequency and wavelength all European 
medium and long-wave broadcasting 
stations and over 1,900 short wave 
transmitters in 125 countries. Frequen- 
cies of over 500 v.h.f. broadcasting 
stations in Europe and operating details 
of European television stations are 
also included. 


80pp. 28. 6d. net. By post 25. 105. 


Published by ILIFFE AND SONS LIMITED : DORSET HOUSE · STAMFORD STREET > LONDON · S.E.1 


S T L TRANSFORMERS) 


N.B.: 


called for in the electronic and com- 
munication fields. Consult us for 
your next transformer requirements. 


MANUFACTURERS AND TRADE ONLY 


STEWART TRANSFORMERS Ltd. 


75, KILBURN LANE, LONDON, W.10- LADbroke 2296/7 


| 


Transformers 


incorporati ng 


«(С° cores or 


conventional 


construction 


application. 


button control. 
shielded heads. 


HALF TRACK HEADS AVAILABLE: 

Model 5RP Record/Play Head 

Model 6RP Super Fidelity Record/Play Heads 

Model 5R Record Head 

(Used in conjunction with 6RP head) 

Model 5E Erase Head 

Commercial '' friction ’’ type mounting stems 
Standard Heads--High Impedance, Low Impedance 
Heads and Special Heads made to order. 


SCREENING CANS: 


BRAUMATIC 4 


HIGH QUALITY TAPE RECORDING 


EQUIPMENT 


TAPE DESKS AVAILABLE: 

Model 5D (taking up to lO£in. reels) 
Model 5C (taking up to 9jin. reels) 
Model 5B (taking up to 7in. reels) 
All with two speeds, 33 and 71 i.p.s. Twin track heads. Push 
Three heavy duty motors. Three separately 


A All Mumetal ТТР: 177 
sound design and аге Composite (Steel/Mumetal) 46 each 
, We specialise—that is why deck manufacturers standardise our 
manufactured to the highest standards heads. 


STEREOPHONIC HEADS: 
Suitable for use with the new Stereosonic pre-recorded magnetic 
tapes. Price £14/10/- each. 


AMPLIFIERS 


Our new type 10 Record/Play amplifiers have an overall frequency 
response of 30-15,000 cycles within 4 db unweighted. Details on 


BRADMATIC LIMITED 
STATION ROAD - ASTON > BIRMINGHAM 7 
Phone: EAST 2881-2 


Grams : Bradmatic, Birmingham 


WIRELESS WORLD 


INTRODUCING THE LINEAR ‘DIATONIC’ 


A HIGH FIDELITY ULTRA LINEAR AMPLIFIER WITH INTEGRAL PRE-AMP 


DECEMBER, 1956 


A special feature is the com- 
pactness of the unit. Full 
advantage has been taken of 
latest component miniaturisa- 
tion developments to produce 
a 10-watt Hi-Fi push-pull 
amplifier incorporating tone 
control preamplifier stages 
within the measurements of 
10 x 6 x 6in. 


In addition two high imped- 


FREQUENCY RESPONSE 
+ 2 d.b., 30-20,000 c.p.s. 
MAXIMUM POWER OUTPUT 
In excess of 11 watts. 
RATED OUTPUT 10 WATTS. 
SENSITIVITY 
Volume 1 22 millivolts for rated 
output. 
Volume 2 220 millivolts for rated 
output. 
TREBLE LIFT CONTROL 
Continuously variable + 6 d.b. 
to 13 d.b. at 12,000 c.p.s. 


ance input sockets are pro- 


vided for microphone and Н н : 
тес! Each input has its Weight 123165. Power consumption 90 watts 


associated vol. control, five For 200-230-250v. 50 с/сѕ. A.C. mains. 
B.V.A. (Mullard) valves are Chassis finish stoved gold 1 2 


SIZE ONLY 10—6—6ins. 


BASS CONTROL 
Continuously variable + 13 d.b. 
to —18 d.b. at 50 c.p.s. 

HUM LEVEL 
Reterred to maximum output and 
including integral pre-amp --60 
d.b. 

HARMONIC DISTORTION 
0.25% measured at 6 watts. 


employed, ECC83, ECC83, —Bronze hammer. 


EL84, EL84, EZ81. Retail Price 
Send S.A.E. for descriptive literature. 


H.T. and L.T. power supply 
point is included for a' radio 
tuner. 


TRADE AND EXPORT 
E ETE 


LINEAR PRODUCTS LTD. 


NEGATIVE FEEDBACK 
Total 32 d.b. including 24 d.b. 
in main loop. 


5-9 MAUDE STREET, LEEDS, 2. 


Tel. 23116 


M 
manna’, 


Typical 24" & 
34” Round Flush 
Pattern 


MANUFACTURERS 


OF 
@ NETWORK ANALYSERS 


and 
Ф EDUCATIONAL, GEOPHYSICAL апа INDUSTRIAL 
SPECIAL INSTRUMENTS PATTERNS 


@ PORTABLE MULTIRANGE TEST SETS 


at 1 megohm per Voit 


€ ELECTRONIC TEST EQUIPMENT 
€ ELECTRONIC INSULATION TEST-SETS 


STOCKISTS 


ERNEST TURNER, EAC, 
BALDWIN, WEIR and LEADING 
MANUFACTURERS INSTRUMENTS 


METERS 


To B.S.89 Calibrated and scaled to your requirements. 


DEVELOPMENT & PRODUCTION PROBLEMS 
ASSISTED BY 


re e e 
MOVING COIL 6 MOVING 
THERMO COUPLE @ ELECTROSTATIC 


* 


May we 
quote for 


IRON 


© CIRCULAR (Round or Projecting) 
€ SQUARE, RECTANGULAR jf 


your requirements ? 


PROMPT 
DELIVERY 


Typical 44” 
Square Flush Pattern 


ANDERS ELECTRONICS LTD. 


91, HAMPSTEAD ROAD, LONDON, N.W.l. 
* Suppllers to Govt. Depts., B.B.C., Tech. Colleges, Leading Manufacturers & Research Laboratories * 


Telephone EUSton 1639. 


130 WIRELESS WORLD 


@ Has dual input channels 


@ Extension speaker sockets 
for mixing 


@ Monitoring provided for 1 
are provided 
@ Will play the new pre- 


@ Provides 2 hours’ playing — €) Case contains concealed 
recorded tapes 


time at 3łin. or 1 hour at pocket to accommodate 
Thin. per second. Mike, Mains Lead and 


PRICE COMPLETE / 
READY FOR USE... 43/0 


TERMS: £11 Deposit and 9 months of £3/18/3, or £21/10/- Deposit and 12 months of £1/19/10 
Carr. and ins. is £1/10/- extra, but we return £l on return of packing case. 


GUARANTEED FOR 12 MTHS. 
(B.V.A. VALVES 90 DAYS) 


SEND S.A.E. FOR ILLUSTRATED 
AND DESCRIPTIVE LEAFLETS 


The following items form complete Recorder. Plus attractive Carrying Case. 


THE TRUVOX MODEL TR7U TAPE DECK 


3 Shaded Pole motors. Drop-in Tape Loading. Push Button Control. Separate Push Button 
Brake. Fast forward and fast reverse. Silent drive eliminating Wow and .Flutter. Half Track 
working and 2 speeds, 31in. and 71in. per sec. Positive Azimuth Adjustment. Overall size only 
144 х 122in. Available for £23/2/-. 


THE MODEL T.R.I./F. AMPLIFIER 


Has been expressly designed to meet the requirements of enthusiasts for fidelity reproduction, 
and in particular to CORRECTLY operate the above TRUVOX DECK. It is supplied complete 
with a matched Elliptical 3 ohm P.M. Speaker, it incorporates an efficient Tone Control arrange- 
ment and has a Magic Eye Indicator (Operative on Record). A Co-axial Socket is also incorporated 
for MONITORING on Record, and this can also be used to feed an externa! amplifier. The 
Amplifier can also be used for high quality reproduction of gramophone records direct from a 
gram unit. Available for £14/14/-. 


ACOS CRYSTAL MICROPHONE, MODEL М!С.33.1 


PRICE #2/10/-. 


1,200 ft. REEL OF SCOTCH BOY or E.M.l. MAGNETIC RECORDING TAPE. 
PRICE #1/15/-.. 


PORTABLE ATTACHE CASE 


This, as may be judged from the illustration above, is a neat, compact and attractively 
finished case, being covered with maroon rexine and having an ivory coloured speaker 


escutcheon. It contains concealed pockets to accommodate the Microphone, Mains Lead anda 
HOME CONSTRUCTORS!! 


spare reel of tape. 
YOU CAN BUILD THE COMPLETE RECORDER FOR £ 40 0 


TERMS: £10 Deposit and 9 months of £3/13/4, or £20 Deposit and 12 months ot #1/7/1. 

The Truvox TAPE DECK and the Quality Amplifier are supplied tested and ready 
for use, and the actual assembly of the Tape Recorder is extremely simple, involving only 
a few connections. Step-by-step connection chart is supplied for this purpose. 

It you have your own Cabinet WE WILL SUPPLY: The TRUVOX TAPE DECK, the 
TAPE AMPLIFIER, MATCHED SPEAKER, and 1,200ft. of E.M.I. TAPE for €33/10 j- plus 
£1/10/- carr. and ins., £1 of which is refunded on return of case. 

TERMS: £8/8/- Deposit and 9 months of £3/1/4, or £16/15/- Deposit and 12 months of £1/11/1. 
Carriage and insurance is £1/10/- extra, but we refund £l on return of Packing Case. 


DECEMBER, 1956 


UNDOUBTEDLY THE BEST 
VALUE YET OFFERED 


fand Ё — | 


TAPE RECORDER 


IMMEDIATELY AVAILABLE TO MAIL ORDER CUSTOMERS 


STERN'S “COMPACT 5” AMPLIFIERS 
EXPRESSLY DEVELOPED FOR VERY HIGH QUALITY 


GR QUALITY 
: ." REPRODUCTION 
— M T OF THE FM. 
whe Compact 5.2" t : 


A 2-віаре high sensitivity 
amplifier having SEPAR- 
ATE BASS and TREBLE 
CONTROLS and designed 
to give up to approx. 5 


The “Compact 5-3" 

A 3-stage version of the 
“ 5-2" model but in this 
case having an additional 
i Stage and incorporating 
watts with very pleasing negative feedback. PRICE 
quality. PRICE £5/15/- £6/18/-. 


The Amplifiers are compact and very attractively designed, 
having a " Hammered/Gold " finish with a fully engraved 
front panel by which the entire Amplifier le conveniently 
mounted into а Cabinet, occupying no more space than a 
[^ me Tone Control Unit. Send S.A.E. for illustrated 
leaflet, 


POWER SUPPLY, Is obtainable from a small separate Unit 
which, apart from supplying power to either Amplifier, 


also has additional supply available for a Radio Tuni 
Unit. PRICE (additional to above) 22/10/-. um 


THE LEAK '*TL/10" AMPLIFIER 
and “POINT ONE " PRE-AMPLIFIER. 


Provides a maximum out- 
put of 10 watts, maintains 
jn every respect the 
renowned Leak ге- 
ception for pre- 
сівіоп engineering, 
fine appear- 
ance and fasti- 
dious wiring. 


PRICE 
COMPLETE 
£28.7.0 


(plus 7/6 carr. 
and ins.). 


TERMS: Credit, Deposit £7/7/- and 9 monthly payments of 
£2/11/4. Н.Р, Deposit £14/4/- and 12 monthly payments 
of £1/6/-. Send S.A.E. for fully illustrated ieaflet. 


THE “POINT ONE " PRE-AMPLIFIER. 


{в available separately ior £10/10/-. 


THE ARMSTRONG MODEL  A.10 
“HI FI" AMPLIFIER. Produced for the 


discriminating person who desires the most falthínl ге. 
production from Radio or Gramophone Records. 


PRICE £29 . 10.0 (plus 7/6 carr. and ins.). 
TERMS: Credit. Deposit £7/7/6 and 9 monthly paymenta 


of £2/14/1. Н.Р. Deposit £14/15/- and 12 monthly 
payments of £1/7/4, Send S.A Е. for full details. ы 


Open Monday to Friday 9 a.m.—6 p.m. Saturday 
a.m.—] p.m. 


STERN RADIO 


LIMITED 


DECEMBER, 1956. 


AMPLIFIERS 
PRE-AMPLIFIERS 


. 


— ОЬ о 5 HOM 
COMPLETE KITS OF PARTS FOR THE “Hi-Fi” ENTHUSIAST 


WIRELESS WORLD 


HIGH FIDELITY 
FOR THE 


E CONSTRUCTOR 


131. 
: TUNING UNITS : 


: RADIO RECEIVERS : 


QUALITY OF THIS NATURE HAS NEVER BEFORE BEEN OFFERED AT SUCH LOW COST. 


The MULLARD “5-10, 
MAIN AMP- 
LIFIER 


This is the 
very latest de- 
sign and needs no recommendation from us. Our Kit ie 
complete to Mullard's specification, including the latest 
GILSON ULTRA LINEAR OUTPUT TRANSFORMER 
and the entire MULLARD Valve line up. ALL SPECIFIED 


COMPONENTS are eupplied. 
£11/11/0 


| STERN'S “ fidelity °” PRE-AMPLI- |. 


FIER TONE CONTROL UNIT 


“A design for the music lover ” 


Briefly it has inputs for all types of MICROPHONES, 
HIGH and LOW GAIN PICK UPS and a RADIO TUNING 
UNIT. It incorporates (a) GRAM EQUALISING CON- 
TROL. (b) STEEPCUT FILTER; (c) Continuously 
variable BASS and TREBLE CONTROLS and a variable 
OUTPUT CONTROL which enables its use with any type 
of Amplifier, 

PRICE ОЕ COMPLETE KIT OF PARTS 

WE ALSO OFFER IT ASSEMBLED READY 
FOR USE, £8/-|- (Plus 5/- carr. and ins.). 


| 


| 
i 


£5/6/0 | 


PRICE OF COMPLETE KIT OF PARTS 
THE full SPECIFICATION and BUILDING INSTRUCTIONS for these three Units are availabie for 1/6 each. THEY include | 


A COMPLETE KIT OF 
PARTS STERN’S 


“HIGH QUALITY” 
8-10 WATT 
AMPLIFIER 


Has power sup- 
ply available 
for Badio Tun- 
ing Unit, 
Price of COM- 
PLETE KIT 
OF PARTS 


(plus 5/- 87/1 0/0 


and Ins.). 
WE ALSO OFFER IT ASSEMBLED 


and READY FOR USE for £9/10/0 


(plus 5/- carr. and ins.) 
Thie amplifier has proved oue of the most popular modela 
yet offered to the HOME CONSTRUCTOR. It provides 
really excelient reproduction up to 8 watte, employing 
6V6's in push-pull and incorporating negative feedback. 
Provides for the use of both 3 and 15 ohm Speakers. The 
Complete SPECIFICATION and BUILDING INSTRUC- 
TIONS are available for 1/6. 

** Wire-to- Wire ” Diagrams are included and all Componente 
are available separately. 


(Plus 5/- carr. and ins.). 
COMPONENT PRICE LISTS and simple “ wire-to-wire " PRACTICAL DIAGRAMS. | 
чыз Oe чыш. „чыз <= ———— A 


SPECIAL PRICE REDUCTIONS . . . FOR PURCHASERS OF A COMPLETE "Hi-Fi" AMPLIFIER 


WE WILL SUPPLY (a) COMPLETE KIT OF PARTS to build THE MULLARD “5-10” MAIN AMPLIFIER and the STERN'S " fidelity ” PRE-AMPLIFIER-TONE CONTROL 
UNIT for £16/16/- or we will supply THE TWO UNITS MADE UP and READY FOR USE for £19/19/-. Terms: Deposit £9/19/8 and 12 monthly pay- 
ments of 18/7, or £5 Deposit and 9 monthly payments of £1/16/7. - Е 


“MODERNISE YOUR OLD RADIOGRAM" 


IT IS MUCH CHEAPER. 
THIS WAY !! 


THE LATEST DESIGN OF COMBINED AM/FM REPLACEMENT RADIOGRAM CHASSIS and a NEW 4-SPEED RECORD PLAYER 


STERN'S NEW “Fidelity” COMBINED 
AM/FM RADIOGRAM CHASSIS 
i hand- i idi. Пу high 
A genuinely hand-made chassis providing res Шу ш ШУ 
and Gram. 


PRICE 


£26/15/0 
(Plus 7/6 carr. 
and ins.). 


peer £6/14/- 
a 9 monthly 
payments from 
2279/-. Н.Р, 
Deposit 213/716 
and 12 monthly 
payments of 


^ £1/4[10. 

BRIEFLY IT HAS: 

An 8 valve line up incorporating the latest MULLARD 
preferred-type valves. @ Provides complete coverage of 
ihe VHF/FM waveband plus the SHORT, MEDIUM and 
LONG waves. 6 Has ELS4's in Push-Pull, with negative 
feedback of 6 watts output. @ Employs " Piano Key" 
Selector Switch and a Variable Tone Control. @ Containa 
Gram input socket for both Crystal and Magnetic Pick-ups. 
@ Provides for use of cither 3 or 15 ohm Speakers. @ Нав 
^" Magie Eye" Tuning Indicator. @ Dimensions l3in. х 
9jin. х Sin. high, Dial size 11jin. x 51in. 


TERMS: Credit | 


.THE NEW ARMSTRONG P.B. 409 AM/FM 
RADIOGRAM CHASSIS 


lure" Chassis for those who, want the highest 
1 possible quality 


PRICE 


£29/8/0 
ы 


TERMS: Credit 
Deposit £7/7]- 
and 9 monthly 
payments оѓ 
£2/14/-. ЕР. 
Dep. £14/14/- 
and 12 monthly 
payments of 
£1/7/3. 


]^ * de 


BRIEF SPECIFICATION:— 

A 9 valve line up employing the latest MULLA RD prefen ed- 
type valves. 6 Provides complete coverage of the VH F/FM 
Tranamissione, plus the SHORT, MEDIUM and LONG 
waves. 6 Has Push-Pull output, with negative feedback, 
for 6 watts Peak output. € Quick action " Piano Kev” 
Selectors and separate Bass and Treble Controls. Э Has 
* Magic Eye " Tuning Indicator. 6 Two Gram Inputs are 
provided, one for Crystal Pick-ups and the other for Magnetic 
types. @ Dimensions l3ip. x 9jin. x 8in. high. Dial size 
Ilfin. x 5iin. 


SEND S.A.E. IF FURTHER INFORMATION IS REQUIRED ON THESE CHASSIS. 


To complete а GENUINELY HIGH QUALITY RADIOGRAM,.. 


SPEAKER if required). SEND 8.A.E. FOR DETAILS. 


CASH ONLY OFFER!! 


This lastest B.S.R. 
MONARCH 4-SPEED , 
AUTOCHANGER 


£7/19/6 c. 


5/- carr. and ine.). 
€ These units 
will autochange 
on all three 
speeds, 7In., 
10in. and 12 
in 


|] 


/ 


j 


10in. and 12in. recorda 
Ф They have aeparate sapphires for L.P. and 78 r.p.m., 
which are moved into position by a single switch. 
@ Minimum baseboard size required 14x12}in., with 
height above 51in., and height below baseboard 2jin. A 
bulk purchase enables us to offer these BRAND NEW 
UNITS at this exceptional price. 


109-115 FLEET ST., 
LONDON, E.C.4. 


Phone : CENtral 5812-3-4. 


| RECORD PLAYERS 


THE VERY LATEST MODELS ARE OFFERED AT 


GREATLY REDUCED PRICES 


€ TRANSCRIPTION UNITS. @ 3- and 4-SPEED 
AUTOCHANGER Ф  AUTOOHANGERS with MANUAL 
CONTROL POSITION. Send 8.A.E. for ILLUSTRATED 
and DESCRIPTIVE LEAFLET. E 


а а аана 5 СЫ ea 


SPECIAL CASH OFFER for Caliers only 
A good quality 2 Stage (plus Eectifier) GRAM AMPLIFIER 
together with a 6$in. P.M. Speaker and thla attractive 
PORTABLE CASE. 

ALL FOR ONLY £8/7/6. The Amplifier incorporates the 
latest B.V.A. Valves, types ECC83, ELB84 with Е280 
Rectifler and has separate BASS and TREBLE CONTROLS. 
The CASE is attractively finished in Rexine, marvon and 
grey, and has space for aimost any make of Autochanger. 
We also sell the two separately: 

(a) AMPLIFIER and 6¢in. SPEAKER 
(b) PORTABLE CARRYING CASE ........ 


p—s 

We have in stoek 
FOR CALLERS ONLY We bave in stock 
PARTS including F.M. Tuners, AM/FM Tuners, Midget 
Battery Portable and Mains Units, etc., etc... We aiso have 
the most comprehensive stock of WIRELESS and 
ELECTRICAL COMPONENTS. 


THE NEW MODEL “H” COMBINED 
AM/FM RADIOGRAM CHASSIS 
Designed for first rate reproduction of Radio 
and Gram’ Records. 


PRICE 


(Pius 7/6 carr. 
and tns.). 
TERMS: Credit 
Deposit £5/10/- 
and 9 monthly 
payments of 
£1/19/2, Н.Р. 
Dep. £10/16/6 
and 12 monthiv 
payments of 19/10, 

BRIEF BPECIFICATION:— 

Full AVC on LONG, MEDIUM and SHORT wavebands and 
amplitude limitation on PM bands. @ Incorporates interna! 
aerial (Ferrite Roda) for local station reception on MEDIUM 
and LONG WAVES. @ Coverage is FM 87 to 101 Mo/s, 
Short 16 to 50 metres, Medium 187 to 540 and Long Wave- 
band 1000 to 2000 metres. 6 Recently developed Valve 
line up of ECCS5, ECH81, EF89. EABCS0, EL84, EZ80 
and EM& Tuning Indicator. 6 Output is 4 watts and any 
3 or 15 ohm P.M. Speaker can be used. 6, Connection 
Bockets on the Chassis (a) Pick-up, (b) Extension Bpeaker. 
for 3 or 15 ohm types. 6 Overall size 12:n. x 9in, x 7fin. 
high. Dial, 11fin. -x біп. 


о We recommend THE NEW COLLARO MODEL 456 4-speed Autochanger, and if a LOUDSPEAKER is required , . . 
We recommend THE 8- or 10-inch W.B. STENTORIAN “ Hi-Fi " MODELS, We have SPECIALLY REDUCED PRICES for purchasers of a CHASSIS and RECORD PLAYER (and 


STERN’S “баер 
F.M. TUNING 
UNIT a 5 Valve 
Tuner incorporating 
the latest Mullard Per- 
meability Tuned Unit. 
Price assembled less 
Power Supply: 


£14/10/0 
(Plus 7/6 carr. & ins.). 
TERMS: (а) Н.Р. Deposit £7/5/- 
and 9 monthly payments of 18/4; 
(b) Credit Deposit £3/12/6 and 9 monthly payments of £1/6/7 
Provides “ Hi-Fi " reproduction with any make of Amplifier 
| and many Radio Receivers. It incorporates: @ The iatest 
Valve Line Up-—ECC85, 2 type EFS5. EF91 and ЕМ80. 
€ A " Magic Eye" Indicator. 6 Power consumption is 
1.7 amps. at 6.3 volte and 25 т/а. at 250 volte. 


STERN'S "fidelity" COMBINED A.M. and 
F.M. TUNING UNIT 
This is IDENTICAL to the Stern's F.M. Tuner illustrate 


above, but in additlon incorporates the MEDIUM WAVE- 
BAND, and thereby also provides a selection of foreign 


stations. pup 

(Plus 7/6 carr. 
ге £1 8/1 8/0 and ins.). 
TERMS:—(a) Н.Р. Deposit £9/9/- and 10 monthly payments 
(b) Credit Deposit £4/15/-and 9 monthiy payments 
of £1/14/7, Send S.A.E. If further data required. 
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R.S.C BATTERY CHARGING EQUIPMENT 


DECEMBER, 1956 


All for A.C. MAINS 200-250v., 50 c/s. 
Guaranteed 12 months. 


6.5 v. 0.3 a., 6/9 doz. 
ELECTROLYTICS (current production). 
NOT Ex Govt. 


Tubular Types 


Many others in stock. 
VOLUME CONTROLS with long spindles, all 


values, less switch, 2/9; with S.P. switch, 3/9. 
EX GOVT. METAL BLOCK PAPER 


or walnut ven- 
eered type. It 


a eh 6K7, SP61, 


Sensitivity and quality is well up to standard. 
Point-to-Point 
and parts list, 1/9. This receiver can be built 
for a maximum of £4/19/6 including cabinet. 
Available in brown or cream  bakelite. or 
veneered walnut. 


6.3 v. 2.5 a. Midget, 21 X 3 X2in. approx., 


11/9. Post 2/9. 


ASSEMBLED ASSEMBLED CHARGERS | BATTERY CHARGER KITS Assembled 6 v. 
CHARGER б у. lamp. ........ <. 19/9 | Consisting of Mains Trans- 
6 v. or 12 v. 6 E 12 у. 1 amp. .... 29р | former, BRT Всі, 580 ог 12 у. 4 amps. 
2 amps. KAPA o -.- 29/9 ectifier, well ventilated stee 
Fittea peo 6 v. or 12 v. 2 amps. .. 38/9 | case, Fuses, Fuse-holders, шешеге and 
and selector 6 у. or 12 v. 4 amps... 56/9 | Grommets, panels and circuit. egor, А ector 
plug for 6 v. or Above ready for use. Carr. 2/9. | Carr. 2/6 extra. for 6 v. or 12 
12 v. Louvred HEA DUTY KIT бу. ог 12 у. 1 атр. .... 2 plug ie Double 
metal case, fin- 12 v. 30 amp. Suitable for | 6 [v.2 amps. .......... 25/9 rice a g Well ven- 
ished attractive garage or firm with a number | 6 v. or 12 v. 2 amps. .. aus tilated steel case 
er blue. of vehicles. Mains input | 6 v. or 12 v. 4 amps. .. 49, МИП bine Hammer 
Ready for use су 50c/s, Outputs 12v. | BATTERY CHARGER K T finish. 
with mains | 15 amp. twice. Consists of | Consisting of F.W. Bridge Rendo for 69/6 
and output Mains Trans. 2 Metal Rec- | Rectifier 6/12 v. 5 a. Mains ise ih Ке апа 
leads, Double tifiers. 2 Meters. 4 Fuses. 4 | Trans., 0-9-15 v. 6 a. output, биги 1644$. Carr: 
Fused. 46 9 | Terminals. 2 Rheostats and | and variable charge rheostat Sor 

Only dents ИВ ee ОА EST O C oc ERN RAN carr. 3/6. | eirenir, Onlv 9 ens, carr. 15/-. | with knob. Only 45/9. Post 3/- 

SELENIUM RECTIFIERS SELENIUM RECTIFIERS „ЕХ GOVT. MAINS TRANSFORMERS | Ex GOVT. SMOOTHING CHOKES . TRANSFORMERS | кх GOVT. SMOOTHING CHOKES 
L.T. Types 6/12 v. ба... 19/9 120-0-120 v. 40 MA. ................ sjal] 2O aan БО онаа 128 
216 у. }ahw. Ш9  6/12v. 10а... 25/9 | 3000-3007. 150 mÀ. 4 v. 3a. ...... 9/9 | 250 mA., 3 Н., 50 ohms ............ X ik 
6/12 v. 3 a.h.w. 2/9 H.T. Type H.W. 250-0-250 v. 80 mA., 6.3 v. 32.,6.3v. 1a. 120 mA., 10 H., 50 ohms . Ф уе a 2 Н 
F.W. Bridge Types 120 v. 40 mA. 3/9] Potted 44-3}-3іп. ................ 11/9 ones 6-10 H., 150 ет 5 
6/12 v. la 5/9 250 v. 50 mA. 5/9 460 v. 200 mA., 6.3 v. 5a. ........... 22/9 100 mae 10 H., 100 pi" Mh 
АМ 3% AE a нб, 20 0-16-18-20 v. 35 a., 79/6. Carriage 7/6 extra. 1001 rdi "S0 Hi, 100 ohms, $ topicalised.. 3 
"TE М 4 à 129 300 М 275 mA. 12/11 МАМОВАСТЫНЕН ae us L.T. type 1 amp. ООП 2/9 
CO-AXIAL CABLE. 75 а | tin., 8d. yard. Fully nw ТЕРИ Primary 200-230- SPECIAL OFFERS. Small 2 gang 
Twin screened T 11d. yard. 250 v. Sec. 425-0-425 v. 150 mA. 6.3 v. variables .0005 mfd., 4/9. 8-8 mfd., 450 v. 

5 CORE FLEX. s circular rubber || 3 a, 5 v. 3 a., 33/9. Clamped type 325-0- Electrolytics (midget) in lots of six, 1/6 ea. 
qt ern д ыш, 4j» v. 100 mA., 63 v. 35 a, 5 V. 2a. 
DIAL BULBS, M.E.S» 8 v. 0.2 a., 6/9 doz. саге F “3 


MAINS ENERGISED SPEAKERS R.A. 
2-3 ohms. 8in. Field 600 ohms., 10/9. 


R.S.C. BATTERY TO MAINS CONVERSION UNITS 


VIBRATORS. Oak 2 v. 7 pin. synchronous, 7/9. 


К. S.C. 


FULLY GUARANTEED. 


250-0-250 v. 100 mA., 6.3 v. 42, 5 V. 3a. 
300-0-300 v. 100 mA., 6.3 у.-4 v. 4а., 


Type BM2. Size 8 x 5% x 


Can Types 
П d. 600 v... 2/11! Туре BM1. An all dry bat- 
Smid 00v. 06 le mfd 350v. NH | tery eliminator, Size $4 x КО ea Oe eh 
8 mid. 590 v.. . 16uF 450 v. .. 2/9 | 44 X2in. approx. Completely (PA MER ES: БА. 
1биР 350 у... 2/3 туб mfd. 500 v. 3/9 | replaces ранечез supplying THEREBY Ha smo RE. 
16Е 450 v. .. 2/9 32uF 350 v... 2/11| 1.4 v. and 90 v. where A.C. PLACING BOTH H.T. BAT- 
1биЕ 500 v 3/9 32 mfd, 450 у. 4/9 | mains 200-250. v. 50 c/s. is TERIES AND L.T. 2v. ACCUMU- 
2uF 350 v... 3/9 100пїй.450у. 4/9 available. Suitable for all LATORS when connected to 
32uF 350 v. .. l 8-8uF 450v... 2/9 | battery portable receivers A.C ins supply 200-250 v 
32 mfd. 500 v. 5/9  8.16uF 450 v. 2/11 |requiring 1.4 v. and 90 v. 50 c/s. SUITABLE FOR 
8-l6uF 500 v. 4/11 16-1биЕ 450 v. 3/11| This includes latest low ALI "BATTERY RECEIV- 
25uF 25 v. .. 1/3  32-32uF 350 v. 4/9 | consumption types. Complete ERS normally using 2 v. 
50uF 12 1/3 32-32uF 450 v.. s/9|kit with diagrams 39/9, or umulator. Complete kit 
n NES 60-100 mfd. 350 ready for use. 46/9. кё Dc 

50 mfd. 25 v.. 1/9 6/11 with diagrams and instructions 
504F 50 v... 1/9 scia mfd. 350 SILVER MICA CONDENSERS. 5, 10, 15, 20, 25, 30, 35,| 49/9 or ready for изе 59/6. 

100 mfd. 12 v. 1/9 7/6 | | 50, 100, 120, 150, 180, 200, 250, 300, 330, “400, 470, 500, 1,000 T.V. CABINETS. For 15 

100 míd. 25 v. 2/3 10052001 ' mfd. pfd. (001), -002 mfd. (2,000 pfd.). .005 mfd., 01 mfd. 16 tie 17in. tube Tabi 
6,000 mfd. 6 у. 3/11 275 v. .... 6/11 | | All at 6d. each, 3/9 doz. one type. model with doors, 79/6, 


‘carr. 7/6. 


TRANSFORMERS 


INTERLEAVED AND IMPREGNATED 


2 mfd. 500 v. CONDEN T 500 v. 4/11 MAINS TRANSFORMERS арй BM uc RS 
. imari -230- rimaries 200- у. 8 
neck M 2/3 10 mfd. 500 v, 5/9 | Ptimaries 200-230-250 v. 50 c/s. és Tse ose o s. 
1 Lx 1.000 у. EH 8-8 mfd. 500 у. 5/11 FULLY SHROUDED UPRIGHT MOUNTING $ BV. ах m. 7[6 [og и 16/9 
míd. 1,500 v. 250-0-250 v. 60 mA., 6.3 у. 2 a., 5 v. 2а. -4-6.3 v. 2a. 7/9 6.3v.6a..... 17/6 
4 mfd. 400 v. plus 2 mfd. 250 v. ........ 1/11 Midget type, 24-3- dim О E oley 3а Ут 8/11 12 yy 3 or 
EX GOVT. VALVES. VR137, EA50, EB34, T 0: ip^ 70 mA. b агг v.2a. 19/9|12v. 1a. .... 719 24 v. 1. Sa. 17/6 
114.; SP61 2/3; 4SHA 1/3; EL32 3/95 VS110 -0-250 у v.-4 v. 4a., c.t., | 
1 11; MUI4 7/9; KT44 49; 6]5 3/9: 6V6G, | 480-4-5/v- 3.8. .....- ree анне. 25/9 | CHARGER TRANSFORMERS 
5Y3G, 5046, 5/9; 6K7 PH 6X4 5/9. | 250-0-250 v. 100 mA., 6.3 у. 4а.,5у. За 23/9 | All with 200-230-250 v. 50 c/s. Primaries: 
250-0-250 v. 100 mn. 6.3 v. 6 a., 5 v. 3 a., 0-9-15 v. 14 a, 11/9; 0-9-15 v. 3 a., 16/9; 
EX GOVT. UNITS, type RDF1 in original | for R1355 cower nu .............. 31/- | 0-3.5-9-17 v. 3 a. 17/9; 0-9-15 v. 5 a., 19/9; 
sealed cartons with 14 valves including 5246, 300-0-300 v. 100 mA. , 0.3v.4a., 5 v. За, 23/9 | 0-9-15 v. 6 a., 23/9. 
etc., trans., L.F. choke, Rectifier, etc., etc. We 300-0-300 v, 100 mA., 6.3 v. 4 v. 4 a., C.t. 
cannot enter. into correspondence regarding 02385 у. 34: eee. T 26/9 | ELIMINATOR TRANSFORMERS 
these units which represent a really exceptional | 359 9_ 350 у. 100 mA., 6.3v.4a.,5 v. 3a. 23/9 | Primaries 200-250 v. 50 c/s. 
bargain at 29/9, Carr. 7/6. 300-0-300 у, 130 mA., 6.3 v. 4 a., с. t., 6.3 v. 120 v. 40 mA., 5-0-5 v. 1a. .......... 14/9 
OIL FILLED BLOCK ah ry guitable for Mullard 210 Amplifier 33/9 | 90 v. 15 mA., 6-0-6 v., 250 mA. ...... 9/11 
CONDENSERS -0- v. „ 6.3 v.-4 V., 4 a., C.t., 
Bryce 11-7 mfd, 500 v. New unused Govt. [E LI cL oW АИ... Ж...» =. 26/9 OUTPUT TRANSFORMERS 
surplus, only 5/9 each. 350-0-350 у. 150 mA., 6.3 у. 4а.,5у. За. 33/9 | Midget Battery Pentode 66:1 for 3S4, etc. 3/6 
350-0-350 у. 150 mA., 6.3 v. 2. a., 6. e v. Small Pentode 5,0000 to 30 ........ 3/9 
THE SKY FOUR T R Е, RECEIVER ОБ УЗЕ. а... Я 33/3 | Standard Pentode, 5,0000 to 3Q ...... 4/9 
afha 425-0-425 v. 200 mA., 6.3 v. 4 a., Standard Pentode, 8,0000 to 30. ...... 4/9 
design of a 63 v. 4 a. ct, 5 v. 3 ay xl: Multi-ratio 40 mA. 30:1, 45:1, 60:1, 
з valve 200-250 Williamson Amplifier, etc........... 49/9 90:1, Class B Push-Pull ......... 135 5/6 
у. A.C. Mains | 450.0-450 v. 250 mA., 6.3 v. 6 a., 6.3 v. Push-Pull 8 Watts 6V6 to 5 ohms... ... 8/9 
per eh 02,5 Узан. TERNI ISO ees 69/6 Баа 012 ея 6V6 to ar о ed 15/9 
selenium recti- ush- - atts to match 6 to 
fier. For inclu- Ni l4 E "ow em 3:518 orais e e уз. 16/9 
‚ slon in cabinet v У. 28.,5 у. 2а uu nho 15-18 Watts, sectionally wound, 
illustrated above | 350-0-350 v. 80 mA.,.6.3 у. 2а., 5 v. 2а. 18/9 6. KT66, etc., to 3 or 15 Gans Јо 


ро К 20 Watt high-quality section- 
ally wound, 6L6, KT66, etc., to3 ог 150 47/9 


6F6G, and із| с.ї., 0-4-5 ү. 3а, .................. 23/9 | Williamson type exact to spec. ........ - 
designed for simplicity ір wiring. | 250-0-350 v. 100 mA.,6.3 v. 4а. poe ,5v.3a. 22/9 ҮР ES 85/ 

350-0-350 v. 100 mA., 6.3 у. 4а. SMOOTHING CHOKES 

wiring diagrams, instructions КЕЙЫ ЕЗ Mev Alas 7... 6-7 23/9 | 250 mA., 5 H., 100 ohms ..........., 11/9 

350-0-350 v. 150 mA., 6.3 v. 4 a.,5v.3a. 29/9 | 150 mA., 7-10 H., 250 ohms .........- 119 

E. m T. TRANSFORMERS, 2,500 у. 100 ran. OU ОПОВ ,......... 8/9 

5 mA., 2-0-2 v. 1.1 а., 2-0- v. 1.1 a., 80 mA., 10 H., 350 ohms ..... „ез 5/6 

for VCRO7, МЕНТ. Тр 36/6 60 mA., 10 H., 400 ohms ............ 4/11 
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NEW 1956 DESIGN. HIGH FIDELITY 
PUSH-PULL UNIT EMPLOYING SIX 
VALVES. Tone Control Pre-amp stages are 
incorporated. Sensitivity is extremely .high. 
Only 30 millivolts minimum input is required 
for full output. THIS ENSURES THE 
SUITABILITY OF ANY TYPE OR 
MAKE OF MICROPHONE OR PICK- 
UP. Separate Bass and Treble controls give 
both * lift” and “cut” with cem ind tone 
correction ^for long playing records. AN 
OUTPUT SOCKET WITH PLUG IS 
INCLUDED FOR SUPPLY OF 30° v. 
20 mA. and 6.3 v. 1.5 a. FOR A RADIO 
FEEDER UNIT. Price in kit form with 
easy-to-follow wiring diagrams; GNS. 

. nly carr. (9/-. 
Or Factory built with 12 months’ guarantee, 
50/= extra. TERMS ON ASSEMBLED 
UNITS with extra input. DEPOSIT. 
28/9 and 9 monthly payments of 28/9. If 
required an extra input with associated vol. 


control can be provided so that two separate inputs such as “ mike” 
and gram., etc. etc., can be simultaneously applisd for mixing purposes. 


Extra cost of this 13/-. Cover as illustrated 17/6 


К.5.С. TAI 


вісе 12-7-3in. 


n 


R.S.C. AG ULTRA LINEAR 


Ready for use 
GNS. carr. 7/6. 


heads Is assured, 
AT OVER TWICE THE COST. LEAFLET 84d. 


WIRELESS WORLD 


extra. 


30 WATT AMPLIFIER 
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Type 807 output valves are used with High 
Quality Sectionally wound output. trans- 
former, specially designed for Ultra Linear 
operation. Negative feedback of 17 D.B. in 
main loop. CERTIFIED PERFOR- 
MANCE FIGURES ARE EQUAL. TO 
MOST EXPENSIVE UNITS AVAIL- 
ABLE. Frequency response + 3 D.B. 
30-20,000 c/cs., 12 D.B. “lift” at 50 c/cs. 
12 DB. “lift” at 12,000 c/cs., Hum and 
noise 70 D.B. down. Good quality reliable 
components used. Chassis finish blue 
crackle. Overall size 12 x 9 x 9їп. approx. 
Power consumption 150 watts. For A.C. 
mains 200-230-250 v. 50 c/cs. Outputs for 3 
and 15 ohm speakers. EQUALLY SUIT- 
ABLE FOR CONNOISSEUR OR 
FOR LARGE HALLS, CLUBS, or OUT- 
SIDE FUNCTIONS. IDEAL FOR USE 
WITH MUSICALINSTRUMENTS SUCH 
AS STRING BASS, ELECTRONIC 
ORGAN, GUITAR, etc. FOR DANCE 


BANDS, GARRISON THEATRES, etc. etc. А 
We can supply Microphones, Speakers, Rotary Converters, etc., at 
keen cash prices or on terms with amplifiers. 


EXPORT ENQUIRIES INVITED 


HIGH. QUALITY TAPE DECK AMPLIFIER 


FOR ALL DECKS WITH HIGH IMPEDANCE RECORD/PLAYBACK AND 
ERASE HEADS, Such as Lane, Truvor, ete., or matched to low impedance 
erase beads as fitted latest COLLARO TAPE TRANSCRIPTOR. Chassis 
Overall size 12-7-6}in. For 230-250 у. 50 c/cs. 
Output for standard 2-3 ohm speaker. Only 15 millivolts input required for 
full recording. Ошу 2 millivoite minimum input required tromrecording head. 
Magic Eve recording level Indicator. 
Can be used as gram. amplifier with input of 0.75 у. R.M.8. Negative feed- 
back equalization, Linear frequency response + 3 Ю.В. 50-11,000 ojca. 


Provision for feeding P.A. amplifier. 


Facilities for recordings at 15in., 7jin. or Зп. 


of a knob. When switching from record to 
playback ition automatic demagnetisation of 
PERFORMANCE I8 COMPARABLE WITH UNITS 


H.M.V. LONG PLAYING RECORD TURNTABLE com- | 
PLETE WITH CRYSTAL PICK-UP (SAPPHIRE STYLUS). | 
speed 33} r.:pp. BRAND NEW. CARTONED. Only 
£3/19/6 (approx. half price). Carr. 5/- (for 200-250 v. 
A.C. Mains). 


R.S.C. 4-5 WATT HIGH GAIN AMPLIFIER 


TYPE A5 
A highly sensitive 4- 
valve quality amplifier 
for the home, small 
club, etc. Only 50 milli-. 
volte input is required 
for fuil output so that it 
is suitable for use with 
the latest high-fidelity 
pick-up heads in addi- 
tion to all other types of 
plok-ups and practically 
all mikes. Separate Bass 
and Treble controla are 
provided. These give 
full long playing record equalisation. Hum level Is negli- 
gible, being 71 D.B. down, 15 D.B. of negative feedback ів 
uscd. H.T. of 300 v. 26 mA. and L.T. of 6.3 у, 1.5 a. ів 
available for the supply of a Radio Feeder Unit or Tape 
Deck pre-amplifier. For A,C. mains input of 200-230-250 v., 
50 с/в. Output for 2-3 ohm speaker. Chassis is not alive. 
Kit is complete in every detail and includes fully punched 
chassis (with baseplate) with the blue hammer finish, and 
point-point wiring diagrams and instructions, Exceptional 
value at only £4/15/-, or assembled ready for use 25/- 
extra, plus 3/6 carriage. 


R.S.C. АТ 3-4 WATT QUALITY AMPLIFIER 
A highly sensitive 4-valve amplifier using negative feedback 
and having an excellent frequency response. Pre-amplifier 
and Tone Control stages are incorporated with separate 
Bass and Treble controls giving full tone compensation for 
Long Playing records. Suitable for any kind of pick-up | 
including latest high fidelity types. ELT. of 250 v. 20 mA. 
and L.T. 6.3 v. 1 a. available for supply of Radio Feeder 
Unit, etc. ONLY 40 millivolte input required for full 
output. Fully isolated chassis with baseplate. For А.С. 
mains 200-250 v. 50 cycles, Output for 2-3 ohm speaker. 
Complete kit of parts with point-to-point wiring diagrams 
and instructions. Only £3/15/-, carr. 3/6 or factory built 


22/6 extra. 

Р.М. Speakers recommended for use with above 
amplifiers. 

Plessey 100. 3 ohm with high flux density magnet. Oniy 
28/9. 


P.M, SPEAKERS, 2-8 ohm, бір. Goodmans, 19, 7х4. 
Elliptical, 10/6, биа. R.A, 15/9, Bin. Rola, 19/9, 10in. 
R.A, 9, 12in. Plessey, 20/11. 12in. Plessey 15 ohms, 


10 watta, 3 gus. 


GARRARD 3-SPEED AUTOMATIC RECORD 
CHANGERS. 
Lates: Mode! Mixer Туге RC110. Fitted high 
fidelity turnover crystal pick-up head with dual 
point sapphire stylus. Baseboard size 14 x 121in., 
height above, 4in, Below, 21in. For 200-250 v. A.C, 
mains, Limited number. Brand new cartoned. 
Ошу £7/19/6, plus 3/6 carriage, 


QUALITY AMPLIFIERS. 3-4 watt specially designed for 
use with BSR or Garrard changers. Latest miniature 
type valves used, Separate Bass and Treble Controls and 
Vol. Contro! with mains switch. For А.С. 200-250 v. mains. 
Ready for use. CHASSIS IS NOT ALIVE. Price for very 
limited stocks, £4/10/-, Plus 3/6 carr. 


COLLARO HIGH FIDELITY MAGNETIC PICK-UPS. 
High Impedance, brand new boxed, at fraction of norma) 
Only 81/-. 


price, 


MICROPHONES. High fidelity crystai types. Acos 33-1 
hand or desk type, 50/-. Piezzo with heavy floor base and 
telescopic stem, £6/19/6. А 


PLESSEY DUAL CONCENTRIC 
P.M. 


12 in. SPEAKERS 


(15 ohms), consisting 
of a high quality 12in. 
speaker, of orthodox 
design supporting a 
small elliptical spea- 
ker ready wired with 
choke and condensers 
to act as tweeter. 
This high fidelity unit 
is highly recommen- 
ded for use with our 
А8 or any similar 


amplifier. Rating is 
10 watts. Price only 
£5/17/6. 


(LEEDS) LTD, 


32 THE CALLS. 


Terms C.W.O. or C.O.D. No C.O.D. under £I. 


£2, 2/9 extra under £5 unless carriage charge 


2. 


Postage 1/9 extra on all orders under 
stated. Full Price Líst 64, Trade List 5d. 


— LEEDS, 


Open to Callers: 9 a.m. to 5.30 p.m. Saturday until 1 p.m. 


A.C. mains. | 


рег second. Automatic equalisation at the turn | 


R.S.C. ULTRA. LINEAR 
12-WATT AMPLIFIER 


NEW 1956 MODEL A8 HIGH-FIDELITY PUSH- 
PULL AMPLIFIER WITH “BUILT-IN” TONE 
CONTROL, PRE-AMP. STAGES 


High sensitivity. Includes 5 valves (807 outputs), High 
Quallty sectionally wound output transformer, specially de- 
signed for Ultra Linear operation, and reliable small con- 
densers of current manufacture. INDIVIDUAL CONTROLS 
FOR BASS AND TREBLE “ ТА” and " Out " Frequency 
response + 3 db. 30-30,000 c/es, Six negative feedback loops, 
Hum level 71 db. down. ONLY 70 millivolts INPUT 
required for FULL OUTPUT. Suitable for use with all 
makes and types of pick-ups and practically all microphones 
Comparabie with the very beet designs, For BTANDARD 
or LONG PLAYING RECORDS. For MUSICAL INSTRU- 
MENTS such as STRING BASS, GUITARS, etc. 
SOCKET with plug provides 300 v 20 mA. and 6.3 v. 1.5 a. 
For supply of a RADIO FEEDER UNIT. Size approx. 
12-9-7in. For A.C. mains 200-230-250 v. 50 c/cs. Output 
for 3 and 15 ohm speakers. Kit |^ complete to last not. 
Chassis fe fully punched. Full instructions and point-to- 
point wiring diagrams аиррНей. 


Unapproachable value at £711 5/- or factory bullt 
45/- extra. Carriage 10/-. If required louvred metal cover 
with 2 carrying handles aan be supplied for 17/6. Where 
an extra Input socket with associated votume control ls 
required for mixing purposes this can be provided for 13/- 
extra. TERMS ON ASSEMBLED UNITS with extra input 
as mentioned above. DEPOSIT 25/6 and nine monthly 
payments of 92/4. 


ROTARY CONVERTERS. 200 watts. Input 12 v. D.C. 
Output 230 v. 50 є/ев. А.С. Only 7 gns. Carr. 7/6. 


DEFIANT RECORD PLAYING TURNTABLE COMPLETE 
WITH MAGNETIC PICK-UP. Pick-up ie high impedance 
type. Unit is housed in а beautiful walnut veneered cabinei 
of attractive design. For all standard records (78 r.p.m.} 
Limlted number. Brand new cartoned, £5/1'7/6, carr. 7/6, 


W.B.'* STENTORIAN ” HIGH FIDELITY P.M. SPEAKERS. 
HF1012, 10 watts, 15 ohm (or 3 ohm) speech coil. Where а 
really good quality speaker at a low price is required, we 
highly recommend this unit with an amazing performance, 
£4/10/9. Please state whether 3 ohm ог 18 ohm required. 


SUPERHET FEEDER UNIT 


Design of a high quality Radio Tuner Unit (specially suitable 
for use with any of our бега). А Triode de 


Fíchanger is used. Pentode „ and double Diode Second 
Detector. Delayed A.V.C. Ae./Grid F/O Coupling is by 
bottom end Condenser Coupling giving freedom trom 
alignment troubles when Ae. of varying lengths and capacity 
are "ed. Both Frequency Changers and LF. valves are 
A.V.C. controlled from the very low distortlon Doubie 
Diodes so arranged that very high Percentage modulation 
ої the Transmitter can be handled without distortion. The 
Peed for the delaved A.V.C. is arranged so tha’ А.У.С. 
distortion is avoided. The W. Ch. Sw. incorporates Gram. 
position. Controls are Tuning, W., Ch. and Vol, Output 
will load most Amplifiers requiring 500 М.У. input depending 
| оп Ae. location, Only 250 v. 15 mA. H.T., and L.T. of 
| 6.3 v. 1 агар. required from amplifier. Size of unit approx. 
| 9-6-7in. high. Send S.A.E. for Mlustrated leaflet, Total 
| building cost is £4/15/-. Pointeto-point wiring diagrams 
i and instructions. 2/6, 
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Fér operation in ambients of 

up to 85° C 

Elimination of cooling fins for 
compactness 


Light alloy construction for 
light weight 


High stability 


are some of the salient features of this 
new range of rectifiers, primarily 
developed for Service requirements, 
but now available in production quan- 
tities for all applications. Units can 
be supplied with various finishes to 
comply with RCS.1000 categories 
H.I and Н.2. 


Details of this new range of 


n) 


RECTIFIERS 


can be obtained from 


Dept. WW.I2, WESTINGHOUSE BRAKE & SIGNAL CO., LTD., 82, York Way, King's Cross, Loncon, N.I. TERminus 6432. 


Y 


accumulators 


1 IN GREAT BRITAIN 
only Süvet- Zt; accumulators have such— 


high power to weight ratio 


constancy of output 


actual 
size 


dl 


This typical 
Venner Silver-Zinc 
cell with a capacity 
of |.5 ampere hours 
weighs only lj 
ounces. 


small measurements 


high rates of discharge For full particulars please write to Dept. WW 


ENNE 
ACCUMULATORS LTD. 


Kingston By-Pass, New Malden, Surrey. Tel: MALden 2442 


Member of the Venner Group of Companies, manufacturers оф: Time Switches € — Park-O-Meters @ Electronic & Electro-Mechanical Instruments 
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RADIO - TELEVISION - HI-Fi - ELECTRONICS - RECORDERS 


* CHRISTMAS GIFTS 


AND HOME ENTERTAINMENT 


Study this and the next two pages for ideal Christ- 

mas Gifts and for offers which will enable you to 

enjoy the best home entertainment at Christmas- 

ame Post orders should be sent early to avoid 
elay. 


AND NOW! A POWER 

LASKY'S SUPPLY UNIT FOR 

BATTERY PORTABLE æt THIS PORTABLE 
FOR HOME н | 


CONSTRUCTION ON 
PRINTED CIRCUIT 


Another Lasky Scoop 


CONTINENTAL | AM/FM | 


RADIOGRAM 
CHASSIS 


FOR HOME CONSTRUCTION 
en PRINTED CIRCUIT 


Very special offer 
of a limited number only at | | 
wonderful bargain price! Built 

throughout of latest high grade 


10 STAR FEATURES 
Ж PRINTED CIRCUIT, size 


Carr. 10/6. 


7din. x 23іп. components. 5 valve plus metal rect., gram socket and 
Ж 4-valve Superhet, med. and long switch, piano key wavechange, tone control, independent 
waves. AM/FM tuning. Covers med., long and V.H.F. wave- 


bands. Valve line-up: ECC85, ECH81, EF89, EABC80, 
EL81. For А.С. mains 100-250 v. 


* Low consumption Valves. 
Double Battery Life. 


% Ferrite Rod Internal Aerial. 
Ж 3 or 5in. Р.М, Moving Coil 


PP OD 


BARGAINS IN 3-SPEED AUTO-CHANGERS 


Speaker (your choice). Hor ОО у. А.С. pU Ve 
* Brand New Т.С.С. Capacitors. atest design using PRINTED 
n CIRCUIT. Brand new T.C.C. , 
Ж Automatic Volume Control. condensers, latest S.T.C. metal BRAND NEW IN MAKERS' CARTONS 
* New Style Contemporary Case. rectifiers, etc. Made for the new ly -GARRARD RC.110.—Complete with turnover 
Ж Lightweight- and Handsome consumption valves; constant vol- B crystal pick-up. Incorporates automatic record 
Appearance, tage h.t. and lt. valves cannot be iie scdidcdon (mixer). 


Й over-run. Also suitable -for most 
* Every Component available other battery portables. 


separately. А 
COMPLETE KIT containing 
CAN BE BUILT FOR printed circuit, all components, in- 


Cabinet space required: 
ldin. x 12}in. x 4$in. 
above and 2jin. below 


7 cluding condensers and two metal 
£7 7 О rectifiers, and full instruc- / motor board. Cream 
• . tions. 45 af and Brown enamel 
Demonstration models at both our addresses. = Suena $a 

SEND FOR CIRCUIT DIA- Ж SIMPLE TO BUILD. The List £14/13/- i 
GRAM of the above portable, Printed Circuits in this Portable i А 
with assembly data, all instructions, Radio and Power Supply Unit .LASKY'S PRICE £ 7 1 9 
illustrations and full shopping list, simplify construction and eliminate | Carr. 3/6. Cabinets available. 2 " 
1/6, post free. wiring errors. 


GARRARD RC.80. Full | B.S.R. 4-spd. Auto-Changer, 
length агт with two XMS with t.o. crystal pick-up. In- 
heads or GC2 to. crystal corporates auto and manual 
head. List Mq 19 f control, enabling records to be 


SPECIAL OFFER! TAPE DECK CASES | LASKY PRICE played singly. ЙГ 


Carriage 5/-. 


1 ———— 5 
AT ALMOST HALF PRICE! GOLLARO RG.3/554 Single с дс a 


Strongly made and finished with light -spd. ^ pick-up with HGP.59 t.o. 
grey leatherette with black/silver bands, Ue e Jy " iem ae crystal, complete with two 
finger-shaped handle for easy carrying, | plete wi tudio pu, то. | styli. 

crystal cartridge апа styli. LASKY’S PRICE 926 


strong hinges and clasps. Pocket in lid 
for tapes and spools, door for micro- LASKY’S PRICE nar Post 3/6. 
i Post Free. £6 10 - | 3-spd. motor and turntable 


phone, etc, Overall dim.: 15}in. long, 

131in. wide, 9in. deep. Inside dim.: without pick-up, 57/6. Post 2/6 
EXTENSION 

SPEAKERS 


l4jin. x 121in. x5fin. А real general м 
purpose job; will take almost any type о 
ALMOST HALF PRICE 
Handsome walnut plastic cabinet 


Deck including Collaro Tape Trans- 
fitted with 6in. 3 ohms high flux 


criptor, also almost any type of Record mcm 
Changer including RC.80, etc. cow 

RECORD PLAYER CARRYING CASES AT BARGAIN PRICE. p.m. moving coil speaker. Height 
Suitable for almost any Auto-Changer. Maroon/cream finish. Size 16} х 10in., width- 8hin., depth 5in. 


LASKY’S PRICE 59/6 
Post 3/6. 


144 x 8in. deep, with room for amplifier. Baseboard size: 14 x 124іп. ) tapering to 3in. Limited quantity 
only. ГА 
LASKY’S PRICE ; LASKY’S PRICE 3 5 = 
49/6 Carriage 2/6. Post 3/6. 


ИШ MORE MONEY-SAVING LASKY BARGAINS ON NEXT PAG | 
ve 
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WIRELESS WORLD 


SAVE POUNDS! 


LARGE RANGE OF 


Truvox 22 gns. 
Lane £18/10/-. 
Brenell 18 gns. 
Wearite £35 & £40 


Band КЕЙ Conversion for Ali! 


FAMOUS MAKE 
TURRET TUNER 


Complete 


TELETRON BAND Ш 
CONVERTERS 


TELETRON CONVERTER COIL SET 
MK. I. For use with TRF and 8’het Band I 

m sets. оте 2719. Circuit 

alignments, full details supplied 

Post 1/6. = 15/- 


МК. I. Complete Kit to build this con- 


ORDER BY POST 


BUILD THIS FIRST GLASS 


TAPE DECKS TAPE RECORDER Full range in stock. Quad, 
a ре таа AT POUNDS SAVING Eu" Unies WE. ш 
i » ni e 3 
Cupter £20, Чч D Nen at Tottenham 


IF YOU CANNOT 


DECEMBER, 1956 


CALL 


HI-FI AMPLIFIERS 


Court Road. 


HI-FI SPEAKERS 


Large stocks of Goodmans, 
Wharfedale, G.E.C., Lorenz, etc., 
including the new Wharfedale 
3-speaker system SFB/3. 


DECCA PICK-UPS 


3-speed with Т.О. crystal head 
HI/G, and rest. Brown 32/ 
plastic. Post 2/6. 


T.O.CRYSTALCARTRIDGES 


verter, drilled chassis, condensers, resis- ESR. cete dic 1 6 
E. ls, 2-EF80 valves, etc. with 
circuit asrin m SUL, B LASKY'S PORTABLE ТАРЕ | two styli. Post free. 8/ 
OB 

Drilled chassis oniy 3/9. 48/6 RECORDER KIT 


MK. П. Uses latest type valvee. Cascode 


@ Fully fitted portable case as 
59/6 


V.H.F./A.M. TUNERS 


ro Сый A. iode Г 16 д ч i : Р - a эре An ign башке: in stock. А 
ый Сыл. T chases) valos and Le c Ф Tape Recorder Amplifier, _ 
ee |e Va wer 
qd ишт, LE. ontpot 39-38 Мек | WALRADIO TV TUNERS | @ та. Plastic Spool. ... ШҮ? 


Full instructions 
supplied. 


and circuit diagram 


12 CHANNEL TUNERS 
Famous make. Covers Bands I and DL 
Complete with valves EF80 and ECC81 
Ceramic valve holders, finest quality 


Full range, all I.F. freq., series 
or parallel heaters. 
Post 3/6. 


Lasky’s First Again! 


LASKY’S PRICE 
COMPLETE KIT 
Carr. & Pkg, 25/-. 


35 GNS. 


“CONCERTONE” 


High fidelity Tape Re- 


components. Switch and fine tuning. corder. Few only left. ` 
ү output 20-25 Mc/s. Freq. coverage 33 GNS, JASON “ARGONAUT” 
ene АШ зва наш topa | А REALLY FIRST CLASS | сы ша mur. 21. | AM/FM TUNER 


LASKY’S PRICE 
Post 3/6. KNOBS 2/9 extra. 


79/6 


F.M. TUNER 


RECORDING TAPE 


A super-sensitive Tuner for 
F.M. and medium waves. The 


p Р let arcel ith 
AERIALITE FOR HOME CONSTRUCTION | SPecial Offer! Magnetic | supplies. "^ — £12.19.6 
Recording Tape, kraft base Post 3/6 13. 19.6 
BAND Ш CONVERTERS ON A PRINTED CIRCUIT On Cyldon metal spools: | Data Book 2/-, post free. 
EE LE : ———— 12006. тше 60OR: 16 | | ERIS dei Pe 
МӨ. c —— SM wrote these star features: On plastic spools: list. 
All 200-250 v. А.С. Own power supply. X HIGH етта. 1,200. 12/6; 6001. 9/6. Chassis Assembly, complete, 57/9, 
Ж ALL BRAND NEW Т.С.С. PURETONE Tape on Post 2/6. 
TY CONDENSERS. plastic spool, 1,200ft, | ГЕ. and Coil Set, complete 78/-. 
* AERIAL COIL AND R.F. 14/11. Post 1/6. 


COUPLING COIL PRINTED ON 
CIRCUIT. 

ж 5 VALVES AND 2 GERMANIUM 
DIODES. 


By the use of a printed circuit the LF. 
and R.F. amplifiers are extremely stable 
at maximum gain and results are consis- 
tent on all tuners, 


Valve line-up:— 


Post 1/- extra. 

All makes of Tape includ- 
ing thin long-playing. Also 
spools. 


GERMANIUM 
CRYSTAL DIODES 


JASON F.M. TUNER 
Specia} parcel containing data book, 
chassis, front panel, dial, drive tanini 
condenser, full set of colle. I.F.’s ratio 
detector, ete. 

list 2/- post free. 68/9 

Post 9/6 
Note: 


DATA BOOK with price 
this tuner uses 4-6AM6 and 2 


Юа... ve тт tals and can be built for £6/15/-, 
К.Е. Amplifier, 7719 or EF80. 95х.00 16 е 376 ‘post 
Міхег апа Osc., B719 or ECCS85. [90 o .. 376 | P" /6 pos 
LATEST BRENELL lst LF. amp., W719 or EF85. GEX.54 and OATl...... Б/- 


TAPE EQUIPMENT 


Deck. 3-speed, 3 motors, record and play 
back. 18 Gns. 
Amplifier Mk. 11. 
3 ohms speaker. Magic eye. 
Carrying Case, £4/18/-. 
Complete equipment with mike and 
tape, in carrying case, ready for use. 
1 Gns. 
Full details on request 


5 watts, fo. use with 


18} Gns. 


2nd І.Е. amp., W719 or EF85. 
2 Germanium Diodes GEX.34. 
Driver Limiter, 2719 or EF80. 


CAN BE BUILT FOR 8 GNS. Approx, 


Write for full instructions, data, and 
illustrations, 2/6 post free. 


All parts available separately 


FERRITE ROD 
AERIALS 


Med. and long waves, wound, 
ready for use. Each 6/9, post 1/-. 


FERRITE ROD 
din. long, jin. diam,, with full 
instruotions for making a Fer- 
rite rod aerial, 2/8. Post 1/-. 


DULCI FM TUNER 


Incorporates its own power supply 
and provides complete F.M. coverage 
Operates with most radio receivera and 
any make of Amplifier. Vaive line-up: 
EABCBS0, ECC85, two EF89, 6X4 (Rect.), 
EM80 magic eye indicator. Dial 10} x 
біп. Overall size 9х6х531п, high, 
куны 

Carr & Pkg. 7/6. £17.10.0 
DULCI AM/FM TUNER £20/17/0. 


LASKY'S POPULAR RADIO | CONSTRUCTOR PARCELS WITH CHOICE OF CABINETS 


veneer wood cabinet or walnnt or ivory plastic 
cabinet (12x64x5}in. deep), аз 


CAN BE BUILT FOR £7.19 .6 


illustrated. 


When built, either of these attractive radios would make an ideal Xmas gift 


No. 1. Contains everything to build a 4-valve Мо. 2. Contains Seen to build a T.R.F, 3- 
3-wave superbet for 200/250 ALC. mains. Uses valve set for 200/250 A.C. mains, medium and long 
6K8, 6K7, 697, 6V6 valves, Choice of walnut wave, Uses 6K7G, 617, 6V6, and metal rectifier 


Choice of walnnt veneer wood cabinet or walnut or 
ivory plastic cabinet (12 x 6$ x bin. deep), as illus. 


CAN BE BUILT FOR Ёё 5.10.0 


Carr. and Pkg. either Parcel, 2/6 extra, 
INSTRUCTION BOOK, either set, 1/- post free. CABINETS only. wood or plastic, 17/6, carr. 2/6. 


ORE MONEY-SAVING LASKY BARGAINS ON NEXT 


DECEMBER, 1956 


EVERYTHING FOR 


MAINS TRANSFORMERS 
All 200-250 v. 50 с.р.в. primary, finest 
quality, fully guaranteed. 


MBA/3. 350-0-350 v. 80 mA. 6.3 v. 4 a., 
6 у. 2а. Both filaments tapped at 4 volts. 


MBA/?, 250-0-250 v. 80 mA. 6.3 v. 3 a.’ 
бу. 2а. Both filaments tapped at 4 volte 
19/6- 


AT/3. Auto trans. 
240 v. 100 watts. 19/6. 
MT/340, Tapped input 200/250 v. 300-0- 
300, 100 mA,, 5 v. 3 amp., 6.3 v.1.5 amp. 

16/6. 
MT/341. Tapped input 250-0-250, 120 mA., 
6.3 v. 5 amps., fully shrouded. 27/9. 


6-VALVE RADIOGRAM 
CHASSIS COMPLETE 
WITH VALVES 
Famous Manufacturer's Surplus 6-valve 
3-wave Superhet. 13-50 m. short. 200- 
550 m. medium.  1,000-2,000 m. long. 
Brand new Mullard valves: ECH42, EF41, 
143, BBAl, 6V6,,g.t. EZ40 and finest 
quality components. Gram., switch, 465 
Kc/e LF. tone control, three-colour dial. 
Overall size 13} x 5In. height 1210. Aper- 
ture required for dial and controle 11x 
3}in. Complete with valves, output trans., 
knobs, etc. 
LASKY’S PRICE £10.19.6 
Carriage and Packing 7/6 extra 


5-VALVE RADIOGRAM 
CHASSIS complete with valves, 
£9/19/6. Carr. & Pkg. 7/6. 


Hi-Fi ELECTROSTATIC 
SPEAKERS 
(* TWEETERS”) AT 
REDUCED PRICES 
For high fidelity sound repro- 
duction. Easy to fit to any radio, 
TV receiver or amplifier. ull 
data and circuit diagram supplied 
with each. 
LSH75. For outputs up to 6 
watts, 8/-. 
LSH518. For outputs of 10-12 
watts, 12/6. 


LSH100. For outputs up to 20 
watts, 14/-. 


LPH65. Moving coil Tweeter. 
Imp. 5.5 ohms, freq. range 2,000- 
2,200, 50 c/s. For outputs up 
to 6 watts. 2jin. diameter, 39/6. 


All post free. 


MOVING COIL 
P.M. SPEAKERS 
3in. and 3}in., 19/6. 


0-10-120, 200-230 


біп. | 6jin. l Sin. | 10in. eae 
16/6 ! 17/6 ! 25/- 1 32/6 '29/6 
63in. with trans........... 21/- 
7x4in. Elliptical ........ 19/6 
10 хбіп. Elliptical ..... . 32/6 
GOODMANS Iin. 
AUDIOM 50 


P.M. SPEAKERS 


10 watts. Limited number 
only. Listed at £6/15/-. 


LASKY’S PRICE 
$ Post free 97/ 6 


WIRELESS WORLD 


HOME CONSTRUCTOR & SERVICEMAN 


METAL CONE CRT. 
AT ENORMOUS SAVING! 
"M. ERAND NEW AND PERFECT | 


Convert to big picture television at a price 
you can afford, Note especially that these 
are not *‘seconds” but perfect tubes without 
fault, and supplied in original cartons. Brief 
`“\ specification: 6.3 v. heater, ion trap, 14 Kv 
ue w EH.T.,wide angle 70deg., standard 38 mm. 
eck, duodecal base, magnetic focus and deflection. 
Maximum length 17 in. Gives large 11 x 14fin. black and 
GUARANTEED BY US FOR 3 MONTHS.. 


16" 


white picture. 


Full data, connections and suggested time bases supplied with 


every tube. 


LISTED AT £23.9.10 LASKY'S PRICE £8.9.6 


Carr. and Insur. 22/6 extra. 
Masks, Anti-Corona, Bases and Ion Traps available. 


Not a Kit 
but built 
ready for use 


FAMOUS "912" AMPLIFIER 
AT BARGAIN PRICE 


A high fidelity radio and record Amplifier 
based on the 912 circuit of the G.E.C. 
with the following controls: Volume, 
Bass, Treble, Treble Slope, Presence. 
PERFORMANCE 

Power output: 12 watts. Peak, 15 watts. 
Sensitivity: 100 millivolts for 12 watts. 
Noise and hum fevel: —85 db. on 12 watts. 
Freq. Response: +1 db. 30 cps. to 25 kejs.. 
Distortion: 2nd  Harmonic—7 watts 

output 0.1%, 10 watts 0.14%, 12 watts 

0; 


Negative Feedback Applied: [2 db. 
Output Impedances: 3.75 and 16 ohms. 
Valve line-up : 208, B309, two N70F, 


1 6: GNS. 


Carr. extra. 


Demonstrationsat Tottenham Court Road 
Full details on request. 


LASKY’S 


Complete with 
PRICE 


Osram valves 


PORTABLE GRAM AMPLIFIER 


Uses 3 latest miniature valves, 078, N78, DH?7. 
Volume, bass and treble controls; extension L.B. 
socket and internal L.B. switch, indicator lamp. 
Mounted on wood baffle, overall size 14 х 4}in. 
with speaker centralised. All top quality new com- 


ponents. For A.C. maine 200-250 v. Ideal for 
portable record players, input will match Monarch, 
RC54, 3/554, eto. 
Price, complete with 8 new Osram valves, 7x 4in. 
Goodmans elliptical speaker, meta! speaker grille, 
mains lead; and knobs. $5 9 

а а 


(HARROW RD.) LTD. 


TRANSISTORS 


Special Offer. Junction 
type suitable for use in 
local station receivers, 
amplifiers and  pre- 
amplifiers, etc. 


Post a 1 0/- 
MULLARD 


TRANSISTORS 


OC70, >. O0C71, Е 
0072, 3017 са 


BRIMAR 
TRANSISTORS 
T81, 18/5. TS2 21/-. 
TS8, 24/-. TP1 or TP2, 40/-. 


TRANSISTOR 
TURNTABLES 


by Lenco, Garrard, Collaro, 
eto. 


R1155 RECEIVERS 
Available on Easy Terms. 
In original wood transit oases. 
Brand new, £]1/19/6. 
Used, Grade 1, £9/19/6. 
Used, Grade 2, £7/19/6. 

Carr. 12/6. 


Power Pack and Output Stage 
with 61in, Speaker, Б Gns. 


SPECIAL OFFER 
TAPE DECK 
MOTORS 


Antl-clockwise, shaded pole. 
Colaro 25/-. Garrard 26/6 
B.T.H. 99/6. Post extra. 


TV CABINETS 
See our November advt. for 
illustrations and details 
The "DE LUXE” £8/10/-. 
Cam. 19/6. 
The " ROTHESAY ~ 
£9/19/6. Carr. 15/-. 


BAND Iii AERIALS 


All types in stock, also 
Dipiexes, Crossover Boxes, 
Oo-ax. Plugs, Зоскеќа and 
Cable. 


IGRANIC JACK 
PLUGS 


2/6 


Н.Р. TERMS AVAILABLE on certain goods. 
quirements. Send 3d. stamp fer our NEW BARGAIN LIST. 


OPEN ALL DAY SATURDAY 


42 TOTTENHAM COURT 
ROAD, W.1. 


Nearest Station: Goodge Street, 
MUSeum 2605 


ALL MAIL ORDERS TO HARROW ROAD PLEASE 
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FILAMENT TRANSFORMERS 
All 200-250 v. 50 c.p.s. primary, 


finest quality, fully guaranteed. 
65:39 1155 атр... 5/11 
ӨЗУ 3" amp..--.-d0* 4- 9/6 
633 ўар... кеа,» 4[6 


l 
0-30 y. 2 amp. tapped voltages 19/6 


MAKERS’ SURPLUS TV 
COMPONENT BARGAINS 


WIDE ANGLE 38 mm. 
Line -E.H.T. trans., ferrox-cube- 


co ӨӨ КҮ... ... c Sadonganua 25/- 
Scanning Coile, low imp. line and 
frame 
Ferrex-cube cored Scanning. Coils 
and Line Output Trane, 10-15 
kV, EY51 winding. 


Line Trans. 


Scanning Colls low imp. line an 


me TRO M PUO med 17/6 

Frame or line blocking osc. trans- 
с. 2 5 ОВЕ TES SL Do 4/8 
Focus Magnete Ferrox-dure 19/8 
P.M. Focus Magnets, Iron Core 19/6 
Duomag Focalisers ......... 2218 
300 ја. Smoothing chokes 15/- 

‚ Electromagnetic focus сој 

combined scan colls.............. 25/- 


STANDARD 35 mm. 
Line on Ттапвїогшегв. No 


and 63 v. 
ETT СПП .................... 
Scanning coils. Low imp. line and 


АГїйе ...................з»з.. 
Ditto by Igranic............ 


Frame output transformer. . 
Focus Magnets: 


Without Vernler................ 19/6 
Mah Vernier .................. 17/6 
Focus Coils, Electro-magnetic...... 12/6 
200 m/s. Smoothing Chokes........ 10/6 
LASKY'S FOR 
VALVES 


20,000 IN STOCK 


Here are a few. examples of brand 
new surplus and imported valves: 


EB91 7/6 EF4 10/6 EY51 12/6 
EB41 716 EF80 10/8 EO8i 11/6 
EABC80 10/- EF85 10/6 Eyse 14/6 
EAF42 10/- EF86 12/6 EZ40 8/6 


ECC83 - 6К7 РІ81 13/6 
EQCB2 9/- бо? 10/8 РІ82 10/6 
ECC81  9f- 6R7 6/6 PL83 11/6 
Y2AT7 8/6 524 9/6 PY80 10/6 
12AU7 DAF96 10/- бАТб 7/6 


876 
12AX7 9/6 DL96 10/- 216 
DE96 10/- 185 1/6 
DF96 - 384 7/8 
ECHB81 11/6 Betof432/0 174 6 
ECL8& 11/6 DM70 9/- 185 6 
Also full stocks of B.V.A. Vaives and С.В. 


Tubes at the new lower list prices. 
WRITE FOR COMPLBTE LIST 


Write stating re- 


TWO ADDRESSES FOR PERSONAL CALLERS 
EARLY CLOSING : THURSDAY 


370 HARROW ROAD, 


PADDINGTON, W.9. 


(Opposite Paddington Hospital) 


LAD 4075 and CUN 1979 


y 
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MUSeum 5929/0095 


EUSton 5533/4/5 


WIRELESS WORLD 


CLYNE RADIO LTD. 


18, TOTTENHAM COURT ROAD, LONDON, W.1 


(50 yards only from Tottenham Court Road Tube) 


All post orders pleaseto:—24-26, HAMPSTEAD RD., LONDON, N.W.1 


DECEMBER, 1956 


THE Е.С. GRAM REPLACEMENT 
CHASSIS KIT 


Still avallable. Our yery popular Gram 
Chassis replacement Kit. For long, 
medlum and short waves and provision 
for gram. Valves 6K8, GK7, 6Q7, 6V6 and 
6X8. For А.С. Mains 200/250 v. Chassis 
size: 13/10. x 5}in.x%pin, Dia) size: 101а. 
x4jim, Assembly ie simplified by use of 
ready assembled coil pack. Illustrated 
booklet with full assembly instructions, 
with itemised price lat, is 1/6 post free— 
or the kit complete to last nut and bolt 
at £8/8/-, plus 2/6 P. & P. 


ee 


ACOS TYPE 7 Crystal Microphone 
Inserts. Brand New, '7/6 each, post 


free. 


THE 
JASON FM TUNER 


Based on the booklet by Data Publications 
Ltd., 2/- post free, including our individually 
priced Patts List. Highly sensitive, free 
from drift. Incorporates 4 valves 6AM6 
and 2 specially graded G.E.C. Crystals. 
The kit supplied includes drilled chassis 
with tuning condenser, scale calibrated 
in m/es, and attractive bronze stove- 
enamelled front plate already mounted 
(illustrated), Front plate size 8in. x Sin. 
chassis Tin. x 4}in. x Ijin. Complete 
standard kit £6/15/- plus 2/6 P. & P. 
Fringe area kit £7/15/-, plus P. & P. 


We can now supply complete kit for power pack suitable 


FM POWER PACK KIT. к 
for the above F.M. tuuer or any other similartype. Price for the complete kit ls 37/6 


only, or 52/6 for reaty assembled unit. This pack is extremely emall, incorporating 
valve rectifier type 6X4 and bullt on chassis size only 6x4xljin. Optional extra for 
power pack. Bulgin Octal Plug 2/3. 


THE T.S.L. FM TUNER! 


We can now supply this FM/VHF adaptor 
either in kit form or fully assembled, 
wired and tested. Our price for the ready- 
built unit, which incorporates its own power 
supply, is £13/15/- only, tax paid, plus 
53. P. & P. or Н.Р. terms. Magic eye tuning 
indicator, just plug in, 19/- extra. Or the 
kit complete as specified £10/19/6 plus 3/6 
P. & P. The booklet “FM TUNER 
CONSTRUCTION” (32 pages) with full 
technical data and point-to-point wiring 
diagrame together with our separately 
priced parts list. is available at 2/6 post free. 


THE T.S.L. AM/FM CHASSIS! 

Exceptional value. Covers L.M. and S.W. plus FM! 8-valve push-pull output. Ferrite 
rod aerial, Valve line-up ECC85, ECH81, EF89, EABC80, ECC82, two 6BW6s plus БҮЗ 
Large full-vision dial, size 14] х біп. Chassis size, overall: 15 x 7} x8in. high Tax paid, 
26 шне pt 5/- packing and carriage. A supplementary extra is magic eye EM34, 
complete with escutcheon and fixing cable at 26/-. Н.Р. terms available. Demonstrations 
at 18 Tottenham Court Road! 


INTRODUCING THE NEW T.S.L. FM TUNER UNIT. 

This compact unit with built-in power supplies has been designed by craftsmen to standards 
which will satisfy the most critical enthusiast. Brief specifications: Valve line-up; ECC85 
2-EF89, EABC80, 6X4 and EMSO. Overall size: 10jin. W.x5¥in H.x6}in D. Dia! 
size 10}in, x 5]in. Attractive plastic dial in Black and Gold with easy-to-read calibra- 
tion. Controls: Switch. OFF FM & GRAM. and tuning. Pre-set gain control at rear of 
chassis. Connections: Co-Axial output socket, 300 ohm aerial input socket and plck-up 
input socket on rear of chassis. Price £17/10/-, plue 5/- P. & P. 


THE DULCI FM TUNER. Incorporates own power supply, auitable for use with any 
amplifier. Valve line-up. ECC85, two EF89, EABC80, 6X4 and EM80 indicator! Over- 
all size; 9 X 6 x 51in. high. Pre-Budget price £16/16/-, plus 5/- P. & P. 1Hustrated leaflet 
available, also H.P. terins. 


THE R.E.P. 1-¥VALVE RECEIVER. All-dry battery operation, for use with headphones. 
The'complete kit is available at 49/-, less batteries plus 2/- P. & P , or full instructions 
at 94. post free. 


COIL PACKS. Manufacturers’ Surplus, Miniature size, only 210. хоп. x 1]in. deep 
Iron-cored, For L., M. and 8. W. with gram. position. Switch һан 2In. spindle. Absolutely 
brand new, complete with circult, Price only 27/6, plus 1/6 P. & P. A snip! 


TELEVISION, TURRET TUNERS 12| JUST ARRIVED! 


SPECIAL PURCHASE! MANUFACTURER'S SURPLUS. 


Owing to favourable purchase we can offer strictlv 
limited quantity of these handsome сһаєѕів. AC/DC 
200/250 v. for Medium and Long Waves, plus gram 
position. Incorporates own frame aerial. Valve 
line-up; U107, N08, DHIO7, W107 and X169, Overall 
chassis візе 12x5}x7pin. high, Attractive bronze 
dial with gold and cream lettering. Dial size 113 x 
4jin. Scale length 7}in. Logging scale provided. 
Price £7/19/6 ошу, tax paid, plus 3/6 P. & Р Н.Р. 
terms. £4 deposit plus four monthly payments of 22/-. 


DS 


Splendid unrepeatable offer ! ! Dulci F.3 Radiogram chassis, 


We have been very fortunate in belng able to obtain a 
limited quantitv of this well known and highly efficient 
chassis whleh we are able to offer at a greatly 
reduced price. 


Specification: 

Three waveband: long  1,000-2,000 
metres; medium 187-540 metres; short 
16-50 metres. Valve line-up: X79, 
6BA6 or W7A7, 6AT6 or DH77, EL84 
or N709, 6X4 or U78. 

Four controls. tone/on-oft. 

Volume wavechange. 

Tuning: output 4 watts matched to 3-5 
ohms. Incorporates latest Ferrite Rod 
Aerial Pick-up sockets and mains 
supply for Gram motor. Overall 
dimensions: 12in. L. x 7in. D. x 7tin. H. Attractive 
dial with red, gold and green lettering on black back- 
ground. Size 11}x4}in. Price only £10/5/- plus 
3/6 p. & p. 


—_—— —_————______— 
THE COLLARO HIGH FIDELITY TAPE TRANSCRIPTOR 
Available from stock. Standard cream polystyrene cover plate with maroon coutrois. 
£20 plus 3/6 p. & p. 

Special clear polystyrene cover plate but sprayed gold on the outside. Maroon controls. 
£20/10/- plus 3/6 p. & p.! ý 

Leatherette covered portable case to accommodate the deck with cut-out for magic 
eye, also small elliptical speaker. Price 63/- plus 3/6 p. & p. Suitable 7 x 4in. elliptical 
speaker 21/6. All leading makes of recording tape and microphones are suitable for 
the above and can be supplied if desired. Н.Р. TERMS AVAILABLE. London's largest 
selection of tape recording equipment! 


AM/FM KIT 5 
Introducing the JASON AM/FM KIT for i 
medium waves and Е.М] LII 
As illustrated this is a very high quality 
chassis incorporating 8 of the latest miniature і 


valves, plus DM70 magic eve. Kits are 
available for chassis complete with output 
stage at £15/5/-. Also less output stage 
but. with own built-in power pack at - 
£13/19/6 only. These are high fidelity 
unita and exceptional value at these prices 
which inc!ude all required components and full construc- 
tional details. Fully illustrated Data Booklet with full 
constructions details, plus Individually priced component list. available per return o. 
post at 2/- post tree. Both plus 3/6 Р, & P. 


DULG} НАТ AM/FM TUNER 


This unit has been designed for Quality Reproduction and built, to the highest technical 
standards. Contains own power supplies. Brief specifications: four wavebands: VHF 
87-101 mc/s. Short, 16-50 metres, Medium, 187-540 metres. Long, 1,000-2,000 metres 
Intermediate Frequencles: 10.7 mc/s and 471 Ke/s. Full A.G.C. on all A.M. Bands and 
Amplitude limitation on F.M. Band Three controls: ON/OFF, Volume, Tuning and Wave- 
change. Valve line-up: ECC85, ECHAI, 


We have six types now available irom | The “Imperial” AM/FM Radiogram EF89, EABC80, EM80 and EZ80. Attrac- THE R.C.3/4 TT AMPLIFIER КЇТ 
stock, to cover Bands I and III—íully | Replacement Chassis. Overall measure- tive dial in Black with Red, Green and Compare the advantagesi 
Mlustrated and descriptive leaflet avail- | mente 1310. x Gim x Tin. high. Dial Gold lettering, size lljin. х S§ln.| Treble bass AND middle coutrojs! For 
able on request. Each unitis fully aligned | cut-our required only 101. x  2jln. Chassis size (overall) 12in. W.»7Bin. Н. | crystal or magnetic pick-up} А.б, Mains 
and thoroughly tested before despatch. | Covers long, medium and FM Features x 8jin. D. A low impedance of 47K | 200/250 v. Valve line-up: 6V6GT, 68@7, 
Valves employed are РСЕЗО, PCC84| Include тегу ohm output makes matching to amplifer| metal 8X5GT. Negative feedback. Built 
тог AC/DC and ЕСЕВО and ECC84 ior | attractiveblack non-critical. Weight: 1216. Price on stove enamelled steel chassis, measuring 
AC. Price complete £7/7/-, 2/8 Р.&Р | and gold dial, £20/17/-, plus 5/- P. & P. only 8ш. х 4in. x liin. Four engraved 
Type Sound MC/s Vision M/Cs Hester | 4-button, pus» cream knobs are included in the price of 
TT348 38.0 34.5 Series button unit the complete kit with oll necessary praotical 
ТТЗАР 38.0 34.5 Paralle! | gram position am Е Cel a pd only, 
5 F ruo- 
Li m о Seabee Lr rg DULCI AM/FM CHASSIS H4 tion Book, 3 
^ Ry HOTH 
ш». 105 140 Senes, | tinuously variable Ulustrated leaflet available. D., M.and| trated, for 
ДИЗ Have large Selenisa af nE Alt con- tone control. A.C. Short Waves plus F.M. This isa quality | 1/-. Post 
vertere for all areas from 99/8; also | mains 110/230 v. Valve chassis 6 latest B.V.A. Mullard Valves, freel — This 
aerials, low-loss co-axial cable at P line-up Е141, EOCC85, including magic eye. High Q inductances amplifier orn 
pet yard. Ara you оп our mailing Het? ПАВСВО, EFS9, ECH81, plus metal recti- throughout, also Ferrite rods. Price із | be suppliei 
THE FAMOUS UNIVERTER- COMPARE | fet, , Price complete £16/19/6 tax paid. £24/8/- cash—or Н.Р. terms. assembled, 
THE PRICE Н.Р. terme available. tested, tad 
Handsome walnut cabinet. Suitable аг 6v. VIBRATOR PACK ВСА ready ог 
areas, Covta'ns own power supply | (арш 6 v. Output 300 v. at 80 ma. D.C. fully smoothed. Incorporates @- pin] | plus Pari 
rir ошен eri, Fourreve | | Vibrator, ОАА сенй, Neary duty iransiormer, ee,” Variable output. Dimenatos | | Ва Шул; 
$6/19/6 plus 3/6 P. & P. 2 x44x6in. Brand new. Limited quantity only. 35/- plus 2/- p. & p. is believing. 


Our advantageous Н.Р. te. m: 


e are availabe on апу single Please add postage under £l, or Cash with order. 
item over £5. Let us have your i 
CUPIS to 6 p.m. Monday to Friday. 


MM CC MÀ € € “--————=-——————— 


C.O,D. charge extra—open ? a.m. 
Sorry but we close | p.m. on Saturday 
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THE “ ECONOMY FOUR” T.RF. KIT. 
three-valve plus metal rectifier receiver. 
Medium and Long waves. 


mains 200/250 v. 
down to the last nut and bolt. 


WIRELESS WORLD 


6K7, 637 and 6V6. Chassis ready drilled-Cabinet 

size 12in. long by біп. high by Sin. deep—Cholce 

of ivory or brown Bakelite, or wooden walnut 

finish cabtnet. Complete instruction booklet 

with practical and theoretical diagrams. Each > 
component brand new and teeted prior to pack- I" 


ing. 
this set ів being 
premises! 


Our price 25/10/- complete— Remember 
lemonstrated at our shop 
We proudly olaim that our fully 


illustrated instruction booklet {в the most com- 


prehensive available for this type of receiver—Booklet available at 1/6 post free. This is 
allowed if kit is purchased later. Plus 2/6 packing and саггіаре for complete kit. 


THE **SUPERIOR" FOUR KIT, Our 
new four-valve recetver. А.С. malna, 
200/250 v. M. and Long waves. Ae with 
our very succeasful " Economy Four "' all 
required componente as supplied. Valve 
line-up: 2 68G7, 6 X5GT and 8 V6GT. 
Chassis ready drilled. Cabinet size 10110, 
X lOin. wide. Maximum depth at base 
Sin. tapering to 3}in. at top. Sloping front. 
Very attractively finished in light walnut 
and peach. Each component brand new 
and tested prior to packing. Complete 
instruction booklet with practical and 
theoretical diagrams is provided. Booklet 
available at 1/6 post free. Our price for 
complete kit, £6/9/6! Please add 2/6 
packing and carriage. Jf preferred, we can 
supply Cabinet Assembly only, comprising 
Cabinet and bracket wave-change switch, 
dial, pointer, drum pulleys, drive spindle, 
drive spring and knobs, at 45/-, plus 2/6 
packing and carriage. N.B.—Our kits 
are even supplied with sufficient solder for 
the Job. 


—————————————————— 
N.B.—All our T.R.F, Kit circuits now include specially wound Denco “t Max-Q ” coils 
on polystyrene formers, improved performance! Price remains the same. 


SURPLUS BARGAINS 


METERS 

F.S.D. Size Type Fitting Price 
50 microamp D.C. 2in. M.C. ka E E ЗЕ E 50/- 
50 microamp D.C. bin, MO. Rectangular .. .. 120/- 
50 microamp D.C. 4in. MO. Rectangular a 
50 microamp D.C. 3hin. M.C. RR... Б, 
100 microamp D.C. 2Ha. MC. 
200 microamp D.C. 2in. м.о. 
200 microamp D.C. 3jin. M.C. 
500 microamp D.C. 2in. M.C. 
1mA. D.C. 2in. M.C. 
1 mA, D.C. 2in. MO 
1mA. D.C. 2in. M.C. 
1 тА, D.C. 2}in. М.С. 
50 mA. D.C. 2in. M.C. 
500 mA. D.C. 2tin. M.C. 
5 amp. R.F. 2in. Thermo 

р. R.F. 211. M.C. 
120-0-120 amp. D.C. zin. М.С. 
150 атар. А.С. 4in. M.I. 
1 атр. R.F. На. Thermo 
3 amp. В.Е. 2in. Thermo 
20 amp. D.C. Zin. — 
25 amp. D.C. йт. ML 
30 amp. D.C. 2yin. ML 
15 volt A.C. Qhin. MI. 
15-0-15 volt D.C. 21in. M.C. 
300 volt AO, 21in. MC. 
300 volt А.С. Зп. MI .R. 


Square, F.R. = Flush Round. 


No. 17 Mk. If TRANSMITTER/RECEIV ER. 
Built Into a strong wooden cabinet 151п. x 
l4in.x9in, Complete with headphones 
and microphone. Range 5-8 miles with 
simple aerial 44-61 me/s. (5-7 metres). 
Uees standard 120 v. Н.Т. and 2 v. L.T. 
batteries. Complete with instructions, 
45/- each plus 7/6 post and packing. 

24 VOLT ROTARY CONVERTER. Input 
94 v. D.C. Output 200/250 v. A.C. 100 
watis. Complete in blaek steel box 
18}in, x 11jin. x 8in. Weight approx. 
301Ъ. Completely smoothed, incorporates 
Sodium Lamp transformer. Brand new, 


92/6. 

HEADPHONES. Low resistance. Brand 
new ex-W.D. type CLR., 7/6 per pair, 
plus 1/6 p. & p. Brand new ex W.D. type 
DER, 4,000 ohms, 15/- per pair. High 
resistance, 4,000 ohms brand new light- 
weight, 15/- per pair plus 1/6 p. & p. 
TRANSISTORS! MULLARD TYPE 0.C71. 
Available ex stock at new list price of 
24/- each, post free, 

No. 38  TRANSMITTER/RECEIVER 
WALKIE-TALKIE. Range approx, 5 
miles. Coverage 7.4-9 Mc/s. The всі ошу 
complete with valves at 25/-, ln very 
good condition We also have available 
“38°? «ete absolutely complete with 
junction bor, aerial, headphones, micro- 
phone, spare set of valves, with full 
operating instructions, absolutely brand 
new in original sealed packing cases, at 
99/6 each complete station, plus 5/- 
carriage. Export enquiries invited. 


SPECIAL U.S. 0-1 mA. 2jin. taken from equipment bnt perfect, 22/6 each. Е.Р. = 
Round Projection. M.C. = Moving Coil. Thermo = Thermo-coupled. F. 8q. = Flush 
M.I. = Moving Iron. 

METER RECTIFIERS. 1 mA. by G.E.C., at 8/6, also 5 mA. by G.E.C., at 6/6. 


АН 
METER SPECIAL. We have a limited quantity of airoraft electrical thermometers, Brand 
new, by Weston, 9in. moving coil meter, flush square fitting. These meters have 4 lurninous 
scale graduated 40-140 degrees centigrade, but the full scale deflection is approximately 
150 microamps! Price 12/6 each only, plua 1/- P. & P. 


VIDEO AND SYNC. GENERATOR. 
We have a very limited quantity only 
of these unita by well-known instrument 
manufacturer. They are not brand new 
but in good condition, and all have 
minor faults, They are complete in black 
crackle metal carrying case with handle, 
and measure overal] 13іп. x 8in. x bjin. 
Wt. 15jlb. Vaive line-up is 8-12AU7. 
Units are offered less these valves, bnt 
а set of eight required can be supplied 
at the special inclusive pripe of 48/- 
per eet. It is a useful unit for pro- 
ducing Modulated bar type pattern, 
syne. pulses and sound modulation, 
independently or simultaneously, on all 
5 B.B.C. channels for servicing or setting 
up Т.У. receivers. Sound modulation at 
1,000 cycles. Incorporates Oscillator unit 
containing 8 type 954 valves (supplied), 
3 polystyrene Acorn hoiders, 10-10/70 of 
Philips concentric trimmers, 1-2 pole 5 
way rotary ewitch, 2-jin. polystyrene 
coil formers, several! useful resistors and 
capacitors. Rectifier DRMJB (supplied). 
The whole unit was originally made to sell 
at over £40. Our price is £5/10/- only 
plus 5/- p. and р. 


N.B.—From the above unit, we have а number of spare 


sets of carrying cases 
panel, and drilled chassis, 
miniature valves. 


complete with 


mitter, etc., etc. 


already punched for 
Measurements as above. 
useful case for any instrument, remote control trans- 
Price ошу 15/-, plus 2/6 p. and р. 


m 
HEAVY DUTY VARIABLE AUTO TRANSFORMER. Input: Variable from 110 to 250 volts. OUT- 
PUT: 110 and 230 v. at 1.2 kVA. Contained in grey metal case with carrying handle. Overall size: 10in. 
W. x Bin. D. x 12in. H. Weight 1 gtr. 191b Brand new! 4£8/10/-. plus 7/6 carriage and packing- 


THE Е.С. RAMBLER eee PORTABLE 


Full assembly details with practical and theoretical 
diagrams can be supplied at 1/6 post free. This 
4-valve superhet—all 
cream 
plaatic top pane]. with dial engraved in red and 
green adds to the very imposing appearance of 
thie model which 1s housed in an attractive cream 
and grey leatherette covered attache-case type 
x Tin. x 5SHin. 
Weight less batteries 4jlb., with batteries 6410. Cj 
Built-in frame 
aerial, high quality, extremely eenstitive, and very 
Valve 
Also the required 
specified, including 
cabinet, can be supplied from stock at the special 
inclusive price of £7/7/- plua 2/6 p. aud p. (less 
90 v. H.T. type 
Also L.T. 1.5 v. A.D. 35 at 1/6. 


ls a truly professional 
dry—for medium and long waves. A 


cabinet: measuring only 9in. 
This set really haa everyihing. 
adequate volume from the 5in. speaker. 


line-up 3V4, 1R5, 185, 1T4. 
components, exactly as 


batteries). 
B126 at 10/-. 


Uses Ever-Ready 
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RAMBLER MAINS UNIT! At last we are able to offer our special mains units kit for using 


our popular all-dry “ Rambler " on A.C. Mains. 


Complete kit, which when assembled 


fits snugly into battery compartment, сап be supplied at 47/6 plus 1/6 packing and postage. 


Price includes all required components, and 


full assembly instructions, N.B.—T 


his unit 


is completely self-contained in a metal box measuring Tim. X 2jin. x liin. and is ideally 
suitable for ANY all-dry battery portable requiring 90 v. Н.Т. and L5 L.T. 


THE R.C. 2 AMP. BATTERY CHARGER 
KIT. Our new 2 amp. charger kit is now 
available, Includes handsome well- 
ventilated black stove-enamelied steel box. 
size 7jin. x 34in, x 34in. Fully shrouded 
first quality transformer, brand new G,E.C. 
rectifier. Mains use, etc., or charging 6 or 
12 v. batteries at 2 amp, Absolutely com- 
plete kit with full practical and theoretical 
instructions. Price 33/6 plus 2/6 P. & P. 
Can be supplied assembled and tested at 
41/6 plus P. & P. Heavy duty crocodile 
clips suitable for car battery lugs, optional 
extra at 1/6 per pair. 

POWER PACK. By leading manufacturer. 
Input 200/250 v. Output 350-0-350 280 
mÅ., 6.3 v., 8 a., 6.3 v.2 a., 4 v.7 a., 5 v. 
2a. Fully smoothed. Incorporates valve 
rectifier GZ32. Chassis measures 13in. x 


Tin. x Bin. Wt. 221. Few only at 
£4/19/6. plus 3/6 p. and p. 
MAINS TRANFORMER SPECIAL ! 


Primary: 10-0-200-220-240 v. Secondary 
windings: 375-200-0-200-375 v. at 250 mA, 
Double wound 230 v. at 6 amp. 6.3 v at 
3 amp., 6.3 v. at 3 amp., 8 v. at 0.25 amp. 
Unshrouded, fully impregnated drop- 
through type. 50/-, plue 1/6 p.p. 


FOUR-SPEED CHANGERS! The new 
B.S.R. 4-speed auto-changer in attractive 
cream and gold finish, now availabe 
only, plus 3/6 
p. and p. Н.Р. terms available. 


B.S.R. MONARCH. The very popular 
3-speed mixer auto-changer. Complete 
with turn-over crystal pick-up. Complete 
in original manufacturer’s cartons, fully 
guaranteed. Price only £7/5/- carriage 
paid. Buy now! Quantity at this price 
strictly limited, 


GARRARD R.C.110!!! 3-speed mixer 
auto-changer unit with G.C.2 t/o crystal 
head. Cream and brown finish. Brand 
new in sealed manufacturer's cartons 
with fitting and operating instructions. 
27/19/68 plus 5/- p. and p 


RC.54. Special Purchase! Latest type 
3-speed incorporating " T' type turnover 
head. Cream finish. Original manufac- 
turer's cartone. £8/19/6 only, plus 
3/6 p. and p. Н.Р. terms available. 
VALVES 
We have perhaps the most up-to-date valve 
stocks in the trade. А etamp will bring 
complete list but the following isa selection 
only of brand new imported valve types, 
fully guaranteed. Purchase tax paid. 
ЕАВС80 10/- DAF96 10/6 PL83 
EAF42 10/- DF9 10/6 PY80 
7/6 DK92 10/8 РҮЗ1 
7/6 DK96 10/6 PYS2 
10/- DL96 10/6 PY83 1 
11/6 ог39/6регве UBC41 10/6 
ECC81 9/- oi tour ME 
4 


from stock at £9/15/- 


10/6 PCF80 12/6 
10/6 PCF82 12/8 
10/6 PCC84 19/6 
12/6 PL&1 13/6 5085 10/- 
10/- PLS2 10/8 5065 10/- 
In addition we naturally have all usual 
surplus trpes available such as 6V6GT, 
etc. All in our valve price list! 


plain front 
A very 


LYNE RADIO LTD. 


18, Tottenham Court Road, 


TELETRON BAND III CONVERTOR! stil! 
available, this very popular convertor kit as 
illustrated and fully described in previous 
issues of the ** W.W.” For use with 
most T.R.F. or Superhet Band I T.V. Re- 
eeivers,  Coustrucíion details only, with 
separate individually priced parts list, 6d. 
post free. Kit complete as specified 48/6 
plus 2/- P. & P. 


Mk, П Fringe area version kit complete 
59/6, plus 2/- P. & P. Power pack kit lor 
either of above 25/-. 1 


We carry comprehensive stocks of all Band 
ПІ Convertors by leading maunfacturers. 
Also aerials, cross-over boxes, air-spaced 
low-loss eo-axial cable at 10d. per yard. 
Let us have your enquiries. Any branded 
couvertor supplied on H.P. terms! 


MAINS TRANSFORMER BARGAINS. 
Limited quantities, Manufacturer's Sur- 
plus 350-0-350, 80 mA., 6.3 v. 3 a., 5 v. 
2 а. Half shrouded, drop-through, 14/8 
only, plus 1/6 P. & P. 230 v. Input, 300-0- 
300 80 mA., 6.3 v. За., 4 v. 2a. Tropical- 
{sed drop-through type, 9/8 only, plus 1/6 
P &P. Input 110/230 v. Auto load 230 v. 
750 mz 350-0-350 130 mA. Tapped fila- 
ment winding 6 у. 3 a., 15 v. 3 a., 21.5 v 
б a., also 5 v. 2 а. Tropicalised drop- 

through type, 21/- plus 2/6 Р. & Р. 
270-0-270, 100 mA. 6.3 v. 3 a., 5 v.2 a.. 
200/250 v. Input universal mounting, 
16/6 plus 1/6 P. & P. 


CATHODE RAY TUBES! SPECIAL 
OFFER 


Few only by leading manufacturer- 
17in. Type C17FM, original cartons. 
full guaranteed. Price £14/19/6 
tax paid, plus 10/- P. & P. ИР. 
available. 


. RECORD PLAYERS CABINETS—to euit 


all types of single record and auto- 
changer units. Priced from 45/-. Send 
stamp for fully illustrated list. 


Another Cabinet Bargain! Special purchase 
of wainut trolley-type cabinets originally 
intended for use in projection T.V. Easily 
recognised as being of leading High Quality 
manufacturer's stock. Can be easily adap- 
ted to house tape recorder, amplifier, radio- 
gram, etc., etc, Measurements external 
Q4hin. x l6in. x 29in. The whole is 
mounted on castors. Ünrepeatable bargaln 
at £5/19/6 plus 10/- packing and carriage. 


We have a large selection of ali type 
cabinets. A stamp will bring list. 


London, М.І. 
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There is always a fine selection of equipment at 


2 METRE RECEIVER TYPE R 1392 | 


Air Tested 
15 Valve Superhet 
Frequency 95-150 Mc/s 
(2 to 3 metres) 


Valve line up: 1st and 2nd В.Е, 
Amp. VR.136 (EF.54), 1st Local 
Oscillator VR.65 (SP.61), 2 Oscil- 
lator Multipliers VR.136 (EF.54). 
3 I.F. Amp.  VR.53 (EF.39). ‘ 
A.G.C. 6Q7. Output 6]5. Muting - 

VR.92 (ЕА.50). Noise Limiter VR.92 (EA.50). B.F.O. 6J7. Mixer 
VR.136 (EF.54). De Mod. 607. 

Slow motion tuning, normally crystal controlled, or tunable over 95- 
150 Mc/s. Power supply required: 240-250 volts at 80 mA. 6.3 volts 
at 4 amps. i 10їп. Standard Rack Mounting. 


Size 19in. x 10іп. x 


£6, 19/6. Complete with valves and circuit diagram, checked and 
Air Tested. Packing and carriage 17/6, 10/- returnable on packing case. 


AN/APN.1 TRANSDUCER 


This Unit consists of Magnet, and Coil which 
is attached to an aluminium diaphragm sus- 
pended freely and perforated to prevent air 
damping. Mounted on a Ceramic cover 
which sits over the diaphragm is a form of 
2-Gang capacitor which has a swing from 
10-50 pF. 

The above unit is used as part of Wobbulator 
described on page 252 of the June “ Wireless 
World.” Price 7/6 p.p. 


EARPIECES 
2,000 ohm C.H.R. or balanced armature type, low resistance singlé 
units 3/6 each plus 6d. p.p. 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
BATTERY CHARGING LEADS | 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
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саи of cab type twin cable and 2 large croc. clips, new and boxed, 
3/- p.p. 

RADIO ALTITUDE METERS 

5 mA basic movement Зіп, dia, circular scale with approx. 300° sweep. 
6/- plus 2/- p.p. 

TWIN COUNTERS 


(Gallons gone) 24V, reading 4 figures and reset contained in housing, 
size 4in. dia, by 5in. long. 15/- plus 2/- p.p. 


RECEIVER UNIT Ex 1143A 


10.72 Mc/s. L.F.s. Frequency 100-120 
Mc/s, suitable for conversion to 2 
metres and Wrotham. 

Owing to а large purchase we can 
offer these units folz valved with 
circuit diagram at 25/- each plus 
3/- post/packing. Valve 
(4) HF50, (1 EL32, 
(1) EBC33, (1) EA50. 


HEATER TRANSFORMERS 

6.3 volt, 14 amp.; brand new, 6/6 plus 1/- p.p. 
NICKEL IRON CELLS 

1.2 volt, size 3} x21 x lin; unfilled 5/- plus 1/- p.p. 
POST OFFICE COUNTERS 

500 ohm, 4 figure, no reset; size 5 х1} xlin. 5/- p.p. 
OCTAL PLUGS 

Bulgin bakelite type, 2/6 each p.p. 


CATHODE RAY TUBE TYPE 3.BP.I 
With Mumetal screen and base. 3in. short persistence tube. 2/6 p.p. 


line-up: 
(2 EF39, 


CR 300/1 (& Power Supplies) & CR100 
Receivers 


Available for callers only 


POWER UNIT Type 173 


24 Volt D.C. Input 120V, 
60 mA. Output. Containing 
Vibrator Transformer, 12 Volt 
Vibrator, two 120 Volt Sele- 
nium Rectifiers, Chokes and 
Condensers. Size 10}in. x біп. 
х 3in, Price 12/6, post paid. 


e © ọ o o ọ 090 09 99 900909 09 09 9 € 06 в 


> TRANSMITTER Type T1131-L . 
» Frequency 100 to 156 Mc/s. Output 50 W. Crystal con- e 

trolled. 200-240 v., 50 c.p.s. Power supply. Housed in e. 
e 6ft. standard on 19in. rack. In new condition complete е 
в UU Send for full details А 


ANTENNA OR BEAM POSITION INDICATION 
SYSTEM (DESYN TYPE) 


This comprises of a Transmitter unit and Indicator which will operate 
on 12 or 24 volts D.C, and will indicate with instantaneous and smooth 
pointer movement. The Transmitter is a specially designed potentio- 
meter and will operate the Receiver on a simple three wire system and 
the receiver in this instance is calibrated in Gallons but dia! could be 
easily altered to indicate a 360° sweep. Transmitter and Receiver with 


full instructions. Price 12/6 plus 2/- p.p. 
MAGSLIPS 


in, Magslips, 50V 50 cycle A.C. transmitter and receiver units. Accur- 
Erg ШО, ‘of a degree. Guaranteed in good working order, 35/- paur, 


plus 3/- p.p. 


TYPE 62A INDICATORS 


ldeal for conversion to oscillo- / 
scopes, T.V. units, etc. i 
taining VCR.97, 
(BF.50), 2 VR.54 | 
3 VR.92 (EA.50, 4 CV.118 
(SP.61).  Slow-motion dial, 13 
Pots and scores of  usefu: 
components. Size 8} xlii x 
18in. In wooden packing case. 
£3, carriage 7/6. 


INDICATOR LAMPS 
American type complete with 6V bulbs in set of 4, 3 green jewels 
and 1 red jewel. 10/6 post paid. 


INVERTERS 


Miniature 3-phase (ex-compass unit) 24V input with 17V 3-phase. 
400 c/s. output. 'These have been used by model makers as motors 
and are known as the '*5/- Motor." Will run quite successfully on 
12 volts. 5/- plus 2/- p.p. 

MORSE. SIGNALLING LAMPS 

(Aldis type) 5in. dia. with sighting arrangement, 2 handles, keying 
switch, and.2 yards cable. In mm d carrying case. 10/- plus 3/- р.р 


RECTIFIERS 

cae cooled, brand new, 125 volt, 80 mA, 4/9 p.p.; 250 volt, 50 mA, 
р.р. 

BOOST GAUGES 

2in. dia.; suitable after minor adjustment ss car induction manifold 

meter. 2/6 p.p. 


THROAT MICROPHONES 


Type T30. U.S. Manufacture - 
Complete with elastic strap. Lead termiriating at 2-pin plug PL.291. 
and socket JJ-048. New and boxed, 3/- each, post paid. 


WANEMETER TYPE W.1310 


Coverage 155 to 230 Mc/s. continuous, complete with Test Prod. 
Input 230 v. 50 cycles. New condition. £3/10/- plus 7/6 carr. 


All these fine offers are on display at - 
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PROOPS »о по - The Walk-atround Shop 


MINIATURE I.F. STRIPS 


R.F. UNITS 


R.F.25 40-50 Мс/ѕ. R.F. 20-30 Mc/s. 
Switched Tuning. Valved. 9/6 each. 


Size 102 x21x3in. Frequency 
9.72 Mc/s. 2 EF.92s and 1 
EF.91 LF. amps. EB.91. DET/ 
AGC.. EF.91 AGC. Amp. and 
EF.91 Limiter. Circuit sup- 
plied, 


Packing and postage 3/- each. 


Price 8/- less valves 
P ost paid. 


WIND FINDING ATTACHMENTS 


Comprising two small counters. Two Desyn type follower motors 
(ideal for antenna direction indicators). Size of motors liin. long, 
lin. dia. Terminal block 6-way, toggle sw. Housed in metal outer 
case, fitted with plastic 360-degree dial. Price 8/6, post paid 


І.Е. AMPLIFIER UNIT 


460 Kc/s with IT4. Brand New and Boxed. Fully 


Screened in plug-in Box. Size 21in. x lin. X 4}in. 
BLOCK CONDENSERS Price, with circuit, 10/- ea., plus `1/- p.p. 


8 mfd. 600 v. W., 5/6 each, post paid. 4 mfd. 400 v. W., 4/- each, 
post paid. 


BUZZERS 
6 volt A.C. with tone adjuster; size 2X 1 X2hin. 4/« p.p. 


BLOWER MOTORS 
24V, but will run successfully ог 12V for car heater, etc. Size 4} x 
2in. dia., 12in. inlet and Jin. outlet. 12/6 plus 2/- p.p. 


STUD STITCHES 


20 segment 5/16in. studs, base 5in. square with handle and housing. 
New and boxed. 5[- plus 1/6 p.p. 


SPECIAL OFFER—MALLORY VIBRATOR PACKS 
en 150 volt 40 mA. Brand new and boxed, size ni X51 x3in. 
6 p.p. 


APQ2 RADAR JAMMING UNIT 


А room - to - room 


Ta) 
telephone . . , a ) 


Ideal for two-way conversation, 
house-to-garage or internal com- 
munication. 


€ No batteries re- N 


quired Freq. 450-710 Mc/s. Containing 931a Photo Multiplier Cell complete 
9 No. solüeri with resistance network and light-proof box. Wide band amplifier; 
oldering re- 2-6AC7, 1-6AG7, 2-388a. This unit is similar to the APQ9 jamming 

quired unit. Brand new, £5 plus 10/- carr. 


MAINS POWER UNIT Type 234 


(For use with Receiver R1392) 
Double Smoothed 200-250 v. 
50c Input. 240 V. 100 mA. 6.3 at 
6 amps. with Volt Meter reading 
input and output voltages. Size: 
19in. x 10in. x 64in. Standard 
Rack Mounting. Price £4/10/- 
| each, plus 7/6 carriage. 


€ just connect it up and 
E 355 P it works 


The sets consist of 2 high-quality 
\ microphone|receivers (new and 
4 I boxed) and 15 yards of twin wire. 


PE. 


plus 1/- postage 


Make a miniature POCKET RADIO 


oratin: high n 2 THE COMPLETE KIT OF PARTS 
d g E Q ipgiudes a Type OL10 Hearing Aid (with 
technique using the New Ferrite stal microphone) in perfect working 

ы E = er with miniature earphone and moulded 
rod. Made possible by simple ear insert attached; ferrite rod, germanium 


" diode, components, circuit diagram and full 
conversion of an ex-Govt. Hear- Шоно ; = 


ing Aid. PRICE £2 65. Od. Post paid. 
Technical Details. A Germanium (less batteries) 
Diode Detector circuit followed by ALL COMPONENTS SOLD 
oe ei А ioi SEPARATELY 

the existing ane А mplifier, giving Wo 71 теш 
adequate amplification throughout Plastic Eat mould ...... ees 20 
the medium wave band. Ferrite Road ........ Bava 5 0 

Р - A А Conversion Components ... 40 
This conversion can E carried out Batteries 1.5v. L.T. (Type D. 18) E 
in approximately 30 minutes. 30 v. H.T. (Type B 119).. 4 3 


А -- NOTE: As the crystal microphone is not 

SEE and HEAR this Miniature zum in the Pocket Railio; " can, if desired. Я 
е used as а general microphone and it does 

POCKET RADIO demonstrated. not require a matching transformer. Overall size 33” X 24 X1 


NOTE: Carriage prices quoted apply only to England and Wales. 


NOTE : Orders and Enquiries to Dept. “W”. Shop hours 9 a.m. to 6 p.m.—Thurs. 9 a.m. to | p.m. 
PROO PS OPEN ALL DAY SATURDAY Telephone: LANgham 0141 
BROS. LTD. 52 TOTTENHAM COURT ROAD, LONDON, W.! 
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Export enquiries invited, 


WIRELESS WORLD 


MODERN ELECTRICS LTD. 


164 Charing Cross Road, London, W.C.2. 


Correspondence in French or English. 


DECEMBER, 1 


956 


Tel.: TEMpie Bar 7587. 


Covent Gdn. 1703. 
Cables: Modcharex, 


London. 


Prompt attention to post orders. 


TAPE RECORDERS GARRARD AUTO UNITS TEST EQUIPMENT MICROPHONES 
RC98 4 speed ......... £19 17 ACOS 
ene TEE... 46 215. RCB 4 speed м. £17 18 o| Mic 22 (Crystal) ..... £4 4 0 
GRUNDIG TKS ...... 72 BMS. | ncI2ID 4 speed ...... £13 13 0| Mic inserts for above £l 0 0 
GRUNDIG TK820/3D 98 ens. | TRANSCRIPTION UNITS | Бишк Meter. 0| Mic 3s (Crystal. £i 5 0 
МОМ ж... 75 gns. | Connoisseur ......... £28 || 0| Wide Band Sig/Gen. £30 0 0] y yopTRAPHONE 
FERROGRAPH 2A/N 76 gns. | Garrard 301 ............ pe p ^. yw ШСМ WD 
FERROGRAPH 2AN/H Lento шшш Dic Minas M eee PE 5 g| VS) упав. auras £818 6 
| 86 gns. SPEAKERS laa for ie RESLO 
d W.B. STENTORIAN odelB ............ УМС (low imp.) ...... £6 0 0 
VORTEXION 2A ...... 80 gns. HFBI6 Carrying eee (ог а wee RUIT wie.) ee £815 0 
VORTEXICN 2B...... £99 т816 Быр АС FILM INDUSTRIES 
BRENELL 3 SPEED 48gns.| [52 ADVANCE oum d d — 
ж Н.І. (Sig./Gen,) ...... £28 0 0| MICROPHONE ST 
ELIZABETHAN v 65 gns. НЕТОІ2 Universal coil E.2 igen). ` £32 10 0 Floor, 3 extensions ... єз " g 
Е GOODMANS Pie... £22 5 0| Table Stand ............ 
Recording Tapes пет дас, "—— o E. ua Mense 445 0 0) LEAK AMPLIFIERS 
t. j3 А 
, : А; А 0 TL.IO complete ...... £28 7 0 
FERROGRAPH 45/- 26/9 Axes. тб 6 | COSSOR Point b, TL.I2 sa... £28 7 9 
GRUNDIG BASF 40/-- IM ОГОО. cl а Oscilloscope 1035 ...£120 0 о| Point 2, TL25 £34 0 
SCOTCHIBOY 352 21/- | WHAREEBALE Oscilloscope 1052 .,.104 0 0| АСА 0 0 
SR T Л = | WIS Ош. Volt: Calibrator 1433 £18 5 0| QUAD, Mk. H оо 
EMI 88 Еа eese Fees MULLARD . 0 
ҮСЕ. TAYLOR E.A.R. 4 watt .. 0 
АСЕА 376 22/6 in | TRIX 4 wat 0 
GEVAERT 35/- 21 | Golden 10 CSB All new Taylor Test Gear іп мрз шаш 
БЕ ЕТСЕ 20/- АИ fem “л = a eu асос ALL GARRARD, CON- 
SCOTCH BOY, EMI, BASF, LON "ug с ocoocco ШЫ NOISSEUR, DECCA and 
ERNE тол reae us ТАА 
ronze Bin. ............ E E PP D 
TAPE DECKS W.B. Crossover Unit £l 10 0| CONNOISSEUR, LEAK, FER- EM PUE ША 
WEARITE .................. £3500 | W.B. Tweeter Unit... £4 4 0| RANTI, B.J., GARRARD, NOW AVAILABLE 
COLLARO Transcriptor £20 0 0 Kelly Ribbon Tweeter £12 12 0 PHILIPS, Y 


We want to buy:- 


BC 312 
£30 each. 


BC 342 
AND 


BC 348 
BCéloat #200 each 
ALTHAM RADIO CO., 


Jersey House, Jersey St., Manchester, 4. 
Telephone: Central 7834/5/6 


The COMPLETE 
TELEVISION 
SERVICING 

INSTRUMENT 


Write now for 
full details to 


AIRMEC LTD 


HIGH WYCOMBE 


Largest stocks in Europe of Government surplus material, BUCKINGHAMSHIRE 


BAND 111 CONVERTERS 


|.Т.А. Converters: London, Lichfield, Manchester. A very efficient Band 
lll Converter for all T.V. sets (including TRF). Approximately one hour 
to build! Guaranteed no breakthrough of Band |. Will convert any Band 
I Channel to any Band | Channel А.С, or A.C./D.C. Size 4} x 21 x Jin. 
Circuits, Wiring Diagrams -and Full construetional information. 


Complete Kit 65/-. Completely Wired 80/- 
. -E 


BAND ! FILTER—rejects в.в.с. from 
Т.А. aerial and improves picture. Suitable for 
all makes. Fitted in 2 minutes. 

Price 10/- inc. instructions 


Send 7jd. in stamps for circuits, 


practical drawings, of F.M. Tuner, 

Band Ill Converter, various T.R.F. 
and Superhet circuits, Miniature circuits, Switching circuit, 
Price Lists, etc. Components and information supplied 
concerning most published circuits in 
WIRELESS WORLD, PRACTICAL WIRELESS, 
RADIO CONSTRUCTOR. 


т 7 
—— 


FERRITE ROD AERIAL 


DEPT. W.W.5, 418 BRIGHTON RD., SOUTH CROYDON, 
SURREY Telephone: CROydon 5148/9 


DECEMBER, 1956 


WIRELESS WORLD 


AMERICAN “COMMAND” RECEIVERS 


Huge purchase from the Air Ministry. These famous compact receivers which can be used for a variety of pur- 
poses are offered at ridiculously low prices while stocks last. Complete with 6 metal type valves, | each of 
12K8, I2SR7, 12A6, and 3 of 12$)7, in aluminium case sizellin. x Skin. x 5in. Circuits supplied. Choice of 
Models. BC454 (3-6 Mc/s.), 27/6; BC453 (190-550 kc/s, the renowned '' Q Fiver ’’), 59/6. OR BRAND NEW IN 
OR BRAND NEW IN MAKER’S CAR- 
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TONS, 75/-. 


ВС.610 MODULATION TRANS- 
FORMERS. Brand new:spares for this 
famous American Transmitter. In 
Maker’s Orlginal Cases. ONLY £5 each. 


CONSTANT VOLTAGE TRANS- 
FORMERS. Manufactured by SOLA 
of CHICAGO, U.S.A. Primary 90-125 v. 
or 190-250 v. Secondary 115 v. precisely 
at 2 КУА, Can be adjusted for 50 or 
60 cycles operation. Primary and 
secondary are completely isolated, 
and for 230 v. output two can be used 
in series. Fully guaranteed. ONLY 
£21 each or £40 per pair. 


RF UNITS TYPE 26. For use with 
the R.1355 or any receiver with a 6.3 v. 
supply. Thls is the variable tuning unit 
which uses 2 valves EF54 and | of EC52. 
Covers 65-50 Mc/s. (5-6 metres). Com- 
plete with valves, and BRAND NEW 
IN ЦЕ CARTONS. ONLY 29/6 
each. 


MARCONI! BAND 111 CRYSTAL 
CALIBRATORS. Frequency range 
170-240 Mc/s. Incorporates 5 Mc/s. 
crystal for better than ‚001 per cent. 
кшм, Directly calibrated dial, 
internal A.C. mains pack. Complete 
with spare set of valves and instruction 
manual in  maker's transit cases. 
BRAND NEW. ONLY £4/19/6. 


TRANSFORMERS. Manufactured to 
our specification and fully guaranteed, 
Upright mounting, fully shrouded, 
normal primaries. 

425 v.-0-425 у, 250 mA., 6.3 v. 4 a., 


В 7/6 

350 v.-0-350 v. 180 ША еЗ Ба. 
5 v. 3 a., 37/6. 
250 d -250 v. 100 mA., 6.3.v. 6 a., 
5 v. 3 a., 37/6. 

250 v.-0-250 v. 60 MAs 6.3 у. (3 ав 
5 у. 2 а., 21/-. 


TRANSFORMERS, FILAMENT. 
6.3 v. 2 a., 7/6, 6.3 у. 3 a., 10/6. 


TRANSFORMERS, ЕНТ Upright 


mounting. 

EHT for VCR97 Tube 2,500 v. 5 mA. 
2 v.-0-2 у. 1.1 a., 2 v.-0.2 v. 2 a., 42/6. 
ЕНТ 5,500 v. 5 mA., 2 v. I а, 79/6. 
ЕНТ 7,000 v 5 mA., 2 v. 1 a., 89/6. 
ЕНТ 7,000 v. 5 mA., 4 v. І a., 89/6. 


TRANSFORMERS, EX-W.D. AND 
ADMIRALTY. Built to more than 
50 per cent. safety factor with normal 
A.C. mains primaries. Brand new and 
unused 

330-0-330 v. 100 mA. 4 v. 3 a., 15/-. 


L.T. HEAVY DUTY. Has 2 separate 
windings of 7 v.-0-7 v. at 12 amps. 
ONLY 42/6. 


L.T. HEAVY DUTY. Has 3 separate 
windings of 5 v.-0-5 у: at 5 amps., and 
by using combinations will give various 
voltages at high current. ONLY 29/6. 


MAKER'S CARTONS, 69/6. Trawler Band Model (1.5-3.0 Mcjs), 65/-. 
Medium wave coil unit for BC454 with instructions, 13/3 


COMMUNICATIONS RECEIVER R.1155 


The famous ex-Bomber Command Receiver known the world 
over to be supreme in its class, Covers 5 wave ranges: 


18.5-7.5 Mc/s., 7.5-3.0 Mc/s., 1,500-600 ke/s., 500-200 ke/s., 200- 


75 ke/s., and is easily and simply adapted for normal mains use, 
full details being supplied. ONLY £11/19/6. 

These are "BRAND NEW IN MAKERS TRANSIT CASES ” 
and in perfect working order, fully tested before despatch.] 
A.C, MAINS POWER PACK OUTPUT STAGE, in black 
metal case, enabling the receiver to be operated immediately, 
by just plugging in, without any modification. Can be supplied 
as follows: WITH built-in 64in, P.M. speaker, £5/5/-, LESS 
speaker, ш With 8in. P.M. speaker, £6/10/-. 

DEDUCT 10/- IF PURCHASING RECEIVER AND POWER 
PACK TOGETHER. 

Send S.A.E. for illustrated leaflet, or 1/3 for 14-page booklet 
which gives technical information, circuits, etc., and is supplied 
free with each receiver. 


CLASS D WAVEMETER 


Another purchase of this famous crystal-controlled wavemeter 
which has been repeatedly reviewed and recommended 
in the '' R.S.G.B."' Bulletin as being suitable for amateur trans- 
mitters. Covers 1.9-8.0 Mc/s., and is complete with 100/1,000 
ke/s. crystal, 2 valves ECH35, two 6-volt vibrators and in- 
struction manual. Designed for 6 v. D.C. operation, but 
simple mod. data for A.C. supplied. BRAND NEW IN 
MAKER'S TRANSIT CASES. ONLY £5/19/6. Transformer 
for А.С. modification, 7/6. 


COLLINS TCS TRANSMITTERS 


Special offer of these famous American Transmitters. Fre- 
quency range 1.5-12,0 Mc/s, in 3 bands. Employs 7 valves, 2 of 
1625 in Р.А, Stage, 1625 buffer and 1625 modulator stage, 3 of 
12A6 in oscillator stage. Radio telephone or radio telegraph. 
Provision for VFO or Crystal Control. 4 crystal positions. Has 
plate and aerial-current meters, In BRAND NEW CONDI- 
TION. ONLY £12/10/-.. Matching receivers Type 46159 
available £8/10/-. OR THE PAIR £20.- 


METERS 


SIZE AND TYPE 


2£in. Flush circular 
Zin. Flush square 


F.S.D. 


50 microamps D.C. 
500 microamps D.C. 


пка. ОС as. + Zin, Fiush square J| 
10 т.а. D.C. 24а. Flush circular (blank sea е) 10/6 
150 т.а. О.С. Din: Sluscisquane: weaves ve. 7/6 
га 24in. Flush circular 12/6 
251n, Flush circular 15/- 
21^. Proj. circular... 7/6 
21п. Proj. circular ... 7/6 
30- 0-30; amp. Dic m (Gar type moving iron  ............ 5/- 
15 volts A.C. ...... 21in. Flush circular moving 
СИ TEE LM cou ene с 9/6 
2 Kilovolts A.C.... 2gin. Proj. circular electro- 
SÉREIC солай. «= ЗЕЕ 22/6 
300 volts О.С. ...... Zn. Flush square .................. 10,6 
Enquiries invited for types not listed, 7-14 


days delivery on “ specials ” 


5 


MARCONI SIGNAL GENERA- 
TORS ТЕ-390С 
Frequency coverage 16-150 Mc/s. 


BRAND NEW IN MAKER’S ORIGINAL 
TRANSIT CASES, with instruction 
таппа! For normal АС. mains 
operation. A unique opportunity to 
Acquire Laboratory Equipment at a 
fraction of original cost. ONLY 
£27/10/-. 


159 RECEIVER UNIT. Contains | 
each valve, types EF50, EASO, SP6}, 
RL37 and 24 v. selector switch. ONLY 


RCA 8in. P.M. SPEAKER, mounted 
in heavy black crackled metal cabinet 
with chromium grill, and padded feet. 
Size Ilfin. м. x lOjin. h. x біп, d. 
Ideal for use with receivers or as an 
extension BRAND NEW IN 
MAKER'S CARTONS. ONLY 45/-. 


100 MICROAMPS METERS. 2tin. 
circular flush mounting Widely 
calibrated scale of 15 divisions marked 
*“ yards ^" which can be rewritten to 
suit requirements. These movements 
are almost unobtainable today and 
being BRAND NEW IN MAKER'S 
CARTONS are a snip at ONLY 42/6. 


“ PYE ” 45 MC/S i.F. STRIP. Ready 
made for London Vision Channel, this 
5-stage strip contains 6 valves EF50 and 
1 EA 50, BRAND NEW ONLY 59/6 
or less valves 39/6. 


100-0-100 VOLTS METERS by San- 
gamo Weston. 2tin. circular, basic 
movement being 500-0-500 microamps. 
A really first-class centre zero meter 
for hundreds of uses. BRAND NEW 
IN MAKER’S CARTONS. ONLY 27/6. 


POCKET VOLTMETERS. Not ex- 
Govt. Read 0-15 v and 0-300 v A.C. 
or D.C. BRAND NEW AND UN- 
USED ONLY 18/6. 


WALKIE TALKIE TYPE 18. Covers 
6.0-9.0 Mc/s. Transmitting and receiving 
units in metal case, complete with valves 
In excellent condition. ONLY 79/6. 


CRYSTALS. British Standard 2-pin 
500 Ке/ѕ. 15/-. Miniature 200 kc/s and 
465 kc/s. 10/- each. 


AMERICAN 14у DYNAMOTORS. 
Output 225 v. 60 mA. Ideal for car 
radio or running electric-shaver from 
car battery. ONLY 45/-. 


CHOKES. 10Н 60 mA., 4/-; 5H 
200 mA., 7/6. 

12-WAY SCREENED CABLE. In 
10+, lengths, fitted with plugs, етта 
made {ог use with the 19 Set. U 
USED. ONLY 17/6 per lead. 


TRII96 TRANSMITTER SECTION, 
complete with valves EL32, ERSO, 
С\501, and all components. BRAN 
NEW.' Price ONLY 12/6. 


Cash with order please, and print name and address clearly 
PLEASE ADD POSTAGE OR CARRIAGE COSTS ON ALL ITEMS 


U.E.I. 


CORPORATION 


Radio Corner, 
London, W.C.l. 


138 Gray's Inn Road, 
Phone : TERMINUS 7937 


(Open until | p.m. Saturdays. We are 2 mins. from High Holborn (Chancery Lane Station) and 5 mins. by bus from King's Cross) 
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300 MICROVOLTS 


FULL SCALE 
Model LE 48A/B—a new eight inch scale 


MICROVOLTMETER 


embodying the following features :— 


DECEMBER, 1956 


Ж 30 У to 300 mV in seven ranges. 


* Built-in switched multiplier extends range to 
30 V. 


* Ranges in 10 4b steps. 
* 8in. illuminated mirror scale. 
* No zero drift. 


* Frequency range: 20 cycles to 100 kilocycles. 
Accuracy above 100 4V + 30% rising to + 5% 
at 100 kilocycles. 

* Internal noise and hum less than 20 ,V. 


ж Provision for 600 ohm balanced input. 


TYPE LE 48A/B 
(Model LE 45B also avallable) 


One great advantage of this instrument is the illuminated 
Sin. mirror scale which gives easy reading in the 
laboratory. Ап additional decibel scale is provided 
which gives an overall range of — 90 to + 32 db with 


The circuit comprises an input cathode follower, 
followed by a three-valve amplifier with negative 
feed-back. The НЛ. supply is electronically stabi- 
lised and the instrument is substantially independent 


a reference level of 1 mW into 600 ohms. of changes in the supply voltage. 


HATFIELD INSTRUMENTS LTD. 


CRAWLEY ROAD HORSHAM SUSSEX Telephone 3232[3 


True Hi-Fidelity 


Manufacturers 


MWM 


Manufacturers and suppliers 
to the Radio Industry. If you 
have a problem get in touch 
with our technical depart- 
ment, your enquiry will 
receive immediate attention. 


of Loud Speaker 
Grilles for the 
Radio Industry. 


VORTEXION 


Tape Recording Equipment 


in use with latest WHARFEDALE 
& GOODMAN’S HI-FI Speakers 


@ SPECIAL DEMONSTRATIONS 


on İst and 3rd Saturdays of each month 
BY INVITATION ONLY 

Times: 11 a.m.-12.15 p.m. e 2.30-3.30 e 3.45-4.45 p.m. 

NO SALES FACILITIES ON THESE DAYS 


MOSS WIRE MILLS 
LIMITED 


123 Greenwich South Street, 
London, S.E.10. 


Telephone: TlDeway 3281. 


TRANSFORMERS 


COILS LARGE on SMALL QUANTITIES 
CHOKES TRADE ENQUIRIES WELCOMED 


SPECIALISTS IN 
FINE WIRE WINDINGS 


MINIATURE TRANSFORMERS, PICK-UP, 
CLOCK AND INSTRUMENT COILS, ETC. 
VACUUM IMPREGNATION TO APPROVED STANDARDS 


ELECTRO-WINDS LTD. 


CONTRACTORS TO G.-.0., M.O.S., L.E.B, ETC. 


| 123-5-7 PARCHMORE ROAD. THORNTON HEATH, SURREY : 
1 LIVINGSTONE 2261 EST. 1933 : 


TTT iret ivi rrr iri irr rita Tre 


Write or phone for invitation to 
London’s Leading Agents: 


GRIFFITHS HANSEN 


m»BABWRESPURMEM 


(RECORDINGS) 


LTD. 


32/3, GOSFIELD ST., LANCHAM ST, W.1 


Phones 
MUScum 0642 2771. 


Grams 
GRIFHANO · WESDO : LONDON 
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TRANSISTORS 


JUNCTION TYPE (Red-Spot) (P.N.P.) 
OFFERED AT LESS THAN HALF.PRICE. 


Designed for A.F. application up to 800 Kc/s and are suitable for 
use in amplifiers, Signal Tracers, Local Station Receivers, Radio 


Control, Oscillators, Transistor Voltmeters, Baby Alarms, 
Microphone Pre-Ampllfiers, etc. 


10- each. 


(Tested and complete with Data & Circuits) 
Ге These Transistors may be used in place of Mullard OC7! 


(RADIO) LTD. 


5, Harrow Road, Paddington W.2 


PADdington 1008/9 and 0401 
OPEN MONDAY to SAT. 9-6. THURS. | o'clock 


or similar Transistors. 


Please note that these Red Spot Transistors are ideal for most circuits includ- 
ing '"W.W.'' Pocket Transistor Receiver and Transistor Amplifier. All Tran- 
sistors are British Manufactured and Guaranteed. Send for Circuits and Data. 


SEND STAMPS FOR NEW 1956 28-PAGE CATALOGUE 


OVER 50,000 VALVES IN STOCK 


PRE-SELECTED TRANSISTOR-SIX 
PUSH-PULL PORTABLE SUPERHET 
lust switch to your favour te Station. Мо tuning, no aerial or earth. Pre-select 
3 stations. Complete with all components and six Transistors. 7 x 4 Elliptical 
speaker. Teletron Superhet Coils and |.F.T.’s. Powered by 74 v, dry battery 
which lasts for months. 150 Milliwatts output. All the above with Circuits, etc. 
£9 - 0-0 Carr. paid. 


QUARTZ CRYSTALS 


ТҮРЕ FT243 tundamenta! - 3 2 pin jin. spacing. 
120.TYPES. 5675 Koja. t5 (in stepe of 25 Ko/s.). 


80 TYPES. 5706 Kc/s. te 5340 Кеја. fin steps of 33.333 Ke/s). 
ALL BRAND NEW 1O- cach. 
Special price for complete sets of 80 or 120. 
Above are suitable for re-grinding. 
TYPE FT241A 54th harmonio Crystals. 2 pin jin. spacing, 


80 TYPES 20 Mc/s,—27.9 МУМ сув. 

(fn steps of 100 Ко/в). 

Also available: 32.5 Mo/s, 36.3 Mo/s., 36.6 Mo/s. 
32.6 Moja., 36.4 Mojs., 36.7 Mojs. 
32.7 Meja., 36.5 Mc/s. 


ALL BRAND NEW 7/6 each. 


FT241A 200 ke/s. 10/- each. 
500 kc/s. 10/-. 
Crystal Holders for both types, 1/3 each. 


MINIATURE I.F. STRIP TYPE 
'* 373" 9-72 MEG. 

Brand new miniature LF, Strip size 10а. x 

2iln.X3in. bigh. Vaive Hnme-up: 2-EF92; 

3-EF91 and EB91. With cireuit. 

With valves, 45/- (less valves 8/- Poat tree.) 

This LF Strip is part of above squipment. 


TRANSISTOR SIGNAL 
TRACER 


5-VALVE 3-WAVEBAND  SUPERHET. 


16-50 metres Short wave 
187-550 metres medium wave. 
900-2,000 metres long wave. 
Flywheel Tuning. 

Negative Feed Back. 

Valves 6BE6, 6AT6, 6BWé6, 
6 


Complete Kit with 2 Transistors,'Components, 
"Phones with 


U.S,A. INDICATOR UNIT 
BC929A 


Oomplete with 3BP1 O/R tube and screen. 
7 valves—2-68N7GT, 2-8H6GT, 6G6, 2X2, 
6X5G, volume controla, condensers, etc 


Wave! change and Gram. 
Chassis Ilin. х 72in. x Bin, 


Ideal for portable ‘scope. n black crackle 
£9 - 5 - 0а. case візе 154in,X9in.x9in, BRAND NEW. 
Carr. 5j-. 65/-, carr. FREE. 


Manufactured by well-known manufacturers. 
i TRANSISTOR SQUARE 
LIMITED SUPPLIES ABSOLUTE BARGAIN WAVE GENERATOR 


Ideal for signal tracing. 
Complete Kit with 2 Transistors, Com- 


SPECIAL OFFER ponents and биеш. __ 


Set of four Transistors Including one 
R.F. Transistor .. m ма .. 42/6 
|Set of six Transistors including опе 
R.F. Transistor .. T X b 60/- 


62A INDICATOR UNIT 


Containing VCRO? with Mu-Meta! Screen 
21 Valves: 12-ЕР50, 4-3P61, 3-ЕА50 
3-BB34. Plus Pots., Switches, Н.У. Cond., 
Resistors, Muirhead 8/M Dial. Double Deck 
Chassis and Crystal BRAND NEW 
ORIGINAL CASES, 67/6 Carr. tree. 


SPECIAL REDUCTION FOR SETS OF VALVES 
1АТОТ. 1N5GT, 1H5GT, 1A5GT (or 105GT or 39507) ..... . 87/6 Set 


10 EF50 (Ex-Brand New Units) 5/-each ............. ex 45/- „ 
10 EF50 (Red Sylvania, ex-new unite) 6/- each. ee ee ingens E Pu бл 
YCB517 Cath п. 
6K8G, 6K7G, 6Q7G, 5249, 6V6G........ „Жа ШЗ „ БАА солае Базар ссашозе Ray en: 
185, 185, 1T4, 184 or (384 or 3V4) .... 27/8 , EFS0, 4SP6l and 1 5U4G valves, Ds 
5d - ound volume controls and quantity of 
ee ee ШШ 28- . теш and condensers. Offered BRAND 
DK06, DF96, DAF96, DL9G............... . 82/6 „ NEW (ess relay) ef 67/6 Plus 7/6 сыт. 
6K8G, 6K7G 6Q7G, 28A6G, 25275 (or 25760) .............. 37/6 . *'Radio-Constrüctor" scope otrcuit included. 


CRYSTAL MICROPHO NE 
INSERTS 


Ideal for Tape 
Resording, Gramo- 
phone Amplifier, 
etc Very sensitive, 
Guaranteed and 
Teated, (ex- 
unita), or 8/8 Brand 
new and boxed 


TRANSMITTER/RECEIVER SCR 522 


Comprising the well-knewn BC825 and BO694A. Unita F 


with 17 valves types: 2-832, 3-1246, 3-128G7 3-9003, 9002, 6 
19J5GT, 12AH7GT, 12C8, 6867. The Complete unit is in very 
good condition having very useful parte including Relays, Trans- 


formere, Condensers, etc. 
Lees valyos, £3/10/-. carr. paid. With valves, 27/10/« carr. paid. 


ва, 


Call and hear demonstration model 


Or with Matched Mullard OC72' s(200 Milliw atts Output) and 7 x-4 Elliptical 
High Resistance Speaker 30/- extra. 


Suitable Plastic Cabinet easy to assemble 18/6. | 


working. Ideal as a car radio. 


TRANSISTOR PUSH-PULL 
AUDIO AMPLIFIER 
(100 MILLIWATTS OUTPUT) 

Build this Push-Pull Amplifier which fa idea! 
for Crystal or Magnetic Pick-up Amplifica- 
tion, Baby Alarm, Microphone Amplifier, etc. 
Powered by 6-volt Dry Battery lasting for 

monthe. 

Complete Kit of Parts incinding 4 Transistors 

and all Compouents Pipes (less speaker), 
i=. 


F.M. CONVERTER UNIT 
88/100 Mejs. 


Containing 6 valves—2-6BA6, ЕВ9І, 
VRI37, 2-EF54. Two Т.Е. stages and 
separate local oscillator, graduated 
Vernier tuning. Just plug in to your 
radio and obtain good listening on 
F.M. Voltage required 250v .SOM/A. 
and 6.3v. 2 amps. 


£1.19.6 


1355 RECEIVER 
Complete with 11 valves 8-8Р61 5049, 
VU120 VR92. As apecified for inexpensive 


T.V. 
In a^«olute new condition, 27/6, carr. 5/- 


R.P.24 10/- В.Р.25 12/0 В.Е, 26.95/- 
Brand new with valves, carr. 2/6. 


CATHODE RAY TUBES 


VCR138A WITH SCREEN .... £115 0 
VCR139A. 2}in. C/R Tube. 
Brand new in original cartons 
(carr, free)......-. LOO GO 
VCR97. Guaranteed ful T/V 
picture (carr. 2/-)  ........ 
VCR517C, Guaranteed tun T/V 
picture TET 


MU-METAL SCREENS fer 


£115 0 

0 

0 

VCROQ7 or 617. P.P.1/8 .. 0 
6 

0 

0 


VOR97. Slight-cut-off. Carr. 2/- 
SBPl. Brand new.......... 


MINIATURE TRANSMITTING 
STRIP “ TYPE 81” 


Size 7}in. x Gin. х Sin. Complete with Valves 
Type 


CV415, CV309, 2-6АМ6, 2-7D9 аш! 
Quarta Crystal, 4,860 Кеја. Fully wired 


with cireuit. 
£4/10/- counpirte. 


[Р 


45 


iil 


in 


QUT 


GL50/4 


DIAMOND STYLUS EXTRA 


WIRELESS WORLD 


PRECISION High Fidelity 
==. 4 SPEED TRANSCRIPTION UNITS 


TYPE GL50/4 Low Loading velocity operated 
Automatic Stop 


TYPE GL55. Without Pick-up. FITTED WITH BAND 
LOCATION DEVICE 


DECEMBER, 1956 


WITH VARIABLE SPEED ADJUSTMENT. 
MAIN FEATURES 


Speed continuously. variable from 29 r.p.m. to 86 r.p.m. Pre-set 
adjustable '' click-in ” position for 78, 45, 334 and 16 r.p.m. Playing old 
celebrity discs requiring speeds above 78 r.p.m. Tuning record pitch toa 
musical instrument. Correcting for mains frequency variations. 


Accurately balanced heavy precision made 
ful = 
weight adjustable precision Pick-up-Arm 


turntable eliminates Wow and Flutter. 
with plug-in shell, incorporating the 


1395 change in Line Voltage. 


Large resilient 4-pole constant velocity 


Unique VERTICAL EDGE-DRIVE PULLEY 
principle eliminates Rumble. 
Less than 1% change in speed for up to mmm 
motor. 
Моде! G.L.50/4 and G.L.56 fitted with 
Superb Goldring Variable Reluctance Cartridge No. 500. 
Price £15.15.0 
P.T. £5.2.10 


Price £12.12.0 
P.T. £4.18.4 


TYPE GL56. Complete with Pick-up. FITTED WITH BAND 
LOCATION DEVICE 


Price £16.16.0 
P.T. £6.11:0 


£3.15.0 
P.T. £1.9.3 


Write for technical reports to— 


| 


THE GOLDRING MANUFACTURING CO. (GT. BRITAIN) LTD. 


486/488, HIGH ROAD, LEYTONSTONE, LONDON, E.II. 


LE Ytonstone 8343-4-5 


U 


СОТО 
THE WORLD’S GREATEST BOOKSHOP 


E t FOR BOOKS ж Y 


FOR ALL YOUR 
Christmas Books 


Foyles have departments for Gramophone Records, 
Stationery, Handicraft Tools and Materials, Music, 
Magazine Subscriptions, Lending Library. 


119-125 CHARING CROSS ROAD, LONDON, W.C.2 
Gerrard 5660 (20 lines) je Open 9-6 (Thurs. 9-7) 
Nearest Station : Tottenham Court Road 


RUE ETELLELLETEE HEEL ELE EE LUE EE LELEYEEE OTOLE AUO г; 


ШШЩШШШШ ШШШ ШШИШШШШГЕН 


SML LEE LEER LE EE LLL ШИШИШИ ИШЕН 


POLYTHENE» 
INSULATORS, END CAPS, PLUGS, ETC. 


for 
T.V. AERIALS 


Standard Articles or Special Mouldings 
-AMPLEX APPLIANCES (KENT) LTD. 


1? DARTMOUTH ROAD, HAYES, BROMLEY, KENT 
(RAVensbourne 5531) 
All export enquiries to 


3 TOWER HILL, LONDON, E.C3 


ANTEX LTD., 


GET ALL YOUR RADIO COMPONENTS & ELECTRONIC EQUIPMENT 


ACOS from G.E.C. 
c" L. WESTWOOD 46 GEORGE STREET "наз 

HENLYS 
COLLARO GOODMANS 
ENTHOVEN то N E E D CONNOISSEUR 
MULLARD sT т 5 R Е р Ү &—_ RELIANCE 
BULGIN D Y N T C E T о GARRARD 
DENCO D U 1 М TANNOY 

E | У Е 

ACRU M. E R LEAK 
J.B. F. phone OXFORD 1773 S W.B. 
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Best Buy at Britain's 


DSTI00 RECEIVERS. Double superhet. INDICATING UNIT 277. Case size 
1.6 Mes and 110 Kejs I.F.’s. A giant in size R Cc A AMPLIFIERS 5iin. x Zin. x i2in. deep. Contains lin. 
and performance! Covers 50 Ke/s to 30 Mejs, C.R. tube type VCR522 (same as that used in 
7 range turret, "S" and HT meters. G.E.C. '' Miniscope ''), 4 КІ, 2 VR92, and a 


host of useful modern components. Fitted 
with ‘Focus ” and '' Brightness '' controls, 
etc. Should convert to useful miniature 
oscilloscope, All tubes tested. 59/6. 
HIGH VOLTAGE POWER PACKS 
2x-U.S.A. Brand new. Input 115 volts A.C. 
output 1,000 voles at 250 mA. Complete with 
2 1616 valves and | spare. Double choke and 
paper smoothing. £5/5/-. 

EDDYSTONE ROTARY POWER 
UNITS. Іп grey metal case. Input 12 v. D.C. 
Output 180 v. at 60 m/a. Complete with all 
smoothing and filtering. Size I2in. x біп, x 
Sin. Wt. l6lb. BRAND NEW. 19/6. 
BLOCK PAPER CAPACITORS, T.C.C. 
`8 mFd., 1 kV. wkg., upright mtg., size 4in. x 
2tin. x Sin. high. Brand new and boxed. 


Controls: IF Regeneration, RF and AF Gain, 
Tone, Noise Limiter, BFO, Variable Selec- 
tivity, etc. Offered less valves, superficially = 
in good condition. Circuit available. 
CALLERS ONLY. £12/10/-. 


VF. STRIP TYPE 373. 9.72 Mc/s. 2 EF92 
and | EF9| 1.F. Amps., EB9I Det/A.G.C., 
EF9| A.G.C. Amp. and EF9| Limiter. Size 
!O2in. x 24іп. x 3in. high. Price, less valves, 
7/6. Circuit supplied. 


LORAN INDICATOR UNIT 
CHASSIS. Complete with 5CPI С.А. 


and screen, but less valves and crystal. 
New condition, price 29/6. 


PANORAMIC ADAPTORS. Visual dis- 
play of signals on Зіп. С.К. Tube 3BPI. 


TWO for 15/-. 

Band width 200 Kc/s. Suitable for receivers А Е 3 

with Is of 450-475 КЕ], ep, CR 100 amd MODEL MI-i1220. Employs 2 6L6, 4 67, and | 504, Vu meg eq a 
CR 150. Operates from 115-230 v. А.С. Output 12 watts at 5—7.5-15—600 ohms. For 190/250 v. A.C, makaon 12 FEES 9/-. ot 100 yds., 59/6. , 
mains. BRAND NEW as shipped ex-U.S.A. Mains. In grey crackled case, I7in. x llin. x 9in.. wt. 381Ь ART? MAINS TRANSFORMERS Full 
With instruction manual, £30. Brand new and boxed. Price, less valves, £9/19/6. Circuit h н . БШ y 
supplied. Set of new boxed valves, 59/6. cel Wc Уе. FN iin. 
HALLICRAFTERS 527 RECEIVERS.| APQ9 TRANSMITTER. Contains 931A electron gees 495-0) Bn a | is эу. gi 
Covers 27.8 to 143 Mejs in 3 ranges.| multiplier (complete with resistor network, etc), 2 25" Dub 2m BRAND NEW ex 
АМ. АМО ЕМ. RF. stage, 3 LF. stages, 6ACT, І вАб?, 2 807, апа 2 blower cooled 8012. Lecher UEA “39/6 Y: Р: Сай 
.F.O., etc. For and 230 у. А.С. mains. | Line tuning with rev. counter. Just the job for centimetric n Epi 7 З 

Reconditioned, as new, £40. band experiments, Brand new, 79/6. row cmd zen 19/125 v0.80 


RII55 RECEIVERS. Thoroughly checked and | RT37/PPN2 BEACON  TRANSMITTER-RECEI VER. | 5/5 Secs., 380-350-0-350-380 v., 170 Pi ada 
tested. From £5/19/6 acco Чар to condition, | 214-234 Me/s. Size 13їп. x 10:п. x Sin. Contains 5 3A5, 63 ү атр ст. and 5 v., 3 amp. 4gin. x 
S.A.E. for details or 1/3 for booklet. 3 1S5, | IRS, and 2 2V. synchronous. vibrators. Operates | 42in. X Azin. ШЕ. Fully shrouded, 16/6. 

А.С. MAINS POWER PACK AND | ‘om 2 v. accumulator via 2 built-in vibrapacks. Complete TRANSFORMER BARGAINS. h OM 
OUTPUT STAGE. These enable the RIISS | With. telescopic mast antenna system (94ft.), lightweight Prin Ex es surplus drop-t ГОНЕ . 
to be used on А C. mains WITHOUT ANY | Peadphones, Technical Manual, super quality carrying P D a $3 9 UB. I) Sry 
MODIFICATION. Three types available, | Payersack, cords, co-ax. cables, plugs, etc. Total wt..28lb. | 210-0-310 v. 70 mA., 6. Ne @ 32,4 v. @2 c 
tA]10/-, £5/5/— ос dM SAP ы wh Bin, | BRAND NEW, boxed, American equipment, 72/6. Can be used with either 4 v. or 6.3 v. rectifier. 

LI » m 


Only 9/6 plus 1/6+розт. A similar type trans- 
speaker, £6/F0/~. ALL power packs guaran- former 325~0-325 100 mA., 6.3 v. 4 a., 4 v. 
teed SIX MONTHS. 


3 a. only 12/6. - 
DI————————M— INSTRUMENT TRANSFORMERS. Par- 
COMMUNICATIONS RECEIVER 
CRIOO. Covers 60 Kc/s. to 30 Mc/s in 6 


meko. 230 у. A.C. input. 0-65-130-195 v. 
ranges. 2 RF's and 3 IF's, variable selectivity, 


85 m/Amp. 6.3 v. 5 amp. and 6.3 v. .3 Amp. 
Shrouded, 3{їп. х 3jin. x 3zin. high. 15/-. 

В.Е. Oic., etc. Operates from 210-250 v 

A.C. mains. Size léin. x I2din. x i6jin. 


HEAVY DUTY LT TRANSFORMERS. 
deep, wt. 8216. S.A.E. for illustrated details. 


230 v. А.С. mains input. Sees. 5-0-5 v., 
E 5-0-5 v., and 5-0-5 v., all at 5 amps., each 

Overhauled, first class condition, #21. 

CRIOO/2 with side-tone facility, superb 


1625 (12 v. 807). | 1626, i 1629 and Crystal. eR YS. 1 5, 20, 25, ог 30 у. at 5 amps., 
BC457, 4-5.3 Mc/s (Xtal 4600 Kels), 22/6. New, .. 19/6.| Winding. 5, 10, 15, 20, 25, oF 20 v. ar amps 
condition, £25. Naval verson with поѕе| | BCZZZ 2.1-3 Mefs (Xtal 2500 Кс/ѕ). Unboxed, .. 29/6.| 4iin. x étn. high. Wt. 121b. BRAND NEW, 
limiter, unused, £30. Plus £2 carr. and pk ; 
(£1 refund when pkg. case returned). 


COMMAND RECEIVERS 
Complete with 6 valves: 3 125К7, | I2K8, | I2SR7, and | 
12A6, Size5in. x 5;іп. х 1 15іп. deep. In very good condition 
Less dynamotor. FREE CIRCUIT WITH EACH SET. 
9С453 (the famous Q5’er), 190-550 Ke/s., A 

BC454, 3-6 Mc/s.. .. ui m ДО 27/6. 

NEW, BOXED BCXXX (Trawler band), 1.5-3 Me/s., 75/—. 
COMMAND TRANSMITTERS. Complete with 2 


29/6. ANOTHER, 230 v. A.C. mains input, 
TWO-WAY MORSE TRAINING SETS, W/T Mk. 3. : - ndi 
Con.ists of 2 valve oscillators (ARPI2’s) (one with pitch а See M ot eg Im 


control), for | or 2 operators. Has provision for creating h boe ie 
40-50 Mcjs., 176. RF26, 50-65 Mejs., 29/6 and WE: 1616. Complete with valves, leads, 2 keys, 7-way terminal c E C. 200-250 v. A.C. mains input. 30 v. 
RF27 65-85 Me/s., 32/6. 3 board, circuit and instructions, but less batteries and phones. capped КОШЕ, ) 36 amps. ОЕ ‘Shin x 
MODULATION TRANSFORMERS. !d*?! for Cadets, Scouts, etc. SNIP, 19/6. Ix XIRSNIEB: ТЕЛИ А 


Bendix type, for TA-I2, push-pull 807's to METER BARGAINS U.S.A. potted type, input 210/220/230 v., 


plate and screen modulate two 807's in 5 secondaries, 7.5 v. 4а., 7.5 у. 4а., 7.5 v. B a. 
parallel, 15/--. Collins type, 20 watts, 807 to PRICE | and 2.5 v. 5a., ALL centre tapped, and 6.3 v. 
807, 50 Mieroamp. D.C. М/С 2j. Flush circ., scaled 0-100 59/6] 4 a. These can be connected to give many 

100 Mierozmp. D.C. M/C 2иһ. Flush cire., scaled 0-1,500 39/8 { useful voltages up to 31 v. 4a. Size біп, x 


5 " 


CHOKES. Collins, potted, 160 ohms, 500 Microamp. D.C. M/C 2in. Flush square, Weston 27/6 Sin. x 4in. We. I4llbs., price 35/-. 

B Hen, 100 m/amp. 8/6; STC, росе 700000008 ро. MIG diio. Ptah iGinetlor, аага 09. P | SELENIUM BRIDGE ^ RECTIFIERS. 

swinging approx. 5 Hen., 300 m/amp., 12/6; | | 1 Mitiamp. D.C. М/С 2in. Flush square, Fe/NFe 22/g| Funnel cooled. A.C. input 45 v. R.M.S. 

Universal mtg. type, 300 ohms, 30 Hen.,| | 1 Milliamp. D.C. М/С 2}in. Desk Mounted type 39/6 | D.C. output 30 v. 10 amp. 47/6 each. 

150 m/amp., 10/6; Parmeko, fully shrouded, | | 10 Milliamp. D.C. M/C 2in, Flush circular, blank scale 10/6] HEAVY DUTY SLIDER RESISTORS. 

zi 3.6-4.2 Hen. at 250 т/атр.. | | 100 Miliamp. D.C. М/С 2jh. Flush circular 10/6 | 250 watts. Rated to carry 25 amp. .4 ohm 

150 Milliamp. D.C. М/С Zin. Flush square 7/6 E F h A D d W. 
200 Milliamp. D.C. М/С 2m. Flush circular ТОБ гезсепсе rocienarging boards, (екс. onm 
1 Amp. Thermo-couple 2410. Projecting circular 6/9| drive. On metal stand 9in. x 4in. x 6in. high. 
4 Amp. Thermo-couple 2in. Flush square 6/9 | BRAND NEW 7/6 each. ANOTHER, 12 amps., 
20 Amp. D.C. М/С 2in. Projecting circular 7/6| 1 ohm, 150 watts, 6/6. ALSO 14 ohms, 

(mtg. feet Апр: NO Mi PT Ero сат Ime as graded | to 4 amps., 7/6 

Upright mtg., 6 Hen., 70 m/amp., 6/9. 300 Volts AG M/T ie Flush eiroalar 30,- RESISTORS. Latest miniature insulated 
300 Volts D.C. М/С 2in. Flush square 10/6 | Dubilier + watt type B.T.S. Wire ends. 


SOUND-POWERED HANDSETS. Simi- 


песко telephone йал. | @ilance” acmature | МЕЗЕК RECTIFIERS. Salford Instruments, | mA., 8/6; | Useful values. ONLY 10/- for 100 assorted! 


Y x ; in E.M.I. Erie, etc., + and 1 watt, | gross assorted, 10/—. 
microphone and earpiece. Мо batteries Be MURS Аат huy Ae ИЧ. Онер Мегег, WIREWOUND POTS. 100 ohms, 3 
required, 10/6 each, Breast mike and head- шы ee eue — | watt. Colvern, lin. spindle; NEW, 2/6. All 
phones, as above, 12/6 set. TR-50-XM TRANSMITTER—RECEIVERS. 1.5 со 12 Mc/s. other values in stock. 

FIELD TELEPHONES. Army type D, Separate Tx and Rx fitted in one cabinet, size 22in. high x METAL RECTIFIERS. .250 v. 100 m/amps., 
Mk. 5. Buzzer calling. Ideal for building 20in. wide x 14іп. Wt. 130lb. V.F.O. and 5 crystal positions. 6/9; 230 v. 60 m/amps., 5/-. Many other types 
sites, farms, workshops, etc. Complete with Ideal for marine use. Super job, price £45. BRAND NEW. in stock. 4 
handset and batteries. Tested, 39/6 each. #"ALLERS PLEASE ADD POSTAGE OR CARRIAGE ON ALL ITEMS 
MARCONI SIGNAL  OENERDTORS weer ER ТОГОТО 


Brand new, in original transit case, com- VCR97‘sirom.. 2/6 


йге vin pres и eens ana a pot "pa Ble CH R S bRI AIN i 
ibrati ы ME R t 
En c ar ori Type TF390G, 4-32 and р тра paper.. 3/- А | E [ ( adio) [ | d. 


CRYSTALS. 200 Ke/s American СЕС, 10/- _ Ele. ...... 1/3 1 

each. 100 Kejs CA, bara, AE each, a Еров rom. 28 11 UPPER SAINT MARTIN'S LANE, 
5FT. Р.О. TYPE 19іп. R . PU” EBen NEW.. QU 

channel, heavy angle base, 59/6. 12H6's, NEW.. P3 LOND ON, W.C.2. TEMple Bar 0 545 
RCA SPEAKERS. Bin. Р.М. unit in hand- Damared BAL ^ Опе minute from Leicester Square Station (up Cranbourn Street) 


e black crackled cabinet. For ARBB's, - 
CRIOO's, etc. BRAND NEW, 45/-. Ed NOM 2/6 Shop Hours: 9-6 p.m. (9-1 p.m. Thursday). Open all day Saturday 
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MU REX manufacture 


the SINCOMAX' MAGNETS 
used in DORAN GALVANOMETERS 


In this new galvanometer Murex ‘Sincomax’ Magnets 
are used to meet the need for low leakage, high- 
flux density and magnetic stability. 


Write for Standard Magnets 
A Booklet. Technical repre- 
X d sentatives always available 
| {ог consultation and advice. 


photograph of Galvarometer 
by courtesy of 


Doran Instrument Co. Ltd. 


MUREX LIMITED (Powder Metallurgy Division) 


RAINHAM · ESSEX · "Phone: Rainham, Essex 3322 
Telex 8632. Telegrams: Murex, Rainham-Dagenham Telex. 
London Office: CENTRAL HOUSE, UPPER WOBURN PLACE, W.C.I. EUSton 8265 


CABINETS ! 


Many and varied designs in Bureau 
Piano, Console & Table Models 


THE CONTINA CABINET 


This cabinet is of a new revolutionary 
continental design. A style which has 
been conied by most of our leading radio 
and furnitnre manufacturers. The ex- 
terior is finished in high polished dark 
walnut veneer and panelling picked ont 
with gold metallic strip work, The in- 
terior also is complete in its high standard 
of finish and is veneered throughout in 


trained man. Develop your 
talents and help yourself to 
success. 


STUDY IS EASY with 1.С.5. 
guidance. The courses are 
thorough. Printed manuals 
fully illustrated, make study 
simple and progress sure. | 
YOUR ROAD TO 
SUCCESS can start from 


ee for our 


light mahogany, blending but offering s 
here—today. Complete j Er Bulletin excellent contrast to the exterior, . 
R i ize Sft. 141n.lona, 1ft.9in. desp, 2ft. 9{зп. Aigh including 'egs whieh ате 10in. 
UNLIMITED OPPORTUNITIES this coupon and post it to | j from the floor, Motor board tibta.x Lin. Dial aperture 1ТЇїл. x Oia. 
a бе, s, for full particulars of m шил» ап Sin. speaker, Also fall storage space o ls provided a 
i i H la: doors are slidon metal runners and are prov 0! 
exist today for getting on the course which interests Ad рет, gara. Send ART tor ir ee ne ist or 
Ё cabinets, wire chassis lomplete 8, io erlals, 
„but only for the fully a = —---| convertors & ponverors Sc sundry E loot ricalleom ponents БЕДА: өс: а 2 Electrical components, E.G. shavers, etc, 
Radio Engineering ! П рта a only supplied 
les Р n 
COURSES IN: Journalism and Short АИИ | V.E.S. Мв а SERVICES Ltd. 
Accountancy Story Writing Еа] | Dak (W.W.), 11, Gunnersbury Lane, Acton, W.3 Tel. : ACOrn 5027 
Advertising Languages Surveying | | - 
Architecture Management Television Engineering 
Bookkeeping Mechanical Woodworking | 
Building Engineering Also coaching for all principal | L DEVTE COMPONE] 
Construction Motor Engineering professional commercial and 
Chemical Radar educational exams. LIMITED 
Engineerin —— — — — — —– — — — — —Á — — 
Civil ое, le Examination students are coached until successful for 


Commercial Art | INTERNATIONAL oe SCHOOLS 


PRESSED METAL COMPONENTS 


Dept. 223F, 
Commerce z | Internationa) Buildings, Kingsway, London, W.C.2. | — FINISHED TO SPECIFICATION — 
Draughtsmanship | 
Electrical к Please send free book оп subject.. "UM | | 
à Engineering | NAME | 
ectronics | NAMIE. ee eee eens ане 

Farming and Block Letters please | | 

Шо Шен ӨЙ ADDRESS , cce В E Romero | 
Fire Engineering | | 
General Education | .................. occ MEE ess. СШ 


2 


|| Ba с 2. ee me —— 
the worlds largest correspondence | € MANY STANDABD TLOLS AVAILABLE IN STOOK o 
school~ over 6,000,000 students 74-76 CHURCH ROAD, BARNES, S.W.I3 
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FOR VALVES-GUARANTEED NEW AND BOXED 


ALPHA 

6CH6 .. 7/6 | 8SN7 .. 8/- | 9006 5/6 | 12587 6/- | ECF82 15/- | HP4101 6/6 | 092 8/- | VR91 (EF50) 
А и 6D8 .. 6/6 954... g- | 12897 gg | Eom3s 105 | EL .. Sig | UPS .. 1370 4l- 

6F6G .. 7/6 | 855 .,.. 4/9 | 128Е7.. 7/6 | EOH42 10/6 | KT? 5/- | 0403 .. 10/- | VR91 

6е6м .. 7/6 | 056 3/6 | 2001 .. 10/6 | ECH81 11- | КТЗЗС 10/- | 0404 .. 11/6 | Sylvania 7/- 

6Fl3 .. 14/- с 20F2 3/6 | EF80 .. 10/- | KT66 .. 15/- | UAF42 11/6 | VR92 (ЕА50) 
024 5/8 ; 5RAGY 9/6 | 8F14 .. 12/6 1001 12/6 | 201л 2/8 | EF?2 ,. 8/6 | KTW63 8/6 | Ова 9/- 1/6 
143 3/8 | 5U4d .. 8/- | 6Е15 .. 14/- 1002 10/6 | 25L6GT 9/6 | ECL80 10/6 | ETZ4l 6/- | UBC41 10/- | VR105/30 6/6 
1A5GT 6/- | 5Y3G 8/- | 6968 .. 4/6 10Е1 11/- | 25U4GT 10/- | EF4l .. ll/- | LP220 6/9 | UBC42 11/- , VRI6 4/- 
147 il/e | 5YsG8T 8/- | 6896 .. 2/6 10F9 .. 11/6 | 25Y5 96 | EF80 .. 19/6 | MS/PEN 5/- | уға .. 10/- | VR138 — 6/- 
102 .. 9/6 | 5248 .. 10/6 | 675G 5/- 10P13 .. 11/6 | 25759 9/9 | EF89 .. 12/6 | P6l 3/9 | una .. 1u- | УЕ137 I6 
icsat ^ 9/6 | 8A7 .. 19/6 | 675GT.. 5/6 10Р14 .. 13/6 | 25249 9/- | EL2 15/6 | P915 БЕ 6 VE160/80 8/- 
1H5GT 10/6 | 6A8G .. 10/6 | 6J5M 6/6 1246 6/6 | 25Z6GT 9/6 | EL32 6/6 | PEN25 5/- | UY4l .. 10/- | vpo3 .. 66 
116 .. 86/6 | BAC? .. 6/6 | 66 6/- 12AH7 8/- | 35LeGT 9/- | EL4l .. 10/6 | PEN46 7/- | VR21.. 3/- | у$70 3/- 
1LD5 5/- | 6AG5 .. 6/6 | 6278 6/- 12AHS 13/6 | 35W4 9/- | EL42 .. 11/6 | PEN220A Д/- | VR53 (EF39) | VT52(EL32)6, 
1N5 10/6 | 6AK5 .. 6/6 | 6K6G 7/- 12AT7 9/- | 35Z4GT 8/6 | EL84 .. 11/- | PCC84 10/- VT501 — 5j- 
1R5 8/- | GALS .. 6/6 | 6K7G 5/9 12AU7 9/6 | 3575 9/- | EM34..10/- | PCF80 11/6 | VR54 (EB34) | VU39 
184 9/9 | 6AM5.. §/- | 6K7M 6/9 12AX7 10/- | 50Le6GT 8/6 | ЕМ80.. 11/- | PCF82 12/6 2j- | (MU12/24) 8/9 
185 7/8 | GAM6.. 7/6 | 6K8G .. 8/9 12BE6 10/- | ACG/PEN 6/6 | EY51 .. 11/6 |-PCL83 12/6 | VR55 (EBC33) | VU64(U12) 9/- 
1Ti 716 | 6AQ5 .. 7/6 | 6K8GT 9/6 1908 .. 7/- | ATP4 .. 5/- | EY86 .. 12/- | PL81 .. 19/ 716 | УІІІ 2 
1U5 716 | BATS .. 8/6 | 6169 .. 9/- 12H6 Si- | DH73M 10/- | EY91 .. 6/- | PL82 .. 10/- | VR56 (EF36) | VU120A 3)- 
8X2 4/6 | 688 .. 4/- | 6L7 7168 1216 4/6 | EABC80 10/- | EZ40 .. 10/- | PL83 .. 12/- 6/- | Wal .. 8/- 
3A4 7/- | 9BA6 .. 7/8 | 0N7 .. 7/- 12977; .. 9/6 | EAF42 19/6 | Е241 .. 11/- | PP225 5/- VR57 (ЕКЗ?) 77 8/6 
306 5/- | 8BE8 .. 8/- | 6Q7GT 9/- 18К7 .. 9/- | EB4l 9/- | Е280 .. 10/- | РҮ8о .. 10/- 8/- | Х65 10/- 
394 9/6 | 9BW6 .. 8/6 | 68A7GT 8/- 12K8 .. 18/6 | EBC41 10/- | E1148 .. 2/- | PY8l .. 10/- | УЕ85(5Р61)3/- | X66 11/6 
395 9/8 | 68377 .. юг 6807 7/6 1297 9/6 | EBF80 11/- | FW4/500 10/- | PY82 8/- | VR65A X70 11/6 
384 716 | 8604 .. 7/- | 65Н7. 6/- 12807 2/6 | EC91 9/6 023° .. 19/6 | SP220 6/9 (SPA) 3/- | Y63 1/6 
3V4 8/6 | ecóaT 6/6 | 6537 8/- 12567 716 | Е0С54 19/6 5/- | 010 9/- | УЕ66(Рб1) 3/9 | 2759 15/- 
4р1 3/- | 606 6/6 | 88K7 6/- 128H7.. 5/6 | ECCSN 10/- E 4/- E 
42 8/- | ece 10/6 | 6817 8/- 1297? .. 8/- | ECF80 14/6 | SL23DD 8/- All single valves—postage 6d. 

ALPHA 3-VALVE TR.F. KIT MAINS MTRANSEORMERS CRT ISOLATION TRANSFORMERS 
-way mounting type 
MTI NR9A 2 volt; NR9B 4 Volt; NR9C 6.3 v.: 


* Easy fo build. 


* Valves 6J7, 6K7, 6V6GT plus 
metal rectifier. Full instructions, point to point wiring 
diagram. Price £5/10/- each. Post and Packing 3/-. 


Ctreuit diagram and full shopping Het 1/-. All com- 
ponents may be purchased separately. 
* Walnut finished cabinet. 
2 CHOKES 
TRANSFORMERS, ETC. 20H, 2 она, 00 M/A. Clamp con- 
tritctions tache ,Ё,....... - 
HEATER TRANSFORMERS 10H, 200 HESS 90 M/A. Olamp oon- e; 
" в{таоНоп,еасһ.................. 9/3 
230 v. Input 2 volt .5 amp., each.... 5f 10H, 300 olia, 186 M/A. Olamp oon- id 
% : i „each... эїгисМоп,еасһҺ.................. - 
290 v. Тара тэз ар esq is 10H, 300 ohms, 40 M/A. Midget Clamp 
230 v. Input 4 volt 1.5 amp., each.... 5/6 | construction, each .............. БЇЗ 
230 v. Input 4 volt 3.0 amp.,each.... 10/6 Be ene BOs: BATTERY 
230 v. Input Tapped 6-19 v.1&mp.,ex. 13/6 
230 v. Input 5 volt 2.0 amp., each.... 10/6 250, у, Taput Tapped 6-13 E A Sur. 
230 v. t6. It, .5 each... oth with tap on Primary for 2.5 v. 
wu ag oe MES ИЕ. 7 18/- 
- 230 у. Input 6.3 volt 1.5 amp., each.. 86/6 | HEATER AUTO TRANSFORMERS 
3 Designed to adapt common low tension 
230 v. Input 6.3 volt 30 amp., each.. 9/6 voltages 4 v. " san. .3v.at3 amps. 3 
centre Баре and interchangeable, 
230 v. Input 12 volt,.75amp.,each.. 5/6 е ce ee 7/9 


Aerlalite Band III Aerials, 5 element, 702 x U. 


bracket, suitable channels 8, 9 and 10. Price 
Aerlalite Coaxial outlet boxes at 4/6 each. 


Aerialite Coaxtal pluge and sockets at 1/1 each. 


An array with universal lin.-2in. masthead 
41/-, carriage 4/6. 


A NEW ALPHA KIT 
FOR YOU TO BUILD 


Suitcaee Portable. AC/DC Mains/ 
Battery Recclver, 4 valves (DK96, 
DL96, etc.), 2 wave-band Buperhet 
in an attractive lizard grey case 


візе SE X SE XA. Full kit of 
espesor £9. 9. 0 


Or if you prefer you can build the 
battery version first for £7/17/6 
and add the mains componente 
after. Post extra on k!t 2/6. 


Full circuit dia- gs 
gram, shopping 
list and potnt- 
to-point wiring 
diagram 3/-. 


RADIO SUPPLY CO; 


E 


CONDENSERS 
BEC 100 MFD 25 v. 1/9 
BEO 500 MFD 1? v. 1/8 


TCC 25 MFD 25 18 
DUBILIER 100 М 1/9 
BEC 50 MFD 50 v 2/- 
TCC 25 MFD 50 v 19 
TCO 60 МЕР 25 v. 1/9 
TCO 250 МЕР 12 v. 1/6 
ВЕС 250 MED 25 v. 1/6 
BEC 12 MFD 50 v. 1/- 
TCC 50 MFD 12 v. 1/9 
ВЕС 250—250 MFD 6 v............. 1/6 
DUBILIER 50—12 MFD12v....... 1/9 


OUTPUT TRANSFORMERS 
Multi Ratlo Type, each............ 
Midget tor 384 Output, each. Б 


Standard 5,000 ohms, each. 4/6 
Standard 10,000 ohms, each 4/6 
Igranic Jack Plugs, each. .... 2/3 
Bell Lce 7-pIn Plug and Socket, ево 1/6 


CHARGER RECTIFIERS—All Full Wave 
12 volt 1 amp. евсЬ.,.............. 
12 voit, 2 amp., each... T 
12 volt, 3 amp., each 


| VOLUME CONTROLS 


Type with Single Pole Switch. 

5K ohms; 10K ohms; 20K ohms; 50K obms; 
100K ohms; t meg.; j meg.; 1 meg.; 2 meg. 
| All 8/8 each. 


| DUAL VOLUME CONTROL 


With Double Pole Switch 500K ohms and 
500K ohms. Price 6/9 each. 


/ 


| Primary: 200-220-940v. 
| Secondarys: 250-0-250 v., 80 M/A 0-6.3 


v. 4amp, 0-4 v. 2 amp. "Both tapped 
at 4 v., each 

MT2 

Primary: 200-220-240 v. 

Secondarys: 350-0-350 v. 80 M/A 0-6.3 
v. 4amp. 0-6 v. 2 атр. Both tapped 
at 4 v. each 

MT3 

Primary: 200-220-240 v. 

Secondary: 30 v. 2 amp. 

Tapsat3v., 4 v., 6 v., 8 v., 9 v., 10 v., 
15 v., 18 v., 20 v., 24 v., each 


300 688 ОЧЕВЕ 18/6 


18/6 


2/- packing & post on above transformers. 


All 2/4 ohm 


ete., all 


12in. types by Plessey, lightweight unit 
Goodmans 4in. x 7in. elliptical speaker 


Lectrona 


If you are not in 
possession of our 


1956/7 44 page 


Illustrated Cata- 


How 


|, 5/6 VINCES CHAMBERS 
VICTORIA SQUARE 


LEEDS |. 


logue, please forward 
1{- for your copy. 


TYANA SOLDERING IRON 
Lightweight 40 watt iren, with easily re- 


Placeable elamente and .bite. 
price 16/9 each. 


200/250 v., 


TRANSFORMER MT6 

Small mains transformer suitable for TV 
convertors, etc. Primary 230 v. Sesondary 
250 v. 40 M/A and 6.3 v., 1.5 A. Priee 15/6 
each. Postage 1/6 


LOUDSPEAKER UNITS 


Зір. types by Goodmans, Elac, Lectrona, Bafflette, 


611п. types by Goodmans, R. & A., Plessey, etc., all. . 
8in. types by Goodmans, Plessey, R. & A., 
10а. types by Celestion, Е. & A., Picasey, ete., all .. 


Sin. units with output transformer by Goodmans and 


PURETONE TAPE 


1,200ft. Reels, Plastic Spool, 12/8 each. 
TERMS ; 


follows: 
add 1/6; 


MAIL 


otherwise stated. 


NR9D 10.8 v.; NR9H 13.3 v. Price 10/6 
each, all for use on receivers with own 
transformer. 


NR14 Input 230/240 
21-8 volts at 2 amps. 


X ОО 2-2i1-21- 
17/6 each. 


WR12 Input 220/240 v. 
0-2-4-6.3-7.3-10-13 volts, 25% 
BOOST. 21/- each. 


Multi output 
and 50% 


NR15 Input 220/240 v. 
with 25% and 50% BOOST. 
cach. 


Output 6.3 v., 
Price 17/6 


17/6 
18/6 
19/6 
25/6 


etc., all .. 


22/6 


WIRE WOUND CONTROLS 


By Colvern, etc. all with Hin. spindle 
5 ohms, 100 ohms, 200 ohme, 250 ohms, 
500 ohms, 1K ohms, 6K ohme, 10K ohms, 
20K ohms, 25K ohms and 50K ohms. 
All 2/6 each. 


'G.E.C. CABINET LOUDSPEAKERS, Cat. No. 


ВС1955. 

Bin. Р.М. moving coil loudspeaker unit, 2/4 
ohms with volume control in very attractive 
cabinet. Price 52/8 each, post 233, 


CHASSIS 
Alumithum. Undrilled with Beinforced 
Corners. Available in the following sizes: 
Each 
бір. x din. x 2}in. 4/6 
Bin. x бір. x 2jin. 8/8 
10in, х 7in. x 2jin. 7/3 
Win. x Sin. x 2}. 519 
12in. x Sin. x 2jin. /9 
19in. х Sin. x 2}in. 8 
lin. x 3in. x 2р. .. 6/- 
14а. х 9in. x 2jin. .. 18/- 
l6ln. x біп. х 2jn. .. 8/8 
16in, x l0in. x jin. ............ 14/- 


All are four-sided—ideal for radio receivers 
—ampliflers—power packs, etc. 


MAINS ENERGISED TYPES 
Bin. 600 ohm ficld, 21/-. 
feld, 17/6. 


Postage on all above 1/6 extra. 


6jin. 600 ohm 


Cash with order or C.O.D 
Postage and Packing charges extra, as 


rders value 10/- add 1/-; 20/- 
|. add 2/-; £5 add 3/-; unless 
Minimim C.O.D. fee 


and postage 3/-. 
For full terms of business see inside cover 
of our catalogue. 


ORDER ONLY 
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NOW IN А WEW 
PUTTS RANGE OF 3 SIZES 


DELIVERY FROM STOCK 


ABIX 
SLOTTED 


USE ABIX SLOTTED ANGLE FOR SHELVING, RACKS, 
BENCHES AND '' ONE HUNDRED AND ONE ” OTHER JOBS 


ABIX SLOTTED ANGLE manufactured from 14 С Steel. 
Phosphated and stove enamelled grey. In packets of lO0ft. 
with 72 sheradized nuts and bolts. The junior size contains 
20 gusset plates and 60 nuts and bolts (minimum quantity 


100%.) 


ORDER А TRIAL 100 ft. PACK TODAY! 


DOUBLE 


ADJUSTABLE 


WRITE FOR ILLUSTRATED CATALOGUE 


Also manufacturers of: CYCLE STANDS, 
& SINGLE SKIN PAR- 
TITIONING, CLOTHES LOCKERS, & 
STEEL 


(METAL INDUSTRIES) LTD. 


FACTORY EQUIPMENT SPECIALISTS 


SPECIAL CLEARANCE ! 


MICAMOLD CONDENSORS 


BM 350 УОС 10/- doz. 
| 15/- 
12/- 
6/- 


BLOCK CONDENSORS PAPER 
| mfd. 2mfd, 4mfd. 6 mfd. 
8 mfd. 10 mfd. 


AT CHEAPEST PRICE POSSIBLE! 


* High Resistance ” 
HEADPHONES 


Lightweight High 

Resistance (4000 ohms.) 
Complete with i. 17'- 

FULL TRADE DISCOUNTS 


GOODMAN RADIO (1950) LTD. 


9 Percy St., London, W.! Tel.: MUS. 0216/1043 


SPRAGUE | 


DECEMBER, 1956 


SENIOR 


3" x M" 


UNIVERSAL 
м" x H^ 


JUNIOR 
1” x 14” 


SHELVING 


"TAYBRIDGE HOUSE : TAYBRIDGE RD. 
BATTERSEA LONDON, S.W.11 


Phone: BAT. 8666/7 Grams: Abix. Batt, London. 


GS 
| 
p. V.C. and POLYTHENE | 


SLEEVINGS 
INSULATED WIRES 
and FLEXIBLES 


| A.D. AND A.R.B. APPROVED. | 


PLASTICABLE LIMITED 
HAWLEY LANE - FARNBOROUGH - HANTS 
PHONE: FARNBOROUGH, HANTS 85 


KAYE ELECTRICAL MANUFACTURING CO. 


Manufacturers of Magnetic Relays. B.P.O. 3,000 and 600 types 
to A. .D,—I.E.M.E. or G.P.O. Standards. 


CONTACTS COILS 
Twin silver 4 amp. Up to 100,000Q Guaranteed. 
Twin platinum | amp. +3% on Turns. 
+5% on ohms. | 
$$ < 


Heavy duty 5-8 amp. 
Fully Tropicalised—Jungle or Services finish to Specification. New 
descriptive leaflet and price list on request. 


Enquiries are invited regarding our newly developed time delay relay 


unit for giving up to approx. 10 secs. delay with immediate reset. 


Competitive Prices. 
Spring Contacts, Coils, Buffer Blocks and components parts for relays 
supplied separately 


Havelock Works, Havelock Place, Harrow, Middx. 
HARrow 1432 


Early Deliveries. 


DECEMBER, 1956 


CAT. ISOLATION TRANSFORMERS 


For Cathode Ray Tubes having Heater/Cathode short 
cirouit for C.R. Tubes with falling emission. ; 
Type А. Low leakage windings. Ratio 1:1.25 giving 
в 25% boost on Secondary, 


Quit NIME... see 10/6 each With Tag 
4 volt 10/6 each Panel and 
6.8 volt 10/6 each Solder Tags 
10,8 volt 10/6 each 
13.3 volt 10/6 each 


Ditto with mains primaries 12/6 each. 
Туре B. Mains input 220/240 volts. Low Capacity. Multi 
Output 2, 4, 6.3, 7.3, 10 and 13 volts. Input has two taps 
whioh increase output volts by 25% and 50% respectively. 
This transformer is suitable for all Cathode Ray Tubes. 
With Tag Panel 21/- each. н 
Туре С. Low capacity wound transformer for use with 
2 volt Tubes with falling emission. Input 220/240 volts. 
Output 2-23-2}-22-3 volts at 2 amps, With Tag Panel 
17/6 each. : 

All Isolation Transformers are individually boxed, labelled 
and Clearly marked with relevant data. 

NOTE:—It is essential to use mains primary types with 
T.V. receivers having series connected heaters. 


RESISTORS. All values. 10 ohms to 10 meg., { w., 4d.; 
3 w., 6d.: 1 ж. 8d.; 2 w., 1]/-. 

HIGH STABILITY. i w., 1%, Q/-. АП preferred values 
100 ohms to 10 meg. 


5 watt WIRE-WOUND RESISTORS 1/3 
10 wait 25 ohms—10,000 ohms ........ 1/6 
15 watt В 2/- 
15,000 ohms—50,000 ohms, 5 w., 1 13 


(9: 10 т. ...... 2 
WIRE-WOUND POTS. 3 WATT LAB. COLVERN, ETC. 


Pre-se( Min. T.V. Type Standard size Pots., 22in. 
Knurled Slotted Knob. Soiudle High Grade. ` АП 
All values 25 ohms to 30 Vaiuss, 100 ohms to 50 K., 
K., 3/- ea. 50 K., 4/-. 5/6; 100 K., 6/6. 

Ditto Carbon Track 50 K. W/W EXT. SPEAKER 
to 2 Мес, 3/-. CONTROL 100 3/-, 


O/P TRANSFORMERS, Heavy Duty 50 mA., 4/6. Multi- 
ratio push pull, 8/6. Tapped small pentode, 3/9. Hygrade 
Push Pull ? wts., 15/6. 

L.F, CHOKES 15/10 Н. 60/65 mA., .5/-; 25/20 Н, 100/120 
mA., 11/6; 20/15 H.,120/150 mA.. 12/6: 5 Н. 850 mA., 15/-. 
MAINS TRANS. 350-0-350, 80 mA., 6,3 v, tapped 4 v. 4 a., 
5 v. tapped 4 v. 2 a., ditto 250-0-250 80 mA., eto., 21/-. 


LF. TRANSFORMERS 7/6 pair 


465 Ke/s Slug tuning Miniature Can, 2} х fin. х iin. 
med good band width. By Pye Radio. Data sheet 
supplie: 


HEATER TRANS, Tapped 200/250 v. 6.3 v. 1j amp., 7/6" 
COPPER PLATED A L RODS, {x 12in. push fitting, 
3/- oz. Post 1/-, 

ALADDIN FORMERS and cores. jin, 8d.; lin, 104 
Sin, FORMERS 5937/8 and Cans TV1/2. fin. sq. х 2itn, 
and Мп. sq. x lin., 2/- complete with cores. 
SLOW MOTION DRIVES. Epieyelio ratio 8 : 1, 2/3. 
TYANA. Midget Soldering Iron. 200/220 v. or 230/250 v., 
16/9. SOLON MIDGET IRON, 25 w., 24/-. 

MIKE TRANS. Ratio 50:1, 3/9 ea., new and boxed. 
MAINS DROPPERS. 3x1liin. Three Adj. Sliders, .3 amp. 
750 ohms, 4/3. .2 amp., 1,000 ohms, 4/3. 

LINE CORD. .3 amp., 60 ohms, per foot, .2 amp., 100 ohms, 
per foot, 2 way, 6d. per foot, 3 way, 7d. per foot. 


CRYSTAL MIKE INSERT by Acos 


Precision engineered. Bize only 1ix3/16im. Bargain. 


Price 6/6. No translormer required. 
LOUDSPEAKERS P.M. 3 OHM. 
bin. R.A., 17/6. Тїп. x 4in. Goodmans, 21/-. 


Зип, equare, Elac., 21/-. Bin. Elac., 22/6 
быр. Goodmans, 18/6. loin. R.A., 30/-. 
TSL TWEETER 18975, 8/6. 12in. Pleseey, 30/-. 
8in. М.В. 9.5 к. feld, tapped O.P. transformer, 24/6. 
CRYSTAL DIODE, G.E.C. 2/-. GEX34, 4/-. 

CRYSTAL SET CONSTRUCTION. 1/-. 

Н.В. HEADPHONES, 4,000 chms, brand new, 16/6 pair. 
SWITCH CLEANER Fluid, squirt in" 4/3 tin. 

TWIN GANG TUNING CONDENSERS. .0005 mtd. midget 
less trimmers, 6/6; .0005 Standard size with trimmers, 
9/-; less trimmers, 8/-; soiled 2/6; 3-gang 500 pl., 7/6. 


SUPERHET COIL PACK 27/6 
Miniature візе 2] x24 x1jin. High Q dust cored coils. 
RAM switching with connec- 


SHORT, MED., LONG. 
tion diagram and circuit. 


VALVE HOLDERS. Pax int. Oct., dd. EF50, EA50 61 
B12A, ORT. 1/3. Eng. and Amer. 4, 5, 6, 7 and 9 pin, 1/-. 
MOULDED Mazda and Int. Oot., 6d., B7G, ВЗА B8G, B9A 
9d., B7G with can, 1/8, VCR97, 2/6. B9A with can. 2/8. 
CERAMIC, EF50, B7G, Int. Oot’, ]/-. B7 with oan, 1/9. 
SPEAKER FRET, Gold Cloth isin. x25in., 5/-. 25in x 
38in., 10/- Expanded metal, Silver 15}x9}in., 2/- each. 
6jin. Speaker Baffle. silk covered, 1/- eaoh. 
WAVECHANGE SWITCHES. 


9 p. 2-way, 3 р. 2-way, short spindle.............. 2/6 
5 p. 4-way 2 wafer, long spindld....-........ . 6/8 
2 p. 6-way, 4 p. 2-way, 4 p. 3-way, long spindle. _8/6 
3 p. 4-way. 1 p., 12-way, long spindle.........-.. N 


6 
TOGGLE SWITCHES. В.Е., 2/-. D.P., 3/6. D.P.D.T. 4/- 
NUTS, BOLTS, 13 of cach, 2, 4 or GBA............ ij- 


KNOBS, GOLD ENGRAVED. Walnut o: Ivory. 1}іп., 
dism., 1/6 each. ** Focus,” ** Contrast,” ‘* Brilliance,” 
“ Brillignce—On/O#,”* * On-Off,” ‘ Volume,” * Vol- 
On-Off,” “Tone,” “Tuning,” “ Treble.” © Bass,” 
“ Waveohange.” ‘Radio Gram," “S.M.L. Gram,” 
“ Record-Play,”’ © Brightness ° Ditto, not engraved, 1/- 


MERRY CHRISTMAS TO ALL. 


RADIO COMPONENT SPECIALIST 


WIRELESS WORLD 


‘1957 RADIOGRAM CHASSIS 


THREE WAVEBANDS FIVE VALVES 
LATEST MULLARD 


ECH42, EF41, ЕВС41, 


Short-Medium-Long-Gram. A.V.C. and Negative 
feedback. 4.2 watts. Chassis 13}in. x Shin. x 2tin, 
Glass Dial 10 x 4}in., horizontal or vertical available. 
2 Pilot Lamps. Four Knobs, Walnnt or lvory, aligned 
and calibrated. Chassis isolated from mains. 

T.S.L. Tweeter supplied free. 


BRAND NEW £10.10.0 cs. s. 


TERMS: Deposit £5/5/- and 6 monthly payments of £1. 
MATCHED SPEAKERS FOR ABOVE CHASSIS: 
Зіп., 19/6; 10in., 25/-; 12in., 30/-. 


RECOMMENDED FOR ABOVE CHASSIS 
x RCS. SCOOP 


Collaro Autochanger RC53I for 78 R.P.M. 
-10in, and 12іп, Records. Brand new in 
maker's boxes! High impedance, light- 
weight pickup with sapphire needle, will 


match any amplifier or radio. 
Less than half price. 5 GNS. 
Sorry, no C.O.D. Carr. 5/6 


Plessey 
H 


£1.19.6 


BARGAIN 
TERMS: Deposit £4 and 6 monthly payments of 15/- . 
Brand new Plessey 3-speed Autochange Mixer Unit 
for 7, 10 and 12in. Records, Twin Hi-Fi Xtal Head 
with Duopoint sapphire stylus. Plays 4,000 records. 
Sprung mounting. Baseboard required 15jin. x 12}in. 


Height 54im. Depth 2in. Post free. 


А.О. 200/250 v. 
Walnut Veneered Playing Desk out out ready for 
Plessey, 10/6 each. 


EXCEPTIONAL OPPORTUNITY 


COLLARO  4-speed Single Record Player, 
including heavyweight turntable and lightweight 
Studio O ed Кү. tuenda Xtal mounted on 
baseplate. Autostop fitted. 
OUR PRICE 6 gns. Carr. 4/- 

Player Cabinet 49/6 post 2/6. 


B.s.R. MONARCH.  3-epeed Motor and Turntable 
with selecting switch for 33, 45 and 78 r.p.m. records. 
100-120 v. and 200-250 v A.C. 50 cpa. Also B.S.R. 
MONARCH Lightweight Pick-up with Acos Xtal 
tarnover head, separate Sapphire stylus for L.P. 
and standard records. SPECIAL OFFER, THE TWO 
£4/12/6, post 2/6, Player Cabinet 49/6 post 2/6. 


Super Quality. 


Teletron Band Ill Converter 


For London, Midland and Northern 
Transmissions 
Suitable for all T.V. makes. T.R.F. or 


е Superhet 

Ready wound coils, two EF80 valves, all 
components, punched chassis, circuit diagram, 
wiring plans. COMPLETE KIT for mains 
operation, 200-250 у, А.С. £3/l0/-. 

AS ABOVE less POWER PACK. Requires 
200 v. 20 mA. Н.Т. 6.3 v. 6 a. L.T. #2/5/-. 


ALLDRY UNIT POWER PACK. Replaces Battery 
B114, etc., 69 v. plus lj v. Size 4jin. X 3lin. x liin. 
4-pin Socket. Same as battery. Only 1/- a year to run 
оп AC, 200-250 v. FAMOUS MAKE, LIST PRICE 
65/ OUR PRICE 39/6. Ready (ог use. 
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T.V. PRE-AMP. (MoMICHAEL) 
Will amplify output of your Band 3 Converter. 


Tun- 
able Channels 1 to 5. Midget size, High gain fringe 
model. B.V.A. Valve. Full instructions supplied. 
READY FOR USE. (Н.Т. 200V., L.T. 6.3V., .3 amp. 
required). PRICE 25/- each. BRAND NEW. SPECIAL 
MAINS POWER PACK for above, 25/- extra.’ 


Volume Controls | 80 Aste Coaxial 


Midget size Semi-air spaced Polythene 


Long spindles. Guaran- 7 p : 
{еей 1 year. АП valnes ке WERE UU 
10,000 ohms to 2 Meg. Losses епі 5095. - 9d yd. 
No. ар, iod ap STANDARD 96. -..9d. уй, 
5 bw А 
Lin or Log Tracks iin, Coaxial...... 8d. yd. 


COAXIAL PLUGS 1/- 
SOCKETS 1/- 


DOUBLE SOCKET 1/3 
OUTLET BOXES 4/6 


BALANCED TWIN FEEDER рег yd., 61 800 or 3000. 
TWIN SCREENED BALANCED FEEDER 1/- yd., 80 ohms. 
t DE Ceramic, 30, 50, 70 pł., 9d. 100 pf., 150 pi., 


250 pf., 1/6., 600 pf., 750 pf., 1/9. 


ALUMINIUM OHASSIS. 18 s.w.g, Plain, undrilled, 
with 4 sides, riveted corners and lattice fixing holes, 
with 24in. sides. 7x 4in., 4/6; 9x6in., 5/9; 11x7in., 
6/9; 13x9in., 8/6: 14x1lin. 10/6; 15x14in., 12/6 
and 18x16 x3in., 16/6. 


CHROMIUM PEN TORCHES with battery and bulb, 2/6. 
BLACK CRACKLE PAINT. Air drying 3/- tin. 
P.V.O. CONN. WIRE, 10 colours, single or stranded, 2d. yd. 
Sin. RADIO SCREWDRIVERS, 4id. each. 

NEON MAINS TESTER SCREWDRIVERS, 5/6. 
MULTICORE SOLDER 60/40, 18 s. w.g., 3d., 16 s.w.g., 4d. yd, 


PURETONE RECORDING TAPE, 12/6 


1,200ft, on standard fitting 7in. Plastio reels ^ 
Brand new, bored, 12/6 
Spools Sin, metal, 1/6. in, Plastic, 4/3 


SENTERCEL RECTIFIERS.  E.H.T. TYPE FLY-BACK 
VOLTAGES. K3/25 2 kV., 5/-; K3/40 3.2 kV., 7/-; K3/45, 
3.6 kV., 7/6; K3/50 v 4 kV., 8/-; K3/100 8 kV., 14/6; 
MAINS TYPE, RM1, 125 v.; 60 mA, 5/-; RM2, 100 mA., 
6/-; RM3, 120 mA., 8/-: ВМА, 250 v. 275 mA., 16/-. 
COILS.  Wearite, “Р” type, 3/- each. Osmor Midget 
'"Q'' type adj. dust соге, 4/- each. All ranges. 
TELETRON, L. & Med., T.R.F., ASHF., 7/- pair. 

H.F. CHOKES, iron cored. 14 M.H., 3/- each. 


JASON F.M. TUNER COIL SET. 22/6. Н.Р. вой, 
aerial coll, Oscillator coil, two І.Е. Transformers 
10.7 Мо/я, Dectector transformer and heater choke. 
Circuit and component book using four 64M6, 2/-, 
J.B. Chassis and Dial, 19/6. Complete Kit, £5-18-6. 


CONDENSERS. New stock. .001 mfd, 7 kV, Т.0.0,, 5/6. 
Ditto 20 kV., 9/6; 100 pf. to 500 pf. Micas, ubular 
500 v. .001 to .01 mtd., 9d.; .05, .1, 1/-; .25. 5, 1/9; 
.1/350 v., 9d.; .1/600 v., 1/3.; -1 mtd. 2,000 v., 4/-. 
CERAMIC CONDS., 500 v., .3 pf. to .01 mfd., 10d, 
SILVER MICA CONDENSERS. 10%, 5 pf. to 500 pf., 
1/-; 600 pf. to 3,000 pf., 1/3. DITTO 1% 1.5 pf.to 500 pf.. 
1/9; 515 pt. to 1,000 pt., 2/-. 


NEW ELEGTROLYTIOS. 


5g 


FAMOUS MAKES. 


TUBULAR TUBULAR CAN TYPES 

1/350 v. j- | 100/25 v. 8/-|8+16/450 v. 5/- 
2/450 v. 2/3 | 8--8/500 v. 4/6 | 16--16/500 т. 8/- 
4/450 v. 2/- | 16-- 16/500 v. 6/- | 6,000 mfd. 6 v. 8/6 
8/450 v. 2/3| OAN TYPES |32+32/350 v. 4/6 
8/500 v. 2/9 | Сіра 3d. | 32+32/450 v. 8/6 
36/450v. 3/8 | 16/450 v. 3/6 | 64+120/275 v 7/6 
16/500 v. 4/- | 32/350 v. 4/- | 60--100/350 v 11/6 
39/450 v. 5/6 | 64/350 v. Б/В | 100--200/257 v. 

25/25 v. 1/9 | 100/275 v 5/6 10/8 
50/25 v. 1/9 | 50--50/350 v.7/- | 1,000 +1,000/6 v. " 
50/50 v. 9/- 1 5002 v.  3l- 6/6 


FULL WAVE BRIDGE SELENTUM RECTIFIERS. 2, 6 or 
12 v. 1} amp., 8/9; 2 a., 11/3: 4 a., 17/6. 

CHARGER TRANSFORMERS. Tapped input 200/250 v 
ior charging at 2, 6 or 12 v. 1} amp. 13/6; 4 amp., 21/-. 
Al BERNARDS books in stook. 

VALVE MANUALS I, II & Ш, 5/- each part. 

ACID HYDROMETER. New ex. Govt. Unbreakable. 
Packed in metal case 7 x ljin.. 4/6. Hd 


VALVES 
-A SMALL SELECTION FROM OUR. STOCKS 


All Boxed 1/6 New & Guaranteed 
8/8 5/6 EAS50- 6/6 10/6 
1R5 6в8 954 6AL5 524 
1T4 9D2 —— 655 12AT7 
185 EF50 2/6 6K6 EBC4l1 
384 Equip. E1148 6K7G EBF80 


EB34 ECLS0 


Please Post Your Orders by MONDAY, I7th DECEMBER. 


307 WHITEHORSERD., WEST CROYDON 


SHOP CLOSED 24th DECEMBER 


10-page list 3d. 


Tel. THO 1665. Buses 133 or 68 pass door S.R; Stn. Selhurst. 48-hour postal Service. Р. & P. I[-. £2 orders post.free (Export extra). C.O.D. Service 1/6 
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Telephone: MUSEUM 9594, 


H. FRANKS 


A.C. MAINS SOLENOIDS. 200/250 v. 
4lb. per jin. pull. D.C. resistance 200 ohms. 
Ditto 3lb. pull. О.С. resistance 300 ohms. 
10/6 each. Discount given for large quantities, 
FRACTIONAL MOTORS. 1/100‹ћһ Н.Р. 
200/250 v. A.C./D.C. tin. double-ended spindle. 
Length 3łin, diam. 2gin, Unused. 30/-. 

" CARPENTER " POLARISED RELAYS in: 
screening cans. 110 ME Щр OHM coil, суре 4142 
E/TF6, new. 18/6 e 

“HOOVER” BLOWER MOTORS. 220/ 
250 v, A.C,/D.C. 300 watts, Ifin. diam. outlet. 
Unused, £5/2/6. 

SPERRY'S 1/70th-h.p. 115-VOLT A.C. 
MOTORS, constant speed, 3,000 r.p.m. 
governor controlled, continuous rating, size 
54 x 34 x 3in., spindle tin, diam. 27/6 each. 
“DRAYTON” TYPE R.Q.R. CAP IN- 
DUCTION MOTOR UNITS,230 volts A.C., 
50 cycles, 25 watts. Cont. rating, final speed 
37 r.p.m. Unused. £5 each. 
DOUBLE-WOUND STEP-DOWN 
TRANSFORMERS, ex-A.M., Ref. 5P/284, 
input 200/250 volts, A.C., 50 cycles, output 
100/110 у, A.C. 750 watts, fitted in metal case, 
with carrying handle, size 8; x 74 x 7tin., 
unused. £7/12/6. 

“ CREED " MOTOR-OPERATED TAPE- 
WINDERS. Туре No. S.2885. Fitted 230 
v. А.С, 1/100 h.p. motor, coupled to gear box, 
with slipping clutch. Final speed 25 r.p.m. 
approx. New, 65/- each. 

TELEPHONES TYPES TELE-F., a table type 
field telephone in Bakelite moulded case with 
bell magneto ringing generator, operated from 
internal 3 to 41 volt battery (not supplied); 


WIRELESS WORLD 


58-60 New Oxford Street, 
London, W.C.l 


One min. from Tottenham Court Rd. Stn, 


PRESSURE PUMP UNITS. Operated by 24 
volt .A.C./D.C. motor develops lOlb, pressure 
or vacuum. Complete with lOft. length of pres- 
sure hose, cables and connectors, etc, Compact 
unit fitted in metal case, 6 x 4 x 4іп. Made in 
U.S.A. Ideal for laboratory use, etc, New, in 
maker's cartons. £4 each. 
*" VENNER "" SYNCHRONOUS CLOCK 
MOTORS. 200/250 v. A.C. 3 watts. Final 
speed 30 r.p.m. 16/6. 
METROVIC, SYNCLOCK HOUR RE- 
CORDING METERS, 200/250 volts A.C., 50 
cycles, operating voltage, 1/10 to 10,000 hrs., re- 
cording ideal for life cest, etc., unused, £2/7/6 
each, post paid. 
CHARGER UNITS, type. 25, Н, 200/250 v. 
А.С, 50 cycles, output 20/2 C., 3 amps., 
smoothed, continuous eee rating, fitted in 
metal case, 18 х 12 x 7іп. £5/12/6. 
“KURMAN” ELECTRIC CO. U.S.A. 
Sigma pattern high-speed relays, «ul 1950 
ohms. Operates on u v.d.c. 5 mA. S.P.C.O. 
heavy duty contacts. 12/6 each. 
WESTINGHOUSE RECTIFIER SETS. Style 
288 G.P.O, Input 200/250 volts A.C., 50 cycles, 
output 50 volts D.C., |{ amps. 70/-. 
S. T.C. METAL RECTIFIER SETS, input 
рр volts А.С.. 50 cycles, output 220 volts 
, 14 amps., type 10D/1786, housed in metal 
EDAM 12 x 13 x Піп, £10/5[-. 
STAINLESS STEEL AERIAL WIRE, gauge 
7/.015in., 1,600ft. reels. Ideal for electrifying 
fences, etc. 37/6 per reel, 
CONTROL UNITS, type R.A., Mk. |, Ref. 
BR./2975. Contains Carpenter type 5xA24 re- 
lay, 700+ 300 ohm coil, two G.E.C. type М.1095 


DECEMBER, 1956 


NEW SOUND-POWERED TELEPHONE 
HAND-SETS, G.P.O. pattern, will make 
efficient 2-way intercom., no batteries re- 
quired. 50/- per pair. 
ZENITH HIGH- GRADE TOTALLY EN- 
CLOSED SLIDING RESISTANCES. 384 
ohms., 1.2 amps. New in maker's cartons 
£3 each, DITTO, 270 ohms, 0.8 amps. €2 each. 
REDUCTION GEAR- -BO XES, made by 
Werle-Korff Gear Co., U.S.A., fitted in die-cast 
case, 3tin. diam., 1}їп. thick, base plate four 
hole fixing, input spindle Trin, diam., output 
lin. diam., reversible, ratio 296 to ү тах. 
transmission capacity agih h.p. 20/- each. 
DITTO—Ratio 108 to l, input and output 
spindles jin. diam. 20/- each. Special quota- 
tion for quantity. 


STEP-DOWN TRANSFORMERS, input 


180/230 v. A.C., 50 cycles, output 2 winding. 
4.2, 4.2 v. 10 amps., ideal for soil heating, etc. 22/6 
2 INCH. MAGSLIP RECEIVERS Type 
MK 11 Ref. No. AP. 6549, Unused 19/- each. 
NEW 36 HOUR CLOCKWORK DRIVEN 
Fitted 7-day high-grade 
3i ins. long, 


TIME SWITCHES. 
watch movement, diam. 24 ins. 
less winding key—14/6 each. 
CLOCKWORK DRIVEN TIMERS, variable, 
5 to 30 mins, Fitted 15 amp. A.C. contacts. 
Totally enclosed, crackle finish, 17/6 each. 
WESTERN ELECTRIC BLOWER MOT- 
ORS. Fitted centrifugal fan, available 12 volts 
D.C. or 110 volts A.C./D,C. Suitable for car- 
heaters,projectors or miniature vacuum cleaners, 
etc. Size 44 x 3lin. approx. Price 29/- each. 
SPERRY'S CONSTANT-SPEED li5-volt, 
50 cycles motors, 2,400 r.p.m., 34in. diam., біп. 
long, sin. spindle, 14in.long. чо, LB1931. 276. 
P.V.C. PIRELLI, white flat 3-core 1/.044 
CABLE, in 100- -yard coils, excellent quality, 
per 100-yard coil. 75/-. 

“ SIGNAL '* WESTERN ELECTRIC TIME 
DELAY RELAYS, adjustable from 1/5 sec., 


governor controlled 24-volt D.C, coil, two 
heavy-duty, two make [0-amp. contacts. 17/6. 
WESTERN ELECTRIC MOTORS. 1/25th 
h.p. cont. rating, 20/80 volts, A.C./D.C., series 
wound, 5,600 r.p.m., fan cooled, governor con- 
trolled, totally enclosed. 32/6. 


FULL MAILING PRICE LIST 64. 


suitable for 2-way communication up to a mile 
distance when used in. prs., overall dimensions 
93 x 64 x 541п., £3/19/6 each. 

8in. DIAM. VENT-AXIA EXTRACTOR 
FANS. 24 v. D.C. or 36 v. А.С., fitted sup- 
pressor units. Ideal for caravans, yachts, etc. 
Unused, complete in transit case. £4/7/6 each. 


relays, 670 ohm coil. 2 make 2 break contacts, 
resistors, condensers, etc. Fitted in sealed con- 
tainer, 4in, diam., 4in. high. Unused, 28/- each. 
HENDRY RELAY UNITS, fitted Sangamo 
model $,7 synchronous clock units. 100/125 
volts A.C., 50 cycles, 24 watts. Final speed 
| r.p.m., micro switch, relay, etc. 32/6 each. 


PARKER’S SHEET METAL FOLDING 


MAINS 


MACHINES. HEAVY VICE MODELS 
( No. 1 (illustrated) Capacity. 18 gauge aft. model, weight 560, £6-5-0, 
N mild steel x 3ft. wide. — Carr. 10/-. 2ft. model, weight 
i No. 2. Capacity. 18 gauge "lb, 65/-.  ISin. model, 
| mild steel X 25. wide. weight 1Blb. @5/-, carr. on 
d T No. 3. Capacity. 16 gauge 
Primaries. 200/250 v. Haif Shrouded. mild ateel x 18in. wide. small models 4/-. If with 


HSM63. 250-0-250 v. 60 m/a.,6.3 v. 3 a., 5 v, 2a. (Midget)... 16/3 End folding attach- attachments: 5/6. 
HS2. 250-0-250 v. 80 т/а.,0-4-6.3 v. 4 a., 0-4-5 v.2a. ..... 19/- mente Ei Radio зааг 30 
HS3. 350-0-350 v. 80 т/а.,0-4-6.3 v. 4 a., 0-4-5 V. 2a. ...... 19/- cr ede E e 
HS3X. 350-0-350 v. 100 m/a., L.T. as above ............ Ns Eris di E M 
HS150. 350-0-350 v. 150 m/a.,6.3 v. 3a. S v За................ 27/9 supplied И 
cequired. 

Fully Shrouded 
FSM63. 250-0-250 v. 60 m/a., 6.3v. 3a., 5v. 2a. (Midget) 16/9 
FSM66. 250-0-250 v. 60 m/a., 6.3 v. 3 a., 6.3 v. 2 a. ba 17/- Machines guaranteed. Send for details 
nA, 20408 mo ma, Gav tan Стабзульст Qu | | А. Ш. PARKER пата Fn anie 
F36. 250-0-250 v. 100 m/a., 6.3 v. 6 a., C.T., 5v. Jd. aereas 29/6 — —À - m IND 


Е5150Х. У. EI o OEN 2a. СТ., 6.3 у. 2a. 


T.,5 | - 
Ч THE NEW АХІОМ ENOLO- 
Bim. a esc eT PONO s SURES, Dulit Осн: 
à v. . 6.3 v. t pss КЕ. Eo : 
| ро ' cation of GOODMANS. 

Bimet ZEE) mda Completely Fitted comprising 12іп. 
F:316:3 v.iat3:3amp., 8/11. РӨ. 63У, 2а. — .....—.. tee 7/6 Axiom No. 150 Mk, Il Speaker. The 
FI2X. 12v. 1 а., 7/9. FIZ 0-6.3-12.6 у. 3а ................. 16/6 Acoustic Resistance Unit and Cabinet to 
F24. 0-12-24 v, За, 23/6 e T ren ра i 
| ап uilted wit in. cotton felt and 

F34. 0-4-9-15-24 v. 3 a. ..... 26/6 constructed of ŝin. Weyrock. 


C.W.O. Postage 1/3 extra under !0/-. 


1/9 extra under £2, 
2/9 extra under £3. 


9 payments of 58/1 monthly Cabinet only 

£14/18/6 or £2/5 

of 30/4 monthly. 

terms. 

Also in Corner Cabinets 20/- extra. 

Write for catalogue of cabinets for Records— 
Equipment—Speakers, 


A. L. STAMFORD 


(Dept. G4), 20 College Parade, 
. Salusbury Road, London, N.W.6. 


Cash Price КЕД ог ИЛҮҮ deposit and 


deposit and 9 payments 


Lists, etc., stamped addressed envelope please. Delivery 12/6 cash or 


Н. ASHWORTH (Dept. №№), $ 


676, Gt. Horton Road, Bradford 7, Yorks. 


The Dunster 
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: (RADIO) LIMITED 


Phone: GERRARD 8204/9155 
Cables: SMITHEX LESQUARE 


TRADE ENQUIRIES 


INVITED FOR ALL RADIO BARGAINS 


POWER UNIT 285 
230 volts, 50 cycles input. Outputs 
E.H.T. 2 kv. 5 ma., Н.Т. 350 volts 200 ma., 
L.T 6.3 volts, 17 amps. E.H.T. and Н.Т, 
supplies are fully smoothed, double 
choke and paper condensers, etc., and 
complete with valves, 5046, VUIZO and 
ЕР50. A genuine bargain at only 59/6 each. 


BARGAIN MAINS TRANSFORMERS 
All new and unused. 

L.T. TYPES 

a) Input 220/240 v. Output 6.3 v. 1.5 a., 5/9. 

VE inputi 200/270 v. Output 6.3 v. 3 a., 8 v. 


‚ 9/6 
(9 inp. t 200/250 у. Output 3, 6, 9, 12, 24 or 
6 volts, 5 amps., 35/-. 
(d) Input 230 v. Output 5, 10, 15, 20, 25 ог 
30 volts, 5 amps., 29/6. 
(e) Input 200/250. v. Output 4 v. 14 a., 6.3 v. 
ct. 1.5 a., 10/6. 
INSTRUMENT TYPES 
(a) input 220/240 v. Output 200 v. 25 та., 
6.3 v. | a., 10/6. 


(b) Input 230 v. Output 195 v. 95 ma., tapped 
130 v. 6,3 v. 5 a., 63 v. .3 a., 14/6. 


H.T. TYPES 

С "ey wc Output 250/250 v. 60 ma., 
M 3a. Sv, 

o) Input 200/250 v. Output 259/9/250 v. 

80 ma. 6.3 v. 4a., 5 v. 2 a., 18, 

9 Input 200/250 v. Output 350,0/350 v. 
0 ma. 6.3 v. 4а., 5 v. 2a., 18/6. 


qi TYPE 
Input 200/250 v. Output 3, 4, 5, 6, 8, 10, 
12, 15, 18, 20, 24 or 30 v. 0n, 18/6. 


CHARGING TYPES 
(a) Input 200/250 у. Output 9 or 15 v. | a; 
9/9. 


( (o) annee 200/250 v. Ouptut 3.5, 9 ог 15 v., 
QN Input 200/250 v. Output 3.5, 9 or 17 v., 


AUTO TRANSFORMER. 
150 watts, 21/—. 


SELENIUM CHARGING RECTIFIERS. 
12 v. 1 amp., 6/3. 12 у. 2 amp., 9/3. 12 v. 
4 amp., 13/9. 12 v. 10 amp., 32/6. 24 v. 
8 amp., 49/6. 


CHARGING RHEOSTATS. I 
12 amp., 6/6; 14 ohm., 4 amp., 7/6; 8 ix re 
2.5 amp., 7/6. 


ROTARY CONVERTORS. Input 24 volts 
D.C. Output 230 volt 50 cycles, 100 watts, 
92/6 each, 


MODULATION TRANSFORMERS. 
Collins type, potted, Push-pull 807 to parallel 
807, 20 watts audio, brand new, 12/6 each. 


AR.88 WAVECHANGE SWITCHES. 
Ceramic, 8 bank, 6 position, complete with 
screens, BRAND NEW, 


RADAR TRANSMITTER APQ-9. Sup- 
plied brand new. Complete with 93la. 
photo multiplier cell and resistance network. 
Other valves used are 2 6AC7, | 6AG7, 
2 807 and 2 blower cooled 8012. Price 79/6. 


BUZZERS. Brand new and boxed. Oper- 
ates from 3/6 volt D.C., 2/6 each. 


110/200/250 volts, 


460 KC/S. B.F.O. UNIT 


Supplied brand new and 
complete with 155 valve, 


fully screened їп alumin- 
ium case, size 21 x | x 


4lin. Price 8/6 each. 


MODULATOR 
TYPE 67 
These bargain in- 
struments contain À 
COMPLETE A.C: 

POWER 
_ input 230 
volts 50 cycles. ae 

put 350 volts 120 ma. and 6.3 
5 amps. Choke and enter 
smoothed and uses 524 rectifier. (Transformer 
actually 200 ma.). Also included in the unit are 11 
other valves, 5 SP6l, | VRII6, 2 EB34, and 3 ЕА50, 
and many other useful components, pots., resistors, 
switches, etc., Size of case 18 x 9 x 7in., which is 
finished in grey. Supplied brand new, 49/6 each. 


MARCONI U.H.F. SIGNAL GENERATOR ТЕ.517. 
MODULATION GENERATOR TF.675. Complete 
station comprising TF517 signal generator, frequency 
coverage 16 to 58 mc/s. and 150 to 300 mc/s. and TF 675 
pulse modulator, tepetition speed 50-3,000 cycles, pulse 
width 2 to 12.4u sec. Supplied brand new in original 
transit case with full instruction book and full complement 
of leads, £42/10/-- each. 


RCA A.R.88 L.F. RECEIVERS. Offered in first-clas* 
condition, re-aligned and thoroughly tested. Continuous 
o from:75 to 550 ke/s and | to 30 me/s. Built in 

С. mains dvd pack, phone or speaker output, variable 
Ro F.O., etc. "Price £45 each. 


PACK, 


AMERICAN ROTARY GENERATORS 


Input 12 voles D.C. 
Output 250 volts £0 ma. 
Fitted with blower at- 
tachment which can be 
easily removed. Brand 
new, 22/6 each. Input 
6 volt D.C., output 250 
volts 80 ma., as above, 
but no blower, brand 
new, 22/6. 


SPECIAL OFFER OF GRAM MOTORS. Garrard 
200/250 volt A.C. gram motors, complete with turntables. 
Speed adjustable by governor from 0-45 r.p.m. А real 
bargain at only 22/6 each. 


50 MICROAMP METERS 


241п. scale flush mounting meter housed in grey instrument 
case with chrome handle. Brand new and tested, 59/6 each. 


AMERICAN BEACON  TRANSMITTER/RE- 
CEIVER RT 37/PP N22. Brand new and boxed, 
complete with instruction book. Equipment com- 
rises Mines ch eae with 9 valves (5 3AS. 
155, | IRS), with built-in 2 v. vibrator power pack, 
spare Mme headset, connector leads and (Oft. 
collapsible aerial, Frequency coverage 214/238 mc/s. 
Price 72/6 each. 


AMERICAN GEARED MOTOR. Operation 24 volts 
D.C., with built-in precision gearbox giving twin shaft 
outputs of 20 r.p.m. and 6 r.p.m. Will also operate on 
12 v. giving half revolution output. Size of motor 7іп. x 
i2in., shaft dia. 3/16in., brand new and boxed, 29/6 each. 


FIELD 
TELEPHONES 


Type Don Mk. 5. Buzzer 

calling. Ideal for inter 

office or house communica- 
tion, Supplied com- 
plete with two 1.5 
у. cells, tested and 
ready for immediate 
use. Price only 39/6 
each. 


HOURS OF BUSI NESS:—9a.m.—6 p.m. Thursday 
m. Open all day Saturday, PLEASE FPRINT NAME 

AND. ADDRESS CLEARLY, ALSO INCLUDE POST- 

AGE OR CARRIAGE ON ALL ITEMS. 


WE PURCHASE ALL TYPES OF 
RECEIVERS AND TEST GEAR 


SMOOTHING CHOKES 
GB 20 henrys 175 та................ 
Parmeko 8 henrys 250 ma. 


Parmeko 9 henrys 100 ma. 7/6 
Parmeko С core 4H. 22.5 та. 4/6 
Parmeko swinging choke 3.6-4.2 
henrys 250 ma. 20H. No D.C... 10/6 
Collins 8 henry 100 ma................ 8/6 
ALL NEW AND UNUSED 
CRYSTAL MICROPHONE INSERTS. 


Extra sensitive, ideal for amplifiers, etc., 4/6 
each. 


DEAF AID EARPIECES. Brand new, 30 
ohms D.C., 3/6. Deaf aid valve, CK505, new, 
2/6. 1 meg. pots. w/switch, I/-. Deaf aid 
switch, | pole 4 way, I/-. Output trans- 
formers, 2/6. 


BENDIX COMMAND RECEIVERS. 
Brand new and boxed. Top band, L5 to 
3 mc/s. With all valves and circuit, 75/— each. 
COMMAND TRANSMITTERS. Com- 
plete with all valves and crystal. Coverage 
2.1 to 3 me/s., 29/6, 


SUB STANDARD VOLTMETERS. Six 
ranges: 7.5, 15, 30, 60, 150 and 300 voled 
D 6in. mirror scale with knife edged 
pointer calibrated 0-150 volts. 0.3% accurate. 
Price £4/19/6 each. 


PANORAMIC ADAPTORS. Brand new 
and boxed ex-U.S.A. For use with receivers 
having an I.F. of 455 to 475 kc/s. giving a 
bandwidth of 200 kc/s. 110/23 volt A.C. 
operation. Price £30 each. 


SUB STANDARD MILLIAMMETERS. 
Basic movement | ma. Seven ranges: I, 5, 
20, 50, 100, 200 and 500 ma. біп. mirror 
scale calibrated 0-100 та. Accuracy 0.6%. 
Brand new, £12/10/— each. 

YAXLEY METER SWITCHES. Single 
pole 12 position, 8 banks, 7/6. I pole 11 way, 
2 banks, 2/6. 


HEADPHONE ADAPTORS. 
low impedance matching, 1/3 each. 


MARCONI CRYSTAL CALIBRATOR. 
Frequency coverage 170 to 240 me/s. Directly 
calibrated, accuracy 0.001%. Operation 
200/250 volts A.C. Supplied complete with 
5 me/s. crystal and spare set of 5 valves in 
original transit case, brand new with in- 
structions, £4/19/6 each. 


COPPER AERIAL WIRE. 
copper wire, 3/6 reel. 


JACK PLUG LEADS. Brand new 6ft. 
screened lead, fitted with two standard P.O. 
jack plugs, 3/— each. 


METER BARGAINS 
50 m/amps. 2 іп. F.M. М.С. 
150 m/amps. 21п. F.M. М.С. 
200 m/amps. 24іп. F.M. М.С. 
1 amp. R.F. 24іп. Pj. T.C. 
4 amp. К.Е. 2in. F.M. T.C.  ... 
300 volts D.C. 2in. F.M. M.C. 
300 volts A.C. 24in. F.M. M.1. 


High to 


300ft. bare 


500/0/500 microamps 2;in. F.M. A. C. 25/- 
50/0/50 amps. 2in. F.M.M.C. . 8/6 
2 kv. electrostatic 24in. Pj. 22/6 


ALL BRAND NEW AND BOXED. 


MODEL MAKERS’ MOTORS 

Permanent 
magnet type, 
reversible. 
Size only 2in. 


ong, іп. 
dia. with 
jin. long 


spindle. Operation from 4, 6, 12 or 25 
volt D.C. Thoroughly recommended for 
launches, etc. Supplied brand new, only 
8/6 each. Above motor supplied, com- 
plete with blower attachment, for car 
heating, etc., brand new, 12/6 each. 
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T.V. TUBES 


Iin. RECTANGULAR 
£7.10.0 used but with £5.10.0 


6 MONTHS GUARANTEE 
16in. 15in. 14in. ROUND £5 


used but with 


3 MONTHS GUARANTEE 


plus 15/6 Insured carr. on all Tubes 


Please Note: Some types of I2in. have a waiting list. Remember most 
9in. and l2in. sets will takeʻa l5in,. tube with little or no alteration 
to the set, 


T.V. CHASSIS 97/6 


Complete chassis by famous manufacturer, R.F. E.H.T.-unit included. 
Drawing FREE with order, Being in three separate units (Power, 
Sound & Vision and Time Base) interconnected these chassis can 
easily be fitted into existing table or console cabinets. THIS CHASSIS 
IS LESS VALVES AND TUBE. Channels 1-2, 3-5, |.F.s 16.5 M/cs- 
19.5 Mc/s. vision, Easily converted to I.T.V. channel. Insured carr. 
5/6 London, [0/6 Provinces. 


T.V. UNIT CHASSIS 


SOUND AND VISION STRIP, 27/6. S/het. Complete v/strip 
uses EF9I valves, etc.). Less valves, FREE drawing. Post 2/6. 

IME BASE, 10/6. Containing scanning coil, focus unit, line trans., 
etc. FREE drawing. Post 3/6. 
POWER PACK AND SINGLE STAGE L.F. AMPLIFIER, 29/6. 
Mains E.H.T., 5 kV.; 325 v. at 250 mA. Smoothed Н.Т. heaters, 6 v. at 
5a,4v.at 5a, 4 у, at 5 а., centre tapped. FREE drawing. Carr. 5/6. 


14... 


CONVECTOR FIRES #5 19.6 


Including P.Tax 


2 kW. (1 or 2 units per hour). Switched. Gilt finish. Illuminated 
rille, Size 26in. х 181. x 74in. deep., 200-250 AC/DC, famous manu: 
acturer. Ideal for home, office, works. Ins. Carr., 5/6 London; 10/6 


Provinces. 
FIRES 19/6 


Ideal Xmas present. Hammered finish. 200/250 volts, wattage 500- 
750—1,000 (please state preference). Carr. 3/6 


CANDELABRUM 19/9 


Complete with flex, lampholders and 3 shades, 3 light lounge fitting. 
Carr. 2/9. 


12-VOLT CONVERTOR. Ex-W.D., 12/6. 275 v. and 500 v. out. 
Used, needs cleaning, but believed to be in working order. Carr. 3/6. 
1466 V.H.F. RECEIVER, 27/6. Complete with valves. 
TV and amateurs, Stow motion tuning. Carr. 2/6. 

165 RECEIVER, 5/9. Ex-W.D. Contains conds. resist.; coils and 
trans. FREE drawing. Post 1/9. (Ideal for stripping.) Less valves. 
TRANSMITTER No. 50, Ex-W.D., 6/9. V.H.F. contains coils, 
tuning cond.; fixed cond.; resist., etc. Less valves. FREE drawing. 
(Ideal for stripping.) Carr. 1/9. 


8" P.M. SPEAKERS 8/9 


IDEAL XMAS GIFT, if fitted in small cabinet. Treat the lady at 
home, Fit one in kitchen or cupboard door. Let her follow that 
TV or radio programme. At this price you can have one in every 
room. Post 1/9. 


Receives 


Send stamp for FREE catalogue. 


MONEY BACK GUARANTEE if goods returned within 14 DAYS in same 
condition as sent. 


DUKE & CO, 


621 ROMFORD ROAD, LONDON, E.I2 
Tele : GRA 6677-8 


REMEMBER 


SATURDAY 
OPEN ALLDAY 


A. €. SOLENOID type SAM. 


Increased Performance 
Continuous 14 ozs. at 3^ 
Instantaneous to 5} lbs. 


Same dimensions as Type 
SA. 


Larger and smaller sizes 

available. Greatly increased 

discounts for quantities. 

Also Transformers to 7КУА 
* 3 Phase. 


H. A. WEBBER LTD. 


18, FOREST ROAD, KINGSWOOD, BRISTOL. Phone: 74065 


CABINETS FABRICATED 


To Any Requirement 


Instrument cases for Research’ 
Laboratories, Universities, 
Schools, etc. 


Electronic equipment manu- 
factured to your specification 
by fully qualified electronic 

| engineers. 


= FORESIGHT 
>+ PRODUCTIONS LTD. 


BEACON HOUSE, HAMPTON ST., BIRMINGHAM, 19. Central 2016/7 


METAL SPINNING 


PARABOLIC REFLECTORS up to 9ft. dia. 
POWER PRESSWORK to 250 ton 


GENERAL SHEET METAL WORK . ARGON . ARC & OXY-ACETYLENE WELDING 


SHAWE METAL SPINNING WORKS 


SWINTON STREET, KING'S CROSS, LONDON, W.C.l. 


Phone : TERminus 7422/3 


OUR SPECIALITY 


LOUDSPEAKER HORNS, Etc., Etc. 


capacity, including Hydraulic 


Grams : Alipryde Phon London 
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Telephone: 
GERrard 
6794/1453 


ADJOINING 
LEICESTER’ SQ. 
TUBE STATION 


15, LITTLE NEWPORT STREET, LONDON, W.C.2. 


SPECIAL OFFER 


UNREPEATABLE 
BRAND NEW & UNUSED 


"Motorola" (usA) 
F.M. TRANS/REC. COMBINATIONS ^ 


COMMUNICATIONS TYPE 


For 
Absolutely complete and ready to use, including 


30-40 Megacycles. 


original spares kit and 


“ Battery Unit” 


E 
| E 


“Operating Spares ” 


B mu 


6v. Mobile Operation 


* 


detailed operators’ manual. 


" Crystals "' 


We also can supply a 

STRICTLY LIMITED QUANTITY 
ofthese units alreadyconverted for 
117v FIXED STATION OPERATION. 


E 


"nU 

JI, 
Е 

ч ү" 


4o 


" Transmitter—Receiver Unit” 


Please write, phone or call for 


AIRCRAFT RADIO RECEIVER (BY 
RCA Model No. САУ. 46151). Freq. 
195 kc/s. to 9050 kc/s. (33-1500 metres) 
continuous, For 28 у, D.C. input with built- 
in dynamotor, This 6 valve receiver with 
2 R.F. stages and 2 |Р. stages with B.F.O. 
and C.W. is in our opinion one of the 
finest sets so far released by the Air Min- 
istry. With instruction diagram to convert} 
for mains. For the very modest price of 
£10/10/-, carr. paid. In good working order. 


VITAVOX PRESSURE UNITS. Heavy 
duty. Р.М. 20 watt. Brand new, £4/9/6. 
Also ditto, second-hand, in good working 
order. 40/-, carr. 7/6. 

723AB KLYSTRONS. Guaranteed 50/--. 
B.C. 929ACRT INDICATOR UNIT. 
Containing 1-3BPI Jin. C.R.T. 6-6SN7s, 
2-6H6s, 1-6G6, 1-6X5, 1-2X2; 7 valves in all. 
Ideal for 'Scope conversion. New, in original 
sealed cartons, 70/-, carr. 5/—. 


15 WATT 12 v. D.C. AMPLIFIER (BY 


PARMEKO, ex-ADMIRALTY). Fitted for mike: 


and gram. with * Fader” control. With 
2-EL35s in push-pull output. Speaker output 
15 ohms, Housed in metaf case, size 14іп, x 
9in. x 9in. Ready;to use, guaranteed in perfect 
order. £12/10/-, carr. 10/-. 
PARMEKO MOVING COIL HAND 
MICROPHONE. 200 ohm impedance. 
Fitted with on/off switch, complete with 12 
yds. flex, 25/-, p.p. 2/6. 
RE-ENTRANT LOUD HAILERS. Heavy 
duty 20 watt all-metal. 15 ohms, By Parmeko. 
.|£5/10/—, carr. paid. 
PARMEKO TWIN BAKELITE LOUD 
HAILERS (ex-Admiralty ),’complete on metal 
base. ` 10 watts. 45/-, carr. 7/6. 


RCA BRAND NEW. l5in. 15° ohms. 
30 watt P.M. speakers. £9/19/6, carr. 12/6. 


C.M.G. 25 PHOTO CELLS (OSRAM). 
Brand new, 15/—, p.p. 1/-. 


. Tj6 4 v. | amp....... 13/6 

10/– 24 v. 2атр....... 20/- 

15/- 24 v. 25 amp 25/- 

16/6 24 v. A amp....... 30/- 

б 23/6 24 v. 6 amp....... 35/- 

‚ 10 amp...... /. 24 v. 10 атр.... 80/- 


гп „ 40/- E 
SPEEDY DELIVERY OF L.T. RECTIFIERS TO ORDER, 
ELECTRIC LIGHT SLOT METERS, 200/250 v. A.C., 
5-10 amps. If- in slot. 6d. or 7d. per unit. By Measurement 
Led. All Bakelite case, in very good condition. 50/-, р.р. 3/-. 
SOUND POWERED HEAD PHONES. Can be used 
for speaking or receiving. 15/— per pair, p.p. 1/6. 


ааа erect ro лш аа 
ВС.454. 3-6 Mc/s. Clean and boxed, £1/10/-, p.p. 3/-. 
BC.455. 6-9 Mc/s. (Command set). Clean and boxed, 
£1/7/6, p.p. 3/-. 


€ Re —«À——À—— M — —MÀ ИНЬ ЫЬ} 
PHOTO-ELECTRIC MULTIPLIER CELLS Type 
931A. lm р.р. l/-. Also 931A, complete on chassis 
with multiplier network and 2-832 valveholders, etc., 
£3/10/-, p.p. 2/-. 


WAVEMETER CLASS D. Freq. band, 1,900 kc/s. 
to 8,000 kc/s. (158—37.5 metres) in two ranges, 1,900 
kc/s.—4,000 ke/s. Also 4,000 ke/s.—8,000 kc/s., in perfect 
working order. Supply 6 v. D.C. input, £5/19/6, carr. 5/—. 


MAGNETIC MARCHING COMPASS MK, 1. 
Pocket size, 21in. x 21in. Black Bakelite case, mirrored lid, 
14/6, p.p. 9d. 

3A5 VALVES, brand new, (DCC.90), 12/6, p.p. 9d. 
CONDENSERS. 2 mfd. 7.5 kv. wkg. at 15 kv. Test 
(Dubilier). Brand new in original crate, £2/10/-, carr. 5/~, 
VARIABLE VOLTAGE REGULATOR TRANS- 
FORMERS. Input 230 v. А.С, at 21 amps. Output 57.5 
volts in 16 equal steps to 230 v. at 21 amps. Ех-Соуг., 
in perfect condition. £12/10/-, carr. extra. 

DON “8” TWIN TELEPHONE CABLE, on ! mile 
and 1 mile drums. £5 per mile. 25/- per 1 mile, carr. extra, 


CARRIAGE APPLIES TO ENGLAND ONLY 


QUOTATIONS TO THE TRADE FOR BULK SUP- 
PLIES. ALSO ACTUAL ENQUIRIES WELCOMED. 
MANY OTHER LINES IN STOCK. 


U.S.A.). Model 314. Brand new, unused 
with instruction manual. 110-220 v. А.С. 
50 c/s. Willtest most American valves from 
1.1 v. to 200 v. £10, carr. 5/—. 


ROTARY CONVERTERS, Ex-Govt. 


12 v. 
D.C. input 230 v. A.C. Output 50 cycles at 
125 watts. Complete in carrying case, with 


voltage control, sliding resistance, mains 
switch and 0-300 v. A.C. flush meter. In 
perfect working order, £8/10/—, carr. extra. 


ROTARY CONVERTERS. 24 v. D.C. tol 
230 v. А.С. 50 cycles. 100 watts, Fully tested, 
£4/12/6, carr. 7/6. Ё 


I0in. Р.М. LOUDSPEAKER IN PORT- 
ABLE CARRYING CASE. Complete 
with handle, back, and flex lead compart- 
ment. Cases slightly soiled. Speakers 
100%. 45/—, carr. 5/-. 


HEAVY DUTY TWIN 12” P.M. 15 ohms 
SPEAKERS. Housed in H/D I” thick Cabinet, 
(Slightly soiled). Size 36" x 18" x 12”. Felt 
padded inside. As used by the Admiralty 
Р.А. ideal for portable amplifier, etc. Limited 
quantity only, £12/10/—, carr. 10/-. 


METERS (new and unused) 
0-1 m/a., 24in. flush mounting.. 
0-30 m/a., ditto . 
0-300 v. А.С., dit 
"S " meter, 2 
receiver .... 


ACCUMULATORS. Bakelite cased. 2 v. 
100 ampere, 75 actual. Ex-Govt. New and 
Unused. Complete with carrying handle. 
Ideal for coupling 6 or 12 v. storage batteries. 
Size 61in. x 64in. x Зііп. 15/— each. Carr. 3/6 
each, or 3 sent for 7/6 or 6 for 12/6. 

BENDIX DYNAMOTORS. 28 v./D.C. 
Input 230 v. D.C., output at 100 m/a. New 
and boxed, 21!/—. 
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IN ATTRACTIVE 


TELEPHONE SETS Sure case 
; BRAND NEW EX-GOVT. “F” TYPE 


Ideal between 2 or тоге 
Positions, up to one mile. 
STORES, FACTORY AND. 
OFFICE; FARM BUILDINGS; 
GARDEN SHED and HOUSE. 
2 sets in individual carrying 
cases, complete with long life 
batteries, bells, ringer and 
100ft. telephone cable. 


per pair 
Я 7.1 0.0 Carr. (G.B.) 7/6 

TELE “H” SOUND POWERED. in metal case, requires по 

batteries. Price per pair £9/10/- carr. (G.B.) 7/6. 

SOUND POWERED HANDSETS, 

between two points without batteries. 

45/- per pair, plus 2/6 carriage. 


SPECIAL OFFER OF 36 Ft. HIGH 
AERIAL MASTS "^7; E 


Kits comprise:—9 2in. dia. Tubular Steel (Copper 
Plated) Sections of 4ft. length, top-section and base, 
Pickets, Guys and Fittings. YOU can purchase’ this 
normally expensive MAST for a fraction of its cost, i.e. 


£7.10.0. ONLY (Carr. 7/6) 


These are supplied In a wooden carrying case 
charged at £! and returnable. 

The MAST is particularly suitable to take aerials 
for Tx, Rx, F.M. and T.V. (especially COM- 
MERCIAL), and has many other uses. Extra 
Aft. sections can be supplied at 11/6 per section, 


direct communication 
Just connect ир and speak. 


. ARMY TYPE 32FT. MASTS similar to 
above but 10 lin. screw-sections lightweight 
suitable for temporary installation, Kit in 
canvas bag £5. 10. 0 Carriage 7/6. 


_—_—————————— 
U.S.A. 45 ft AERIAL MAST (10 sections 4ft. 
біп, x 2in., guys etc.) This entirely new and com- 
plete set in canvas carrying bag £12.10.0 each. Carr. 
12/6 or 2 sets with additional low and high 
frequency antenna £25 pair. Carr. extra. 


ROTARY CONVERTORS. IN METAL CASES. 


D.C. Output 230 volt А.С. 50 cycle 100 i 
Carr. 7/6. : og а 


Input 24 volt 
At only 92/6. 


APQ? CENTIMETRIC RADAR TRANSMITTER, brand new, and 


containing 931A Photo-multiplier with resistor network; push-pull pair ' 


of matched 8012; 2-807; 2-6AC7; 1-6AG7. £4/19/6, plus 7/6 carriage, 
U.S.A. BEACON TRANSMITTER RECEIVER AN/PPN-2 214/238 
mc/s. Operated from 2 v. battery. Components include 5-3A5; 
3-155; |-IR5 (all 1.4 v. B7G miniature valves); 2-2 v. synch. Vibrators 
7 pin; H.S. 30A Super lightweight headset; lOft, collapsible aerial. Ail 


weather haversack, ete New, complete and unused 99/6, plus 7/6 
carriage. 


new TELEPRINTER EQUIPMENT 


CREED AUTOMATIC TRANSMITTER No. 6$4/М for tele- 
graph working, in original cases, 


RECTIFIER UNITS 26B. Input 110/230 v. A.C. Out 80 
80 at 80 m/A. In original cases. / v. utput + 


TERMINAL UNITS 804-80. Can be used with above, 26B units. 
TELEGRAPH RELAYS 299 AN. 


@ Rectifier Supply Unit 

@ 10 years’ spares 

@ Fused Protector x 

@ Head and Breast Set 

@ SWITCHBOARD A. D. 
1240 


The complete installation as 
manufactured for the Air 
Ministry has 2 exchange lines 
+ 14 extns. + operator. 
Easily modified, Data sheets 
and photos ‘will be sent for 
20/- (returnable). 


G.P.O. SWITCHBOARD TL.1305 10 lines, thru’ connexion 
switchboard with lever keys (keyswitches) and drop-indicators for 
up to 10 lines on two simultaneous circuits, £12/10/-, carriage 15/-. 


F. & F. ARMY TYPE SWITC HBOARDS complete for 40 or 60 
line operation up to approximately 100 miles or for internal communica- 
tion. Brand new and unused, 


JACK PLUGS—2 WAY. Easy-screw connections U.S.A. pattern 


| 27/- рег doz. ex works (minimum quantity), 


Quantity and Export enquirles are invited for above items, also other 
Electronic Component parts. 


HATTER & DAVIS (RELAYS) 
LADbroke 0666. 


126, KENSAL ROAD, LONDON, W.10 
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ASK ARTHURS FIRST 


Valves and C.R.T.s in great variety 
AVO METERS IN STOCK : 


Avo Model 7 аги ELS 10 
Avo Model 8.. а орбо £23 10 0 
COSSOR Oscilloscope Model 1035 ...... £120 0 0 
COSSOR Oscilloscope Model 1052 ...... £104 0 0 


ADVANCE AND TAYLOR Meters always in STOCK 
LEAK TL/10 Amplifier and ‘‘Point One" 


Pre-Amplifier. Complete .......... . £28 7 0 

LEAK F.M. Unit with built-in Power 
Supply ...... АЕ. а осо £33 15 0 
JASON Е.М. Unit with Power Раск...... £19 7 0 
o 


CHAPMAN F.M.81 Unit £21 0 


LOUDSPEAKERS, RADIO, 
TELEVISION, RECORDERS 
AND RECORD PLAYERS OF 
LEADING MAKES 


Osram Part 
Brimar Мо, 6 
Mullard Replace- 
ment Guide . 
Art and Science in 
Sound Reproduc- 


о ооо е 


Goods offered subject to being 
unsold and to price alteration 


tioniby F, H. Brit- 2 Ф WE WELCOME YOUR 
T е 6d. extra. ENQUIRIES on Radio and 
: Electrical 
EST, 
1919- 


PROPS: ARTHUR GRAY. LTD. 


GRAY HOUSE, 150-152 CHARING GROSS ROAD, LONDON, W.C.2 
TEMple. Ваг 5833/4 and 4765 Cables: TELEGRAY, LONDON 


| THE "ASPDEN" TAPE DECK 


ican MODEL No. 721 (assembled) 
YOURS FOR 24/3 DEP. 
plus 6/- Р.Р, & 1. and 8 
monthly payments of 24/3. 
CASH 29/17/6. 
MODEL No. 521 (assembled) 
21/9 DEP. plus 6/- P. P. & 
L and 8 monthly payments 
i 21/9. CASH £8/17/6. 


————— 


They are also available in kit form at £8/10/- and 
£7/10/- respectively or on our easy terms. 
Specifications, Model 521 7iin. x llin. біп. Reels. 
Model 721 10}in. x Ilin. 7in. Reels, High Impedance Record/Replay heads 2,800 ohms at 
1 K Gap .0004in. at 50 Ko/s. 60 v. High Impedance Erase Head 10,000 ohms at 50 К, Gap. 
.0025in. Erase Volts at 50 К. 80/90. Both heads are latest type, low capacity moulded with 
Ferroxoube core. 

2 speeds are obtainable: fin. and 7jin. per sec. Frequency Response at З{ іа, per seo. approx, 
50/8,000 c.p.s. and at 7}1п. per sec. 30/12,000 o.p.s. A detachable handle is supplied for 
haud rewinding. Model 721 panel is drilisd for a rewind motor should the user wish to fit one. 
Drive. Rubber belt from a constant speed motor to a perfectly balanced flywheel, giving 
constant tape speed, without ** wow ?? and “futter,” throughout the fall length of tape 
The motor із suitáble for 100/250 volts 50 cycles mains. 


DOUGLAS JORDAN LTD. (Dept. WW8), 
3, Corbetts Passage, Rotherhithe New Road, London, 5.Е.16 


ANY IDEAS? 


Well-known manufacturers of 
electronic equipment are willing to 
manufacture and place on the market:- 


THAT NEW IDEA OF YOURS 


(Our own staff is aware of this advert- 
isement). Royalty will be paid on all 


sales. For further details write 
Wireless World Box No. 4236. 
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MAINS TRANSFORMERS 


Primary, 200-250 v. P. & P. 2/-. 300- 
0-300 100, mA. 6 v. 3 amp, 5 v. 2 
amp., 22/6. 

Semi-shrouded — drop-through 380-0- 
380 v. 120 mA. 6.3 v. 4 amp. бт 
3.5 amp., 22/6. 

Drop thro’ 350-0-350 v. 70 mA. 6 v. 
2.5 amp. 5 v. 2 amp., 14/6. 

Chassis mounting or drop thro'. Pri. 
110-150 v. Вес, 350-0.350, 250 mA., 
6.3 v. 7 amp., 6.3 v. 0.5 amp., 5 v. 
C.T., 0.5 amp. 4 v. 3 amp. P. & P. 
3/6. 32/6. 

Chassis mounted and fully shrouded, 
80 mA. 6 v. 3 amp., 5 v. 2 amp., 14/6. 
Drop thro' 270-0-270 60 mA., 6 v. 
3 amp., 11/6. 

250 v. 350 mA., 6.3 v. 4 a., twice 2 v. 
2 an 19/6. 

Anto-trans. Output 200-250 H.T. 
500 v. 250 mA., 6 v. 4 a. twice, 2 v. 
2 а„ 19/6. 

Anto-trans, Input 200-250. Н.Т. 
350 v. 350 mA. Separate L.T. 6.3 v. 
7a. 6.3 v. 1} amp., 5 v. 3 amp., 25/- 
P. & P. 3/-. 

Mains transformer, fully impregnated. 
Input 210, 220, 230, 240. Bec. 350-0-350 
100 mA. with separate heater-trans- 
former. Pri. 210, 220, 230, 240 sec. 
`6.8 v. 2 amp. 6.3 v. 3 amp. 4 v. 
Hec and б v. 2 amp., 30/- P. & P. 
350-0-350 75 mA. 6.3 v. 3 a. tap 4 v. 
6.3 v. 1a. 13/6. 

500-0-500 125 mA. 4 v. C. T. 4 a., d v. 
С.Т. 4 a., 4 v. С.Т. 2.5 a., 27/6. 


500-0-500 250 mA. 4 v. С.Т. 4А, 4 v. 
С.Т. 5 a., 4 v. C. T. 4 a., 39/6. 

6jin, М.Е. Speaker. 1,000 ohm field, 
15/-. 

В. & T.V. Energised 64in. Speaker, 
with О.Р. trans. field coil, 175 ohm 
9/6. P. & P. 2/6. 

R. & A. біп. M.E. Speaker, 
O.P. trans. field 440 ohms, 10/6. 
P. & P. 2/6. 


Volume Controls. Long spindles, 
lesa switch, 50K, 500K, 1 meg., 2/6 
each, Р. & P. 3d. 


Volume Controls. Long spindle and 
ewitch, 2, p, 1 and 2 meg., 4/- each. 
10K and 50 К, 3/6 each. фапа 1 meg., 


with 


long spindle, double pole switch, 
minlature, 5/-. Р. & P. 3d. each. 
Trimmers. 5-40 pf, 5d. 10-110, 10- 


250, 10-450 pf., 10d. 

Twin Gang .0005 Tuning Condenser 
5/-. With trimmers, 7/6. 

Twin Gang .0005, with feet, size 3} x 
3 x liin., 6/6. 

3-gang .0005, with feet, size 42 x 3 x 
liin., 7/6. 

T.V. Coils, moulded former, iron- 
cored wound for reewinding purposes 
only, АН-сап 13 x ljin, 1/- cach, 
2 iron-core Ali-can 2 x jin, 1/6 
each. The above сой íormers are 
suitable for the " Wireless World 
Р.М, tuner. 

Used Metal Rectifier, 250 v. 150 mA., 
6/6. Metal Rectifier, 260 v. 45 mA., 
[M 

Metal Rectifier, RM2, 195 v. 100 mA., 
3/6. 


OUTPUT TRANSFORMERS 


Standard type, 5,000 ohms imp., 4/9. 
42-1 with extra feed-back windings, 
4/3. Miniature 4-2, 13/3. Мањ: 
ratio 3,500, 7,000 and 14,000, 5/6. 
10-watt push-pull, 6V6 matching, 


7/-, 90-1 ohm speech coil, 6/6. 


GARRARD 


3-SPEED AUTOMATIC 
MIXER CHANGER 


Will take 10 records, 7in., 10in.orl2in, 
Mixed, turnover crysta! head, brand 


new, current model A.C, mains 
200/250 т. (list price £14/10/-). 
$7-19-6 Р.Р. з. 


WIRELESS WORLD 


COMMERCIAL TELEVISION 


CONVERTER 


SUITABLE ANY T.V. 
using lower side band 
NO ALTERATIONS TO SET 


Complete with built-in power supply, 230-250 v. А.С 
mains. Саве 5jin, long, 3jin. wide, 4jin. high. 
Incorporating gain contro] and band switch. 


£3- 19-6 


Plus Post & Packing 2/6. Illustrated with cover removed. 


AC/DC MULTI-METER KIT 


Compriaing ?in. moving coil meter, scale calibrated in A.C./D.C. 

volts, ohms and milliamps. Voltage range A.C./D.C, 0-10 

0-100 and 0-500. Milliampe 0-10, 0-100; ohms 0-10,000. 
Front panel, range switch, wire wound pot (for ohma 
zero setting), two toggle switches, reaistors and meter 
rectifier. Point-to-Point wiring diagram ]/-. Free 
with complete kit. 


Complete in case. grey 
hammer finish. 


19/6 катал. 


Coverage 120 Ko/s.-230 Ke/s., 
300 Kc/s.-900 Кс/в., 900 Ke/a.- 
9.75 Mc/s., 2.75 Mc/s.-8.5 Mc/s.. 
8 Mc/s.-28 Mejs., 16 Me/s.-56 
Mc/s., 24 Mc/s.-84 Mc/s. Metal 
саке 10in. x 61in. x 411п. Size ot 
scale, 6}in. x Зр. 2 valves 
and rectifier. А.С. maine 230- 
250 v. Internal modulation of 
400 c.p.s, to a depth of 30 per 
cent., modulated or unmodulated 
R.F., output continuously vari- 
able 100 milli-volts. C.W. and 
mod. switch, variable А.Е. 
output and moving coil output 
meter. Grey hammer finish 
case and white panel. Accuracy 
plus or minus 2%, £4/19/6. 
or 34/- deposit and 3 monthly 
payments 25/. Р. & Р. 
4/6 extra. 


T.R.F. KIT 
IN PLASTIC CABINET 


3 valve plus metal rectifier, А.С. malns 
200-250v, Medium and long waves. In 
pastel blue or brown. Valve line-up: 2 
VR658 and VT52. Size 15}in. long by 9ш. 
high by 7in. deep. 


£3-19-6 zrs 


A point-to-point wiring diagram, 1/6. Free 
with complete kit, 


All parts supplied separately. 


SIGNAL & PATTERN 
GENERATOR 


Coverage 7.6 Mc/s-210 е. 
in five bands, all on funda- 
mentals, slow-motion tuning, 
audio output, 8 vertical and 
horizontal bars, logging scale. 
In grey hammer finished case 
with carrying handle. Ac- 
curacy + 1%. 

А.С. mains 200-250 v. 


£6 -19-6 
P. & P. 5/6. 


Or £3 deposit P. & P. 5/6 and 
3 payments of 30/-. 


RADIO AND T.V. COMPONENTS (ACTON) LTD. 


23 HIGH STREET, ACTON, LONDON, W.3 
GOODS NOT DESPATCHED WHERE CUSTOMS DECLARATION IS APPLICABLE 


Terms of Business: Cash with order. Where post and packing charge is not stated 
per add 1/6 up to 10/-, 2/- up to £1, and 2/6 up to #2. All enquiries S.A.E., lists 
. each. 


157 


Germanium Crystal Diode, 1/8, post 
paid. 


Line O.P. Transformer in aluminium 
can mounted in rubber, 12/6. 

Line and E.H.T. Translormer, 14 Kv., 
using ferrocart core complete with 
line and width control, and corona 
shields U37 rectifier winding, 35/-. 


Line and E.H.T. Transtormers, 9 Kv. 
using ferrocart core, complete with 
built-in line and width control. Mounted 
on small ali-chasais, Overall size 
4) x ltin EV51 rec. winding, 27/6. 


Scan coils, low line low impedance 
frame, complete with frame trana- 
former to match above 27/6. Р. & 
Р. 9/-. 


Line and E.H.T. Transformers, 9 Kv. 
ferrocart core, EYB1, heater, winding. 
complete with scan colls and frame 
output transformer, and line and width 
control 35/-. P & Р. 3/-. 


As above, but complete with line and 
frame blocking transformers, 5 Henry 
2л mA. choke, 100 mfd. and 150 mtd. 
250 wkg. 380 mA. A.C. ripple, £2/9/6. 
P. & P. 3/-. 

Valve Holders, mouided octal Mazda 
and loctal, 7d. each. Pavolin, octal 
Mazda and loctal, 4d. each. Moulded 
B7G, B8A and B9A, 7d. eacb. B7G 
moulded and ВА with screening 
ean, 1/6 each. 


P.M. Speaker, 6łin. closed field 18/6. 
Bin. closed ficld, 20/6.  10in. closed 
field, 25/-. 34in., 16/6. 12in. closed 
бе, 25/-. P. & P. on each 2/-, 


Extension Speaker, in polished wainut 
complete with 8in. Р.М. P. х P. 3/- 
24/6. 


COLLARO 
RC54 


3-speed automatic changer, current 
model. Brand new. 10 records 
mixed. Studio “O° pick-up. 
A.C. mains, 200-250 v. 


£7-9-6 » 


Standard Wave Change Switches. 
4-pole, 3-way, 1/9; 5-pole, 3-way. 1/9: 
3-pole, 3 way. 1/9; 9-pole 3-way, 3/8. 
Miniature type long spindle, 3-pole, 
4-way, 4-pole 3-way and 4-pole 2-way 
2/6 each. 2-pole li-way, twin wafer, 
5/-; l-pole 12-way singie wafer, Б/-. 
P. & P. 3d. 


fon Traps for Mullard or English 
Electric tubes, 5/-, post paid. 
Standard 465 Ke. iron-cored КЕ, 
4 x l} x Hin. per pr., 7/6. 


Plus 
& P. 5/-. 


1,9004. High Impedance Recording 
Tape on plastic spool, 12/6. Pius 
1/- P. & P, 


Miniature wire enda moulded, 
500 pf. and .001, each 7d. 


Combined l2in. mask and escutcheon 
in lightly tinted Perapex. New aspect 
edged in brown. Fits on front of 
oe 12/8. As above for 15in. tube 


100 pt. 


Frame Oscillator Blocking Trans., 4/6. 
Line Озо. Blocking Trans., 4/6. 
CHOKES 
2-20 Hen., 150 mA., 15/-. 
6 Hen. 275 mA., 15/- 
Ei 
> enry, 10/6; 5 h 
450 mA. 80 ohms, 0/6106: OY 
Wide Angle Р.М. Focus Units. Vernier 
ad]. state tube, 15/« 
P.M. Focus Unit for Mullard tubes 
m. vernier adjustment. P. & P 9f. 


FAMOUS MAKE 


TURRET 
" TELETUNER ” 


Covers all Channels, Bands 1 
and 3. Valves used: PCC84, 
R.F. double triode, cascode 
R.F. amplifier, PCF80, triode 
pentode f.c. and mixer. _ ЇР. 
output 33-38 Mcjs. Easily 
modified to other I.F. outputs. 
Full instructions and circuit 
diagram supplied. Complete 


with 12 Cojl Sets 99/6 Post 


Knobs 3/6, 2[6. 
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RADEIG TRADERS LTD. 


23 WARDOUR ST. LONDON, W.l. (Coventry Street end) 
Phone Мо. GERrard 3977/8 Grams; “ Radiotrade”’ 


B.T.H. CRYSTAL DIODES, 1/3. Very special price for large quantities. 
Sedo { watt, 2/6 doz; 1 watt, 3/- doz; | watt, 4/- doz; 2 watt, 
- doz 


MANUFACTURERS PLEASE NOTE YOUR ENQUIRIES ARE 
INVITED FOR ERIE RESISTORS TYPES 0, I, 2, 8,9, 16, 7b AND 5b. 


WW RESISTORS. 5 watt, 1/6; 10 watt, 2/6; 15 watt, 3/-; 20 watt, 
3/6. We carry stocks of resistors from 2 watt to 150 watt W.W. Your 
enquiries Invited. 

HIGH STABILITY RESISTORS. watt 596, 6d.; 4 watt 5%, 9d.; 
| watt 5%, IJ- A few values in 1% and 2% still available. 


ALL ORDERS FOR RESISTORS C.O.D. PLEASE, AS WE CANNOT GUAR- 
ANTEE TO STOCK ALL VALUES. 

W.W. .V/CONTROLS. ALL WELL-KNOWN MAKES.  Pre-set types, 
2/6; Spindle types, 3/-; Carbon type, less switch spindle and pre-set, 
2]-. With switch, 3/6 each. 
SEMI-MIDGET 2-GANG. 
each. 


.0005 Condenser, size 23 x 2:x {{іп., 6/9 


SPECIAL OFFER OF CURRENT MANUFACTURE ELECTRO- 
LYTIC CONDENSERS 

8 mfd. 450 v., 2/6 each; 16 mfd. 450 v., 3/-; 32 mfd. 450 v., 4/-; 8 x 8 mfd. 

450 v., 3/9; 8 x 16 mfd. 450 Ye 4l=; 16°х 16 mfd. 450 v3 4/6; 32 x 32 mfd. 

350 v., Sja Bias Condensers: 25 mfd. 25 v., 1/6; 50 mfd. 50 Vas- 1/9. 

Please note we can offer special discounts for quantities. 


ELECTROLYTIC CONDENSERS. Manufacturers’ Surplus, in perfect 
condition, 

16 mfd. 375 v., 2/-; 24 mfd. 350 v., 1/6; 24 mfd, 450 v., 2/3, 

BIAS CONDENSERS: 1,000 mfd. 12 v. 1/6; 25 mfd. 25 v., 1/3; 50 mfd. 
12 v., IJ-. 

BLOCK PAPER CONDENSERS. 12 mfd. 250 v., 7/6; 8 mfd. 600 v., 
7[6; 4 mfd. 400 v., 3/6. We carry a large stock of block paper type con- 
densers, We invite your enquiries. 
MIDGET MICA CONDENSERS. .0001, 
S/- per dozen. 


.0002, .0003, .0004, .0005, 


200 Assorted Moulded Mica Condensers, popular values £210 0 
200 Assorted Silver Mica Condensers, a values....... . £210 0 
200 Assorted Carbon Resistors, 1, { and | watt. Good selection #110 0 
PAXOLIN SHEET. 18 v., 44 x 4zin., 1/6; 10 x IO x din., 1/6; 20 x 10x 
win., 3/-; 10 x 10 x bin., 2/-; 20 x 10 x xin., 4/-. Minimum P. & Pkg. 1/6. 


BARGAIN OFFER OF BATTERIES 
44 v. Heavy Duty Bell Battery. Size 64 x 44 x 2jin..... 
72 v. H.T. 1.5 v. LT. Size6x5x a —Ó——— 
Size 21 x 54 x lin... 
60 v. Н.Т. 1:5 v. ET. 31 i Whee жне Р Ж 4/6 
All batteries sealed and unused. All plus 1/6 post and pkg. Special 
reduction for quantities. : 


Knobs for same, 3/- рег doz. 
5-way Push Button Units, 5/6 each, complete with knobs. 


4-way Push Button Units, 2/6 each. 


WEARITE COILS. РАЯ, PO4, PAS, POS, 1/3 each............ doz. 12/- 
VALVE HOLDERS. Moulded ВЭА, 7/6 ;.B7G 6/-; Int. Oct., 9/-; 
Eng. OGE ...o: x аван, x Ине doz. 4/6 


VALVE HOLDER FITTED WITH LOWER CAN Ж рег дот. 
extra. Screening Cans for B7G апа B9A........ фот.  6[- 


Paxolin V/H Int. Oct. В9А, B7G, 5/- рег doz A n 

7-pin ......... gS өбөм, ССРО ТАРБАН UC ELLE ELS end 3/- 
BELLING-LEE PLUGS AND SOCKETS, 5-pin, 1/9; 7-pin, a 

ПОЗОВУ ТРЕСТИ ИЕ each 2/6 
AIR-SPACED TRIMMERS, 5, 10, 15, 20, 25, 50; and 75 of pre-set 

andspindle types; 2|ЕаСП...-.....:әшә-... дне + va aene same raa ТЕ doz. 2l/- 
PYE PLUGS AND SOCKETS, 1/6 per pair, '' Tee ” pieced...each 1/9 
GROMMETS, | grs. assorted grommets, tin. to 1 in...... gross 8/6 
POST OFFICE LAMP JACKS No. 10 1/- each............. . IH 
Imp. Coversi fon тате. г.а. те» " . 3J- 
P74 2-pin plugs and sockets are now available, 3/6 each 
OUTPUT TRANSFORMERS. aia. kd 5/- each; Pentode 

OF power urere»... PONEN + Sene aeach 4f- 
WESTECTORS. WX, WXI2, WI2, WA, Ij- each......... doz. 9/– 
SIGNAL LAMP HOLDERS. Panel ipe complete with 

adjusting lampholder,;2/- "each..........- teteeseedlllesnsssocsesscessanc doz. 21/- 
TAG STRIPS. 3-way, 2/-; 4-way, 2/6; б-н, 3]-; 7-way, 4/-; 

28-way ........ D EDEPOL ST doz. 12/- 


| Please send S.A.E. for complete list of components available. | 


POINTER oed Small black with white line, standard tin. 
АРШ CR ee T RENI mL . don 7/6 


WANDER "PLUGS. Red and black doz. 2/- 
PHILIPS TRIMMER TOOLS. Ij- еасһ.............. sees doz, 10/6 
CASH WITH ORDER OR C.O.D. ALL ORDERS DEPT. W.I. 

ALL ORDERS FOR LESS THAN £2 ADD POSTAGE 

We invite your enquiries for items not listed 
Trade Counter open ? to 6 Monday to Friday 

Also 9 to | Saturdays. Callers Welcomed. 

WHOLESALE MANUFACTURERS’ AND EXPORT ENQUIRIES INVITED 


DECEMBER, 1956 


MIDLAND INSTRUMENT C0.——, 


$ JOHN OSTER (0.8.А.) MOTORS, 12 v. 1.4-amp. D.C. shunt, speed 5,600 r.p.m., fitted 
enclosed reduction gearbox, with 2 outlet shafts in Hne with motor, din. dia. , lHn. long, 
1410. between centres, providing very powerful drives of 6 and 24 r.p.m., also another 
shaft at right angles to motor which has a fine adjustment fin. linear reciprocating 
movement 24 times a minute, size overall 7jin. long, 3}in. wide, Sin. high, easily the 
finest of ex Govt. motors well worth £12 our price as brand new 30/-, post 1/6. 


HUGHES 12-VOLT D.C. SHUNT MOTORS, 
taking 1.25 amps., up to 2-amps. on load, speed 
5,000 r.p.m., external reversing terminations, size 
Siin. long, 1jin. dia., jin. shaft, weight 20 oz., 
oil impregnated bearings, balanced armature a а 
very superior powerful motor, original cost over 
£7, our price new unused 10/-› post 1/3, 2 for 
20/-, post paid. Ditto, fitted reduction gears, 
giving final drive of either 820 or 160 r.p.m. 
(state which required), 12/0, post 1/6, 2 for 
25/-, post paid. 

SLYDLOCK FUSES, 5-amp. back terminations, brand new, 1/6, post 4d., 15/- doz., 
post 1/1, ditto 15 amp. end terminations, brand new, 1/6, post 4d., 15/- doz., post 1/3 
BURGESS MICRO SWITCHES, 2 types. red spot, normally closed, or green spot, 
normally open, new unused, 1/9, post 4d., 18/- doz., post 1/3, reduction for quantity. 
ACHROMATS by Ross or Taylor Hobson, new and perfect, 5 types all 40 mm. dia., 
1/1.7, 1/2, 1/2.3, f/2.7, 1/3, focal lengths are approx. 2}in., 2in , 3fin., 4in. and 4jin. 
respectively, unmounted, 10/-. each post 6d., in brass mounts 12/6. post I/- 
MAINS BLOWERS, 200/250 т. A,C./D.C., }-amp., 5,060 r.p.m., consiste of the motor 
with attached enlosed fan, end funne? intake Ijin. dia., side outlet lin. x Jin., plinth 
base bin. X4sin., finish black crackle and die cast aluminium, size overall 9in. long, 
411. wide, blu. high, weight 741b., a very superior blower, offered at a fraction of original 
cost, new unused, 25/-, post 3/-. 

BATTERY CHARGER KITS, Consiste of a G.E.C. full wave rectifier with associated 
Douglas 200/250 v. mains transformer, all brnad-new components, to charge a 12-v. 
battery at j-amp., 15/-, post 1/6, to charge а 12-v. battery at 1j-amps., 25/-, post 
2/-, to charge a 12-v. battery at 3 amps., 35/-, post 3/-. 

CRYSTAL SET KITS, Consista of a Repanco low-loss M. & L.W. сой, with circuit 
:0005-mfd. Wavemaster var. conds. with pointer knob, germanium crystal, w/e awitch 
4 Clix plugs and sockets, all new components, 10/-, post 10d., Brown's headphones. 
120-ohma, fitted 6ft. leada, new boxed, 7/6, post 1/-. 

MOTOR GENERATORS. Size 4jin. long, 2jin. dia., totally enclosed, black crackle 
finish, fit one to your car. with a 12-v. input, the output will operate your mains A.C./ 
pass electric razor, ideal for caravanners, campers, tourists, ctc., new unused, 12/6. 
post 1/9. 

HAND GENERATORS, Generates 28-v. L.T. and 300-v. HLT. through the enclosed 
gearbox attached to the generator, complete with ratchet handle, easily converted 
to a mains motor with reduction drives of 60, 12 and 2 r.p.m., fraction of original 
cost, 15/*, post 2/6. 

RELAYS’ Midget 1,000-ohms, single m RUE weight 2 oz, 9/8, post 4d., 
ditto 60-ohme, 3-pole make, 2/6, post ‚ U.S. type 7,600-ohm, single pole make, 
weight боз. 5/-, post 9d., Siemens H.S. relay 145-ohm ‘coll, single pole changeover, 
plat. contacta, 5/-. post 9d., All relays are new unused, 


Many other bargains; send stamped addressed onvelope for'lists. 
MIDLAND INSTRUMENT CO., MOORPOOL CIRCLE, BIRMINGHAM, 17|. 
Tel.; HAR 1308 


INDICATOR UNITS ID-16/TPS-1A 


PART OF RADAR Type AN/TPS-IA. BRAND NEW 
= Supplied complete with 


Tray of spares including a 
high sensitivity (20,000 ohms per 
volt and 60 megohms) NINE 
RANGE Universal Test Meter 
type TS-96/TPS-l ` or Voltage 
Divider type TS-98/AP in 
specially made chests and in 
original packing. 

Also available any American ог 
U.K. Govt. Surplus Equipment 
for Navy, Army and Air Force. 


Full details and prices from: 
ELECTRICAL & WIRELESS SUPPLY CO. 
69 Church Road, Moseley, Birmingham 13 


e MANCHESTER 
AUDIO CENTRE sa 
LANCASTER HI-FIDELITY COMPANY 


are stockists of 
all leading makes of QUALITY EQUIPMENT 
F.M. TUNERS by Armstrong, Dynatron, Pye, etc. 
COLLARO TAPE DECKS — immediate delivery. 
Hire Purchase and Credit Terms available. 
¥ НЕ 144 OXFORD ROAD 
MANCHESTER 13 


Bus Route — 4l or 42 to Roxy Cinema. 


DECEMBER, 1956 


58650 SIGNAL GENERATOR covers 100 kc/a to 80 Mc/s in six continuous ranges оп 
fundamentals (not harmonics) either mod: 400 срв, or CW. Frequency accuracy 
2%. Uses EF91, 6C4 and ЕМІ with double wound mains transformer. The scale 
is directly calibrated on all ranges with total scale length over 60 inches Housed 
in de luxe olive green metal case with carrying handle with scalejof engraved Perspex, 
Bize 9in. x 13in. by 4in. deep. Only £8/10/-, plus 6/- carriage and packing. 

VV50 VALVE VOLTMETER measures up to 250 volts A.C., R.F., and A.F, with input 
impedance of 11 Megohms. Complete with probe unit ready for mains operation at. 
£7/19/6, plus 4/6 carr./pucking. 

CR50 BRIDGE measures from 10 pFd to 100 mFd and from 1 ohm to 10 Megohms in 
fourteen ranges, having total scale length of over 120 inches. Indication of balance is 
given by a magic eye fed from a high gain pentode amplifier. Leakage test for con: 
densera. Internal standards are " Constanta '' 1% resistors. In case specially designed 
for bench use with sloping panel. Complete and ready for operation from А.С. mains. 
ONLY £7/18/- plua 4/6 carr./packing. 

Further details sent by return of post on receipt of self addressed, atamped envelope. 
"Trade eupplied direct. E 


RUSH your order now to:— 


GRAYSHAW 


126 SANDGATE HIGH STREET, FOLKESTONE, KENT. 
"Phone : Folkestone 78618 


INSTRUMENTS 


IMPROVE YOUR 
TELEVISION 
RECEPTION 


Gives a clear and 


By John Cura and Leonard Stanley. 
comprehensive explanation of the functions of the various 
controls on a television set with precise instructions on how 
to operate these controls to obtain the best results on 
the screen. Also covers interfercace and tells how it may 
be minimised or eliminated and the choice and installation 
of aerials and Band III converters. 


Over 100 ‘‘tele-snaps”’ from screen photographs 


5s. Od. net. 


BY POST 5s. 4d. 


from all booksellers 


Published by Ше & Sons Ltd., 
Dorset House, Stamford St., London, 5.Е.1 
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RELAYS P.O. TYPE 3000 


BUILT TO YOUR 
SPECIFICATION 


QUICK DELIVERY 
KEEN PRICES 


CONTACTS UP TO 
8 CHANGE OVEP 


METERS GUARANTEED 
F.8.D. Sire Tyne Price 
100 Microamp 21in. MC/FR 50/- 
250 „.  (multirange scale) 3}in. MC/FR 55/- 
500 „ дїп. МС/Е5 21/6 
500 „ (scaled 0/15 KV) 2in. MC/FR plug type 18/6 
1 Milliamp 2in. MC/FS Elliott 50/87 27/6 
20 san 23in. MC/FR 12/6 
100 „ 2iin MC/FR 12/6 
200 „ 2hin. MC/FR 12/6 
50 „ 2tin, MC/FR 12/6 
20 Amp. 2hin, MI/FR 25/- 
5 bin. MI/PR 60/— 
50-0-50 Amp. дїп. MC/FS 12/6 
15 Volt 2hin. MI/FR 15/6 
о 21in. MCR/FR 0/- 
20 , 2in. MC/FS 10/6 
40 „ 2in MC/FS 10/6 
300 , 2in MEER 10/6 
300 ,„ 2hin, MI/FR 25/- 
300 , Sin, MI/PR 60/— 


2,000 volt 2hin, ce 40/- 
INSTRUMENT RECTIFIERS. Full Wave Bridge 1 m/a. 8/6, 5 m/a. 7/6, 
50 т/а. B/-. Post 6d. д 
TELEPHONES SOUND POWERED—NO BATTERIES REQUIRED. 
Just connect with twin flex for clear speech. Transmitter/receiver units 
9/- per pair. Twin flex 44d. yard. Post 1/-. 
If 2 units are connected in series and one used for speaking and one for 
listening, perfect 2-way conversation can be made. 
Alternative offer. 2 similar units connected in series and fitted with cord 
and plug. 12/6. Sockets for plug 1/3. Post 1/6. 
RADIATION MONITORS. Pallipe Type 1092c, A portable self-contained 
unit in haversack, measuring Gamma Radiation. Scaled 0 to 10 milli- 
rontgens per hour, using Mullard Geiger Counter MX115, £25. 
INSTRUMENT LAMPS. 3 volt miniature, for Aircraft Inst., Sextants, etc. 
25 in box, 36/- doz. 
JACK PLUGS and Sockets, 2 Contact, 5/6 per pair, post 9d, 
ie ur o Sensitive Balanced Armature Type DHR, 17/6 per pair. 
Post 1/6. 
HEADPHONES. High resistance 4,0000 Type CHR new 12/6 pair, post 1/6. 
FREQUENCY MODULATOR. As described in June issue p. 252, for making 
a Wobbulator. 10/6. Post 2/-. Also 955 valve with holder. 7/6, 
TRANSFORMERS. Normal primaries, 350-0-350 v. 120 т/а, 2x6.3 v. 
and 5 у, tropicalized. 25/-. Also 150 т/а. with extra 6.3 v. 30/-. Post 2/6. 
VARIAC TRANSFORMERS. 80 CO 7.5 amps enables mains to be kept con- 
stant. 130/-. EA 7/6. 
RACKS-—POST OFFICE STANDARD. 6ft. high with U-channel sides 
drilled for 19in, panels, heavy angle base. 4ft. 10in. also in stock. 
INSPECTION LAMP. Fits oh forehead leaving hands free, battery case clips 
on belt 7/6. Post 1/6. Takes E.R. Battery No. 1215 2/9 post 9d. 
PHOTOMULTIPLIER No. 931A. Ideal for film scanning, spectography, 
ha counting, colorimetric measurement, etc., supplied complete in 
lightproof chamber with lamp, wired with the resistor network, 70/-. 
AMPLIFIERS. A high-fidelity unit with separate Bass and Treble controls, 
constant impedance attentuator for setting volume level. 15 watt output, 
for 200/250 v. А.С. mains operation. Ideal for Р.А. work, dances, etc. 
LESS VALVES, £12/10/-. Complete with valves, £15/12/6. Cge, 12/6. 
RECEIVER R1155. Brand new, Aerial tested. In maker’s original transit 
case, £11/19/6. Carr. 10/6. Publication giving circuit diagrams, etc., 1/3. 
45 Me/s PYE I.F. STRIP. These vision units are brand new and complete 
with 6 EF50 valves and EA50. Out price only 65/-. Post 3/-. 
TELEPHONE SETS. For perfect communication between 2 or more posi- 
tions. Wall Type, one, pair of units, £5. Batteries 5/6. Twin wire 5d. yard. 
Desk Type, now available, latest modern style. Two complete units ready 
for use, £8/17/6. Wire 5d. per yard. Post 3/-. 
ROOM THERMOSTAT. Adjustable between 45 and 75 deg. Far. 250 v. 
10 amp. A.C, Ideal for greenhouses, etc., 35/-. Post 2/-. 
GEARED MOTORS. 4 R.P.M. at 12 v., 8 R.P.M. at 24 у. 35/-, prt 2/-. 
УЕМТ-АХ1А FANS--EXTRACTION OR INTAKE. 230/250 volts A.C. 
6in, diam. blades 130/-. 12 volt D.C. 90/-, post 2/9. 
GENALEX EXTRACTION FANS. 230/250 volt 50 cv. Induction motor 


ELECTRO MAGNETIC 
COUNTERS 

Post Office type 11A, counting up 

to 9,999, 2 to 6 volts D.C, 3 ohm 

coil, 12/6 each. Post 1/-. Many 

other types in stock. 


ROTARY CONVERTERS. Input 24 volt D.C. Output 230 volt A.C. 50 cy., 
conservatively rated at 100 watts, 92/6. Also available in a strong ventilated 
metal case with switch, input plug and output socket, 105/-. Cge. 7/6. 


L. WILKINSON (CROYDON) LTD. 


19, LANSDOWNE ROAD, CROYDON 
Phone: CRO. 0839 Telegrams: “WiLCO,” CROYDON 


I 
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—UNIVERSAL ELECTRONICS — 


Whether new or used, all equipment is guaranteed to be in perfect condition 


— Rr А-4 es ee «ЛАН ба НЕ 


COSSOR Double Beam Oscilloscope | U.S.A. BENDIX RADIO 


Type 339. IMPROVED VERSION | LM" - 10 - 13 - 14 
of the OBSOLETE Type 3339. | 
Time Base Frequency. 6 to 250,000 с.р. з. 
Amplifier. 43 mV RMS/mm. 10 to 100,000 | 
C.p.s., 3dB. 1.3 mV, RMS/mm. 10 to 100,00 0 
c.p.s., 3dB (2 stage). | 
| 


FREQUENCY 
METERS 


125 Ke/s—20 Me/s, 


10 mV RMS/mm. 10 to 2,000,000 c.p.s., 
3dB (2 stage). 

Deflector Coils. 2 mm/mA RMS. 

Power Supply. 110-250У A.C. 120 watts. 
Sensitivity. Yt, Ү2 3.1V D.C. LIV RMS 


(volt/mm.) X 2.25V D.C. 0.8V RMS (volt/mm). Z ; power 12V-180V; 
Screen Diameter. 114 mm. І : crystal calibrated, 
In good working condition, PRICE | ы ч CW-MCW.  Accu- 


Also supplied Rebuilt to Laboratory standard e zo. racy 0.01%. 
and guaranteed for 3 months. Prices on request і E cole E to 


order. 
FREQUENCY METERS 


Range 125 kc/s—20 Me/s 
In perfect condition í Piease write for quotation, 


In perfect condition. 


BRITISH & U.S.A. VHF/UHF -10cm 3cm 1.5cm TEST EQUIPMENT 


McMICHAEL NOISE GEN СТ82 


TS-3AP Р d fr meter S-band TS-56/AP Standing wave ind. L-band 
NM. 115-250V A.C. for receivers 100 h TS-IUAP Signal 550 meter TS-61/AP Echo Bex a ‘S-band 
160 Me/s. Metric radar rec. wide band І.Е. S-band TS-62/AP Echo box X-band 
amp. Built-in output meter, noise % meter. Tour Fluxmeter 1-2-45K. Gauss Pp. Voltage divider X and Sende 
-33/AP Freque meter -ban - Sign. gen. pwr. meter X-band 
BRAND NEW £45 TS-34/AP ТЕМЕ насре Fast sweep TS-127/U Frequency meter 375-725 Mc/s 
ct TS-35/AP Sig. gen. pwr. and freq. mtr. TS-174/U Frequency calibrator 20-280 Mc/s 
: A aon 4 TS-175/U Frequency Calibrator | 

: -36/AP Power meter X-ban 85-1,000 Mc/s 

HICKOK VALVE VOLTMETER TS-45/APM-3 Power and freq. meter X-band TS-226/AP Wattmeter to K KW 
TS-47/APR Signal generator 40-500 Mc/s 400-425 Mejs 


] 2.5-10-25-250-1,000V-mA D.C. 
Input imp. 9MQ. 
2.5-10-25-250У А.С. 
Input imp. 12МО 116 pF to 100 Ме/ѕ. 
R.F. probe. 
Power 110V А.С. 
Ohms up to 1,000 MQ. 


BRAND NEW £30 


ERSKINE SCOPE 


Power 115V-250V A.C. 

Double beam 

Time base 2 c/s-750 Kcjs. 
Ү;-Ү,-Х amplifiers. 

lu зес.-10џ sec. markers. £70 


FEDERAL SIG-GEN 


Power 110V A.C. 
Int.-ext. mod. to 50% 
Buffer stage 
Carrier-mod. meter. 
9.5 Kc/s-50 Mc/s. 
1uV-100mV, 1V output. 


£120 


E.M.l. Disc Cutters 
FERROGRAPH 2AN Tape Recorders 


EDISWAN LOW FREQ. OSC: 


Е R/C circuit, aut. output cont. 
RODGERS Amplifiers DOE SICE 14-5500 ‘chs. а. 
TANNOY Amplifiers 100 Ke/s-30 Мс. Accuracy +2%. 
GRUNDIG 820 Tape Carrier meter. -— 50V-p.p. push pull 25V 
Recorder £75 400-2,500 c/s. mod. Ni oc 
Built-in output meter. £40 ower x tc £50 


STOCK RANGE of ADVANCE . AVO . TAYLOR . MARCONI TFI44G . FURZEHILL TEST EQUIPMENT 


22/27 LISLE -STREET, LEICESTER SQUARE, LONDON, w.C2 
Write, Call or Telephone GERrard 8410 Shop hours, 9.30 a.m. to 6 p.m. Thursday 9.30 a.m. to | a.m. OPEN ALL DAY SATURDAY 
———————————————————————————————————————————————————————""^''J.—"————————^-————MÉ—ÁMOHÁ—À PPP A  9À(////// ^j 


TELEVISION AERIAL COMPONENTS 
DESIGNED FOR CONSTRUCTING BAND 1 & BAND 111 T.V. AERIALS 
ELEMENT DIMENSIONS SUPPLIED FOR ALL CHANNELS 


Selecting at random from our new multi-page catalogue : 


ж Band Ill Folded Dipoles (As illustrated) * Mast Coupling units for 2” Masts 


Ж Reflector and director rod holders ж Insulators, both Rubber and Plastic | i 
(As illustrated) 1 
* Masthead Fittings for 2^, |”, 14 Ж. Alloy Tubing for Elements, Cross- 
and 2" Masts boom and Masting 


Send 1/- Р.О. for the revised, fully illustrated catalogue to: 


FRINGEVISION LTD., Marlborough, Wilts. Phone 657/8| №? 5 | 
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All your TV Components 
from one source 


UNE GE ts es ee ee ee ee ee oe ee ees ee ee n m T 1, з= «== m 


including Pinnacle 
Valves - guaranteed 
for One Year 


NEEM Types available for SAME DAY despatch 
Pin- Pin- 


nacle Type 


Send headed paper for Trade Terms, C.W.O. or C.O.D. 
Please add postage and packing (1/6 up to 10/-,2/- up to £1, 2/6 up 


to £2). Ordering a number of items at one time will show a con- 
siderable saving. The minimum rate for postage and C.O.D. made 
by the G.P.O. is 2/6. All orders over £5 Packing and Postage Free. 


direct REPLACEMENTS 


134/136 LEWISHAM WAY, NEW CROSS, 
CHAS. H. YOUNG, LTD. 


$.Е.14. TiDeway 3696-2330. 
Telegraphic: FLIBAK, London, S.E.14 
GLASS AERIAL INSULATORS. 1/6 ea., small shell 
porc. 44d. ea., or 4/— doz. Plus post. 
CONDENSERS. TCC type Ill, 8 mfd. 1,000 v. 
£3. Only 10/6. Post 1/9. 8 mfd. 750 v. 5/6 еа. Post 1/6. 
SHADED POLE MOTORS. Heavy чы type totally en- 
closed made for professional tape deck. 35/ ea. Post 2/6. 
MINIATURE ROTARY TRANSFORMERS. 
12 v. input, output 360 v. 30 т.а. Cont. or 310 v. 70 т.а. intermittent. 
21 ea., or 2 for £2. Post 1/6. 
AMERICAN 807 VALVES. New, boxed, 7/6 ea.; 4 for 25/-. 
ELECTRON MULTIPLIERS Type 931A. Only 35j- ea., 
or 2 for £3. Holders available at 2/- ea. 
CRYSTAL HAND MICROPHONES with polished 
grille and handle, ia foot of screened lead. Only 21/— P. & P. 1/-. 
WORTH DOUBLE 
POWER UNITS IN BLACK METAL CASE. 200 
260 v. input, 200/250 v. узо та; output, fully smoothed and filtered, 
also glves 31 у. D.C. and 6.3 v. .3 a. A.C., fitted, with 6X5 rectifier. 
Only 50/- ea. Carr. paid. 
COPPER AERIAL WIRE. i4 ғ. H/D i40ft.. 17|-. 70ft. 
8/6. P. & P. 2/-. Stranded 7/25, 1401. 10/—. 70ft. 5/—. Р. & P. 2/-. 
CERAMIC FORMERS. 2i x ił. Ideal for V.F.O. or turrets. 
1/9 ea., or 17/6 per doz. 
RACK MOUNTING PANELS ali I9in. long by 5tin., 
7in., 8 п. or 104іп., 5/9, 6/6, 7/6, 9/— respectively. Post 2/-. 
' ABSORPTION WAVEMETERS. з to 35 mc. in 3 
switched bands, complete with Indicator bulb. 15/—. Post I/-. 
TRANSMITTER TUNING CONDS. by Johnson, 
U.S.A. 500 pf, 1,550 v. rating, ceramic insulation. 1$/— ea. Post free: 
HEADPHONES. High resistance (4,000 ohms.), very sensi 
tive, Bargain price only 12/6 pr. P. & P. 1/6. 
AMERICAN BREAST MIKES. Swivel Head. Push to 
talk and lock on switch. Beautiful job. Only 12/6. Р. & Р. 1/6. 
BRITISH BREAST MIKE UNIT complete with pr. of 
4,000 ohm phones in strong wooden carrying case, 8{ x 44 x 7i. Ideal 
for mobile operators. Only 17/6. P. & P. 2/- 
LOW RESISTANCE HEADPHO NES. New ex- 
W.D. stock. C.L.R. type. only 8/6 pr. P. & P. 1/6. Special Terms 


Quantities. 

NO C.O.D. UNDER £l. 
АЙ Mail Orders to . " W.” Please print your name and address. 
CHAS. Н. YOUNG LTD., 110 DALE END, BIRMINGHAM, 4. 
Phone: CENTRAL 1635 
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WIRELESS WORLD 161 


BAND 3 T.V. 
CONVERTOR 15319695. 


Kit of parts complete to build this most 
successful unit, comprising drilled 
chassis, valves, coils, res, cond., 
etc.; slightly modified version (Wireless 
World, May, 1954). £2/5/- post free. 
send for blueprint and wiring diagram, 
1/6 post free Power Pack Compon- 
ents, Including mains trans!. and met. 
rect., 30/- extra. Provision has been 
aliowed on chassis for Band 1-Band 3 
Suitable for most ир 
ol T/V sets, T.R.F. ог superhel ° ы 
В.В.0. BREAK-THROUGH FILTER tunable filter anit ! for B.B.0. pattern rejection, 8/6. 
5 VALVE SUPERHET, LATEST 


RADIO - GRAM CHASSIS B.V.A. MIDGET SERIES VALVES 


3 WAVEBANDS:—L.W. 800m-2000m, M.W.200m- 550m, SW. 16т-50т. 
Chassis size 13} x 54 x 2}in. Aftractive Glass Dial 10x 4}in. edge lit by 2 pilot lamps, 
Horizontal or Vertical Station Names and 4 control knobs, walnut or ivory to cholce. 
4 position W/C switch, L.M.S. and Gram. P.U. sockets. Modern circuitry, all coils 
adjustable, dust cored and only quality com ponents used throughout, Delayed A.V.0. 
and neg. feedback. А.С. mains 200-250 v. Double wound transf, isolates chassis 
from mains, Aligned and calibrated ready for use. 


BRAND NEW & GUARANTEED £9-15.0 Carr. and ins. 4/6. 
8" and 10" speakers suitable for this chassis available. 
T-Valve De Luxe, push-pull version, 7-watt output 212.10.0. 


RECORD PLAYER BARGAINS 


3-speed COLLARO Gram unit with Studio Hi Fi piok- carriage 2/6. 
Latest 4-speed COLLARO auto-changer with Studio *0* pickup ires CHA 6. 
4-speed Garrard anto-changer 9j gns,, carriage 3/6. 


ELECTROLYTICS leading Makes New Stock 


TUBULAR CAN TYPES ohm 
25/25 v., 50/12 v. 1/9 Be A v sree 4/6 8 CABLE . CO-AXIAL 
50/50 v. 4/500 v. 2/- |8 +16/45 . B/-|SPECIAL.—Semi-air spaced polythene 
100/25 v. .. РТА 8 116/500 d .. B[G|standard žin. diam. Stranded core. Feeder 
8/500 v. ы 164-18/275 v... 4/6|losses cut 50%. 91. yard. 


2 16+16/450 v. B/6iStandard KRT Grade A, d. ya 
88/500 v. .... 4/0 1816490 v. |. T COAX PLUGS 1/2.  SOORETS 1/-. 
8--18/450 v. .. Б/- |18+32/350 v. .. 4/6 COUPLERS 1/3. OUTLET BOXES 4/6. 
8/- |32/350 v. 4j- BALANOED TWIN pum per = ER 
.. 3/6 39 432/975 v. «- 4/6|Special 300 ohm TWIN FEEDER 
. 5B/6|50--50/350 v. 6/6| TWIN SCREENED FEEDER per yd., 1. 
4/- |60/350 v. ...... 616|50 OHM COAX CABLE 8d. рег yd., iin. 
Б/- |60 + 250/275 v... 19/6| A TTENUA TORS Gdb, 12db, ete. from 
5/6|64+ 120/275 v... 11/6|3/G. Band 1-3 Cross-over filter unit 
6/61100+ 200/275 у. 19/8|trom 7/6. 


SPEAKER  FRET.—Expanded Brenze 
pref. values, 3pf. to 1,000. 6d. esch. | anodised metal 8x8in, 9/3; 12x Sin. 
Ditto ceramics 9d. each. Tubulars, 450 v, | 3/-:, 182х180, 4/3; 19х16. 6/-; 


24 x 12in., 8/6. etc. 
Hunts and Т.0.0. .001 mfd.-01 and | TYGAN 
1/30 v, 8 eh. чао v. ЧА | OAN PET (Marohy pattern), Tala i 


12in, 2/-; x18in, 3/-; 12x 
each. .25 Hunts, 1/0. .5 Hunts, 1/9. | 4/-, etc. 


JASON F.M. TUNER UNIT 87-105 m/cs 


Kit о! parts to build this modern and highly 
successful unit complete with drilled 
chassis and J.B. dial, wound coils and 
screening cans, 4 BVA miniature valves and 
all necessary quality components, etc., for 
only £6/10/- post free. Superior dial cali- 
brated mo/s, edge lit by 2 pilot lamps, 12/6 
extra. ` Power Pack components kit 
including double wound mains transformer 
£2/5/- extra. 

Tested and approved by *“ Radio Con- 
structor,” ete. Illustrated handbook with 
full details 2/-, post tree. 


39 +-32/350 T 
324-32/450 v.. 


CONDENSERS. —Mica, Silver Mica, All 


RESISTORS 


Carbon type. Pref. values 10 ohms- 


S.I.C. RECTIFIERS 


ЕНТ types K3/25 2 Kv, 4/3: Е3/40 
3.2 Kv., 8/-; K3/45 3.8kV., 6/6; K3/50 
4kV. 7/3; K3/100 giv. «0186. etc. 
Mains types. ЕМ! 195 mA., 4/-; 


120 må., 5/9; RM4 250 v. 275 mA., 
RM4B type, 275 v. 276 mA., 17/6. LT 


types F/W bridge 6-12 v. lj a. 8/9: 
3 a., 15/6; 4 a., 18/6; 6 8., 21/6 each. 


WIRE WOUND TYPES 


Wire ends. Silicone coated. 25 ohms— 
10,000 ohms, 5 w., 1/3. 10 w. 1/6. 15 w. 


21-. 

LINE CORD .3a 60 ohms ft. 2a 100 

ohms per 1t, 2 way 6d. tH it., 3 way PRE-SET w/w POTS 

74. per ft. ы оша knob Bee 25 ohms to 
H ohms., -; 50,000 oyms, 4/-; 

LOUDSPEAKERS 50,000 ohms to 2 Megohms (carbon), Fs 

Р.М OHM. Sin. Celes., 17/6; біп. 

m Eg. Ое сше VOLUME CONTROLS 


tical, 18/6; Sin. Різо, 20/-; Sin. | Midget log type, long spindles, all valu 
Goodman’s special, 21/6; 10in. В. and A. 10,000 ohms to 2 Megohms. Less кыЛ 
25/-; 18. тк, 35/-; 82. M.E. 


P. -; D.P. sw., 4/9. Li 
SE onma Geld. tapped OF Mens 2200. | ion Окшы D Marc ien 
Зна Elac 17/6 


ail values 10 ohms to 2 Megohma less. 
switch 4/-. Guaranteed 12 months. 


TRS RADIO COMPONENT SPECIALISTS 
TOBRIGSTOCK RD. THORNTON HEATH, SURREY 


Phone: THO 2188. Hours 9am.—6 pm., | pm. Wed. 
Open ali day Saturday. BY THORNTON HEATH 
STATION. BUSES 130A, 133, 169, 166, 190. 


Terms: C.W.O. or C.0.D, Kin 
Packing np to ib. 74, Ub. 1/1, Stb.. 1/6, 5lb. 9/-, 101b., 2/9. Bargain Lists, 3d, 


diy make cbeques, P.O.s. eto., payable to TR. Post & 


E оп of the V-Master 8/V chassis to the LF. am 
АЭН 


БТЕ IDEE ооо тотона атн нене аеону КЕРСЕН 


HANNEY оғ BATH 


OFFERS 


VIEWMASTER 3 STATION T.V. TUNER (P. Television) 
Denso coilset with screens, can and screws 30/-; 


Denco switch, Fine Tuner, Coil : 


mounting plates and tag panel 27/-; Kit of resistors 7/6; TCC condensers kit with : 


two printed circuits, valve holders etc. 


^; Gain controls 3/3 each; Co-ax P/8kt. : 


2/6; Valve cans 1/3 each. Complete kit n parta for es TUNER, with the two : 


Genuine MULLARD Valves, nuta, bolts, wire co-ax, etc. 
B/V conversion components 39/6. All Standard 


MULLARD 3 VALVE 3 WATT AMPLIFIER 
; Gilson Trans. Mains 35/-; 


/19/6. DencoCoilset for : 
T4 20i» OR Complete kit : 
-Master items in stock. Full : 


Output 25/6. Elstone Trans. : 


Punched chassis 10/6; : 
Maine 35/+; Output 21/-: Condenser kit 20/-; Resistor kit with 3 pots. 22/6. Com- : 


plete kit with Genulne Mullard VALVES £8/19/6. Full list available. 


MULLARD 510 AMPLIFIER. 
Erie Resistors 27/-; ТСС Condensers 45/-; 


Elstone Mains Trans. 36/- (100 ma.) { 


42/6 (120 ma.); Output Trans. 45/- (6K or $x); Gilson mains trans. 60/- (140 та.); : 


Output Trans. 47/6 (6K or 8K); Ultra Hnear type 52/6; Partridge Mains Trans. 
65/6, Output Trans. P.3667 55/6; Partridge Ultra Linear type P.4014 98/6. 105200. 
punched chassis 19/6 with base plate; Printed front panel 6/6; Type * Pe 
Chassis (panel not printed) 36, and 19/8 respectively. Condensera ' A" 5 m 
24/0; Resistors ' А ' 17/6, ' B' 35/6 (with pots). 
of complete kits. 


OSRAM 912 PLUS AMPLIFIER 

Erie resistor kit, 17/4; Erie 1 meg. pots, 4/6 each; TCC condenser kit, 55/-; РАВ. 
TRIDGE components with loose lead terminations (includes packing charge), Mains 
trana., 65/6; choke, 34/6; output trans, 85/6; W.B. components. Choke 18/9; 
output trans., $2/-; Denco drilled chassis, 14/6; Denco 912 Plus printed panel, 7/6; 
pre-amp. or passive chassis, 6/-. Full list available, 


COMPONENTS are still availabie for the following F.M. TUNERS:— Wireless World, 
Mullard, Osram 912; Denco Maxi-Q. List available. 

WIDE ANGLE COMPONENTS. ALLEN, Teleking Chassis, 50/-; old Дк, апа 
Super-Visor), 44/6; LO.308, ae FO.305, 21/-; D.C. » 99/6; 02. 31/-; 
GL.16 and 18, 7 EL 80.312, 21/-: AT.310, 30/-; OP. 117, a Mox 15/-; 
DENCO Chassis view, 2716; Chassis, Super-Visor, 51/6; C m 
41/2; WA/DCAI, 4; /-; WA/FCAL, 31/-; WA/LOl and УСІ, 7/6 each; WA/FMAI, 
21/5; WA/LOTL, 42/-; WA/FBTI, 18/- 


Bend stamp for lista. Please add 2/- postage to all orders under £3 (excess refunded). 


L. F. HANNEY 


77 LOWER BRISTOL ROAD, BATH 


Tel.: 3811 


“в, 
Full list available, giving details 4 


ilseta Magnaview : 
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HATFIELD IMPROVES EVEN ON ''PERFECT'" WAVEFORM 
(With apologies to you know who) 


Even.on perfect waveform? Well, it's a bit difficult when che 
distortion is as low as 0.28 of 1%, but we have managed it, and, 
even more important, with fewer components, and the oscillator 
is now complete with directions for working at 50 Kc/s or up to 
75 Kejs. 


Bias Oscillator Coils. The HATFIELD oscillator has COM- 
PLETE STABILITY, LESS THAN 0.28 of 1% distortion, R.M.S. 
output voltage 50% greater than the Н.Т. voltage, I valve, I coil, 
simple circult. 

Sounds incredible, but it is GUARANTEED. 

Send for copy of N.P.L. report. The HATFIELD oscillator is 
now made with output impedances to suit any Head on the market. 


TAPE RECORDISTS | Are you Compietely satlsfied with your 
recordings! Bad waveform in an osclllator can cause DISTORTION 
due to intermodulation. NOISY BACKGROUND due to D.C, 


component in an asymmetrical waveform and INTERFERENCE 
with radio due to harmonics beating with incoming signal. 
fundamental frequency cannot cause audible beats. 


The 


COIL, complete with circuit, 10/6 post free. Patent app. for. 


THE “ VISCOUNT " tape recorder, successor to the ° Herga ” 
and making FULL use of the push-button facilities of the wonderful 
new Motek K8 deck, Servo brakes, Button control of Amplifier 
roller, pads and brakes. Adjustable Azimuth and possibility of 
changing from В.5.1. to Continental Standard. But write for 
leaflet and judge whether this is not the best value in recorders 
at 42 guineas, ог £22/2/- down and 12 monthly payments of £2/3/I, 
or £7/2/6 down and 8 monthly payments of PA /-. 

BIAS REJECTOR COILS 

Even a small amount of bias frequency getting into the amplifier 
can cause a lot of trouble, and nearly all tape recorders need a 
rejector coil to prevent this. 

COIL, complete with instructions, 5/6 post’ paid. 


MOTEK TAPE DECKS 
The famous K8 deck; twin track, two speed, with push buttons 
and SERVO braking, is a beautifully finished job at only 20 gns. 
Post free. Ог Н.Р. terms on application. 


HATFIELD RADIO 
78 STROUD GREEN RD., LONDON. N.4 


NEW G.E.C. MOBILE RX/TX complete with 12 у. rotary 
power unit, 80.9, 81.1, 81.3 Mc/s, 7 watt output. Special price £25. 


1294 RECEIVERS in good order, £20 each. 


MULTI-RANGE TEST METERS by Weston, Radio City Pro- 
ducts and other well-known makers. 


SPECIAL. OFFER of Constructor's parcel of |00 assorted 
resistors comprising 4, $, | and 2 watt from 10 meg.-22 ohms, 12/6. 


MEGGER SAFETY OHMMETER ;. Perfect, £3. 
H.R.O. SENIOR RECEIVERS. With A.C. P.P., 5 coils, #28. 


D.3.T. 100 RECEIVERS, as new. Coverage is 7 bands from 
30 Mc/s. to 50 Ke/s., £20 each. 


HALLICRAFTERS SX28, S27, 541, S38, etc. 
AR88LF, AR88D, CRIOO, from stock. 
CANADIAN R.103 RECEIVERS, as new, modified, for A.C. 
working, £14. 

A.C./D.C. MOTORS suitable for sewing machines, 47/6 each. 
AIR I2 v.-15 v. MOTORS, long spindle for models, 15/- 
each. 

NEW M/C MICROPHONES, hand type, with 12 yds. heavy 
duty screened cable, £3 each. 


TEST EQUIPMENT. We hold a comprehensive stock. Multi- 


Perfect cond. 


range meters at 1,000 and 20,000 o.p.v., valve testers, signal genes, 


RECTIFIERS, 12 v., bridged, 8 amps., 


MAINS TRANSFORMERS. 350-0-350 v. Ellison at 120 mA. 
6.3 v. 5a, С.Т. 5 v. 3 a., 37/6. Full range of all types of Ellison 
products in stock. 


F.M. DEVIATION METER, in perfect working order, £20. 


PARTRIDGE TRANSFORMERS, i00 m/a. 250-0-250 v., 6.3 v., 
110-230 v. input, £1 each. 


H.R.O. COIL, 0.48-0.96 Mc/s., etc., at £2/5/- per coil. 


Your post enquiries welcomed. S.A.E. for reply, please. Orders, 
„М.О. or pro-forma invoice, no C.O.D. Prices quoted do not 
include carriage and packing. 


Callers welcomed—all stock must be sold within six’ months. 
Great Bargains 


SERVICE RADIO SPARES 


4, LISLE STREET, LONDON, W.C.2 
Telephone GERrard 1734 


18/6 each. 


GERMANIUM 
ст!0® 
jun 
RECTIFIERS 


For medium-power application where high 
efficiency is essential but space limited, 
these diffused alloy junction-type rectifiers 
give outstanding performance. They are 
sturdily constructed, easily mounted and 
have a working life of many thousands of 
hours. A new moulded form of construc- 
tion provides greater stability in service. 


Small Size 


Overall length including fittings #1 
Diameter į in. The rectifier is т 
actual size. _ 

High Efficlency 

Excellent forward conduction characteristics 
which do not deteriorate with age. Voltage 
drop less than 10% of that across an equiva- 
lent thermionic, or dry plate rectifier. 


Low Heat Dissipation 
At full rating in an ambient temperature of 
55°C the dissipation is less than } W. 


Peak FORWARD CURRENT (H/A) 
| TYPE averse = 
| ss at 25*C at 55°С at 80°С 
G3—M 200 550 175 
GIS—M 300 550 175 
св—м 100 750 400 


BRITISH THOMSON-HOUSTON 


THE BRITISH THOMSON-HOUSTON COMPANY LTD * RUGBY * ENGLAND 


Member of the AE! group of companies А$09% 
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MORSE KEY 


Bendix manufacture ... 7/- each 


HIGH RESISTANCE HEADPHONES 
2,000 ohms. Brand new, ex-W.D. boxed, type D.H.R. 
15/- per pair, postage 1/-. 


LOW RESISTANCE HEADPHONES 
Brand new, ex-W.D. boxed, type C.L.R., 5/6 per pair, 
postage 1/-. 


JOHNSON'S VARIABLE CONDENSER TYPE 500 
E20 single 500 pF 2,000 volt. 9/- each. 


SPARE PARTS FOR AR 88-D. & L.F. Each 
MainsitransformerS.. esee IUE ruere £4 
Те Таас ОТТЕ н п... в. 30/- 
aterielvakes e m ommo cele IERI 25/- 
ПАБЕ HOMENICLS ооо ОИЕ 15/- 
АЕО тгацдабоппегы ae cle. оле. ee 15/- 
Main Variable Condenser (І.Е. only) .......... 35/- 
Block condenser, Зх А.и... а. 25/6 
Вапа тепе. а... еже. оо @. 37/6 
AntennadiBnmers ........ аео оное. 3/6 
PHQSHOEEPIBIBeEZS ае ao eruje ae 3/6 


All the above spare parts are fully guaranteed to be in 
excellent working order. 


FIELD TELEPHONE ТҮРЕ “F”. In excellent 
working condition, £3/10/- each. Carriage 5/-. 


MICROPHONES & RE- 
CEIVER HEADGEAR 
Assy. No. 2 (ZA2905) con- 
sisting of 100 ohms impe- 
dance MC headphones, 
Tannoy high-power micro- 
phone, 


18/- each 


AMERICAN VALVE 
TESTER Model 314, indi- 
vidual leather switches for 
each tube element. Roll 
Chart for American type 
valves. 220/30 V. A.C. Brand 
new in nice wooden case 
with leather handles. Full 
instruction booklet. 
£10. Carriage 10/-. 


J. P. ELECTRIC “oer” 
156 ST. JOHN'S HILL * LONDON S.W.11 


WALMORE ELECTRONICS LIMITED 


PHOENIX HOUSE, 19/23 OXFORD STREET, 
LONDON, М.І. 


Telephone : GERrard 0522 
For immediate response Telex London 8752. 


Cables : Valvexpor 


EXPORTERS OF RADIO, TELEVISION AND 
INDUSTRIAL TUBES, HAVE PLEASURE IN 
INTRODUCING THEIR BRAND 


9 RADIO = 
WALRAD 


эмым TUBE 5» 


AND INVITE ENQUIRIES FROM BUYING 

AND CONFIRMING HOUSES EXCLUSIVELY 
"FOR EXPORT 

SUPPLIERS OF RADIO COMPONENTS 


ELECTROLYTICS, AND CATHODE RAY 
TUBES. 


|! BAND II] CHANNELS 8-9-10 
| A new CONVERTOR KIT is now available for 
| LONDON—MIDLANDS—NORTH | 


Fit this new convertor not to your set but 
inside your set, even 9in- table models, and 
i retain that professional look. 


This convertor has been evolved since the l.T.A. 
| transmissions began, and is based upon experience 
| gained in the conversion of very many Band | sets in 
| the London area. 


IT will convert any set, any age, TRF or Superhet 

| IT includes station switching 

| IT provides pre-set contrast balancing 

||| IT uses only one aerial input for both bands 

|| IT provides manua! tuning on Band III 

|| IT is totally screened 

| IT completely rejects unwanted signals 

|| IT requires no additional power supply where either 6.3V or .3 
amp line is available. 


CONVERTOR wired and aligned with fitting instruc- 


uoo nee £4 2 6 

| KIT complete in every detail, less knob: £212 6 
I -КМОБ@ each... e. eoe оа то 
CIRCUIT and instructions in detail (free 55 3 6 

| BAND IlI AERIALS (send for list), from.............-...- n 6 
CROSS-OVER UNITS—Outdoor (printed circuit) 15 0 
AERAXIAL feeder cable per уагбф........................ 10 


When ordering please state present B.B.C. Station 
| andl.T.A. Orders over £2 post free. 


| C. & G. KITS 
| 285, LOWER ADDISCOMBE ROAD, 


| ADDISCOMBE, CROYDON, SURREY 
Phone: ADDiscombe 5262 
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o|c О MINIATURE 
CONNECTORS 


Especially designed 
for small Electronic 
Assembly, Instru- 
! ments, Computers, 
Aircraft and similar 
applications. They 
embody all the feat- 
ures expected from 
Miniature Compo- 
nents, Light weight, 
| Small size and High 
Mechanical and 
Electrical Resist- 
ance. The Basic 
Unit has 5 Precision 
! Machined Contacts 
! but can be built up, 
Ьу stacking up to 
| 20 Contacts. 


Full Technical 
Information 


ROLCO ENGINEERING LTD. 


407 HORNSEY ROAD, LONDON, М.19 ARC 6626 


DECEMBER, 1956 


GOOD VALUE— SERVICE AND STOCKS 


BENDIX RADIO COMPASS MN 26 
| A superb 12-valve receiver covering 3.4-7 Mc/s., 325- 
| 695 Ke/s, 150-325 Kc/s. Valves used 5-6K7, 2-6N7, 
2-6]5,1-6B8, 1-6L7, 1-6F6. Complete with 28-volt dyna- 
motor and switching motor, in good condition. Loose 
stored. PRICE £2/12/6. Carriage 8/6. 


MOVING COIL MICROPHONE 


By famous maker. A .high-grade microphone 
combining excellent close speaking performance 
with low background pick-up.  Attractively styled 
and finished in black and chromium. ^ Brand 
new, boxed. PRICE £3/19/6. 


MOVING COIL HEADPHONES 


Velvet faced earpads complete with lead and plug. 
Slightly soiled, 7/6. Postage 1/6. 


KELVIN RATIO METER 
Mirror backed. Type Mn HG-ABS 
KB 630/01. 8in, scale. Deflection 
approximately 6 miicro-amperes, 
£5/19/6. Post 2/6. 


MILLIAMMETERS 240. round, 0-30 milliamps. Repairable 2/6. 
SOLAR ELECTROLYTICS сап type. 8 x 8 mfd. 350 v. 
working, 20 mfd. 150 v. working, 1/3 each. P. & P. 6d. 250 mfd. 
12 v. working 9d. each, or 6/- per doz. (TCC flat type). 
SPEAKERS, Unused 8in. with baffle and fret 
cloth, 12/6 each. Post 1/6. 


POCKET VOLTMETER M.C. 


2 ranges. 0-250 V, and 0.15 V. D.C. Press button. 
Repairable 2/6. P. & P. 1/6. 
VCR97, Brand new, boxed 12/6. Post, insurance 


3/6. 
Telephone : GER 2613 
Open dally 10.30 a.m. to 4.30 p.m. Closed all day Thursdays 


The RADIO EXCHANGE Co. 


NEWPORT PLACE LEICESTER SQUARE LONDON, W C2 


THIS MAGNIFICENT RECORDER 


TAKES EVERYTHING IN ITS STRIDE 


The remarkable performance on standard or pre- 

recorded tapes of the Celsonic high-fidelity mag- 
netic Tape Recorder is world famous. It also 
takes in its stride the superimposing of words 
over music and the conversion of silent films to 
sound. 


Long playing bid possible om reels up to 


3,280 ft. track and half track 
available. 


EXCEL SOUND SERVICES LTD., (Dept. W.D.K.) 


Garfield Avenue, Bradford 8, Yorkshire. Tel.: 45027 
Please PRINT your name and address. 


Send for details: 


75 BELLENDEN ROAD 


CAPACITY & RESISTANCE BRIDGE TYPE C.M. 


0.20 to 10 Megohms wx Insulation to 250 Megohms 5pF to 
1004F Ж Condenser leakage test x Power factor balance 
ж Component matching facilities ж Variable sensitivity Ж 
Operation from 200/250 V. A.C. majns. A sharp balance is 
provided by the amplified ‘‘ Magic eye" which may be used as а 
voltage level indicator or out- = 

put meter. Supplied com- 
plete with instructions and 
test leads. Fully guaran- 
teed. Price £12/12/. 
carriage free. 


Further details from 


SWAN — ELECTRONICS 


LONDON, S.E.15 
Telephone: NEW Cross 7136 


BE AS EAE AR AEA EIR EAR ORAS E 
* TAPE RECORDERS 


ONLY 


Consult 
# The Northern Specialists 


LARGE STOCKS 


е ALL MAKES SUPPLIED 
i After Sales Service 


sæ DIXON'S ELECTRONIC SALES & SERVICE > 


S 227 OXFORD ROAD, MANCHESTER, 13 3 
А (Nr. University) Telephone: ARD 4269 ; 


RARI NNI I I III IGI 


AR КАК 


Жж 
ЖЭ Ж ER SRT EN 


ж 
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SHUDEHILL 
Supply Company 


MANCHESTER'S LARGEST 


STOCKISTS OF RADIO 
& T.V. ACCESSORIES, 
VALVES & COMPONENTS 


BY “RETURN” SERVICE 


POWER UNITS. H.R.O. 115 v, or 230 v. 
input: 6.3 у, 3 amp. А.С. + 225 v, 75 ma. D.C. 
Crackle metal case 7iin., 71in., 61in. Suit НКО, 
1155, any standard receiver. 63/-, carr. paid. 


TEST SET 102, 250 v, 50 c. А.С. Emits 25 + 50 
cps. In metal carry-case, (іп, x Yin, x 10їп,, 
leather handle. Excl. comp., value: Trans. 


300 v. 80 ma. 6 v. 2 a. 12 v. l a. 1 ea. 615, RK34, 
Met. Rect. plugs, skts. Ind. lamp, 29/6, carr. 2/-, 


RF25. New. In carton, 40-50 mc/s. Switch tuned. 
All valves, 10/6, carr. 2/-. 


МЕЕ ACCUMULATORS. 3in. x 2łin, х lin. 
1.5 у, 5/7АН, for models, portables, etc. Each 4/9. 
Post 9d. Lots of one doz. 54/-, carr. paid. 


Typical 
VALVES 
stock of thousands, 
ALL NEW 
954, 1/6. 6K7g, 2/9, EF50 3/6, ARPI2 4/6, 
Pen 25 4/6, 6SL7 6/6, all post free. 
Set of five: 6K8, 6K7, 6Q7, 574, 6V6, 35/- set. 
Set of four battery valves: IR5, 174, 155, 
3$4 (or 1S4 or 3V4). 27/6 set. All post paid. 


from our 


RECORD PLAYERS. Many models in stock 
at advantageous prices: E.G. EMI 33ird. Table 
player, complete ready to plug in to radio, 63/-, 
carr. 2/6. 


COLLARO КС54. 3-spd. Mixer auto-changer. 
*О' Pick-up. 200/50 A.C., £7/7/-, Carr. etc. 5/-. 
BOTH LIMITED QUANTITY. 


CRYSTAL (Germanium) DIODES, I/- 
each, D 
CRYSTAL RECEIVERS. Dual wave comp. set. 
EVERYTHING incl. phones and chassis, instruc- 
tions, NO cabinet, 29/-, post 2/-. 


COMMAND TRANSMITTERS. 2.1-3 Mc/s. 
Pair 1625's, } ea. 1626, 1629 (magic eye). 2500Ke/s, 
Oct, base Xtal, 3 var. conds. 220 ppfs. ea. Relays. 
Flex. Drive, ete. Brand new, boxed, 35/-, post 2/-, 


| СО-АХ CABLE. 75/80 ohms, 6d. yard. | 


TRANSFORMERS. All types mains, output, 
step-down, etc. E.G. Filament transfr, 6.3 v. 2 
amp., 7/-. P. Post 9d. 


METERS. Large range available: Eg, 0-200 
mA. 24іп. А. М/с., 7/6. 0-1 сар do., 12/6. Poston 
each 9d, New. Sealed Ctns. TEST METERS ALSO 
IN STOCK. 


EMI PICKUPS. Cream. Magnetic. Uses 
Col. 99 needles, 17/6, post 2/6. Matching transfs., 
5/-, post l/-. 

BATTERY CHARGERS. Brand new, 12 mths, 
guarantee, with meter, fuse, lead and clips, 2, 6, 
12 v. | amp., 45/-. Carr. 2/-. Higher amperages 
avallable. 


ALL GOODS SUPPLIED BY US WHETHER 
EX-GOVT. OR OTHERWISE ARE FULLY 
GUARANTEED—REPLACED ОА CASH RE- 
FUNDED IF RECEIVED BACK AS SUPPLIED 
WITHIN 7 DAYS. CASH WITH ORDER ONLY. 
NO C.O.D. NO LISTS AT PRESENT BUT ALL 
ENQUIRIES PROMPTLY DEALT WITH. 

CALLERS VERY WELCOME. OPEN 9 a.m.- 
6 p.m. MON. to SATURDAY. OUR ONLY 


ADDRESS— 
(DEPT. w.W.) 


53, Shudehill, 
MANCHESTER, 4 


(BLACKFPIARS 4073) 
TRADE ENQUIRIES INVITED. 


Great Britain’s Valve Mail Order House 
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BRIMAR 


*D15 10/-; DAF91 18/-; DAF96 18/-; DF91 16/-; DF96 16/-; DK92 18/-; DK98 18/-; DL96 16/-; ЕВО41 14/-; ECC84 
20/-; ECC85 20/-; ECF82 23/-; ECH42 18/-; ECL80 19/-; EF41 16/-; EF42 24/-; EF80 19/-; EF91 24/-; EL41 16/+; EL42 
18/-; EL84 16/-; ЕМ71 24/-; *0A2 17/-; 024 17/-; PCC84 20/-; PCC85 24/-; POF82 23/-; PL81 21/-: PL820 24/-; PY81 
17/-; PY82 14/-; PY83 17/-; R2 14/-: R3 14/-; R10 34/-; R11 27/-; R12A 18/-; R18 27/-; *R17 17/-; R19 20/-; R52 14/-; 
UBC4l 14,-; UCH42 22/-; UF41 16/-; 0141 16/-; UYal 11/-; *VR75/30 17/-; *VR105/30 17/-; *VR150/30 
15/-; LA7GT 20/-; 1А06 18/-; 1D5 14/-; 106 14/-; 1LA6 18/-; 1LD5 18/-: 1R5 18/-; 154 16/-; 185 18/-; 1T4 16/-1 105 
18/-; 2A3 20/-; 3Р6 16/-; 394 16/-; 3Q5GT 16/-; 394 16/-; 3V4 16/-; 4D1 13/-; 5040 20/-; 5V4G 14/-; BY3GT 14/4 
528 20/-; 5248 14/-; 6A7 25/-; BASG 22/-; BASAT 22/-; бА 05 24/-; GAK6 18/-; GALS 12/-; GAMB 18/-; 6AMG 24/-; 
6AQ5 18/-; BAT6 14/-; GAUG 24/-; 6B4G 20/-; 6B8 20/-; 6BSGT 20/-; EBAG 16/-; BES 18/-; GBGOG 24/-; 6ВНЕ 16/-; 
6BJ6 16/-; BBW6 16/-; 8BW7 19/-; 6C4 13/-; BCG 21/-; GCD6G 31/-; 6CH6 27/-; 606 21/-; 6EGQT 18/«; GF6G 18/-; 
8F7 25/-; 666G 18/-; GH6GT 12/-; 6J50T 13/-; 677G 18/-; 6J7GT 18/-; BK6GT 18/-; 6К7 18/-; 6K7G 18/-; 6K7GT 18/-; 
6K8G 292/-; 6K8GT 22/-; 6166 24/-; BL? 22/-; BN7GT 24/-; 8Q7G 16/-; 6Q7GT 16/-; BR7G 16/-; 68А7 22/-; OSK7 18/-; 
88L7GT 24/-; 8SN7GT 24/-; 68Q7GT 16/-; BU4GT 17/-; 605/665 18/-; 6056 18/-; 6079 18/-; 6V6G 18/-; 6V6GT 18/-; 
6X4 11/-; 0X5GT 14/-; 7A2 (5/7) 22]-; 7A3 22/-; 7B6 16/-; 7B? 18/-; 705 18/-; 708 16/-; 7D3 22/-; 705 22/-; 7р8 22/-; 
708 22/-; 709 18/-; 7Н7 18/-; 7K? 16/-; 767 20/-; 757 22/-; 7¥4 14/-; 8D2 21/-; 803 24/-; 9BW6 16/-; 9D2 21/-; 906 
18/-; 1001 12/-; 11D3 23/-; 1105 23/-; 12A6 18/-; 12AH8 18/-; 1РАТ6 14/-; 12AT7 19/-; 12AU6 24/-; 12AU7 19/-; 
12AX7 19/-; 12BA6 16/-; 19ВЕ6 18/-; 12BH7 22/-: 12C8GT 20/-; 19J5GT 13/-; 12J70T 18/-; 12K7GT 18/-; 12K8 24/-; 
12K8GT 22/ ; 12Q7GT 16/-; 19817@Т 24/-; 125Q7GT 16/-; 12SA7GT 22/-; 128R7 16/-; 12058 18/-; *13D1 17/-; 1486 
16/-; 14H7 18/-; 1457 22/-; 15A2 25/-; 1602 25/-; 18 22/-; 19AQ5 1:/-; 19BG6G 24/-; 20D2 25/-; 25A6G 18/-; 25L6GT 
18/-; 29U4GT 17/-; 25246 14/ ; 35A5 18/ ; 35L6GT 18/ ; 35W i 11/ ; 35Z3 14/ ; 352467 14/-; 42 22/-; 43 22/-; Б0АБ 
18/-; 5005 18/-; 50CD6G 31/-; 501697 18/-; 75 23/-; 77 21/-; 8; 14/-; 808 14/-; *83 10/-; *807 34/-; 1629 18/-. 


COSSOR 


DDL4 12/-; DDT 23/-; N144 18/-; MP/Pen (7) 22/-; MVS/Pen (5/7) 21/-; MVS/Pen B 21/-; OM1 14/-; OM4 16/-: 
OM6 18/-; 0M10 22/-; PT10 22/-; PT41 22/-; SD8 12/-; SD61 12/-; SU25 27/-; 5109150 27/-; SU2150A 27/-; 105@Т 16/-; 
2P 20/-; 3A4 20/-; 4/100BU 20/-; 4THA 25/-; ATSA 27/-; BABS 19/-; BATS 18/-; GAKS 18/-; 6AQS 20/-; 6BQ5 16/-; 
6BX6 19/-; 8BY7 19/-; *6F33 17/-; 616 34/-; 6867 14/-; 6SH7 18/-; 88L7GT 24/-; 68{76Т 24/-; 6587 14/-; 674 14/-; 
7AN7 20/-; 19507 18/-; 138РА 21/-; 1487 22/-; 13VPA 21/-; 16A5 16/-; 1723 17/-; 19X3 17/-; 19Y3 11/-; 278U 20/-; 
35A5 18/-; 3523 14/-; 4050А 14/-; 4IMTSM/CL 27/-; 4IMXP 13/-; 4ISTH 25/-; 42MPT 24/-; 42SPTT 20/-; 4510 20/-; 
52KU 14/-; 53KU 20/-; 54Кр 20/-; 61BT 24/-; 615РТ 24/-; 62BT 34/-; 62DDT 14/-; 62TH 18/-; 62VP 16/-; 635РТ 24/-; 
65ME 18/-; 66KU 11/-; 67PT 16/-; 141TH 18/-; 142BT 18/-; 171DDP 18/-; 185BT 34/-; 185BTA 34/-; 202DDT 23/-; 
202STH 23/-; 202VP 21/-; 202VPB 21/-; 210DDT 16/-; 210LF 12/-; 210PQ 24/-; 2108PTC) 20/-; 210VPA(7) 20/-; 
210VPT(7) 20/-; 215P 8/-; 220TH 24/-; 225DU 27/-; 302 THA 25/-; 3118 11/-; 332Pen 18/-; 405BU 27/-; 451 PT 16/-. 


MARCONI 


B36 25/-; B85 25/-; B152 19/-; B309 19/-; B319 20/-; B329 19/-; B339 19/-; B719 20/-; D42 13/-; 043 18/-; D63 12/-; 
D77 12/-; D152 12/-; *DA30 37/-; DAF91 18/-; DH83M 20/-; DH76 16/-; DH77 14/-; DH81 24/-; DH101 29/-; DH107 
14/-; DH14? 14/-; DH147 16/-; DH149 16/-; DH150 14/-; DH719 18/-; DK92 18/-; DL63 16/-; DL82 24/-; DL145 16/-; 
DN41 24/-; DN143 22/-; EABC80 18/-; ECC85 20/-; ECHS1 18/-; EF80 19/-; EF85 19/-; EL84 16/-; ЕМ80 18/-; EZ80 
11/-; H63 17/-; H30M 27/-; HD24M 16/-; HN309 25/-; КТ? 23/-; KT24 18/-; KT33C 24/-: KT34 24/-; KT41 24/-; 
KT55 34/-; KT61 20/-; KT63 20/-; KT66 24/-; KT71 18/5 KT74 14/-; KT76 18/-; KT81 24/-; KT101 34/-; 
KTW63 20/-; KTZ41 24/-; KT263 18/-; L63 17/-; 177 13/-; LN152 19/-; LN309 25/-; LP2 12/-; LZ318 23/-; MH4M 
13/-; MH41 13/-; MHD4M 25/-; MHL4 13/-; МКТА (5/7) 24/-; MS4BM/CL 24/-; MSP4 (5/7) 21/-; MSP41 (5) 20/-; 
MU14 17/-; MX40M/CL 27/-; N18 18/-; N17 16/-; N18 16/-; N19 16/-; N37 18/-; *N43 25/-; N77 18/-; N78 18/-; N108 
16/-; N142 15/-; N145 18/-; №147 18/-; №148 18/-; №150 15/-; №151 15/-; N153 21/-; N309 21/-; N329 16/-; N339 21/-; 
N349 31/-; N709 16/-; N727/6AQ5 16/-; PCC84 20/-; POFB0 23/-; PCF82 23/-; PCL83 25/-; PL83 21/-; PX4 27/-; PX25 
48/-; РУВО 13/-; QP21 23/-; U10 14/-; 014 17/-; 016 27/-; U17 27/-; U18/20 20/-; U31 17/-; U33 27/-; U35 27/-; 087 
27/-; U45 18/-; 050 17/-; U52 20/-; U54 20/-; U70 14/-; 0776 17/-; U78 11/-; U81 23/-; 084 20/-; 0107 11/-; U142 11/-; 
17143 14/-; U145 14/-; U147 14/-; U149 14/-; U150 11/-; U152 13/-; U309 13/-; U329 24/-; 0709 11/-; W21 (7) 23/-; 
W42M 21/-; W61M/CL 20/-; W76 18/-; W77 18/-; W81M 25/-; W101M 31/-; W107 16/-; W143 18/-; W145 18/-; 
W147 18/-; W148 18/-; W149 18/-; W150 16/-; W727/6BA6 16/-; WD142 17/-; X18 18/-; X2QM/C 25/-; X24 41/-; 
X41C 27/-; X61M 24/-; X63 24/-; X65 24/-; X76M 22/-; X78 22/-; X79 22/-; X101M 34/-; X109 18/-; X142 18/-; X143 
22/-; X145 29/-; X147 22/-; X148 22/-; X150 18/-; X719 18/-; X727/8BE6 18/-; Y61 18/-; Y62 18/-; 214 18/-; Z92M 
23/-; 263 20/-; 266 31/-; 277 24/-; Z142 24/-: 2145 24/-; 2150 19/-; 2309 27/-; Z319 48/-; 2359 27/-; 2719 19/-; 2729 
us a d 18/-; ZD152 18/-; 6В16 18/-; 12AT6 16/-; 35W4 14/-; *101 8/-; *161 8/-; *202 8/-; *303 8/-; 


MAZDA 


AC/HL 17/-; AC/HL DD 25/-; AC/P4 24/-; AC/Pen (5/7) 24/-; AC/SG 24/-; AC/SG/VM 24/-; AO/TH1 27/-; AC/TP 27/-; 
АС/ҮР1 (5/7) 24/-; AG/VP2 24/-; AC2/Pen 24/-; AC2/Pen DD 27/-; AC4/Pen 27/-; AC5/Pen 24/-; AC5/Pen DD 27/-; 
D1 10/-; DD41 14/-; DLS10 17/-; HL23 16/-; HL?3DD 18/-; HL41 17/-; HL41DD 20/-; HL42DD 20/-; HL133DD 20/-; 
МЕ41 18/-; ME91 18/-; P61 17/-; PP3/250 27/-; Pen 25 18/-; Pen 44 27/-; Pen 45 24/-; Pen 45DD 24/-; Pen 46 27/-; 
Pen 383 24/-; Pen 384 20/-; Pen 453DD 27/-; Pen DD4020 27/-; QP25 25/-; QP230 25/-; SP41 24/-; SP61 24/-; SP181 
24/-; SP210 20/-; TAL 18/-; TH41 24/-; TH233 24/-; TH2321 27/-; TP23 24/-; TP25 23/-; TP2620 27/-; 022 27/-; U24 
27/-; 025 24/-; U26 20/-; U191 20/-; U201 17/-: U251 24/-; U281 17/-; U282 20/-; U301 20/-; U403 17/-; U404 11/-; 
U801 24/-; U4020 17/-; UC92 13/-; 1705 17/-; 0706 17/-; UU? 17/-; UU8 24/-; UU9 11/-; VP23 18/-; VP41 24/-; VP133 
24/-; VP210 23/-; VP1322 24/-; 101 18/-; 102 18/-; 1F2 16/-; 1F3 16/-; 1FD9 18/-; 1Р1 16/-; 1P10 16/-; 1P11 16/-; 
6C9 18/-; 6010 18/-; 6C31 24/-; 601 10/-; 602 12/-; 6Р3 20/-; 6F1 24/-; 6F11 18/-; 6F12 24/-; 8F13 24/-; GF14 24/-; 
6F15 16/-; 6Е25 14/-; 6L1 24/-; 6/30L2 19/-; 81,18 16/-; 6L19 24/-; 61:34 16/-; 608 14/-; 6020 16/-; 6M1 18/-; 6M? 
18/-; 6P1 20/-; 6P25 29/-; 6Р26 18/-; 6P28 24/-; 10C1 18/-; 10C2 24/-; 10F1 24/-; 10F3 24/-; 10F9 16/-; 10LD3 14/-; 
10LD11 16/-; 10P13 20/-; 10P14 20/-; 20D1 12/-; 20F2 24/-; 20L1 24/-; 20P1 24/-; 20P3 20/-; 20P4 24/-; 20P5 20/-; 
30С1 28/-; 80F6 24/-; 30FL1 23/-; 3011 20/-; 30P12 18/-. 


PHILIPS 
*01 12/-; *01C 12/-; CY10 14/-; *328 20/-; *329 9/-; *452 10/-. 


MULLARD 


AZ1 17/-; А231 14/-; AZ41 14/-; CBL1 27/-; CBL31 22/-; CCH35 22/-; CL4 29/-; CY1 17/-; CY31 14/-; DAC32(M/CL) 
18/-; DAF91 18/-; DAF96 18/-; DCC90 24/-; DF33(M/CL) 18/-; DF91 10/-; DF92 16/-; DF96 18/-; DF97 16/-; DK40 
22/-; DK91 18/-; DK92 18/-; DK96 18/-; DL33 18/-; *DL71 15/-; *DL72 15/-; DL92 16/-; DL94 16/-; DL96 16/-; DM?0 
10/-; DO26 34/-; *DO30 25/-; DW4/350 17/-; DW4/500 17/-; EA50 10/-; EABCSO 18/-: EAC91 20/-; EAF42 27/-: 
XB34 12/-; EB41 12/-; EB91 12/-; EBC33 16/-; EBC41 14/-; EBC90 14/-; EBF80 18/-; ЕВЕЗ9 18/-; EBL1 27/-; BBL21 
24/-; EBL31 22/-; EC31 13/-; EC52 20/-; EC90 20/-; EC91 16/-; EC92 13/-; ECC32 24/-: E0033 
24f-, ECC34 24/-; ECC35 24/-; ECC40 24/-; ECC81 19/-; ECOB2 19/-; ECC83 10/-: ECCS3 20/-; 
QCC91 27/-; ECF80 23/-; ECH3 27/-; ECH21 24/-; ЕСНЗ5 22/-; ECH42 18/-; ECHS1 18/-; 
ECL80 19/-; ECL82 23/-; EF9 24/-; EF22 20/-; EF38 18/-; EF37A 24/-; EF40 24/-; EF41 16/-; 
EF42 19/-; EF50 24/-; EF54 24/-; EF55 24/-; EF80 19/-; EF85 19/-; EF86 24/-; EF89 16/-; 
EF91 24/-; EF92 18/-; EF93 16/-; EF94 24/-: EF95 27/-; ЕК? 27/ ; EK32 27/ ; EK90 18/-; 
EL2 24/-; EL32 18/-; EL33 18/-; EL34 24/-; ELI? 24/-; EL41 18/-; EL42 16/-; EL50 27/-; 
EL81 21/-; EL83 27/-: EL84 16/-; EL85 18)-; EL80 16/-; EL91 18/-; ELS20 24/-; EL8?1 97, 
EMA 18/-; EM34 18/-; EM80 18/-; EM81 1*/-; EN31 34/-; *EN32 30/-; EN91 20/-; EY51 18, 
EY84 24/-; EY86 20/-; EY91 14/-; EZ35 17/-; EZA0 11/-; EZ41 11/-; EZ80 11/-; EZ81 11/-; 
Е290 11/-; FC2 25/-; FC2A 25/-; FC4 27!-; FC13 27/ ; FC13C 27/ ; FW4/500 20/-; FW4/800 
20/-; 9230 17/-; 0232 20/-; GZ33 20/-; 6234 20/-; HBC90 14/-; HBC91 14/-; HF93 16/-: HK90 
18/-; HL13 17/-: HL18C 17/-; HL92 18/-; HVR2 27/-; HY90 11/-; IW4/350 17/-: IW4/500 17/-; 
KBC32 18/-; KF35 18/-; КЕЗО 23/-; KL35 18/-; *MT17 45/-; PenA4 24/-; PenB4 25/-; PendDD 
27/-; Pen4VA (5) 22/-; PCC84 20/-; PCF82 23/-; PCL82 23/-; PCL83 25/-; PL33 18/-; PL38 24/-; 
PL81 21/-; PL82 16/-; PL83 21/-; PL820 24/-; PM2A 8/-; PM2B 17/-: PM2HLM 16/-; PM22A(5) 
= PM24A 27/-; PM24M, 22/-; РМ202 18/-: PY31 14/-; PY32 20/-; PY80 13/-; PY81 17/-: 
PY82 11/-; PZ80 20/-; SP2 23/-; 8Р4 (7) 24/-; SP13 24/-; TDD2A 18/-; TH21C 30/-; UABCS0 
18/-; UAF42 17/-; 841 12/-; UBC41 14/-; UBF80 18/-; UBL11 24/-; UC82 13/-; 010084 20/-; 
UCC85 20/-; UCF80 23/-; UCH21 24/-; UCH42 18/-; UCH81 18/-; UCL83 25/-; UF41 16/-; 
UF42 19/-; UF80 19/-; UF85 MH UFS9 16/-; UL41 16/-; UL44 27/-; UL46 24/-; UL84 16/-; 
UM4 18/-; UM34 18/-; URIC 17/-; UYIN 17/-; UY11 11/-; UY85 11/-; VP4B 24/-; 1LD5 18j-; 
5Z4GT 17/-; ВАВ? 14/-; 6C5GT 17/-; 6978 20/-; 12H86 10/-: 128C7 20/-: 128N7GQT 25/-* *85А1 
30/-; *85A2 22/-; *150B3 17/-; *90C1 11/-; 164V 19/-. 


BRITISH, 
AMERICA 
BATTERY, 
А.С. 


and 
UNIVERSAL 


P'us 1j- Postage 
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SAMSON'S SURPLUS STORES 
Exclusive 
Purchase!! 


@ 5.Т.С. RECTIFIER 
SUPPLY UNIT No. 11 
TYPE ZB 10235 


Specification:—A.C. input 100-260 volts. 
45-65 cycles. D.C. output 24 volts |! 
amps. and 130 volts 600 m.a. very 
conser /atively rated. ИЛ. and НЛ. 
completely smoothed. All circuits fused. 
Mains on/off switch. Built in grey metal 
cabinet-as illustrated. Height 5ft. Oin., 
width Ift. 72in., depth Ift. Izin. Weight 
200 Ibs. 

These units were originally designed to 
supply L.T. and H.T. power in conjunc- 
tion with Bay Power No, 3 to S.O.S./T. 
3 channel telephone system, but are ideal 
heavy duty L.T. and H.T. supply units 
for the electronic industry, research 
laboratories, schools, etc., etc. Complete. 
with Instruction Book апа circuit. 
Supplied brand new at a fraction of the 
maker's price. 


£1 7 1 Q. Wc гове 


If further technical details are required,. Instruction Book will be 
forwarded against a deposit of One Pound. Export enquiries are wel- 
comed. 


We have a limited number of these units ready packed in 
original transit cases at a small extra charge. 


169/171 Edgware Road, London, W.2, Tel.: PAD 7851 
125 Tottenham Court Road, М.І. Tel.: EUS 4982 


All orders and enquiries to our Edgware Road branch, please This is open 
all day Saturday. 


BATES | 
SURPLUS STORE 


м/с SPEAKERS, 8in., ЗО. Ву Plessey. Unusually wide frequency 
response. Mounted in smart metal case, Brand new in original cartons, 
with switch and wire, 27/6. Post 2/6. 


VIDEO AMPLIFIER UNITS. AL60, 8-watt output valve on chassis 
with res. condensers, 4-pin miniature plug and socket, cables, VR78 Diode, 
etc. Only 7/6 each. Post 2/-. 


RCA AMPLIFIERS. 8 valves. Par Push-pull, 6L6s output to 49, 15Q, 
600, 2500, £12/10/-. Post paid. 


AVOMETER CASES. Avominor, 5/-; 40 and 7, 7/6. Post 1/-. 


TELEPHONE HANDSETS, with switch and wall holder. Brand new. 
10/- each. Post 1/6, 2/- on pair. 


WAVEMETERS. 5 valves. Built-in power pack, 6X5, trans, 230 v. 
50 c.p.s., with calibration charts, 47/6. Post 9/-. 


RECORD PLAYERS. 78 r.p.m., with pick-up, in black crackle steel 
case, 230 v., 50 c.p.s., #4/10/-. 


BENDIX TAI2 TRANSMITTERS. 4 125K7, 3 807. Covering 160, 80, 
-40 meters, 4 superb VFOs. Complete and unused, £2/17/6. Post 7/6. 


DISTRESS BAND BATTERY RECEIVERS. 1545. 4 ARPI2, 27/6. 


AIR POSITION INDICATORS. Host ‘of gears, drives, shafts, 4 
counters, etc.,.19/6. Post 5/-. 


V.H.F. RECEIVERS, TYPE 1392A. 100-150 Mc/s., #5/10/-. 
C.R.T.s 5FP7, 17/6. No TV transmission circuits. 
PHOTO CELLS. 930, and miniature 927, 15/- each. 


24-WAY 2-POLE 2-BANK STUD TYPE SWITCHES. 
contacts, low res. Willen, 12/6 each. 


METHANE COUNTERS. Туре 1077В. By All Tools Ltd., £5/10/- each. 


RADAR AERIAL SWITCH UNITS. Containing 24-volt D.C. motor, 
3,600 r.p.m., 6 to | reduction gearing, governor and cam operated switches 
10/-. Post 2/6. 


V,H.F. STRIPS. 160 to 210 Mc/s., 2 R.F., EF54s, Osc. P6l, mixer, ЕА50, 
I.F. output 12 Mc/s., only + each. 


7193 SUPER REGEN. Circuit and valve, 80 to 200 Mc/s, 1/6. Post 6d. 
49 IVY STREET - BIRKENHEAD 


(by main Tunnel entrance) 


Bronze 
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RCA TRANSMITTERS. Type ЕТ-4331. | kW. ЕРЕ 
1.4 kW. (telegraph). Frequency range 3 Mejs to 20 Mc/s. 

RCA TRANSMITTERS. Type ET-4336. Complete with original 
speech amplifier, crystal-multiplier and VFO units. Unused and re- 
conditioned. Can be supplied with very large quantity of spares. 
COLLIN'S T.C.S. 6, 9, 12, 13. Complete equipment:— Trans- 
mitter, Receiver, Rotary Converter (12 v.), Remote Control, 
Aerial Coupling Unit, Microphone, Key and Connecting Cables. 
MULTI-CHANNEL TRANSMITTER T-4/FRC, with modu- 
lators MD-I/FRC, 2 Mc/s to 18 Mc/s. Each channel 400 w. output. 
W.S. No. 19 & 22. Both complete with installation kit. 
Tropicalised. New. . 
40 Line F & F TELEPHONE SWITCHBOARDS (complete). 


V.H.F. TRANSMITTER Туре 11318 or J. Frequency coverage 
100/156 Mc/s. 50 watt output. Tropicalised. New. 


A.R.88Ds, AR88 LF’s, R.109. 


METAL RECTIFIERS Type IB, D.C. output !0 amps at 22 v., 
input 200/250 v., 50 cjs. 


PETROL GENERATOR Type P.E. 95 G (IO k.w.). 


All above items in excellent working condition. 
Working demonstration upon request. 


SPAR ES A large selection available for SCR399 (BC610). 
ЕТ4336, SCR610O, EE8 Telephones, and Tele- 
printers type 7B. 


TX VALVES 805, 807, 813, 861, 66A, 100ТН, 250TH, and many 
others. 


Large stock of Tx condensers crystals, and other components. 


Р.С.А. RADIO 


Offices and Works 


BEAVOR LANE, HAMMERSMITH, LONDON, W.6 


Telephone: RIV 8006/7 


| 
OPPORTUNITIES IN NEW ZEALAND | 


for Radio Mechanictans and Technicians 


Free Passages for fully qualified single men 
between 21 and 35 years for employment with — 
the Post and Telegraph Department in New 
Zealand are available under the Immigration 
Scheme. For full information apply to :—Chief 
Migration Officer, New Zealand Migration Office, 
Adelphi Building, John Adam Street, 
LONDON, W.C.2. 

There are also vacancies for linemen, telephone 
exchange mechanicians (including trainees) and 
for postmen and postal assistants. 


DIGITAL COMPUTERS. | 


The English Electric Company's Computer Group has positions - 
available for a number o ЕТ Engineers to undertake research and 
development necessitated by the Company's rapidly expanding activities 
in the field of digital computation. 


Consideration will be given to applicants with at least three years 
development experience in pulse circuitry as pend to Radar or com- 
putation and who should be of Degree or H,N.C. standard or equivalent. 
Specialist experience on either magnetic tape or transistor applications | 
would be an advantage. | 


Starting salary range up to £1,200 per annum, dependent upon experience | 
and qualifications. 


Positions are available in both Stafford and South Cheshire; houses being 
available. 


Reply to Central Personne! Services, 336/7 Strand, W.C.2, quoting | 
Ref. WW306A. 
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APPOINTMENTS VACANT 


"BELLING-LEE" 
are looking for... 


RESEARCH 
ENGINEERS (Technologists). 


For development of (1) VHF and UHF receiving aerials. 
(2) Interference suppressors and screened compartments. 
(3) Circuit protection devices (fuses, cutouts, etc.). 
Minimum qualifications Grad. 1.Е.Е., H.N.C. (advanced) 


or equivalent. 


RESEARCH 
ASSISTANTS (Technicians). 


To act as assistants to the above. Minimum qualifica- 
tions O.N.C. 


MATERIALS 
ENGINEER. 


To study and advise on suitability of existing or new 
materials for its products. Previous experience essential. 
Minimum qualifications: a degree in chemistry and proved 


knowledge of metallurgy. 


‚.. As part of the Company's plans 
for expansion the research depart- 
ment has recently been enlarged, and 
we have vacancies there for men and 
women of ability for whom there are 
excellent prospects of advancement. 


We are well established and have an 
excellent record of technical achieve- 
ment and integrity in the radio and 
electronic field; we manufacture an 
extensive range which includes com- 
ponents, fuses, cutouts, aerials, inter- 
ference suppressors, screened com- 
partments and electrical car acces- 
sories. We think that this range of 
activities will appeal to those with a 
genuine interest in electronics, parti- 
cularly as we do not “type” our 
research staff but encourage them to 
move from subject to subject accord- 
ing to their aptitude and ability. 


The establishment is. pleasantly 
situated on the outskirts of London 
at the edge of the Green Belt, and 
excellent facilities for further study 
exist at the Enfield Technical College; 
the appointments are permanent and 
include membership of a pension and 
life assurance scheme. 


Applications (which will be treated as 
strictly confidential) to the Secretary, 
Great Cambridge Road, Enfield, 
Middlesex, should give all personal 
details, experience, qualifications and 
some indication of the salary ex- 


pected. 
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E.M.I. ELECTRONICS LTD. 
Engineering Development Division 


There is a vacancy for an Engincer/ 
Writer at the Feltham laboratories of 
the Company. Applicants should have 
H.N.C. (or equivalent) in light electrical 
subjects and. with a leaning towards 
technical documentations. Some prac- 
tical experience is necessary, preferably 
in electronic development work. Please 
apply in writing with full details of 
experience and salary required to 
Personnel Department (EL/E8), E.M.I. 
Electronics Ltd., Engineering Develop- 
ment Division, Hayes, Middx. 


MOTOR INDUSTRY RESEARCH ASSOC. 


The Director invites applications from 
Engineers having qualifications of Degree or 
Higher National Севек. {ог interesting 
work in connection with important new pro- 
jects concerned wit utomobile Research, 
including Automatic Transmission, Electronic 
Instrumentation, and Wind Tunnel Testing. 
Experience in these fields would be advan- 
tageous, but all applications from candidates 
with ability and initiative will be considered for 
Research Assistant/Research Engineer grades. 
Permanent situations, attractive — salaries, 
excelent working conditions, 5-day week, 
canteen, sports club, pension schemes, housing 
assistance where possible. 

Applications, giving details of qualifications, 
training, experience, age, etc., should be sub- 
mitted in writing to: THE DIRECTOR, 
THE MOTOR INDUSTRY RESEARCH 
ASSOC., LINDLEY, NEAR NUNEATON, 

WARWICKSHIRE 


E.M.I. ELECTRONICS LTD. 


Research Division 


Microwave engineers are required 
in the Research laboratories of the 
above Company in a section engaged 
on problems associated with portable 
Television links and service pro- 
jects of a similar nature. Applicants 
should have a degree in engineering 
or equivalent qualification and 2-3 
years experience in shortwave апа 
microwave field or a special interest 
in these problems. Please write with 
full details to: 


EL/R.10, Personnel Department, 
E.M.I. Electronics, Hayes, Middx 


E.M.I. ELECTRONICS LTD. 
Research Division 


An Electronic Engineer with 
degree or equivalent, age about 
25, is required for work in the 
research laboratories of the above 
Company. Applicants should 


bave had some general experience 
in electronics and be able to 
work on own initiative. Please 
write with full details to: 


EL/R12, . Personnel: Depart- 
ment, E.M.I. Electronics Ltd., 
Hayes, Middx. 
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A rare opportunity for 


SENIOR DEVELOPMENT 
ENGINEERS 


with design and production 
liaison experience in radio, 
to join a company looking to 
the future. 
These permanent positions 
offer ample scope for progress 
in an organization where Re- 
search and Development are 
given their true importance. 
Generous starting salary. 
Ideal working conditions. 
There are a limited number of 
vacancies also for 


JUNIOR ENGINEERS 


particularly those with ex- 
perience in the transistor field. 


For either position apply to: 
Personnel Manager, Pye 
Telecommunications Ltd., 
Ditton Works, Cambridge 


TESTERS REQUIRED 
RADAR& ELECTRONIC WORK 


Holding of Ordinary or Higher 
National Certificate an advantage, 
bur men with suitable Service or 
Civilian experience will be 
considered. Opportunities for 
advancement available for рго- 
gressive candidates. 

Good rates of pay, conditions. 
canteen facilities, etc. 


Apply in person or in writing to:— 
Employment Department, 


Metropolitan - Vickers 


Electrical Co., Ltd, 
Trafford Park, Manchester17 


N.B.: For the convenience о! 
applicants the Employment De- 
partment is open for interviews as 
follows:— 

Monday and Friday 8.30 a.m. to 
4 p.m. Tuesday, Wednesday and 
"Thursday 8.30 a.m. to 6.30 p.m., 
and Saturday 8.30 a.m. to 11.30 a.m. 
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Е.М.1. ELECTRONICS LTD. 
Engineering Development Division 


A vacancy has arisen for a qualified 
electronic engineer at the Feltham 
laboratories of the Company. The 
problems to be solved in this post will be 
connected mainly with complex elec- 
tronic devices. Three to five years’ 
experience in electronic development 
and some. knowledge of production 
techniques is desirable, Please apply in 
the first instance with full details of 
experience and salary required to 
Personnel Department, (EL/E9), Б.М.]. 
Electronics Ltd., Engineering Develop- 
ment Division, Hayes, Middx. 


COMMERCIAL Т.У. 


Commercial Television and F.M. 
Broadcasting have resulted іп vac- · 
ancies becoming available for теп 
interested in the development of 
V.H.F. and U.H.F. tuners involving 
new techniques of design and manu- | 
facture. Salaries in the range of £650 
to £1,200 are offered to engineers 
with the е a ехрегіепсе, апа 
prospects of future advancements 
are good. Write, in confidence, 


giving full particulars of experience 
and qualifications to Box 
c/o W.W. È 


0. 4727 


E.M.I. ELECTRONICS LTD. 
Research Division 


Technical and Laboratory · 
assistants are required in the . 
Research Laboratories of the 
above Company. Applicants 
should have G.C.E. (advanced 
level) and an interest in elec- 
tronics. Some workshop ex- 


perience would be an advantage. 

Please write to: 

EL/R11, Personnel Depart- 

ment, E.M.I. Electronics Ltd., 
Hayes, Middx. 


E.M.I. ELECTRONICS LTD. 
Research Division 


An Engineer is required to take 
charge of proving tests in a small 
mechanics laboratory of the 
above Company. Applicants 
should have HNC and previous 
experience in mechanical. or 
electro-mechanical equipments. 
Please write with full details to: | 
EL/R13, Personnel Depart- 
ment, 
E.M.I. Electronics Ltd. 


Hayes, Middx. 
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MURPHY RADIO LTD. 
ELECTRONICS DIVISION 


VACANCIES exist in an expanding labora- 
tory for Senior and Junior Engineers and for 
Draughtsmen in the following fields :— 


TRANSISTOR circuit design and engineer- 
ing applications to communication and pulse 
systems. 


V.H.F. and U.H.F. transmitters and receivers 
for use in NAVIGATIONAL AIDS, 
MOBILE COMMUNICATION SYS- 
TEMS and RADIO TELEPHONE LINKS. 


AERIAL DEVELOPMENT in connection 
with the above. 


TELEMETRY EQUIPMENT design in 
collaboration with the Ministry of Supply. 


Posts are pensionable, Sports Club and other 
recreational facilities are available. 


Applications should be addressed to :- 


Personnel Department (E.14), Murphy 
Radio Limited, Welwyn Garden City. 


DRAUGHTSMEN 


There are vacancies in the Guided 


Weapons Division at Woodford 
Aerodrome, Cheshire, for the follow- 
ing categories of Draughtsmen: 


MECHANICAL DRAUGHTSMEN 


ELECTRO MECHANICAL 
DRAUGHTSMEN 


ELECTRONIC DRAUGHTSMEN 
INSTRUMENT DRAUGHTSMEN 


on highly original and interesting work. 
Excellent salaries and conditions. 
Applications to: 
The Personnel Manager, 
A. V. Roe & Co., Limited, 
Greengate, Middleton, 
Manchester. 


quoting reference WRD/1D 
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Leading Computer Company 


Offers big new openings 


LEO — the Automatic Office which 
does an important part of the clerical 
work, including payroll, of J. Lyons 
& Company Ltd.—is the foremost 
computer in Britain. This was the 
first big electronic computer to go in- 
to commercial use here. It opened 
people’s eyes to the possibilities of 
computers in commerce. It literally 
made its own market. 


LEO Computers Ltd. are expand- 
ing because of the demand for their 
Automatic Office. This means a good 
many new jobs to be filled. Jobs with 
scope, jobs that offer unique chances 
of research and experiment, jobs that 
need your specialised knowledge and 
experience. The qualifications ? Vari- 
ous. À degree in electronics, physics 
or mathematics. Experience in de- 
veloping radar, television, or special- 
ised electronics. Experience in pulse 
circuitry. A keen desire to enter the 
industry. If you have got any of 
these, this is an opportunity you 
cannot afford to ignore. For the 
prospects here are unlimited; the de- 
velopments are exciting; and the pay 
is generous. Write for details to: Elms 
House, Brook Green, London, W.6. 


WANTED 


4 


Senior Electronic 
Designers 


Electronic Designers 


Senior Computer 
Engineers 


Junior Computer 
Engineers 


General 
programmers 


Mathematical 
programmers 


Operators 


JE ESO) COMPUTERS LTD 


London W.6 


Elms House Brook Green 
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SENIOR DEVELOPMENT ENGINEER 

required by the 

ELECTROMECHANICAL SECTION OF THE RESEARCH 
DEPARTMENT 

SHORT BROTHERS AND HARLAND LIMITED 
for work on 
AUTOMATIC CONTROL SYSTEMS FOR VERTICAL TAKE-OFF 
AND OTHER AIRCRAFT, FLIGHT SIMULATORS, ETC. 


Applicants must possess a University Degree, or equivalent, be capable of 
controlling a team of engineers and technicians, and have several years’ experience 
of aircraft instruments, small electro-magnetic devices, analogue computation, 
servos or aircraft control systems. 


The position is permanent and pensionable, in an expanding organisation 
with excellent facilities. Assistance with housing and removal for candidates 
from Great Britain. 


Interview can be arranged either in London or Belfast. 
Applications should be made to the:— 
Staff Appointments Officer, 
SHORT BROTHERS AND HARLAND LIMITED, 
P.O. Box 241, BELFAST. 


Giving details of career to date. Quoting S.A.175. 


MAGNETIC AMPLIFIERS 
SERVO MECHANISMS 


Two vacancies exist in the Research Department of “ SHORTS,” for 
Development Engineers, one to work on Magnetic Amplifiers for auto- 
matic pilots and stabilisers; the other for work on electro-hydraulic 
servos for aircraft and missile control systems. 

Applicants for either appointment should possess a degree, or équivalent, 
and have several yéars’ experience in the relevant field of engineering 
development, and must be capable of accepting full responsibility for 
the design and construction of such components and equipment. 
Housing assistance and generous removal allowance will be available from 
Great Britain for the successful married candidate. 


Application with full personal data should be made to the:— 
Staff Appointments Officer, 
SHORT BROTHERS & HARLAND LIMITED, 


P.O. Box 241, BELFAST. 
Quoting S.A, 186. 
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DRAUGHTSMEN 


Seniors and Juniors required 
by the B.T.H. Co. Ltd, in 
Rugby for Development and 
Production of Electrical Con- 
trol Gear and its Associated 
Equipment. 


Men with Electrical and/or 
Mechanical Draughting Ex- 
perience are invited to apply to: 


Engineer-in-Charge, 
Control Gear Drawing Office, 
The British Thomson-Houston 

Co. Ltd., 
Rugby. 


' CINEMA-TELEVISION LTD. 


require 
JUNIOR 
ELECTRONIC 
ENGINEERS 


to assist in the production and testing of 
Monochrome and Colour Television 
Transmission Equipment of the highest 
grade. Applicants should possess a sound 
fundamental knowledge of radio and 
television practice and be capable of using 
general laboratory test equipment on own 
initiative. National C and С. or similar 
qualifications an advantage, but 
comprehensive practical experience may be 
acceptable 


5-day week. Pension scheme. Canteen. 
1 minute bus and rail services. 


Write, with full particulars О! age, 
experience, and salary required to 
CINEMA-TELEVISION LIMITED, Worsley 
Bridge Road, Lower Sydenham, S.E.26. 


TEST ENGINEERS. Vacancies exist 
Engineers with experience of: 


VACANCIES FOR SKILLED CRAFTSMEN 
IN GOVERNMENT SERVICE AT CHELTENHAM 
Experienced in one or more of the following :— 


1. Maintenance of radio communication receivers. 


(a) testing any of the following types 
of equipment —Communication Re- 
ceivers, ` Transmitters (50W-10kW), 
industrial Heaters. 

(b) Work in connection with the con- 
struction and maintenance of Test Gear. 


Permanent progressive staff positions. 


5-day 
week. Canteen, Pension Scheme. Write full 
details to Personnel Officer, REDIFON LTD., 
Broomhill Road, S. W.18. 


. Sub-assembly lay-out, witing and testing of 
radio type chassis. i 

. Cabling, wiring and adjustment of telephone type 
equipment. 

. Fault finding in, and maintenance of, electronic 
apparatus. 

BASIC PAY. £8.11.4 plus up to £2.10.0 merit pay, 
assessed at interview and based on 
ability and experience. 

Opportunities for permanent and pensionable posts. 


5-day week — good working conditions —single accommodation 


able. 
Apply to:— Personnel Officer, G.C.H.Q. (FOREIGN 
OFFICE), 53 Clarence Street, Cheltenham 
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RADIO TECHNICIANS 
IN 
CIVIL AVIATION 


А number of appointments are 
available for interesting work pro- 
viding and maintaining aeronautical 
telecommunications and electronic 
navigational aids at aerodromes and 
radio stations in various parts of 
the United Kingdom. 

Applications are invited from 
men aged 19 or over who have a 
fundamental knowledge of radio or 
radar with some practical experi- 
ence. Training courses are pro- 
vided to give familiarity with the 
types of equiment used. 

Salary £561 10s. at age 25 rising 
(subject to a practical test) to £671. 
The rates are somewhat lower in 
the Provinces and for those below 
age 25. Prospects for permanent 
pensionable posts for those who 


Opportunitites for promotion to 
Telecommunications Technical Offi- 
cer are good for those who obtain 
the Ordinary National Certificate 
in Electrical Engineering or certain 
City and Guilds Certificates. The 
maximum salaries of Telecom- 
munications Technical Officers are 
Grade III £790, Grade II £925, 
Grade I £1,160. 

Apply to the. Ministry of Trans- 
port and Civil Aviation (ESBI/RT), 
Berkeley Square House, London, 
W.1, or to any Employment 
Exchange (quoting Order Мо. 
Westminster 5788). 
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TELECOMMUNICATION ENGINEERS 


The Transmission Division, which designs 
and manufactures all types of Line Trans- 
mission Equipment offer progressive 
careers to:— 
ENGINEERING INSPECTORS. The 
activities range from detailed mechanical 
checks on small parts to performance tests 
ofc lete systems, and include appraisal 
of the Secon and manufacture of prototypes. 
Ability to produce practical concise re- 
ports is important. Experience of workshop 
practice and the interpretation of specifica- 
tions and drawings would be an advantage. 
TESTERS. Young men with a good 
electrícal education, who can benefit from 
training, in the production testing of 
amplifiers, modulators, filters, etc. Ex- 
erienced men for senior posts in the final 
unctioning of complete systems. 
INSTALLING AND COMMISSIONING 
ENGINEERS. These posts call for 
experienced men and entail full respon- 
sibility for bringing large installations into 
service, at home or overseas. 
TECHNICAL WRITERS, for the 
preparation of operating bulletins and 
similar publications for field use by custom- 
ers. The work will appeal to the man who 
wishes to work on his own initiative after a 
period of training, and who is keen to gain 
a detailed insight into the field of trans- 
mission. 
The Company is located on Merseyside 
and the positions are on the permanent 
staff with generous Pension Fund (con- 
tributory), and full range of welfare acti- 
vities ini uding medical and dental facilities. 
Assistance will be given with housing and 
with removal expenses. 


Please write to The Personnel Manager, 
A. T. & E. CO. LTD. 
Strowger Works, Liverpool, 7. 


Giving full details of age, experience, 
qualifications etc. 
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ELECTRONIC 
APPLICATION 
ENGINEER 


Senior Development Engineer 
required for circuit application 
work on electronic components. 


Experience in one or more of 


the following fields is necessary: 


|. Domestic Receiver Design. 
2. Television Set Design, 


3. Communications — Equip- 
ment. 


4.. Transistor Circuits. 


The situation is in the outskirts 
of London, and a salary in the 
range £700 to £1,200 is offered, 
dependent upon age, qualifica- 
tions and experience. Please 
write, giving full detalls to Box 
No. 4726 c/o “ W.W.” 


E.M.E. ELECTRONICS LTD. 
Engineering Development Division 


An Electronic Engineer is required at our Feltham laboratories 
ло take charge of a section developing sub-units with special 
reference to reliability and reproducibility. This is a senior 
post and candidates should have a degree or A. M.I..E.E., though 
this requirement may be waived for the exceptional person. 
Applicants should have spent at least two years in Engineering 
workshops followed by 7 years development work on any one or 
more of the following topics: Frequency or Pulse modulation, 
low power stable oscillators, Н.Т. or E.H.T. low power supplies, 
Microwave oscillators .and component design, counting and 
gating circuits, high and low gain amplifiers (nor AF), minia- 
turization or design for extreme reliability. Please apply in the 
first instance, giving full details and stating salary required to: 
Personnel Department (EL/E.16), Е.М.1. Electronics Ltd., 
Engineering .Development Division, Hayes, Middx. 


Е.М.Е. ELECTRONICS LTD. 
Engineering Development Division 


An Intermediate Electronic Engineer is required at 
the Feltham Laboratories of the Company, to lead a 
group concerned with second stage engineering of G.W. 
Electronic devices. A degree or equivalent qualification 
and good knowledge of two or more of the following 
topics from a reliability and functional standpoint are 
essential: Modulators, Oscillators, Microwave systems, 
a.c. and d.c. Amplifiers, Pulse Circuits. Candidates 
should further have initiative and considerable sense of 
responsibility. Please apply in the first instance giving 
full details and stating salary required to the Personnel 
Department (EL/E.11) E.M.I. Electronics Ltd., 
Engineering Development Division, Hayes, Middx. 


UNILEVER LIMITED 


ELECTRONIC ENGINEERS 


Electronic engineers are required in the Head 
Office in London for the development of 
industrial and process-control devices, for 
the maintenance of electronic computing 
equipment, and for the application of auto- 
mation techniques in factories. 


Technical qualifications of at least H.N.C. 
standard or its equivalent, and some industrial 
experience of electronics, are essential. 


Starting salaries according to qualifications. 
These posts are permanent and pensionable. 
Apply in the first instance to: Personnel 
Division (WAD 133), Unilever Ltd., Unilever 
House, Blackfriars, London, E.C.4. 
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BRITISH 
SAROZAL 
LIMITED | 


RCA 


WIRELESS WORLD 


DECEMBER, 1956 


Model AVT-22-B 5KW 


COMMUNICATIONS AND BROADCAST 
TRANSMITTER (for export only) 


ж We are pleased to offer the RCA AVT-22-B Transmitters and the associated equipment (Master Oscillator, Power 
Transformer, Modulation Transformer, Crystal Oscillator, Electronic Keyer, 3-phase Auto Transformer (400/230 v. 


18 KVA) and Portable Broadcast Amplifier). 


The transmitter combines the highest efficiency compatible with communications and broadcast standards. Design 
features include drop-down and slide-out units for easy access, protective interlocks, optional electronic telegraph 
keying and safe operation in the temperature range — 40°С to + 55°С, 95% humidity. 


Ж BRIEF SPECIFICATION AVT-22-B 

Power Output: 5 kW. 

FREQUENCY RANGE: 2.5 to I9mc/s in three bands, crystal 
or master oscillator controlled. 

EMISSIONS: Al, A2 and АЗ. 

MODULATION: High Level Class B. 


Frequency response of the broadcast version: 30 c.p.s. to 
15 Kejs. 


SPECIAL FEATURES: On telegraph, electronic keying up to” 


400 words per minute. Facility for optional use on half power. 
The equipment matches a resistive antenna or lina load 50 
to 1,000 ohms. 


Ж MASTER OSCILLATOR AVT-22 


The AVT-22 Master Oscillator is a highly stable source of RF 
power which may be utilised as an exciter at any frequency 
between 2 and 20 Me/s. In conjunction with the АУТ-22-8 
the unit is used for frequency modulation of telegraphically 
keyed CW signals. The Master Oscillator delivers a signal 
with a maximum deviation of +500 cycles (1,000 cycles swing) 
in the carrier frequency. 
The Master Oscillator can be used with any type of Trans- 
mitter and is composed of the following major items:— 

1 Oscillator Unit 

1 Tone Generator 

1 Regulated Power Supply Unit 

1 Auto Transformer 

1 Transmission Line Cable 50ft. long 

1 set R.C.A. Tubes, 


* TR-50 SERIES wea are now ina position to speed up delivery of our well-known Series of TR-50 Transmitter-Receiver Installation 
(50 watt power output, 1.5 to 12 mc/s, 12v. 24v. ог 115/230 v. A.C., full set of equipment spares for 5 years’ operation). 


RCA Speech Inversion Equipment (ask for details). 


* 
* 


for details). 


Submarine Search & Detection Equipment: Expendable Radio-Sono Buoy AN/CRT-1B. Detecting Equipment AN/AS Q-I (Write 


t ^ s ME MF/HF Transmitting Installations (75-100 w. output—pre-set frequency selection, crystal controlled. Range: 300 Kc to 
c.). 


Ж We can help you with most of your communications and broadcast problems (short wave and medium wave Broadcast Transmitters, 


Studlo Equipment, etc.). 


BRITISH SAROZAL 


1-3 MARYLEBONE PASSAGE 
Cables: SAROZAL, LONDON 


_ A.I.D. and 


MARGARET STREET 


Your requirements can be fulfilled, without delay, at low cost with fully approved equipment. 


LIMITED кҥсткомс works 


LONDON Ww. 


Р Telephone: LANgham 9351 (3 lines) 
A.R.B. Approved 


SLOTTED LINE TS-56/AP 


Е Range 375 to 725 
requency range £25 


*428-700 mcjs. 


Input impedance 51 ohms 


PRICE, complete with RF 
cable and adaptor, in 


2 Range 500 to 1,000 
carrying case, £65. 


Packing and car- k 
riage (5/-. 


RCA TYPE 710-A SIGNAL 
GENERATOR 


approx. +.25%. 


Frequency range 370 to 560 me/s. Direct 
calibration. Accuracy +4%. Output vol- 
tage luV to 90mV. Output impedance 50 
ohms. PRICE, fully overhauled £45 Packing 


and carriage £l. me/s. 


Z & I AERO 


19 Buckingham Street, London, 


Z & I AERO SERVICES LYD. 


Fully Serviced and Guaranteed Test Equipment 


LAVOIE MODEL 105-SM ae) 
HETERODYNE FREQUENCY METER 


Brand new, complete with spares and 
accessories. £32/10/-. 
Packing and carriage 15/-. 


С.Е.С. TYPE BW-232 E.H.F. SIGNAL 
GENERATOR 


Output 65db down on 1 watt. PRICE £85. 
Packing and carriage £1/10j—. 


MARCONI TF-643 ABSORPTION 
WAVEMETER 
Frequency range 20 to 300 mcjs. 


Packing and carriage 15/-. 


PHILCO BC-906 ABSORPTION 
WAVEMETE 

Frequency range 150 to 235 mc/s. 

PRICE £22/10/-. 

Packing and carriage #1, 


1-222A CRYSTAL CONTROLLED 
SIGNAL GENERATOR AND 


FREQUENCY METER 160-250 V. A.C, - 
Frequency range 8 to 15 mc/s and 150 to 230| [Elliott Single Pen Milllammeter Recorder, 
PRICE, with accessories, £13/5/-. range 0-5 mA. 0. 


Packing and carriage £1. 


We are buyers of secondhand high-class test equipment, American war surplus communication equipment, etc. 
paid for unmodified communication receivers BC-312, 342 and 348 and radio compass receivers R5/ARN-7. 


MODEL 339 COSSOR DOUBLE 
BEAM OSCILLOSCOPE 


mc/s. Fully overhauled. 


Fully overhauled. PRICE #30. 
Packing and carriage £2. 


TS-89/AP POTENTIAL DIVIDER 
For extending the voltage range of an 
oscilloscope, voltage ratios of 10 and 100 to |. 
PRICE #5. Carriage 5/-. 


mc/s, Lecher Bar Tuning. 


E.H.T. POWER SUPPLY UNIT 
Providing stable output up to 3 kV in four 
ranges. Voltage continuously variable within 
each range. Current approximately 3 mA in 
all ranges. Mains operated. PRICE £35. 
Packing and carriage £l. 


PRICE 


HIGH VOLTAGE INSULATION 
TESTER 


Range 0 to 5 kV А.С. or D.C. Mains operated. 
PRICE, complete with insulated probes, £25. 
Packing and carriage £l. 


R 


EVERSHED MEGGERS 
500 volt 100 megohms Bridge Megger £35. 


Accuracy 


500 volt 40 megohms Megger £25 
Carriage and packing £1/10/-. 


PEN RECORDERS 
Evershed Twin Pen Voltage Recorder, range 
£ 


Packing and carriage £2. 


Particularly high prices 


SERVICES LTD., 


W.C.2 Tel.: TRAfalgar 2371/2/3 


Decemser, 1956 


WIRELESS WORLD 
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Wireless World Classified Advertisements 


Rate 7/- for 2 lines or less and 3/6 for every additional 
line or part thereof, average line 6 words. Box Number: 
2 words plus 1/-. (Address replies: Box 0000 c/o '* Wireless 
World ? Dorset House, Stamford St., London, §.E.1,) Trade 
discount details available on application. Press Day 
Чаппату: 1957 issue, Monday, December 3rd. No 
responsibility accepted for errors, 


WARNING 


Readers are warned that Government surplus 
components and valves which may be offered 
for sale through our displayed or classified | 
columns carry no manufacturers’ guarantee: 


Many of these items will have been designed 
‘for special purposes making them unsuitable 
for civilian use, or may have deterlorated as a 
result of the conditions under which they have 
been stored. We cannot undertake to deal with 
any complaints regarding any such items pur- 
chased. 


NEW RECEIVERS AND AMPLIFIERS 
PIGRAM, model 3-3-3, tranststor 3-speed 

ortable record player, ask for details. 
EPIGRAM portable sound reproducing 
equipment: Amplifiers with own _ built-in 
power supply.—For details and nearest dealer, 
write to W.W. Penco Products, Kings Langley, 
Herts, England. . [6375 
бшш LABORATORIES, Ltd., 3, Prospect 

Place, Worthing, Sussex. Tel. 30536. 
THE TWA/1515 stereosonic tape recording and 
replay amplifier, separate meter monitoring on 
record and playback on both channels, 13watts 
O/P each channel, 96gns; TWA/15 tape record- 
ing and reproducing amplifier, {3watts O/P, for 
Wearite and Collaro decks, 45gns; /PA 
recording and replay pre-amplifler, 30gns; both 
with valve voltmeter monitoring; type SB/1-15E 
high-fidelity amplifler, exceptionally wide tone- 
control system, 40mv sensitivity, 20gns; with 
two inputs and 3-position gram filter, 22gns; 
specialized amplifiers for the musical an 
scientific industries including the Mullard 
20watt. [0095 


PENCER-WEST Distribution and Communal 
Reception Amplifiers cater for all require- 
ments.—Full data and leaflets on request to 
Spencer-West, Ltd., Quay Works, Great Yar- 
mouth, Norfolk. Tel. 4794. [0007 
RECEIVERS AND AMPLIFIERS— 
SURPLUS AND SECONDHAND 


ААР. tuning meter, manual, exc. cond.; 
£45, spares available.—Box 4600. [6255 
ALLICRAFTERS 5206, excel. cond.; £20 
0.n.0.—Binyon, 44, Kendall Ave. Sth., 
Sanderstead, Surrey. [6474 
£45; also Bendix 


А 880. mint condition, 
MN?26Y, control box, cables, manual, £15. 


—Springer, 25, Florence Rd., Acocks Green, 
Birmingham, [6532 
RO Rx's and colis in stock, also АН88, 


BC348R, OR100, etc.—Requirements please 
to R. T. & I, Service, 254, Grove Green Rd., 
London, E.11. Ley. 4986. [0055 
блот wave converters from new R.F.26 

units, 7 or 1-5m/cs output, various models; 
from £4/10; в.а.е. details G3FXB.—86, Cross 
Rd., Southwick, Sussex. 16444 
AMER 15-watt (PX25s) NFB, and 

power pack, no electrolytics; ''Acoustical'" 


experimental V.H.F, receiver; Leak LP pick- 
up (1950) with diamond.—Box 4601. 6454 
T-valve F.M. tuner, 


“WV IBELESS World '* 
unused, with cathode follower, magic 
eye, and power supply for use оп 200-250 
volts A.C., fitted with latest type F.M. com- 
ponents of the highest grade including specified 
temperature compensating capacitors; ргіс 
£14/15 including 7 valves; accurately aligne 
and tested ready for use; approx. half original 
rice, exceptionally good reproduction, ideal 
or use with all high fidelity amplifiers and 
recorders; as above but including high-grade 
cabinet 14%inx94inx9in, 218/10, limited num- 
ber; bargain; above are despatched by passen- 
ger train in boxes lined with foam rubber to 
ensure safety in transit.—Box 5084, [6534 


RECEIVERS AND AMPLIFIERS WANTED 
ANTED, Williamson amp., T.C. speaker.— 
* Rostrevor,' Ryton-on-Dunsmore, 
entry. 
TV RECEIVERS AND AMPLIFIERS— 
SURPLUS AND SECOND-HAND 


purs projection TV chassis, complete and 
working: £15.—Hall, 24, Nevern Mansions. 


Warwick Rd., S.W.5. Fremantle 9651. [6429 | 
pu projection television optical unit 

complete and in working order; £10.—Cosmic 
Radio, 6 & 8, Clifton Cres., Birkenhead. 


- TEST EQUIPMENT—SURPLUS AND 
SECONDHAND 

VO all-wave oscillator, 95kc, 40 megacycles: 

£10.—Box 5002. [6520 

ENDIX frequency meter BC-221-M 125kc/s- 

20mo/s, unused. spare valves; £50 o.n.o.— 

Box 4517. [6440 


Соу- 
545 


[6476 


= ШШЕ 


Portslade 


Type P4014 


SM 


This new Partridge unit is a 
High-Fidelity Transformer, em- 
ploying “C” core construction 
for the Mullard 5-10 Amplifier. 


(Distributed Load Version) 
SPECIFICATION : 
Primary Matching 


8,000 ohms anode-anode. 
turns. 


[т 


Tapped 43% of 


Secondary Matching 
4 sections of 0.95 ohms. Thus suitable for 
accurate matching of most speakers. 


Primary Inductance 
75 Henries minimum low level. 
250 Henries minimum high level. 


Leakage Inductance 
Referred to primary: 12 mH maximum. 
+ pri. to 4 pri.: 8 mH maximum. 


Valve matching 
А primary D.C. current unbalance of 10% 
is permissible with no adverse effect upon 


performance. 
Retail Price 98/6 


. and another new unit, .. 
HIGH FIDELITY MATCHING TRANSFORMER 
Type МС/5, suitable for moving coil 
pickups, ratio 1 : 50, fully screened in 
mu-metal case. 
Retail Price 38/6 


IMMEDIATE DELIVERY 
on both above units. See your 
Retailer now. 

Write for full details of these and 
other units for special purposes. 


PARTRIDGE. 


TRANSFORMERS LTD 
TOLWORTH SURREY 
Phone : ELMbridge 6737/8 


ine 
СХА 


TEST EQUIPMENT—SURPLUS AND 
SECONDHAND 

ARCONI V.H.F. standard signa] generator, 

type 801A/1, 10-310meg., little used, as 

new, perfect order; offers wanted.—Box a 


5 
FRE signal generator, sub-standard, No. 1, 

also Taylor valve tester, model 47A; offers, 
—J. E. Latham, Rose Farm House, Mollington. 
Nr. Chester. f6515 


AYLOR audio oscillator, 190A, £10; Cossor 
Miniscope, 1039M, £14; E.M.I. output meter 
15/-; all in perfect condition.—Angelman. 147. 
London Rd. Stockton Heath, мазилка ү. 
ESTON E772 testmeter, 20,000 O.P.V.. as 
new; £20  on.o. Copies  '' Electronic 
Engineering '" formerly '' Television & S.W. 
World,’ 1935-1955; offers.—'' Coppelia," Heston 
Way, West Moors, Dorset. 16500 


IGNAL generators, 
meters, valve voltmeters, frequency meters, 
multi-range meters in stock; your enquiries are 
invited.—Requirements to R.T. & 1. Service. 
254, Grove Green Rd.. London. E.11. Ley. (0556 


oscilloscopes, output 


NEW TRANSMITTING EQUIPMENT 
.E.E. ‘‘Ccmmunicators for 28, 56 and 
144mc/s Ham bands: complete modern 15- 

valve traasmitter/receivers for a.c. mains or 
12v d.c operation; export enquiries invited.— 
R.E.E. Telecommunications, Greenham Mills 
Works, near Crewkerne, Somerset. Tel. Broad- 
windsor 377. (6289 
TRANSMITTING EQUIPMENT— 
SURPLUS AND SECONDHAND 
RT 13 transmitter with dynamotor DY/12 
headset and microphone, £60 o.n.o.; BC221. 
£12; all im good condition.—Tel. ae ус 


0811 
DYNAMOS, MOTORS, ETC.—SURPLUS AND 
SECONDHAND 
RIDGE connected rectifier units (large), 12 
and 24v, charging auto cut-outs, 300 amp 
starter relays, 12 and 24у working; heavy 
duty starter packs, please see advert of October, 
** Wireless World,” page 176. 
T. W. PEARCE, 66, Gt. Percy St., WO 


20005 motor-alternator sets, input 220v 
d.o., output 80v, Iph, 2,000c/s, 6.25 
amps, 500VA, complete with starter, fuses, 
control panel and voltmeter, all mounted in 
ventilated steel cabinet, 14inx26inx49in high, 
new_in original cases; £16, carr, extra, 


Р. В. CRAWSHAY, 94, Pixmore Way, Letch- 
worth, Herts. Tel. 1851. [0096 
NEW COMPONENTS 

inserts (Соѕтосога 


(Cees microphone 
Mic 6/4), in steady demand by Hams and 
guaranteed newly made and 


Sound Engineers; 
t iree.—Radio-Aids, Du 


boxed; 15/6 pos 
Market St., atford. 
COMPONENTS—SURPLUS AND 
: SECONDHAND 
ADIO CLEARANCE, Ltd., 27, Tottenham 
Court Rd., London, W.i. Tel. Museum 
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ре 
of mounting, price post paid, 25, 25v, %x1%, 


X1. clip 12v, 1%X2. clip, 

50, 25v, 561%, СШ ; 100. 54 » 

clip, 4/-; 3.000, 25v, 15АХ4МЬ, 
6/6; 2,500, 50у, 1%Х 
5 on /5: B. 
100, 
. 450v, 
clip, 2/3; 32 


5/-: 3243 
850/a25v, ix 


lug, 
224 R ЫН 
350/425v, 1%X2. clip, 47-; 166 
X3, clip. 4/-; 2. 350v, X2, 1/3; 


Я р. 7/-; 50+ 50, 350v, 1%x3, 
ug. 250v, 1%x3, pip. 3/6: 16+8 +4, 
275v, =; 200--2504-250. 275v. 2х4, 
clip, 8/6; ALI cans, some with sleeves 
al voltages WKG. surve V where marked, ail 
new Stock guaranteed. 

TELEVISION chassis, cadmium plated steel, 
size 14X13x24in. complete with 13 valve 
holders (9-B9A Pax, 1-B9A Cer, 2-B7G Cer, 
1-Int. Oct, amph), 20 various tag strip cut 

away for metal rect, line trans. etc. 9/11 
each, post paid. 

FRONT and rear tube mounts іс fit above 
chasiss, 3/- pair post paid. 
P.M. focus rings. wide angle, tetrode tube, 
fully adjustable, 9/11, post paid. 

CANNING coils, wide angle. with mounting 
19/6, post paid 
metal rect. 250v 250mA. H.W. size 24X 
4in, 12/6, post paid. 

C.T.V.IF's 34Mc/s. 2nd, 3rd, 4th, vision cans 
13/16 X13/16X 210, slug tuned, set of three 


5/6 post paid 
s 600/750v, paper conds., 4inx2inx4t4in; 
spindle; 2/6. 


6/6. 
1000 w/w pots, 3w, 110 
RADIO CLEARANCE, LTD. 27, Tottenham 


Court Rd., London, W.1. Tel. Museum 9188, 
10015 


“ AUTOMAT " CHARGERS 
and POWER PACKS 


as supplied to Ministries, Airline Co.s, ete., up to 
600 watts. Correct design, best materials and 


workmanship. 


Selenium rectifier stacks, 40 та. to 10 amp., with 
or without transtormers. 


“AUTOMAT” BELF 
REGULATING CHARGERS 
“ Export'' mode! as illus. 
for 6 v./12 v. 5 amps., 
using 8.Т.С. selenium recti- 
Ber, damp-proof, 
reliable, wt. 16lb., 
215/245 v. A.C., £6/5/-. 
Carr. 4/6 cxtra. Gtd. 
12 months. Also our well. 
known 12 v. 3 amp. 
charger with protective 
ballast and glow indicator, 


2 amp. 
, wt. SIb. 


FOOLPROOF CHARGER KITS. Genuinely trouble 
free and ultra reliable. As sold for 11 years through 
* W.W.” with full data sheet and instructions. No. 1 
Kit. Westalite 3 amp. rectifier, 65 watt tapped, im- 
pregnated trans., ballast bulb, for 2 v., 6 v., 12 v. charger, 
alirectifier troubles eliminated, 46/-, p.p. 1/10. Handsome 
steel case, ready punched, louvred, enamelled, 12/6. 
No. 1А Kit. 3 a. rectifier, 65 watt. trans., ballast res., 
ammeter for 2 v., 6 v., 12 v.. 3 a., 59/6, p.p. 1/10. 
No, 2 Kit. 12 v. 2 amp. rect., 45 watt trans., ballast/ 
Indicator bulb for 2 v., 8 v., 12 v. charger. 36/6.. Case 
12/6, р.р. 1/10. Wt. 8lb. with case. Minor Kit, 6 v. 3 amp., 
32/-, p.p. 1/10, case 19/6 extra. Senior Model, for 
6 v./12 v. at 4 to 5 amp., 12 v. 5 amp. 8.T.O. rect., 85 
watt trans., ballast bulb, @4/-, p.p. 2/-. Slider Kit, 
120 watt trans., 14 v. 6 amp., large finned type rect., 
slider res., high grade ammeter, wt. 171b., for 6 v./12 v. 
charger, £4/13/-, carr. 4/-. 

SELENIUM RECTIFIERS, new stock not surplus, б Ve 
la., 4/-, 2 a., 7/8. 4 a.. 15/-. 13 v. 0.5 a., Б/-, 1а., 7/6. 
2 a., 9/6, all p.p. 6d. 12 у./14 v. 3 &., to 3.4 a., 15/6. 
a., 27Í-. finned 6 a., 39/-, р.р. lüd. 24 v. 
50 mA., 2/9. 24 v. 0.3 a., 9/-, 1.5 a., 15/-, 3 a., 27/-, 
5a., 49/-, 8 a., 62/=, all p.p. 10d. 50 v. La., 24/-, 2 a.. 
47/-. 230 v. 1 a., 97/-, р.р. 1/6. Н.Т. rectifiers, 120 v. 
80 mA. R.M.2, 3/4, 185 v. 30 mA. elim., 5/6. 250 v. 
60 mA., 7/-, 250 v. 100 mA. bridge, 14/6. All p.p. 6de 
Mauy other L.T. and H.T. types in stock. 


CHAMPION PRODUCTS 


43, Uplands Way, LONDON, N.21. Phone LAB 4457 


TELEGRAPH AND 
TELEPHONE APPARATUS 


TELEPRINTER TERMINAL UNITS 
LINE UNITS 
RELAYS 


WHEATSTONE PERFORATORS & 
TRANSMITTERS 


3 AND 6 CHANNEL DX 
EQUIPMENT 


RINGING CONVERTERS 
VOICE FREQUENCY RINGERS 
S + DX FILTERS 

2-TONE TELEGRAPH UNITS 
LIMITING FILTERS 

VOICE OPERATED RELAYS 
1+3 TERMINALS 

1 + 4 TERMINALS 
HALLSCHREIBER EQUIPMENT 
McELROY EQUIPMENT 

HIGH SPEED UNDULATORS 
TELEPHONE SWITCHBOARDS 


BYPASS AND DIRECTIONAL 
FILTERS 


TELEPHONE AND TELEGRAPH 
REPEATERS 


P. HARRIS 


ORGANFORD DORSET 
Telephone: Lychett Minster 212 


WIRELESS WORLD 


COMPONENTA D HANDS AND 
ECOND-HA 


ND 
OUTHERN RADIO SUPPLY, Ltd., 11, Little 
Newport St.. London, W.C.2. See our dis- 
played advertisement, page 176. 


ING ONETRONS 2K33 (qty. 


C.R.T.s 5FP7 (13), 8013A 
new makers’ cartons; offers гедиігед.—5, 
E. S. Ltd. 1, Hopton Parade, High Rd., 
Streatham, 5.W.16. Tel. Streatham 6165. 


(6522 

AGSLIPS at low prices, fully guaranteed, 

3 in Resolver No. 5 (AP 10861), 50у, 
SOc/s. unused, each in tin, 35/-, post 2/1; 
large stocks of these and other types.—P. B 


Crawshay. 94, Pixmore Way, Letchworth. 
" [0087 


(à. 20925 @: 


H 


Herts. Tel. 1851 
NEW GRAMOPHONE AND SOUND 
ENT 


EQUIPM 

SPEED portable transistor gram (operates 
on 4volt battery); 2lgns. 

200mW transistor amplifiers; 10gns. 

4-WATTS H.F. models soon. 

TRANSISTOR pre-amps; still £9/15. 


COLLARO decks £20, amps 23gns and 25gns. 


WEARITE,  reflectograph decks, and amps 
available. 
HARDING ELECTRONICS, 120a, Mora Rd., 


Cricklewood, London, N.W.2. Gladstone 1770. 


[0032- 


MULCA tape offer now coming to an end 
prof. tape at 1,200ft. 22/6 (21/- each 6 and 
above); 1/6 Р.Р. plastic, not paper, guaran- 
teed; satisfied users everywhere. ` 
RECORDERS by Ferrograph, Leevers, Rich; 
disk recorders, blank disks, microphones. 
TAPE/DISK service, specialists in music re- 
cording and editing. 
* EROICA " RECORDING STUDIOS (1949), 
Recorder House, Peel St., Eccles, М/с. Eccles 
1624. Director, Thurlow Smith, -—— on 
To quality audio/cabinets at -modest prices, 
personal attention to high fidelity re- 
quirements.—Send for list from A. F. Audio- 
Sn Co., 9, Warmington Rd., 


ONTINENTAL A/M-F/M gram chassis com- 
lete with 3 speakers internal dipoles and 
magic eye escutcheon, 6 valves and rectifier. 
variable ferrite AE, brand new; £25 includinz 
tax.—M.C.V./ Farringdon Rd., E.C.1. T6496 


Мө Sonomag portable tape recorder. 
using latest Collaro 3-speed transcriptor in 
compact portable form; measures 17inx14inx 
Тп and includes new Collaro microphone and 
tape; price 48gns. Contemporary Console model 
in pale oak, mahogany or striped walnut, only 
wants seeing; 58gns.—See below. · 

NEWEST Sonomag  Adaptortape unit for 
immediate connection to your own Hi-Fi еашр- 
ment, latest СоПаго вау deck, newly 
designed рге-ашр ег, Tequency response 
30 с/в to 16 KC/s automatic compensation on 
both record and replay to C.C.I.R. professional 
standard; price 32gns. Special power-pack if 
required; 4gns extra.—See below. 

NEWEST design Sonomag apparatus described 
above is guaranteed: demonstration by appoint- 
ment with pleasure, day or night; leaflet on 
request.—Sonomag, 2, St. Michael's Rd.. Stock- 
well, S.W.9 (minute Stockwell Tube). Bri. 
5441 (three lines). f6557 


CINE VOX disc recording дерше; {уре 
C7J, for high-quality recordings from exist- 
ing michrophone equipment: price from 28gns; 
also available as a complete channel inclusive 


of pie rampar and playback equipment, at- 


70gns; e C7 for highest quality professional 
Tequirements—recorder mechanism at 48gns. or 
complete channel at 110gns: demonstrations 
arranged in London. 

PLEASE write for details to K.T.S.. Ltd., 
'* Coplow," Park Rd., Braunton, N. Devon. Tel. 
Braunton 224. Callers by appointment ©; 


AER Hi-Fi enthusiasts please note!—We are 
supplying the Collaro tape transcriptor 
complete wit! re-amplifier and power pack 
ready to plug into any amplifier for only SOS 
—making it one of the lowest-priced quality 
tape recorders on the market!; all other makes 
Ei one à Mo DOM ww) S Besten 

ape sion ept. -W.), 71, Prae 
St., London, W.2. Pad. 2807. [0211 


CRAMOPHONE AND SOUND EQUIPMENT— 
SURPLUS AND SECONDHAND 


SNELL for bargains. 


ONE only, Grundig T.K.9, complete and per- 
fect; £35. 
ONE only, Editor, as above; £25. 
ONE only, Editor, latest model; £35. 
ONE only, Editor, Super Hi-Fi; list £65 for £40. 
ed m 

all your requirements, write: 
SNELL THE MUSIC SHOP.-Est. 50 years, 15, 
Station Rd., Llanelly. (6544 


ATEST model Truvox tape deck, perfect; 

L offer nearest £20.--BOX 4573. ^ et best 
ANDFILLED corner baffle. 12in 
S amplifier; £15.—Details Box 4818. ir 
«S.S. studio recorder, 33/78, with amplifi 

M $33: attention: £40.—Tel. Hampstead 
E B.B.C А er 
‚В.С. type disc cutter head, 
G as new, £15; alse Technifon ae “a 
corder, with amplitude meter, £25.—-Box їл. 
1 
RUNDIG TK12 tape recorder with gic. 
Бопе end tapes, little used; £60.—A. 
Smith, 26, Basildor. Drive, Laindori, Еа 
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COMMUNICATIONS EQUIPMENT 
WIRELESS SET 19 MK. Ш. Frequency 2-8 Mc/s.. 
and 235 Mc/s. Antenna output 8 watts. Systeins 
АЛ, А2, А.З. Power source 12 v. battery with opera- 
ting equipment for mobile or ground use. 
AMPLIFIER R.F. КО, 2. For use with Wireless Set 
No. 19 Mk. III. Boosts antenna output to 30 watts 
WIRELESS SET X32D. Frequency 2-8 Мс/в tn two 
switched bands. O.W. and frequency modulated and 
amplitude modulated R.T. Remote control facilities, 
Mobile or fixed station use. Power source 12 v. D.C. 
WIRELESS SET 62 Mk. IL Frequency range 1.6- 
10 Моја, in two switched bands. Crystal controlled. 
For mobile use. Systems A.l, 4.2. A.3— with operating 
equipment. Power source 12 v. D.C. 
CRYSTAL CALIBRATOR NO. 10. For nse with Set 62. 
MOBILE RADIO TELEPHONE. 70-90 Mc/s, complete 
with loudspeaker, hand microphone, etc. 
HANDY TALKIE SCR-538. Frequency range 3.5- 
6 Mc/s, Complete with spare coils, etc. 
TCS TRANSMITTER/RECEIVER STATIONS. complete. 
Frequency range 1,500 ke/fa-12,000 kcfe. Output 
10 watte phone, 25 watts C.W. All operating equlp- 
ment including Remote Control with loudspeaker and 
choice of Dynamotor Supply (12 v., 24 v.. or 115 v.) 
AIRCRAFT RADIO COMPASS.  Instalation Type 
SCR269G. Frequency coverage 200 kc/s-1750 kc/e 
in three ewitched bands. Superhet communications 
recelver with compass circuit elements. Bemote 
Control facilities and motor driven aerial loop completa 
with al) operating accessories. 
AIRBORNE VHF EQUIPMENT. ARC-1 multi-channel 
tranemitter/receiver, complete. 100-156 Mc/e. ARC-3 
10-channa! tranemitterfreceiver complete. 100-156 Mc/s. 
MICROPHONE INSERT. G.P.O. Carbon. 2/6 each. 
TELEGRAPH AND TELEPHONE EQUIPMENT 
Filter, line and directional. 
High Speed Morse Telegraph Transmitters. 
Telegraph Tape Printers. 
Terminal Units Apparatus VF Speech + Duplex. 
Apparatus VF Speech + Simplex. 
Apparatus two-tone Telegraph. 
Carrier Terminale 1 + 1. 
Carrier Terminals 1 + 4 
Apparatus VF 3-channel Duplex. 
Field Telephone Sete types D.F.H. and L. 
Switchboards, universal call, 6-line and 10-line. 

Prices and further details on request. 
Transmitting valves, types 803, 805, 832. 
Magalips Hunter 3in. used, at 6/6 each. 
Morse Keys. totally enclosed. A.M. type, at 1/6 each. 
Aerial winches, Air Ministry type 5, at 2/6 each. 
Flexible Drives, ТЇЇ. Bin. long. 
ATTENUATOR ASSEMBLIES for "T'' networks 21 
steps vitrcoua wire wound Kesistors, 


R. GILFILLAN & CO. LTD. 
7, HIGH ST., WORTHING, SUSSEX 


Tel, Worthing 8719 and 30181. 
Cables ' GIL WORTHING.’ Codes BENTLEY'S 2nd 


SOLDERING ? 
HENLEY 
LUN | 


ELECTRIC 
SOLDERING IRONS 


TRADE 


for 25 years 
the best 


25 watt lastrument Model 


A model for 
every purpose 


Leoflets on request from : 


W. T. HENLEY'S TELEGRAPH 
WORKS CO. LTD. 
§1-53 Hatton Garden, 


London, E.C.1 
Tel: CHAncery 6822 
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DEPENDABLE 
RADIO SUPPLIES 


12а TOTTENHAM STREET, W.l. 
(2 minutes Goodge St. Station 
opp. Heals in Tott. Ct. Rd.) 
"Phone. LANGHAM 7391/2 
Hours of business 9-6 


el ИССЛЕ Oy 
RELAYS P.O. TYPE 3000. We can supply 
the following relays brand new and from stock. 
1,000 ohm. coil 2 makes H/D Tungsten: con- 
-tacts high voltage ribbed spacers. Price 10/6 
each, 

2,000 ohm. coil 2 makes H/D pho/bronze 
contacts fully tropicalised. Price 15/- each. 
1,000 ohm. coil | make | break L/D silver 
contacts fully tropicalised. Price 12/6. 

500 ohm coil change over with adjustable 
timer, L/D silver contacts. Price 15/- each. 
500 ohm. coil 4 makes H/D pho/bronze 
contacts fully tropicalised. Price 15/6 each. 
6.4 ohm. coil 2 makes L/D silver contacts 
fully tropicalised. 10/6 each. These are Just 
a few sizes from a range of over 100 types 
that we carry in stock: 


SIEMENS HIGH SPEED RELAYS. 
250 ohm. double coil. Price 8/6 each. 
We can also change coils and contacts 
over to suit your particular require- 
ments. 


HEADPHONES SPECIAL OFFER 


D.L.R.2 low resistance balance arma- 
ture complete with band and plugs. 
Price 10/6 each. Р.Р. 1/6. 

H.F.38 Amer. lightweights. Wes. Elec. 
incl. lead with P.L.354 plug. Price 9/- 
inc. P. & P. 


ROTARY TRANSFORMERS 


Н.Т.31. 11.5 volt in 250 volt out at 125 т/а. 


price on application. А 
H.T.32 11.5 volt in 490 volt out at 60 т/а. 
price on application. 


Н.Т.11 11.5 volt in 365/310 out at 30 т/а. 
price 27/- each. 


Type 47.9 volt in 20 watts 450 out at 50 т/а. 
price 35/-. 


American 27 volt in at 1.75 amps. output 
285 v. at'.075 amps. Price 37/6 each. P. & P. 2/-. 


American 12 v. in at 1.75 amps. output 285 v. 
at .075 amps. Price 57/6 each. P. & P. 2/-. 


HEAVY DUTY SLIDING RESISTORS 
250 w. at 25 amps. Resistance 0.4 ohms. 
Price 12/6 each. P. & P. 3/-. 

| ohm. at 125 watts. 12 amps. , Price 12/6 each. 
P. & P. 3/- each. 

Both brand new and boxed. 


TAPE RECORDER MOTORS. Single 
phase suitable for tape recorders, radiograms, 
workshops, etc. Reversible 200-230 v. Sin. oz. 
torque, 1,400 r.p.m. Capacitor start. Welght 
44 Ib. Length overall Sin. spindle both ends. 
din, x fin. žin, x tin. Price inc. P. & P. and 
capacitor 55/-. All brand new and boxed. 


AMERICAN RADIO RECEIVER 8C733D. 
Brand new and boxed. Price per ea. £4/10/-, 
post and packing 3/-. Special price for quan- 
tities. 

SPECIAL OFFER. American bulbs 6-8 v. 
25 amp., M.Bc., price 4/5 per doz. or 27/6 per 
100, 12-16 v. .| amp., M.Bc., 5/- рег doz. or 
32/6 per 100. Postage free. 


MINIATURE JONES PLUGS AND 
SOCKETS. 6 pin rear entry cover on plug 
36/- per дот. or 3/3 each, postage and packing 
1/6 per doz. or 3d. each. 

LARGE STOCKS OF A.R.88 SPARES 
AND AMERICAN COMPONENTS. 
807 valves. Brand new and boxed, Price 5/- 
each, post and packing 9d. Special prices for 
quantities. 


SPECIAL OFFER 
D.L.R. No. 5 BALANCE ARMATURE INSETS. 
Brand new. Price 7/8 each or 84/- per-doz. 


These can be put to many uses 1.8. microphones, 
intercom., etc. 


PLEASE SEND FOR LISTS. All the 
above special prices quoted for quantities. 
Please call -and see our varled stock. Full 
page advert. in November issue. 


WIRELESS WORLD 


GRAMOPHONE AND SOUND EQUIPMENT— 
SURPLUS AND SECONDHAND 

.M.I. 200watt rack equipment for radio 

4 reproduction, complete with 50 speakers, 

suitable holiday camp, factory, etc.; £40 o.n.o. 

—Box 4512. [6435 


SEL Minifon pocket recorder, accessories 
offers; consider exchange for pair Sarozal 


'TR50/Mk. III TX/RCX, U.S.A., mains, fully 
complete; s.a.e.—Bowes, 12, Foundry Row, 
Coxhoe, Co. Durham. [6516 


‚ 4-watt, 5-valve amplifier for tape decks, 
containing bias. volume and tone con- 
trols, power р and speaker, maims 200-250; 
price £8/10. 1 60-watt auto transformer, as new, 
25/-.—R. Davies, Thorpe Leazes Farm, Stock- 
ton-on-Tees, Co. Durham. [6449 


6 VITAVOX 72in exponential horns complete 
with G.P.1 pressure unit, excellent condi- 
tion, £12/10 each; 1 acoustical MB32 30-watt 
amplifier and 2 Goodmans 12in speakers, in 
cabinets, £27/10; 2 Vitavox hand microphones, 
£3 each.—Williams & Son. 22, High St., Aber- 
Egavenny. Tel. 231. {65 


WANTED, EXCHANGE, ETC. 


ANTED, receivers A.P.R.4, also T.N.16, 17, 

8, 19, etc., and any radio test gear, 
LESLIE DIXON & Co., 213, Queenstown Rd. 
Battersea, S.W.8. Macaulay 2159. [0176 


WANTED BC-312, BC-342, BC-348, H.R.O., 
SCR-506A, BC-653-A, BC-652-A, any 
quantities, any condition.—Box 5085. [6535 


ANTED, valves, TV tubes, televisions, 
radios, radiograms, tape  recorders.— 
Stan Willetts, 45, Spon Lane, West Bromwich 


Staffs, Tel, 2392 

WANED, НВО coils, Rxs., etc., A.R.88s; 
BS348s. S27s, etc.—Details to R.T. & I. 

Service, 254, Grove Green Rd., London, E.11, 

Ley. 4986. [0165 


WANTED, B.C.610 Hallicrafters, E.T.4336 
transmitters and spare parts for same: 
best prices.—P.C.A, Radio, Beavor Lane, Ham- 
mersmith, W.6. [0079 


ANTED, scrap, wire cable, transformers. 
N.F. metal components, top prices paid: 
шга ring Сип. 3280 or write J, Feldman & 
. 31, Lord Hills Rd., London, W.2. [6459 


Sor cash ready for purchase of surplus and 
bankrupt stocks of new valves and compo- 
nents: we sell list оп 
request.—R. H. 155, Swan Arcade, 
Bradford. [0190 


7 7e for s/hand records, players, radios, TV, 
amplfrs. tape rcdrs., etc., іп p/exchange 
new goods, full details in bklet C/33/W (price 
1/- in stamps).—Arcade Recording Circuit. 
Arcadian Gdns., London, N.22. [6512 
RGENTLY wanted, manuals or instruction 
books, data, etc., on American or British 
Army, Navy or Air Force radio and electrical 
equipment.—Harris, 93, Wardour St.. [6478 


Gerrard 2504. 
communication RYS 


Мү^НнТЕРр, good qualit; 
tape recorders, test equipment, domestic 


pan valve cartons; 
A Ltd. 


radios, record players, amplifiers, valves, com- 
ments, ete. estb. 18 years.—Call, send or 
phoae Ger. 


638 Miller's Radio, 388. Newport 
Court, Leicester Sq.. W.C.2. (6059 


ANTED, signal generators, types TF144G. 
TF762A, TF867, frequency meters types 
BC221, TS174, TS175, also receivers types 
R1359 and R1294.—Send price and details to; 
Hatfield Instruments, Ltd.. Crawley Rd.. Hor 
sham, Sussex. Tel. Horsham 3232/3. [0037 


At U.S.A. V.H.F. test and communication 
equipment; TS174, TS175, TS47, B.O.221 
freq. meters; receivers 1294, 1359; Hallicrafters 
5.27, S27CA, U.S A.; APR4 and tuning units 
TN16, 17, 18 and 19, RCA AR88D-LF. Halli- 
crafters 5X28; valves 707A-707B, 2K28, 2K39, 
2K33, 2K41; highest offers given by return.— 
Ger. 8410 and 4447.—Universal Electronics 22 
Lisle St., Leicester Sq., London, W.C.2. [0229 


VALVES 
NOTHER amazing valve offer from 
Walton's! All-new stocks and every valve 
tested before despatch.-of special interest to 
dealers, service engineers. etc. 
48 USEFUL type valves for only 45/- post paid. 
EACH set comprising 6 VRS1/EFSO Red. 6 
VR91/EF50 Silver, 6 VT52/EL32, 6 VT501/TT11 
6 VR56/EF36, 6 VR92/EA50, 6 VR54/EB54. 6 
У0120 or VU120A or CV54. 
WALTON'S WIRELESS STORES, 48, Stafford 
St.. Wolverhampton. [0102 


VER 100 valves, including some 'of the 
following: VR 122, VT 51, VT 105, KT 8: 
£2 the lot.—Apply: Medical School Workshops. 
Guy's Hospital, S.E.1. [6556 


VALVES WANTED 
A types of valves British. or American, 
transmitting and receiving; keenest cash 
prices paid. What have you to offer?—Write 
or са] Lowe Bros.. 9a, Diana Place, Euston 
Rd. N.W.1. [4485 


CABINETS 


EWIS RADIO have the best selection an4 
finest finish.—See page 178. [0224 


REPAIRS AND SERVICE 


AINS transformers rewound, new trans- 
formers to any specification. 
MOTOR rewinds and complete overhauls; first- 
class workmanship; fully guaranteed. 
F.M. ELECTRIC Co., Ltd., Potters Bldgs., 
Warser Gate, Nottingham. Est. 1917. Tel. SS 
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CELLENT 
ES EPRODUCTION 


with the 


- LOCKWOOD 


Standard Loudspeaker Cabinet 


The Lockwood Standard Loud- 
speaker Cabinet has been designed 


to give reproduction of a very high 
order and can be “‘ tuned ” to suit 
any combination of L.S. Units. 
Accepted as a standard for high- 
quality monitoring by broadcasting, 
television and recording studios 
throughout the world, this cabinet 
is also suitable in every way for the 
home. 


* THE LOCKWOOD STAN- 
DARD LOUDSPEAKER CAB- 
INET has been developed from 
the Monitoring Loudspeaker Cab- 
inet used by the B.B.C. (B.B.C. 
Patent No. 696,671). 

* “Wireless World," November and 

December, 1950. 


Two versions are available... 


Major Model £35 
Minor Model £25 


Brochure free on request. 
Export und Tropical Models available. 
Trade enquiries invited. 


Demonstrations in London by 
City Sale and Exchange Ltd., 93/94 Fleet 
Street, E.C.4. Telephone FLE. 9391/2 


Two new model cabinets, a Console for 
housing complete equipment, also a 
Radio-Gram cabinet will be ready during 
the early part of December. Enter your 
name on our mailing list now, for details 
when ready. 


LOCKWOOD 


Acoustically Designed Cabinets 


LOCKWOOD & COMPANY 
(WOODWORKERS) LTD. 
LOWLANDS ROAD, HARROW, 
BYRon 3704 


MIDDX. 
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ENSON’S 
ETTER 
ARGAINS 
BC624A. (80R522) New condition, with 10 valves: 
100/150 me/s. ens xtala and NUS 50/- а 5/-). 


807E, 


8BH7M, 6AC7, ' Pen46, at 4/-; 
morse, large, covered, 10/6; ana 216. 5 

knife, large, DPCO, 15/-. COMMAND RXS, 1.5-3.0 
mo/s. Brand new, with valves, Eon хр к 3-6 me/s., 
45/- (post 3/-). Condensers, var. epindled, oeramic, 15, 
ds or 50 pfs., олн МЕ pis. Ii 16: butterfly We Pe БЕ 26, 


» d grey metal 7/6 

(р.р. 3/-). EXS. НЕТИ ЧТВ1087), with 3 3/EF91, ‚Ун, 
tuner, new, 37/8, less valves, 7/6. Circuit 1/-. 
MOTORS: Gram., 230 v. Induction, 78 r.p.m. with gover- 
nor (Garrard), 30/- (post. 2/9); SYNCH, 230 v. geared to 
Вупоһ, 100 v. 3,000 r.p.m. 


10/6. 
n 3/-). 12 v. to 250 v. 65 mA. and 6.3 v. 
0/6. Filters for these, 2/6. EDDYSTONE 12 v. to 
i v. 74 mA., cased, 15/-. 11 v. to 300 v 200 mA, 


15/- (carr. 8]6). UE ORE. Contactors, 
ques impulses per sec., .8.А. Дера, 9/6. 
R1392A, 100/150 Mefs., 13 valves, ed s ood condition 
(damaged meters), £4 (carr. 10/-). OAT MICS., 


U.8.A.. new, 2/6, METAL RECTIFVERS: 600 v. 30 mA., 
В!-. 500 v. 500 mA., . 1,000 v. 30 mA., 7/6. 
WAFER SWITCHES, ] pole 11 way 2 Bank 9/6; 4 P 
3 W,4P 2 W, 1? 6 W 5 B, 9/6. SPLITTERS, 15 
a, G.E.C, D.P, switch, 4 fuses, new, 15/6. IF 
AMPLIFIER 178. 13.0 mo/s, with valves, 15/6 VES 
2/6) each. RELAYS. 6 v. 2 break, 1/6. T.'8 10/13 
mc/s., canned, new, 1/3. R1155 NOME new, 12/8. 
b OKÉS, L.F. Ferranti, 10H, 190 mA, 
Sereened, 7/6. 10H, 200 тА, 8/6; 5H, 200 mA., 5/6. 
HEADPHONES, L.R. super lightweight gs 30B, 17/6. 
VIBRAPACKS: Mallory 12 v. to 250 v., 80 mA., synch. 
reversible, 18/6; 12 v. to 150 v. 30 mA., smoothed, 
filtered, 15/6; 6 v. to 280 v. 75 mA. smoothed, тей, 
25/-. 2 у, to 480 v. and 150 v. (dual-vibrator), smoothed, 
filtered, 30/- (post, each, 3/-). POTENTIOMETERS ; ех. 
A.M Carbon; standard values, 5000 to 2M @ 1/6; 
Wirewound; Insulated, 500Q to 100k, 2/6; non-insulated 
1000 to 20k, 1/3. Vitreous Resistors; 3 to 100k., 3 to 
120w, 40 values, 9d. & 1/6. enquiries invited 
List and enquiries. 8.А.Е, pawl Terms: C,W.0. 
Postage extra. Immediate despatch. 
Collers and post: W. A. BENSON qv 


136 Rathbone Road, Liverpool 
$i 6853. 


EF 
SUPERAD!O (W'chapel) LTD., 
ROY 1130. 


Callers : 
116 Whitechapel, Liverpool i. 


FM and HI-FI COMPONENTS 


fn stock for the 


WIRELESS WORLD FM TUNER UNIT 


DENCO FM TUNER circuits Is. 6d. 


RADIO CONSTRUCTOR FM „ 2s. 0d. 
MULLARD AMPLIFIERS » 3з. 6d. 
G.E.C. 912 PLUS AMPLIFIER  ,, 4s. Od. 
G.E.C. FM PLUS TUNER cn 2s. 6d. 


Separate price lists on request to 


MAYPOLE ESTATE 
J, T. FILMER 
Т. 


BEXLEY, KENT 
el.: Berleyheath 7267 


QUARTZ 


CRYSTAL UNITS 
am — 


Туре 
B7 


The typé B7 unit is mounted in the standard B7G 
valve envelope and is hermetically sealed and 
fully evacuated. 


Available for the frequency ranges from 100 kejs 

to 500 ke/s and from 3 Mc/s to 16 Mejs. Gold 

electrodes applied by cathodic sputtering give 

permanence of calibration. Normal adjustment 

accuracy 0.01%, Max. adjustment accuracy 0.003%, 
Early delivery can be given of some frequen- 
cles, and we will be pleased to quote for 
your speciflc requirements. 


THE QUARTZ CRYSTAL Co., Ltd. 
63-71, Kingston Road, 
NEW MALDEN, SURREY 


Telephone: 


Cables, etc.: 
MALden 0334 QUARTZCO NEW MALDEN 


REPAIRS AND SERVICE 


AINS transformers, E.H.T.s, chokes, fleld 


coils, etc. prompi ры and effi ficiently re- 
wound or manufactured to any specification. 
LADBROKE REWIND SERVI С. td., 


(5022 

Harrow Rd., London, N.W.10. 222 
АС апа drill armatures rewound, 17/6, Ж 
guaranteed; reduced price for quantities. 
—K. Remington, 7, Teapot Lane, маши ос 
3 ДҮ, Large roll Empire tape, suit rewinders; 
/- gross assorted self-tapping screws 

a B.A. screws.—Beal, 17A, Broad St., вр shz 


"RANSFORMER - rewind service Ens 
E.H.T. transformers and chokes, prompt 
delivery, TEC of repacement types eX-stock 
or manufactured to ur specification 
METROPOLITAN RADIO SERVICE Co., 75. 
Kilburn Lane, London, W.10.. Ladbroke 2296. 
D. C. BOULTON for repairs to any, loud- 
peaker; specialists on heavy and P.A. 
types; PSone eee field coils, repair acces- 
sories, pressure units, microphones; trans- 
formers rewound and to specification; motor 
rewinds.—134, Thornton Rd. Bradford, 1. 
Tel. 22838. for7i 


PAINTS. CELLULOSE. ET 
ANL, the air-drying black ET dite paint; 
3/6 per Ith pint can.—Q. А, iler, 8, 
Kenton Park Cres., Kenton, Middx. [0250 
BUS INESS OPPORTUNITIES 
REPUTABLE Canadian manufacturing com- 
Dany, engaged in precision electronic and 
light mechanical engineering. destres to in- 
crease its sales and manufacturing range, 
The company possesses Canada- wide representa- 


.tion and also is a balanced design, manufac- 


turing, and servicing organization with a fuil 
range of machine tools, test gear, painting. 
plating and assembly facilities. Inquiries are 
m eu from companies wishing to extend their 
sales in Canada or wishing to have equipment 
made under license in Canada. All letters will 
be treated in the strictest confidence. DERE 
class references - will * provided.—Box 872, 

pad Advertising, Ltd., 18-20, Regent, St St; 


WORK WANTED 


P: F.E. machining and moulding Eus 
availabl Lon- 


le.—Bel, Marlborough Yard, 
don, N.19. Tel. Archway 5078. (0187 


WO telecommunication and electro-mechani- 
cal engineers with van, would like contact 
for installation and maintenance of domestic 
or industrial equipment. "includi TV, 100 miles 
radius.—24, Clarkes Rd., Hatfield, Herts. Tel. 
2740. [6484 


CAPACITY AVAILAB 
ACTORY Capacity avallable ir the follow- 
ABE categories: 
PLASTICS Injection Moulding (3 oz). 
ALUMINIUM GEHE ting. 


LIGHT m ine g. 
ELECTR GN "à d Assembly Loca- 
tion ИН. — Box 0077. [0114 


[S MEDIE capacity light assembly, Ww G 
toolmaking, small injection тош! uick 


deliyery short or long runs.—Box 5110” 6541 
WING and light electrical assembly work 


undertaken; quotations given for proto- 
types or quantity.—Box 511 [6546 
APACTY available. electronic wiring. 


assembly, short runs welcome at keen prices. 
work collected and delivered in London area: 


location South London.—Box 4602, [6455 

V^ CUUM Varnish Impregnation to RCS 
214.H2, quick service; enquiries welcomed. 

—Andec, Ltd.,  Gosbrook Rd., Caversham. 

Reading. 71763. [6495 

MISCELLANEOUS 
Power in packets. 
EX. A.M, High Tension patena, all fully 


uaranteed oo ШЕЕ 120 d m: 1, 2/5 ва., 6 


ог 11/-, 12 for £1; fray - ea. 

for £1, 12 for 30/-1) 3 Is ea. M dh for 147-: 

22V,v 2/- VEN 1a tor труе: 95 d 10/6: 

8Т X 6444 хан 10/6 ea: Bd 

S.A.E. for ful! 0/6 and sizes, 

DIGGINS, 129, Radnor St. unita зр, es 
АРЕ to disc; 12/6.—Mobile Recording Ser- 


vices, 5, New Brown St., Manchester. [6555 


OLER type /X automatic соў winder 
machine, complete, used once y; Offers 
wanted.—Box 4516. [6439 


Baye III conversion CP carrled out with 
Spencer-West type inted circuit 


convertor; price, compete uh valves and 


change-over switch, £4.—Spencer- West, E 
Quay eres Great Yarmouth. 4 
APE to disc recording, 48-hr. service: L.P. 


(30 Aes 22/-, 78s 11/-; 5.а.е. leaflet.— 
Comprehensive Recording Service, A. D. Marsh. 
Little Place, Moss Бара Lane, Aughton, Orms- 
kirk, Lancs. Aug. (6477 
мәлне g for connoisseurs, use Britain’s 

oldest full-time transfer service; 30 min. 


де special prof. qual. tape, 25/- and 21/-.— 


eee News Productions, 59, Bryanston Bt. 
W.1. Amb. á [6414 
Your own d recording саге to Шс 
78s ог P.s.—Write or 
Queensway Pilvate E aes, КТУ 
Queensway, W.2. Tel. Bay. 4992. tudio 
recordings. Studo 


Boze dE Eon aM End. po os k 

opera ena: Бегу. uali- 

tied engineet/titor valle abie whilst you are 

IEEE d UE .—Free brochure n 
tutes. 


E.M.I. E AMOR London, W.4. 
бсре with H. Bet [0160 


9 | MORSE TAPPERS. 


SOUTHERN RADIO’S 
WIRELESS BARGAINS 


TRANSRECEIVERS, Type ''38" (Walkie- 
Talkie). Complete with 5 valves. In metal 
carrying case, Ready for use. Less external 
attachments, n per set. ATTACHMENTS for 
use with '' TRANSRECEIVER HEAD- 
PHONES, ins 8 THROAT MICROPHONE, with 
Lead and Plug, 4/6; JUNCTION BOX, 2/6; 
AERIAL, 2/6. 

TRANSRECEIVERS. Type “18” Mark Ill, 
TWO UNITS (Receiver and Sender) contained in 
Metal Case. Complete with Six Valves, Micro- 
ammeter, etc. LESS EXTERNAL ATTACH- 
MENTS, £4/10/—. : 
TRANSMITTERS. T1154. Complete all valves, 
etc., etc. Perfect order. 3 frequencies. £2/7/6, 
in transit case. Delivered U.K. 
BOMBSIGHT COMPUTERS.  Ex-R.A.F. 
BRAND NEW. А wealth of Components. 
GYRO MOTORS, REV. COUNTERS, GEAR 
WHEELS, etc., etc. Ideal for Model Makers, 
Experimenters, etc., £3. 

LUFBRA HOLE CUTTERS. Adjustable iin. 


со Зп. For Metal, Wood, Plastic, etc., 7/-. 
RESISTANCES. | 100 ASSORTED USEFUL 
VALUES, Wire Ended, 12/6 per 100. 
CONDENSERS. 160 ASSORTED. Mica, 


Metal Tubular, etc., [5/— per 100. 
PLASTIC CASES. i4in. РЯ E Transparent. 
Ideal for Maps, Display, etc., 5 
STAR IDENTIFIERS. +316 1 A-N. Covers 
both Hemispheres. In case, 5/6, 
CONTACTOR TIME SWITCHES. In sound- 
proof case. Clockwork movement. 2 impulses 
per sec, Thermostatic Control, 11/6. 
REMOTE CONTACTORS, use with above, 7/6. 
MORSE PRACTICE SET with Buzzer on Base, 
6/9. Complete with Battery, 9/6. 

Std., 3/6; Midget, 2/9. 
CRYSTAL MONITORS. Type 2. New in 
Transit Case, Less Valves, 8/-. 
METERS AND AIRCRAFT INSTRUMENTS. 
Only need Adjustment or with broken Glass, 
TWELVE INSTRUMENTS, iri 3 brand 
new Aircraft Instruments, 35/- for 12. 

Postage or carr. extra. Full list of Radio Books, 24d, 
SOUTHERN RADIO SUPPLY LTD. 
11 LITTLE NEWPORT STREET 
LONDON, W.C.2. Gerrard 6653 


BRASS, COPPER, DURAL, 
ALUMINIUM, BRONZE 
ROD, BAR, SHEET,. TUBE, STRIP, WIRE 
3,000 STANDARD STOCK SIZES 
No Quantity too Small. List on Application. 


H. ROLLET & Co. Ltd. 


f Chesham а Place, S.W.1. SLOane 3463 
T LIVERPOOL, BIRMINGHAM. 
оро LEEDS 


ODDIE FASTENERS 


Pat, 507249 


THIS FASTENER WITH ENDLESS 
APPLICATIONS—SIMPLE—POSITIVE 
SELF-LOCKING. MADE IN A 
VARIETY OF TYPES AND SIZES. 


SPECIAL FASTENERS TO SUIT. 


CUSTOMERS’ REQUIREMENTS. 
WIDELY USED IN THE RADIO 
INDUSTRY. 


illustrated brochure and other information 
will be gladly sent on request. 
DEPT, “W.W.” 


Oddie, Bradbury & Cull Ltd., Southampton 


Tel.: 55883 Cables: Fasteners, Southampton 


DECEMBER, 1956 


OPPORTUNITIES 
IN RADIO 


Get this FREE Book! 


‘ENGINEERING 
OPPORTUNITIES’ 
reveals how you can 
become technically quali- 
fied at home for a highly 
paid key-appointment in 
the vast Radio and Tele- 
vision Industry. In 144 


pages of intensely inter- 
esting matter, it includes 
full details of our up-to- 
the-minute home study 
courses in all branches of 


TELEVISION and 
RADIO. A.M. Brit. 
LR.E, City & 
Guilds, Special Tele- 
vision, Servicing, Sound 
Film Projection, Short 
Wave, High Frequency and 
General Wireless Courses. 


We definitely Guarantee 


“NO PASS—NO FEE” 


lí you're earning less than £15 a week this 
enlightening book is for you. Write for your 
copy today. It will be sent FREE and 
without obligation. 


BRITISH INSTITUTE OF 
ENGINEE RING TECHNOLOGY 


388b COLLEGE HOUSE, 
29-31, WRIGHT'S LANE, 
LONDON, W.8. 


Fidelia 


HAND BUILT 


built and sold entirely 

by ourselves. This concentration of effort enables 
us to offer outatanding performance and a high 
level of engineering excellence at modest prices. 
Our range includes: 

Fidelis Imperial This model incorporates a 
VHF/FM radio unit, gramophone pre-amplifier 
and tone control with an input circuit suitable 
for almost any pick-up, and is available with 
alternative power amplifier unite. Prices 232/10 
and £37/10. 

Fidelia Major AM/FM 12 valves. Separate power 
amplifier with 9-watt triode push-pull output. 
Normal wavebands pius VHF and gram. 
Independent bass and treble controls, etc, £44. 


Fidelia de Luxe AM/FM 11 valves, 7-watt triode 
push-pull output, C/B tuning indicator, etc. 
£33/12. 


Full details of these and our other 
willingty 


2 AMHURST ROAD, 
TELESCOMBE CLIFFS, 
Nr, Brighton, 
SUSSEX. 


models on request. 


E 
fidelity equipment * 
has always been 
carefully designed, hand 
Tel.: Peacehaven 8156 
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MISCELLANEOUS 
NDUCTION motors, shaded pole, tapped 
200/250 volts. 2,700 r.p.m., 3in-oz DEDE 
as new; approx 475 to clear; £150 the lot.— 
Box 5052. [6530 


NOTICES 

Вен SOUND RECORDING ASSOCIA- 

TION. Details of membership, open to 
the professional sound recording engineer and 
all others interested in recording high quality 
reproduction and other branches of audio 
engineering, together with details of the Lon- 
don lecture programme and the Manchester, 
Portsmouth and Cardiff Centres, may be ob- 
tained from the Hon. Membership Secretary, 
H. J. mom A.M.I.E.E., 12, Strongbow Rd., 
Eltham, S.E.9. [003 
AGENTS WANTED 


prasrc moulding company, requires the 
Services of free-lance agents, who have 
suitable connections with users of mouldings; 


—. 


exclusive territory granted.—Write Box 4636. | 


6462 

REEsENTATIVE to carry additional үе 

used in automation to electrical, electronic 

and engineering manufacturers. tremendous 

scope for right man capable of handling large 

orders.—Box 4838. [6498 

SITUATIUNS VACANT 

Vacuum Physics. 


VALVE Development Engineer is required for 


work on the development of special microwave | 


valves and vacuum equipment. Applicants 
should possess a degree (physics or engineering) 
or equivalent qualification, together with some 
experience. Applications are also invited from 
persons with Inter. B.Sc. or O.N.C. for appoint- 
ment as a Technical Assistant in this fleld.— 
Please write to Personnel Manager (ref. 122), 
Elliott Brothers (London), Ltd., Borehamwood, 
Herts, [6470 


D RADAR, Ltd. 


REQUIRE electronic i 
must have a wide practica. 
methods and equipment, backed by sound 
theoretical knowledge.—Apply to ersonnel 
Officer, Decca Radar. Ltd., 2, Tolworth Rise. 
Tolworth, Surrey. [6460 


р ON and radio. 


DEVELOPMENT engineers. 

ENGINEERS are required for senior and junior 
positions in the evision and radio develop- 
ment departments of a well known manufac- 
turer in the West London area. 

APPLICANTS for senior positions should have 
academic qualifications and several years’ 
development experience. Junior engineers are 
required to have either academic qualifications 
or development experience. 

ALL the posts are permanent and carry the 
benefit of the firm’s pension scheme. Generous 
salaries will be paid to engineers showing 
initiative and 2 

PLEASE write fully, im confidence, stating age, 
experience, etc., to Box 5117. [6548 


GOVERNMENT of Sierra Leone. 


RADIO Engineer—Posts and Telegraphs De- 
partment. 

DUTIES include executive control of the Radio 
Section; responsibility for maintenance and in- 
stallation of R.T. and W.T. networks; H.F. and 
V.H.F. systems; point-to-point circuits; broad- 
casting system and ancillary equipment, marine 
and police radio apparatus. fixed and mobile. 
Implementation of а programme development 
scheme planned in the VHF/RT field. 
PENSIONABLE appointment in salary range 
£1,006 to £1,652 p.a. or Contract appointment 
£1,138 to £1.857 р.а. Commencing salary de- 
pending on qualifications and experience. Con- 
гасі gratuity. £37/10 for each three months’ 
satisfactory service. Quarters, if available, at 
reasonable rental. Generous vale 

FREE passages for officer, wife and two chil- 
dren or £75 allowances for each of two children 
maintained outside Sierra Leone. 
CANDIDATES should be A.M.I.E.E. ог be 
exempted from the Institutions examinations 
and should have had experience in the field of 
Radio Engineering. 4 
WRITE Director of Recruitment, Colonial 
Office, London, 5.77.1, giving age, qualifications 
&nd experience. quoting BCD 108/15/04. [6511 


AUNDERS-ROE LIMITED require 


SIX technicians interested in aircraft and 
missile stability and control to join an Ana- 
logue Computer Team. 

APPLICANTS should have experience in one 
of the umet 

AERODYNAMIC Stabllity, 
SERVO-MECHANISMS 

FLUTTER or Electronics, 

THEY must possess an engineering degree or 
H.N.C. as theoretical evaluation апа test 
work is involved. 

ASSISTANCE with accommodation is avall- 
able, conditions are good and salaries will be 
commensurate with ability. 

THOSE interested should apply quoting age, 
experience, qualifications and ref. W.W.13 to 
the Personnel Officer, Saunders-Roe, Ltd., 
East Cowes, Isle of Wight. {6558 


GROR Television Design Engineer. 


A LEADING British television manufacturing 
company require a Senior Design Engineer to 
work in the laboratories of a subsidiary com- 
pany in Sydney, Australia. Bachelor preferred, 
but consideration given to married man. Salary 


ксн to qualifications and experience, to— 


inspectors, applicants 
experience of test 


Box 4 [6465 | 


| THE LATEST 


Qumstiong 


AM/FM RADIOGRAM CHASSIS 


model PB 409 28 guineas 


* 9 valves—6 watts peak output 


* Full VHF band (88-108 Mc/s) 
plus Long, Medium and Short 


* Push Pull Output with NFB 

Ж Independent Bass and Tréble Controls 

ж Quick-action “Piano Key" selectors 

* “ Magic Буе” and Flywheel tuning 

ж Valves: ECC83, EABC80, EF89, ECH81, 
ECC85, 2EL84, EZ81, EM81. 


The MISSING LINK-PABO-1 


TAPE PRE-AMP AND ERASE UNIT 


with built-in. Recording Level Indicator and 
Monitoring facilities. 


This compact unit provides the necessary 
link between the Tape Deck and Amplifier 
Control Unit in a high fidelity system. 
The circuit has been critically designed to 
preserve faithfully the quality of the signal 
fed to it and to pass it on without distortion 
or alteration except in so far as the built-in 
equalizing circuits apply. These enable the 
standard tape recording curve to be applied 
in recording and the corresponding equaliza- 
tion on play back. PABO-1 can be used 
with almost all makes of High Fidelity 
Amplifier and Tape Deck. 


DEMONSTRATIONS at our Holloway 
Showrooms every weekday (inc. Saturday) 
9-6 p.m. 


HIRE PURCHASE fac'lities are available. 
WIRELESS & 


ARMSTRONG recevision CO. LTD. 


Warlters Road, London, №.7. 
Telephone: NORth 3213 
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Specialists in Sub- 
miniature Telecommuni- 
cation Components 


AIR DIELECTRIC TRIMMERS 70pF 


Illustration (approx.) actual size 


12 Vane type 500 Volts 

Width 16.5 mm. Length 22 mm. 
Height 19 mm. Insulation 10,000 megs. 
Power Factor less than .001 

Temp. Coeff. 50 parts/million/°C 


Ша f. 


DEVELOPMENTS CO.LTD. 
ULVERSTON, NORTH LANCS 


Tel.: ULVERSTON 3306 


r— WHY WASTE TIME 


Give that set its best chance 


FIT QUALITY COMPONENTS 
Catalogue lj- 


COVENTRY RADIO 


189, DUNSTABLE ROAD, 
LUTON, BEDS. 


Phone : Luton 2677 


Whatever your age or experience, you »nusí read 
* ENGINEERING OPPORTUNITIES.” Full details of 
the easiest way to pass A.M.LMech.E, A.M.LC.E., 


€, & G. (Electrical, ete.), ENS We un m 
144 PAGES terms and details of 


Courses in all branches 
of Engineering— 
Mechanical, Electrical, 
Civil, Ашо, Aero., 
Radio, eto., Building, 
eto. [f you're earning 
lessthan £15a week,teli 
us what interests yon 
and write for your copy 
of ‘* ENGINEERING 
OPPORTUNITIES '* 
; today—F REE. 


B.LE.T. 


@ 387 College House, 29- 
31, i Wright's Lane, 
n 


SITUATIONS VACANT 
ROYAL AIRCRAFT ESTABLISHMENT 


REQUIRES:— К 

ELECTRONIC Mechanics. 

RATE of pay on entry 171/4+10/- or 171/4+ 
38/- merit lead for a 44-hour 5-day week. 
Reassessment of rate within one to three 
months with any increase back-dated to date 
of starting. 

PROSPECTS of advancement to higher rates 
of pay. Merit lead can rise to 70/-. 

TWO weeks (88 hours) paid annual leave. 
Paid sick leave scheme. , 

PROSPECTS of becoming eligible for pension- 


able employment after а qualifying period. 
EXCELLENT welfare, sports and canteen 
facilities. 

HOSTEL accommodation available. 
APPLICATION to Director Que Royal Air- 
craft Establishment, Ministry of Supply, Farn- 
borough, Hants, giving full details of 
apprenticeship and experience. [6519 


ШЕ HIGH COMMISSION OF INDIA. 


APPLICATIONS are invited from qualified 
candidates for_a post of Morse Operator in the 
Information Service of India, India House 
London. Salary scale is £9/0/6 T week (at 
age 25 ог over) X9/-—£10/7/6—£10/19/6— 
£11/9/6—£12/4 with additional allowance of 
16/6 per week during the second year of 
employment and afterwards. 

QU. ICATIONS: (1) Second Class Wireless 
Operator's Certificate with at least 2 years’ 
practícal experience. (2) Ahility to take down 
eund а{ average speed of 25 words per 
minute. 

FURTHER particulars and forms of applica- 
tion may be obtained from Estab'ishment De- 
partment, India House, Aldwych, London, 
W.C.2. The last date for receipt of application 
is December 11, 1956. [6521 


MAINS RADIO have vacancies for Male In- 

spectors. 

APPLICANTS must have had experience of in- 

EON or quality control and some knowledge 
radio and television would be an advantage. 

PLEASE apply to the Personnel Officer, Beck- 


side Works, Lidget Green, Bradford. Те] 

72694. [6485 

[К ШЕР for domestic television produc- 
tion:— 


EXPERIENCED final tester, several alignment 
&nd functional testers, male and female elec- 
trical/mechanical inspectors (youths would 


suit). 

CONTINUOUS employment for suitable per- 
sonnel, 44-hour, 5-day week, with opportuni- 
ties for overtime, top rates of pay, clean work- 
ing conditions; canteen; social club. 
APPLY: Personnel Officer, Peto Scott Electri- 


cal Instruments, Ltd., Addlestone Rd., Wey- 

bridge, Surrey. [6551 
ADIO receiver development engineer 
required, 


FULLY experienced, with adequate knowledge 
of electronic circuits essential for advanced 
work in domestic and commercial radio receiver 


esign. 
EXCELLENT working conditions and equipment 
in our new development unit. 

APPLY Chief Engineer, Dynatron Radio, Ltd.. 
St. Peter's Rd., Furze Platt, Maidenhead, Bere: 


APPLICATIONS &re invited for pensionable 
pos: 


ts аз 
EXAMINERS in the 
PATENT Office 
TO undertake the official scientific, technical 
and legal work in connection with Patent appli- 
cations. There is а small number of similar 
posts in the Ministry of Supply. 
AGE at least 21 amd under 35 years on 
January Ist, 1956, with extension for regular 
Forces' service. й 
SELECTION Board will sit at frequent inter- 
vals; early application is advisable. 
CANDIDATES must have (or obtain in 1956) 
15 or 2nd class Honours in Physics, Chemistry, 
Mechanical or Electrical Engineering or in 
Mathematics, or an equivalent qualification 
(e.g, A.M.LM.E.,  A.M.LC.E,  A.M.LE.E. 
A.R.l.C.), but for a limited number of vacan- 
cies candidates with Ist or 2nd class honours 
degrees in other subjects—scientific or other- 
wise—will be considerd. Candidates over 28 
апа under 35 on January Ist, 1956, will. ex- 
ceptionally, be admitted without these require- 
ments if they have specially relevant experi- 


ence. 
STARTING pay for 5-day weék of 42 hours in 
London between £605 and £1,120 (men) accord- 
ing to post-graduate (or equivalent) experience 
and National Service. Maximum of scale 
£1,345. Women's pay above £605 somewhat 
lower but being improved under equal рау 
scheme. Good prospects of promotion to Senior 
Examiner rising to £2,000 (under review) and 
reasonable expectation of further promotion to 
Principal Examiner. Scales for these grades 
under review. 

APPLICATION form and further particulars 
from Civil Service Commission, Scientific 
Branch, 30, Old Burlington Branch, Old Bur- 
lington St., London, W.1, quoting 5128/56 and 
stating date of birth. 16457 


AUDIO development engineer required, with 
full experience in the design of high 
fidelity sound equipment; appreciation of good 
music desirable. _ 

APPLY Chief Engineer, Dynatron Radio, Ltd., 
St. Peter's Rd., Furze Platt, Maidenhead, BS 


CABINETS AND 
HI-FI 
EQUIPMENT 


We can supply any Cabinet 
to your own Specifications. 


“The Bureau" £16.16.0 


This ever popular bureau cabinet is veneered 


with the finest selected Walnut and beauti- 
fully polished in a medium shade. Designed 
to accommodate any type of Automatic 
Record Changer, Tape Deck, Amplifier, 
chassis, etc., and to give generous storage 
compartments. 


We can also supply and fit this or any 
cabinet with the latest Hi-Fi amplifiers, 
tuners, transcription units, record changers, 
speakers, etc. 


Send for comprehensive illustrated catalogue 
of cabinets, autochangers, speakers, etc., all 
available on easy H.P. terms. 


LEWIS RADIO COMPANY 


120 (WW3) Green Lanes, Palmers Green 
London, №.13. Telephone: Bowes Park 6064 


LOUDSPEAKER CABINETS 


GOODMANS W.B. 
KELLY and JENSEN 
STANDARD BASS REFLEX CABINETS 


Demonstrations without Appointment 


You can see your cabinet being made 
in our  cabinet-making workshop 


G.E.C. 


Cabinets made to order. 


ARMSTRONG CHASSIS AND AMPLIFIERS 
LOUDSPEAKERS 


Open till 5.30 Saturdays. 


А. DAVIES & CO. (Cabinet Makers) 


3 Parkhill Place, off Parkhill Road, London, 
N.W 3. GULLIVER 5775. 


PULLIN 
SERIES 100 
TEST METER 
AC/DC 10,000 niv 
21 RANGES 
IOOpA to ЮООУ 


COMPLETE IN DIE-CAST 
CASE wiTM TEST LEADS 
CLIPS AND PRODS 
FULLY GUARANTEED 


Sent post free for £2.10.0 and nine further 
monthly payments of £1.4.6. 
Cash price 12.7.6. 


FRITH RAbiOCRAIT LTD 


69-7) CHURCH GATE LEICESTER 
& 28 HIGH ST - NEWPORT PAGNELL Bucks 
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NEW ST.C. AND *''WESTALITE" 
SELENIUM RECTIFIERS. Largest L.T. 
range in Gt. Britain, Latest Current 
Products, NOT Surplus. 


LATEST REVISED PRICES 


M ———=——_ 
S.T. & C. ЕНТ, K3/I5, 4/9; K3/45, 8/10; 
K3/50, 9/4; K3/100, 15/10; ali post 4d. extra. 
BRIDGE CONNECTED FULL WAVE. 
17v. i a., 18/6; 1.5a, 32/6; 2.52, 39/-; 3a., 37/6; 
4a., 45/6; 5a., 48/6; all post free. 

33 v. 0.6a., 29/-; la., 31/6; 1.5a., 57/-; 2a., 
65/-; 3a., 66/-; 4a., 78/-; 5a., 83/-, all post 
1/6; 54v. la., 42/6; 1.5а., 78/-; 2a., 91/-; 3a., 
92/-; 5a., 126/-; 72v. la., 55/-; 1.5а., 97/-; 
2а.,. 118/-; 3a., 118/-; 5a., 164/-; 100 v., la., 
80/-; 1.5а., £7; 2a., 166/-; 3a., 170/- ; 5a., 
237/6; all post 1/10, 

BRIDGE CONNECTED WITH 7iin. 
SQUARE COOLING FINS 17v. 6a., 
64]- ; 10a., 74/-, post 2/3. 

BRIDGE CONNECTED HEAVY DUTY 
FUNNEL COOLED or 7iin. SQUARE 
COOLING FINS. Both types, same price. 
17у 12a., 124/-; 20a., 144/-; 30a., 210/- ; 50a., 
340/- 33v. 6a., 106/-; 10a., 128/-; 12a., 210/-; 
20a., 250/-; 54v. 6a., 148/-; 10a., £9; 72v. 6a., 
190/-; 10a., 232/6; 100у. 6a., 275/-; 10a., 
335/-, all post 3/-. 


LATEST PRICE LIST 


“ WESTALITE ” (BRIDGE), 12-15v. 
D.C. 1.2а., 18/8; 2a., 25/-; 2.52, 32/10; 
5a., 37/4; 10 a., 64/6; 20a., 117/8; 30a., 171/23 
50a., 278/-; 24v. 12a, 18/8; 25a., 32/10; 
Sa., 60/4; 10a., 109/8; 20a., 208/4; 36v., 
1.2а., 32/10; 25a. 60/4; 5a., 82/8; 10a., 
154/6; 100v. 1.2а., 60/4; 2.5а., 115/4; 5a., 
195/10; 10а., 391/8; Post from 1/6-3/-. 

E.H.T. Rects, 140134 24/10; 36EHT60, 
35/10; post 4d. | m.a. A.C./D.C. meter-rects. 


Wholesale and Retail, 
Special Price for Export and Quantity. 


T. W. PEARCE 


66 Great Percy Street, London, W.C.1 
Of Pentonville Rd. Between King’s Cross and Angel 


Davey 


CORNER REFLECTOR 


loudspeakers 


By turning the speaker cone away from the 
listener and using two walls of a room to reflect 
the sound, the music appears to be spread across 
a very wide stage with a strong illusion of depth 
Ог perspective. 

Made in three sizes—send for fully ülustrated 
leaflet. Licensed under Pat. No. 28638/49. 


EMG HANDMADE 
GRAMOPHONES LTD 
6 Newman Street London WI 


SITUATIONS VACANT 

CANNERS, Ltd., Gateshead 10, 

ham, require:— 
RADAR Engineers and Mechanics, 
TECHNICAL Assistants. 
INSPECTORS/Testers, 
WITH a knowledge of Service radar equip- 
ment. Recent experience of one or more of 
the following systems is desirable: High power 
centimetric transmitters and receivers, Dis- 
plays Servo and Amplidyne equipment. 
APPLICANTS must be willing to travel as 
early duties will include installation testing 
tuning and trials of a series of modern ground 


Co. Dur- 


radar equipments on sites in U.K. и 

GOOD starting salary dependent оп ability 
and experience will be augmented by overtime 
and liberal subsistence rates. Prospects of ad- 


vanceme.it о senior. pensionable posts.— 
Apply, quotaag G5/IMM, with summary of 
qualifications, іс the above address. Inter- 


views for selected candidates will be arranged 
in London, Newcastle and provincial centres 
as required. [6491 
ЈЕ newly established laboratories of a large 
North London manufacturer there are vacan- 
cies for the following:— 
QUALIFIED Electronic Engineers for develop- 
ment of all kinds of electronic equipment; 
knowledge of transistor circuitory, although not 
essential, will be advantageous. (Ref. E/A/W.) 
GRADUATE Physicist for work in connection 
with the direct conversion of nuclear radia- 
tions to electrical energy. (Reg. E/B/W.) 
A PHYSICIST or Engineer with experience of 
transistor manufacture; this post might be 
combined with Ref. E/B/W above in а suitable 
case. (Ref. E/C/W. E 
SCIENCE graduates (or persons with 
qualifications) aged 25-30 havin 
and experience in electronics field concerned 
with RF and AF devices, imcluding radio and 
television, required as Sales Engineers. Know- 
ledge of transistor applications an advantage. 
(Ref. B/D/W.) 
SALARIES will be commensurate with qualifica- 
tions, experience and age; applicants should give 
brief summary of qualifications and experience 
and quote the appropriate reference.—Box ud 


CIENCE graduate, young, required for inter- 
S “шс ток On semi-conductors; Waltham 


Cross srea.—Apply Box 4552. 


AGOETANIS (scientific).—The Civil Service 
Commissioners invite applications for pen- 
sionable posts. 

AGE at least 17% and under 26 years of age 
on January Ist, 1956, with extension for regular 
service in H.M. Forces, but candidates over 26 
with specialised experience may be admitted. 
CANDIDATES must produce evidence of hav- 
ing reached a prescribed standard of education. 
particularly in a science or mathematical sub- 
ject. At least two years’ experience in the 
duties of the class gained by service in a 
Government Department or other civilian 
scientific establishment, or in technical 
branches of the Forces essential in one of the 
following groups of scientific subjects:— 

i) ENGINEERING and physical sciences. 

{ ) CHEMISTRY, bio-chemistry and metal- 
u 


ГРУ 
ii) BIOLOGICAL sciences. 
iv) GENERAL (including geology, meteorology, 
general work ranging over two or more groups 
(i) to (iii) and highly skilled work in labora- 
DIU IER such as glass-blowing). 2 
INCLUSIVE salary scale £340 (at 18) to £635 
men) or £561 (women). Starting pay up to 
460 (men) or £424 (women) at 25. Women's 
pay subject to improvement under Equal Pay 
Scheme. Somewhat less im provinces. Oppor- 
tunities for promotion and for further educa- 
ion. 
FURTHER particulars. for which you are ad- 
vised to make early application, from Civil 
Service Commission, Scientific Branch, 30, Old 
Eon St., London, W.1, quoting No. S59/ 
56. Closing date December 31st but евгГег 
application advised. 
Senor Television Engineers 
Pye, Ltd., of Cambridge, for responsible 
positions on the design an development of 
1. MEDIUM and high power T/V transmitters. 
2. T/V terminal equipment, including camera 
chains, sync pulse generators, monitors and 
telecine. 
$. T/V receivers. 
T/V experience is desirable, but otherwise 
sultable £pplicants with several years' develop- 
ment experience in electronics will be con- 
sidered. Good salaries will be paid, commen- 
surate with qualifications апа experience. 
APPLICATIONS should be addressed to Chief 
Engineer, Pye, Ltd., St. Andrew's Road. Cam- 
bridge, Guoting ''STE." [6505 


HIFT Electricians Een by the Steel 

Company of Wales, Ltd. (Steel Division), 
Port Talbot, fo: work on industrial electronic 
equipment 
HIGHER National Certificate, Ordina 
National Certificate or equivalent essential. 
Those wishing to apply should write. giving 
age, experience, etc., У 
SUPERI NDENT, Personnel Services, The 
Steel Company of Wales, Ltd. (Steel Division), 
Abbey Works, Fort Taibot, Glam. [6493 


equivalent 
knowledge 


required by 


WIRELESS engineer with B licence com- 
mencing £675 per annum.—R. Gilfillan & 
Co., Ltd., 7. High St., Worthing. Tel. Worthing 
8718. [6540 


ECHNICAL writer, age 20-30, wanted to 
assist in preparation of handbooks, etc., 
in electronics field with marine applications; 
mid-Essex area.—Full details to Box 4450 427 


GILSON 
TRANSFORMERS 


are popular with— 


Lighting, High Voltage, Fatigue test; 
Radar, Nuclear, Sound equipment 
and other ENGINEERS and have 
been FOR MANY YEARS— 


lt is therefore not surprising, though 


| very gratifying to us, that they have now 


proved equally popular with audio eng- 
ineers and Amateur enthusiasts. 


WE are now producing a range of 
Transistor audio transformers including 
those specified for the 


MULLARD 
200 milliwatt AMPLIFIER 


TRANSFORMERS 
for U-L Amplifiers 


30-WATT TYPE Ref. WO866 


Please write for information leaflets on the above 


R. F. GILSON LTD. 


11а ST. GEORGE’S RD., WIMBLEDON, S.W.19 
Phone: WiMbledon 5695 б 


MAKERS OF NEON SIGN TRANSFORMERS. 
Contractors to Admiralty, etc, A.I.D. Approved 


Our stockists ‘nclude: Berry's (Short Wave) Ltd., 25; 


High Holborn, London, W.C.1; |. T. Filmer, Bexley, 
L. F. Hanney, Bath, etc. 
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WIRELESS WORLD 


DECEMBER, 1956 


RE:ROAD 


for High Stability Resistors 


4 


by Welwyn, E.M.l., Dubilier, 
Erie, etc. 


5% 205 195 
4 watt. 74d 10d 1/3 
4 watt. 9d 1/- 1/6 
| watt. 10:а 1/3 1/9 
2 watt. 1/- 1/6 2/- 


Send for List of over 400. 
Н. L. SMITH & CO. LTD. 


287/289 EDGWARE ROAD, LONDON, W.2 
Telephone: Paddington 5891 


[ T è Pal p | 


SIFAM ELECTRICAL INSTRUMENT CO. LTD. 


LEIGH COURT = TORQUAY - Telephone 4547/8 


NEW CABLE Zr 
SMALL COILS 

All coils 20-49 yds. in length, unless requested shorter. 

All prices per 100 yd, lot, fess supplied add 5%. Full 100 yd. 


colis are available add 595 to апу price. 
TWIN FLAT 1/044 3/029 3/029WE 3/036WE 7/029 WE 
ale 


Plaatic Gi 63/8 80/- 107/- 
Rubber 48/6 62/6 75/6 97/6 129/6 


FLUORESCENTS Comp. with choke and starter less tube. 
Batteus 4ii. square shipe, 37/0. Hexagon, 39/6. 
Dit. square shape, 47/6. Hexagon, 49/6. 
Condensers extra, 4it. 6/6; 5ft. 9/6. 
Send for full fluorescent and control gear also cable, acces: 
sories and radio tists. Add part с; е onemall ordera please 
BRIDISCO (W.), 591 GREEN ES, LONDON, N.8. 


SPECIAL OFFER 
G.E.C. & B.T.H. 


GERMANIUM CRYSTAL 
DIODES 


v- each. Postage 24d. 


Diagrams and three Crystal Set Circuits 
Free with each diode. 

A large purchase of these fully 

GUARANTEED diodes from the 


manufacturers enables us to make this 
attractive offer. 


COPPER INSTRUMENT WIRE 
ENAMELLED, TINNED, LITZ, 
COTTON AND SILK COVERED 
All gauges available. 

B.A. SCREWS, NUTS, WASHERS, 
soldering tags, eyelets and rivets. 
EBONITE AND BAKELITE PANELS, 
TUFNOL ROAD, PAXOLIN TYPE COIL 
FORMERS AND TUBES 
ALL DIAMETERS. 

SEND STAMP FOR LIST TRADE SUPPLIED 


POST RADIO SUPPLIES 
33 Bourne Gardens, London, E.4 


"week, canteen.—Apply Burne 


'excellent staff amenities and discount on 


3 SITUATIONS VACANT 
ENGINEER required for development work on 

Polystyrene film capacitors; specialised ex- 
perience essential: exceptional remuneration 
offered; own staff advised.—Write Box АА 610 


ADIO valves.—London wholesale distributors 
require capable stockkeeper -to control 
large varies stock; pension scheme.—Write age, 
© ce., wages required, in confidence to gate 


ADIO and television manufacturers require 
the services of a chief draughtsman who 
must be fully experienced іп all branches of 
radio and television production; salary by 
arrangement.—Write Box 4743. (6485 


Hyves Limited, a company associated with 
a major group in the telecommunica- 
tions field requires the services of an Elec- 
tronics Technician for Semiconductor Circuit 
Development. 

APPLICANTS should have рео experir 
ence in the design, construction and testing 
of electronic equipment. . 

THE post offers scope for advancement and 
is suitable for candidates wishing to pursue 
part-time studies. $ 

APPLICATIONS, which will be treated in 
Strict confidence, stating age, education, 
qualifications and salary expected should be 
addressed to the Engineer-in-Chief, Ніуас, 
Ltd., Stonefield Way, Victoria: Road, Ruislip. 
Middlesex. quoting reference NET. [6425 


ELEVISION Engineers, able to drive, re- 

-quired by leading Murphy dealers; per- 
manency, first-class salary and conditlons.— 
Singera, 211 Kilburn High Rd., N.W.6. 


Та HO RADIO service engineer, fully 
experience able to drive; good wages, 
permanent position in old-established business. 
—A. G. Alien & Co., Ltd., 3-4, Bridge Rd. 
Wembley Park. Tel.’ Arn. 2261. [6526 


ADIO mechanics, knowledge of T.V. not re- 
quired; good pay and prospects, 5-day 
ones & Co., Ltd.. 
Cheam, Surrey, Tel, No. 

[6441 


62, Sunningdale Rd., 
Fairlands 8866/7. 


1129760 and  Radio.—Experienced еп- 
gineer required; ability to drive essential; 
ег- 
sonal purchases.—Apply, Personnel Controller,- 
Bentalls of Kingston-on-Thames, Битеу оа 


Леса RADIO, Ltd,, Slough, Bucks, 
have vacancies from time to .time for 
electronic engineers to be engaged on Govern- 
ment projects; those wishing to be considered 
are invited to write fully to the Chief Engineer, 
Equipment Diviston. [0198 


ELECTRONIC Development Engineer required, 
degree standard, conversant with Ministry 
and A.I.D. requirements; must be versatile and 


have ability to organize; excellent = ects 
in small company central south coast location; 
write in first instance to—Box 4260. [0173 


pouc- ung man, age 25-30, required 
to assist in editing house journal, capable 
of taking charge in near future; also assist 


general publicity work on electronics for 
shipping; mid-Essex area.—Full details to Box 
4434, [6426 


ADIO and television manufacturers require 
the services of radio engineers to be en- 
gaged on development, must be fully experi- 
enced in all branches of radio and television 
HE salary by promessa wee E 


ESIGN and development engineers required 
for interesting and progressive work on 
analogue computers and flight simulators.— 
Applications are invited from suitably qualified 
persons to Manager, Electronics Division, P. С. 
Miles, Ltd., Shoreham Airport, Sussex. [6490 


A B. METAL PRODUCTS require additional 
Technical Sales Engineers; an intimate 
knowledge of the radio and electronic industry 
essential; car available.—Write or 'phone Sales 
Manager, A.B. Metal Products, Ltd., 17, Stratton 
St., W.1. Grosvenor 5206. [6538 


HOTO-PRINTED CIRCUITS, Ltd., pioneers 
in this fleld, offer vacancies in their elec- 
tronics laboratory for engineers to undertake 
development duties concerning the application 
of GUI circuit techniques to radio and elec- 


tronics. 

CANDIDATES for this post suould possess а 
basic technical background, and һе familiar 
with the operation and use of electronic measur- 
ing instruments. 

APPLICATIONS for interview should apply to 
Photo-Printed . Circuits, Ltd., Guildford Rd. 
Bisley, Surrey. Brookwood 2200. [6549 


EVELOPMEN. Engineer required to take 
charge of Domestic Tape Recorder project. 

An attractive salary is offered to the right man. 
who must have experience in developing Tape 
Recording machines from the mechanical, 
electrical and electronic points of view. Pen- | 


sion Scheme. Apply Box 4193. {6363 ! 
JUNIOR and Senior Development Engineers 
required for expanding electronics labora- 


tory, some experience of radio communications 
or general electronic development essential.— 
Please write stating age, qualifications and 
түен, to Personnel Manager, Burndept, 
Ltd., West St., Erith, Kent, [6480 


TRANSISTOR 
TECHNIQUES 


The book technicians and experimen- 
ters have been clamouring for— 
Transistor Techniques—a new, com- 
plete, practical book on Transistors. 
Here are all the facts you always 
wanted on how to work with Tran- 
sistors in practical circuits. 


GERNSBACK LIBRARY 


Price 12s. Postage 9d. 


Frequency-Modulated Radio by K. R. 
Sturley. 155. Postage 6d. 


Marine Radar. D. G. Lang. 30s. Postage 
d. 


V.H.F. Television Tuners by 
Fisher. 215. Postage 9d. 


Radio and Television Engineers’ Ref- 
erence Book by E. Molloy. 70s. Postage 
1/6. (New Edition.) 


Radio Valve Data. Compiled by “ Wire- 
less World.” 4s. 6d. Postage 6d. 


THE MODERN 
BOOK CO. 


Britain's Largest Stockists of British and 
American Technical Books. 


19-23 PRAED STREET 
LONDON, W.2 


Write or cali for our catalogue. 
Phone: PADdington 4185. Open 6 days 9-6 p.m. 


D. H. 


PRECISION SHEET METALWORK 


We specialise in manufacturing of 
Chassis in all metals, large or small 
quantities to your own specifications 


V. W. BEAMISH 


Shardeloes Garage, Shardeloes Rd., New Cross, 
ndon, S.E.14. E 


Telephone: TiDeway 4795 


LYONS RADIO LTD. 


5 WATT AUDIO AMPLIFIERS. Made by Faraday 
Radio Gramophones for 100 v. D.C. tnput but modi- 
fied by us for operation from 200/250 v. A.C. or D.C. 
mains. Circuit; Triode (HL133DD) transformer 
coupled to 4 pentodes (Pen383) in parallel push- 


pull. Output impedance 3/10 ohms medium imped- | 


ance input. Volume control on front panel with 
Pilot light and fuse holders. Panei size 20 x llin. x 
10in. deep for rack or bench mounting, grey crackle 
finish, fitted with lifting handles. Supplied complete 
with all valves, input and output plugs and tested. 
(Please state mains voltage when ordering. PRICE 
ONLY £3/17/6. We can also supply unmodified 
for 100 y. D.C. and untested, with valves and plugs 
PRICE ONLY 35/-. Carriage in both cases 7/6. 
WAVEMETER ТҮРЕ Wi320. Frequency range 
155-230 Mc/s. Operate from 200/250 v. А.С, mains. 
Beautifully made and housed in copper lined wooden 
instrament cases. Overall size 18 x 1] x 10in. 
Complete with valves and test prod. In condition as 
new. PRICE ONLY £3/7/6, carriage 7/6. 

0/60 MILLIAMMETERS, 2}in. square, bakelite cased, 
moving coll type. PRICE 7/6, post 9d. 

EXTENSION SPEAKERS. 10й. p.m. moving coil 
speakers fitted ip painted wooden cases 17jin. sq. x 
біп, deep, with handie at top. lightly soiled cone 
dition. PRICE ONLY 19/6, carriage 4/6. 

VALVE SPECIALS. Al} new and guaranteed. 6F33, 
10/6. 6F12, 6/6. EAC91, 6/8. 6D2 6/6. Poet 94. 
8 or more post free. 


3 GOLDHAWK ROAD, (Dept. M.W.) 
SHEPHERD'S BUSH, LONDON, W.12 


Telephone : Shepherd's Bush 1729 


DBCBMBER, 1956 


A.M. AMPLIFIER 6A 1865, 5 watt push-pull output, 
with shielded push-pull coupling and output trans- 
formers. 24 volts operation with own rotary converter. 
Three 2514 valves, Size 0p x64 x5jin. £2/5/-. 
ROTARY INVERTER, Input 24 volts D.C., 1 amp. 
Output 26 volta 400 cycles. 6 volt amperes 4 power 
factor, 1 phase. Size 3}x3}x2}in. 15/-. 

TWIN FLARE SPEAKERS.  Bakclite, 15 ohm im- 
pedance, Suitable for Р.А. and all outdoor functions. 
Size in. x 18in.x12in. £2/10/-. 

"n P.M. SPEAKERS, 3 ohm. In good working order, 
B16 VERTICAL LIQUID COMPASS, Panel mounting 
with rim lighting. Does not need to be gimballed and 
has built-in correctors. As new, 45[-. 

SIMPSON OHMMETER. Moving coi. Two range 
0-2,000 ohms, 0-20,000 ohms, size 3éM5x2in. 
New and boxed. £1/15/-. 

A.C./D.C. VOLTMETER. 0-150, 0-300 moving tron, 
Gin. scale. In case, with carrying handle. Bize 7px 
xám. 21/15/-. 

AVO VALVE TESTER. Roller panel type in wooden 
carrying case. Perfect order. #9/10/-. 

TELEPHONE HANDSETS. With wall fixing bracket. 
New, #1/5/• per pair. 

V.C.R. 97 CATHODE RAY TUBES. Tested. 15/-. 
UNISELECTOR SWITCHES. Have many applications 
including automatic tuning, circuit selection, etc, 
Operates on 25-50 у. Full wipe, 3-bank, 12/6. Half 
wipe 6-bank. 19/6. : 
2 AND 3-CORE CABLE. Heavy duty P.V.C. Suitable 
for lighting, outdoor use, etc. 9/6 per dozen yards, 
4 AND 6-CORE FLEXIBLE CABLE. P.V.C. covered 
for general wiring, etc., 8/6 per dozen yards. 

PHOTO ELECTRIC CELLS TYPE CV147. Bmall 
infra-red image glass converter tube 50-100 v. Suitable 
for all purposes. 14/6. 

MIRROR GALVO'S, Instrument resistance, 190 ohm. 
External resistance 1,400 ohm. Sensitivity 2,200 
ЖОО. In wooden transit box. Size 13x6x6, 


All prices include carriage. 


23 LISLE ST, ( cer. 2969 ) LONDON, W.C.2 


Closed Thursday 1 p.m. Open all day Saturday 


| age, 


DUODE 


SOUND 
SOFT 


LOUD 
IS CLEARLY NATURAL 


Millions of people listen to radio-and records 
at loudness levels far above truth in nature. 
The main reason for this is that their sets or 
loudspeakers simply cannot tell the truth 
clearly enough to be understood and are 
made to baw! in the effort to get clearer 
speech or more balanced music. 


The new Duode 12B-C SOUND UNIT 
frequency range is over 20-16,000 cps, plus 
the unique built-in feedback giving crystal- 
clear transients, pin-point definition and 
positively no boom or whiskers. It can tell the 
truth very softly or shake your room with 
organ thunder, but always giving you the 
supreme, lasting enjoyment of 
CLEARLY NATURAL SOUND. 


Whether you live in flatlet or mansion, che 
Duode 12B-C will increase pleasure for you in 
the coming months and for many years со 
follow. 

Write now for details 


DUODE SOUND REPRODUCERS 


3, Newman Yard, London, М.І 


| qualification up to H.N.O. would be an advan- 


WIRELESS WORLD 


SITUATIONS VACANT 

ENIOR Electrical Test Engineer required for | 
laboratory of London Manufacturers to deal 
with evaluation of routine quality control, ex- 
perimental tests and specification study; ехрегі- | 
ence any branch where insulation and break- | 
down strength tests carried out.—Box 5086. ет 


WELL-QUALIFIED tadio technician required 

for part-time employment Prepare test 
report on equipment and answers to technical 
quertes for publication; writing experience an | 
advantage, but not essential; might sult tech- 
nical college lecturer or researcher.—Box KM 


Bue & LEE, Ltd., have a vacancy for 
3 technical sales engineer to cover an area 
comprising Eastern Counties, East Midlands 
and the greater part of Lancashire, resident in 
ihe area within 25-30 miles of Enfield. His 
duties will be to call on manufacturers of 
radio, electronic and electrical apparatus. 

HE man appointed should have as a mini- 
mum City & Guilds certificate in radio and 
telecommunications or equivalent qualiflcation 
and sound experience 1n electronic and/or elec- 
trical engineering; age ljmits are 27 to 35 
approximately and the position ts permanent 
and pensionable. Our staff are aware of this 
vacancy, which arises owing to promotion of 
the man at present doing this work, 
APPLICATIONS, which will be regarded as 
confidential, should state age, qualification and 
experience, and give some indication of_ the 
salary range expected, to the Secretary, Great 
Cambridge Rd., Enfield, Middlesex. (6481 


] СА; sales representatives required in 
several areas to carry additional lines by 
a leading soldering tron manufacturer, good 
connections with quantity users essential, exist- 
ing accounts and enquiries handed over.—State 
territory covered and terms of business to 
Box 4747. [6489 


ASSISTANT required by London Chartered 
Patent Agents with view to training for | 
qualifying as a Patent Agent; knowledge of 
alectrical or mechanical engineering; good 
opening for right type.—Write giving details of 
experience. etc., to Box No. D2948 c/o 
White’s, Ltd., 72, Fleet St. Е,С.4. [6508 


(QUEEN required for radio and television 
duties; applicants must be fully experienced | 
in the repair and maintenance of ell types of | 
radio and television receivers; present rate of 
pay 4/5 per hour; N.J.I.C. conditions.—Apply. 
by letter, to District Manager, Midlends Elec- 
tricity Board, 45, High St., Shrewsbury. [6501 


ees Television Engineer required 
immediately by old-established Manchester 
dealer; superannuation scheme; canteen, etc., 
good working conditions; assistance given with 
housing if required;. expenses for attending in- 
terview will be refunded.—Apply, Fred Dawes, | 
Ltd, 90, London Rd., Manchester, (6537 | 


Peo planning and estimating engineer | 
required with sound knowledge of elec- | 
tronic and light mechanical engineering; no 
age limit; superannuation scheme.—Apply in | 
writing, with full details of past күле 
salary required, and when available, to 
Box 5050 [6528 | 


LECTRONIC fitters are required for ехрег!- | 

mental and development work in the | 
research laboratories of the British Thomson- 
Houston Co., Ltd. at Rugby.—Candidates 
should have previous experience in electronic 
assembly work or_servicing, апа should apply 
in writing to the Recruitment Officer, Research 
Laboratories, B.T-H. Co., Ltd., Rugby. [6267 


599-035 pm Enemies required by 
small but progressive N.W. London radio 
component concern; applicant should have 
knowłedge of transistor circuitry and be 
familiar with modern methods of manufac- 
turing small A.F. and mains transformers, 
the situation offers considerable prospects to 
right man.—Box 4870. [6507 


ADIO engineers required in. department of 

flight for work on aircraft and. workshop 
overhauls, M.T.C.A. maintenance engineer's 
licence an advantage; five-day week, generous 
holiday allowance: staff superannuation and 
sick pay scheme.—Application forms from Chief 
Clerk, The College of Aeronautics, Cranfield. 
Bletchley, Bucks. {6497 


AN interesting position for an electronic 
development engineer occurs in a laboratory 
engaged in a large variety of original work, The 
fleld covered includes: industrial instrumenta- 
tion, servo, audio circuits, pulse work; experi- 
ence in one of these is desirable; an academic 


tage, but the relevant experience will be taken 
f The replies should be addressed 


into account.— 
to the Chief Engineer, Winston Electronics, 
[6542 


Ltd., Govett Ave., Shepperton, Middlesex. 
ADIO/Radar technician required for otl 
company, Sumatra, to take charge in- 
stallation and maintenance of AM and PM 
radio sets, Decca radar sets (marine), 
cinema sound projection equipment, -etc.; 
a well qualified man with Decca training 
is required and experience with American radio 
sets; the commencing salary is £115 per month 
plus adequate living allowance, contributory 
pension plan, medical attention and paid home 
and local leaves; аке limit 35.—Apply in writ- 
ing with full particulars quoting ' SUM ” to | 
Caltex Services, Ltd.. Thames House South. 
Millbank, London. S.W,1. [6448 | 
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Scientists, Technicians and 
Amateurs all over the world 
choose Savage “ Massicore ” 
Transformers for the difficult 
job. The verdict is the same 
whatever language they speak. 


Dear Sirs, 

We have great pleasure to inform you 
that your 4A38.C and 3C67.C are 
extraordinary fine in performance and 
we ga very satisfied with them. 

e intend to switch over to your out- 
put transformers for all our amplifiers 
and are glad to place a further order of: 

4 Nos. 4-A38.C potted. 

4 Nos. 4-B14 otted, 

Trusting the order will be promptly 
executed without delay. 


Thanks. 
Yours faithfully, 


Bl 2 OR TE ШМ 


SAVAGE TRANSFORMERS LTD. 
NURSTEED RD. DEVIZES. 
WILTS. 


Telephone : Devizes 932 
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“RERMATIP” 


AND 


"PERMABIT? 


INSTRUMENTS 
FOR 


GREATER 
SOLDERING 
EFFICIENCY 


е 
The soldering bit which main- 


tains its face indefinitely without 
attention. 25 models available for 


mains or low voltage supply, Bit 
sizes 3 32 to 3/B inch. Full details 
іп booklet S.P.5 from sole 
manufacturers:— 


LIGHT SOLDERING DEVELOPMENTS LTD. 


106, GEORGE ST., CROYDON, SURREY 
——————Те!, CROydon 8589 = 


FM/AM RADIOGRAM 
chassis with A.F.C., 
4W. output. £26 


BEL, MARLBOROUGH YARD, 


LONDON, ARCHWAY, N.19. ARChway 5078 


WANTED 
B. C. 312 | B.C. 61OE 


UNMODIFIED | TRANSMITTERS 


RECEIVERS 
£32 | £220 


We will pay the price shown for sets 
in good condition. 


P.C.A. Radio, 


Beavor Lane, Hammersmith, W.6 
RiVerside 8006 


FOR 
TELEVISION 


LENSES 


CONTACT THE 
MAKERS 


j. Н. DALLMEYER 


Optical & Scientific LTD 
Instrument Mfrs. 


Church End Works, Willesden 
Phone: Willesden 6521-3. N.W.10 


WIRELESS WORLD 


SITUATIONS VACANT 
Т рагайоп of technical handbooks and sales 
literature for T/V transmitting and receiving 
equipment; should haye sound electronic back- 
round, preferably with T/V experience, and 
e able to write in clear 
accurate descriptions of complex pu 
PLEASE apply in writing to Chie ngineer, 
Pye, Ltd., Cambridge, quoting ‘‘ Т.Р." (6432 


DP RAUGEISMAN Senior. required for a 
progressive and expanding electronic com- 
pany situated іп a modern factory. New 
A.E.S.D. rates of pay. with excellent pros- 
pects for à man with initiative, and experi- 
ence on electronic equipment. Apply Chie 
Draughtsman, | Winston Electronics, Ltd., 
Govett Avenue, Shepperton, Middlesex. 
{6371 
ELECTRONIC Engineer or Physicist for 
application research on ultrasonic flaw 
detector; the post involves contact with indus- 
trial users, interesting work and opportunities 
for advancement in a rapidly expanding field. 
—Write, giving details of age, experience. 
qualifications, salary required, etc., to Ultra- 


Sonoscope . (London), Ltd., Sudbourne Rd., 
London, S.W.2. [6562 
MALL Motors. Good salary offered to Elec- 


tronic Motor Development Engineer to work 
on small special purpose d.c. and h.f. machines 
with small company within 40 miles of Lon- 
don. Must be able to work on own initiative 
and follow Om to pre-production stage. 
Excellent opportunity for the right man. 
details of past experience, age, ауанын опа 


salary expected to Box 4640. 
кк engineer.—A unique opportunity occurs 
for а man, 25-35, to join a manufacturing 
company as their outside representative, tech- 
nical ability and proven experience of selling 
high-grade electronic and microwave test equip- 
ment are essential requirements.—Full particu- 
lars in confidence to General Manager, The 
Wayne Kerr Laboratories, Ltd., Roebuck Rd., 
Chessington, Surrey. і 16488 


НЕБЕ are a limited number of vacancies for 

technical assistants іп the experimental 
test section employed on radar equipments and 
guided missile work; applicants should possess 
General Certificate of Education (Advanced 
level) in mathematics and physics and have 
had two years’ experience with the R.A.F, as 
radar fitters; alternatively the positions are 
кореп to ex-naval radio artificers. В 
APPLICATIONS should be made stating age 
and experience to the Personnel Manager, Ap- 
plied Electronics Laboratories, the General Elec- 
тіс Со, Ltd. Brown's Lane, 
coventry. Ref. R.G. T6446 


NSTRUMENT fitters, radar fitters and wire- 

less fitters required by Air Ministry in 
provinces as civilian instructors (male) grade 
ill; appointments  unestablished but good 
prospects of becoming pensionable; trade train- 
g, practical experience and ability to teach 
ire essential; £676 at age 26 rising to £833.— 
Apply to Air Ministry S.5(g), (CIV 53), London, 
З.Е.1. [6553 


LECTRONIC design engineer wanted with 

experlence in practical circuit design, also 

МЕ. and H.F. work: practical laboratory ex- 

perience essential.—Apply in first place, stating 

age, salary and qualifications to P.A.M,, Ltd.. 

Merrow Siding, Nr. Guildford, au who offer 
condi 


zood prospects, ideal workin ions with 
ı good team spirit organisation (new factory- 
extension) [6456 


RADAR &nd radio experienced men with 
Higher National] or C. & С. Certificates in 
electrical engineering end te:ecommunications 
wanted by а firm of consulting geophysicists: 
Initial Ed £660; permanent career offered to 
men of initiative prepared to accept respon- 
sibility and work in camp conditions in all parts 
of the world; liberal home leave and allowances. 
—Apply Box 4849. 188 


АД АНТЕР for newly formed company (пг. 
Crawley, Sussex) a Chief Engineer to 
control production of electrical connectors and 
wiring looms. Applicants should have experi- 
ence of A.I.D. procedures and must be capable 
of Hc үн designers’ requirements,—Apply 
in the first instance, giving details of experi- 
ence, qualifications and salary required, to Box 
5003 16525 


ADIO technicians required by International 

Aeradio, Ltd., for overseas service; perma- 
nent and pensicnable positions; inclusive salary 
from £894 per annum to £1,373 per annum, 
tax free, ассо ding to marital status; free 
accommodation; kit allowance; free air fares; | 
generous U.K leave.—Qualified candidates, to 
whom replies only will be sent, please write, 


quoting RT to Personnel Officer, 40, Park St., 
Wil: [0262 


IRELESS receiver -station superintendent 
equired by Iraq Posts and Telegraphs 
Department for three years in first instance 


ECHNICAL Authors required for the pre- 


concise English | 


Allesley. i]. 


DECEMBER, 1956 


Ask for Leaflet Ref. 2356 which gives 
full technical details of this wonderful 
new unit. 


SPENCER - WEST 
TYPE 50 
BAND 111 CONVERTOR 


Perfect results with any receiver. 
From your dealer or on 7 days’ 
approval from: 


SPENCER - WEST LTD., 
Quay Works, Great Yarmouth 


Phones: 4794 & 3009 


RADIO & TELEVISION COMPONENTS 


WE OPERATE A PROMPT & EFFICIENT 
MAIL ORDER SERVICE 


VIEWMASTER” & “TELE-KING” specialist. 
Easy terms available. Stamp (only) for lists, 


JAMES H. MARTIN & CO., 


FINSTHWAITE, NEWBY BRIDGE. 
ULVERSTON, LANCS. 


METERS 


All types 
Any make 


Single and Multi-range repaired 
and recalibrated 


We can convert or supply meters 
to your requirements. 


PROMPT DELIVERY 
E.I.R. INSTRUMENTS LTD. 
329 Kilburn Lane, London, W.9 


те: LADbroke 4168 


X9 — The finest method 


o 
TL er cleaning records 


Already over 20,000 enthusiastic users 


“Dust Bug” 
AUTOMATIC GRAMOPHONE RECORD CLEANER 


PATENT APPLIED FOR 


THE 


with provident fund benefits; salary and cost of 
living allowance equivalent to £1,800 a year: 
additional allowance up to £48 a year for 
married men; free passages; liberal leave on 
full alary; candidates, preferably single, 
should possess P.M.G, lst class cert. or equiva- 
lent and should have had considerable experi- 
epce in handling commercial wireless E du 
Tafiic.—Write to the Crown Agents, 4, Mill- 
ank, London, §.W.1. State асе, name in block 
letters, full qualifications experience and 
quote M2C/41961/WF. [6442 


Price reduced to 17/6 (plus 7/- purchase tax) 
from your local dealer ог 
CECIL E. WATTS 


Consultant and Engineer (Sound Recording and Reproducttony 
Darby House, SUNBURY-on-THAMES, MIDDX, 


DECEMBER, 1956 


SENIOR 
ENGINEER 


wanted by 


Felgate Radio Ltd. 


Degree or similar qualification 

necessary. Candidates who have 

been associated with production 
will receive preference. 


Duties include the design of 
domestic radio and television, high 
fidelity audio equipment and 
Miniature transmitter receivers. 


Apply Managing Director: 


FELGATE RADIO LTD. 


Felgate House, Studland Street: 
Hammersmith, W.6 


Е.М.1. ELECTRONICS LTD. 


Engineering Development 
Division 


A Microwave Engineer is required at the 
Feltham laboratories of the Company. 
The мо: К is of a varied nature covering 
the whole field of Microwave Compon- 
ents and systems and includes research 
and development on new materials and 
components. A boe d knowledge of 
general circuitry would be an added 
advantage. Prospccts with the Company 
are excellent and applicants should 
apply in the first instance, giving 

details and stating salary required to 


EL/E17, Personnel Department, E.M.I. 


Electronics, Hayes iddx. 


WIRELESS WORLD 
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SITUATIONS VACANT 

ELECTRONIC engineers or physicists required 

for a basic study project concerned with 
communications at the company’s new research 
laboratories, the work is novel апа provides 
opportunities for initiative and original thought. 
APPLICANTS should possess а good honours 
degree or equivalent and preferably have had 
some years experience of research or develop- 
ment im the field of electronics; salary according 
to qualifications and experience up to £1,300 
per annum. 
APPLICATIONS, stating age, qualifications and 
experience to the Administrative Officer, The 
Plessey Co., Ltd.. Roke Manor, Romsey. 
Hampshire. [6509 


IEPSCEEONICS Fitter required py Central 
Electricity Authority Research Laboratories, 
Leatherhead, Surrey, for the construction of 
prototype electronic’ апа electro-mechanical 
apparatus, and the maintenance of light cur- 
rent equipment; wages 4/5d. per hr., 44-hr. 
week; voluntary pension scheme. Applications 
to D. Moffat, Director of Establishments, Wins- 
ley St., London, W.1. Quote ref, WW/91 536 


| BPS SPOT engineers or physicists required 
for rapidly expanding research department; 
experience of pulse techniques or ultrasonics 
desirable but not essential; the work is varied 
and interesting and offers scope and opportuni- 
ties for people with initiative; B.Sc. or H.N.C. 
standard.—Write, giving details of age, experi- 
ence, salary required, etc. to Ultrasonoscope Co. 
(London), Ltd., Sudbourne Rd., London, 2s 
645 

RAUGHTSMEN and Designer Draughtsmen 
are required by the electronics division to 
meet an expanding and varied programme of 
work, these are permanent posts affording an 
opportunity of broadening experience with ex- 
cellent prospects and good commencing salary. 
If this advertisement interests you write for 
an appointment, [E details of experience 
to Personnel Departmen (rc Murphy Radio, 
Ltd., Welwyn Garden City, Herts. [6431 


ALES representative required һу leading 

manufacturers of electronic components to 
contact set manufacturers; technical radio 
background; similar sales experience not neces- 
sary; post offered is permanent, pensionable 
and @ good salary will be paid to successful 
candidate; car will be supplied, plus a liberal 
expense allowance.—Please write, giving іп 
confidence full details of experience, salaries 
earnt, age, etc., to Box 5049. [6527 


LECTRICAL апда mechanical 

. senior electrical engineer 
design and development of electrical servo 
components preferably with experience in small 
motor field, also senior mechanical engineer 
required with experience in design of small 
precision feared mechanisms; salaries £900 {о 
£1,200 and pension scheme.—Please write Per- 
sonnel Manager, Vactrie (Control Equipment), 
Ltd., Brunel Rd., London, W.3. {6552 


ҮЕ, Ltd., require engineers for planning and 
installation of television transmitter stations 


required 


in this country and abroad; the work covers 
systems comprising transmitters, masts, aerials, 
feeders, microwave links and power supplies: 
experience in these fields is desirable but not 
essential; technical qualifications up to H.N.C. 
or equivalent; salary commensurate with ex- 
perience and qualifications.—Please write to 
the Chief Engineer, Pye, Ltd. Cambridge. 
quoting TIP. [6502 


кз ы assistants are required to work 
on the installation and maintenance, in 
{һе establishment or on site, of electronic 
digital computers; candidates should haye ex- 


perience of electronic circuit equipment and | 


some theoretical background preferably to 
O.N.C. standard; these are new appointments 
in the expanding field of digital computing. 
Write., to the Personnel Manager (ref. 125). 
Elliott Brothers (London), Ltd., Borehamwood. 
Herts. {6471 


[SEEEIECNME technician required to construct 
apparatus associated with 2 million volt elec- 
tron accelerator and other special electronics 
equipment for research; keen practica! interest 
in electronics expected and theoretical know- 
ledge up to Higher National or equivalent; 
salary between £630 and £805 per annum 
according to age and experience, plus super- 
annuation.—Apply Director, Radiobiology Re- 
search Unit, Mount Vernon Hospital, North- 
wood, Middx. [6547 


OMPONENTS Research. А  Physicist ог 

Physical Chemist and ап Electronic 
Engineer required in research laboratories of 
well-known consultants, for responsible 1- 
tions concerned with development of new types 
of electronic components and dielectrics, start- 
ing £900 to £1.500 according experience. In 
addition, vacancies exist for Laboratory Assist- 
ants with electronics and/or chemical experi- 
ence.—G V. Planer, Ltd., Windmill Rd.. Sun- 
bury-on-Thameés, Middlesex. (Sunbury б) 


66 

Е-ЕСтвОО test engineer required by Uni- 
cam Instruments, Limited, Arbury Works, 
Cambridge; ex-service radar and radio tech- 
niclans and men with television fault finding 
experience would be suitable for testing and fault 
finding on scientific instruments, incorporating 
electromics and optics. This post would be 
suitable for the man who wishes to extend his 
knowledge beyond the normal testing and fault 
finding routine and affords excellent opportuni- 
tles in an expanding company. Apply Person- 
nel Manager. [6463 


engineers, | 
for- 


THE CONNOISSEUR'S CHOICE 


The "ULTRA TWELVE" 


full range reproducer 


12" 20W 20-25000 -c/s 


Cone Resonance 20 c/s 


£17 .10.0 


Write for details of our range of 
High Fidelity Equipment, which Includes 
GOODSELL ‘ Golden Range,’ with the 
ORTOFON Pick-Up, with Diamond Stylii 
and the WOOLLETT Transcription 
Gramophone Turntable. 


THE CONNOISSEUR’S CHOICE 


The PRESIDENT Audio Consolette 


I2W 20-50,000 
distortion. 


cfs 


£ 


MK. | £30 12 6 
MK. If £34 10 0 


A High Fidelity Tone Contro! Pre- 
Amplifier and Power Amplifier encased 
in a compact attractive cabinet. (1 Iin. 
wide х 64in. high x [4in. deep.) 


idb 0.1% 


Trade and Export enquiries invitea 


JOHN LIONNET & GO. 


DEPT. W, 17 Charing Cross Foad, W.C2 
(Opp. Garrick Theatre) Tel.: TRAfalgar 557 


LOOK! A New 


TAPE DECK 


MODEL TD5—MK I: 
Size 7tin, x lin. for біп, reels. 
High fidelity heads. 
Fast, forward and reverse. 
Positive braking—easy loading. 
First-class motor. 


ABSOLUTELY COMPLETE AND TESTED 
PRICE £9-15-0 


Recording Amplifier, complete... £9 10 0 

Power Unit, сотріесе..,............ £3 10 0 

(BVA guaranteed valves, all new components) 
Carriage extra. 


“ The complete recorder gives results quite as 
good as one costing several times the price.’’— 
]. C., Cambridge. s 
Recording Heads, Oscillator Coils, Induct- 
ances, Transformers, Circuit Diagrams can also 
be supplied, 

Send Stamp for particulars to:— 


P. A. MARRIOTT & CO. 


SUNLEIGH WORKS . SUNLEIGH RD. 
ALPERTON . MIDDLESEX 


i 


3-VALVE QUALITY AMPLIFIERS 
Suit modern crystal P.U.s; for 200-25U v. 
A.C.; neg. feedback, volume and tone con- 
trols; new Components and PLAYING 
TESTED. 
B7g £4/7/6, INT. OCTAL £4/2/6, B9A £4/12/6. 
Carr. 3/6 all types. 


"E.K.E. 47,  Arksey Lane, 
Doncaster. 


Bentley, 


BELCLERE 
TRANSFORMERS 


offer— 


Ж High Quality Driver and 
Output transformers for use 
with Transistor Amplifiers. 


Ж Output transformers for 
F.M. receivers — types suit- 
able for Push-pull or single- 
ended output stages. 


* Transformers to customer's 
own specification. 
lllustrated leaflet and fullest 
details upon request. Excellent 
Delivery — Competitive prices. 
BELCLERE TRANSFORMERS 
P.O. Box No. 22 
117 High Street, Oxford 
Tel. 48362. Cables: Belclere, Oxford, 


, 


WIRELESS WORLD: 


SITUATIONS VACANT 
STIMATING.—E. Е. Cole, Ltd., Malmes- 
bury, Wilts, have a vacancy for an esti- 

mator; the company ís engaged on electronic 
Ды шов and applicants should have had a 
wide experience in estimating this class of 
work and small quantity production; good prac- 
tical shop traiming is considered essential and 
an engineering apprenticeship desirable; good 
salary will be offered and there is a possibility 
of housing accommodation being available to 
suitable applicants, 

FULL welfare facilities amd contributory pen- 
sion scheme. » 

PLEASE apply in writing, with detalls of 
education, training and experience, to Personnel 
Manager. {652 


PRACTICAL Electronic Engineers required 
for the maintenance of production test 
equipment used in the manufacture of radio 
components and various electrical products. A 
certain amount of design and construction is 
entailed, together with the carrying out of 
routine electrical investigations and production 
trouble-shooting. | Applicants should have a 
sound basic knowledge of electronic princtples 
and the ability to work from circuit diagrams 
with the minimum of supervision, Servicing 
knowledge of radio and television an advantage. 
Practical experience of this type of work will 
be rated as highly as academic Auden tons. 
Good salaries will be id and a Pension 
Scheme is in operation.—Please reply, in confi- 
dence, to Box 4641, quoting T.P.3. [6469 


LFORD, Ltd.. 
engineer 
among other things, 


require а young electronics 
for research projects involving, 
d.c. amplifiers, timing 
circuits, servo-systems, television and tran- 
sistor circuits; the successful candidate will 
work with a senior research engineer in the 
Physics Research Laboratory at Brentwood, 
Essex; he will assume a large degree of respon- 
sibility for the design of equipment for use 
in the Company's laboratories and factories 
and for the supervision of their assembly апа 
maintenance; а basic knowledge of optics and 
puo р УП prove useful, but it is not 
essential. inimum requirements: Grad. I.E.E. 
or equivalent, accompanied by imagination, 
enthusiasm and a practical knowledge of elec- 
tronic circuitry.—A; ply in writing to Research 
Director, Ilford, Ltd., Ilford, Essex. [6504 


МОЕ Oil Company requires immediately 
for employment іп Venezuela and also 
British Borneo, multi-channel radio engineers 
with approximately 5 years’ experience V.H.F. 
techniques, including time and frequency divi- 
sion multiplex radio equipment; experience of 
standard telephone types О.Р, and F.P. an 
advantage; must be competent to work inde- 
pendently and be able to co-operate in trouble 
shooting and testing; approximate age 25/35; 
commencing salary according to experience; 
good living conditions for single or marrie 
men; pension scheme coverjng employee and 
family. Tours of 2 and 3 years’ duration with 
paid home leave end each tour, in addition to 
local leave; travelling expenses paid for inter- 
view London. Applications will be treated in 
strictest confidence.—Please apply In writing, 
giving full details, to Вох 24.509, Deacon's 
Advertising, 36, Leadenhall St., Е.С.5. [6518 


IGNALS Officers (Inspectors of Police, 

Grade I), required by Kenya Government, 
for 2 years on probation for permanent em- 
ployment.  Commencing salary according to 
erporience in scale (including inducement рау), 
£753 rising to £1,095 a year. Alternatively 
3-year contract with salary in scale £590 
rising to £840 a year. Outfit allowance £40. 
Free uniform, Separation allowance payable 
to married men under certain conditions, Free 
passages. Liberal leave on full salary after 
our of 30-45 months. Candidates, preferabl 
unmarried, aged 22-35, should be at leas 
5ft Tin without footwear, intelligent and of 
good physical strength and ` development. 
Must be of good education with normal vision 
and hearing without aids. Candidates must 
have at least 4 years’ experience of tele- 
communications work with a radio firm, 
Government dept., or H.M. Forces. Knowledge 
of diesel and/or petrol electric sets an ad- 
vantage.—Write to the Crown Agents, 4, Mill- 


bank, London, S.W.l. State age, name in 
block letters, full MURS &nd experience 
and quote M1/45197/WF. [6492 


ECHNICAL Officer (Radio/Radar Duties) re- 

quired by East Africa High Commission 
Meteorological Dept. for tour of 30/36 months, 
commencing salary according to qualifications 
and experience in salary scale (including in- 
ducement pay) £813 rising to £1,341 a year; 
appointment either (a) on pensionable terms 
subject to a probationary period of two years 
or (b) on contract with gratuity at rate of 
1519 of total emoluments drawn; outfit allow- 
ance £30; free passages; liberal leave on full 
salary; candidates should possess Higher 
National Certificate or City and Guilds Final 
Certificate (5-year Group Course tn relevant 
subjects) or General Certificate of Education 
at Advanced Level in physics and mathematics; 
experience of operation and maintenance of 
ground radar equipment is essential and 
acquaintance with radio sonde and telecom- 
munication techniques is desirable; duties in- 
clude operation and maintenance of meteoro- 
Осы electronic and radio equipment, iono- 
aspheric sounders, *''SFERICS'' and diesel 
lant.—Write to the Crown Agents, 4, Mill- 
ank, London, S.W.1. State age, name in block 
letters, full qualifications and experience and 
Quote M3B/43759/W. [6539 


DECEMBER, 1956 


SPECIALIST SWITCHES 


specified for the 


MULLARD 
TAPE AMPLIFIER CIRCUITS 


Amplifier Type ‘A’ 
55/567/А 


55/567/В 
| 55/567/С 


the set ...: 32/6 


Amplifier Type *B' 


SS/S67/A s s 16/6. 


SPECIALIST SWITCHES 


23 RADNOR MEWS - LONDON W.2 
AMBassador 2308 
Enquiries by post or phone only 


YOUR METER DAMAGED 2 


Leading 
Electrical 
Instrument 
Repairers 
to the 
Industry 


Contractors to the Ministry of Supply and General Post Office, 
Repairs by skilled craftemen of al) makes and types ої 
Voltmeters, Ammetera, Microammeters, Multirange Test 
meters, Electrical Thermometers, Recording Instruments. 
ete. Quick deliveries—for apeedy estimate send defective 
instruments by registered post to:— 


Dew L. GEASER & CO.LTD. 


Electrical Instrument Repairers 
97-100 ALDERSGATE STREET, E.C.I 
(Tel.: MONarch 6822) 


Good Investments 


SIGNAL GENERATORS TYPE  T.F.144G. 
Frequency range 85 kc/sto 25Mc/s in eight ranges. Output 
continuously variable from 1 „У to 1 V. Internal eine 
wave modulation 400 o/s variable up to 75% witb provision 
for external modulation. All Laboratory Tested and 
guaranteed. These instrumente are current models not 
govt, surplus. 


RECEIVERS 1294 with Power Pack, rebuilt and fitted 
Bew replacement valves for which renewals are easity 
obtainable. Current model, does not use С.У. 52 Oscillator 
valve. 


PRECISION TEMPERATURE CONTROL 
OVENS. 230volte A.C, tor quartz crystals, give stability 
with euitable cryatale of better than 2 parte in a million. 
Fitted thermostat and thermometer. Temp. adjustable 
40/60 degrees C. Lab. tested. As new and guaranteed. 
AUDIO OSCILLATORS type B by Furzehil! 
Laboratories, frequency range 0-20 kc/s. Accuracy 1%, 
output 3 W mains operated current model. Not govt. 
surplus. 

400 CYCLE INVERTERS. роа output, 115 volta 
З-рһаве 750 v.a. and 24/26 volta 250 v.a. single phase from 
28 volts D.C. input. 115 volts 115 v.a. 400 eycles 3-phase 
from 24 voit D.C. input. 


400 CYCLE 2 KW MOTOR ALTERNATOR 
Admiralty pattern, 230 volts А.С. 50 cycles 8.Р. input 
cap. start, 15.6 amps, delt driving 2 KW 280 volt В.Р. 
400 cycle alternator with B.T.H. 50 volt 7 amp D.C. 
exciter motor, 


Leslie Dixon & Co. 


Dept. A, 214 Queenstown Road, London, 8 W.8 
=E Telephone: MACaulay 2159 


DECEMBER, 1956 


Build your own Tape Recorder 
with the 


"ASPDEN' 
TAPE DECK KITS 


Compact model 
Thin. x Iin., Sin. reels......kit 

Standard model 
102in. x I5in., 7in. reels...kit 
Easy to assemble, with full 
drawings and instructions. 


£7 10 0 


£8 10 0 
working 
First class 


motor, latest design High-Fidelity heads. 


and the recorder 

AMPLIFIER 

Power pack. ае. Kit 

(without valves) 

Carr. extra 

*. .. | should like to place on record my 

appreciation of the standard of your kits, 

both of the deck and amplifier, both of 
which work very satisfactorily." 

J. S. B., Wolverhampton 


Send stamp for full particulars to: — 


W. S. ASPDEN, 


10, MARKET STREET, WESHAM, 
KIRKHAM, LANCS. 


£5 
£2 


TRANSFORMERS 
FOR ELECTRONIC AND 
INDUSTRIAL EQUIPMENT 


We have a reputation for and specialise 
jn the manufacture of High Grade 
Transformers. Open or enclosed. 
Tropical baked or cast resin types. 
Singly or quantities. 100VA. to 5kVA. 
We fulfil our delivery promises, and 
we have also a department for rewinds. 


HOWORTH 


51 POLLARD LANE, BRADFORD, 2 | 


Tel, 37030 


NEW BOOKS 
ON RADIO & TELEVISION 


A Beginners guide to Radio, by Camm. 
Postage баз. ED SIT. IND 

Fundamentals of Transistors, 
Krugman. Postage l/- 

From Microphone to Ear, by Slot. 
Phillips technical series. Postage 6d. 

Frequency Modulation Engineering, by 
Tibbs and Johnson. Postage !/3 

Electronic and Radio Engineering, 
Terman. Postage 1/9 


Magnetic Recording Handbook, 


Hickman. Postage l/- ............ 


Book, 


Radio Servicing Pocket 
Molloy. Postage 6d. 


The A.R.R.L. Antenna Book.. Postage 
ПЕ уши «e+ ао Е. 
Wireless Servicing Manual, by W. Т, 
Cocking. Postage lj- _.................. 


Correcting T.V. Picture Faults, by J. 
Сиса. Postagejdd: о... елеси 3/6 


Lou sp закегѕ, by Briggs. Postage 4d. 7/6 


UNIVERSAL BOOK CO. 


12 LITTLE NEWPORT STREET, 
LONDON, W.C.2 (adjoining Lisle Street). 


| tenance of 
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SITUATIONS VACANT 
MECHANICAL test laboratory requires tech- 
nical assistant for work on environmental 


| testing of equipments and components, experi- 


ence in this fleld is not essential; duties addi- 
tional to testing involve construction and main- 
test gear, this is an excellent 
opportunity for person with mechanical and 
electronic background and  interests.—Please 
reply stating age and experience to The General 
Electric Со., Ltd., Applied Electronics Labora- 
tories, Brown's Lane, Allesley, сору n 

NIOR Wireless Telegraphy Operator required 
X by Falkland Islands Government for ser- 
vice in South Georgia for one tour of three 
ears in first instance; salary scale £330, rising 
о £420 а year; free board and lodging; free 
passages; liberal leave on full salary; candi- 
dates should possess 151 class P.M.G. cert. and 
preferably have some knowledge of postal tele- 
graph and ships W/T services.—Write to the 
Crown Agents, 4, Millbank, London, S.W.1. 
State age, name in block letters, full quali- 
fications and experience and quote M2C/ 
41977/WF. [6472 


ДАРО Officers required by East Africa High 
Commission Directorate Civil Aviation for 
one tour, 30 to 36 month in first instance, with 
prospect permanency. Salary scale (including 
Inducement Pay), £813, rising to £1,173 a year. 
Commencing salary according experience. Good 
rospect promotion to Radio Superintendent 
salary scale, including Inducement Pay, rising 
to £1,341 a year). Free passages. Liberal 
leave on full salary. Outfit allowance £30. 
Candidates must be capable operating st 25 
w.p.m. and should hold M.T.C.A. Ist class 
Flight Radio Operator's Licence or Cert. of 
Competency or P.M.G. Ist Class Cert. or Com- 
municator a or equiv. Knowledge of 
touch typing for teleprinter an advantage. 
Established Civil Servants should apply 
through their Establishment Officer. Write to 
the Crown Agents, 4, Millbank, London, 
S.W.1. State age, name in block letters, full 
qualifications and experience and quote M2C/ 
41538/WF. [6480 


IRELESS Technicians Grade I required 

by Tanganyika Government Police Force. 
for one tour of 30/56 months in first instance; 
salary scale (including inducement pay) £1,383, 
rising to £1.566 a year; gratuity at rate o! 
131575 of total substantive salary drawn; free 
passages; liberal leave on full salary; candi- 
dates, preferably not over 40 ya of age, 
must have a wide knowledge of installation, 
running and maintenance of fixed and mobile 
radio communications equipment in the MF 
HP and VHF categories, the erection an 
maintenance of lattice steel masts and towers, 
the installation, running and maintenance of 
low power and diesel Cie. equipment 
and а good knowledge of line equipment with 
teleprinter installation and associated prac- 
tices; candidates should have several years’ 
experlence and training up to degree or H.N.C. 
standard.—Write to the Crown Agents, 4, Mill- 
bank, London. S.W.1. State age, name in block 
letters, full qualifications and experience and 
quote M2C/41982/WF. [647 


SITUATIONS WANTED 
ADIO electrician, Royal Navy, ten years' 
experience, avallable January, requires em- 
ployment Middle East or Mediterranean.— 
Box 4963. {6514 


HARTERED Accountant (35), плева post- 

final experlence including cos , Seeks 
post utilising extensive training in pulse tech- 
nique, magnetic recording, or audio electronics. 
—Вох 5083 [65 


BE IL Officer (Post Office), 29, final 
City & Guilds (telecomms. radio), wishes 


| job on Continent; studying to improve French; 


experienced in radio, TV and microwave; any- 
thing considered.—Box 5051. [6549 


TECHNICAL TRAINING 
222220 it as you do it, we provide practical 
equipment combined with instruction in 
radio, television, electricity, mechanics, chemis- 
try, photogra hy, etc.—Write for full details 
to E.M.I. Institutes, Dept. WW47, Pontoon 


ITY and Guilds (Electrical, etc.) оп “Ко 
Pass—No Fee ” terms, over 95% successes. 
—For full details of modern courses in all 
branches of Electrical Technology send for 
our 144-page handbook, free and post free, 
B.LE.T. (Dept. 388A), 29, Wright’s Lane. 
London, W.8. [0117 


TUITION 
OTHING succeeds like success! What we 
have done a thousand times we can do again 
for you—see the B.N.R.S. advt. page 122. [0172 


HEHEDEES operating; attendance and postal 
courses.—Stamp for_reply to Manager, The 
Wireless School. Manor Gdns.. London. Nios 
FLT courses for Р.М.С. Certs., 

C.G.L.I., Teiecommunications, Radar Main- 
tenance Cert. and васи prospectus free. 
—Technical Coliege, Hull. [0111 


.M.I.Mech.E., A.M.Brit.1.R.E., City апа 

. Guilds, ete, on “No Pass—No Fee" 
terms, over 95% successes—or details of 
Exams and courses in al] branches of Engineer- 
ing, Building, ete., write for 144-page Hand- 
book—Free: B.LE.T. (Dept. 387B), 29, Wright's 
Lane, London, W.8. 0118 


TELENe 


(Reg. Trade Mark) 


The only complete 


Range of Equipment 


fom А 


EXTENDED AERIAL 
AND WIRED 
TELEVISION SYSTEMS 


from ..... 
Single Buildings to 
Whole Towns. 


Backed by years of experience in 
this field, in this country and abroad. 


Built to highest **Public Service” 
standards. 


| Covered by full technical and plan. 
ning advice and co-operation. 


The full range includes:— 


. . . Aerial Source A.G.C. Units and 
Channel Converters; 


|... Ultra Wide, Wide, and Single 
Channel A.G.C. Repeaters, with 
outdoor housing, for mains or low 
voltage line powering; 


...Co-ax, Cable Splitters, Equalisers, 
Tappers, etc. 


Comprehensive informative lists on 
request. 


Telefusion (Engineering) Ltd., 


Teleng Works, Church Road, 


Harold Wood, 
ROMFORD, ESSEX. 
Ingrebourne 2901. 
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GALPIN'S 


408, HIGH STREET, LEWISHAM, S.E.I3 
Tel: Lee Green 0309. Nr, Lewisham Hospital. 


TERMS: CASH WITH ORDER 
(No C.O.D.. 


All Goods sent on 7 days’ approval against 
cash 


MAINS TRANSFORMERS. Input 200/230 volta.) OUTPUT 
0/9/18 Volta at 3/4 amps. 25/- each; another qutput 
12}/0/12} volts 2 amps., 25/- each; another suitable for 
soil heating, garage lighting, etc.; another 4 volts 20 amps. 
twice, 35/- each. 


EX-GOVT. ROTARY CONVERTORS, 24 volts D.O, Input 
50 volts 50 cycles, 1 phase at 450 watts, OUTPUT (com- 
plete with Step Up Transformer) from 50 volts to 230 volts, 
£13/10/- each or CONVERTOR only £9/10/- each. 


EX-NAVAL ROTARY CONVERTORS 110 volts D.O 
Input. Output 230 volts 50 cycles 1 phase 250 watts 
capable of 50 per cent. overload, in good condition, guar» 
anteed weight approx. 110 Ib., £13/10/- each. 


SPARK COILS, fat spark on 4 to 6 volts, complete with 
trembler, 17/6, v/p. 1/6 each. 


TOTE SWITOHES with operating gear, large 25/-, small 
15/- cach. д 


+ H.P, D.C, MOTORS, 110 volts, 3,000 r.p.m., new 35/-: 
starters to suit N.V.R., 25/-. 


MAGSLIP MOTORS, 50 volts, A.C., lange size, as new, 8/6, 
р/р. 1/6 each, Trans Type. 15/-, р/р. 1/6 


IRON CLAD Safety Switches, 2 pole, D.P.. D.T., 250 vo'ts 
60 amps., new, 18/6, р/р. 1/6 each. 


D.C. MOTORS, 24 volts, 'arge size 8/6, р/р. 1/- each. 


ROTARY CONVERTORS, new, with afl smoothing and 
control, input 28 volts D.C. Output 300 volts, 260 M/amps, 
160 volts, 10 M/amps. and 14.5.voits, 5 amps, All outputs 
are D.C. 45/-, p/p. 2/6 each 


LARGE METER Movements, fairly low F.8.D., average 
6 inch deflection, very high quality, 7/8, p/p. 1/6 each. 


MOVING COIL Meters, all 2 to 3 inches dia., damaged 
cases or glasses, 3 for 10/-, guaranteed one sound meter; 
6 for 18/-, two sound meters, no junk all are or euitable 
for M/amp. meters. 


MAINS TRANSFORMERS, all 200/250 volts primaries (New) 
Heavy duty Output combination of 0/6/12/18/24/30/ 
36 volta 4/5 amps. 38/6 each. Ditto 6/8 amps., 51/6 each. 
Ditto 15 amps. Output 75/- each. Another combinatlon 
of 0/6/12/18/24 volts 8/8 amps., 51/6 each. Ditto 10/12 
amps., 58/6 each. Ditto 25/30 amps. Output 85/- each. 


MEDIUM SPOT WELDER TRANSFORMERS. Input 
200/250 volts, OUTPUT combination of 0/2/4/6/8/10/ 
12 volts at 50/70 amps., £5/7/6 each. Ditto 120/150 amps. 
Output, £8/10/- each. 


ELECTRIC LIGHT OR POWER CREDIT METERS, 10 amp. 
load 25/-; 20 amp. load, 47/6; 30 amp. load, 57/6. — Fully 
guaranteed, carriage paid. 


PREPAYMENT METERS, 1/ slot, set at 2d. per unit, 
10 amp. load, £4/2/6; 20 amp. load, £5/2/8. Carriage 
paid, fully guaranteed. 


64. SLOT ONLY PREPAYMENT METERS, 5 amp. load 
only, set at 4d. per unit 52/6 each. Carriage paid, fully 
guaranteed. 


LARGE RANGE OF VOLT, AMP. AND MILLIAMP. 
METERS, from 7/6 each to 50/- each, вігев from 2in. dis. 
up {о 7in. dia. Please etate requirementa for price. 


BREAST MICROPHONES, with mouthpiece, 6/-, P/F. 


AUTO WOUND Voltage changer TRANSFORMERS, Tapped 
0/110/200/230/250 volts 200 watts, 48/6 each; 350 watts, 
57/6 each; 500 watte, 76/6 each; 1000 watts, £6/5/- each; 
2,000 watts, £11 each: 3,000 watts, £17/10/- each. 


FILM PROJECTORS, 35 m.m., silent and sound, with [спа 
915; without lens £30. Buyer collecta, other gear, Please 
call. Good film for cutting, size 5jin. x 24ft., 7/6; 
ft lo. x 47 ft., 12/6. Both post free. 


EX-R.A.F, MORSE TAPPING KEYS, 5/- each. 


Any TRANSFORMERS made to order within 7 days from 
date of order. Piease ask for quote Numerous other items 
in stock. 


MAINS TRANSFORMERS, 110/250 volt input 300/0/300 
voit 70/80 M/amps., 12 volt 1A, 4 volt 2A. Useful for 
Wireless, Mode! Trains, Chargers eto., or as an 80-watt 
Auto Transíormer 110/250 volts, 10/9 each. Guaranteed. 


MORSE TAPE Recorders with motor or clock-work drive, 
(NOT radio tape decks) D.C. motors only, £5 each, 
carriage 7/6. 


MEGGARS, large size, slight adjustment needed, 500 v. 
£3/10/-$ 250 v.. £2/10/- each, carriage 10/-. 


Clients in Eire and Northern Ireland, please ask for quota- 
tion as to carriage charges. The above charges only apply 
*o England. 


3FLENDID ODD BARGAINS FOR VISITORS. 
OPEN ALL DAY SATURDAY 


PLEASE PRINT YOUR NAME AND ADDRESS. 
D. sn а Шаа e b Gd 


WIRELESS WORLD 


DECEMBER, 1956 


TUITION 

АРЕ ЕЕЕ -See the world as a radio officer 
in the Merchant Navy; short training 
реше lcw fees, scholarships, etc., available; 
oardins and day students; stamp for ргоѕрес- 
tus.— Wireless College, Colwyn Bay. [0018 
/V & Radlo.—A.M.Brit.1.R.E., City & 
Guilds, R.T.E.B. Cert., etc.. on '' No Pass 
—No Fee" terms; over 95% successes—De- 
tails of Exams. and Home Training Courses 
in all branches of Radio and T/V, write for 
144-page  Handbook—Free,  B.LE.T. (Dept. 
397A), 29, Wiight's Lane, London, W.8. [0116 


FREE Brochure giving details of home stud 
tr. in radlo, television, and а 
branches of electronics; courses for the hobby 
enthusiast, or for those aiming at the 
A.M.Brit.LR.E., City and Guilds, R.T.E.9., and 
other proi:ssional examinations; train with the 
college operated by Britain's largest electronics 


organization; moderate fees.—Write to E.M.I. 
Institutsa, Dept. WW28, London, W.4. [0179 
1RELESS  telegraphy.—Merchant Navy 


offers to youths 16 upwards after quali- 
fication, lucrative positions as radio officers.— 
Apply British School of Telegraphy, 179, Clap- 
ham „ S.W.9. (Est, 1906.) Recognised by 
Ministry of Education, moderate fees, modern 
equipment, day and evening tuition, aiso postal 
courses im theory o: wirel:ss telegraphy for 
P.M.G. Certs. and Amateur йш 
Licence. [012 


[NCQREORATED Practical Radio Engineers’ 
home study courses of radio and 

engineering are recognized the trade as 
outstanding and authoritative. 
to a limited number of students oniy. 
bus of Instructional Text is free. “ The Prac- 
tical Radio Engineer" journal, sample сору, 
2/-; 6,000 Alignment Peaks for Superhets, 
5/9 —Membership and entry conditions book- 
let, 1/-, all post free from the Secretary. 
LP.R.E., 20, Fairfield Rd., London, N By оов 


Moderate fees 
ВуЦв- 


BOOKS. INSTRUCTIONS, ЕТС. 
ACK copies of ‘ Wireless World ” 
* Radio News ^" half-price.—Box 4696. 


чы RELESS WORLD," Sept., 
'a8; Aug., '49-Dec., '55; less 2, '5l: 
vols., bound; offers, —86, York St., аташ 


(6478 
ELECOMMUNICATIONS Principles 1 and 2 
m.k.s. units, equivalent to two com- 
pets correspondence courses for these C and 
exams, 100 worked, 100 unworked examples, 
pace Ор: also *‘ Radio Reference," covers 
sic D.C. and А.С, theory, valves, transistors, 
oscillators, R.F., А.Е. and power amplifiers. 
detectors, receivers, transmitters. F.M., V.H.F., 
aerial arrays, sound, test equipment, construc- 
tional techniques, 180,000 words, 588.figs., price 
25/-.—W. Clarke Riddiford, 384, Tilehurst Rd.. 
Reading. [6525 
"TNTRODUCTION to Valves." By R, W. 
Hallows, M.A.Cantab., M.I.E.E., апа Н. К. 
Milward, B.Sc.Lond. A.M.I.E.E. Describes the 
principles, construction, characteristics and 
uses of most types of radio valves. The 
approach {5 simple and, as far as possible, non- 
mathematical, but the book provides the stu- 
dent with a thorough understanding of valves 
and how they work. 8/6 net from all book- 
sellers. Ву post 9/2 from Iliffe & Sons Ltd., 
Dorset House, Stamford St., London, S.E.1. 
ЧЫ ASH From Your Camera.” Ву Arthur 
Nettleton, F.R.G.S. Shows how amateur 
hotography can be made to pay for itself by 
һе sale of pictures to newspapers, magazines, 
calendar publishers, etc., and deals with the 
many problems involved; 2nd Edition. 7/6 net 
from 811 booksellers. 8/- by post from Iliffe & 
Sons  Ltd., Dorset Stamford  St., 
London, S.E.1. 
ч. TELEVISION Receiving Equipment.” By 
W.T. Cocking, M.I.E.E. An exhaustive de- 
scription of each stage of the normal television 
receiver. Other chapters deal with spegial cir- 
cuits, faults and thelr remedies, selectivity, ser- 
vieing, etc. 3rd Edition, 18/- net from all book- 
sellers, By post 19/1 from Iliffe & Sons Ltd., 
Dorset House, Stamford St., London. 5.Е.1. 
BOOKS WANTED E 
ANTED.—*' Wireless — World,". January, 
February, March, 1950, and September, 
October. November. 1951.—Box 4746. [6487 


NORTHERN  POLYTECHNIC 
HOLLOWAY, N.7. 


COURSES LEADING TO THE B.Sc, 
SPECIAL DEGREE IN CHEMISTRY AND 
IN PHYSICS FOR STUDENTS 
ENGAGED IN INDUSTRY 


Students attend these courses, of duration 
four years, by arrangement with their 
employers. 'Two terms of each year are 
spent in full-time study and the third term 
in part-time study. Those suitably qualified 
may proceed as Internal Students of the 
University of London. 

Any students wishing to enrol should apply 
to the Secretary, Northern Polytechnic, 
Holloway Road, London, N.7., from whom 
further information can be obtained. 


House, 


SONOMAG 


the newest 


TAPE RECORDING 
EQUIPMENT 


SONOMAG—THE NEWEST PORTABLE 
TAPE RECORDER 


using latest Collaro 3-speed 
Transcriptor, in compact port- 
able form. Measures 17"x14"x7" 
and includes new Collaro micro- 


phone and tape. Ag gns 


PRICE 


Contempory Console Model 
in pale oak, mahogany or striped 


walnut. 
PRICE gns 


SONOMAG ADAPTORTAPE UNIT 


for immediate connectionto your 
own Hi-Fi equipment, latest 
Collaro 3-speed deck, newly 
designed pre-amplifier, frequency 
response 30 c/s. to 16 КС/5. 
automatic compensation on both 
record and replay to C.C.i.R. pro- 


fessional standard. 32 gns 


PRICE 
Special power-pack if required, 
4 gns extra. 


Demonstration by appointment with 
pleasure, day or night 


Leaflet on request 


SONOMAG 


2, St. Michael's Road, Stockwell, $.W.9 
(Minute Stockwell Tube). BRI. 5441 (3 lines). 


BUSH RADIO LIMITED 
Development Laboratories- KEW 


Vacancies exist in all grades of work on 
colour television and associated test gear, 


Write for application form to Personnel 
Dept. (Ref. CTV), Bush Radio Ltd., Power 
Road, Chiswick, W.4. 


OPPORTUNITIES FOR 
SERVICE ENGINEERS 


Applications are invited for posts 
entailing interesting service work, 
including trials and technical liaison, 
in connection with Sperry Marine or 
Aeronautical navigational and asso- 
ciated equipment. 

Fy alate must have good knowledge 
of electronic theory, wide electro- 
mechanical experience, preferably on 
similar equipment, be physically fit, 
have a good personality and be 
prepared to travel in U.K. Aero- 
nautical Service Engineers must be 
under 40, and fit for flying as test 
observer. 

Salary appropriate to qualifications 
and experience, and ©“ away-from- 
base" expenses are reimbursed. A 
superannuation scheme is in opera- 
tion. 

Write briefly and in confidence to 
Personnel Manager, SPERRY 
GYROSCOPE CO. LTD., Great 
West Road, Brentford, Middx. 
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NOTTINGHAM & DISTRICT TECHNICAL COLLEGE 
Principal: D. А. R. Clark, M.Sc. (Teoh.) 

Applications are invited for the undermentioned | 
appointment. 

The College ie governed by a Joint Education Сот: | | 
mittee whose policy is to encourage staff and students | | 
to undertake research work, an appreciable amount | | 
pee in progress in some departments at the present | | 

е. 


ASSISTANT GRADE B FOR ELECTRICAL ENGIN- 
EERING (LIGHT CURRENT) 

Salary in accordance with the Burnham Technical 
Scale (or Assistaute Grade B viz: £650 per annum rising 
by annual increments of £25 to a maximum of £1,025 
per annum, plus degree allowance of £76 per annum 
(ог £125 for good honours degree) and up to 3 incre. 
ments of £25 for training іп approved cases, Commence- 
ing salary may include incremental allowance for 
industrial experience after age ої 21, and for war 
service. 

Further particulars and form of application may be 
obtained fom the Registrar, Nottingham and District 
Technical College, Shakespeare Street, Nottingham, 
to whom completed forme should be returned as soon 


as possible. — p STEPHENSON. 
Clerk to the Joint Education Committee. 


NORTHERN POLYTECHNIC 

DEPARTMENT OF PHYSICS 

SHORT LECTURE COURSES 
Transistor Circuits. 
Part I. Tuesdays at 7.15 p.m. Four 
lectures beginning 15th January, 1957. 
Part П. Tuesdays at 7.15 p.m. Six 
lectures beginning 12th February, 1957. 
Radio-Frequency Noise Techniques. 
Mondays at 7.15 p.m. Six lectures 
beginning 25th February, 1957. 
Technology of Cold Cathode Valves. 
Thursdays at 7.15 p.m. Six lectures 
beginning 28th February, 1957. 
Enquiries should be addresged to the 
Head of Department of Physics, 
Northern Polytechnic, Holloway, N.7. 

(Telephone NORth 1686) 


LABGEAR (CAMBRIDGE) LTD. 


Willow Place, Cambridge 
ELECTRONICS FOR A SECURE 
AND PROGRESSIVE FUTURE 
NO KNOWLEDGE OR EXPERI- 
ENCE of an electronic character is 
necessary for an exceptional vacancy we 
have in our DRAWING OFFICE. 
Applicants must, however, be competent 
draughtsmen, well versed in light 
mechanical engineering, and will be 
given the opportunity of gaining 
experience in electronics for upgrading. 
Fine working conditions among friendly 
colleagues in a delightful University 
City. Send all relevant details at once, 
to the Personne! Manager. 


RADIO ENGINEERS AND AMATEURS 
Send 6d. for our latest list. We аге stockists 
of the new Collaro Tape Deck and 4-speed 
|] Monarch Changer, the Whiteley Electrical 
W.B.2l Amplifier, W.B. Speakers & Cabinets. 
Price and Bernards Books. We also supply 
valves, condensers, resistors and a wide 
|] range of components at keen prices. 

From the Mail Order Specialists : 
RADIO HAM SHACK LTD. 
155, Swan Parade, Bradford, 1, Yorks. 

———+—- ї — 


Е БЕ 


PYE TELECOMMUNICATIONS ||! CINEMA-TELEVISION LTD. 


LTD., | 
Ditton Works, 
Cambridge 


require 
JUNIOR 
ELECTRONIC 
ENGINEERS 


invite applications from both 
SENIOR and JUNIOR 


ELECTRONIC ENGINEERS 


with experience in the field of 


MICROWAVE DEVELOPMENT 
Apply in writing giving 
details of qualifications and 
experience to the 


PERSONNEL MANAGER 
Quoting Reference M.D. 


| TELETRON SUPER INDUCTOR COILS 


pd 


Ferrite Rod Aerials. Wound on high permeability 
Ferroxcube rod, Medium wave 8/9, Dual wave 12/9. 


Type HAX. Selective crystal 
diode coil for tape and quality 
amplifiers, MW 3/-, LW 3/6. 
Dual wave TRF Coils, matched 
pairs (as illustrated) 7/- 
pair. Type S.S.O. Supersonic 
Tape Osc. coil, provides 
6.3 v. 3 a. RF for pre-amp 


| to assist in the production and testing of 

Monochrome and Colour Television Trans- 

| mission Equipment of the highest grade. 

Applicants should possess a sound funda- 

| mental knowledge of radio and television 

practice and be capable of using genera! 

| laboratory test equipment on own initiative. 

National, C. & G. or similar qualifications 

| an advantage, but comprehensive practical 
| experience тау be acceptable. 


5-day week. Pension scheme. Canteen. 
I min. bus and rail services. 


Write, with full particulars of age, 
experience and salary required to 
CINEMA-TELEVISION LIMITED, Worsley 
Bridge Road, Lower Sydenham, S.E.26. 


THE TELETRON CO. LTD., 
266, Nightingale Rd., London, N.9. How. 2527 


WEBB'S SERVICE 
DEPARTMENT 


Renovation and re-allgnment of 
i| Communications Receivers a 
speciality. 
We can also offer skilled overhaul 
of High Fidelity Amplifiers and 
Equipment. 

WEBB’S RADIO 


14 SOHO STREET, LONDON, W.1 


Service Dept. — 'Phone GERrard 7308 
Sales Dept. — ‘Phone GERrard 2089 


Morse Code operating 
as a PROFESSION 


The essential qualification of a Radio 
Officer at sea, in the air or ashore is 
EXPERT MORSE OPERATING. 
The Candler method of teaching Code 
is known the world over. 


45 years of teaching Morse Code 
is proof of the efficiency of the 
| Candler system. 


Send 244. stamp for Payment Plans and full 
details of all Courses. 


; THE CANDLER SYSTEM CO. 
(55W) 52b ABINGDON ROAD LONDON W.3 
Candler System Co., Denver, Colorado, U.S.A. 


M ee оя—чсчкшшшы a 


SERVICE ENGINEER'S 
FIRST CHOICE 


A MAST PROBLEM? x) S 


BEADON GARAGE BEADON ROAD LONDON we Tel ephone RiVerside 1124 & 78738 
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CATALOGUE 


FOR 1956 


@ The only 
comprehensive 
selective 
catalogue of 
Classical L/P 
Records— listing 
only recordings 
recommended 
by the Critics. 


@ Nearly 3000 
discs listed (as 
already available 
to Library 
members). 


Y 


WIRELESS WORLD 


& HANDBOOK 
— 1957 


Also selections on :- 

@ The care of 
Long Playing 
Records. 


@ The Reproduc- 
tion of Long 
Playing Records. 


@ A Basis for a 
Record Csllection 
(100 Recommend- 
ed L/Ps) 


@ FULL DETAILS 
or LIBRARY 
MEMBERSHIP 


PosT 3/- FREE 
THE LP RECORD LIBRARY 


SQUIRES GATE STATION APPROACH, BLACKPOOL, LANCS. 


RONETTE FONOFLUID 


PICK UP 


SUPPLIED TO MANUFACTURERS ONLY 


TECHNICAL DETAILS AND 
SPECIFICATIONS ON DEMAND 


TRIANON-ELECTRIC LTD. 


95, COBBOLD ROAD, LONDON, N.W.IO 


Willesden 2116 


DECEMBER, 1956 


Garrard ВО 110 3-epeed Autochangers. ССЗ crystal 
heads, twin sapphire styli. Maker's cartons. A.C. 
mains 200/250 volts. £7/19/6, plus 5/6 carr. 


Garrard RC 120 3-speed Autochangers with additional 
facility of manual control to play single records. 
GC2 crystal heads. A.C. mains 200/250 volte, £9/19/6, 
plus 6/6 carr, 


Collaro RC54 3-speed Mixer Autochangers, with 
О or T beade. А.О. mains 200/250 volts, 28/19/6, 
ptus 5/6 carr. 


Garrard ВО 80 3-speed Autochangers. GC2 crystal 
heads with twin sapphire styl. ^ Maker'a cartona. 
A.C. mains 200/250 volts. £9/19/6 plus 5/6 carr. 
Thorens Swiss made single speed autochapgers (78 
r.p.m.. Cream finish, А beautiful precision job. 
A.C. mains 200/250 volts. £4/19/6 plus 5/6 carr. 
Rexine covered cabinets adaptable for the above [| 
units, 45/» plus 5/6 carr. 

Record players fitted Garrard 78 r.p.m. А.О. 6 a. 
motors. Governor controlled variable speed. f^ 
Standard magnetio pick-up. lain. turntable. Volume f 
control and jack plug. 100/130, 200/250 volta, A.C. 
50/60 cycles. Black crackle finish case with 2 locks, 
keys, and carrying handie. £4/19/6 pius 5/6 carr. 
Rexine Covered Portable Record Player Cabinets 
out for B.S.R. Regent HF100 unita, with space for 
amplifier, Ex well known manufacturer, Our price 
22/19/6. Larger size cut for Monarch changer £3/5/-, 
plus §/6 carr. 

3-Speed Record Players, fitted with Acos turnover 
HGP59 pick ups with twin sappbire styli, rexine 
case with lid, fitted clasps and handle. Worth 10 gne. 
Our price £7/15/6, plus 5/6 carr. 

Crystal Pick-Ups fitted Acos HGP59 cartridge. Ultra 
lightweight. Our price 27/6, plus 2/6 carr. 

Bend stamp for-complete bargain liste. 


RONALD WILSON & CO. 


(DEPT. W.W.), 12 BRIDGE STREET, WORCESTER. 


100/700v 
AC/DC 
"7/6 


STARCH LEAD 


TEST PROD 
7/6 


А ы eee 
THE PERFECT FAULT FINDER 


NEO ELECTRICAL INDUSTRIES LTD 
MANCHESTER 4 


7 


ESQ m m m ФФФР 
“DIPLOMA ” HEADPHONES | 


Lightweight High Resistance (4,000 
ohms). Complete with cord. 
17/6 
Ideal for CRYSTAL SETS 
The *TYANA' Standard Soldering Iron 


SS) 


Adjustable Bit 

Weight approx. 4 oz 

Heating time 3 min. 

40 Watt economy Con- 
sumption. 

Standard Voltage Ranges 


16/9 
Replacement Elements and Bits always 
available 


KENROY LIMITED | 


152/287 UPPER ST., ISLINGTON, 
LONDON, N. 
Telephone: CANonbury 4905-4663 
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A new book for technicians, engineers and students 


By T. E. Ivall 


An 
introduction to 


А non-mathematical introduction to the mechanism and application of computers 


the mechanism 


employing valves and transistors. Both digital and analogue computers are 


and application 


covered, the bulk of the book being devoted to describing their circuitry, while: 


of 


their rapidly developing applications in industry, commerce and science are also 


computers 


ELECTRONIC COMPUTERS 


NOW READY . . . 25s. net 


outlined. 


In a final chapter the future evolution of computers is discussed. 


PRINCIPLES AND 
APPLICATIONS 


BY POST 25s. 9d. 


FROM YOUR BOOKSELLER 


Published Ьу 


ILIFFE & SONS LTD. DORSET HOUSE, STAMFORD ST, LONDON, 5.Е.1 


WANTED 


BC 221 FREQUENCY METERS 


We will pay 


£40 


each for sets in good condition with 
calibration book. 


“Reply to ' Occasion | " this journal's 
head office. Box No. 4982 cjo. 
Wireless World. 


WANTED! 


One TN 54 TUNING UNIT For APR 4 


We will pay 


£100 


for unit in good condition. 


Reply to ““ Occasion lf” this journal’s 
head office. Вох Мо. 4983 с/о. 
Wireless World. 


SHORT WAVE BROADCASTING 
TRANSMITTER FOR SALE BY 
RADIO EIREANN 


100 k.w. 
water cooled transmitter. 


A new Marconi, 


Transmitter is installed but is 
unused except for trial runs. 
For particulars apply to:— 


CONTROLLER OF STORES, 
DEPARTMENT OF POSTS AND TELEGRAPHS, 
DUBLIN, IRELAND 


190 WIRELESS WORLD DECEMBER, 1956 


INDEX TO ADVERTISERS 


Pass Pats |Painton & Co. Ltd Pits 
Abix (Metal Industries), Ltd. ............ 150 | Felgate очо. ШЧ о ain O., E „ме, Е 
Acoustical Mfg. Co., Ltd. ................ 5 mu. dd Е 157 БЕШТ) ae Stanley, Ltd. ............ ed 
"EP med deg td wem. qc MN Foresifnt расан, Lid: '. М E 154 тора Transformers, Ha б 173 
ro Great Britain), rtiphone, d MEM. г. B. ison & GO, Ltd. ............ 
eo ^ ga deae ^ ДА Foyle, W.& G., Lid. 56, 146 | BCA” Radio... 166, 182 
{тїр Pid. eo ‚Н. É БЕ 5 , Ж ЖЕ. E NE. sag ce 
. 149 | Fringevision, Ltd. .. ТЕО | Рети ОРНОО ОТЕ. аео 66 
A ag t i é Frith Radiocraft, Ltd. ......... . 8 Eu 5 Electrical, tds ete 57 RT BO 
‘Ama.gamated Wireless (Australasia), Lid. 123 | Furzehill Laboratories, Ltd: ............ 91 pio са ДД ИЕ 7 dim 
Ambassador Radio & Television. Ltd. .... 90 P essey, A Ee coo . 18, '380 
Amplex Appliances (Kent), Ltd. ..... ы A EA НАНА 186 Power Cont aca 777 ЗЕ S 
Anders lectronies, Lid. 9020000022..." 199 E ишк MIS. Ge. nd. Ay eee ed ed. d 
ое ла Pire СЫ. ee Bros., Radio, з К: roops Bros., A i А 
SU Eo. аа Fibre Con ia 138 | General Hiettrie со. [OL on um om M ^e 36, 87 
ents Vacant 166, 167, 168, 169, vaert, Ltd. senseri 
ini, 1000, 11 183, iab, 197 | Galea Б а Co 174 | Quartz Crystal Co., Ltd. ....... жо 176 
Arcolectric Switches, Ltd ы М Rer dal DM m 
Ardente Acoustic Laboratory, Ltd Bn M XR QM TUUS . 19$ | Radio & TV Components (Acton), Ltd. .. 157 
Ariel Sound, Ltd. ............... tees Goldie Miz. Co, Did... leon ` 346 | Radio Component Specialists «^J 
Armstrong ‘Wireless & Television r E р CU e pete . Radio Exchange Co., The . 
Tid: ante, „ПЕ od Goodman Radio (1950). L Radio Ham Shack, Ltd. 
АВИОНЕ ibtd. MS lioe ашон ао BLED oan SEU Radio Resistor Co., Ltd., The 
Tod OE a: oe 122 Gas EA tnr LR IS, 6 Radio Servicing Co. zd 
Кард WONG NEN 27: . . . . ЕЕ лый. : аа еа» wen Y ospaures Did. ds. ЕЕ 
Automatic ^ Coll ` Winder ^& Electrical Grills Hansen (Recordings), Lid 707 13a | Radio Supply Co. (Leeds), Lid. :. EE 
Equipment Co., Ltd., The .............. 1 Grundig (Gt. Britain), 110 Radio Traders, b onc ынс Е 5 158 
automatic Telephone’ & Electrical Co., БА "ER a o za БОА educ d LA EDT em NIE a 
а ашк олан сее a S a i а.а эё TH m! T " A eee 
Autoset (Production), Ltd. .............. 114 пап ааста, e За Бебе Гето шеп „С uir. ec a 
з Harris, P. ...... БОШОН! SECO IMP a.. neea ШЫ 
Bates SUUDIUS SCONES: .................. 166 | Hartley, Н. А., Со.. Ltd. Rudman Darlington (Electronics), Ltd. .. 68 
Beam-Echo, Ltd. ............ cce езуне» _96 | Harwin Engineers, Ltd. 
Beamisho nv WM. _.............. 180 | Hatfield Instruments, Ltd. T Salford Electrical Instruments, Ltd. .... 121 
Belcher (Radio Services), el 59 | Hatfield Radio ................. 7-3 Samsons Surplus Stores ses 3866. 
Belclere Transformers ............ RSs | Наа Davis аа. Savage Transformers, Ltd. . . "BI 
Belling & Lee, Ltd. ................ 101 usi Be WET.. Service Radio Spares .......... S s 
per Bond рашы, ТАЕ EE E T H {бай Г, aae Pon rore RD Metal Oc WIOPES ...... 9 07 153 
si Е VEU o), : 39 udehi ИСО т а cree ria oj 
Berry's, (Short Wave), Ltd. Kcu ОЛИНГАН ит. 8, cepe rere. 89 | Sifam Electrical’. Instruments Co., Ltd. .. 180 
B. K. Partners, Ltd. ..... A Iwan Р.Ш... ушш... : EImmonus B.E. Ltd" м..........ь„т.. 116 
Blickvac Engineering, Ltd 126 | Н.Р. Radio Services. Ltd. ue pE AS ee "We EDEN quoc эр 187 
Boyd, Ма T. - „15 | Hughes, F, A., & Co., Ltd. . Smith, G. W., 5509 Eg npe Mi 155 
Bradmatic, Ltd. . .... 128) Hunt, А. H., (Capacitors), Li . e Smith, H. 5. БА vas 180 
Britain, Chas., (Radio), Ltd. ............ ЗАР RASON, Edd. ..2.——.......-. н Smith, w. x eor M 84 
British Communications Corpn., Lid. .... 64 Solartron КЕ ун "Group Ltd E 2 
British Distributing Со. .................. 180 Sonomag, Ltd. ........... . 186 
вин Institute of Engineering Te, ima ваа ев Radio i Supp 176 
ogy Pee ез» ee ee ә» ч ресіа lis: witches ane 184 
КЕЕН Insulated Callender’s Cables, Ltd. Ls Inte HA ona [opu n m Schools ^ 88, 148 Сею, He. Bu I me 
British National Radio School ............ 122 Sperry Gyroscope Go., Lid. .... Bec 
British Physical Laboratories ............ 15 Jackson Bros. (London). Ltd. s 14 Оо M RE 13 
British Sarozal, Ltd. ... ; 5 172 SERE Qs & Electronic Co. 156 Standard’ Teiephonės & Cables, Ltd. =; 99, 107 
British Thomson-Houston Co., Ltd. 162 IE Б т Оу т ТЕЕ Be Steatite & Porcelain Products, t 40 
Brookes Crgstals,, Ltd. M. 86 Electrics, Lt - 16 Steatite, Insulations, itd a mA РНИ 
rown, S. G., Aem . tern Radio, Ltd. ........... 
Bulgin, A. F.. & Co., Ltd. . 617 | Kaye Electrical Mfg. Co. Stewart gt Ltd 
BONETE ELEAN oe MRNA ОВ | Келгоў! A с... Stratton & Ltd. 
НИШ ЕЕЕ ОООО 165 | Keyswitch Co., The ..... Sugden, A. R., 
Burne-Jones & Co., Ltd. ................ 125 Superior, Radio 8 Supplies 
- urrey e = - 
C. & G. Kits ..... ич ERIEN Асса MUS 158 | Sutton Coldfield Uo Engineers .... 116 
eaS System Co. . Lanes Radio, Ltd. .. "OI SWEDn ЕЕЕ айі. eue ee. „5... . 164 
Cementation (Muffelite), Ltd > Lasky's (Harrow Road), Td. 155. 136, 137 Tannoy Products, Ltd. 
Champion катего Ас ИРЕНЕ Leak, H. J., & Co., Ltd. VUL ayior Electret Ose з: 
Chapman. E еза р Ltd. .... 10 Бе is Radio Со. face tri: Diaz: 35 
Cinema Television: ООА. Бы» EA c der. 14 | Light Soldering Developments, Ltd. © 182 eer ТАЧ. UE 
City Sale & Exchanges Lid. г MEME Linear2PrEpduets. Ltd) з е... f... 129 
Clyne Radio, Ltd. ...... A NES Lion Electronic ерше БАЙ, oooi. 70 
Cosmocord, Lid, .24€......v- a Lionnet, John, & Co. » spe IBS 
Cossor, A. C., Ltd. ..... Sap oc Lockwood & Co. (Woodworkers), шш 175 
Güventry Badlo .........----«- ns London Central Radio Stores .. 181 
Long Playing Record Library . 188 
Lowther Mfg. Co. ............. 78 
Dallmeyer, J. H., Li E R Buoy Co^ Ltd Ё.......... 114 
БОКС), Lyons, Claude, Ltd. ....... 672 P ii ace 
De La Rue, homing, i © yons Badio, Utd recs. acces =. cune 180 Tutor Tape” Со. ' 6 
епсо acto: : 
Dept. of Posts & Telegraphs - З SEIEN рес. г үн ы ee Universal Book Co. .................:.. 185 
Dependable Radio Supplies .... Sam al Ог ег t Upp. d PED Mam vs 44 Universal- Electrical Instruments Corpora- 
Direct T.V.  Feplacements Marconi Instruments, Ltd. ........-...... Gu eode сйс 143 
Dixon, L. ad Е 1 Marconi’s Wireless Telegraph Co., Ltd. Universal Electronics . =. 60 
Dixons Electronics nd EN cnc Marriott, P., & C Id 
Domestic Direct Sales... ааа С pee as мато Рн. DE-—-— >а US 182 vue. Ltd. OR m o “a D 
ubilier Condenser Ї R иазорат еппег Accumulators, ween ws 
ПЕЕ ИСО ee... ере Со., Ltd. . ее. аха ан т. cane. Е ДД? 
Dulci Co., Ltd., The jn ne Ma deir E V.E.S. Wholesale Services. Ltd. ze 
Duode Natural Reproducers Minnesota Mining & Manufacturing со; АД Н ДКО ТА ыы... : 66 
ША, unde e Nr ..,.......... 79 Vortexion, Тан у... 109 
BO" Emm e Modern Book бо: - 180 поо ОРИ кн 
son Sw. clric 0. -—— odern ectrics, is , м 
Egen Electric, Ltd. ..... тже c7 182 | Morganite Resistors, Lid: с... 10 Жаш керш. .............. е 
GA T П еее (o Ro MULE аан... 00 а Langragories, ta.. Th des 
КОК Жо LG bie: BASES  чалидидез T 184 | М.Н. Supplies. Ltd. =e У 82 Webber, aR 5, СВЕВА 
Electrical & Wireless Supply Co. 158 | M.S.S. Recording Co., Lid. 69 | Webb's Radio .. 
Electrical Instrument Co. (H'ton). Lid. - Тао йаг 1 c codo 3, 34, 35. 52. 81, 98 We tinghoul o Б 
Electro-Acoustic Developments .......... 177 | Multicore Solders Ltd. .............. Cover, Чу еза Шак. Hae 
Electro-Acoustic Industries, Ltd.-...... - 38] Multitone Electric Co., Ltd ........... 106 | Weymouth Radio Mfg. Co., Ltd., Tho .. 80 
Electro-Methods, Ltd. ....... "IE => 2512 огах UD IMP -:@......:...24.- TAB. рли ше "їсс. Wore an 
* Electronic & Radio Engineer’ . vm. 61 i SS C i Gt. Britain, Ltd." 
Electronic Precision Equipment ...... 112. 113 | мео mectric, Ltd. - White, Ep» Que Е Britain, Ltd., The 54 
Hu Niel uc d. тоат Li. pos 15 Newnes. George, Ltd. .................. 11. Wilkinson, f. ( орыны ши ash 
EM, с тн еч ee ae is ЖЩ: || Sees ea eae ЕНЕН 188 | Woden Transformers, Lid. ... 74 
EMI. Elecite mics, midi. ee |. 105 forthern о Se Wolsey TECUM Lol dopauponona 110 
EMTA ИШЕ зы И. аара ае. 10, 104 | Nottingham Technical College ...... 186, 187 | Wright & Weaire, Ltd. ......... A 5 
E.M.I. Sales & Service. Ltd. ............ 108 
English Жесе Valve Co., Ltd. ..... .. 47 | Oddie, Bradbury & Cull Ltd, Ss aa 176 | Young, C. Н. ............. ет 
Enthoven Solders. Ltd. ................ 8. 55 | Osmor Radio Products, Ltd. M eS 12» 
Excel Sound Services, Lid. .............. 164 | Oxley Developments Co., Ltd. 178 'Z. & І. Aero Services, Ltd. .............. 172 


Printed in Great Britain for the Publishers, Inirre & Sons Lrp., Dorset House, Stamford St., London, 3.E.1, bv CORNWALL Press LTD., Paris Garden, London, S.E.1 Wireless 
World can be obtained abroad from the following: AUSTRALIA AND NEW ZrALAND: Gordon & Gotch. Ltd. INDIA А. H. Wheeler & Co. Canana: The Wm. Dawaon Suuescription 
Wervice Ltd.: Gordon & Gotch. Ltd. SouTH Arica: Central News Agency, Ltd. William Dawson & Sons (S.A), Ltd. Uwirsp States: The International News Co 


DECEMBER, 1956 WIRELESS WORLD iii 


CROSS-OVER UNITS 
& HIGH-PASS FILTERS 


We have been associated with Printed Circuits 
since their inception in this country, and now offer a 
complete service for the design and manufacture of 
Printed Circuits for all applications. In addition, we 
have developed special types of condensers ideally 
suited to this new technique. We invite enquiries 
from all interested manufacturers. 


C.156/3, C.160. Aerial Cross-over Units for coupling 
Band I and Band III T.V. aerials. 

C.156/3 requires the addition of one fixed condenser to 
complete the circuit, whilst C.160, which is smaller in size, 
requires the additios of three fixed condensers. 


C.548. Tri-match Aerial Unit for coupling together 
Band I, Band II and Band III aerials to a common feeder. 
Four fixed condensers are fitted on the reverse side to com- 
plete assembly. 


C.526/1. Triple-wound Transformer for feeding two 
T.V. receivers from a common aerial and may also be used 
for coupling aerial arrays. 


C.263/1. High-pass Filter for the elimination of C.W. 
interference causing patterning. Suitable for all standard 
І.Е. frequencies. 

C.263/1 High-pass Filter is also available completely 
assembled in a screened aluminium can with coaxial plug 
and socket terminations. 


P 


с263/\ 


All the above are now 
available as panels only 
or assembled- with all 
condensers in position. 


THE TELEGRAPH CONDENSER CO. LTD 


SPECIAL PRODUCTS DIVISION - NORTH ACTON - LONDON - W.3 - Tel: ACOrn 0061 


Ersin Multicore 


The bit on the left, used. with Savbit Alloy, has made 10,000 
joints. The centre bit, used for 1,000 joints, and the bit on the 
right for 7,500 joints, were used with a standard tin|lead alloy. 


,9AVBW | 
p is supplied on 7 Ib. 
Reels for factory 
use. Ersin Multi- 
core 5-core Solder 
is also available on 
these reels in 6 
alloysand9 gauges. 
Prices on applica- 


CONSTRUCTOR'S 
2/6 PACK 


Contains 19 ft. of 
18 s.w.g. 60/40 alloy 
wound ona reel. Also 
available containing 
40 ft. of 22 s.w.g. 60/40 
alloy — specially re- 
«ommended for sol- 
deringprintedcircuits. 


| 2/6 each (subject). 


Savbit Type 1 Alloy ` 


Wireless World 


When each operative 
uses a comparatively 
small quantity of 
> solder at a time, the 
1 lb. Reel containing 
Savbit Type 1 Alloy is 
| often the most con- 
venient size. Contain- 
497| ing approx. 170 ft. of 
с 18 s,w.g. 
.15/- each (subject) 


Christmas. Gifts 
SUITABLE FOR THE TECHNICAL MAN 
AND THE AMATEUR. ENTHUSIAST 


Bib WIRE STRIPPER AND 
CUTTER. he 


Strips insulation; cuts 
wires; splits plastic twin 
flex. Adjustable to 
most wire thicknesses. 
An ideal gift for handy- 
men and electricians. 
3/6 each (subject). 


Sav 


| Bib RECORDING TAPE 


DECEMBER, 1956 


British Patent Nos. 
704763, 721881 


CUTS SOLDERING IRON 
REPLACEMENT COSTS 


Many manufacturers have already 
changed to the exclusive use of 
SAVBIT Type 1 Alloy containing 5: 
cores of non-corrosive Ersin flux. 
Tests under actual working condi- 
tions have -proved that the life of 
solder bits can be increased by up to 
10 times by the use of SAVBIT 
Type 1 Alloy. 


In addition to the 
normal 4 specifi- 
cations of Ersin 
Multicore 5-core 
Soider, Savbit 
Type 1 Alloy is 
nowalso available 
in this pack for 
y Service engineers 
@7| or radio enthusi- 
asts. Contains 
па 5а 53 ft. of 
18 s.w 

5/- Bach (subject) . 


SPLICER. This device. enables 


professional and amateur recording 
enthusiasts to edit tene i 
accurately and easii Son 7 
pays “or itself by a ording - 
considerable economies 
in tape. 18/6 each 
(subject). 4 


MULTIGORE SOLDERS . LIMITED, MULTICORE WORKS, HEMEL HEMPSTEAD, HERTS.. (BOXMOOR 3636) 


